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THIS  TSXT-BOOK  IS  DEDICATED 

To  the  Teachers  of  Technical  and  Industrial  Edu- 
cation, and  to  the  Experts  of  Shop  and  Factory, 
Who,  with  Exceptional  Ability  and  Devotion, 
Are  Increasing  the  World's  Knowledge  and  Power 
and,  Consequently,  Its  Prosperity  and  Happiness. 


FOREWORD 

TO 

PRINCIPLES  OF  MACHINE  WORK 

AND 

ADVANCED  MACHINE  WORK 

Text-books.  —  To  teach  any  subject  rapidly,  good  text- 
books are  a  necessity.  For  the  study  of  languages,  mathe- 
matics, physics,  chemistry,  etc.,  in  the  class-room  and  the 
laboratory,  excellent  text-books  are  obtainable  scientifically 
arranged  to  lead  the  student  progressively  and  rapidly  through 
elementary  and  advanced  principles. 

Lack  of  Text-Books  on  Machine  Work.  —  In  this  Age  of 
Machinery,  teachers,  students,  apprentices,  machine  oper- 
ators and  all  those  who  are  interested  in  the  art  and  science  of 
machine  construction  have  been  handicapped  by  the  lack  of 
text-books  comparable  with  those  that  aid  the  student  and 
teacher  in  other  subjects. 

Need  of  Text-books  on  Machine  Building.  —  To  meet  the 
urgent  demand  for  such  text-books,  the  author  prepared  and 
published  two  books  in  1910,  —  The  Elements  of  Machine 
Work,  and  The  Principles  of  Machine  Work  and  promised  the 
early  issue  of  the  third  book.  Advanced  Machine  Work,  that 
beginners  might  have  the  advantages  of  text-books  as  in  the 
older  subjects  and  be  able  to  acquire  in  a  short  time,  the 
fundamental  and  the  advanced  principles  of  machine  building, 
logically,  systematically  and  progressively. 

Two  Books  Preferred.  —  In  this,  the  third  edition  of  these 
books,  all  the  material  published  in  Elements  of  Machine  Work 
and  Principles  of  Machine  Work,  and  the  matter  prepared  for 
Advanced  Machine  Work  have  been  revised,  and  rearranged, 
and  published  in  two  books,  —  Principles  of  Machine  Work 
and  Advanced  Machine  Work. 

'^  Principles  of  Machine  Work  **  describes  the  metals  and 
materials  used  in  machine  construction  and  names  the  tools 
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and  instruments  and  schedules  of  operations  of  hand  processes. 
It  treats  of  Laying  Out  Work;  Chipping,  Filing  and  Scraping; 
Hardening  and  Tempering  Carbon  and  High-speed  Steels; 
Pipe  Fitting;  Soldering  and  Brazing;  Lacing  Belts,  Alining 
Shafting  and  Installing  Machines;  Drills  and  Drilling;  Taps 
and  Tapping;  Speed  Lathes,  Hand  Tools  and  Hand  Turn- 
ing; Pneumatic  Chipping  and  Riveting;  Autogenous  Weld- 
ing. 

"  Advanced  Machine  Work  "  treats  of  Engine  Lathe  Work; 
Cutting  Tools;  Measuring;  Turning;  Fitting;  Threading; 
Chucking;  Reaming;  Mandrels  or  Arbors;  Curve  Turning 
and  Forming;  Inside  Calipers  and  Inside  Micrometers;  Bor- 
ing and  Inside  Threading;  Brass  Finishing;  Broaching;  Drill- 
ing Jigs;  Boring,  Boring  Bars  and  Boring  Machines;  Ec- 
centric Turning;  Nurling;  Cylindrical,  Internal,  Surface  and 
Cutter  Grinding;  Planing;  Milling;  Spur,  Bevel,  Worm 
and  Spiral  Gear  Cutting;  Toolmaking;  Spiral  Milling;  The 
Plug  and  Button  Methods  of  Locating  Holes  of  Precision  in 
Jigs  and  Fixtures;  Sine  Bar. 

Books  in  Sectional  Form.  —  These  text-books  are  divided 
into  Sections.     Each  Section  is  complete  in  itself. 

Illustrations.  —  Machines,  mechanisms  and  tools,  prob- 
lems and  processes,  methods  and  operations  are  graphically 
illustrated  by  perspective  and  mechanical  drawings. 

The  drawings  have  been  made  especially  for  these  books 
and  are  so  clearly  marked  with  letters,  words,  and  figures, 
that  many  of  them  are  self-explanatory  of  the  operations 
and  processes  which  they  represent  and  tell  things  far  better 
than  could  be  told  by  words. 

Schedules  of  Operations.  —  To  secure  efficiency  in  teach- 
ing or  manufacturing,  it  is  necessary  to  be  equipped  with  a 
well-defined  plan  of  attack  for  the  problem  in  hand.  The 
schedules  of  operations  in  these  text-books  provide  the  student 
and  teacher  with  a  complete  plan  in  table  form,  for  the  rapid 
production  of  standard  and  typical  problems  in  machine 
construction.  They  name  the  time  necessary  to  complete 
the  work,  the  materials,  machines,  speeds,  feeds,  tools,  jigs, 
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and  fixtures  for  each  consecutively  numbered  or  lettered 
operation,  and  the  accompanying  illustration  is  numbered 
and  lettered  to  correspond. 

These  schedules  of  operations  have  been  used  by  the  author 
for  many  years  in  his  classes  and  are  the  methods  now  used  in 
all  modern  manufacturing  efficiency  systems. 

To  the  Student.  —  These  text-books  constitute  a  complete 
treatise  on  the  indispensable  principles  and  processes  of 
modern  machine-shop  practice  for  the  production  of  ma- 
chine parts,  machines  and  tools.  They  tell  how  to  do  things 
with  that  theory  which  connects  principles  and  practice  and 
no  person  can  build  machines  or  superintend  the  construc- 
tion of  machinery  without  consciously  or  unconsciously  under- 
standing and  applying  these  principles.  The  basic  operations 
and  processes  have  been  reduced  to  problem  form.  The 
study  and  practice  of  these  problems  and  methods  supple- 
mented by  lectures,  demonstrations,  and  instruction,  will 
give  the  student  not  only  an  excellent  training  in  machine 
work,  but  also,  a  broader  training  by  teaching  him  to  plan 
methods  of  doing  things,  to  study  his  movements  and  avoid 
wasting  steps  and  motions,  and  thus  to  conserve  his  time  and 
his  energy,  thereby  obtaining  mental  and  physical  precision 
and  scientific  efficiency. 

To  the  Instructor  these  text-books  will  be  of  great  assistance 
by  furnishing  an  organized  course.  They  will  supplement 
the  lectures,  enrich  the  individual  instruction,  and  supply 
informatioa  and  answers  to  the  innumerable  questions  of  the 
students,  thereby  conserving  the  instructor's  time  and  ena- 
bling the  students  to  work  with  greater  efficiency  and  dispatch. 

To  obtain  the  greatest  benefit,  the  use  is  urged  of  as  many 
of  the  problems  as  time  and  conditions  will  permit,  and  in  the 
order  given  in  the  books,  so  far  as  the  equipment  of  special 
machines  will  allow.  These  books  will  be  found  valuable 
in  experimental  work  and  in  building  apparatus  and  ma- 
chines, as  the  schedules  of  operations  and  the  processes  give 
the  correct  methods  for  making  machine  parts,  tools,  and  for 
building  machines. 
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In  fact,  the  schedules  of  problems  and  processes  are  com- 
plete and  condensed  lessons  in  scientific  efficiency,  and  teach 
the  shortest,  quickest  and  easiest  way  to  obtain  results. 

These  books  do  not  teach  casual  ideas  but  scientific  principles 
developed  by  thirty  years'  study  of  the  subject.  These 
powerful  lessons  enable  the  student  to  make  the  most  of  his 
efforts  and  time  without  waste  of  energy. 

To  the  Machine  Operator.  —  To  the  man  who  has  been 
trained  on  one  machine,  or  to  perform  but  few  operations, 
these  text-books  open  the  door  of  opportunity  to  a  broader 
training,  increased  efficiency,  and  greater  earning  power. 

To  the  Apprentice.  —  These  books  will  be  of  great  value 
to  apprentices  and  to  young  machinists  for  any  problem 
which  may  arise  in  the  machine  shop,  as  neither  the  super- 
intendent, foremen,  toolmakers  nor  machinists  have  the  time 
to  instruct  the  apprentices  in  the  principles  and  processes 
presented. 

An  apprentice  or  young  machinist  may  have  worked  a  long 
timQ  in  the  shop  without  seeing  or  doing  a  particular  kind  of 
work,  for  shop  work  depends  on  commercial  requirements. 
When  new  work  comes  to  such  a  man  he  will  find  the  method 
of  procedure  so  clearly  set  forth  in  these  books  that  he  will 
have  but  little  difficulty  in  following  directions. 

As  these  principles  and  processes  can  be  applied  to  all 
machine  work,  their  faithful  study  by  the  apprentice  or  young 
machinist  will  not  only  increase  his  knowledge,  develop  high 
efficiency  and  rapid  and  accurate  workmanship,  but  will  also 
make  him  more  valuable  to  his  employer  during  his  period  of 
learning  by  largely  increasing  his  power  of  production. 

Furthermore,  these  text-books  teach  the  apprentice  to  read 
and  understand  technical  literature.  They  train  him  to 
translate  printed  matter  into  intelligent  action.  This  is  a 
great  acquisition,  for  in  no  other  way  can  an  apprentice 
keep  abreast  of  everything  technical  and  scientific.  It  is 
self-evident  that  the  training  we  have  so  briefly  outlined  will 
tend  to  increase  his  earning  power  and  to  fit  him  for  a  better 
position  at  the  close  of  his  apprenticeship. 
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To  the  Machinist.  —  To  machinists  who  have  served  their 
apprenticeships  in  the  small  machine  shops,  with  limited 
equipment  and  range  of  work;  to  those  who  were  trained  in 
the  large  machine  shops  well  equipped  with  improved  ma- 
chinery,  but  where  intensive  methods  of  manufacturing  and 
repetitional  production  may  have  limited  their  opportunities 
to  acquire  that  broad  fundamental  training  so  necessary  to 
future  success;  and  to  all  machinists  who  wish  to  fit  them- 
selves for  better  positions  by  further  study,  these  books  will 
be^an  aid  and  an  inspiration.  Even  to  those  who  have  had 
a  superior  training,  such  as  managers,  superintendents  and 
foremen,  they  will  be  valuable  as  works  of  reference. 

The  Increased  Efficiency  obtained  at  the  Massachusetts 
Institute  of  Technology  by  use  of  these  text-books,  and  the 
kind  reception  given  them  by  the  technical  press,  schools 
and  shops,  teachers  and  students,  apprentices  and  machinists, 
have  shown  the  need  of  text-books  on  machine  work  and 
justified  their  production. 

The  increasing  number  of  state  universities,  technical,  trade, 
and  manual  training  schools  that  are  adopting  these  books 
as  a  required  text  is  evidence  that  the  want  they  meet  is  wide- 
spread. 

Grateful  Acknowledgment.  —  To  the  teachers  and  edu- 
cators, manufacturers  and  engineers,  foremen  and  mechanics, 
associates,  and  other  friends  in  all  parts  of  the  country,  who 
have  kindly  assisted  with  information,  help  and  encourage- 
ment, I  take  this  opportunity  to  express  my  indebtedness 
and  appreciation. 

BoBton,  U.  8.  A.,  May  1,  1915. 
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ADVANCED   MACHINE   WORK 

SECTION  1 

LATHE  WORK 

Engine  Lathes.    Electripally-driven  Machine  Tools.    Trains  a&d  Alining 
Centers.     Center  Holes.    Cutting  Tools.    Lathe  Tools  for  Cast  Iron. 
Grinding  Lathe  Tools.    Setting  and  Usiag    Outside  Calipers. 
Cutting  Speeds,  Cut-Meter,  and  Feeds.    Lubricants  for  Cut- 
ting Tools.    Inspecting  and  Measuring  BAaterial  (Stock). 

ENGINE  LATHES 

1.  Evolution  of  the  lathe.  —  The  lathe  is  the  most  general 
and  useful  of  all  machine  tools  and  is  used  to  produce  cylin- 
drical surfaces. 

The  date  of  its  origin  is  lost  in  antiquity.  The  first  lathes 
consisted  of  two  short  posts  driven  into  the  ground,  and  a  nail 
driven  into  each  formed  the  centers  on  which  the  work  re- 
volved, operated  by  a  rope,  treadle  and  sapling,  or  lath,  and 
from  the  latter  name  the  term  lathe  is  derived. 

To  Henry  Maudslay  of  England,  belongs  the  credit  of 
inventing  the  slide  rest  and  applying  it  to  the  lathe  about 
1794;  and  later,  to  other  machines.  Planing  machines  came 
next,  and  did  for  plane  surfaces  what  the  lathe  had  done  for 
cylindrical  surfaces.  Then  followed  milling  machines,  grind- 
ing machines,  screw  machines,  gear  cutters,  etc.  The  im- 
provements in  machine  tools  during  the  past  fifty  years  have 
been  greater  than  in  all  the  preceding  years. 

2.  Swing  of  lathes. — A  lathe  is  designated  by  its  swing  and 
total  length  of  bed.  A  14"  X  6'  engine  lathe  will  swing  four- 
teen inches  in  diameter  over  ways,  but  will  only  swing  about 
8"  over  a  rise  and  fall  rest,  and  about  10"  over  a  plain  or 
compound  rest.  In  length  it  will  turn  six  feet  less  the  com- 
bined length  of  head  and  footstock.  A  6'  bed  will  turn  about 
42"  between  centers. 
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Fio.  I.  — CoRBBCT  Position  at  Enoine  Laths  for  Tdbnino. 
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T  —  Knob  for  operating  long, 
feed  by  power. 

U  —  Handle  for*  operating  cross 
feed  by  hand. 

V  —  Knob  for  operating  cross 
feed  by  power.  ^^ 

W  —  Lever  for  operating  split 
nut  (half-nuts)  ipside  apron  H'. 
"  X  —  Lead  screw  engaged   by 
split  nut  when  cutting  threads. 

y  — Feed  shaft.   ' 

Z  —  Feed  rack.    ^ 


8. 


Hecuistock, 


1,  2,  3,  4  —  Steps  on  headstock 
'  cone.  Belt  on  1,  slowest  speed ;  on 
4,  fastest  speed. 

5  —  Thrust  bearing   and   end 
adjustment. 
,  6  —  Back  gears. 

7  —  Lever  for  throwing  6  "  in  " 
or  "  out." 

^  8  —  Face  plate,  dotted  to  re- 
ceive dog. 
"9  —  live  center. 

10  and  lO'  —  Oil  holei  for  live 
^indle.  \ 


9. 


Feed. 


11  —  Stud  on  feed  spindle; 
transmits  motion  from  lathe 
spindle  to  carriage  for  turning  by 
12,  13,  14,  15,  16  to  feed  shaft  V; 
for  screw  cutting  by  17, 18,  19  to 
lead  screw  X, 

A  set  of  change  gears  is  supplied 
for  screw  cutting  and  gear  feed. 
12, 13  -^  Feed  cones. 
14-Fejgjtolt. 
I  .     20  —  IiiflaKplate  of  gears,  for 
J  screw  cutting. 

'  21  —  Supplementary  radial  arm 
to  carry  two  gears  fixed  on  sleeve, 
for  compounding  change  gears  for 


fine  or  coarse  thread;  serves  to 
connect  22  on  11  to  18,  and  thence 
to  X. 

22  —  Gear. 

10.  AiUomaHc  Fted  Stop. 

23  —  Automatic  stop  sleeve. 

24  —  Clutch  (23  and  24  used  to 
stop  canine  automatically  at 
desired  point). 

25  —  Clamping  bolt  (swinging 
13  outward  tightens  feed  belt). 

26  —  Gear  feed. '  Remove  belt 
14,  swing  13  until  26  meshes  with 
18.  By  different  combinations  of 
gears  a  large  variety  of  feeds  is 
obtainable.  Six  cone  belt  feeds 
are  provided  by  interchanging 
16.  and  26. 

-  27  —  Reversing  lever;  reverses 
feed    mechanism    in    headstock. 

11.  Countersftaft    (friction    type) 

and  Line  Shaft. 

28  —  Speed  belt. 

29  -^  Countershaft  cone  pulley. 

30  —  Headstock  cone  pulley. 

31  —  Countershaft  mechanism 
(consists  of  shaft,  cone  pulley, 
pulley  for  driving  forward  belt, 
pulley  for  driving  backward  belt, 
and  clutch  mechanism). 

32  ^nd  32'  —  Hangers  bolted  to 
hanger  plank. 

33  —  Hanger  plank. 

34  —  Line  shaft ;  drives  31. 

35  —  Line  shaft  hanger. 

36  —  Hanger  plank. 

37  — Driving  belt,  34  to  42; 
drives  lathe  forward. 

38  — Backing  belt,  34  to  44; 
drives  lathe  backward. 

ft9^—  Shipper  pole,  pivoteoRo 
33. 


V 


ADVANCED  MACHINE  WORK 


40  —  Shipper  rod ;  controls  fric- 
tion-clutch mechanism. 

41  — Expanding  clutch;  eti- 
gagee  pulley,  driving  lathe  for- 
ward. 

42  —  Driving  pulley. 

43  —  Expanding    clutch;    en- 


gages pulley,  driving  lathe  back- 
ward. 

44  —  "  Backing  "  pulley.  J 

(To  run  lathe  "forward,"  pu^b 

shipper  to  left;  clutch 41  engages 

42;    "backward,"  push    shipper 

to  right;  clutch  43  engages  44. 


Fm.  ; 


—Horizontal  Section  of  Enoihe-Lathe  Headbtock. 


12.    Back  Gears  and  Headalock. 
(Fig.  3.) 

Back  gears  are  used  to  reduce 
speed  and  increase  power  of  ma- 
chine.    Ratio  is  about  10  to  1. 

A — Gone  pulley;  running  fit 
on  spindle. 

B  —  Spindle. 

C  —  Gear  fast  to  cone  pulley. 

D  —  Gear  keyed  to  spindle  B. 

E  —  Slide  bolt  to  fasten  A  to  D. 

F  —  Slide  nut. 

G  and  G'  —  Back  gears  fast  on 
sleeve, 
Uf  —  Sleeve;    running    fit    on 
shaft. 


/  —  Eccentric  shaft. 

J  and  J'  —  Brackets,  part  of 
headstock  casting.  -. 

K  —  Lever  to  rotate  shaft  '?• 
throwing  back  gear  "  in  "  or  "  out. '' 

L  — Live  center;  taper  fit  in  i? 

M  and  M'  —  Oil  holes  (oilt 
before  using  back  gears). 

N  and  ??'  — Oil  holes  (oile 
before  uang  back  gears). 

To  Operate  Back  Gears. 

For  direct  cone  drive,  slide  nut 

F  is  in  slot  in  cone  A,  back  gears 

"out."  .  To  use  back  gears,  drop 

bolt  E  and  secure,  throw  lever 
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K  forward.  To  obtain  direct  cone 
''•peed  again,  throw  lever  back, 
loosen  E  and  turn  lathe  until 
F  engages  slot  in  A,    Tighten  E, 


Double  and  Triple  Back  Gears. 

To  obtain  a  greater  reduction  of 
speed,  lathes  are  built  double  or 
triple  back  geared. 


InformaUon.  —  Modem  engine  lathes  have  a  micrometer  dial  upon 
the  cross-feed  screw  which  is  convenient  for  fine  adjustments  and  to 
^  use  in  conjimction  with  micrometer  calipers.  Each  graduation  gives 
a  cut  one-thousandth  in  depth  which  reduces  the  work  two-thou- 
sandths in  diameter.     See  Micrometer  Calipers, -p.  207. 

AUentiofu  —  Gear  guards  are  often  provided  to  prevent  acddent 
and  to  keep  dirt  and  chips  from  gear  teeth. 

13.  A  typical  lathe  apron.  Fig.  4.  — The  apron  of  a  lathe 
carries  the  greater  part  of  the  feed  mechanism.  Fig.  4  shows 
a  lathe  apron  and  the  three  distinct  mechanisms,  the  long, 
feecl,  cross  feed,  and  screw-cutting  feed.  The  first  is  used  for 
moving  carriage  back  and  forth  along  bed  for  turning;  the 
second  for  moving  cross  slide  in  and  out  for  squaring;  the 
third,  the  lead  screw  and  split  nut,  for  moving  carriage  along 
bed  for  cutting  screw  threads. 

14.  To  change  direction  of  feeds. — The  reversing  mechanism 
.  to  change  direction  of  rotation  of  feed  shaft  may  be  in  the  head- 
stock  and  operated  by  lever  27,  Fig.  2,  or  in  the  lathe  apron. 

LONG.  FEED.  CROSS  FEED.  LEAD  SCREW 


^. 


Long,  Feed. 


A  —  Long,  feed  handle. 

B  —  Pinion. 

C  —  Spur  gear. 

D  —  Sliding  stud. 
^   E  —  Sliding  pinion,  on  inner 
pnd  of  stud  D. 

F  —  Feed    rack,   fastened    to 

der  side  of  bed 

G  —  Splined  feed  shaft. 

H  —  Feather-keyed  worm  held 

bracket  H'. 


■Hi 


/  —  Worm  gear. 

K  —  Friction  clutch  to  connect 
/  and  L. 

L  —  Hnion  fast  to  K, 

M  —  Knob  controlling  clutch 
K,  Hand  long,  feed  is  obtained 
by  rotating  A  which  drives 
through  5,  C,  E  to  F.  Power 
long,  feed  is  obtained  from  G. 
Clutch  K,  shown  out  of  action,  is 
thrown  in,  which  causes  G  to 
drive  through  /f ,  J,  L,  C,  E  to  F, 
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16. 


Cross  Feed, 


1  —  Gross-feed  handle. 

2  —  Operating  screw,  in  nut 
under  cross  slide. 

3  —  Bevel  pinion  feather-keyed 
to  (7. 

4  —  Bevel  gear. 

5  —  Pinion  fast  to  4. 

6  —  Driving  gear. 

7  —  Pinion  fast  to  6. 

8  —  Gear    always    in     mesh 

>ith  7. 

9  —  Gross-feed  pinion. 

10  —  Knob  controlling  posi- 
tion of  8.  Hand  cross  feed  is 
obtfuned   by  rotating  handle  1. 


Power  cross  feed  is  obtained  by 
meshing  8  with  9  by  means  of 
knob  10. 

17.  Lead  Screw  and  Splii  NiU. 

II  —  Lead  screw. 

III  —  Split  nut. 

IIP  —  Split  nut  bracket. 

IV  —  Lever  to  operate  split 
nut  III. 

V  and  V  —  Gams  closing  split 
nut  III. 

VI  —  Knob  to  disengage  E  and 
F  when  screw  cutting.  To  op- 
erate for  screw  cutting,  pull  out 
knob  VI,  throw  IV  downward, 
closing  split  nut  III. 


There  are  types  of  lathes,  where  a  splined  lead  screw  per- 
forms the  combined  duty  of  feed  shaft  iand  lead  screw,  the 
worm  and  bevel  pinion  being  driven  directly  by  it. 

Attention,  — Qare  should  be  taken  not  to  have  both  long,  feed 
and  lead  screw  thrown  iix  at  the  same  time.  Spme  lathes 
are  fitted  with  devices  which  will  prevent  this. 

18.  Care  .of  machines  and  small  tools.  —  When  through 
using  a  machine,  clean  it,  first  with  a  brush,  then  wipe  with 
cotton  waste. 

Wrenches,  handles,  bolts,  straps,  and  fixtures  should  be 
•put  away  in  their  proper  places  so  that  they  may  be  found 
when  wanted.  All  tools  out  on  checks  should  be  returned 
to  the  tool  room  as  soon  as  possible. 

19.  Lathe  box  or  tray  for  tools  and  work.  —  Do  not  place 
tools,  work,  or  other  metallic  objects  on  the  ways  of  a  machine, 
as  they  would  scar  and  affect  their  truth.  A  wooden  box  or 
tray  should  be  supplied  for  the  tools  or  small  work.  It  may 
be  placed  on  the  ways  near  the  end  of  the  lathe.  See  Fig.  1. 
Large  work  should  be  placed  on  a  bench,  truck,  or  the  floor. 
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30.  Attachments  for  lathes.  —  Among  the  attachments  for 
lathes  are  the  taper  attachment,  compound  rest,  steady  rest, 
follower  rest,  and  attachments  for  milling  and  grinding. 


Fig.  5. — Enoike  Latbb  with  a  Rapid  Chakoe^bar  Mrciianish. 

21.  Stops  for  duplicating  sizes.  —  In  addition  to  the  tV 
stop  some  lathes  are  equipped  with  long,  and  cross-feed  : 
After  the  first  piece  is  turned  or  threaded  to  size,  the 
stop  is  set  to  check  movement  of  cross  slide.     The  c:/ 
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or  long,  stop  is  used  for  shoulders  and  lengths.     By  aid  of 
these  stops  a  number  of  pieces  can  be  duplicated. 

22.  Lathe  with  a  rapid  change-gear  mechanism  for 
threads  and  feeds.  —  Some  lathes,  as  in  Fig.  5,  are  equipped 
with  a  rapid  system  of  change  gears  by  which  different 
threads  or  feeds  are  obtained  quickly. 

Essential  Parts. 


A  —  Change  gears  in  cone  form, 
>on  end  of  lead  screw. 

B  —  Handle  operating  change 
g!Bars. 

G'-Ck)mpoundge^rs. 

D  —  Handle    operating    com- 
pound gears. 

E  —  Index  plate,  giving  posi- 


tions for  handles  B  and  D  to  cut 
a  desired  thread. 

F  —  Sector  to  carry  gear  for 
cutting  special  thread. 

G  —  Lever  to  reverse  carriage. 

H  and  K  —  Automatic  car- 
riage stops.  Carriage  stop  (in- 
visible) is  located  on  back  ways 
under  letter  L. 


23.  Cutting  a  screw  using  a  rapid  system  of  change 
gears.  —  To  cut  a  screw  of  five  threads  per  inch,  find  5  on 
index  E  and  place  handle  B  in  notch  and  hole  under  it; 
place  handle  D  under  hole  3  on  compound  gear  box,  which 
is  indicated  in  the  third  column  on  the  same  line  as  5. 

For  threads  given  on  the  index,  no  change  of  gears  is  neces- 
sary. Gears  may  be  calculated  for  other  threads  and  applied 
as  on  the  ordinary  lathe.  The  feed  for  turning  is  seven 
times  threads  per  inch  expressed  in  turns  per  inch  of  tool 
travel. 

24.  For  threading  short  screws  the  carriage  may  be  re- 
versed by  moving  reversing  lever  0  up  or  down,  depending  on 
whether  a  right  or  left  thread  is  being  cut;  or  the  automatic 
stops  H  and  K  may  be  used. 


ELECTRICALLY-DRIVEN  MACHINE  TOOLS 


asth 


(•  Arrangement  of  machine  tools  for  electric  drive.  — 

^y  *r  may  be  group-driven  by  electricity  by  using  a  constaht- 

^  ^^'1  motor  to  drive  group  line  shaft,  or  individually  driven 

^^  ^Uaching  a  constant  or  variable-speed   motor   to   each 
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machine.  Constant-speed  motors  are  used  on  machines  that 
need  but  httle  speed  variation,  or  on  machines  that  have  a 
large  variety  of  mechanical  speed  changes. 

26.  Electrically-driven  engine  lathe  —  Variable-speed  motor 
A,  Fig.  6,  gives  a  wide  speed  variation,     Speed  is  electri-' 


Pia.  6. — Electrically-Driven  Enginb  Lathb. 

cally  controlled  from  apron.  To  start  lathe,  move  handle  B 
in  direction  of  arrow.  Controller  C  is  provided  with  gradu- 
ated wheel  £>.  When  a  desired  speed  is  obtfdned,  pin  £  is 
placed  in  wheel  D  so  that  it  will  come  against  stop  F.  By 
this  arrangement  any  speed  can  be  duplicated.  Fin  G  pre* 
vents   lathe   from   being  reversed.     When   it   is   desired   to 
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reverse  lathe,  remove  pin  0  and  move  handle  B  in  opposite 
direction.  Wheel  H  is  used  to  revolve  lathe  spindle  by 
hand. 

TRUING  AND  ALINING  CENTERS 

27.  Center  gage  A,  Fig.  T,  \a  used  for  defining  angles  of 
60®.  The  large  notch  is  used  for  testing  lathe  centers,  as  B\ 
notches  C  and  D  for  testing  and  setting  outside  threading 


CCNTCK   OAOf 
A 

OS     OOUBLS 

•«'      ^        Of  V 
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Fig.  7.  —  TBanNo  Anolb  of  Lathe  Center 


tools,  and  E  for  inside  threading  tools.  At  F  is  a  table  of 
double  depths  of  Sharp  V  threads  for  determining  diameter 
of  tap  drills  by  subtracting  number  in  thousandths  opposite 
pitch  from  diameter  of  tap. 

28.  Requirements  for  successful  use  of  engine  lathes.  — 
Engine  lathes  should  be  accurate  enough  to  turn,  bore  and 
face  straight  and  true,  and  be  equipped  with  an  accurate 
lead  screw  for  screw  cutting. 

To  produce  accurate  work  requires  that  both,  live  and 
dead  centers  should  be  true  and  in  accurate  alinement. 
Furthermore,  lathes  wear,  causing  loss  of  alinement  and 
looseness  of  working  parts  that  must  be  detected  and  cor- 
rected. 

29.  Lathe  centers.  —  The  dead  center  is  hardened  and  tem- 
pered.   The  live  center  may  or  may  not  be  hardened. 

30.  To  test  truth  of  live  center  of  any  lathe.  —  Move  foot- 
stock  until  dead  center  is  close  to  live  center,  run  lathe  at 
highest  speed,  look  for  error.  Move  lathe  tool  close  to  re- 
volving live  center  or  use  test  indicator. 
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31.   To  true  engine-lathe  cen- 
ters.   Figs.  8  and  9. 


ENGINE 

LATHE 

CENTER 


FiQ.  8.  —  Locating  Centbr  in 
Headstock  Spindle. 


Fia.   9.  —  Truing   Enginb-Lathx 
Center. 


SCHEDULE  OF  OPERATIONS 
Live  Center, 
Speed: — For  IB"  to  16"  engine  lathe,  Sd  tpeed,  back  gears  out. 


1.  Remove  center. 

2.  Clean  hole  and  6enter  with 
waste. 

3.  Insert  center  with  lines 
coincident  A,  B,  Fig.  8.   • 

4.  Drive  center  lightly  with 
lead  hammer. 

5.  Start  lathe;  if  still  out  of 
true,  use  center-truing  tool  A, 
Fig.  9.  BC  shows  cutting  edge, 
D  the  clearance. 

6.  Fasten  tool  lightly  at  height 
of  center. 


7.  Adjust  edge  to  fit  center. 

8.  Clamp  tool  tightly. 

9.  Rim  lathe  at  moderate 
speed. 

10.  Operate  both  long,  and 
cross  feeds  slowly  by  hand. 

11.  Test  with  center  gage. 
Readjust  tool,  if  necessary,  until 
center  fits  gage. 

12.  Turn  point  E  a.t  &  more 
obtuse  angle.  Portion  F  may  be 
cut  away  in  advance  with  cutting- 
off  tool,  to  facilitate  truing  center. 


Attention,  —  Centers  may  be  trued  by  means  of  a  compound  rest. 
In  an  emergency  a  right  side  tool  may  be  used  back  of  the  center  and 
the  lathe  run  backward. 


TRUING  AND  ALINING  CEMTERS 

SCHEDULE  OF  OPERATIONS  Conduded 
Dead  Center. 


Remove  center. 

Ajineal. 

Insert  in  Uve  spiodle. 

True  anrilarly  tolivecenter. 

Run  lathe  at  high  speed. 


6.  File  center  with  8'  mill  fUe. 

7.  PoUsh  slightly  with    fine 
emery  cloth  held  under  file. 

8.  Reharden. 

9.  Temper  to  light  Btraw  color. 


AUentwn.  —  Both  centers  may  be  hardened  and   kept  true   by 
grinding. 

32.    To  grind  hardened  and  soft  centers.    Fig.  lO- 


FiQ.  10.  —  TRuiNa  CxNTBBS  WITH  Cbntbr  Grinder. 
SCHEDULE  OF  PARTS 


A  —  Frame. 

F- 

-  Emery  wheel. 

B  —  Clamp    faateoiug    A    to 

G- 

-Shaft  driving  F. 

footstock  spindle. 

H- 

-  Universal  joint. 

C  —  Emery-wheel  spindle  set 

I- 

Bevel  gears  (encased). 

at  angle  of  60=  with  center. 

J- 

-Knob    to    move    emery 

D  —  Friction  roll. 

wheel 

back    and    forth    along 

E  —  Bracket;  clamps  support 

center 

for  D  to  bed. 

Attention.  —  The  depth  of  cut  is  regulated  by  footstock  q)indle. 
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S3.  To  set  dead  center  in  alinement  to  turn  straight.     Figs. 
11  and  12. 


ENGINE  LATHE 
FOOTSTOCK 


Fig.  11.  —  Sbtting'Dead  Cbntbr  in  Alinbmsnt.    Approxiiiatb 

Methods. 

SCHEDULE  OF  OPERATIONS 


34. 


Two  Approodmate  Methods. 


I.  Unclamp  footstock,  Fig.  11, 
and  move  upper  part  A  upon  B  by 
screws  C  and  C  {C  not  shown) 
until  zero  lines  at  D  coincide. 


II.  Move  footstock  xmtil  dead 
center  is  close  to  live  center,  ad- 
just screws  C  and  C,  and  aline 
centers  by  sight. 


36. 


Accurate  Method, 


Material,  uae  piece  that  you  are  working  on  after  it  is  rough-turned  •^"  to  ^" 

large,  or  trial  piece  the  same  length. 


T^ 


Dog,  copper  under  set 
screw. 

For  oast  iron  or  brass, 
round-nose  tool. 

For  steel  or  wrought 
iron,  diamond-point 
tool  or  holder  and 
cutter  35**  rake. 


1.  Set  dead  center  fay  Approxi- 
mate Method,  No.  lor  No.  II. 

2.  Mount  shaft  A  on  centers, 
Fig.  (IS). 

3.  Take  light  out  as  shown 
dotted  at  B,  .002"  to  .003" 
in  diameter,  estimated,  or  use 
dial  on  cross  feed. 


4.  Take  out  work. 
6.   Run    carriage    back    near 
•  dead  center. 

6.  Hemountwork. 

7.  Take  short  cut  as  at  C 

8.  Caliper  at  B  and  C 

0.   If  not  alike,  adjust  foot- 
stock  and  repeat  operations. 


Engine  lathe    12"  to 

16". 
3d  speed,  or  50  F.P.M. 
Fine  power  feed  — 140 

tol". 


Micrometer. 


CENTER  HOLES 
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AUmtion.  —  In  setting  the  lathe  for  straight  turning  or  fitting,  the 
diameter  at  B,  Fig.  12,  must  be  either  equal  to  C  or  a  fraction  of  a 
thousandth  of  an  inch  larger  than  C.  If  £  is  larger  than  C,  the  error 
can  be  corrected  by  fiUng;  if  smaller,  the  error  can  not  be  corrected 
and  the  work  is  spoiled. 

While  it  is  best  to  have  a  lathe  set  straight,  an  error  of  a  thousandth 
of  an  inch  either  way  is  permissible  on  such  work  as  turning  pulleys, 
flanges,  and  g!ear  blanks. 

NoU,  —  A  tedt  indicator  and  parallel  mandrel,  preferably  of  the 
length  of  the  work  to  be  turned,  may  also  be  used  to  set  a  lathe  to 
turn  strught.    See  Test  Indicators,  pp.  1210-1213. 


Fio.  12.  —  SsTTiNa  Dead  Cbntbr  in  Aunbmknt.    Accuratb' 

Method. 


CENTER  HOLES 

36*  Center  holes  are  made  in  the  ends  of  material  (stock)  to 
fit  lathe  centers  by  locating  and  drilling  small  holes,  then 
counter-sinking  with  a  60^  countersink,  A  and  £,  Fig.  13. 

The  countersink  should  be  large  enough  to  provide  ample 
bearing  to  prevent  excessive  wear,  and  should  be  in  propor- 
tion to  tfie  diameter  of  work. 

T)}e  drilled  hole  must  be  deeper  than  countersink  to  pro- 
vide a  reservoir  for  oil  and  to  prevent  lathe  centers  from 
bottoming,  as  at  C,  Fig.  14i  as  this  would  injure  centers  and 
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cause  work  to  run  out  of  true.  Center  holes  must  be  wiped 
clean  before  mounting  on  centers.  Chips  in  center  holes  D, 
Fig.  15,  will  spoil  both  work  and  center. 


DEAD 
CENTEIi 


Fia.  13.  —  Stock  Correctly  Centbrbd  and  Properly  Mounted  on 

Lathe  Centers. 


VERY  BADLY 
CENTERED 


CHIPS  IN 
NTER  HOLE. 
VERY  BAD 


Fig.  14.  —  Incorrect 
Centering. 


Fig.  16.  —  Stock  Carelessly 
Mounted  on  Centers. 


37.  To  drive  the  work,  dog  E,  Fig.  13,  is  fastened  to  work 
by  screw  F,  and  tail  6  must  be  loose  in  face-plate  slot  H. 
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38.  Table  of  center-hole  dimensions.  Fig.  16.  — These 
center-hole  dimensions  provide  good  bearings  for  ordinary 
lathe  work  to  resist  tool  pressure. 


!^" 


^ 


I 


PLAN  TO  HAVE  THE  CENTER  HOLES 

THE  GIVEN  DIMENSIONS  A 

WHEN  WORK  IS  FINISHEQ  TO  EXACT  LENGTH 


i 


•mDh- 


FiG.  16. 


• 

Drill  size. 

DiAMETEB  OF 

DiAMKTES 

Depth  of 

SHAFT. 

SINKS. 

NEAREST 

64th. 

Oaos  No  * 

fi+ A'. 

A. 

B. 

C. 

D. 

»-* 

A 

A 

56 

A 

1-ft 

t 

A 

52 

i-i 

A 

52 

^ 

K* 

A 

A 

42 

^ 

i-iA 

A 

42 

{ 

iJ-iA 

f 

t 

42 

A 

ii-14 

31 

if-if 

A 

■  ■ 

31 

2  -2tV 

■ 

31 

1 

2i-2« 

1* 

i 

31 

a 

3-3A 

A 

22 

A 

8M« 

A 

A 

22 

i 

*  -tA 

•    i 

A 

22 

A 

41-»H 

f 

22 

5-5A 

A 

22 

4 

1 

6}-e 

H 

A 

13 

A^n/ion.  —  If  drill  and  countersink  are  within  one  size  they 
will  answer. 


*  Twist  drill  and  steal  wIm  KSge.    See  Prineiplea  of  Machine  Work, 
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39.  Countersinks  or  center  reamers,  Fi^.  17,  18,  are 
made  to  an  angle  of  60^.  They  may  be  made  any  desired 
diameter  and  with  straight  shanks,  as  shown,  to  be  held  in 
a  chuck,  or  with  taper  shanks  to  be  inserted  in  taper  collet 
or  machine  spindle.  They  may  have  several  cutting  lips  as 
in  Fig.  17,  or  but  a  single  cutting  lip  as  in  Fig.  18. 


( — ^ —  .>^       f 


60* 

COUNTERtlMK 


Fig.  17.  Fig.  18. 

Countersinks  for  Lathe  Work. 


B  COMBINATION 

COUWTETOINU 

Fig.  19.  —  Combined  Drill  and  Countersink. 

Combination  center  drill  and  countersink.  Fig.  19,  pro- 
duces a  countersink  central  with  drilled  hole.  At  end  A 
drill  and  countersink  are  one  piece,  while  at  end  B  a  hole  is 
made  in  countersink  and  a  center  drill  inserted  and  held  by  a 
set  screw. 


c 


COMBINATION 
CENTCII  CmiLL 

AND  90* 
OOUNTERBINK 


FiQ.  20.  —  Combined  Drill,  Countersink,  and  Counterbore. 

Fig.  20  shows  a  combination  center  drill  and  countersink 
of  the  solid  t3T)e  as  at  end  A,  Fig.  19,  and  in  addition  a  coun- 
terboring  lip  as  at  C  for  rounding  the  corners  of  the  counter- 
sink. Combination  countersinks  of  this  type  are  used  for  cen- 
tering mandrels,  milling  machine  arbors  and  any  other  work 
that  is  mounted  and  remounted  on  centers  frequently.  Their 
use  also  facilitates  the  squaring  of  work. 


METHODS  OF  CENTERING  WORK 
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40.   Hand  method  of  finding  fhe  center^  drilling  and  coun- 
tersinking.   Figs.  21,  22,  23,  24,  25,  26. 


OIVIOER 
CALIPERS 

c 


Fig.  22.  —  Diagram  of  Approxi- 
mate Center. 


Fig.  21.  —  Locating  Center 
OF  Stock  with  Divider 
Caupers. 


Fig.  23.  —  Center  Punching. 


SCHEDULE  OF  OPERATIONS 


I.  Grip  stock  A,  Fig.  21, 
in  vise  B.  Smooth  ends  with  file 
and  rub  chalk  on  ends. 

n.  Describe  arcs  with 
divider  calipers  C  (shoulder  C 
placed  on  edge  of  stock)  from 
four  pmnts  with  radius  equal  to 
about  one-half  diameter,  as  at 
Fig.  22. 

III.     Locate  center  D,  Figs. 


22,  23,  by  eye  with  center  punch 
E,  Fig.  23.  Steady  with  finger  F 
and  strike  with  hammer  as 
shown. 

IV.  Mount  on  bench  or 
lathe  centers,  revolve  and  test  its 
truth  with  chalk  near  each  end. 
If  too  much  out  of  true,  set  over 
center  punch  mark  as  at  G,  Fig.  24. 
Repeat  if  necessary. 


122 


ADVANCED  MACHINE  WORK 


Fig.  24.  —  Settino  Over  Punch  Mark. 


SCHEDULE   OF   OPERATIONS  Concluded 


V.  Enlarge  center  punch 
marks  with  heavier  blows  before 
drilling. 

VI.  Use  speed  lathe,  3d  or  4th 
speed.  Place  drill  A  in  drill 
chuck  B,  Fig.  25,  and  one  end  of 
stock  C  on  dead  center.  Support 
with  hand;  start  lathe,  and  drill, 
reverse  work  and  driU  the  other 
end. 

Attention. — Withdraw  drill  oc- 


casionally to  let  out  chips,  and 
oil  into  hole.  Drill  cast  iron  or 
brass  dry;  on  steel  or  wrought 
iron,  use  oil. 

VII.  2d  or  3d  speed.  Place 
countersink  D  in  drill  chuck  E^ 
Fig.  26,  hold  stock  F  as  before, 
start  lathe  and  countersink  to 
desired  size,  reverse  work  and 
countersink  the  other  end. 


CHUCK  B 


ORILL 


STOCK   C 


OkAO 
CCMTC4 


FiQ.  25.  —  Center  Drilling,  Hand  Method. 


OCAO 
CtHTKR 


Fig.  26.    Countersinking,  Hand  Method. 

41.  To  remove  or  anneal  broken  center  drill.  —  If  the 

broken  piece  of  drill  does  not  drop  out  of  hole  with  the  aid  of 
a  scratch,  awl,  strike  stock  with  hammer;  if  it  still  remains, 
the  work  must  be  annealed,  and  the  hole  redrilled. 


CENTERING  BiACHINE 
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42.  Machine  method  of  finding  the  center,  drilling  and 
countersinking. — In  Fig.  27  is  a  centering  machine  used  to  drill 
and  countersink  center  holes  accurately  in  shafts  of  any  length. 


Fio.  27.  —  Cbnteb  Drilling  and  Countersinkinq.  Machine  Method. 

CENTERING  MACHINE  SCHEDULE  OF   PARTS  AND 

OPERATIONS 


A  —  Bed  bolted  to  floor. 

K  —  Gear   mechanism   which 

B  and  B'  —  Universal  chuck 

drives   E    and    F    at    different 

and  operating  lever. 

speeds. 

C  —  Shows  manner  of  holding 

L  —  Handle    operating    both 

stock  to  be  centered. 

spindles. 

D  and  ly  —  Supports. 

M — Ball  lever  for  tipping  head 

E  —  Drill  spindle. 

to  bring  either  spindle  into  aline- 

F  —  Countersink  spindle. 

ment  with  stock. 

G  —  Center  drill. 

N  —  Stock  or  work  stop  for 

H  —  Countersink. 

uniform  drilling. 

J  —  Driving  belt. 

0  — Oil  tank. 
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Warning.  —  The  end  of  stock  should  be  filed  approxi- 
mately flat  or  the  drill  will  be  liable  to  break. 

43.  Straightening  shafting,  rods,  and  bolts.  —  As  soon  as 
stock  is  centered,  it  is  mounted  on  centers  and  revolved  by 
hand  and  its  eoceDtriclty  tested  with  chalk.  If  it  is  short 
or  rigid,  it  may  have  to  be  straightened  with  a  hammer  on 
the  anvil;  but  if  slender,  it  may  be  strughtened  on  lathe 
centers  or  with  straightening  prees. 

44;  To  test  and  straighten  centered  shafts  in  a  lathe.  — 
Unturned  work  that  is  centered  is  tested  by  rotating  it  in  lathe 
and  marking  with  chalk.  For  finished  work,  use  copper  tool 
held  in  tool  post  or  a  test  indicator  shown  at  A,  Fig.  28. 


Fio.  28. — Testino  and  SraAioHTCNiNG  Shaft  in  Lathm. 

Shank  B  is  held  in  tool  post;  the  cross  feed  is  fed  inward 
until  feeler  C  touches  revolving  shaft  D,  when  pointer  E  will 
indicate  error  in  thousandths  of  an  inch.  With  piece  F  for 
fulcrum  and  bar  0,  the  shaft  is  straightened.     Sometimes  it 


Fio.  29.  —  Straiohteninq  Shaft  wtth  Straigbtkniko  Pbkw. 


CUTTING  TOOLS  l25 

is  necessary  to  peen  shaft  by  a  few  light  blows  of  hammer 
CD  upper  side,  struck  while  shaft  is  pressed  upward. 

46.  Straightening  press^  Fig.  29. — If  shaft  A  is  centered,  it 
is  tested  by  mounting  on  centers  B  and  B^;  if  not  centered,  it 
is  tested  by  sighting  along  its  length  and  marking  with  chalk 
or  metal  workers'  crayon  (soapstone).  It  is  placed  on  sup- 
ports C  and  C  with  its  high  side  under  screw  D  and  pres- 
sure is  applied  with  screw  D  and  lever  E. 

CUTTING  TOOLS 

46.  All  cutting  tools  may  be  considered  primarily  as 
wedges  driven  into  the  material  to  separate  it.  A  thin- 
edge  tool  cuts  more  easily,  because  it  generates  less  friction, 
distorts  the  chips  less  and  gives  a  greater  freedom  to  their 
removal.  The  edge  must  be  thick  enough  to  carry  a  heavy 
cut  at  a  suitable  speed,  and  have  a  point  of  sufficient  width 
to  stand  the  heat  generated  by  friction.  Excessive  heat 
will  soon  destroy  the  point  of  the  tool.  This  limits  the 
cutting  speeds.  A  portion  of  the  heat  is  conducted  away 
through  the  work  to  the  air  and  from  point  of  tool  to  body 
and  to  air  by  direct  radiation,  and  on  tenacious  metal  by 
the  lubricant.     See  Lubricants  for  Cutting  Tools,  p.  l48. 

47.  Rake,  clearance,  and  cutting  angle  defined.  —  Rake  is 
applied  to  angle  of  upper  surface  and  clearance  to  angle  of 
lower  surface.    The  angle  included  between  these  surfaces 

is  the  cuUing  angle,  or  angle  of  ^.^_ 

keenness.  Jj|ojnju«  -^      ^ 

48.  Front  rake,  end  clearance, 
and  cutting  angle.  —  Fig.  30  is  a 
side   view  of   a  square-nose   tool 
partially  cut  by  a  plane  giving  a 
section  CAE.    Through  point  A  olmranoi 
lines  AB  and  AD  are  drawn  par-  Fig.  30. —  Diagram  of  Front 
allel  and  perpendicular  to  the  base      R^™*  Clearance,  and  Cut- 
line    FQ.     The    front-rake    angle      'ing  Angle. 

is  BAC,  positive  when  below  and  negative  when  above  AB, 
The  end-clearance  angle  is  EAD.    The  cutting  angle  is  CAE. 


4 
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49*  Side  rake,  side  clearance^  and  cuttin|^  angle.  —  Fig.  31 
is  an  end  view  of  a  right-side  tool  partialis  cut  by  a  plane, 

^ving  section  KHM\  Through  point 
^*"     ^  '^■*'        H  lines  HJ  and  HL  are  drawn  par- 

allel and  perpendicular \to  the  base  of 
tool    NO.      The   side-i'ake  angle  is 
JHK.       The    side-clearance    angle 
^      "®     M  HL.    The  cutting  angle  is  K  HM. 
M I L.  50.  The  keenness  of  a  cutting  edge 

•IOC  ,       .  J  J  *    i_        • 

oLiAiuNoi      IS  increased  or  decreases  by  increas- 
Fig.  31.— Diagram  or  Side  ing    or    decreasing    the    rake   angle. 

Rake,  Side  Clearance,  Cast   iron    may    be    cut   successfully 
AND  Cutting  Angle.  .  .  ,,,  ''  .        .    -  ^^. 

with  a  cutting   angle   of   from    60° 

to  75°  ;  steel  and  wrought  iron,  with  a  cutting  angle  of  from 

40°  to  50°.    See  Brass  Finishing,  pp.  633-637, 

61.  Front  and  side  rake  combined.  —  For  clearness  the 
front  rake  and  side  rake  are  shown  on  separate  tools,  but  some 
turning  tools  will  cut  more  effectively  if  the  top  face  is  given 
a  combination  front  and  side  rake  in  var3ring  degrees  to  suit 
the  nature  of.  the  work,  as  the  diamond-point  tool.  Fig.  44. 

62.  "  Rough  square  "  and  "  rough  turn.*' — Terms  used  to 
name  the  operations  of  removing  the  surplus  material  from  a 
piece  of  metal  by  one  or  more  roughing  cuts  preparatory  to 
finishing. 

63.  ^^  Finish  square  "  and  "  finish  turn." — Terms  used  to 
name  the  final  finishing  cuts  which  reduce  any  piece  of  metal  to 
required  size. 

LATHE  TOOLS  FOR  CAST  IRON 

64.  Lathe  tools  are  made  of  carbon  steel  and  high-speed 
steel.  See  Holders  and  Cutters,  pp.  30&-309,  3l2,  3l4  and 
Principles  of  Machine  Work. 

66«  A  chart  of  forged  lathe  tools  is  shown  in  Fig.  32.  For 
10"  to  12"  lathes,  they  are  made  f "  X  |"  in  section  and  7''  in 
length;  for  14"  to  16"  lathes,  i"Xl"  section,  9"  in  length. 
Other  sizes  in  proportion.  After  being  forged  it  is  best  to  file 
them  to  proper  shape  before  they  are  hardened. 


CHART  OF  FORGED  LATHE  TOOLS                          j 
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66.  Right  and  left  tools.  —  A  right  tool  cuts  from  right  to 
left  and  a  l^t  tool  from  left  to  right.  Tools  are  understood 
to  be  right  unless  otherwise  designated. 

67.  The  angles  of  lathe  cutting  tools.  —  In  order  to  select 
the  proper  tool  and  prepare  the  correct  cutting  angle,  the 
student  should  consider  the  kind  and,  if  possible,  the  hard- 
ness of  the  metal  and  whether  for  taking  a  roughing  or  finish- 
ing cut.  If  the  metal  is  very  hard,  the  tool  must  be  ground 
to  a  less  acute  cutting  angle,  the  cutting  speed  reduced, 
or  both. 

68.  Height  of  tool  and  tool  block.  —  Various  devices  are 
used  to  regulate  the.  height  of  the  point  of  the  tool.     On 


DEAD 
CENtER 


Fia.  33.  —  Settinq  Tool  Height  of  Centers  —  Plain  Risflrr. 


small  lathes  the  rise  and  fall  rest  operated  by  an  elevat- 
ing screw  is  perhaps  the  most  common.  Fig.  33  shows 
a  plain  rest.  The  point  of  tool  A  is  adjusted  in  tool-post 
B  to  height  of  dead  center  C  by  a  tilting  action  of  circular 
wedge  D  in  concave  washer  S  and  the  shank  clamped  by 
screw  G. 
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KOUND  NOtE 
TOOL 


c  o 

Fia.  34. —  Round-nose  Tool 
FOR  Cast  Ibon. 


69.  Rotind-nosc  tooL  —  Fig.  34  shows  a  small  round-nose 
tool  used  for  roughing  and  finishing  cast  iron  or  brass.  Face 
A  has  no  rake,  but  the  sides  have 
10^  clearance.  The  point  is  about 
Y  thick.  B  is  the  cutting  edge  and 
CBD  the  clearance  angle.  Too  little 
clearance  will  cause  the  tool  to  ride 
on  the  work  and  too  much  will 
weaken  the  cutting  edge.  When  dull, 
grind  end  B  and  a  little  on  top  A. 

60.  To  square  with  round-nose  tool.  —  The  scale  or  skin  on 
cast  iron  is  very  hard,  and  the  round-nose  tool  is  used  to 
rough  square  ends  and  remove  surplus  stock,  as  in  Fig.  35. 
Cast  iron  is  machined  dry.  See  Lubricants  for  Cutting 
Tools,  p.  148. 

The  work  is  mounted  on  centers  and  the  lathe  run  at 
proper  speed;  arrow  1  shows  direction  of  rotation  and  arrow  2 
direction  of  cut.  The  long,  feed  handle  is  held  firmly  with 
one  hand,  while  the  tool  is  fed  with  the  other  operating  the 
cross-feed  handle. 


•• 


STOCK 
CAST-IRON 


DCAO 
CENTER 


ROUND  NOSE 
TOOL— — 


STOCK 
CA8T.IROM 


ROUND  NOSE 
TOOL— 


Fig.  35.  —  Rough  bquarino 
Cast  Iron. 


Fig.  36.  —  Rough  turning 
Cast  Iron. 


61.  To  turn  with  round-nose  tool.  —  For  light  rough  turn- 
ing on  small  diameters  and  for  ^sh  turning  with  fine  feed,  a 
round-nose  tool  may  be  used  to  advantage  on  cast  iron,  as  in 
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Fig.  36.  Arrow  3  shows  direction  of  rotation  of  work  and 
arrow  4  direction  of  cut.  It  is  sometimes  necessary  to  slant 
the  tool  to  the  left  to  turn  close  to  a  shoulder  or  dog,  but  the 
tool  must  be  clamped  extra  firm  or  it  may  draw  into  the  work 
and  turn  the  diameter  too  small. 

In  Fig.  37  is  shown  a  large  round-nose  tool  for  turning  or 
facing  large  work.  It  is  ground  to  shape  from  the  bar  and 
given  side  rake  as  at  A,  to  give  freedom  to  removal  of  chips. 


Fig.  37. — Tool  por  Heavy 
Cuts,  Rough  squaring 
OR  Turning  Cast  Iron. 


TOP  VIEW 


RIPHT  SIOC  TOOL 

FOR 

CAST-IRON 


SIDE  VIEW 


END   VIEW' 


Fig.  38.  —  Side  Tool  for  Squaring 
Cast  Iron. 


62.  Side  tool.  —  For  squaring  or  facing  the  ends  of  shafts, 
shoulders,  etc.,  a  right-side  tool,  Fig.  38,  is  used.  The  tool 
has  end  clearance  B,  15^;  side  clearance  C,  10^;  and  side 
rake  D,  16^.  The  angle  E  for  point  F  is  60°  It  is  forged 
hollow  at  G,  to  facilitate  grinding.  Grinding  is  done  on  top 
A  and  end  B  with  a  little  on  side  C.  Cutting  edge  HI  should 
be  kept  horizontal. 

Fig.  39  shows  a  right-side  tool  suitable  for  heavy  work. 


LAROEJUOHT 

tlOE  TOOL 

rOR  CAtT.IRON 


*, 


Fig.  39.  —  Side  Tool  for  Heavt  Cuts,  Squarino  Cast  Iron. 
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63.  To  square  an  end  with  side  tooL  —  A  side  tool  is  set  at 
the  height  of  the  center,  as  in  Fig.  40.  On  diameters  not 
larger  than  f,  edge  AB  is  set  at  right  angles  to  the  axis  of 
work,  so  as  to  square  the  whole  end  at  one  cut.  For  large 
diameters  the  point  should  "  drag  "  a  little,  as  at  A,  Fig.  41, 


STOCK 


DEAD 
OENTM 


RIOMT  SIOC  TOOL 

SET  LEVEL 

WITH  CENTER 


RIGHT  SIDE 
TOOL     '. 


FiQ.  40.  —  Sn>B  Tool  Set  Height  of       Fig.  41.  —  Finish  squaring 

Centers.  Cast  Iron. 

for  both  roughing  and  finishing  cuts.    The  point  A  being 
slightly  the  deepest,  the  tool  when  carried  from  center  to  cir- 

.  cumference  will  produce  a  smooth  surface,  provided  the.  tool  is 
properly  hardened,  tempered,  and  ground,  and  the  speed  and 
feed  are  correct.  For  some  purposes,  especially  in  squaring 
compositions  of  brass,  a  side  tool  is  fed  inward. 

64.  To  remove  burr  around  countersink.  —  To  remove  the 
burr  that  remains  around  the  countersink  after  taking  the 

.  finishing  cut,  feed  the  point  of  tool  up  to  surface  of  work  and 
close  to  dead  center;  then  unclamp  binder  and  relieve  dead 
center  slightly  with  right  hand  and  at  same  moment  slightly 
feed  tool  inward  with  left  hand,  which  will  remove  burr;  then 
simultaneously  feed  tool  outward  and  dead  center  back  in 
place. 

66.  Grooved  dead  center  for  squaring.  —  The  extra  opera- 
tion of  removing  burr  around  countersink  when  squaring 
may  be  avoided  and  time  saved  by  using  a  grooved  dead 
center  Ay  Fig.  42.  As  point  of  tool  fi  may  be  started  or 
terminated  in  groove,  no  burr  remains. 
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66.  To  square  a  shoulder  with  side  tool.  —  To  turn  a  portion 
of  a  piece  of  stock  and  square  the  shoulder,  as  in  Fig.  43,  it  is 
marked  as  at  A,  then  the  cut  taken  to  B,  and  the  shoulder 
squared  to  mark  A.    The  side  tool  is  fed  inward  to  touch  the 


Pra,  42,  —  Ghoovbd  Dead  Centbb 
TOR  Squarinq. 

stock.  A  moderately  fast  speed  is  used  and  the  long,  feed  is 
fed  slowly  with  one  hand,  while  the  cross  feed  is  held  firmly 
with  the  other;  when  the  cut  is  carried  far  enough,  the  long, 
feed  is  held  firmly  and  the  cross  feed  fed  outward. 


-  DiAMOMD-POiNT  Tool  for  Cast  Ieow. 


67.  Right  diamond-point  tool.  —  Fig.  44  shows    a   right 
diamond-point  tool.     A  is  the  top  face,  which  is  given  a  com- 
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bination  front  and  side  rake,  as  indicated  by  arrows  B  and  C, 
Side  clearance  EF  is  10®,  but  for  a  very  coarse  feed  should  be 
more. 

Cast  iron  of  small  diameter  may  be  turned  by  tools  without 
rake,  but  for  large  diameters  and  heavy  cuts  a  combination 
side  and  front  rake  of  about  15**  is  effective.  The  cutting  is 
done  by  edge  GH  and  point  /,  which  should  be  rounded,  as 
shown  enlarged  at  /',  to  strengthen  it  and  produce  a  smoother 
cut.  The  tool  is  ground  on  the  top  face  A,  and  if  necessary, 
a  little  on  the  side  faces. 

68.  Height  of  lathe  turning  tools  in  relation  to  axis  of  work. — 
The  point  of  taper  turning  and  threading  tools  must  be  set  at 


POINT  OF  TOOL 
NCIOHT  OF  CENTER 
0000 


Fio.  45.  —  Diamond-point  Tool  Set  Height  of  Centers.    Good. 

height  of  center,  as  at  FO,  Fig.  45.     The  student  may  apply 
this  rule  at  all  times  and  obtain  good  results. 

69.  Evil  effects  of  setting  a  tool  too  low  or  too  high.  —  A 
tool  point  set  below  the  center  FG,  as  exaggerated  in  Fig.  46, 
increases  the  clearance  and  decreases  front  rake,  will  not  cut 


Mint  or 

TOO  LOW 


Fig.  46.  —  Diamond-point  Tool 
Set  BEiiOW  Centers.    Bad. 


POINT  OF  TOOL 
TOO  HIQH 
VERY  BAD 


Fig.  47.  —  Diamond-point  Tool 
Set  Above  Centers.    Bad. 


properly,  and  will  dull  quickly.  A  tool  point  too  high  above 
center  FG,  exaggerated  in  Fig.  47,  reduces  the  clearance,  will 
ride  on  the  work  and  soon  destroy  itself  by  friction. 
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70.  Theoretical  height  of  turning  tools  for  straight  work.  — 

In  Fig.  48  is  shown  the  theoretically  correct  height  to  set 
the  point  of  a  tool,  which  increases  its  keenness  and  gives  the 
greatest  support  to  its  cutting  edge.  This  height  is  at  the 
tangent  point  A  of  line  BC,  and  is  located  by  drawing  line  DE 
through  center  of  work  at  90®  to  line  BC.  As  this  gives  no 
clearance;  the  tool  in  practice  is  set  slightly  below  this  point. 
After  a  little  training,  one  is  able  to  set  the  tool  point  at 
the  most  suitable  height  in  relation  to  center  FG  for  any 
diameter  of  work. 


HEIGHT  OF  TOOL  POIHT 
THEORETICALLY  CORRECT. 


Fia.  48.  —  Diamond-point  Tool   Set 
Theoretical  Height.    Good. 


RIQHT 

DIAMOND 

POINT 

TOOL 


Fig.  49.  — Rough  Turning 
Cast  Iron,  Coarse  Feed. 


71.  Rough  turning  cast  iron.  —  Fig.  49  shows  a  diamond- 
point  tool  taking  a  roughing  cut  by  power  long,  feed  on  a 
cast-iron  piece  mounted  on  centers  in  an  engine  lathe.  The 
chips  from  cast  iron  break  off  in  small  fragments. 


^'^'SH,;;f^_  ^ 


Fig.  50.  —  Finish  Turning 
Cast  Iron,  Fine  Feed. 


Fig.  51.  —  Finish  Turning 
Cast  Iron,  Fine  Feed. 


72.     To  finish  turn  cast  iron.  —  Fig.  50  shows  diamond- 
point  and  Fig.  51  round-nose  tool  taking  finishing  cuts  (t>^^) 
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with  fine  feed.  Fig.  52  shows  small  square-nose  tool  and  Fig. 
53,  large  square-nose  tool  taking  finishing  cuts  (.010")  with 
coarse  feeds. 


nNISHINQ   CUT 


FiQ.  52. —  Finish  Turning  Cast 
Iron,  Medium  Feed. 


Fig.  63. — Finish  Turning  Cast 
Iron,  Coarse  Feed. 


GRINDING  LATHE  TOOLS 
73.  To  grind  round-nose  tool.  —  Hold  at  a  suitable  incli- 
nation to  give  clearance,  and  first  grind  the  front  round  by 


Fig.  64.  —  Grinding  Front  op  Round-nose  Tool. 

sweeping  shank  of  tool  in  an  arc  of  circle,  rotating  on  heel, 
Fig.  54.    Then  grind  top  as  in  Figs.  55  or  56. 

Warning. — ^Heavy  pressure  when  grinding  on  a  dry  wheel 
or  when  the  water  supply  is  insufficient,  will  be  liable  to  draw 
the  temper  and  destroy  the  tool. 
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Attention.  —  For  Wet  Tool  Grinders  and  Grindstones, 
Principles  of  Machine  Work. 


Fio.  55.  —  Grindinq  Top  of  Rovnd-nose  Tool. 


Fia.  56.  ^  Gbinding  Top  op  Round-nose  Tool  on  Grindstone 


Fia.  67.  —  Grinding  Point  of  Side  Toou 
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74.  To  grind  right  or  left  side  tool.  —  First  hold  tool  to 
give  clearance  and  angle  of  point,  and  grind  point,  Fig.  57. 
Second,  hold  blade  at  inclination  to  g^ve  necessary  side  rake 
and  grind  top  face,  Fig.  58.     Apply  pressure  and  steady  with 


FiQ.  58.  —  Grindimg  Top  of  Sidb  Tool. 


Fig.  59.  —  Grinding  Side  Face  of  Side  Tool. 


left    hand.    Third,  grind  side  face,   Fig.   59.     Steady,  and 
apply  pressure  with  right  hand. 
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75.  To  grind  right  or  left  diamond-point  tool.   Fig.  60.  — 

Grind  top  face,  appl3dDg  pressure  with  left  hand.  Then  hold 
at  angle  to  give  clearance  (same  for  all  metals).  Steady,  and 
apply   pressure  with  right  hand;  grind  one  side,   Fig.    61; 


Fig/ 60.  — ^^Grindinq^Top  op  DiAMOND-Ponrr  Tool. 


FiQ.  61.  —  Grindinq  Sn>E  Face  of  Diamond-Point  Tool. 


change  hands  and  grind  other  side.    Round  point  same  as 
point  of  round-nose  tool,  Fig.  54. 

76.  To  grind  cutting-off  or  a  Square-thread  tool.  —  First 
file  to  shape  and  width,  with  proper  clearance  on  sides  and 
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endy  harden  and  temper.    Then  grind  on  end  and  top  face 
only.     Grind   end   il    as  in    Fig.    62.    Steady,   and   apply 


Fio.  62.  —  GRiNDiNa  End  of  Square-thread  or  Cutting-off  Tool. 


Fig.  63.  —  Grinding  Top  of  Square-thread  or  Cuttinq-opp  Toou 


L 


Fig.  64.  —  Grinding  Top  of  Square-thread  or  CurnNO-OFF  Tool  on 

Grindstone. 


pressure  with  left  hand.    Fig.  63,  fi,  and  Fig.  64,  C,  show  two 
methods  of  grinding  top  face  of  any  tool  of  this  class. 
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77.  TogrindUnitedStatesStandardorSharpV-threadiiietooI 
to  fit  a  gage.  —  File  tool  to  shape,  harden  and  temper.  Grind 
one  bevel,  as  in  Fig.  65.     Clean  gage  and  tool,  and  test  angle. 


Fig.  65.  —  Giuffi>iNa  ^arp  V  oh  U.  S.  S.  Thread  Tool. 
Grind  second  bevel;  test  with  gage.    If  U.  S.  S.  tool,  grind 
point  to  fit  proper  notch  in  U.  S.  S.  gage.     Grind  top  face. 


K.  W«!T 


78-  To  grind  a  carbon  or  high-speed  steel  removable  cutter, 
clamp  cutter  in  tool  holder,  as  in  Fig.  66,  and  grind  princi- 
pally on  end  and  a  littleon  top  for  rake.  For  other  purposes, 
grind  cutters  simUarly  to  forged  tools. 

Warning. ^To  avoid  ruining  holder  by  grinding  into  it  when 
sharpeoii^  cutter,  move  cutter  further  out  of  holder,  or  use  special 
cast-iron  grinding  holder  as  shown  at  A ,  Fig.  66. 
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79.    To  grind  boring  tool  A,  Fig.  67,  use  comer  of  wheel  to 
grind  rake  B  and  face  of  wheel  to  grind  point  and  clearance. 


Fio.  67.  —  Grinding  Borino  Tool, 
80.    Universal  tool  grinder.  —  Machine  method  of  grinding 
lathe  and  planer  tools,  and  duplicating  angles. 


Fio.  68.  —  DnpLicATiNo  ANai.i»  ot  Lathe  and  Planer  Tools. 

Fig.  68  shows  how  to  grind  rake  of  a  right  diamond-point 
tooL  Clamp  diamond-point  A  in  holder  B,  Set  three  grad- 
uated circles,  C,  D,  and  E,  to  reading  obtained  from  chart 
(chart  furnished  with  machine),  or  obtain  setting  by  trial. 
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Move  tool  to  radial  face  of  cup-shaped  emery  wheel  F  with 
hand  wheel  G.  Carry  tool  back  and  forth  across  wheel  with 
lever  H.     Water  is  supplied  from  pipe  /. 

A  fourth  graduated  circle  on  rear  of  tool  holder,  as  shown 
in  detail  at  K,  is  used  in  grinding  bent  tools. 


Fia.  69.  —  Grikdino  Side  Tool. 

To  grind  side  faces,  revolve  holder  B  and  set  dials  to  give 
proper  angles.  To  reduce  area  to  be  ground,  tools  may  be 
forged  in  fonner  blocks,  or  by  hand  to  more  clearance  than 
desired.    The  method  of  grinding  rake  of  a  right  side  tool  ia 


Fio.  70.  —  OiLBTONiNo  Lathb  Toolo. 

shown  in  Fig.  69.     When  correct  angles  and  settings  of  tools 
are  obtained,  they  can  be  accurately  duplicated. 

Round-nose  or  circular  forming  tools  are  located  centrally 
with  a  gage  and  ground  by  swin^ng  on  a  vertical  axis.  The 
top  is  ground  in  the  usual  way. 


SETTING  OUTSIDE  CALIPERS 
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81.  To  oilstone  tools.  —  Use  fine  manufactured  or  hard 
Arkansas  stone  about  4"  X  J"  X  I".  Clamp  diamond-point 
tool  A  reversed  in  tool-post  B  and  apply  oilstone  C  as  in 
Fig.  70,  with  long  strokes.  Also  oilstone  side  faces.  Use 
kerosene  oil  for  India,  lard  or  sperm  oil  for  Arkansas,  and  sperm 
or  lard  oil  for  carborundum  stones. 


SETTING  AND  USING  OUTSIDE  CALIPERS 

82.  To  set  outside  calipers  A,  Fig.  71,  by  rule  B  to  length 
CDy  adjust  nut  E  until  lower  point  coincides  with  middle 
of  line  Z>.  The  width  of  lines  on  steel  rules  is  from  .002'' 
to  .004'^. 


Fia.  71.  —  SETTiNa  Oursros  Calipers. 


Warning.  —  A  student  almost  invariably  sets  outside  calipers 
large  and  inside  calipers  small. 

•  When  extreme  accuracy  is  required,  such  as  turning  work 
to  be  fitted,  the  calipers  should  be  set  by  a  standard  plug 
gage  or  mandrel,  or  work  of  the  desired  diameter. 


144  ADVANCED  MACHINE  WORK 

83.  To  measure  diameter  of  lathe  work  with  outside  cali- 
pers. Big.  72,  —  Set  calipers  F  to  size.  Hold  work  G 
stationary  and  apply  calipers  at  right  angles  to  axis  of  work 
as  HI,  not  as  JK  or  LM.  Turn  work  with  tool  N  until 
calipers  will  pass  over  it  with  a  light  yet  distinct  touch,  but 


Fio.  72.  —  Measurino  with  Outbidb  Caufers. 

not  hard  enough  to  spring  calipers  or  to  sustmn  their  weight. 
Usually  the  calipers  have  to  be  passed  over  work  a  number 
of  times  to  determine  this  touch. 

8i.  To  adjust  the  tool  to  turn  work  to  a  dedred  diameter. 
Fig.  72. —  Move  tool  N  inward  at  end  of  work  to  cut  under 
scale,  start  lathe  and  feed  tool  to  cut  by  hand,  then'throw  in 
power  long,  feed  and  allow  a  travel  of  \"  to  J".  Stop  lathe 
and  test  diameter  with  calipers.  If  correct,  continue  turning; 
but  if  too  large,  start  lathe,  release  power  long,  feed  and  run 
tool  back  to  end  and  again  slightly  advance  tool,  throw  in  long, 
feed  and  so  on  until  correct  diameter  is  obtained. 

Warning Hold  long,  feed  firmly  with  one  hand  while 

releasing  power  feed  with  the  other. 
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86.  To  leani  to  measure  accurately  with  outside  calipers.  — 

Set  csUpera  to  rule,  turn  work  until  calipers  will  pase  over  it 
with  a  delicate  touch,  then  test  with  micrometer  calipers. 

86.  To  transfer  a  setting  from  one  pair  of  calipers  to 
another,  tig.  73.  — Set  inside  calipers  A  to  size  of  hole,  then 
set  outside  calipers  B  by  them.  Bring  lower  points  of  both 
calipers  in  contact  and  steady  aa  at  C,  then  adjust  point  Z> 


-  TRAHSFEBsraa  Mbasubbubnt  pbou  Inbidk  to  Outsids 

CAUPIiBS. 


by  nut  E  until  it  touches  point  F.    To  transfer  setting  of 
outude  to  inade  caUpers,  reverse  calipers  in  hands  and  adjust. 


■     CUTTING  SPEEDS,  CUT-METER,  AND  FEEDS 

87.  In  turning,  tliree  things  must  be  considered : 

First,  the  cutting  speed  in  feet  per  minute,  which  is  con- 
trolled by  the  diameter  of  work  and  speed  obtuned  from  the 
table;  it  is  calculated  or  may  be  directly  measured  by  a  cut- 
meter. 

Second,  the  depth  of  cut,  one-half  the  amount  that  the  diam- 
eter is  reduced. 

Third,  the  feed  or  amount  the  tool  advances  per  revolution 
of  work. 
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88.  The  cut-meter,  A,  Fig.  74,  may  be  used  to  measure 
cutting  speed  automatically,  also  speed  of  drills,  milling  cut- 
ters, etc.  It  consists  of  a  case  B,  which  contains  the  magnetic 
mechanism  for  registration.    Scale  C  is  calibrated  to  read  the 

CUT-I/.1.  1  ER 


Fia.  74.  —  HEASURixa  Connfo  Spbed. 

cutting  speed  in  feet  per  minute;  the  0  line  ia  on  ^ass  D.  To 
use  the  cut-meter,  it  is  held  by  handle  E  and  wheel  F 
pressed  against  the  revolving  work  0. 

89.  Surface  speed  attachment  for  speed  indicator.  — A  rub- 
ber-tired wheel  A,  Fig,  75,  6"  in  circumference,  ia  shpped  over 
point  of  a  speed  indicator.  See  Principles  of 
Machine  Work.  The  wheel  is  pressed  against 
work  as  at  B,  Fig.  75,  and  number  of  revolu- 
tions noted  in  a  given  time,  as  one  minute. 
To  get  surface  speed  in  feet,  divide  number  i 
Fig.  75.  —  Surpacb  of  revolutions  per  minute  by  2.  ' 

u^Xfor's^eo      ^-   T°  ^'^  ^^  ^^^  revolutions,  given  I 
Indicator.  the  cutting  speed  and  diameter  of  the  work: 

Multiply  the  cutting  speed  by  12  to  reduce  it  to  inches,  then 
divide  by  the  diameter  of  the  work  multiplied  by  3.1416.  i 
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Example.  —  The  work  is  2"  in  diameter  and  it  is  desired  to 
turn  it  at  35  feet  per  minute.  How  many  lathe  revolutions 
are  necessary? 

35  X  12 


SduHan. 


2  X  3.1416 


67  R.P.M. 


91.  To  find  the  cutting  speed,  given  diameter  of  the  work 
and  lathe  revolutions  per  minute:  Multiply  diameter  of  work 
by  3.1416  and  by  number  of  lathe  revolutions,  then  divide 
by  12. 

Example.  —  The  work  is  2^  in  diameter  and  makes  67  revo- 
lutions per  minute  in  the  lathe.    What  is  the  cutting  speed? 


Solution. 


2  X  3.1416  X  67 
12 


35  feet. 


92.  Eight  or  ten  speeds  are  possible  in  an  engine  lathe.  — 
Place  the  belt  on  step  of  cone  that  will  give  the  speed  near- 
est to  that  required. 

TABLE  OF  LATHE  CtJTTING  SPEEDS 


Matbrials. 

Speeds  fob  Roughing. 

Carbon  Steel 
Tools. 

HiGHiSPEED  Steel 
Tools. 

Cast  iron 

30 
25 
20 
95 

60 

Steel  or  wrought  iron 

50 

Carbon  steel,  annealed 

40 

firaae  composition 

190 

• 

Speed  for  finishing  is  50%  to  100%  higher  than  roughing 
speed. 

Speed  for  filing  (brass  excepted)  equals  four  times  roughing 
speed. 

Speed  for  filing  brass  equals  three  times  roughing  speed. 

AUention.  —  Roughing  cuts  are  not  to  reduce  diameters 
more  than  i";  and  finishing  cuts,  not  more  than  ^'^.    Rough- 
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ing  feeds  are  not  to  be  less  than  17  revolutions  per  1^  tool 
travel,  and  finishing  feeds  are  not  to  be  less  than  90  revolu- 
tions per  l'^  tool  travel. 

If  the  above  is  exceeded,  a  less  speed  than  that  given  in 
table  must  be  used. 

For  large  diameters,  use  reduced  speed,  as  the  strain  on 
the  tool  is  greater. 

93.  Cutting  feeds.  —  Lathes  with  belt  feed  are  limited  to 
three  changes;  lathes  with  gear  feed  are  not  limited. 

For  heavy  work,  coarse  feed  is  about  17  lathe  revolutions 
to  1"  of  tool  travel. 

For  average  work,  medium  feed  is  about  38  lathe  revolu- 
tions to  I''  of  tool  travel. 

For  average  work,  fine  feed  is  about  90  lathe  revolutions 
to  1"  of  tool  travel. 

For  tool  making,  a  feed  of  200  revolutions  is  often  used. 

Attention.  —  A  student  may  use  finer  feeds  until  he  acquires 
some  experience;  about  80  to  V  for  roughing  and  140  to  1' 
for  finishing. 

LUBRICANTS  FOR  CUTTING  TOOLS 

94.  Some  metals  are  machined  dry,  others  reqtiire  a 
lubricant.  —  Cast  iron,  with  about  two  exceptions,  as  tapping 
and  polishing,  must  be  machined  dry.  Steel  and  wrought 
iron,  with  two  exceptions,  as  machining  with  side  or  diamond- 
point  tool  (and  these  are  optional),  must  be  machined  with 
a  lubricant.  A  neglect  of  this  may  cause  destruction  of  both 
tool  and  work.     See  Table  of  Lubricants,  p.  l48. 

A  lubricant  on  tenacious  metal  prevents  excessive  friction 
and  conducts  away  heat,  thus  preserving  the  point  of  the 
tool  and  producing  a  smooth  finish  on  the  work.  It  also 
helps  to  carry  away  the  chips. 

Oil.  —  "  Oil "  in  tables  means  lard  oil  or  some  oil  mixture. 
Mixtures  and  compounds  are  often  used  as  substitutes  be- 
cause of  cheapness. 

Note.  —  Never  use  mineral  oils  for  cutting  tools. 


LUBRICANTS  FOR  CUTTING  TOOLS 
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96. 


TABLE  OF  LUBRICANTS  FOR  CUTTING  TOOLS. 


Opera- 
tions. 


Turning. 
Boring. 

Cutting  off, 
Grooving. 

Screw  cut- 
ting. 

Threading 
with  dies. 

Tapping. 

Drilling. 

Counter- 
sinking. 

Counter- 
boring. 

Chucking. 


Reaming. 


Milling. 


Planing. 


Nurling. 


Filing. 


Polishing 
with  em- 
ery cloth 


Metals* 


Cast 
Ibon 


Drv. 


Dry. 


Dry. 


Oil. 
Dry. 

Piy. 

Dry. 


Dry. 


Dry. 


Dry. 


Dry. 


OU. 


Dry. 


Oil. 


Machine 

Steel  or 

Wrought 

Iron. 


Dry,  oil  or 
soda  water. 

Oil  or  soda 
water. 

OU. 


Diy.    OU. 


OU. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

Oil  or  soda 
.  water. 

OU. 


Oil,  soap 
mixture,  or 
soda  water. 

Dry,  oU  or 
soda  water. 

OU. 


Dry  or  oil. 


Carbon 
OR  High- 
speed 
Steel. 


OU. 


DryoroU. 


Oil  or  soda 
water. 

OU. 


OU. 


Oil. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

OU  or  soda 
water. 

OU. 


OU,    soap 
mixture,  or 
soda  water. 

Dry  or  oU. 


OU. 


Dry  oroU. 


OU. 


Cop- 
per. 


MUk. 


MUk. 


MiUc. 


Milk. 


MUk. 


MUk. 


MUk. 


MiUc. 


MUk. 


MUk. 


MUk. 


Dry  or 
milk. 

OU. 


oQce 


Dry. 
Dry. 
Dry. 
Dry. 


Dry. 


Dry. 


Dry. 


Dry. 


Dry. 


Dry. 


OU. 


Dry. 


OU. 


ALUMlNTTIkr. 


Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 


Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

OU. 


Lead. 
Bab- 
bitt. 


Dr>'. 
Dry. 
Dry. 
OU. 


OU. 

OU. 

Dry. 

Dry. 

Dry. 

Dry. 
Dry. 
OU. 
OU. 


*  Waminif.  —  When  tapping  or  using  a  die  on  roUed  brass  (not  cast  brass), 
H  is  often  neoessaiy  to  use  lard  oU  to  prevent  clogging  and  ruining  tap  or  die. 
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Soda  water  (sal  soda  dissolved  in  water)  is  useful  in 
machining  steel  or  wrought  iron,  and  produces  what  is  known 
as  a  water  finish. 

Soap  mixture.  —  i  lb.  sal  soda,  i  pt.  lard  oil,  i  pt.  soft 
soap,  10  qts.  water;  boil  one-half  hour.  This  is  good  for 
milling  and  drilling  steel  and  wrought  iron. 

96.  Drilling  extra  hard  steel  such  as  unannealed  carbon 

steel.  —  Use  a  flat  drill,  with  turpentine  or  kerosene  oil  as  a 
lubricant. 

97.  Drilling  glass.  —  Use  a  very  hard  flat  drill,  scratch 
glass  with  an  old  file  to  remove  polish  and  use  turpentine  as  a 
lubricant.  Drill  part  way  through,  then  turn  over  and  finish 
from  the  other  side  to  avoid  chipping  surface. 

INSPECTING  AND  MEASURING  MATERIAL  (STOCK) 

98.  Inspecting  and  measuring  material  (stock).  —  On 
receiving  a  piece  of  stock,  inspect  it  for  imperfections,  as 
blowholes  in  castings,  flaws  (cold  short)  in  forging  or  bars. 
Stock  for  work  to  be  hardened  must  be  carbon  or  high- 
speed steel.  To  distinguish  high-grade  machine  steel  from 
tool  steel,  a  trial  piece  may  be  tested  by  the  hardening 
process. 

Measure  piece  to  see  if  it  is  large  enough  to  finish  to 
dimensions  given  on  the  drawing.  If  the  piece  be  a  rough 
casting  or  forging,  there  should  be  at  least  |"  surplus  stock; 
if  smooth,  tV'. 

When  requested  to  finish  work  begun  by  another,  inspect 
and  measure  it,  and  make  a  note  of  its  condition,  that  you 
may  not  be  held  responsible  for  errors  not  your  own. 

99.  Rough  turn  all  over  before  finishing.  —  As  metals 
alter  in  form  when  the  skin  or  outside  is  removed,  when 
possible  remove  the  skin  from  all  surfaces  before  finishing 
any  part.  An  exception  is  made  in  some  classes  of  lathe 
work,  as  a  shaft  which  is  squared  to  exact  length  before 
the  diameter  is  roughed  out. 
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100-  When  and  bow  to  oil  the  bearings  of  machine  tools.  — 
All  bearings  must  be  regularly  oiled.  Use  good  lubricating 
oil,  —  machine  oil,  not  lard  oil.  If  the  oil  does  not  sink  into 
the  oil  boles,  they  sbould  be  cleared  out.  A  few  drops  of  oil 
in  each  bearing  is  enough,  Fig.  76.    Plane  bearings,  as  the 


ways  of  a  lathe,  should  be  wiped  with  waste  before  oiling 
and  the  oil  distributed  with  the  fingers,  Fig.  77.  Oil  twice 
a  day.     AU  automatic  oilers  should  be  filled  periodically. 

101.  Treatment  when  bearings  rough  up  and  machine  stops 
bom  lack  of  oil  or  too  close  adjustment.  —  First  force  in  a 
liberal  quantity  of  oil;  if  this  does  not  release  the  bearing, 
force  in  naphtha  or  benzine  and  then  more  oil;  if  the  latter 
ia  not  effective,  take  the  bearing  apart  and  smooth  the  rough 
places  on  the  journal  by  filing  and  those  in  the  box  by  scrap- 
ing or  filing.  Then  wipe  clean,  oil  freely,  and  put  bearing 
together  and  adjust  to  run  loosely  for  a  while. 

102.  To  prevent  rusting  or  corroding  of  machine  or  finished 
work,  coat  with  vaseline  or  thin  oil.  When  tools  or  machines 
are  not  io  use,  coat  with  a  thick  oil.  The  rust  should  be 
removed  from  a  surface  before  it  is  oiled  or  rusting  will 
continue. 

103.  Putting  on  and  pushing  off  belts.  —  An  ordinary  over- 
head belt  is  thrown  off  by  pressing  with  a  pole  against  the  edge 
of  the  belt  at  the  receiving  side  of  driving  pulley.  This  belt 
may  be  replaced  by  arranging  belt  upon  driven  pulley  and 
then  pushing  belt  upon  driving  pulley  by  starting  it  at  the 
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receiving  side  with  a  pole  that  has  a  bent  piece  of  iron  fastened 
to  its  end.  For  large  belts,  a  ladder  must  be  used  and  the 
belt  pushed  on  by  hand.  A  stout  cord  may  be  used  to  pull  on 
large  belts. 

104.  To  change  to  higher  speed.  —  Start  lathe,  push  belt 
off  step  of  head  cone  with  right  hand.  Press  lightly  against 
inside  of  down-running  belt  with  either  hand  to  take  up  slack 
and  with  other  hand  push  the  up-running  side  of  belt  to  the 
desired  step  on  counter  cone,  then  with  left  hand  press  belt 
on  to  head  cone. 

105.  To. change  to  lower  speed.  —  If  belt  is  on  largest  step 
of  counter  cone,  with  left  hand  pull  it  on  to  desired  step,  then 
with  same  hand  press  belt  on  to  corresponding  step  of  head 
cone.  If,  however,  belt  is  not  on  largest  step,  first  push  it 
off  step  of  head  cone  with  right  hand. 

Attention.  —  Keep  fingers  straight  and  stiff  and  do  not  try 
to  hold  belt  when  pushing  on  or  off. 

Warning,  —  To  prevent  accidents,  do  not  wear  loose  sleeves 
or  be  careless  in  your  actions  near  running  belts,  gears,  mill- 
ing cutters,  etc. 
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SECTION  2 

LATHE  WORK 

Time  Element  and  Schedule  of  Operations.    Centering,  Squaring,  and 
Straight  Turning.    Filing  Lathe  Woik.    Micrometer  and  Vernier  Cali- 
pers.   Dimension-Limit  System.    Fits  in  Machine  Construction 
with  Tables  of  Allowances.     Standard  and  Limit  Gages. 
Taper  Turning  and  Fitting.    Straight  Turning  and  Fitting. 

TIME  ELEMENT  AND  SCHEDULE  OF  OPERATIONS 

1.  Schedules  of  operations.  —  The  problems  in  this  book  are 
presented  in  schedule  form.  Each  operation  is  given  in  its 
logical  order  together  with  machines,  tools,  speeds,  feeds,  and 
time.  Such  schedules  are  the  fundamental  and  necessary  bases 
of  all  efficiency  systems.  They  make  teaching  systematic;  learn- 
ing rapid;  and  promote  industrial  efficiency. 

A  multiple  schedule  for  two  or  more  duplicate  pieces  is 
the  same  as  for  a  single  piece,  except  that  each  operation 
is  performed  on  all  pieces  before  beginning  the  next. 

2.  The  time  element  in  the  schedules  includes  grinding  of 
tools,  and  is  the  average  time  required  by  an  experienced  work- 
man for  completing  the  given  problem.  Students  and  other 
beginners  will  take  from  50%  to  100%  more  time  on  the  intro- 
ductory problems,  and  as  they  become  familiar  with  the  tools 
and  machines  this  excess  time  is  reduced  to  25%  or  less,  de- 
pending on  the  ability  of  the  student  and  the  efficiency  of  the 
equipment  and  mstruction. 

3.  The  student  may  begin  lathe  work  by  turning  soft  cast 
iron,  as  it  machines  more  easily  than  steel  or  wrought  iron; 
the  cutting  angles  of  the  tools  are  easy  to  shape,  and  the 
material  is  not  expensive.    See  pp.  102,  203-205. 

4.  To  mount  work  on  lathe  centers.  —  Clean  center  holes 
and  centers  with  waste.  Fasten  dog  on  work  (see  p.  Il8), 
mount  on  live  center.     With  left  hand  under  end  of  work, 
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hold  work  in  line  with  dead  center;  move  and  clamp  foot- 
stock  width  of  tool  block  from  end  of  work.  Oil  dead 
center.  With  the  little  finger  of  left  hand  to  guide  the 
dead  center  into  center  hole,  screw  out  spindle  with  the 
right  hand  until  there  is  no  end  movement.  To  test  ad- 
justment, move  tail  of  dog  back  and  forth;  when  right  a 
slight  resistance  is  felt  by  the  hand;  clamp  binder. 

Warning.  —  When  taking  a  heavy  cut  or  rotating  work  at 
a  high  speed,  the  work  will  heat  and  expand  and  thus  bind  on 
the  centers.  The  student  should  relieve  and  oil  the  dead 
center  occasionally.  If  this  is  neglected,  a  "  hot  center  "  will 
result^  which  usually  destroys  both  work  and  center. 

5.  To  turn  work  to  one  diameter  from  end  to  end.  — 
First,  set  tool  to  take  roughing  cut  and  turn  approximately 
one-half  the  length   (Fig,  1).    Stop  feed,  then  stop  lathe. 


Fia.  1.  —  RoxTGH  Turning  Shaft  from  End  to  End,  First  Half. 


Take  work  out  of  lathe  and  run  carriage  back  by  hand  to 
deacf  center.  Do  not  disturb  cross  feed.  Fasten  dog  on 
turned  end  A',  Fig.  2,  with  a  piece  of  copper  D  under  set 
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scre^w  to  avoid  scarring  work.  Again  mount  work  on  centers 
and  turn  off  half  marked  B\  Regrind  tool  and  follow  same 
method  with  finishing  cut. 


Fia.  2.  —  RouoH  Turning  Shatt  from  End  to  End,  Second  Half. 

CENTERING,  SQUARING  AND  STRAIGHT  TURNING 
6.    To  center,  square  and  turn  straight.    See  Figs.  3  and  4. 


FiQ.  3. 

Specifications:  Material,  iron  casting  \"  large;  weight,  2  lb. 
8  oz.,  Fig.  3,  free  from  visible  defects. 
Hardness,  28  to  32  (scleroscope). 
Oil  bearings  of  lathe  with  machine  oil. 
True  live  center.     Set  dead  center  in  approximate  aline- 
ment,  see  p.  Il6.     Carbon-steel  cutting  tools.     See  Excep- 
tion, p.  205. 

Time:  Study  drawing  and  schedule  in  advance,  10  min. — 
Oil  lathe,  4  min.  —  Hand  center  and  square,  19  min. — 
Bough  and  finish  turn,  23  min.  —  Clean  lathe,  3  min. — 
Total,  59  min.     (Machine  center  and  square,  17  min.) 
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FiQ.  4.  —  Schedule  Drawing  of  CENTERiNa,  Squarinq  and  Straight 

Turning. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Snag.  Center  by  hand  method, 
pp.  121.  122.  Center  holes  ^' 
diameter,  (1),  (»). 


Mount  and  adjust  on  centers. 
Rough  square  (3),  round  nose  in- 
ward, heavy  cut,  and  side  tool  out- 
ward, light  cuts.  Reverse  work 
on  centers  and  repeat  on  (4) .  Test 
length  with  calipers.  Take  light 
cuts  outward  on  (4)  until  work 
measures  8"+  A'-    Remove  dog. 

Recenter  to  A'l  («)»(«) 

Regrind  and  oilstone  tool  and  finish 
square  (7)  one  cut.  Reverse  work 
on  centers  and  repeat  on  (8). 
Test  length  with  calipers.  Take 
light  cuts  on  (8)  until  work  meas- 
ures 8*.  To  remove  burr  around 
countersinks,  see  p.  131.  Test 
flatness  of  end  with  steel  rule. 

Rough  turn  to  1^*  +  ^"^  one 
cut.  See  Figs.  1,  2,  (9).  Test 
with  calipers  at  ends  and  middle. 


Regrind  and  oilstone  tools.  Finish 
turn  to  1  A'l  P«  134,  (10)  one  cut. 
Test  with  micrometer  calipers,  at 
both  ends  and  middle.  Limit  al- 
lowed .001''.  Stamp  name  on  end. 


Machines,  Speeds, 
Feeds. 


Si)eed  lathe  8'  to 
12*.  3d  or  4th 
speed,  or  1400 
R.P.M.*;  coun- 
tersink 3d  speed 
or  700  R.P.M. 

Engine  lathe,  12' 
to  16*.  2d 
speed,  or  40 
F.P.M.f  Hand 
feed. 


Speed  lathe. 

Engine  lathe.  3d 
speed,  or  60 
F.P.M.  Hand 
feed. 


Clean  lathe. 


1st  or  2d  speed,  or 
25  to  40  F.P.M. 
Medium  power 
feed— 80  to  1*4 


3d  speed,  or  65 
F.P.M.  Fine 
power  feed  — 
140  to  1*. 


Tools. 


Vise,  hammer, 

chisel,  file,  chalk, 
dividers  or  di- 
vider calipers, 
center  punch,  ^' 
drill,  60°  counter, 
sink,  rule. 

Dog,  round-nose 
tool,  side  tool 
15**  rake,  cali- 
pers, 12*  steel 
rule. 


Drill,    countersink. 
Side  tool,  15<*  rake, 
calipers,  rule. 


Copper  under  set 
screw  of  dog, 
diamond-point 
tool,  16°  rake, 
small  calipers,  3' 
steel  rule. 
Diamond-point  tool, 
16°  rake,  or 
round-nose  tool, 
calipers,  rule 
micrometer. 

Steel  name  stamp, 
machinists*  ham- 
mer, vise,  copper 
jaws 

Brush  and  waste. 


♦  R.P.M.  =■  revolutions  per  minute.  t  F.P.M  =»  feet  per  minute. 

1  80  to  1"  -  80  revolutions  of  work  to  1"  of  tool  travd. 
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Warxung. — Do  not  recenter  work  after  the  diameter  has 
been  turned  because  the  center  reamer  cuts  unevenly  and 
throws  the  work  out  of  true. 

Attention.  —  If  necessary,  when  roughing  the  tool  may  be 
removed  and  reground,  but  in  finishing  it  should  be  prepared 
to  carry  its  cut  without  regrinding. 

Note.  —  When  squaring,  hold  long,  feed  handle  firmly  with 
one  hand  while  operating  cross  feed  handle  with  the  other. 

Caution.  — As  a  heavy  cut  may  draw  the  tool  inward, 
caliper  occasionally  and  readjust  tool,  if  need  be,  to  avoid 
roughing  diameter  too  small. 

Exception. —  If  a  schedule  says  "  carbon-steel  cutting  tools  " 
and  it  is  desired  to  change  to  *' high-speed  steel  or  stellite," 
the  cutting  speed  may  be  increased  from  60%  to  100%. 

If  a  schedule  says  "  high-speed  steel  or  stelUte  cutting  tools  " 
and  it  is  desired  to  change  to  ''carbon-steel"  the  cutting 
speed  must  be  reduced  25%  to  60%. 

FILING  LATHE  WORK 

7.  Lathe  work  is  filed  to  remove  tool  marks,  to  make  a 
fit,  to  produce  an  exact  diameter,  and  also  to  prepare  the 
surface  for  polishing.  A  small  amount  of  filing  improves 
the  condition  of  the  work;  excessive  or  careless  filing  will 
destroy  its  truth. 

8.  Mill  files  are  best  for  lathe  work,  files  single-cut  (some- 
times called  floats),  as  at  C,  Kg.  6.  A  mill  bastard  is  use- 
ful for  a  large  variety  of  lathe  filing,  but  a  mill  2d  cut  is  only 
used  for  finer  classes  of  work.   See  Principles  of  Machine  Work. 

9.  Speed  for  filing.  —  If  work  is  revolved  at  too  high  a 
speed,  the  file  will  not  bite,  but  will  simply  glaze  the  work  and 
rapidly  destroy  itself.  As  a  rule,  in  filing  steel  and  cast 
iron  the  lathe  may  be  run  at  a  speed  between  four  and 
five  times  faster  than  that  used  in  taking  the  roughing  cut. 
Cast  iron  must  be  filed  dry.  See  Table  of  Cutting  Speeds, 
p.  147.  On  brass,  the  rule  is  from  two  to  three  times  the 
roughing  speed. 
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On  work  ])"  and  less  in  diameter,  run  engine  lathe  at  its 
fastest  speed.  Small  work  J"  and  less  may  be  filed  in  the 
speed  lathe. 

Warning.  —  To  avoid  a  hot  center  when  filing,  loosen  and 
oil  the  dead  center  before  and  occasionally  after  increasing 
the  speed. 

10.  To  bold  and  to  use  a  file  od  lathe  work.  —  The  work 
A,  Vig.  5,  is  revolved  at  a  moderately  fast  speed  in  the  direc- 
tion of  arrow  B.  Good  results  are  obtained  by  moving  mill 
file  C  at  right  angles  to  the  work  as  at  D.  If  the  work  to  be 
filed  (A')  is  a  tenacious  metal  such  as  machine  steel  or 
wrought  iron,  hold  file  at  an  angle  of  about  10"  as  at  C  but 
move  it  at  right  angles  as  at  D'  which  increases  the  cutting 
angle  from  23'  to  33°.     The  stroke  should  be  long  but  slower 


Fio.  5.  —  FiuNO  IN  Lathe. 

than  in  vise  work  in  order  that  the  work  may  make  a  number 
of  revolutions  during  each  stroke;  the  pressure  should  be 
lighter,  aa  the  number  of  teeth  in  contact  are  fewer. 

ffoU. — A  Hie  may  be  moved  slightly  from  left  to  right;  that  ia,  against 
its  tendency  (o  glide  on  its  forward  stroke,  but  not  from  right  to  left  as  it 
may  chatter. 

Attention.  —  Clean  the  file  frequently  with  a  file  card  to 
remove  chips,  or  they  will  scratch  the  work. 

11,  To  finish  radial  or  side  surfaces.  —  A  hand  file  is  some- 
times used,  but  preferably  use  a  scraper.    See  p.  425. 
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12.  Round  and  half-round  files  for  lathe  work.  —  Fillets 
and  concave  surfaces  are  generally  made  with  forming  tools 
and  scraped  with  hand  tools.  To  polish  such  surfaces,  they 
may  be  prepared  by  filing  with  round  or  half-round  files,  giving 
the  file  on  its  forward  stroke  a  slight  sweep  following  the  curve. 
See  Lubricants  for  Cutting  Tools,  p.  148. 

MICROMETER  CALIPERS 

13.  The  micrometer  principle  consists  of  a  combination  of 
an  accurate  screw  and  graduated  head  or  nut  by  which  fine 
measurements  and  adjustments  may  be  obtained.  It  is  ap- 
plied to  feed  screws  of  lathes,  planers,  milling  and  grinding 
machines,  etc.,  and  to  instruments  of  precision,  as  the  microm- 
eter caliper,  Fig.  6,  which  consists  of  frame  A  and  barrel  B; 


B 
I 


0  I  t  s 
MMt: 


OIAMCTU   OF    SHATT^Es 

«  Kja'*-KtMr^sn'*oK  f+.Vt" 

THIMBLE  N 

L. 


BARRCL    M 
I 


•    1    t   »P 

Imlintnif 


( 


% 


».« 


TNIS  KCAOINQs 


Mx.m'V.MiVm  on  f  -jw" 

FiQ.  6.  —  Measttrino  with  Micrometer  Caliper. 

in  the  end  of  the  barrel  is  a  fixed  nut  through  which  passes 
screw  C.  The  caliper  is  graduated  to  read  in  thousandths  of 
an  inch,  but  half,  quarter,  and  tenths  of  thousandths  may  be 
readily  estimated. 

14.  To  measure  work  with  micrometer.  —  Place  shaft  E 
between  the  faces.  Rotate  thimble  F  with  thumb  and  finger 
until  a  light  but  distinct  contact  is  obtained.  Prove  results 
by  moving  micrometer  up  and  down  on  shaft  E,  or  by  passing 
work  between  micrometer  anvil  D  and  screw  C  with  a  slight 
rotative  motion. 
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16.  To  read  micrometer.  —  Screw  C  has  40  threads  to  the 
inch;  the  graduations  on  barrel  B  are  40  to  the  inch.  One  revo- 
lution of  the  screw  opens  the  caliper  one-fortieth  of  an  inch, 
or  .025".  Thimble F  is  graduated  into  twenty-five  parts.  Each 
division  when  passing  the  axial  line  on  barrel  indicates  one- 
twenty-fifth  of  one-fortieth  of  an  inch  (^  X  ^  =  ToVo"'')* 

Reading.  —  Every  fourth  division  on  the  barrel  is  figured 
1,  2,  3,  4,  etc.,  and  may  be  read  0.100",  0.200",  etc.;  the  figure 
3  may  be  read  0.300"  and  the  three  additional  divisions  as 
0.075",  making  0.375"  on  barrel.  Then  add  the  two  divi- 
sions or  0.002"  on  the  thimble,  which  makes  the  complete 
measurement  0.377". 

Attention.  —  A  student  occasionally  reads  the  example  at 
MN  backward  from  zero  and  obtains  .377"  instead  of  .373''. 

16.  Adjusting  the  anvil  to  correct  error.  —  If  zero  lines  do 
not  coincide  when  anvil  and  screw  are  clean  and  in  contact, 
adjust  anvil  D  by  screw  6,  first  loosening  screw  H. 

17.  Lock  nut  K  may  be  used  to  clamp  the  screw  and 
preserve  any  setting. 

18.  Speeder  and  friction  slip  consists  of  a  ratchet  and 
pawlf  used  as  a  speeder  for  the  rapid. movement  of  screw,  and 
as  a  friction  slip  so  that  the  same  pressure  of  contact  may  be 
obtained  at  every  reading. 


Fio.  7.  —  Measuring  Work  with  Micrometer  held  with  Onb  Hand. 
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19.  A  one-hand  method  of  measuring  with  a  micrometer. 
Fig.  7.  —  Hold  work  A  with  left  hand  and  insert  third  finger 
of  right  hand  into  frame  to  ateady  caHper  B.  Adjust  screw  C 
to  work  by  rotating  tbe  thimble  with  the  thumb  and  first 
finger. 

30.  To  measure  work  in  a  lathe  vith  micrometer.  Fig.  8. 
—  Hold  frame  A  over  work  B  and  operate  thimble  C. 


Pia.  8. — Measubino  Wobk  in  the  Lathk  vrm  Microuktbr. 

21.  Large  micrometer  and  stand.  —  Micrometer  stand  A, 
in  Fig.  9,  on  bench  B,  not  only  protects  micrometer  C  from 


Fio.  9,  —  MiifltraiNo  Work  on  Bbkck  wtth  Micrometer. 

injury,  but  avoids  expansion  due  to  the  heat  of  the  hand. 
To  measure,  hold  work  D  as  shown.    This  micrometer  is  of 
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the  interchangeable  anvil  type.  One  of  the  shorter  anvils 
is  shown  at  F. 

Standard  end-measuring  rods  and  disks  are  supplied  with 
micrometers  measuring  more  than  one  inch,  to  test  their 
accuracy. 

22.  Decimal  equivalents  of  common  fractions.  —  As  mi- 
crometers are  graduated  to  read  decimally,  the  common 
fractions  and  their  decimal  equivalents  are  stamped  on  the 
frames.  A  student  should  memorize  the  decimal  equivalents 
of  such  fractions  as  ^f  i^  Y*  lV^  ^''^  ^^^  ii- 

TABLE    OF    COMMON    FRACTIONS    AND    DECIMAL 
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VERNIER  CALIPERS 

23.  Vernier  principle.  —  Some  instruments  of  precision 
have  in  conjunction  with  the  main  rule  (or  scale)  a  short 
movable  scale,  called  a  vernier,  to  read  fractional  parts  of  the 
smallest  divisions  on  the  main  rule. 

The  vernier  is  divided  into  one  more  or  one  less  divisions 
than  a  given  number  of  divisions  on  the  rule.  A  division  on 
the  rule  thus  differs  from  a  division  on  the  vernier  by  the 
fraction  shown  by  1  divided  by  the  number  of  divisions  on 
vernier. 

Rule  A,  Fig.  10,  is  divided  into  inches,  tenths,  and  forti- 
eths i-^"  =  .025").     Vernier  B  is  divided  into  twenty-five 
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VERNIER    B  — 

Fig.  10.  —  Vernier  Principle. 

divisions  which  equal  twenty-four  divisions  on  rule  A.  As 
each  division  on  rule  A  is  .025"  dV");  each  division  on 
vernier  B  is  .024"  or  .001"  less  (4VX  irV'^T^xy  "^  =  .001"). 

If  the  zero  line  on  vernier  is  set  to  coincide  with  the  zero 
line  or  any  line  on  rule  A,  the  next  two  lines  to  the  right  will 
differ  from  each  other  by  .001",  and  the  difference  will  increase 
.001*  for  each  division. 

24.  Example  in  reading. — First,  read  the  rule.  Each  tenth 
is  read  .100"  and  each  fortieth  .025".  The  first  line  on  rule 
to  left  of  zero  line  on  vernier  is  distant  from  zero  line  on  rule 
.300"  and  three  fortieths,  .075",  which  gives  1.375". 

Second,  read  vernier.  Counting  to  the  right,  we  find  that 
the  second  line  on  the  vernier  B  coincides  with  a  line  on  the 
rule  as  indicated  by  arrows.  The  distance  from  the  zero  line 
on  the  vernier  to  the  coinciding  lines  is  .002". 

Third,  to  reading  of  rule  add  reading  of  vernier  to  obtain 
complete  measurement.    Thus:  1.375"  +  .002"  =  1.377". 
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26.  The  application  of  vernier  principle  to  the  vernier 
caliper.  —  In  Fig.  11  each  inch  of  beam  C  is  divided  into  40 
parts,  and  vernier  D,  attached  to  sliding  head  E,  into  25 
parts.  To  measure  work,  as  shaft  F,  the  caliper  is  placed 
over  the  shaft  an,d  the  sliding  head  is  moved  to  bring 
sliding  jaw  G  and  solid  jaw  H  in  contact  with  shaft, 
clamp  K  is  fastened  to  beam  by  thumb  screw  L.  The 
jaws  are  made  to  touch  shaft  delicately  yet  distinctly  by 
adjusting  nut  Af,  after  which  head  E  is  fastened  to  the  beam 
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Fig.  11.  —  Measuring  with  Vbhnibr  Caliper. 


INSIDE   MEASUREMENT. 
DIAMETER   OF  BORE 

OF  HUB  Ps 
1.377"+ .250^  I.C27" 


by  thumb  screw  N,  The  caliper  reads  the  same  as  the  former 
example,  Fig.  10,  that  is:  1.377"  or  \Y  +  .002".  It  is  best 
to  use  a  magnifying  glass  to  read  or  set  a  vernier  caliper. 

26.  To  obtain  inside  measurements  with  a  vernier  caliper.  — 
To  take  inside  measurements,  as  the  bore  of  hub  P  shown 
dotted,  the  caliper  is  read  exactly  as  above,  then  the  width 
of  the  points  of  the  jaws,  which  differ  with  the  size  of  the 
caliper  is  added.  For  the  caliper  in  Fig.  11  two  hundred  and 
fifty  thousandths  of  an  inch  (0.250")  must  be  thus  added  to 
the  reading  on  the  vernier  side. 


VKRNIER  CALIPERS 


213 


VCRttlEK 
ON  BARIIEL 


Fig  12. — A  Ten-thousandth  Microueter. 


27.  Vernier  caliper  as  a  caliper  square.  —  The  vernier 
caliper  may  be  used  as  a  caliper  square  for  ordinary  outside 
and  inside  measurements  by  reading  the  back  of  beam  C, 
which  is  graduated  to  read  to  64ths. 

28.  A  ten-thousandth  micrometer.  —  Micrometer  calipers 
are  obtainable  to  read 

to  the  tenth  part  of  a 
thousandth  of  an  inch. 
A  vernier  of  ten  divi- 
sions is  marked  on  the 
barrel  A,  Fig.  12,  and 
in  the  space  occupied  by 
nine  divisions  on  the 
thimble  B.  The  microm- 
eter reads  .250''  +  .  To 
read  the  vernier  to  obtain  the  fourth  decimal  place,  locate 
the  line  on  the  vernier,  as  line  6,  which  coincides  with  a 
line  on  the  thimble,  and  add  .0006"  to  reading,  as  .250"  + 
.0006''  =  .2506"  or  J  +  .0006". 

DIMENSION-LIMIT  SYSTEM 

29.  Drawings  giving  dimension  limits  and  indicating  the 
measuring  tools  are  given  for  accurate  work,  the  systems 
varying. 

Certain  dimensions  may  be  tAtt''  or  j-^jsis^  under  or  over 
nominal  size,  and  if  indicated  on  the  drawing  it  will  save  the 
time  used  in  finishing  work  with  undue  accuracy.  The  extra 
time  taken  to  make  the  drawings  is  saved  many  times  in 
machining  the  work. 
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Pig.  13.  —  Drawing  Showing  Dimension-Limit  System. 
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30.  A  single  dimension  indicated  by  a  whole  number, 
fraction,  or  mixed  number  as  6^'',  Fig.  13,  means  that  rule  and 
caliper  are  sufficiently  accurate  to  measure  the  parts. 

31.  Double  dimensions  in  decimal  form,  placed  one  above 

the  other  as  ^  377/r'  Fig.  13,  indicate  the  limit  allowed  for  a 

required  size,  and  that  micrometer,   vernier,  or   limit   gage 
should  be  used. 

32.  A  dimension  allowing  no  limit  is  indicated  by  a  single 
decimal  as  8.000'^  and  means  that  the  greatest  possible  accu- 
racy must  be  obtained  with  the  measuring  instruments  at 
hand. 

Instead  of  double  dimensions,  limits  are  sometimes  indi- 
cated by  plus  and  minus  signs  after  the  nominal  dimensions, 
as  4.125''  +  or  -  .001'^. 

FITS  IN  MACmNE  CONSTRUCTION  WITH  TABLES 

OF  ALLOWANCES 

33.  Fits  in  machine  construction  are  most  important,  and 
unless  made  according  to  requirements,  impair  the  usefulness 
of  the  machine.     See  Dimension-Limit  System,  pp.  2l3,  2i4. 

Examples, — In  an  engine  lathe  the  live  spindle  of  steel  is  a 
running  fit  in  bronze  or  Babbitt  boxes  in  the  headstock.  The 
footstock  spindle  of  steel  is  a  sliding  fit  in  the  cast-iron  foot- 
stock.  The  headstock  cone  is  a  running  fit  and  the  head- 
stock  gear  a  drive  fit  on  spindle.  The  headstock,  footstock, 
and  carriage  of  cast  iron  are  sliding  fits  on  the  ways  of  the  cast- 
iron  bed.     See  Scraping,  Principles  of  Machine  Work. 

Like  metals  are  generally  used  for  sliding  surface  fits, 
unlike  metals  for  running  fits.  Cast  iron  to  cast  iron 
wears  well  for  any  fit,  but  steel  to  steel  will  quickly  abrade 
unless  hardened  and  ground. 

34.  The  classes  of  fits  used  in  machine  construction  are: 
running,  sliding,  driving,  forcing  and  shrinking  fits;  and  taper 
fits,  running  and  forcing.  The  hole  or  bore  for  duplicate 
work  should  be  standard.     See  pp.  221,  222. 

35.  Running  fits  vary  with  the  class  of  work.  The 
amount  of  looseness  varies  from  .0002"  on  fine  watch  work 
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to  -^^  on  some  classes  of  cotton  and  woolen  machinery. 
See  Tables,  Classes  I,  II;  III.  Running  fits  are  often  made 
taper.  The  adjustment  is  obtained  by  moving  the  spindle 
along  the  box,  or  the  box  along  the  spindle. 

Running  Fits.  —  Class  I 

TABLE   OF  ALLOWANCES   AND   LIMITS   UNDER  STANDARD   FOR 

FINE   WORK 


Hole  Diambter,  Inches. 

Shaft  Diameter  — 
Hole  Diameter  — 

Limit  Shaft  Diam- 

METER  +  OR  — 

.00  to    .49 

.50  to  1.99 

2.00  to  3.99 

4.00  to  5.99 

6.00  to  8.00 

.000625 
.0012 
.0016 
.002 
. 002375 

.000125 

.000375 

.000625 

.00075 

.000875 

Running  Fits.  —  Class  II 


TABLE   OF  ALLOWANCES  AND   LIMITS  UNDER  STANDARD   FOR 
AVERAGE  WORK   WHERE   HIGH   SPEEDS   ARE   REQUIRED 


Hole  Diameter,  Inches. 

Shaft  Diameter  =■ 
Hole  Diameter  — 

Limit  Shaft  Diam- 
eter +  OR  — 

.OOto    .49 

.001 

.00025 

.50to    .99 

,0015 

.0005 

1.00  to  1.99 

.0019 

.000625 

2. 00  to  2. 99 

.0023 

.00075 

3.00  to  3.99 

.0027 

.00075 

4.00  to  5.99 

.0035 

.001 

6.00  to  8.00 

.0038 

.00125 

Running  Fits.  —  Class  III 

TABLE  OF   ALLOWANCES   AND   LIMITS   UNDER   STANDARD   FOR 
ENGINE  WORK  WHERE   EASY   FITS  ARE   REQUIRED      * 


Hole  Diameter,  Inches. 


.OOto  .49 
.50  to  .99 
l.OOtol.99 
2.00  to  3. 99 
4.00  to  5.99 
6.00  to  8.00 


Shaft  Diameter  « 

Limit  Shaft  Diam- 

UoLE Diameter  — 

eter  +  OR  — 

.0015 

.0005 

.002 

.00075 

.0026 

.000875 

.0034 

.001125 

.00425 

.00125 

.005 

.0015 
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36.  Sliding  fits  such  as  the  footstock  spindle  of  lathes  are 
made  similar  to  running  fits  except  that  the  final  fitting 
is  done  by  draw-filing.     See  Principles  of  Machine  Work. 

Many  lathe  manufacturers  grind  the  spindle  slightly  large, 
then  force  it  back  and  forth  in  the  footstock  with  a  power 
press,  which  smooths,  straightens,  and  stretches  the  hole, 
eliminates  wear  to  some  extent  and  produces  a  fine  sliding  fit. 


TABLE   OF   ALLOWANCES   AND   LIMITS   UNDER  STANDARD 

FOR  SLIDING  FITS 


Hole  Diameter,  Inches. 

Shaft  Di.vmeter  = 
Hole  Diameter  — 

Limit  Shaft  Diam- 
eter +  OR  — 

.00  to    .49 
.50  to     .99 
1.00  to  1.99 
2.00  to  3.99 
4.00  to  5.99 
6.00  to  8.00 

.0005 

.00075 

.00125 

.00175 

.00225 

.0035 

.00025 
.00025 
.00025 
.00025 
.00025 
.0005 

37.  Driving  or  drive  fits,  easy  and  hard  are  made  by 
turning  the  shaft  to  size  with  allowance  for  filing.  For  easy 
fits,  file  or  grind  until  shaft  will  enter  hole  about  two-thirds 
length  of  fit  with  hand  pressure;  for  hard  fits,  one-third. 
The  former  are  used  for  light-keyed  fits  and  small  work;  the 
latter  for  ordinary  work  which  may  be  removed  for  repair. 

TABLE  OF  ALLOWANCES  AND   LIMITS  OVER   STANDARD 

FOR  DRIVING   FITS 


Hole  Diameter,  Inches. 

• 

Shaft  Diameter  = 
Hole  Diameter  + 

Limit  Shaft  Diam- 
eter -h  OR  — 

.00  to     .49 

.50  to  1.24 

1.25  to  2.49 

2.50  to  8.00 

.000375 
.00075' 
.00125 
.002 

.000125 
.00025 
.00025 
.0005 

38.  Forcing  or  force  fits.  —  In  assembling  and  erecting 
machinery,  nothing  is  more  important  than  the  proper  fitting 
of  the  parts  that  have  to  be  driven  or  forced  together,  or 
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driven  or  forced  apart,  when  making  repairs.  Examples  of 
forcing  fits  are  gears,  couplings,  locomotive  driving  wheels, 
crank  pins,  car  axles,  rod  bushing,  crank  disks,  various  kinds 
of  bushings,  linings  into  cylinders,  various  parts  of  engines, 
generators  and  motors,  iron  bands  on  wagon-wheel  hubs, 
crank  shafts  into  automobile  fly  wheels,  various  parts  of 
built-up  cranks,  or  any  two  machine  parts  that  have  to  be 
joined  by  forcing  one  into  the  other  with  sufficient  power 
to  prevent  them  ever  becoming  loose. 


TABLE  OF  ALLOWANCES  AND   LIMITS   OVER  STANDARD 

FOR  FORCING  FITS 


Hole  Diambtkb,  Inches. 

Shaft  Diameter  — 
Hole  Diameteb  + 

Limit  Shaft  Di- 
ameter +  OR  ~ 

.OOto    .49 

.00075 

.00025 

.50  to    .99 

.0015 

.0005 

1.00  to  1.49 

.0025 

.0005 

1.50tol.99 

.0035 

.0005 

2.00  to  2.49 

.0045 

.0005 

2.50to3.24 

.0055 

.0005 

3.25to3.99 

.0065 

.0005 

4.00  to  4.99 

.0075 

.0005 

5.00  to  5.99 

.0085 

.0005 

e.OOtoS.OO 

.0095 

.0005 

Attention.  —  To  avoid  abrasion  and  destruction  of  work, 
lubricate  both  surfaces  with  machine  oil.  For  heavy  work 
use  cylinder  oil,  white  lead,  or  grease. 

39.  Taper  forcing  fits.  —  For  some  classes  of  machinery, 
such  as  marine  and  engine  work,  taper  forcing  fits  are  used. 
The  hole  is  bored  to  a  taper  of  .060"  to  1',  and  the  shaft  ground 
or  turned  the  same  but  large  enough  when  put  together  by 
hand  to  stop  about  one-fourth  to  one-eighth  of  its  length  from 
the  desired  location,  then  forced  to  place.  Large  taper  holes 
are  often  scraped  true  to  gages  before  forcing  the  shaft  into 
place. 

On  some  classes  of  work,  the  hole  is  made  straight  and  the 
shaft  ground  or  turned  to  a  taper  of  about  .001''  to  I'',  which 
makes  an  effective  fit. 
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40.  Pressures  and  allowances  for  forcing  fits.  —  Formula 
have  been  deduced  and  tables  made  giving  pressures  required  t< 
force  two  parts  together;  these  possess  considerable  value,  bu 
serve  only  as  a  guide,  for  the  pressure  required  depends  not  onl] 
on  the  difference  in  diameters  but  on  the  diameter  and  lengtl 
of  fit,  smQothness  of  both  parts,  material  of  both  shaft  anc 
bub,  and  diameter  of  hub.  The  material  will  often  make  f 
difference  of  from  twenty-five  per  cent  to  fifty  per  cent  in  th< 
pressure  for  the  same  allowance.  For  this  reason  the  methoc 
that  is  generally  followed  is  to  make  tables  of  allowances  anc 
pressures  for  each  class  of  fits  and  for  different  materials. 

41.  Forcing  presses  for  forcing  fits.  —  The  old  method  oJ 
making  forcing  fits  is  with  sledge  hammers,  rams,  etc.,  but 
such  methods  are  now  nearly  obsolete  except  for  occasional 
fits,  as  the  process  is  difficult,  dangerous,  and  lacks  uniform- 
ity. The  economical,  easy,  safe,  and  scientific  method  is  by 
hydraulic-power  or  belt-power  presses  of  which  there  are  a 
great  variety  both  vertical  and  horizontal,  small  and  large, 
stationary  and  portable,  to  suit  all  classes  of  work.  Small 
forcing  fits  may  be  made  with  a  mandrel  or  arbor  press. 

42.  To  force  screw  into  bevel  gear.  Fig.  14.  Belt- 
power  forcing  press.  —  This  type  of  press  may  be  used  for 
forcing  fits  between  mandrel  press  work  and  hydraulic  press 
work  and  not  requiring  a  pressure  exceeding  fifty  tons. 

Screw  A  is  keyed,  lubricated,  preferably  with  linseed  oil, 
and  forced  into  bevel  gear  B  by  ram  C,  to  which  motion  is 
transmitted  by  gearing  actuated  by  the  driving  belt  D  and 
controlled  by  hand  wheel  E  which  operates  a  friction  device. 
The  wheel  E  is  used  to  raise  and  lower  the  ram  and  to  con- 
trol the  pressure  through  its  operation  of  a  friction  device; 
the  harder  the  wheel  is  turned  the  greater  the  friction  and  the 
greater  the  pressure  produced.  The  friction  only  acts  on 
the  downward  motion. 

The  plunger  F  which  compresses  glycerine  in  a  chamber  at 
the  end  of  ram  C,  records  the  pressure  in  tons  per  square 
inch  by  means  of  gage  0. 
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Specifications.  —  The  gear  in  Fig.  14  is  steel  case-hardened; 
hole  straight,  l^*'  diameter;  screw,  crucible  steel;  length  of 
fit,  3^;  allowance,  and  taper,  1.250'^  in  diameter  at  end  and 
1.254''  at  shoulder  (ground);  pressure,  8  tons. 

43.  To  force  shaft  into  flange,  forcing  fit.  Fig.  15.  Belt- 
power  forcing  press.  —  Shaft  A  is  keyed,  oiled,  and  forced 
into  fiange  B. 

Specifications.  —  Flange,  cast  iron;  hole  V  diameter;  shaft, 
machine  steel;  length  of  fit,  l^",  straight;  allowance,  .002'' 
to  .0025'',  large  (ground);  pressure,  about  3  tons. 

Attention,  —  Condition  of  surfaces  (smooth  or  rough)  will 
vary  the  pressure. 

44.  To  force  shaft  into  malleable-iron  gear.  — 

Specifications.  —  Malleable-iron  gear;  hole  l-j^**  diameter; 
length  of  fit,  2";  shaft,  crucible  steel;  allowance  and  taper, 
LISTS''  at  end  and  1.1915''  at  shoulder;  pressure,  5  tons. 

46.  To  force  shaft  into  machine-steel  gear.  — 

Specifications.  —  Machine-steel  gear;  hole  2"  diameter; 
length  of  fit,  5";  shaft-machine  steel;  allowance  and  taper, 
2.000''  at  end,  2.004"  at  shoulder;  pressure,  13  to  15  tons. 

46.  Shrinking  fits  are  used  to  fasten  a  collar,  sleeve,  crank 
pin,  crank,  or  other  piece  permanently  in  place.  They  differ 
from  forcing  fits  in  manner  of  fitting  only.  The  fit  is  made  by 
heating  the  hollow  piece  until  it  expands  sufficiently  to  go 
on  the  cold  shaft  easily.  The  parts  must  be  put  together 
quickly  or  the  heat  will  expand  the  shaft  and  the  parts  stick 
hard  before  they  are  in  place,  in  which  case  they  should  be 
driven  or  pressed  apart  as  quickly  as  possible.  When  in 
place,  cool  slowly  with  water. 

If  the  proper  shrinkage  is  allowed,  it  will  not  be  necessary  to 
heat  piece  above  a  dull  red,  800°  F. 

For  small  work  the  hole  may  be  standard  and  the  amount 
for  shrinkage  allowed  on  shaft. 
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Fig.  14.  —  Forcing  Screw  into  Bbvbl  Gear.    Forcing  Fit 

Belt-power  Forcing  Press. 


Fig.  15.  —  Forcing  Shaft  into  Flange.    Forcing  Fit. 

Belt-power  Forcing  Press. 
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TABLE   OF  ALLOWANCES   AND   LIMITS   OVER  STANDARD   FOR 

SHRINKING   FITS 


Hole  Diameter,  Inches. 

Shaft  Diameter  — 
Hole  Diameter  -f 

Limit  Shaft  Diam- 
eter +  OR  — 

.00  to    .49 

.00075 

.00025 

.50to    .99 

.0015 

.0005 

l.OOtol.49 

.002 

.0005 

1.50  to  1.99 

.0025 

.0005 

2.00  to  2.49 

.003 

.0005 

2.50  to  3.24 

.0035 

.0005 

3.25  to  3.99 

.004 

.0005 

4.00  to  4.99 

.0045 

.0005 

5.00  to  5.99 

.0055 

.0005 

6.00  to  8.00 

.0075 

.0005 

47.  To  shrink  tires  on  wheel  centers.  —  Wheel  centers 
are  turned  standard  and  the  allowance  is  made  in  boring 
the  tire. 

The  allowance  for  shrinkage  in  rings  or  jackets  for  guns  in 
the  United  States  naval  gun  factories  varies  slightly  for  differ- 
ent classes  of  guns,  but  it  is  generally  about  .OOF  to  the  inch. 
That  is,  if  the  diameter  is  12^  the  shrinkage  will  be  .012'^. 


TABLE  OF    ALLOWANCES   FOR    LOCOMOTIVE   DRrVINQ  WHEEL 

TIRES  FOR  SHRINKING   FITS 


Wheel  Center 

Diameter, 

In'ches. 

Bore  of  Tire  =» 

Wheel  Center 

Diameter  — 

Wheel  Center 

T>iameter, 

Inches. 

Bore  of  Tire  =- 
Wheel  Center 
Diameter  — 

38.00 
44.00 
50.00 

.040 
.047 
,053 

56.00 
62.00 
66.00 

.060 
.066 
.070 

48.  Standard  holes.  —  The  holes  referred  to  in  tables  of 
allowances  for  the  various  kinds  of  fits  are  either  bored  or  bored 
and  reamed,  and  are  within  limits  given  in  table  of  .00025'^. 
They  are  tested  by  plug  and  limit  gages. 
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TABLE   OF  LIMITS  OF  HOLE   DIAMETERS  ALLOWABLE  UNDER 

AND  OVER  STANDARD 


Hole  Diameter,  Inches. 

Limit  Standard  Diameter. 

.00  to  1.24 
1.25  to  2.49 
2.50  to  5.99 
6.00  to  8.00 

.00025 
.00075 
.001 
.001 

.00025 
.00025 
.0005 
.0075 

49.  Tables  of  allowances  and  limits  for  standard  fits, 
represent  common  practice,  but  are  not  intended  to  eon- 
form  to  every  case  that  may  arise  in  fitting.  In  making 
allowances  for  any  fit,  certain  conditions  must  always  be 
considered.  For  example,  the  allowances  for  forcing  fits  are 
for  cast-iron  hubs  twice  the  diameter  of  machine-steel  shafts, 
and  subject  to  modifications  for  different  conditions,  as  the 
amount  of  metal  surrounding  the  hole,  the  length  of  hole, 
and  the  elasticity  of  the  metal. 

60.  To  fit  by  trial  and  correction,  and  by  allowance. — When 
only  a  few  pieces  have  to  be  fitted,  fit  by  trial.  But  for 
mAny  pieces,  fit  according  to  allowance  given  in  tables. 

61.  To  turn  and  file  fits,  and  to  grind  fits. — Work  that  was 
formerly  turned  and  filed  in  the  lathe  is  now  roughed  out  with 
high-speed  steel  tools  and  finished  in  the  grinding  machine. 
This  process  produces  work  quicker,  and  truer,  cylindrically. 
See  p.  701. 

62.  To  produce  standard  fits  with  spring  calipers.  —  Fit 

ordinary  calipers  to  a  plug  gage,  reference  rod  or  disk  which 
has  the  proper  allowance.  Turn  and  file  or  grind  shaft  to 
fit  caliper.  Another  method  is  to  use  limit  caliper  gages 
directly  on  work.     See  Limit  Gages,  p.  225. 

63.  To  produce  standard  fits  with  micrometers.  —  Turn 
work  direct  to  diameter  plus  double  depth  of  tool  marks;  the 
allowance  for  filing  with  a  fine  feed  and  sharp  tools  is  from 
.003"  to  .004". 
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STANDARD  AND  UMIT  GAGES 

64.  Gages  are  instruments  of  reference  for  standardizing 
measurements  and  for  determining  dimensions  exactly  or 
within  limits. 

W^en  a  piece  is  machined  nearly  to  size,  a  gage  is  invalu- 
ble  for  determining  the  exact  dimension,  the  tightness  or 
looseness  of  the  fit  giving  an  idea  of  its  size. 

56.  Standard  cylindrical  gages,  ring  and  plug.  —  Fig.  16 
represents    an  accurate  subdivision  of  the  Imperial   yard. 


•iteiGi*: 


Fio.  10.  —  Standard  Ring  and  Plug  Gages. 

These    gages   are  made  within  various  limits  of  accuracy, 
such  as  .0002^  .0001'^,  .00005",  .00002^^. 

66.   Caliper  gages.  Fig.  17.  —  The  measuring  faces  of  the 


Fig.  17.  —  Caliper  Gaqbs. 


outside  gage  are  flat,  the  inside  cylindrical.     For  general  use* 
this  gage  is  preferred  to  plug  and  ring  gages. 
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67.  Reference  disk.  Fig.  18,  is  used  for  testing  and  setting 
calipers. 


Fig.  18.  —  Standard  Reference  Disk. 

Attention,  —  As  the  heat  from  the  hand  will  enlarge  a  gage 
perceptibly,  the  body  of  gages  for  very  accurate  testing  is  often 
covered  with  a  jacket  of  rubber  or  wood,  or  provided  with  a  hole 
to  receive  a  wooden  handle,  as  rubber  and  wood  are  poor  con- 
ductors of  heat. 

68.  End-measuring  rod,  Fig.  19,  for  gaging  rin^,  cylin- 


1 


Fig.  19.  —  Standard  End-measuring  Rod. 

ders,  setting  ordinary  calipers,  etc.    The  ends  are  sectionb*  of 
true  spheres  having  diameters  equal  to  the  length  of  the  rod. 


Fig.  20.  —  Standard  End-mbasore  Test  Piece. 


69.  End-measure  test  piece,  Fig.  20,  is  used  for  testing 
micrometers,  caliper  gages  and  setting  tools  in  planer  and 
shaper. 
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60.  Limit  gages  are  for  use  in  the  manufacture  of  duplicate 
pieces  of  ^work  to  save  the  time  necessary  in  finishing  to  a 
single-gage  dimension.  They  have  two  fixed  dimensions  which 
differ  an   amount  equal  to  the  limit  allowed.     See  Tables, 


Fig.  21.  —  Outsidb  Limit  Gage. 


HMJfmiM. 


Fig.  22.  —  Inside  Limit  Gage. 


pp.  215-217,  221,  222.    The  gages,  Figs.  21,  22,  are  clearly 
Btamped  with  dimensions  and  directions. 

Adjustable  outside  limit  gages  are  obtainable  which  permit 
the  liirdt  to  be  varied  to  suit  different  classes  of  work. 

61.  Limit  caliper  gages  for  roughing  out  work  are  made 
from  .003^  to  .01'  larger  than  the  maximum  diameter  of  the 
finished  piece,  depending  on  the  class  of  work. 

62«  Special  gages.  —  Various  other  standard  and  special 
gages  are  obtainable. 

Attention.  —  Care  must  be  exercised  to  clean  and  oil  gages 
before  using  and  also  not  to  force  them  into  or  over  work  with 
undue  pressure  or  they  will  wear  excessively  and  soon  become 
uareliable. 


226 


ADVANCED  MACHINE  WORK 


TAPER  TURNING  AND  FITTING 

G3.  Tapers  are  expressed  as  so  much  pQr  unit  of  length,  as 
1"  per  foot;  that  is,  a  piece  V  in  length  would  be  1"  larger  at 
one  end  than  at  the  other,  as  at  A  and  B,  Fig.  23.    They 


Fio.  23.  —  Diagram  for  Reading  Tapers. 


may  be  expressed  as  so  much  per  foot  from  the  center  line; 
as,  i"  per  foot  from  center  line,  i"  at  A'  and  l'^  at  B',  the 
same  taper  as  V  per  foot.  They  are  also  expressed  in  angular 
measurement  as  at  C,  angle  of  4?  46',  or  as  at  C\  2®  23',  see 
Table  of  Tapers  and  Angles,  p.  1130. 

64.  Tapers,  standard  and  special. — Taper  parts  are  used 
on  nearly  all  machines.  The  Morse  taper  system,  approxi- 
mately i"  per  foot  (see  pp.  233,  234),  is  used  on  drills  and  in 
drilling-machine  and  lathe  spindles;  the  Brown  &  Sharpe  taper 
system,  ^  P^^  foot  (see  pp.  233, 235),  in  milling-machine  spin- 
dles.    Both  are  designated  by  name  and  numbers. 

The  Jarno  taper  system,  .GW  per  foot,  is  used  to  some  ex- 
tent in  lathe  and  grinding-machine  spindles.    See  pp.  236, 237. 

Special  tapers  are  used  for  spindle  boxes,  pins,  and  similar 
work. 

66.  Methods  of  turning  taper. — Set  over  footstock.  Fig. 
24,  or  use  a  taper  attachment.  Figs.  28,  29.  The  first 
method  can  only  be  used  for  outside  tapers;  the  others  can 
be  used  for  either  outside  or  inside  tapers. 


TAPER  TURNING  AND  FITTING 
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66.  To  calculate  distance  to  set  over  footstock.  —  Multiply 
one-half  taper  per  foot  (in  inches)  by  whole  length  of  work 
or  mandrel  (in  feet). 

Example.  —  The  Morse  Taper  No.  3,  Fig.  24,  is  .602''  per 
foot,  length  of  work  W,     Find  amount  to  set  over  footstock. 


Fio-  24,  —  TtJRNiNG  Tapeb  wtph  Footstock  Set  Over. 


Solution,  — 


.602       8  13  '^ 

-TT-  X  —  =  .2007''  or  —  • 

2         12  64 


The  distance  the  centers  enter  the  work  affects  this  rule  so 
slightly  that  it  is  ignored. 

67.  To  set  over  footstock  calculated  distance,  unclamp 
footstock  and  rotate  adjusting  screws  to  move  dead  center 
forward  .2007"  or  ^i",  as  at  A,  Fig.  24,  measuring  lines  B 
with  dividers  or  rule  set  to  .20''.  See  Table  of  Footstock  Set- 
overs  for  Morse,  and  Brown  &  Sharpe  Tapers,  pp.  238,  239. 
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68.  To  calculate  set'-over  when  only  length  and  diameters 
are  given.    Hg.  25- 


d — : — F" 
'^1 ■      1^ 

m <  a- J 


9-              B  I  e- 

I L^ 


Fio.  25.  —  Example  in  Lono  Taper  Turnino. 

„         ,  Total  length  Difference  in  diameters 

Formula.  —  - — —r- — -:—  X 

Length  taper  portiou   '  2 

■=  Set-over. 
Example.  —  To  find  set-over;  total  length  14'  1";  tapered 
portion  4'  2";  difrerence  in  diameter  9"—  6"—  3". 
Solution.  —      14'  r  -  169";  4'  2'  •=  60*. 
■l^xf-S.O?"  (set-over). 

69.  To  use  a  pattern  to  obtain  set-over.  —  If  a  piece  of 
taper  work  has  to  be  duplicated,  use  it  as  a  pattern  to  obtain 
approximate  set-over  by  mounting  it  on  centers  and  using  a 
test  indicator.     See  Tapering  Pulleys,  pp.  428,  429. 

70.  To  turn,  file  and  fit  Morse  taper  Fo.  3  (-603'  to  1'), 
Figs.  26  and  27- 


-B'- 


-3f 


Fio.  26.  —  Scbeduls  Dbawwo  of  Taper  Tdrninq  and  Fittino. 


Fia.  27.  —  Morse  Standard  Taper  Ring  Gaoe,  No.  3. 
SpecUlca.ti<iiis ;  Material,  iron  CEisting  i'  laige;  weight,  2  lb.  8  oi. 
Hardneaa,  2S  to  32  (scleroscope.) 

True  live  center.     Set  dead  center  in  approxiinate  alinonent,  see 
Catbon-etfld  outting  tools.    See  Exception,  p.  3os. 
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Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oil  machine, 
4  min. — Set  taper,  turn,  file,  and  fit,  45.  min.  (With  blank  prepared .)  — 
Qean  lathe,  3  min.  Total,  57  min. — (Preparation  of  blank,  40  min.  extra.) 

SCHEDULE    OF   OPERATIONS,   MACHINES  AND  TOOLS 


QPSRATIONS. 


Machines,  Speeds, 
Feeds. 


Tools. 


Snag,  center,  rough-square,  recenter, 
finish  square.     See  pp.  2o3,  204. 

Straight  turn.  Rough,  one  cut, 
finish,  one  cut.  (Or  use  blank  ma- 
chined to  8'  X  lA'.  Fig.  4.) 


Lay  off  length  of  taper,  (1). 


Set  over  footstock  to  .2007*'  or  H" 
as  in  Fig.  24  or  use  taper  attach- 
ment. Set  tool  height  of  centers 
and  rough  turn  ]^'  at  small  end, 
one  cut,  (2) .  When  within  ^*  of 
C,  Fig.  24,  release  power  feed  and 
use  hand  feed  to  within  ^''  of  C. 

Grind  and  oilstone  tool.  Take  a 
trial  cut  about  .CXM^  to  .005*  (3). 
Piece  will  enter  gage  about  2^', 
enough  to  determine  fit. 

Oean  hole  and  work.  Chalk  line 
along  work  and  test  in  gage  with 
rotating  motion.  If  chalk  line 
ahows  contact  throughout  by 
even  rubbing,  taper  is  correct.  If 
only  large  end  bears,  set  footstock 
backward  slightly  or  vice  versa, 
and  take  another  trial  out.  Repeat 
above  until  taper  is  correct. 

Rough  turn  to  f  f''  one  cut,  (4),  or 
until  it  will  reach  within  -/j"  of 
end  of  gage. 

Regrind  and  oilstone  tool. 

Finish  turn  to  .767"  (.763''  -|-  .004*) 
at  end,  one  cut  (the  .004"  is  for 
filing)  or  until  end  of  work  comes 
within  ^'  of  end  of  gage  (6). 

Impotiant. — Set  fooUtock  back  in 
dpproximais  alinemmU,  see  p.  1 16. 

File  lightly  all  over  to  remove  tool 
marks,  (6).  Chalk  line  on  work. 
Test  work  in  gage,  and  file  bright 
spots.  Continue  imtil  fit  is  uni- 
form and  end  A  is  even  with  end 
^  «HP,  B,  Fig.  27,  or  .763*. 


Centering  machine, 
Engine  lathe,  12* 
to  16*. 


2d  speed,  or  35 
F.  P.  M.  Me- 
dium power  feed 
—  80  to  1*. 


3d  speed,  or  50 
F.  P.  M.  Fine 
power  feed  — 
140  to  1*. 


2d  or  3d  speeds,  or 
35  to  60  F.P.M. 

Medium  power  feed . 

3d  speed,  or  60 
F.P.M.  Fine 
power  feed  — 
140  to  1*. 


Engine  lathe,  4th 
speed,  or  speed 
lathe,  3d  or  .4th 
speed,  or  1 06 
F.P.M. 


Vise,  chisel,  file,  dog, 
round-nose  tool, 
side  tool ,  1 6*  rake. 
Diamond-point  tool, 
15^  rake,  rule, 
calipers. 

Copper  under  set 
screw  of  dog. 

Vise,  chalk  or  cop- 
per sulphate, 
rule,  scriber. 

Rule,  dividers, 
diamond-point 
tool,  16®  rake, 
calipers. 


Round-nose  tool, 
Morse  taper  ring 
gage.  No.  3,  Fig. 
27. 

Round-nose  tool, 
Morse  taper  ring 
gage,  No.  3,  chalk 
or  Prussian  blue. 


Diamond' point  tool, 
16®  rake,  calipers, 
rule. 

Round -nose  tool, 
1'  micrometer. 


8*  or  10*  mill  has- 
tard  file,  file  card, 
Morse  taper  ring 


gage, 


No.      3, 


1*  micrometer, 
chalk  or  Prus- 
sian blue. 
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AUention.  —  Set  tool  to  turn  taper  at  exact  b^ht  of  centcra.  Take 
light  finishiiig  cuts.  Avoid  excessive  filing.  For  very  accurate  worii,  coat 
walla  of  gage  with  Prussian  blue  to  test  taper. 

71.  To  turn  taper  with  taper  attachment.  Figs.  28.  29-— 
These  attachmenta  are  applied  to  engine  lathes  to  turn  out- 


Fia.  38.  —  ToBMtso  A  TiPBR  with  Tapbr  Atiachiient. 


Fio.  29.  —  Taper  Aitacbhbht  Set  to  Turn  a  Tapbr  of  J'  pbb  Foot. 


side  and  inside  tapers.  The  footstock  does  not  have  to  be 
set  over,  and  the  length  of  the  work  does  not  have  to  be 
considered. 


TAPER  ATTACHMENT 
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SCHEDULE  OF  OPERATIONS 

Figs.  28,  29. 


Guide  bar  A  is  set  to  turn 
taper  of  drill  socket  B,  Stub 
mandrel  C  provides  a  center  for 
hollow  end  of  socket.  Guide  bar 
A  carries  gibbed  sliding  block  D 
which  is  connected  by  bolt  E  to 
extension  F  of  supplementary 
slide  F'  which  forms  the  base  of 
cross  slide  G,  Guide  bar  is 
swiveled  upon  its  base  H  by 
unclamping  screws  L,  U.  Drill 
socket  B  is  to  have  a  Morse 
taper,  No.  4,  .623'  or  T  to  T. 

To  Set,  —  Rotate  adjusting 
screws  Af,  3f'  until  the  gradua- 
tions on  scale  at  N  indicate  the 
taper.    See  N',  Fig.  29. 

Graduations  on  one  end  of  bar 
give  a  taper  of  i''  to  T,  and  on 
the  other,  ^g"  to  V  or  in  degrees. 


Fasten  clamp  P  by  bolt  Q  and 
clamp  nuts  R,  R'  on  screw  jS. 
Sliding  block  D  and  slide  T  move 
with  carriage.  Guide  bar  A  and 
base  H  remain  stationary. 

AUerUion,  —  Take  trial  cuts 
and  test  in  taper  ring  gage  or 
in  spindle,  and  make  corrections 
by  adjusting  guide  bar.  See 
Taper  Fitting,  pp.  226-230. 

Caution.  —  Take  up  back  lash 
before  each  cut  by  running  car- 
riage back  at  least  Y  beyond 
end  of  work  to  avoid  turning  a 
portion  at  end  straight. 

Note,  —  To  use  lathe  for 
straight  work  without  disturb- 
ing taper  setting,  remove  nut  R 
and  move  clamp  P  away. 


STRAIGHT  TURNING  AND  FITTING 

72.   To  turn  and  file  a  V  straight  running  fit. 


}: 


TO  FIT 
1*  STANDARD  RING  QAQE 


T 


<    r 


A 


FiQ.  30.  —  Schedule  DaAwmo  op  Straight  Turning  and  Fithng. 


( 


FITTED  TO  QAQE 
RUNNINQFIT 


FiQ.  31.  —  1*  Standard  Ring  Gage. 
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Specifications:  Material,  iron  casting  i"  large;  weight,  2  lb.  8  ox. 

Hardness,  28  to  32  (scleroscope). 

True  live  center.    Set  dead  center  in  approximate  alinement,  see  p.  lie. 

Carbon-fiteel  cutting  tools.    See  Exception^  p.  2 05. 

Time :  Study  drawing  and  schedule  in  advance,  5  min. — Oil  lathe,  4  min. 

— Set  lathe  straight,  rough  and  finish  turn,  file  and  fit,  45  min.     (With 

blank  prepared.)  — Clean  lathe,  3  min.    Total,  57  min.     (Preparation  of 

blank,  40  min.  extra.) 

SCHEDULE  OF  OPERATIONS,  MACHINES,   AND  TOOLS 


Operations. 


Machines,  Speeds, 
Feeds. 


Tools. 


To  Make  Fit  by  Trial  and  Correction. 


Snag,  center,  rough  square,  recenter 
and  finish  square.  See  p.  203. 

Rough  turn  1*+  A*»  one  cut,  (1), 
(or  use  plain  part  of  blank  used 
for  taper  turning,  4 J'  X  1  A'*  Fig. 
27). 

Set  dead  center  in  accurate  aline- 
ment  to  turn  straight  using  this 
piece  or  trial  piece  of  equal  length. 
See  pp.  llO,  ll7. 

Rough  turn  1'  +  A'»  one  cut  (1). 


Qnnd  and  oilstone  tool.  Oil  man- 
drel and  push  in  gage.  Set  cali- 
pers to  large  end  close  to  gage. 
Take  light  cuts  at  end  about  Y 
in  length  until  calipers  fit  work 
slightly  harder  than  on  mandrel. 
Oil  and  try  in  gage,  Fig.  31. 
When  it  enters  about  i^i"  with 
hand  pressure,  wipe  off  oil  and 
take  cut  from  end  to  end  by  re- 
versing work,  (2),  one  cut. 

File  a  small  portion  at  end.  Clean 
and  oil  work  and  gage.  Try  in 
gage.  Wipe  off  oil  after  each 
trial.  Continue  fitting  over  whole 
length  in  this  manner,  (3). 


Engine  lathe,  I2r 
to  16*. 

Ist  or  2d  speed,  or 
25 F. P.M.  Me- 
dium power  feed 

—  80  to  1". 

3d  speed,  or  50 
F.  P.  M.  Fine 
power  feed  — 
140  to  1'. 

3d  speed,  or  50 
F.  P.  M.  Me- 
dium  power  feed 

—  SOtol.' 

3d  speed,  or  50 
F.  P.  M.  Fine 
power  feed  — 
140  to  1*. 


Engine  lathe,  4th 
speed,  or  speed 
lathe,  3d  or  4th 
speed,  or  110 
F.P.M. 


Dog,  calipers,  rule, 
round-nose  tool, 
side  tool,  15**  rake. 

Copper  under  set 
screw  of  dog, 
diamond-point 
tool,  15"  rake, 
calipers,  rule. 

Round-nose  tool,  2' 
micrometer. 


Round-nose  or  dia- 
mond-point tool, 
15°  rake,  calipers, 
rule. 

Hound-nose  or  dia- 
mond-point tool, 
15"  rake,  calipers, 
1*  mandrel,  1* 
ring  gage,  oil- 
stone. 


8*  or  10*  mill  bas- 
tard file,  file  card, 
1*  ring  gage,  ma- 
chine, or  lard  oil. 


Attention. — Test  with  calipers  frequently.  Avoid  excessive  filing. 
Test  work  in  both  ends  of  gage.  The  lack  of  oil  when  testing  in  gs^ge 
will  spoil  both  work  and  gage.  Reamed  holes  are  usually  slightly  larger 
at  one  end. 

73.   To  make  a  V  running  fit  by  allowance,  .Figs.  30 
and  31. 

Turn  to  <  J  ■  qqo* [  Micrometer  calipers 

and 


TABLES  AND  OTHER  DATA 


File  to    i    '^o* jMioroniBtaroalipeia 

74.  DUgnm  of  Morse  tapers. 


Fro.  32. 
76.  Diagram  of  Brown  ft  Sliarpe  tapers. 


TAPeit  j  IN.  TO  I  FOOT  eXCEPT  H0.10  WHICH  IS.Stei  PER  FOOT 

Fia.  33. 
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77.  Table  of  Brown  &  Sharpe  tapers.    For  holes  in  milling 
machine  spindles,  collets,  and  shanks  of  arbors,  end  mills,  etc. 
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JARNO  TAPERS 

78.  The  Jamo  taper  system  is  0.600^  per  foot  (1  in  20) 
for  all  numbers,  and  the  number  of  the  taper  determines 
all  the  other  dimensions^  as  all  parts  are  functions  of  the 
number.  For  example,  No.  4  taper  is  iV'^  at  small  end, 
%"  at  large  end,  and  %"  (or  2")  in  length. 


Fio.  34.  —  Jarno  Taper  in  Grindino-machine  Spindlx. 

As  there  is  ^''  in  diameter  between  consecutive  numbers 
at  small  end  and  Y  at  large  end,  the  number  of  a  taper  can 
be  readily  found  by  rough  measurement  with  rule,  or  ruf" 
and  calipers.  Some  lathe  and  grinding  machine  manufac- 
turers have  adopted  the  Jarno  taper  for  holes  in  spindles, 
and  others  retain  the  Jarno  taper  per  foot  but  modify  the 
other  specifications  by  changing  the  diameters  or  lengths  to 
suit  special  conditions. 

79.  Table  of  Jamo  tapers. 

Taper  per  foot=  .6  inch.    Taper  per  inch  =■  .050  inch. 


1. 


JARNO  TAPER  0.600"  TO  1* 
NO.  4.  FULL  SIZE 


Fig.  35. 


Diameter  of  small  end  =  No.  of  taper  ^ 

10 

Diameter  of  large  end  -=  No.  of  taper  ^ 

8 

Length  of  taper=  ^o-  of  taper 
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NUMBBB. 

"A." 

"B." 

"C." 

2 

.20 

.250 

1 

3 

.30 

.375 

H 

4 

.40 

.500 

2 

5 

.50 

.625 

2* 

6 

.60 

.750 

3 

7 

.70 

.875 

3* 

8 

.80 

1.000 

4 

9 

.90 

1.125 

44 

10 

1.00 

1.250 

5 

11 

1.10 

1.375 

6i 

12 

1.20 

1.500 

6 

13 

1.30 

1.625 

6* 

14 

1.40 

1.750 

7 

15 

1.50 

1.875 

7i 

16 

1.60 

2.000 

8 

17 

1.70 

2.125 

8i 

18 

1.80 

2.250 

9 

19 

1.90 

2.375 

9* 

20 

2.00 

2.500 

10 

80.  Diagram  of  footstock  setovers  for  Horsey  and  Brown 
ft  Sharpe  tapers. 


CNOVIEW 
OF  FOOTSTOCK 


Fig.  36. 
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ADVANCED  MACHINE  WORK 


82.  Number  of  revolutions  required  to  obtain  surface  speeds 
of  from  20  feet  to  70  feet  per  minute. 

DiAMSTERS  FROM  )  InCH  TO  24  IkCHSS 


Feet 

PER 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

MiN. 

DiAM., 

Inches. 

ReYOLTTTXONS  per  MllflTTB 

i 

162 

191 

229 

267 

305 

344 

382 

420 

468 

496 

535 

f 

101 

127 

152 

178 

203 

228 

254 

279 

305 

330 

356 

1 

76 

95 

114 

133 

152 

172 

191 

210 

229 

248 

267 

U 

68 

85 

102 

119 

136 

153 

170 

187 

204 

221 

238 

u 

61 

76 

91 

106 

122 

137 

153 

168 

183 

199 

213 

u 

50 

63 

76 

89 

101 

114 

127 

139 

152 

165 

178 

If 

43 

54 

65 

76 

87 

98 

109 

120 

131 

141 

152 

2 

38 

47 

57 

66 

76 

86 

95 

105 

114 

124 

133 

3 

25 

31 

38 

44 

50 

57 

63 

70 

76 

82 

89 

4 

19 

23 

28 

33 

38 

43 

47 

52 

67 

62 

66 

5 

15 

19 

22 

26 

30 

34 

38 

42 

45 

49 

53 

6 

12 

15 

19 

22 

25 

28 

31 

34 

38 

41 

44 

7 

10 

13 

16 

19 

21 

24 

27 

30 

32 

35 

38 

8 

9 

11 

14 

16 

19 

21 

23 

26 

28 

31 

33 

9 

8 

10 

12 

14 

17 

19 

21 

23 

25 

27 

29 

10 

7 

9 

11 

13 

15 

17 

19 

21 

22 

24 

26 

11 

6 

8 

10 

12 

13 

15 

17 

19 

20 

22 

24 

12 

6 

8 

9 

11 

12 

14 

15 

17 

19 

20 

22 

13 

5 

7 

8 

10 

11 

13 

14 

16 

17 

19 

20 

14 

5 

6 

8 

9 

10 

12 

13 

15 

16 

17 

19 

15 

5 

6 

7 

8 

10 

11 

12 

14 

15 

16 

17 

16 

4 

6 

7 

8 

9 

10 

11 

13 

14 

15 

16 

17 

4 

5 

6 

7 

8 

10 

11 

12 

13 

14 

15 

18 

4 

5 

6 

7 

8 

9 

10 

11 

12 

18 

14 

19 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

20 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

21 

3 

4 

5 

6 

7 

8 

9 

10 

10 

11 

12 

22 

3 

4 

5 

6 

6 

7 

8 

9 

10 

11 

12 

23 

3 

4 

4 

5 

6 

7 

8 

9 

10 

10 

11 

24 

3 

4 

4 

5 

6 

7 

7 

8 

9 

10 

11 
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83.  Humber  of  reyolutions  required  to  obtain  surface  speeds 
from  75  feet  to  125  feet  per  minute. 

Diameters  from  }  Inch  to  34  Inches 


76 

80 

85 

90 

95 

100 

105 

110 

115 

120 

DiAM., 

IxcasB. 

i 

573 

611 

1 

381 

406 

1 

286 

305 

n 

255 

272 

u 

228 

245 

1* 

191 

203 

If 

163 

174 

2 

143 

152 

3 

95 

101 

4 

71 

76 

5 

57 

61 

6 

47 

51 

7 

40 

43 

8 

35 

38 

9 

31 

34 

10 

28 

30 

U 

26 

27 

12 

23 

25 

13 

22 

23 

14 

20 

21 

15 

19 

20 

16 

17 

19 

17 

16 

17 

18 

15 

16 

10 

15 

16 

20 

14 

15 

21 

13 

14 

22 

13 

13 

23 

12 

13 

24 

11 

12 

REYOLxrnoNS  per  Minute 


649 

432 

324 

289 

260 

216 

185 

162 

108 

81 

64 

54 

46 

40 

36 

32 

29 

27 

25 

23 

21 

20 

19 

18 

17 

16 

15 

14 

14 

13 


687 

457 

344 

306 

274 

229 

196 

172 

114 

86 

68 

57 

49 

42 

38 

34 

31 

28 

26 

24 

23 

21 

20 

19 

18 

17 

16 

15 

15 

14 


726 

764 

802 

840 

482 

508 

535 

560 

363 

382 

401 

420 

323 

340 

357 

374 

290 

306 

321 

336 

241 

254 

266 

280 

207 

218 

238 

240 

181 

191 

200 

.210 

121 

127 

133 

140 

90 

95 

100 

106 

72 

76 

80 

84 

60 

63 

67 

70 

51 

54 

67 

60 

45 

47 

60 

52 

40 

42 

44 

46 

36 

38 

40 

42 

33 

34 

36 

38 

30 

31 

33 

36 

27 

29 

30 

32 

25 

27 

28 

30 

24 

25 

26 

28 

22 

23 

25 

26 

21 

22 

23 

24 

20 

21 

22 

23 

19 

20 

21 

22 

18 

19 

20 

21 

17 

18 

19 

20 

16 

17 

18 

19 

15 

16 

17 

18 

15 

16 

16 

17 

878 

586 

439 

391 

351 

292 

250 

219 

146 

109 

87 

73 

62 

55 

48 

44 

40 

36 

33 

31 

29 

27 

25 

24 

23 

22 

20 

19 

19 

18 


916 

612 

458 

408 

367 

306 

262 

229 

153 

114 

91 

76 

66 

57 

61 

46 

41 

38 

35 

32 

30 

28 

26 

26 

24 

22 

21 

20 

19 

19 


125 


955 

637 

477 

426 

382 

318 

273 

238 

169 

119 

95 

79 

68 

59 

63 

47 

43 

39 

36 

34 

31 

29 

28 

26 

25 

23 

22 

21 

20 

19 


^^'^iihon, «»  To  calculate  any  cutting  speed,  see  pp.  145-147. 
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ADVANCED  MACHINE  WORK 


84.  Time  required  for  tool  to  travel  i'^  when  feed  is  jiv  P^ 
revolution. 


Sttrfacb  Spixd 

PBB  MiNUTB. 

DlAM., 

DiAM., 

Inches. 

20 

25 

30 

35 

40 

45 

50 

60 

Inchu. 

MinSeo 

MinSeo 

Min  See  Min  Sec  Min  Seo 

MinSeo 

Min  Sec 

MinSeo 

0 
0 
0 
0 

20 
25 
29 
34 

0 
0 
0 
0 

16 
20 
23 

27 

0   13 
0   16 
0   20 
0   23 

0  11 
0  14 
0  17 
0  20 

0  10 
0  12 
0  15 
0  17 

0   9 
0  11 
0  13 
0  16 

0 
0 
0 
0 

8 
10 
12 
14 

0 
0 
0 
0 

7 

8 

10 

11 

i 

0 
0 
0 
0 

39 
44 

49 
54 

0 
0 
0 
0 

31 
35 
39 
43 

0   26 
0   29 
0   33 
0   36 

0  22 
0  25 
0  28 
0  31 

0  20 
0  22 
0  26 
0  27 

0  17 
0  20 
0  22 
0  24 

0 
0 
0 
0 

16 
18 
20 
22 

0 
0 
0 
0 

13 
16 
16 
18 

I 
1 

0 

59 
4 

9 
14 

0 
0 
0 
0 

47 
51 
55 
59 

0   39 
0   43 
0   46 
0   49 

0  34 
0  36 
0  39 
0  42 

0  29 
0  32 
0  34 
0  37 

0  26 
0  28 
0  30 
0  33 

0 
0 
0 
0 

24 
26 
28 
29 

0 
0 
0 
0 

20 
21 
23 
25 

1 
|i 

1 

19 
28 
88 
48 

3 
11 
18 
26 

0   52 

0  59 

1  5 
1   12 

0  45 

0  50 

0  56 

1  2 

0  89 
0  44 

0  49 
0  .54 

0  85 
0  39 
0  43 
0  48 

0 
0 
0 
0 

31 
85 
39 
43 

0 
0 
0 
0 

26 
29 
33 
36 

1 
l| 

i| 

If 

1 

1 
11 

1 
2 
2 
2 

58 

8 

18 

27 

34 
42 

SO 
58 

1   18 
1   25 
1   31 
1   38 

1   7 
1  13 
1  19 
1  24 

0  59 

1  4 
1   9 
1  14 

0  62 

0  67 

1  1 
1   6 

0 
0 
0 
0 

47 
51 
65 
69 

0 
0 
0 
0 

39 
42 
46 
49 

u 

1 
1 

1 

2 

2 
2 
2 
3 

37 

47 

56 

6 

2 
2 
2 
2 

6 
18 
21 
29 

1   45 
1   51 

1  58 

2  4 

1  30 
1  35 
1  41 
1  46 

1  19 
1  23 
1  28 
1  33 

1   9 
1  14 
1  19 
1  23 

3 

7 

11 

16 

0 
0 
0 

1 

62 

66 

59 

2 

2 
2i 

3i 

3 
3 
3 
4 

16 
36 
55 
15 

2 
2 
3 
3 

37 

53 

9 

24 

2   10 
2   24 
2   37 
2   50 

1  52 

2  3 
2  15 
2  26 

1  38 
1  48 

1  68 

2  8 

1  27 
1  36 
1  44 
1  53 

19 
27 
34 
42 

6 
12 
18 
26 

P 

3i 

l\ 

4 

4i 

4 
4 

5 
5 

35 
64 
14 
33 

3 
3 
4 
4 

40 
56 
11 
26 

3    3 
3   16 
3   29 
3   42 

2  37 
2  48 

2  59 

3  10 

2  18 
2  27 
2  37 
2  47 

2   2 
2  11 
2  19 
2  27 

2 
2 

60 

68 

6 

13 

J 

82 
38 
44 
51 

l\ 

4 
4i 

5» 

5 
6 
6 
7 

52 
12 
32 
12 

4 
4 

42 
58 
14 
46 

3  56 

4  9 
4   21 
4   47 

3  21 
3  32 

3  44 

4  8 

2  66 

3  6 
3  16 
3  37 

2  37 
2  46 

2  64 

3  11 

2 
2 
2 
2 

21 
29 
37 
64 

1 

2 
2 
2 

67 

3 

11 

24 

6i 

6 
7* 

7 
8 
9 
9 

52 
33 
10 
49 

6 
6 

7 
7 

18 
42 
20 
51 

5   12 

5  39 

6  9 
6   32 

4  29 

4  62 

5  14 
5  39 

3  66 

4  17 
4  36 
4  54 

3  28 

3  46 

4  4 
4  21 

3 
3 
3 
3 

9- 
25 
40 
68 

2 
2 
3 
3 

31 

50 

3 

16 

8 
7* 

8 

8i 

9 

10 
11 
11 
12 

28 
7 

46 
25 

8 
8 
9 
9 

22 
54 
25 
56 

6  59 

7  25 

7  51 

8  17 

5  58 

6  20 

6  42 

7  5 

6  14 
6  34 
6  63 
6  12 

4  39 

4  56 

5  14 

6  32 

4 
4 
4 
4 

11 
27 
42 
68 

3 
3 
3 
4 

29 

43 

65 

9 

8 

8i 

9 

10 

m 
11 

13 
13 
14 
15 

5 
44 

29 
2 

10 
10 
11 
12 

28 

59 

31 

2 

8  43 

9  2 
9   34 

10    2 

7  30 

7  51 

8  13 
8  36 

6  32 

6  52 

7  12 
7  31 

6  49 
6   9 
6  23 
6  41 

6 
5 
6 
6 

4 

28 

45 

1 

4 
4 
4 
6 

22 
36 

47 
1 

10 
10* 

11 

11* 

12 
12i 
13 
13J 

15 
16 
17 
17 

41 

21 

6 

40 

12 
13 
13 
14 

35 
6 

36 
7 

10   28 

10  55 

11  26 
11   41 

8  68 

9  21 
9  44 

10  0 

7  50 

8  10 
8  30 
8  49 

6  68 

7  16 
7  34 
7  61 

6 
6 
6 
7 

18 

34 

50 

3 

6 
6 
6 
6 

14 
27 
40 
53 

12 
131 
13 
134 

14 

14J 

15 

15J 

16 

18 
18 
19 
20 
20 

20 
50 
38 
10 
56 

14 
15 
15 
16 
16 

40 
11 
41 
18 
46 

12   12 

12  40 
13.05  5 

13  31 
13   58 

10  27 

10  50 

11  10 
11  35 
n  57 

9   7 

9  29 

9  49 

10   9 

10  29 

8   8 
8  26 

8  43 

9  1 
9  18 

7 
7 
7 
8 
8 

20 
36 
60 
9 
23 

6 
6 
6 
6 
6 

6 
19 
32 
44 

68 

14 

H* 

16 

161 
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ADVANCED  MACHINE  WORK 


SECTION  3 

LATHE  WORK 

Lathe  Tools  for  Steel  or  Wrought  Iron.    Holders  and  Cutters.    Turning 

SteeL    Cutting-off  Tools.    Threading  or  Screw  Cutting.    Bolt  and 

Nut  Making.     Makmg  a  Tensile  Test  Specimen.     Maldng  a 

Stud.    Table  U.  S.  S.  Bolt  Heads,  etc.    International  and 

French  Standard  Threads.    Indexing  in  Engine  Lathe. 

Maldng  an  Engine  Lathe  live  Center. 

Automobile  Screws  and  Nuts. 

LATHE  TOOLS  FOR  STEEL  OR  WROUGHT  IRON 

1.  More  rake  is  used  on  these  tools  than  on  those  used  for 
cast  iron. 

2.  Right-side  tool.  —  Top  face  A,  Fig.  1,  is  giveh  a  side 
rake  of  about  35°  and 

side   clearance    of    10®. ri         t:^.     t     ^ 

A  lubricant  may  be  used, 
but  good  results  are  ob- 
tained in  squaring  and 
turning  small  work  dry. 
See  Lubricants  for  Cut- 
ting Tools,  pp.  14&-160. 

3.  Step  method  of  squaring.  —  To  square  a  rough  end  or 
remove  extra  length,  the  step  method  is  used.  The  side  tool, 
Fig.  2,  is  fed  inward  about  t^",  then  fed  by  hand  long. 


RICHT  SIDE 
TOOL  FOR 
STEEL  OR 
WROUGHT  IRON 


^0>^ 


B  C 

Fig.  1.  —  Side  Tool  for  Squaring 
Steel  or  Wrought  Iron. 


STEEL  OR 
WROUOHT  IRON 


STEP  METHOD 
OF  SQUARINO 


STOCK 


Fig.  2.  —  Step  Method 
OF  Squaring. 


Fig.  3.  —  Method  of  Squaring 
Large  Amount  of  Stock. 
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feed.  This  cuts  the  first  step,  as  at  1.  The  process  is  repeated 
at  -2,  and  so  on  to  the  countersink.  Then  a  continuous  rough- 
ing cut  is  taken  outward.  When  a  forging  or  stock  for  a 
shaft,  or  spindle,  is  extra  long,  the  first  end  is  rough  squared 
in  the  regular  way,  and  the  second  end  by  the  step  method,  as 
at  Af  Fig.  3.  The  stem  left  is  chipped  and  filed  off.  The 
stock  is  recentered  and  finish  squared.  If  extra  length 
exceeds  f  ^  a  cutting-off  tool  may  be  used. 

4.  Right  diamond-point  tooL  —  For  machine  steel  or 
wrought  iron  the  top  face  A,  Fig.  4,  is  given  a  combi* 
nation  of  front  and  side  rake  of  about  35^  for  roughing  or 
finishing.  For  carbon  steel 
(annealed)     it     is     usually  9^^^^ 

given  leos  rake,  26°  or  30®, 
and  the  cutting  speed  re- 
duced. 


Right  oiamono 

POINT  TOOL 
FOR  STCEL  OR 

WROUGHT  IRON 


Fig.  4.  —  Diamond-point 
Tool  for  Turning  Steel 
OR  Wrought  Iron. 


Fig.  6.  —  Rough  Turning 
Steel  or  Wrought  Iron. 
Good. 


A  BAD 
ROUOHINO  CHIP 


6.  To  turn  with  a  diamond-point  tool.  —  Fig.  5  shows  a 

diamond-point  tool  taking  a  roughing  cut  on  machinery  steel 

or  wrought  iron. 

6.  Steel  or  wrought-uron 
chips.  —  In  Fig.  6  a  chip 
cut  by  a  tool  with  35®  rake, 
which  produces  a  good  sur- 
face, is  shown,  while  in  Fig. 
6  the  straight  broken  chip 
is  cut  by  a  tool  without  rake, 

which   requires    more  power  and  leaves  a  ragged  surface. 

Only  the  inexperienced  would  use  a  tool  without  rake  for 

squaring  and  turning  steel  or  wrought  iron. 


mOHT  DIAMOND 
POINT  TOOL 


Fig.  6.  —  Rough  Turning  Steel 
OR  Wrought  Iron.    Bad. 
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7.  A  small  roughing  tool,  substitute  for  diamond-pointy  as 

in  Fig.  7,  is  often  used  in  roughing  and  finishing  steel  or 


Fio.  7.  —  Rough  Turning  Steel  or  Wrought  Iron. 

wrought  iron.  It  may  be  used  for  heavy  cuts  on  cast  iron. 
It  is  ^ven  considerable  side  clearance,  see  end  view,  which 
shows  at  il  a  section  taken  at  BC.  The  point  is  shaped  as 
shown  at  D  and  E. 

8.  A  large  roughing  tool  for  steel  or  wrought  iron  is  shown 
in  Fig.  8- 


"O 


HCAVY  frOUOMINO 


A  B 

FiQ.  8.  —  Rough  Turning  Steel  or  Wrought  Iboh. 
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9.  Large  roughing  tool  grotind  from  bar.  —  Fig.  9  shows  a 
heavy  roughing  cut  on  a  piece  of  tough  nickel  steel  taken 


Tro 


tTCLLITC 
CUTTCR 


MACHMC 
STCCL 


Fig.  9.  —  Rough  Turning  Steel  or  Wrought  Iron. 

with  a  large  roughing  tool  made  of  high-speed  steel  and  ground 
from  the  bar.    See  Stellite,  p.  3l0. 


FINISHING  cut 


Fig.  10.  —  Finishing  Steel 
OR  Wrought  Iron. 


A  B 

Fig.  11.  —  Finishing  Steel 
OR  Wrought  Iron. 


10.  To  finish  turn  steel  or  wrought  iron.  —  The  diamond- 
point  tool  in  Fig.  10,  with  a  fine  feed,  is  best  adapted  to  use 
for  finishing.  To  save  time,  small  and  large  square-nose  finish- 
ing tools.  Figs.  11,  12,  are  often  used  on  large  work  with  a  lubri- 
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cant,  light  cut  and  coarse  feed.  The  tools  drag  a  little;  that 
is,  the  back  corners  are  set  to  cut  deeper  than  the  front  corners 
to  avoid  chattering.    See  A,  Fig.  12. 

11.  Spring  finishing  tool.  — 
Fig.  13  shows  a  high-speed  steel 
spring  tool  taking  a  light  finishing 
cut  with  a  lubricant  on  a  shaft 
of  nickel  steel. 

Attention.  —  Broad-nose  tools 
have  a  great  tendency  to  chatter 
and  produce  a  rough  corrugated 
surface  caused  by  the  long  cutting 
edge,  and  made  worse  by  frail, 
slender  work,  loose  spindle  bear- 
ings and  loose  cross  slide. 

12.  Action  of  spring  tools.  — 
Broad-nose  finishing  tools  have 
a  tendency  to  dig  into  the  work.  The  curved  portion  of 
tool  in  Fig.  13  serves  as  a  spring,  and  when  the  cutting  edge 
is  set  at  the  height  of  center,  it  will  spring  away  from  rather 


r7D 


B 

Fio.  12. — FiNisHiNa  Steel  or 
Wrought  Iron. 


tTOCK 
MICKEL  tTCEL 


Fig.  13*.  —  Finishing  Steel  or  Wrought  Iron. 

than  into  the  work  when  a  hard  spot  is  encountered  as  the 
pivoting  point  is  above  the  center.  The  success  of  spring 
tools  depends  upon  having  the  proper  amount  of  spring  in 
proportion  to  length  of  cutting  edge  and  diameter  of  work. 
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13.  A  left  side  tool  is  shown  in  Fig.  14.  It  is  ground 
with  the  same  angles  as  the  right  side  tool  and  is  used  for 
squaring  left  shoulders. 


Fio.  14.  —  Lsrr  Sids  Tool  for  Steel  or  Wrought  Iron. 

11.  A  left  diamond-point  tool  is  shown  in  Fig.  15.  It  is 
used  for  turning  from  left  to  right. 

16.  A  right  half-diamond  point  tool  is  shown  in  Fig.  16.  A  is 
its  top  face.  It  can  be  used  to  turn  up  to  and  to  square  a  shoulder. 


Fig.  15.  —  Left  Diamond-point 
Tool  for  Steel  or  Wrought 
Iron. 


Fig.  16.  —  Half  Diamoni>-point 
Tool  for  Steel  or  Wrought 
Iron. 


HOLDERS  AND  CUTTERS 

16.  Holders  with  inserted  cutters  or  bits,  in  Chart,  Fig.  22, 
are  displacing  forged  tools  to  a  large  extent.  The  cutters  are 
high-speed  steel  or  stellite,  see  p.  310,  and  obtainable  square, 
round,  etc.,  2"  to  3"  in  length,  hardened  and  ready  to  grind 
or  in  unhardened  bars,  which  are  cut  by  nicking  all  four  sides 
with  a  grinding  wheel  and  breaking  off  in  a  vise.  See  Trin- 
ciples  of  Machine  Work.  The  cutting  angles  are  the  same  as  on 
forged  tools,  and  a  student  should  become  familiar  with  forged 
tools  before  using  holders  and  cutters. 

17.  Holders  and  cutters  for  cast  iron,  Fig.  17.  —  Cutter  or 
bit  A  is  held  at  an  angle  of  20^  in  holder  B  and  is  secured  by 
screw  C  with  short  wrench  D. 

To  turn  cast  iron  the  end  of  the  cutter  is  shaped  like  a  right 
diamond-point  tool  as  at  £  and  for  cutting-in,  facing,  or 
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squaring,  the  tool  la  shaped  like  a  left  diamoDd-point  tool  as 
at  F,  iud  used  as  G. 

18.  Holders  and  cutters  for  steel  or  wrou^t  iron,  Fig.  18. 
—  Cutter  or  bit  A  is  held  at  an  ai^le  of  20°  in  holder  B  and 
18  secured  by  binder  C. 


Fia.  17.— HoLDBHS  AMD  CumBS  fob  Cast  Iron. 

To  turn  steel  or  wrought  iron  the  cutter  is  shaped  like  a 
right  diamond-point  tool  with  25°  to  30°  rake  as  at  D.  To 
square  steel  or  wrought  iron  the  cutter  is  shaped  like  a  right 
side  tool  with  25°  to  30°  rake  as  at  E,  and  used  as  at  F.  See 
Method  of  Squaring,  p.  301. 


Fio.  18. — HoLDKBe  AND  CuTTBoa  pok  Steel  or  Wrouqht  Iron. 


Fig.  20  shows  at  D,  E,  and  F  some  uses  to  which  straight 
holders  and  cutters  may  be  put;  and  Fig.  21  shows  some  uses 
of  the  right  and  left  bent  or  oSset  holders  and  cutters  Q  and  H. 
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19.  Useful  forms  of  cutters.  —  For  convenience,  one  should 
have  a  number  of  cutters  ground  to  suitable  cutting  angles 
for  different  materials  and  for  different  operations,  as  /,  J, 
K,  L,  M,  N,  Fig.  19. 
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TOP  View 


SIDE    VIEW 

Fig.  19.  —  Useful  FoRiis  of  High-bpbbd  Steel  Cuttebs. 
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Fw.  20.  —  Operations  witb  Via.  21.  — Squaring  or  Facing 
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CHART  OF  LATHE  TOOL  HOLDERS 
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20.  High-speed  steel  in  general  is  made  by  alloying  iron 
with  tungsten  and  chromium  or  molybdenum  and  chromium. 
In  some  brands  other  ingredients  are  used  such  as  vanadiumi 
manganese,  etc.  The  different  kinds  are  hardened  by  heating 
from  1800**  F.  to  2200°  F.  and  cooling  in  air  blast  or  oil.  ffigh- 
speed  steel  has  a  much  greater  cutting  efficiency  than  carbon 
steel.  See  Principles  of  Machine  Work.  It  is  largely  used 
for  cutters  in  tool  holders,  for  engine  and  turret  lathe  work, 
screw  machines,  planers  and  shapers. 

Bars  and  disks,  annealed,  are  obtainable  for  making  twist 
drills  and  milling  cutters. 

21.  Stellite,  a  superior  high-speed  cutting  metal,  is  an  alloy 
of  cobalt,  chromium,  tungsten  and  molybdenum  in  varying 
proportions.     Since  it  contains  no  iron  it  is  not  a  steel. 

It  is  cast  in  bars  and  has  a  scleroscopic  hardness  of  about 
70.  The  cutters  are  used  in  tool  holders,  see  Figs.  17,  18,  or 
welded  or  brazed  to  a  machine-steel  shank  to  eliminate  break- 
age.    See  A,  Fig.  9. 

Round-nose  cutters  are  preferred,  and  sharp  points  avoided. 

Owing  to  its  brittleness,  stellite  should  not  be  used  for  planer 
or  shaper  work  but  for  lathe  work  where  the  cut  is  continuous. 

The  cutter  should  not  project  more  than  one-half  inch  beyond 
holder,  should  fit  well  on  the  bottom  and  be  tightened  only 
enough  to  give  it  a  firm  hold. 

TURNING  STEEL 

22.  To  make  plain  machine  handle,  Fig.  23. 

Specifications:  Material,  ma- 
chine steel  T^ff"  to  i"  large; 
weight,  1  lb.  5  oz. 

Hardness,   15  to   16   (sclero- 
scope). 
Carbon-steel    cutting    tools. 

Fig.  23.  -  Schedule  Drawing.       ^  Exception,  p.  205. 

Lubncant,  dry  or  lard  oil. 
While  a  lubricant  may  be  used  in  all  machining  operations  on  steol 
or  wrought  iron,  it  is  best  to  omit  the  lubricant  when  squaring;  (side 
tool)  or  turning  (diamond-point  tool)  small  work. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Center  and  Square,  14  min.  —  Rough  and  finish  turn,  square 
shDuldcr  and  file,  27  min. —  Clean  lathe,  3  min.  — Total,  53  min. 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opbrationb. 


File  stem  off  eads. 

Center  to  ^'',  (1),  (t),  hand  or 
machine  method. 

See  that  live  center  is  neariy  true 
and  dead  center  in  approxi- 
mate alinement.    See  p.  llO. 

Oil  bearings. 

Rough  square  (S),  reverse  work 
on  centers  and  repeat  on  (4), 
by  step  method  to  4i"  -j- 
^".     See  p.  Sou 

Recenter  to  ^",  (5),  («). 

Finish  square  (grind  tool),  to 
4i".  (7).  (8). 

Rough  turn  to  1,V'  +  dV.  (»). 
one  cut.  Turn  halt  way,  re- 
verse and  turn  other  half. 

Draw  line  1"  from  one  end  (It), 

for  length  of  reduced  part. 
Rough  turn  to  f"  -I-  ^".  (11), 

and  within  V?"  o*  ^*°®  C^*)* 
two  or  three  cuts. 


Rough   square  shoulder   (12). 

Sec  p.  l32. 
Finish  turn  (grind  tool),  to  }", 

(13),  one  cut. 

Finish    square     (grind     tool) 

shoulder  to  length  (14). 
Finish  turn  to  l^'',  (15),  one 

cut.    Turn  half  way,  reverse 

and  turn  other  half. 
File  to  remove  tool  marks  (it), 

(U). 


Stamp  name  on  large  end. 


Machines,  Speeds, 
Feeds. 


Vise, 

Speed  lathe  or  center- 
ing machine. 

Engine  lathe,  12^'  to 
16". 


2d  speed,  or  25  F.P.M. 
Hand  feed. 


Speed  lathe,  3d  speed. 

Engine  lathe,  3d  speed 
or  50  F.P.M.  Hand 
feed. 

1st  or  2d  speed,  or  25 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise. 

Engine  lathe,  1st  or 
2d  speed,  or  25 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

2d  or  3d  speed,  or  25 
F.P.M.  Hand  feed. 

3d  speed,  or  50  F.P.M. 
Fine  power  feed  — 
140  to  1". 


Toous. 


4th  speed,  or  175 
F.P.M.,  or  speed 
lathe,  3d  or  4th 
speed. 

Vise,  copper  jaws. 


Bastard  or  2d-cut 
file. 

A"  drill,  60"  counter- 
sink, rule,  lard  oiU 


Machine  oil. 

Dog,   side   tool   35** 

rake,  calipers, 

rule. 

60**         countersink. 

rule,  lard  oil. 
Side  tool  35''  rake. 

calipers,  rule. 

Diamond-point  tool 
35°  rake,  ealipers, 
rule. 

Copper       sulphate, 

scriber,  rule, 
Doi;,   eopper  under 

set  aoTQW. 


Side  tool  35^  rake, 

rule. 
Diamond-point  tool 

35®  rake,  calipers, 

rule. 
Side  tool  35"*  rake, 

rule. 
Diamond-point  tool 

35°  rake,  calipers, 

rule. 
8''  or  10''  mill-bas- 
tard file,  file  card. 


f  steel  letters,  ham- 
mer. 


Attention,  —  Turn  to  dimensions  with  no  allowances  for  filing  or 
fitting  unless  reduced  part  (13)  is  to  be  a  driving  fit. 

iVote.  — This  handle  may  be  nurled  or  formed  to  suit  conditions. 
See  pp.  437,  635,  636. 
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23.  Double  holder. — Elg.  24  shows  a  "home-made"  double 
tool  holder  A ,  facing  both  sides  of  blank  B  in  one  operation. 


Fio.  24. Facimq  Geak  Blank  wns  Double  Holder  and  Cdttess. 

Cutters  C,  C  are  adjusted  to  cut  as  desired,  then  clamped  by 
screws  D,  D*. 

For  duplicate  pieces,  clamp  lathe  carriage  and  use  index 
pointer  on  mandrel  press  to  locate  blank  on  mandrel. 

24.   Two  foi^d   tools  for  facing.  —  Two  bent  tools  A 


Fio.  25.  —  Facim  Gear  Blank  with  Two  Fomed  Tools. 
and  A',  Fig.  25,  held  in  two  tool-posts  B  and  B'  or  by  » 
bolt  and  strap,  may  be  used  to  face  the  sides  of  gear  blank  C. 


LATOE  TOOIS  FOR  STEEL  OR  WROUGHT  IRON        8l3 
CUTTING-OFF  TOOLS 
26.  Cuttiiig>off  tool.  —  Fig.  26  shows  a  cutting-off  tool 
for  all  metals.    A  ia  its  top  face.     For  clearance  it  is  made 


Fio,  26.  —  CoTTiNO-orF  Tool  fob  All  Hetals. 


wider  at  the  point,  as  shown.  For  steel  or  wrought  tros  a 
lubricant  must  be  used,  aod  the  tool  is  often  given  front 
rake.  For  cast  iron  or  brass  the  tool  is  used  dry.  The  cut- 
ling  speed  is  the  same  as  for  rough  turning. 

Cutting-off  stock.  —  The  tool  is  used  close  to  the  chuck  jaws, 
as  ia  Fig.  27,  and  should  never  be  used  to  cut  oS  stock 


Fw.  27.  —  ComNO-OPr  Stock  in  Enoine  Lathb. 

more  than  one  diameter  of  stock  away  from  chuck  jaws  lest 
it  catch  and  break  and  also  strain  the  chuck.  Do  not 
attempt  to  sever  stock  completely,  as  in  Fig.  28,  but  finish 
cutting  with  a  chisel  or  hack  saw.  Elg.  29  shows  an  offset 
cutting-off  tool  holder  and  cutter. 
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Fia.  28.  —  How  to  Break  a  Cuttino-off  Tool. 


—  CUTTINQ-OFF  ToOL  HOLDER   AND   CUTTEB. 


26.  To  prepare  two  shaft  blanks,  one  to  turn  and  file 
running  and  driving  fits  (Fig.  30),  and  one  to  grind  running 
and  forcing  fits  (Fig.  31). 
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FiQ.  30.  —  Preparing  Shaft  Blank  for  Turninq  and  Fiung  Fits 

Schedule  Drawing. 
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Fig.  31. —  Preparing  Shaft  Blank  for  Grinding  Fits. 

Schedule  Drawing. 
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Specifications:  Material,  machine  steel  ^'  to  |'  large;  weight,  2  lb. 
10  oz.  each.     Machine  dry,  or  use  lard  oil. 
Hardness,  15  to  16  (sclerescope). 

True  live  center.    Set  dead  center  in  approximate  alinemcnt,  see  p.  Ii6. 
High-speed  steel  or  stellite  cutting  tools.     See  Exception,  p.  2o5. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe,  4  min. 
—  Center  and  square  both  shafts,  28  min.  —  Rough  turn  both  shafts,  30 
min. —  (Center  and  square  one  shaft,  15  min.  — Rough  turn  one  shaft,  16 
min.)    Clean  lathe,  3  min. 

MULTIPLE  SCHEDULE   OF   OPERATIONS, 
MACHINES   AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

Center  (1),  (2),  Fig.  30  and  (1),  (2), 

Centering  machine. 

jlj"  or  No.  43  drill, 

Fig.  31  to  A''. 

DriU  speed,  1200 

60®    countersink, 

R.P.M.  Counter- 

lard oil. 

sink  speed,  500 

R.P.M. 

Rough  aquare  (3),  (8),  then  (4),  (4) 

Engine  lathe,  12* 

Dog,    side   tool    or 

to8A'. 

to    16*.     2d   or 

holder  and  cutter, 

3d  speed,  or  50 

35®  rake,  calipers. 

F.P.M.  Hand  or 

rule. 

.power  feed. 

Recenter  to  A'  and  finish  square 

3d  or  4th  speed,  or 

(3),  (8),  then  (4),  (4). 

80  F.P.M.  Hand 
or  power  feed. 

Hark  lines  approximately  equidis- 

2d or  3d  speed,  or 

Two  dogs  with  cop- 

tant from  ends,  (5),  (5).    Rough 

60  F.P.M.  Coarse 

per,    diamond- 

turn  to  1.078'  (6),  (6).     Reverse 

power  feed — 40 

point    tool    or 

and  turn  (7),  (7).      One  or  two 

to  1'. 

holder   and    cut- 

cute. 

ter,  35"  rake,  mi- 
crometer. 

Mark  lines  at  (8),  (8). 

Copper  sulphate, 
rule,  scriber. 

Rough  turn  (9),  (9)  to  (8),  (8).    One 

2d  or  3d  speed,  or 

cut. 

60  F.P.M.  Coarse 
power  feed  —  40 
to  1". 

Cut  receoB  to  ^ff'  diameter,  (10). 

Ist   or  2d   speed, 

Cutting-off    tool 

oi     30     F.P.M. 

comers  rounded, 

Hand  feed. 

lard  oil,  calipers, 

To  Krind  fits,  see  p.  7l0. 

rule. 

To  turn  and  file  fits,  see  pp.  3l8,  8l7. 
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27.   To  turn  and  file  I''  drive  fit,  (10),  (11),  Fig.  32. 


RUNNING  FIT 


FIT  TO 
l|^  NOLI 
U 


I  DRIVC   FIT   { 

17 


SHAFT  BLANK 
MACHINE  STEEL 


^ 


TO^ 
I'  HOLE* 

la. 


®  ® 


Fig.  32.  —  Schedule  Drawing. 

« 
Sp^dflcations:  Material,  shaft  blank  machine  steel,  rough  turned  1.015' 
diameter.    Hardness,  15  to  16  (scleroscope).    Machine  dry,  or  use  lard  oil. 
High-speed  steel  or  stellite  cutting  tools.    See  Exception,  p.  2o6. 
Time:  study  drawing  and  schedule  in  advance,  3  min.. — Oil  latiie,  4  min. 
— True  live  center.    Set  lathe  straight,  rough  and  finish  turn,  file  and  fit, 
25  min.    (With  blank  prepared.)  —  Clean  lathe,  3  min.  —  Total,  35  min. 
(Preparation  of  blank,  31  min.  extra.) 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Machines,  Speeds. 
Feeds. 


Tools. 


To  Make  Fit  bt  Trial  and  Correction,  (10). 


True  live  center. 

Set  dead  center  in  accurate  aline- 
ment  to  turn  straight  using  this 
shaft  or  trial  piece  the  same 
length,  pp.  Il6,  ll7. 

Push  mandrel  into  reamed  hole  in 
work  (flange  or  gear).  Set  cali- 
pers to  large  end  close  to  work. 
Take  several  light  cuts  about  i'^ 
in  length  until  calipers  fit  work 
slightly  harder  than  on  mandrel. 

Hold  worl^  in  vise.  Oil  shaft  and 
press  into  large  end  of  hole. 
When  it  enters  from  A'  to  ^' 
with  hand  pressure,  continue  cut 
to  shoulder. 

Square  shoulder,  (11). 


File  small  portion  at  end.  dean, 
oil,  and  press  into  hole.  Continue 
filing  sparingly  and  testing  until 
shaft  will  enter  hole  one-third 
length  of  fit.  Ke3rway8  are  cut 
and  key  fitted  before  shaft  is 
pressed  or  driven  to  shoulder. 


Engine  lathe,  12", 
15*  to  16*.  3d  or 
4th  speed,  or  70 
F.P.M.  Fine 
power  feed  — 
140  to  1^ 

3d  or  4th  speed, 
or     70    F.P.M. 
Fine  power  feed 
—  140tol^ 


Vise. 


3d  or  4th  speed, 
or  70  F.P.M. 
Hand   feed. 

Engine  lathe,  4th 
speed,  or  speed 
lathe,  1st  or  2d 
speed,  or  175 
F.P.M. 


^^e»  copper,  dia- 
mond-point tool, 
or  holder  and  cut- 
ter, 36®  rake,  mi- 
cromettf. 

1'  mandrel,  dia- 
mond-point toolf 
or  holder  and  cot- 
ter. 35®  rake,  cal- 
pers,  oil-stone. 

Copper  jaws. 


Side  tool,  rule. 


8*  or  10*  miU  bas- 
tard file,  file  card, 

lard  oil. 


TURNINO  STEEL 
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Attention,  —  Hand  pressure  means  grasping  dog  with  both  hands,  and 
pressing  shaft  hard  into  hole  with  a  right  rotation.  A  left  rotation  will 
remove  it.  After  each  trials  the  brightness  of  the  surface  and  testing 
with  calipers  will  indicate  where  to  file.   This  is  often  called  a  wiinghig  fit. 

28.    To  make  V  drive  fit  by  allowancei  Fig.  32. 


Turn  to 


1!: 

1 

II: 


003'... 
004''  .. 
and 
00126*. 
00100*. 


File  to 

See  Belt-power  Forcing  Press,  p.  220 


.  Micrometer. 


29.  To  turn  and  file  l-^''  running  fit  by  allowance,  (12), 
Fig.  32. 

Spedficationt:  Material,  shaft-blank,  machine  steel,  rough-turned  1.078'^ 
diameter.    Hardness  15  to  16  (sclerosoope). 

Hij^i-epeed  sted  or  stellite  cutting  tools.    See  Exception,  p.  2o5. 

Time :  Study  drawing  and  schedule  in  advance,  3  min. — Oil  lathe,  4  min. 
— True  live  center.  Set  lathe  straight,  rough  and  finish  turn,  file  and  fit, 
42  niin«  (With  blank  prepared.)  —  Clean  lathe,  3  min.  — Total,  52  min. 
(Preparation  of  blank,  81  min.  extra.) 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Ofbbatiomb. 


True  live  center. 

Set  dead  center  in  accurate  aline- 
mcQt  to  turn  straight  using  this 
shaft  or  trial  piece  the  same 
length,  pp.  Il6,  ll7. 


Grind  and  oilstone  tool.   Take  light 
cuts  at  end  about  }  "  in  length 
until  work  measures 
J  1.0650" 
I  1.0646" 
Take  cut  from  end  to  end  by  re- 
versing work,  one  out. 
File  OYer  entire  snrftce  to  erase  tool 
marks  and  until  work  measures 
{  1.0620" 
I  1.0615",  (1»). 


Machikbb,  Spibds, 
Fbsds. 


Engine  lathe  15" 
or  16".  3d  or 
4th  speed,  or  70 
F.P.M.  Fine 
power  feed  — 
140  to  1'. 

3d  or  4th  speed,  or 
70 F.P.M.  Fine 
power  feed — 140 
tol". 


Engine  lathe  4th 
speed,  or  speed 
lathe,  2d  or  3d 
speed,  or  175 
F.  P.  M. 


Tools. 


Dog,  copper,  dia- 
mond-point tool, 
or  holder  and 
cutter,  35^  rake» 
micrometer. 

Diamond-point 
tool,    or    holder 
and    cutter    35* 
rake,  oilstone. 


8"  or  10"  miU  bas- 
tard file,  file  card, 
micrometer. 
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THREADING  OR  SCREW  CUTTING 

30.   Forms  of  threads. — There  are  four  common  forms  of 

threads:  the  Sharp  V,  Fig.  33;  the  United  States  Standard, 

Hg.  34;  the  Square,  see  p.  6lO,  and  the  Acme  Standard  or 


Fio.  33.  —  Sbctionaij  View  op  Sharp  V  Thread. 

29°  thread,  see  p.  821.  The  Whitworth  (En^h)  Standard 
thread,  Fig.  55,  is  very  little  used  in  the  United  States.  It 
is  standard  in  Great  Britain  for  coarse  pitches.  The  British 
Association  Standard  thread  is  standard  for  fine  pitches.    It 


Fio.  34.  — Sectional  View  of  U.  8.  S.  Thread. 

is  similar  in  form  to  the  Whitworth,  but  the  angle  is  47j 
degrees.  The  International  and  French  Standard  threads, 
used  with  the  Metric  system  in  some  foreign  countries,  are 
based  on  the  same  formulas  as  the  United  States  Standard 
thread.     See  pp.  337,  351. 

31-  Right  and  left  screw  threads.  —  A  right  screw,  f1|' 
33,  enters  its  nut  when  rotated  to  the  right  (clockwise).    A 
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left  screw.  Fig.  34,  is  the  reverse.     Screws  are  supposed  to 
be  right- threaded  unless  designated  left. 

32.  Uses  of  different  threads.  —  A  right  Sharp  V  or  United 
States  Standard  thread  is  used  to  fasten  parts  together.  A  left 
thread  is  also  used  to  fasten  parts  together,  but  only,  where 
a  rotary  motion  would  loosen  a  right  thread  as  the  nut  on  the 
near  side  of  a  wagon  axle.  The  Square  and  20°  threads  both 
right  and  left,  are  used  to  transmit  motion, 

33.  Method  of   threading   screws  and  nuts.  —  Screws  for 
fine  machine  parts  are  threaded  in  a  lathe.     Bolts,  studs, 
and  screws  are  threaded  with  dies  by  power  and  by  hand. 
See  Dies,  Principles  of  JtfocAine  Work- 
Si-  Lead  screws,  taps,  and  worm  screws  may  be  milled 

nith  a  thread  milling  machine. 
30.  Small  nuts  are  threaded  with  a  tap  by  hand  or  power; 


Pia.  30.  —  ScBBW  AND  Nut. 


large  nuts  are  usually  threaded  in  a  lathe.  Fig.  35  shows  a 
screw  and  section  of  nut. 

36.  Rolled  threads,  produced  by  rolling  the  material  be- 
tween moving  dies,  are  used  on  stove  bolte,  carriage  bolts, 
Bome  machine  screws,  etc. 

3^.  Single  and  multiple  threads.  —  Ordinary  screws  are 
single  threaded,  but  for  special  purposes  screws  are  double 
threaded,  triple  threaded,  etc.     Examine  the  end  of  the  screw; 
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if  only  the  end  of  one  thread  and  one  groove  is  found,  it  b 
single  threaded,  etc.     See  Multiple  Threads,  p.  631. 

38.  The  pitch  of  a  thread  is  the  distance  along  the  am  of 
the  work  from  the  center  of  one  thread  to  the  center  of 
the  next,  as  P,  Fig.  33. 

39>  The  lead  of  a  thread  is  the  distance  the  screw  advances 
in  one  revolution.  In  a  single  thread,  the  pitch  is  equal  to 
the  lead;  in  a  double  thread,  the  pitch  is  one-hatf  the  lead,  etc. 

40.  Threads  or  pitches  per  inch  signify  the  number  of 
threads  contained  in  one  inch  in  length.  For  example,  for 
tV*  pitch  we  have  10  threads  per  1*  {often  called  10  P). 

41.  The  diameter  of  threaded  work  is  measured  over  the 
tops  of  the  threads,  as  1',  Fig.  33- 

42.  The  root  or  bottom  diameter  is  measured  at  the  root 
or  bottom  of  groove,  as  .7835",  Fig.  33- 

43.  Thread  calipers,  Fig.  36,  may  be  used  to  test  the 
diameter  of  Sharp  V,  United  States  Standard  or  29°  thread 


Fio.  36.  —  CAUPBRiKa  Schkw      Fio.  37. — Couhtinq  Trbeus 
WITH  Thbbas  Calipers.  wtth  Steel  Rcle. 

screws.  Afl  the  fit  is  on  the  sides  only  the  points  are  filed  to 
fit  the  thread  gage  and  are  left  truncated  as  at  .d  and  A'  to 
avoid  touching  the  bottom.  The  calipers  are  set  to  size  by 
means  of  a  thread  gage,  tap,  or  screw. 

For  accurate  work,  the  screw  is  cut  nearly  to  size  of  calipeis 
and  the  final  test  is  made  by  trying  screw  in  the  nut  or  work. 

44.  To  count  threads.  —  Place  rule  A  on  thread  B,  Fig. 
37,  count  grooves  in  one  inch.     To  count  Square  and  29' 
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threads,  place  the  end  of  rule  against  the  right  edge  of  one  of 
the  threads  and  count  the  spaces  to  the  right.  For  double 
threads,  triple  threads,  etc.,  count  all  the  spaces  and  divide  by 
2,  3,  etc.,  respectively. 

A  screw-pitch  gage  A,  Fig.  38,  is  used  to  determine  number 
of  threads  to  one  inch  on  a  screw  or  in  a  nut.     Handle  A 


FiQ.  38.  —  CouNTiNO  Threads  with  Screw-Pitch  Gaqe. 

contuns  many  blades  notched  with  all  the  ordinary  threads 
to  one  inch.  To  detennine  number  of  threads  to  one  inch,  as 
at  C,  select  by  trial  a  blade  that  will  match  thread,  and  the 
number  at  D  on  blade,  as  10,  gives  number  of  threads  to  one 
inch  on  screw.  Decimal  E  is  the  double  depth  of  a  Sharp  V 
thread  of  this  pitch. 

4S.  The  aujp  V  thread,  Fig.  39.  —  The  single  depth  for 
a  1"  pitch  thread  is  .866",  double  depth  1.732".  For  pitch  P, 
depth  =  .866  P  =  D.     Double  depth  =  1.732  P. 

P  =  pitch  ■= ; 

No.  of  threads  per  inch 

Root  diameter  =  Outside  diameter  —  double  depth. 
Fortmda:  —  Root    diameter  --  Outside    diameter  — 


No.  of  threads  per  inch 

Example.  —  To  find  root  diameter  of  a 

screw  1"  diameter,  8  threads  per  1". 
Fio.     39.  —  Skctiok  '^ 

Showing  Pitch  AMD       „  ,  _.  ,       1.732        ,„„^ 

DerTH  OF  Skabp  V      Solvtion.—         1 -—  =-  .7835. 

Thread.  b 
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46.  Table  of  Sharp  V-thread  screws. 


Diam- 

No. Threads! 

Diam- 

No. Threads 

Diam- 

No. Threads 

eter  or 
Screw. 

PER  Inch. 

eter  OF 
Screw. 

PER  Inch. 

eter  OF 
Screw. 

PER  Inch. 

i 

20 

If 

6 

3i 

3* 

A 

18 

1} 

6 

3f 

3i 

t 

16 

If 

5 

3* 

3i 

1^ 

14 

l| 

5 

31 

3i 

i 

12 

l} 

4i 

3f 

3 

A 

12 

2 

H 

3| 

3 

11 

21 

^ 

4 

3 

U 

11 

2i 

4i 

4* 

2i 

} 

10     ; 

2f 

4i     i 

Ji 

2i 

f 

10 

2i 

4 

2t 

9     1 

^ 

4 

5 

21 

M 

9     i 

i    2i 

4 

H 

21 

1 

8     1 

:   2| 

4 

5i 

2| 

1* 

7 

;    3 

3J 

5i 

2f 

H 

7 

3 

3* 

6 

21 

For  Diameter  of  Tap  Drilla  for  Sharp  V  Threads,  see  Principles  of  MackxM 
Work, 


47.  The  United  States  Standard  thread,  Fig.  40,  has  its  top 

and  bottom  truncated  by  J  of  the  depth,  shown  by  divisions  1, 
2,  3,  etc.,  Fig.  34.  The  single  depth  of  a  1''  pitch  is  .6495,  double 
depth  is  1.299".  For  pitch  P,  depth  =  .6495  P  ==  2>.  Double 
depth  =  1.299  P. 


p  =  pitch  = 


No.  of  threads  per  inch ' 


Root  diameter  =  Outside  diameter  —  double  depth. 
Formula.  —  Root  diameter  =  Outside  diameter  — 

1.299 


No.  of  threads  per  inch 


p=Flat=  -. 
8 
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Example.  —  To  find  root  diameter  of  a  screw  1"  diameter, 

8  threads  per  1". 

,      1.299       ^^^^^ 
1 =  .8376^ 


Solution.  — 


8 


Fig.  40.  —  SEcmoN  Showing  Pitch  and  Depth  of  U.  S.  S.  Thread. 

48.  Table  of  United  States  Standard  thread  screws. 


DiAM- 

No.  Threai>s 

Diam- 

No. THREADe 

Diam- 

No. Threads 

ETEB  OF 

Screw. 

PER  Inch. 

eter  OF 
Screw. 

PER  InCB. 

eter  OF 
Screw. 

per  Inch. 

\ 

20 

ii 

6J 

31 

3i 

A 

18 

1* 

6 

3* 

3i 

i 

16 

li 

5 

3f 

3i 

.A 

14 

2 

^ 

31 

3 

\ 

13 

2t 

4i 

3| 

3 

A 

12 

2i 

4i 

4 

3 

{ 

U 

2| 

4 

4i 

2J 

j 

10 

2i 

4 

4J 

21 

9 

2| 

4 

4! 

2t 

1 

8 

2} 

4 

5 

24 

li 

7 

21 

3i 

5i 

2i 

U 

7 

3 

3* 

6 

2| 

i| 

6 

3» 

3i 

5i 

2| 

H 

6 

3i 

3i 

6 

2* 

For  Diameter  of  Tap  Drills  for  U.  S.  S.  Thread,  see  Principles  of  Machine 
Work. 

49.  The  forged  threading  tool,  Fig.  41,  is  forged,  hardened, 
and  then  tempered  to  a  light  straw  color.  The  clearance  at 
P D  B]b15^,  and  the  cutting  edges  are  GH  and  JK. 


V  THREAOINO    TOOL 


Fio.  41.  —  Shape  op  Sharp  V-threadinq  Tool. 
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The  top  is  ground  first  and  then  the  front  faces  are  ground 
to  fit  center  gage  and  the  top  is  then  set  at  height  of  center, 
as  shown  in  Figs.  42,  43  at  L,  M,  N  and  S. 


CENTER    OAOE 

L 
I 


1  N 


FiQ,  42.  —  Sbtting  Thrbadino  Tool  with  Cbntbr  Gagb  and  to 

Hbight  of  Centbrs. 

60.   To  set  threading  tool  at  height  of  center  and  at  right 
angles  to  work.     Fig.  43. 


SCREW  BLANK     P 


iT/^ 


V 

THREADINQ 
TOOL 

R 

Fig.  43.  —  Setting  TJ.  S.  Standard  or  Sharp  V-THRBADiNa  Tool  at 

Right  Angles  with  Work. 


SCHEDULE  OF  OPERATIONS 


1.  Turn  work  P  to  diameter. 

2.  Chamfer  end  Q  depth  of 
proposed  thread. 

3.  Clamp  tool  R  lightly  with 
point  2^  from  tool-post. 

4.  Adjust  point  to  height  of 
dead  center  (MiST,  Fig.  42). 


5.  Hold  gage  S  as  shown. 
Adjust  cross  feed. 

6.  Rap  tool  around  until  edge 
TU  IB  parallel  to  work  and  about 
i^"  from  it. 

7.  Clamp  tool  firmly. 


61.  Threading  taper  work.  —  Preferably  use  a  taper  at- 
tachment to  cut  a  thread  of  correct  pitch,  as  on  pipe  tap  A, 
Fig.  44,  as  footstock  "set  over*'  will  produce  a  thread  slightly 
finer. 


TBfflEADING  TOOLS 
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Set  thread  tool  90°  to  the  axis  of  work  as  at  B,  not  as  at  C. 
Thread  tool  D  with  gage  E  against  6hank  as  at  F  is  correct. 


THR€ADIfM 
TOOL 

D 


Fig.  44.  —  Sbttinq  Tool  to  Thread  Taper  Work. 

52.   A  special  threading  tool  that  may  be  used  straight  or 
bent  to  thread  to  a  shoulder,  is  shown  in  Fig.  45. 


V 

THRCAOINQ 
TOOL 


Fig.  45.  —  Thrbadino  Tool  to  Cut  to  Shoulder. 

53.    United  States  Standard  threading  tool.  —  The  United 
States  Standard  thread  is  cut  with  a  V  tool,  A,  Fig.  46, 


A 


V. 

THRSAOIMO 
TOOL 


Fig.  46.  —  Shape  of  U.  S.  S.  Threading  Tool  Before  Truncating. 


A 


U.S.8. 

TKRCADIMO 
TOOL 


Fig.  47.  —  Shape  of  U.  S.  8.  Threading  Tool. 
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truncated  at  point  B,  Fig.  47,  |  depth  of  thread,  which 
varies  for  every  pitch.  It  is  ground  to  fit  notch  A  in  U.  S.  S. 
thread  gage,  Fig.  48,  then  truncated  at  point  to  fit  notch 
which  corresponds  with  the  threads  to  be  cut,  8,  Fig.  48. 
The  tool  is  set  the  same  as  a  Sharp  Y-thread  tool. 

AUerUion.  —  This  thread  is  displacing  the  Sharp  V  thread. 


KAyl 


8  THOS.  TO  f  IN. 

Fig.  48.  —  Gaoe  for  U.  S.  S.  Thread  Tool. 


64.   The  theory  of  screw  cutting  in  the  engine  lathe.  —  To 

thread  a  screw  in  a  lathe,  the  threading  tool  is  moved  along 
the  bed  a  positive  and  uniform  amount  for  each  revolution 
of  the  lathe  spindle.  This  motion  is  obtained  by  means  of  a 
train  of  change  gears  which  connect  the  lathe  spindle  to  the 
lead  screw,  and  by  half  nuts  in  the  apron  which  connect  the 
lead  screw  to  the  carriage. 

On  most  lathes  the  first  change  gear  is  on  a  separate  shaft 
called  the  stud.  On  some  lathes  this  stud  is  geared  to  rotate 
at  the  same  speed  as  lathe  spindle,  and  on  others  at  a  dif- 
ferent ratio. 
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Ordinary  screws  may  be  cut  with  simple  gearing,  —  two 
change  gears  as  in  Fig.  50.    See  also  Compound  Gearing,  p.  333: 

66.  To  calculate  simple  gearing  with  spindle  gear  1  to  stud 
gear  1 : 

Lead  screw  threads  per  inch  X  constant 
Threada  pei  inch  to  be  cut  X  constant 

teeth  in  gear  on  stud 


teeth  in  gear  on  lead  screw 


The  constant  may  be  the  common  difference  in  number  of 
teeth  between  the  consecutive  change  gears,  and  this  or  any 
multiplier  may  be  used  to  obtain  available  gears. 

66.  Example.  —  To  cut  13  threads  to  1^  Tiead  screw  5 
threads  to  1^;  speed  spindle  same  as  stud;  constant,  5. 


^  ,    .  5X5       25  (gear  on  stud.) 

Solution.  —    -- — -—  =-  rr  ,  ,     ,  X 

13  X  5      65  (gear  on  lead  screw). 


Attention.  —  For  stud  ratios  other  than  1  to  1,  multiply 
threads  per  inch  of  lead  screw  by  ratio  of  the  stud  gear  to  the 
spindle  gear  and  proceed  as  before. 

67.  Example.  — To  cut  13  threads  to  1^  spindle  gear  1  to 
stud  gear  2,  Fig.  50.  .  Lead  screw  8  threads  per  inch;  constant, 
6;  speed  of  stud  is  one-half  speed  of  spindle. 

o  ,  ..  8X2X6      96  (gear  on  stud.) 

Solutton.  —    ---; T-  —  —  ,  ,     ,  . 

13X6       78  (gear  on  lead  screw.) 


828 


ADVANCED  MACHINE  WORK 


68.  To  prepare  screw  and  nut  blanks  and  to  practice  screw 
cutting,  Fig.  49. 


4|'to4^- 


Fig.  49.  —  Schedule  Drawing. 


Specifications:  Material,  machine  steel  iV''  large;  weight,  6  oz. 

Hardness,  12  to  14  (scleroscope).    Carbon-steel  cutting  tools. 

If  high-speed  steel,  or  stellite  cutting  tools  are  used  the  speed  may 
be  increased.    See  Exc&piion,  p.  205. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Prepare  screw  blank,  15  min.  —  Tap  and  square  nut,  8  min.  — 
"Set  up"  lathe  for  screw  cuttiog,  6  min. — Thread  one  end,  7  min. 
—  Thread  the  other  end,  6  min.  —  Remove  gears  and  clean  lathe,  5 
min.  —  Total,  56  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

File  ends  fiat. 

Vise. 

10"  or  12"  bastard 
file. 

Center  (1).  (9). 

Centering     machine, 
drill  1700  R.P.M., 
countersink        600 
R.P.M. 

A"  drill,  W  coun- 
tersink, rule,  lard 
oil. 

Omit  squaring. 

See  that  live  center  is  nearly 
true  and  dead  center  in  ap- 
proximate  alinement.      See 
p.  Il6. 

Engine  lathe,  12''  to 
16". 

Rough  turn  to  J"  +  ^".  (J), 
one  cut.    Turn  half  way,  re- 
verse, and  turn  other  half. 

3d  speed,  or  30  F.P.M. 
Medium  power  feed 
—  80  to  1". 

Dog,  diamond-point 
tool  35®  rake,  cali- 
pers, rule. 

Finish  turn  to  \'\  (4),  one 
Turn  half  way,  reverse 
turn  other  half. 

cut. 
and 

3d  or  4th  speed,  or  50 
F.P.M.   Fine  power 
feed  —  140  to  1". 

1 
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Chamfer  ends  to  30**  approxi- 
mately (6) ,  (•) .  Fig.  43  and 
p.  Sil. 

Draw  lines  V  from  each  end 
for  length  of  thread  (7),  (8). 

Tap  nut  blank.  Hole  in}'' nut 
blank  is  punched  }}".  See 
PrindpUs  of  Machine  Work, 

Squace  both  aid^s  of  mit  to'^^", 
p.  340. 


Thread  (t)  and  (id)  to  fit  not. 
See  pp.  8l»-827,  821h832. 


Vise,  copper  jaws. 


Viae. 


Engine  .  lathe,  3d 
speed,  or  60  F.P.M. 
Hand  feed. 

Arrange  gears  for  13 
threads.  1st  speed, 
or  20  F.P.M. 


Side  tool  35"*  rake, 
center  gage. 

Copper  sulphate, 
scriber,  rule. 

J  X  13  U.  S.  S.  tap, 
tap  wrench,  lard 
oil. 

Nut  mandrel,  side 
tool  35^  rake,  cali- 
pers, rule. 

13  pitch  U.  S.  S. 
thread  tool, 
U.  S.  S.  thread 
gage,  center  gage, 
clamp  nut,  lard  oil. 


AUenUan,  —  A  student  should  learn  screw  cutting  by  threading 
blank  ends  until  he  can  stop  cut  at  same  place  every  time  without 
breaking  point  of  tool  and  ruining  work;  also,  until  he  can  cut  a  smooth 
thread  and  make  good  fit  in  nut. 


69.  Description  of  screw-cutting  mechanism,  Fig.  50. 


A  —  Gear  on  spindle. 

B  —  Spindle. 

C  —  Gear  driven  by  one  or 

both  idle  gears. 
D  kiy  —  Idlers  for  reversing. 
E  —  Stud  driven  by  C. 
F  —  Stud  gear. 
G  —  Lead  screw. 
H  —  Lead-screw  gear. 
K  —  Idler  gear,  loose  on  stud. 


L  — Stud. 

M —  Radial  arm. 

N  —  Bolt  to  clamp  M  so  that 

F    drives    through   KH 

to  (7. 
P  —  Reversing    lever ;    shifts 

bracket  for  cutting  right 

or  left  threads. 
Q  —  Bracket  carrying  D  and 


Exception,  —  On  lathes  that  do  not  have  reversing  gears 
D  and  D'^  use  two  idlers  to  cut  a  left  thread. 
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60.  To  set  up  lathe  for  threading  or  scnw  cutting.     Fig.  5a 
SCREW  curnNo  1 1  ^^^^ 


Via.  CO.  —  Lathb  Set  up  ros  Thbiadino  U.  S.  8.  on  Sbabf  V 
Tbbead —Simple  Geabikq — Two  Gears  and  an  Idler  Gear. 

SCHEDULE  OF  OPERATIONS  AND  TOOLS 

CHANGE  OF  GEARS,  THREADING  TOOL,  CENTER  GAGE, 
OIL  BOX  (TIN) 


I.  Place  belt  on  step  1,  screw 
face  plate  2  hard  against  shoulder. 

II.  On  blank  3,  fasten  dog  4 
and  mark  with  chalk  the  place  in 
face  plate  where  dog  is  inserted. 
(Always  return  dog  to  marked 
slot  or  tool  will  not  resume  its 
cut.) 

III.  Grind  tool  5  to  form  of 
thread  desired,  U.  S.  S.  or  Sharp  V, 
fasten  tool  in  post  0,  and  set  with 
gage,  see  p.  l40  and  Figs.  41-43- 

IV.  Feed  tool  in  with  handle 
7  until  it  touches  work,  put  on 
thread  stop  8  with  screw  9  in 
slide  10.  Bring  stop  S  agiunst 
shoulder  of  9  and  clamp  with 
screw  U. 

V.  Set  footstock  to  allow  i" 
travel  of  tool  beyond  work. 

VI.  From  index  plate  obtain 


gears  for  13  threads  and  arrange 
as  F/"  and  HH'. 

VII.  Select  gear  K  for  idler. 
Preferably  a  gear  nearly  the  size 
of  one  of  the  diaoge  geais. 

VIII.  Place  stud  gear  F  on 
stud  E,  lead-screw  gear  H  on  G. 

IX.  Place  gear  K  on  stud  L, 
in  radial  arm  M,  oil  stud. 

X.  Adjust  mesh  of  U  and  K 
and  clamp  in  position. 

XL  Swing  radial  arm  M,  to 
mesh  K  with  F  and  clamp  mth 
boltJV. 

XII.  Be  certain  that  friction 
feed  is  out  before  throwing  in 
screw  feed. 

XIII.  Connect  lead  screw  to 
carriage  13  by  handle  S  operating 
split  nut  R.  Place  tin  box  under 
tool  to  catch  chips  and  drippings. 


PREPARATION  OF  BLANK  AND  NUT 
61.  To  operate  lathe  to  cut  the  thread. 

SCHEDULE  OF  OPERATIONS 


I.  Push  shipper  14  toward 
headstock,  adjust  stop  screw  9  and 
move  tool  5  to  trace  a  light  Une; 
stop  latbe  before  tool  reaches 
end  of  thread. 

II.  Finish  length  of  thread  by 
pulling  belt  by  hand,  tbe  first 
time  only. 

III.  Move  tool  out  from  work. 
Kun  carriage  back.  Adjust  thread 
stop  screw  9  to  take  cut. 

IV.  Count  threads,  Pig.   51. 


Terminate  cut  by  power  by  eas- 
ing tool  out  when  about  i  revo- 
lution from  end  of  cut,  or  point  of 
tool  will  snap  off. 

V.  Stop  lathe  and  reverse  im- 
mediately. 

VI.  During  return,  lubricate 
work  freely  with  lard  oil  and  ad- 
just stop  screw  9  for  next  cut. 

VII.  Feed  tool  inward. 

VIII.  Start  lathe  forward  and 
repeat. 


Flo.  51.  —  CouNTiNa  rax  Tbacb  c 


AtUntion.  —  The  cutting  speed  for  threading  is  about  one- 
half  to  two-thirds  tha,t  used  for  turning.  The  feed  must  be 
sufficient  to  allow  tool  to  cut,  for  if  tool  is  allowed  to  travel  in 
groove  without  cutting,  it  will  burnish  and  harden  sides  of 
thread  so  that  on  next  cut  the  tool  will  be  likely  to  dig  in  and 
tear  the  thread. 

Oilstone  top  face  of  tool  just  before  taking  last  few  light  cuts. 

62.  Humberof  cuts  for  U.S.  S.  thread,  13P.  — Take  Scuts 
of  .005*  each,  2  cute  of  .003' each,  then  I  cut  of  .001";  clean,  oil, 
and  test  in  nut,  and  repeat  until  screw  fits  nut.  Depth  of 
thread  when  outside  diameter  is  not  reduced  =  .0499'. 

63.  Humber  of  cuts  for^arp  V  thread,  13  P.  — Take  10 
cuts  .005'  each,  2  cut&.  002'  each,  then  1  cut  of  .001';  clean, 
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oil,  and  test  in  nut,  and  repeat  until  screw  fits  nut.     Depth 
of  thread  when  reduced  ^^  in  diameter  =  .0588*'. 

64.  To  fit  thread  to  nut.  See  p.  320.  —Take  light  cuts  as 
the  thread  approaches  size,  and  after  each  cut  clean  and  oil 
thread  and  try  nut  on.  If  a  close  fit  is  required,  cut  thread 
until  nut  will  go  on  easily  with  a  wrench.  This  smooths  down 
the  burr,  after  which  the  nut  may  go  on  with  the  fingers. 
For  a  hard  fit,  force  nut  on  with  a  wrench.  For  a  loose  fit, 
cut  the  thread  until  the  nut  will  go  on  with  the  fingers.  After 
thread  is  fitted,  chamfer  the  end  to  the  depth  and  angle  of 
the  thread  and  file  tops  of  thread  slightly  to  remove  burr. 

66.  To  reset  threading  tool  to  resume  cut.  —  If  the  tool 
is  dull  and  thread  is  only  partly  cut,  remove  the  tool,  regrind 
and  reset.  If  the  end  that  receives  the  dog  is  cylindrical, 
loosen  the  dog,  and  rotate  the  work  until  tool  fits  the  groove. 
Refasten  the  dog  and  feed  tool  away  from  work,  run  the  lathe 
forward  a  few  revolutions,  by  hand,  to  take  up  back-lash;  now 
notice  if  tool  and  groove  match;  if  they  do  not,  repeat  opera- 
tion. If  end  of  work  is  square  or  hexagonal,  as  a  bolt  head, 
and  driven  by  a  clamp  dog,  disconnect  lead  screw  from  lathe 
spindle  by  reversing  lever  in  headstock,  or  by  removing  stud 
gear,  then  adjust  work. 

66.  To  cut  left  threads.  —  Arrange  gears  as  in  cutting 
right  threads,  with  the  exception  that  the  lead  screw  must 
rotate  in  opposite  direction  which  is  accomplished  by  the 
reversing  gears  D,  D',  Fig.  50,  or  by  an  extra  idler.  At 
beginning  of  thread,  cut  a  groove  in  which  to  start  tool,  and 
begin  at  left  and  cut  to  right. 

67.  To  thread  to  shoulder  or  to  terminate  coarse  thread.  — 

Cut  groove  or  drill  hole  of  diameter  and  depth  equal  to  depth 
and  width  of  thread.     See  pp.  610,  6ll>  621. 

68.  Fractional  threads.  —  A  fractional  thread  is  one  whose 
threads  per  inch  are  expressed  by  a  mixed  number,  as  11^ 
threads  to  V;  or  a  fraction,  as  |  of  a  thread  to  l'^  {l^"  P). 

To  count  fractional  threads.  —  Take  any  number  of  threads 
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that  will  match  with  even  inches  on  the  rule,  then  divide  the 
number  of  threads  by  the  number  of  inches. 
69.   To  calculate  simple  gearing  to  cut  fractional  threads. 

—  Proceed  as  for  whole  threads. 

Example.  —  To  out  11 J  threads  per  inch  (1*  pipe  tap). 
Lead  screw  5  threads  per  inch;  constant,  4;  speed  of  atud 
same  as  speed  of  spindle. 

6X4       20  (gear  on  stud.) 
11^  X  4      46  (gearon  lead  screw.) 

T0<  Compound  gearing, — To  cut  fine  or  coarse  threads 
that  are  not  obtainable  with  simple  gearing,  compound  the 
gearing,  using  4  gears.  Fig.  52. 


Fia.  52.  —  CoMPoiTND  Qeabing  foh  Tbbbadimo,  —  Fovr  Geabs. 

To  compound  on  some  lathes,  introduce  between  regular 
stud  gear  A  and  lead  screw  gear  B  two  gears  of  different 
diameters,  as  C  and  D,  which  are  feather  keyed  on  a  sleeve 
that  runs  freely  on  intermediate  stud  E,  gear  A  driving  gear  C, 
and  gear  D  driving  gear  B.  The  arrangement  of  gears  is 
shown  in  end  view  at  A',  C,  D',  and  B'. 

71.  To  calculate  compound  gearing.  —  Factor  first  term 
into  two  fractions  and  treat  each  separately. 

Example.  — Tacut  60  threads  per  inch. 

Lead  screw  6  threads  per  inch;  speed  of  stud  same  as  speed 
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of  spindle;  constant,  select  multiple  of  5,  the  common  differ- 
ence between  gears. 

„  ,    .  6        2X3       2  X  20      40       3  X  10       30 

Solution, = •     =  — •     =  — • 

60      5  X  12      5  X  20      100      12  X  10     120 

Gear  on  stud  A,  40;  gear  on  lead  screw  B,  120;  first  gear  on 
sleeve  C,  100;  second  gear  on  sleeve  D,  30. 

Attention.  —  If  more  convenient,  exchange  drivers  A  and 
C  or  driven  C  and  B. 

72.  To  calculate  compound  gearing  for  fractional  threads, 

proceed  as  for  whole  threads. 

Example.  —  To  cut  2i  threads  per  inch  •=  |. 
Lead  screw  2  threads  per  inch;  speed  of  stud  same  as  that 
of  spindle;  constant,  multiple  of  5. 

Solution.  —  -  =  -  = . 

J      9      3X3 

2  X  25  =  50  >  .      . 

3  X  25  -  75  i  ^''^  P^'""  ""^  «^*'^- 

4  X  15  =  60  i   ^,  .      . 

3  X  15  =  45  \-®^  P^^^       ^®*"' 

Attention.  —  It  often  happens  that  one  or  more  gears  have 
to  be  made  or  bought.  If  the  threads  per  inch  are  expressed 
decimally,  as  2.833  threads  per  inch,  proceed  as  before,  select- 
ing such  multiple  as  will  give  available  gears,  using  the  nearest 
whole  tooth  in  case  of  resulting  fractional  teeth. 

73.  Result  of  gearing  calculations  may  be  checked  as 
follows : 

For  stud  ratio  one :  Threads  on  screw  to  be  cut  X  teeth 
of  stud  gear  =  threads  on  lead  screw  X  teeth  of  lead-screw 
gear. 

For  stud  ratios  other  than  one  and  for  compound  gearing: 
Threads  on  screw  to  be  cut  X  teeth  of  all  drivers  in  succession 
■«  threads  on  lead  screw  X  teeth  of  all  followers  in  succession. 
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ExamjAe.  —  p.  327  13  X  25  =  5  X  65  =  325. 
Example.  —  p.  327  13  X  1  X  96  =  8  X  2  X  78  =  1248. 
Example.  —  p.  334  60  X  1  X  40  X  30  =  6  X  1  X  100 

X  120  =  72,000. 

74.  To  calculate  gearing  for  a  given  lead.  —  First  change 
to  threads  per  inch  by  dividing  one  by  the  lead  of  screw  to 
be  cut,  and  proceed  as  before. 

Example.  —  To  cut  screw  §^  lead. 

Lead  screw  2  threads  per  inch;  speed  of  spindle  same  as 
speed  of  stud;  constant,  multiple  of  5. 

1  3 

Soluium.  —         2^  o  (^^^*^  P®r  inch). 

2  4  X  10      40 
1^3  X  10  ""30' 

75.  Compound  gearing,  ratio  2  to  1,  is  provided  on  some 
lathes  on  an  extra  adjustable  stud.  In  such  cases,  gears  are 
selected  as  in  simple  gearing  for  one-half  or  twice  the  desired 
pitch,  and  the  2  to  1  compound  arranged  to  double  the  pitch 
or  reduce  it  one-half. 

76.  To  calculate  gearing  for  metric  screw  threads  with  an 
English  lead  screw.  —  Gear  up  lathe  as  for  cutting  a  Sharp  V 
screw  of  the  same  number  of  threads  per  inch  and  use  trans- 
lating gears.  One  centimeter  equals  approximately  ^^  of  an 
inch.  Provide  lathe  with  pair  of  translating  gears  of  50  and 
127  teeth.     Arrange  lathe  as  in  compound  gearing,  Fig.  52. 

Example.  —  To  cut  13  threads  to  the  centimeter. 
Lead  screw  5  threads  per  inch;  speed  spindle  same  as  stud; 
constant,  multiple  of  5. 

^  ,    .  5  X  5      25  (gear  on  stud). 

Selutton.  —        r;:      ^  =  ;;r  /  ,     , 

13  X  5      65  (gear  on  lead  screw). 

Race  translating  gears  on  feathered  sleeve,  meshing  50  with 
gear  65  and  127  with  gear  25.  A  metric  lead  screw  may  be 
used  for  cutting  English  threads.  » 
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77.  Threading  long  screws.  ''  Catching  the  thread '' 
(threading  without  backing  belt).  —  A  method  to  save  time 
in  cutting  long  screws  by  quick  return  of  tool  carriage  after  each 
cut  by  hand. 

1.  If  thread  is  same  as  lead  screw  or  a  multiple  of  it,  throw 
half-nut  out  at  end  of  each  cut,  return  carriage  by  hand,  throw 
in  half-nut  and  tool  will  resume  its  cut. 

2.  If  screw  to  be  cut  and  lead  screw  are  odd,  or  odd  and  even, 
move  carriage  any  whole  number  of  inches. 

3.  If  both  are  even,  any  number  of  half-inches. 

4.  If  screw  is  fractional,  as  4 J  threads  to  1",  move  carriage 
number  of  inches  equal  to  denominator  or  multiple  of  denomi- 
nator. To  obtain  this,  clamp  steel  rule  to  bed  or  use  thread 
indicator,  Fig.  53,  which  is  included  in  the  equipment  of  new 
lathes. 

78.  Thread  indicator. —  Example:  To  cut  long  screw  5 
threads  to  1",  using  thread  indicator. 


Fig.  63.  —  Thread  Indicatob. 


SCHEDULE  OF  OPERATIONS 


I.  Set  up  lathe  to  cut  5  threads  to  1''  and  adjust  thread  indicator 
to  lead  screw. 

II.  Start  lathe  and  take  one  cut. 

III.  At  end  of  cut  withdraw  tool  and,  without  stopping  lathe, 
throw  out  half-nut. 
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IV.  Move  carriage  back  by  hand  until  tool  is  beyond  end  of 
work,  then  throw  in  half-nut  A  by  handle  B  when  any  long  line  on 
dial  C  is  at  zero  line  D  and  take  another  cut. 

V.  Repeat  this  process  for  each  cut  until  threading  ia  completed. 

Attention.  —  If  thread  indicator  is  used  fdr  all  screw  cutting,  a 
backing  belt  is  unnecessary.  The  second  pulley  on  counteiv 
shaft  may  be  used  for  another  range  of  forward  speeds. 

79.  Whitworth  (English)  Standard  thread.  Figs.  54,  55. 
—  The  tops  and  the  bottoms  of  the  55°  threads  are  rounded, 
I  of  pitch,  as  shown  by  divisions  1,  2,  3,  etc. 


Fig.  64.  —  Sbctiokal  View  of  Whttwobth  Thbeau. 


Fio.  55.  —  SicnoH  Bhowiko  Pttcb  and  Depth  or  Whttwobth  Thread. 


The  single  depth  of  a  I'  pitch  is  equal  to  .64033,  and  the 
double  depth  1.28066.  For  pitch  P,  depth  =  .64033  P  =  D. 
Double  depth  =  1.28066  P  =  2  O. 


R  -  radius  -  .1373  P. 

Root  diameter  =  Outside  diameter  —  double  depth. 


S38 


ADVANCED  MACHINE  WORK 


Formula.  —  Root  diameter  =  Outside  diameter  — 

1.28066 
No.  of  threads  to  1  inch 

Example.  —  To  find  root  diameter  of  a  screw  1^  diameter, 
8  threads  to  1\ 

1.28066 


Solution.  — 


1  - 


8 


=  .8399. 


80.  Table  of  Whitworth  (English)  Standard  threads. 


Diam- 

No. Thbbads 

DlAM- 

No.  Threads 

Diam- 

No. Threads 

eter  uF 
Screw. 

PER  Inch. 

STER    OF 

ScilEW. 

PER  Inch. 

eter  OF 

SCUEW. 

per  Inch. 

i 

20 

If 

6 

3} 

3i 

ft 

18 

1 

6 

3| 

3i 

i 

16 

1 

5 

Z\ 

3t 

14 

1 

5 

3| 

34 

i 

12 

li 

4i 

3} 

3 

12 

2 

4i 

3} 

3 

t 

11 

2i 

4i 

4 

3 

H 

11 

2i 

4 

H 

2} 

f 

10 

2\ 

4 

4* 

21 

« 

10 

2 

4 

4f 

2f 

f 

9 

2 
2 

4 

5 

2i 

« 

9 

3J 

6i 

2f 

1 

8 

2 

3* 

5* 

2| 

1* 

7 

3 

3J 

5f 

2H 

li 

7 

3i 

3i 

6 

2i 

RTH         Ay 


WHITWORTH 
THRCAOINQ  ^^ 

TOOL 


Fig.  56.  —  Shapb  or  Whftworth  Threadiko  Tool. 

81.  The  Whitworth  threading  tool,  Fig.  56.  —  A  tool  of 
different  size  and  shape  is  required  for  each  pitch.  It  is  made 
similarly  to  a  formed  cutter  by- milling.     Grind  on  top  face  A. 
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82.  The  bolt  and  nut-making  operations  that  follow  apply 
to  all  work  of  this  class,  as  bolts,  studs,  nuts,  and  screws. 


Fia.  57. — TuRNiNQ  Body  op  Bolt  to  Head. 

To  turn  up  to  head  of  bolt,  slant  tool  to  left  as  at  F,  Fig.  57, 
and  clamp  tool  firmly  in  tool-post. 


ll 


Fig.  58.  —  Squabinq  Bolt 

UNDKB  HkaO. 


FiQ.  59.  —  Squarinq  Boi;r 
UNDER  Head. 


To  square  under  head,  use  right  bent  side  tool  (7,  Fig.  58, 
or  left  side  tool  ff ,  Fig.  59.  To  drive  from  square  or  hexago- 
nal heads  use  clamp  or  square  dog  E,  Fig.  57,  and  to  drive 
from  stem  use  lathe  dog  K,  Fig.  59. 
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83>  Nut  mandrels.  —  Nuts  or  similar  pieces  having  tappe< 
or  threaded  holes  are  screwed  on  a  threaded  mandrel  and 
rough  and  finish  squared  to  thickness.  In  Fig.  60  nut  B  it 
screwed  on  mandrel  A  against  equalizing  collar  C,  squared 
with  side  tool  D,  reversed  and  squared  to  thickness.  It  ia 
then  placed  on  &  milling  mandrel  and  the  flats  milled  in  a 
milling  machine.  After  this  it  is  replaced  on  regular  nut 
mandrel,  and  side  tool  E  set  at  45°,  as  near  as  can  be  deter- 
mined hj  the  eye,  and  the  edge  chamfered  as  at  F  to  about 


Fia.  60.  —  BqCARuta  and  Chamferimi]  Nut. 

^"  on  edge  of  flats  for  i'  nuts  and  more  or  less  for  larger  and 
smaller  sizes,  to  pve  them  a  neat  appearance. 

Instead  of  equalizing  collar  C,  a  plain  collar  0  is  often  used, 
with  one  inside  edge  rounded  to  fit  over  filleted  shoulder 
of  mandrel.  For  ordinary  work,  nut  mandrels  are  often 
recessed  at  shoulder  and  used  without  collars.  Threaded 
mandrels,  for  work  threaded  while  held  in  a  chuck,  as  a 
face  plate  for  a  lathe  or  chuck,  need  no  collar,  as  the  work 
is  faced  true  with  hole  while  held  in  chuck,  and  this  true 
face  is  screwed  against  the  shoulder  on  the  mandrel.  See 
Nut  Mandrel,  p.  1308. 
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84.  Chamfering  bolt  heads,  nuts,  and  screws.  —  A  clamp 
lut  (spring  or  split  nut),  Fig.  61,  is  used  to  protect  the 
ihread  and  prevent  dog  from  bruising  it. 


Fia.  61. — CHAMFBRiNa  AND  FoRMmo  Boi;r  Head  and  Point. 
SCHEDULE  OF  OPERATIONS  AND  TOOLS 


B(^  Heads. 

1.  Place  clamp  nut  A  on  bolt  B 
and  fasten  dog  C  with  set  screw  D, 

2.  Set  side  tool  E  at  angle 
of  45^,  estimated. 

3.  Chamfer  bolt  head  to  remove 
comers  and  give  neat  appear- 
ance. 

NtUs. 

Mount  nut   on   mandrel   and 


chamfer    same    as    bolts.    See 
E,  F,  Fig  60. 

Screws, 

Set  side  tool  F  at  angle  of  30^ 
and  chamfer  to  depth  of  thread. 

To  round  end  of  screw  G,  use 
ffide  tool  H  shaped  into  a  forming 
tool. 


86.    To  make  a  clamp  nut,  A^  Fig.  6i. 


1.  Drill,  tap,  square  and  turn 
piece  of  round  carbon  steel  to 
size. 

2.  Slit  at  K  and  mill  or  file 


flat  L  to    receive    set    screw  of 
dog. 

3.  Harden  and  draw  to  a  spring 
temper. 


Attention.  —  To  make  an  improvised  clamp  nut,  slit  a  nut 
&t  a  comer  with  a  hack  saw. 
A  clamp  nut  and  dog  may  be  used  to  set  or  remove  studs. 
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86.   To  make  a  finished  bolt  i''  diameter.     Fig.  62. 


OHAMPfll 


4*" 


4" 


13  U.S.S.THDS.TO  1  IN.| 


RUNNINO  FIT 
IN.  STANOARO  RING  QAQE 
CLAMA  — FINE  WORIC 


STOCK-  MACH.  STEEL 

OR  WROUQHT  IRON 

FORGED  BOLT  ILANK 

AND  COLO  PUNCHED  NUT  DLANK 


Fia.  62.  —  Schedule  Drawinq  op  Boi/r. 


light,  10  02. 


Specifications:  Material,  machine-steel  foiging,  ^"  laige;  wei 

Machine-steel  or  wrought-iron  hexagonal  nut  blank  A''  laige- 

Hardness,  14  to  17  (scleroscope). 

True  live  center,  set  dead  center  in  approximate  alinement,  see  page  li6. 

Carbon-steel  cutting  tools     See  Exception,  p.  2o5. 

Time:  Study  drawing  and  schedule  in  advance,  10  min. — Oil  lathe,  4 
min.  —  Prepare  blank  bolt,  45  min.  —  Tap  and  sauare  nut,  8  min.  —  "Set 
up  "  for  thread,  6  min.  —  Cut  thread,  7  min.  —  Mill  bolt  and  nut,  10  min. 
—  Chamfer,  file  and  polish  bolt  head  and  nut,  and  stamp,  10  min. — Clean 
lathe,  3  min.  —  Total,  1  h.  43  min. 

SCHEDULE   OF   OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

* 

Machiner,  Speeds, 
Feeds. 

Tools. 

Straighten  and  file  ends  flat. 

Vise.     Straightening 
press. 

File,  chalk. 

Center,   machine   method,   y, 

Centering     machine 

A'  drill,  60"  counter- 

(1),  (2),  straiirhten. 

drill,  1700R.P.M.; 

sink,  lard  oil. 

countersin  k ,     6  0  0 

Chalk. 

R.P.M. ;  straighten- 

ing pt^ess. 

Mount  on  centers. 

Engine  lathe  12^  to 

Regular    and    clamp 

Rough   square   to  4^*  +  A", 

16'.     3d  speed,  or 

dogs,  side  tool,  35' 

(3) ,  (  4) .     Take  as  little  as  pos- 

30 F.P.M.      Hand 

rake,  calipers,  rule. 

sible  off,  (3) .    See  step  method 

feed. 

of  squaring,  p.  301. 

Recenter  to  i',  (6),  (6). 

Speed  lathe,  drill  4th 
speed,   countersink 
3d  speed. 

Regrind  and  oil  stone  tool.. 

3d  or  4th  speed,  or  50 

Side   tool,   35"  rake. 

Finish  square  to  4^^',  (7),  (8). 

F.P.M. 

calipers,  rule. 
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Rough  turn  to  i'  +   A'  (9) 
one  or  two  cuts. 

Rough  square  under  head  ^' + 

A'.  (10). 

Set  dead  center  in  accurate  aline- 
ment  to  turn  straight  using  this 
bolt  or  a  trial  piece  the  same 
length.    See  pp.  Il0,  ll7. 

Rough  turn  J*  +  A'.  (•)  one  cut 


Regrind  and  oilstone  tool. 

Fimsh  turn  to  fit  gage  with 
allowance  for  filing,  using  cali- 
pers, mandrel  and  gage  to  ob- 
tain size;  or  measure  with  I'' 
micrometer  and  allow  .003^ 
for  filing.     (11).     One  cut. 

Regrind  and  oilstone  tool  and 
finish  square  under  head,  ( 12) . 

File  to  fit  gage,  running  fit. 
Oil  work  with  machine  or  lard 
oil  when  testing  in  gage.  (13.) 

Chamfer  point  to  30^  (14). 


Tap  ^'  nut   blank  by  hand, 
square  to  thickness,  (15). 

Draw  line  V  from  end  for  length 
of  thread  (16). 

Grind  threading  tool  to  fit  gage, 
and  thread  bolt  to  fit  nut. 
Make  close  fit,  (16),  see  pp.  326, 
831,  rechamfer  point,  (17). 

File  burr  off  top  of  thread. 

Remove  gears,  empty  drip  pan 
and  clean  lathe. 

Mill  head  and  nut  to  sise  }}'  + 
.003'  for  filing  and  polishing, 
(18).  (19).  See  pp.  102o,  1020. 


Chamffcr  head  and  nut  to  45^, 
(20),  (91),  pp.  340,  841. 

File  and  polish  mUled  sides  of 
bolt  head  and  nut  only.  (39), 
(23). 


3d  speed  or  30  F.P.M. 

Medium  power  feed 

—  80tol^ 
3d     speed,     or     30 

F.P.M.  Hand  feed. 

4th  speed,  or  50 
FJ*.M.  Fine  power 
feed  —  140  to  1'. 


Clamp  dog,  diamond" 
point  tool,  35®  rake* 
calipers,  rule. 

Left  side  or  bent 
right  side  tool,  cal- 
ipers,  rule. 

Clamp  dog,  diamond- 
point  tool,  35*^  rake, 
1'  micrometer. 


3d  speed,  or  30  F.P.M .  |  Clamp  dog,  diamond- 


medium  power  feed 

—80  to  r. 

3d  or  4th  speed,  or  50 
F.P.M.  Fine  power 
feed — 140  to  1*. 


3d  speed,  or  50 
F.P.M.  Hand  feed. 

Engine     lathe,     4th 

speed,  or  speed  lathe  j 

3d  or  4th  speed,  or 

175  F.P.M. 
Engine      lathe,     3d 

speed,  or  30  F.P.M. 

Hand  feed. 
Vise.  Engine  lathe  3d 

speed,  or  50  F.P.M. 

Hand  feed. 
Vise  copper  jaws. 

Engine  lathe,  Ist 
speed,  or  20  F.P.M. 
Arrange  for  13 
threads. 

4th  speed. 


Milling  machine.  3d 
or  4th  speed.  Back 
gears  in,  or  50 
F.P.M.  Medium 
power  feed. 

Engine  lathe,  3d 
speed,  or  50  F.P.M. 

Vise. 


point  tool,  35*^  rake, 
calipers,  rule. 
Diamond-point  tool, 
35®  rake,  calipers,  ^' 
mandrel  (or  1'  mi- 
crometer), ^'  ring 
gage. 


Left  side  or  bent  right 
side  tool,  35®  rake, 
caliper.*!,  rule. 

S''  or  10*'  mill  basUrd 
file,  calipers,^'stand- 
ard  ring  gage,  oil, 
1^  micrometer. 

Side  tool  35®  rake, 
centre  gage. 

i'X13U.S.S.tap,tap 
wrench,  oil,  nut  man- 
drel, calipers,  rule. 

Copper  sulphate, 
scriber,  rule. 

Clamp  dog,  13  pitch 
U.S.S.  thread  tool, 
center  gage,  thread 
calipers,  rule,  oil, 
drip  (tin)  pan. 

8'  to  10'  mill  bastard 
file. 

Heading  mills,  index 
head  and  chuck, 
milling  machine  nut 
mandrel,  oil,  I''  mi- 
crometer. 

^'^  X  13  clamp  nut, 
and  nut  mandrel, 
rule,  side  tool. 

S''  or  10*  hand-smooth 
file,  nut  mandrel, 
copper  jaws,  90  em- 
ery cloth,  lard  oil. 
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87.  To  make  pair  of  spring  bolts,  duplicate  process,  Fig.  63. 


•^S^ 


H- 


Fia.  63.  —  ScHEDUi^  Drawing. 

:  Material,  J"  hexagonal  "special"  steel  \"  long; 
weight,  1  lb.  9  oz.     Hardness,  15  to  16  (acleroscope). 

High-apeed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Center  and  square,  7  min.  —  Rough  and  finish  turn,  file  and 
fit,  41  min.  — Thread,  25  min.  — Drill  No.  42  hole  and  mill  or  cut 
spiral  groove,  34  min.  —  Cut  off  bolts  and  drill  and  tap  for  grease 
cups,  35  min.  —  Clean  lathe,  3  min.  —  Total,  2  h.  34  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


ap- 


See  that  live  eei 
true  and  dead 
proximate  almement. 

SooEh  iqutte  7i"  +  fy"  (1). 

Omit  flniih  aqnare. 

Draw  liDBB  for  groove  in  center 
of  work  <t),  sod  grooves  for 
length  of  bodies  (I).  (J'). 

Cut  grooves  to  form  heads  at 
(t)  and  (3),  {3').  to  il"di- 


Engine  lathe,  12"  h 


EneiDelathe.  2dor  3d 
speed,  or  40  F.P.M. 
Hand  feed. 

id  or  3d  speed,  or  50 
F.P.M.  Coarse 
power  feed  —  40  to 


Dog,  holder  and  cut- 
ter 35°  rake,  cali- 
pers, rale. 

Copper  aulphale, 
rule,     scribei    or 

half-round  file. 

i"   cutting-oH  tool. 

calipers,  rule.  oil. 
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True  live  center.       Set  dead 
center  in  accurate  alinement. 
Finish  turn  (S),  ($')  to  .499'' 
+  .003". 

File  to  limit  (S).  (fi')  or  to  fit 
}"  ring  gage. 


Draw  lines  for  length  of  thread 

(•)  (•'). 
Form  ends  (1),  (iOi  to  length. 

Thread  ends  to  fit  i"  X  20 
U.  S.  F.  nut,  (e) ,  («') ,  five  cuts 
.005"  each,  two  cuts  .003" 
each,  three  cuts  .001"  each. 

Brill  grease  holes  through  the 
hody  of  bolts,  (7),  (7'). 


Mill  or  cut  spira]  oil  grooves  (8) , 
(8'),  lead  one  turn  in  2"  to 
2|". 

Mount  in  chuck. 
Cut  off  bolts  (2). 

Chamfer  heads  to  45*>  and  ^" 
wide.  (•).  (»'). 

Drill  holes  into  ends  of  bolts 
for  grease  cups  and  grease 
holes  (10).  (ir). 

Tap  holes  for  grease  cups  (11), 
(11').  Start  tap  in  lathe,  pull 
belt  downward  and  follow 
with  dead  center,  remove 
work,  finish  tap  in  vise. 

Case-harden  bodies  only,  or  all 
over. 


£ngine  lathe. 

3d  or  4th  speed  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

4th  speed  or  speed 
lathe.  3d  or  4th  speed 
or  176  F.P.M. 

Vise,  copper  jaws. 

3d  speed,  or  70  F.P.M. 
Hand  feed. 

Arrange  for  20 
threads.  1st  or  2d 
speed,  or  25  F.P.M. 

Speed  lathe.  4th  speed 
or  1400  R.P.M. 

Milling  machine.  2d 
or  3d  speed  or  en- 
gine lathe,  Ist  speed, 
back  gears  in. 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 

3d  speed,  or  70  F.P.M. 
Hand  feed. 

4th  speed,  or  450 
R.P.M.  Hand  feed. 


Engine    lathe, 
copper  jaws. 


vise. 


Gas  furnace,  1325°  F. 
to  1350°  F. 


1"  micrometer. 


8"  or  10"  miU  bas- 
tard file,  1"  mi- 
crometer or  i"  ring 
gage. 

Copper  sulphate, 
rule,  scriber. 

Forming  tool  and  oil. 
or  graver. 

20  pitch  U.  S.  F. 
thread  tool,  center 
gagei"x20U.S.F. 
clamp  nut. 

V  center,  drill  chuck, 

No.  42  twist  drill, 
oil. 

tV"  convex  cutter, 
milling  machine 
centers,  or  -j^" 
grooving  tool  oU. 

Universal  chuck. 

i"  cutting-off  tool, 
oil. 

Holder  and  cutter  35*^ 
rake,  or  right  side 
tool. 

Centering  tool,  drill 
chuck,  Ji".  and 
No.  12  twist  drills, 
oil. 

t"  pipe  tap,  tap 
wrench,  oil.  See 
Principles  of 
Machine  Work. 


Tongs,    cyanide    of 
potassium. 


Exception.  —  If  convenient  to  use  a  universal  grinding  machine, 
rough  turn  bodies  of  bolts  to  .499"  +  .012"  (4),  (4')  and  then  after 
bolts  are  case-hardened  mount  on  threaded  center  and 


Grind  to  limit  (IX),  (1^). 
p.  7l5. 


See 


Universal       grinding 
machine. 


Grinding  dog,  grind- 
ing  wheel   60    K, 


vitrified, 
crometer. 


i// 


mi- 


Information.  —  If  castle  nuts  are  to  be  used,  holes  are  drilled  and 
cotter  pins  inserted  and  the  points  bent  back  as  shown  at  A,  Fig.  63. 

Atterdian.  —  If  desired,  the  spiral  oil  grooves  may  be  omitted  and 
a  straight  oil  groove  chipped,  on  one  side  only  of  each  bolt,  as  at  B, 
Fig.  63. 
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MAKING  A  TENSILE  TEST  SPECIMEN 

88.  To  make  tensile  test  specimen  for  steel,  wrought  iron, 
brass  or  bronze,  Fig.  64. 


I 


'4^' TO  4 


■H 


I  10  U.S3.I       /  (5*) 


FILLETS  -f 


Us: 

.soo" 


®  ® 

Fig.  64.  —  Schedule  Drawing. 

Specifications:  Material,  machine  steel  ^"  to  \"  large;  weight, 
11  oz.    Hardness,  15  to  18  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathes, 
6  min.  —  Prepare  specimen,  30  min.  —  Thread,  20  min.  —  File  and 
polish,  4  min.  —  Clean  lathes,  5  min.  —  Total,  1  h.  10  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


File  ends  flat. 
Center. 

See  that  live  center  is  nearly 
true,  and  dead  center  in  ap- 
proximate alinement. 

If  ends  of  work  are  nearly  flat 
and  length  is  within  the  limit, 
all  squaring  may  be  omitted, 
otherwise 

Rough  square  to  limit  (1),  (1'). 


Recenter. 

Omit  finish  square. 

Rough  turn  to  }"  +  ^",  (»), 
(2')  I  one  cut.  Turn  half 
way,  reverse  and  turn  other 
half. 


Machines,  Speeds, 
Feeds. 


Tools. 


Engine  lathe,  \2"  to 
16". 


3d8peed,or50F.P.M.     Dog,      holder     and 
Hand  feed.  cutter    35^   rake, 

calipers,  rule. 


2d  or  3d  speed,  or  50 
F.P.M.       Medium 
power  feed  —  80  to 
1". 


Holder  and  cutter 
35®  rake,  calipers, 
rule. 
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Draw  lines  }''  from  each  end 
for  length  of  thread  (S).  (SO* 

Rough  tnin   to  H"  (4).  (40. 
two  cuts. 


Draw  lines  1"  fxx>m  each  end  to 
give  length  of  body  (ft),  (ftO- 

Rougb  torn  to  H"  (•)•  one  or 
two  cuts. 


True  live  center  and  set  dead 
center  in  accurate  alinement. 

Finish  turn  to  i",  (»),  («'),  one 
cut. 


Raish  turn  to  .506"  +  002" 
for  filing  (•),  two  or  three 
cuts.  Adjust  forming  tool 
with  thread  stop  and  turn 
body  and  both  fillets  (7), 
(70,  with  same  setting.  • 

Chamfer  ends  to  ^0°. 

Thread  to  lit  nut  or  to  limit  (S) , 
(f),  nine  cuts  .005"  each, 
five  cuts  of  .003"  each,  and 
three  to  five  cuts  of  .001" 
each. 


Foe  to  remoTe  tool  marks  and 
to  limit  (•). 


Polish  (ft). 


Vise. 

Engine  lathe,  2d  or  3d 
speed.  or50F.F.M. 
Medium  power  feed 
—  80  to  1". 

Vise. 


Engine  lathe,  2d  or  3d 
speed,  or  50  F.P.M. 
Medium  power  feed 
—  80  to  1". 


3d  or  4th  speed,  or 
70  F.P.M.  Me- 
dium power  feed  — 
80  to  1". 

2d  or  3d  speed,  or  50 
F.P.M.  Fine  power 
feed  — 140  to  1". 
Hand  feed  for  fillets. 


3d8peedor70F.P.M. 
Hand  feed. 

Arrange  for  10  threads. 
2d  or  3d  speed,  or 
25  F.P.M. 


Speed      lathe, 
F.P.M. 


Highest  speed. 


175 


Copper       sulphate, 
scribert  rule. 
Calipers,  rule. 


Chopper       stdphate, 
scriber,  rule. 

Calipers,  rule. 


1"  micrometer. 


Forming     tool     35^ 


I// 


microm- 


rake, 

eter,     apply     oil 

with  brush  or  can. 


10  pitch  U.  S.  S. 
thread  tool, 
U.  S.  S.  thread 
gage.  1"  X  10 
U.  S.  S.  nut,  or 
thread  micrometer 
(see p.  13114).  I"  X 
10  damp  nut,  oil. 

}"  X  10  clamp  nut, 
8"  or  10"  null- 
bastard  or  mill- 
smooth  file. 

120  emery  doth,  pol- 
ing damps,  oil. 


Attention.  —  If  the  feed  is  fine  and  the  finishing  cut  smooth,  filing 
may  be  omitted  as  polishing  alone  will  remove  the  tool  marks. 

Important.  —  The  body  must  be  smooth  and  tangent  with  fiDets 
as  any  shoulder  or  groove  will  make  the  specunen  useless. 


S48 


ADVANCED  MACHINE  WORK 


MAKING  A  STUD 
89.  To  make  a  stud.  Fig.  65. 


Fig.  65.  —  Schbdulb  Drawing. 

Speciflcations:  Material,  machine  steel  ^"  to  i"  large;  weight, 
2  lbs.    Hardness,  14  to  16  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Square,  rough  tiu-n,  file  and  fit,  1  h.  10  min.  —  Thread  and 
drill  hole,  18  min.  —  Clean  lathe,  3  min.  —  Total  1  h.  40  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


0PBBATION8. 


Center. 

See  that  live  center  is  nearly- 
true,  and  dead  center  in  ap- 
proximate alinement. 

Rough  square  4f  %  (1),  (S). 


Recenter. 

Omit  finish  square. 

Rough  turn  to  li",  (S),  one  or 
two  cuts.  Turn  half  way,  re- 
verse and  turn  other  half. 

Draw  lines  (4),  (6),  (•),  for 
lengths  of  running  and  forc- 
ing fits  and  thread. 

Cut  grooves  at  lines  (4),  {5), 
.01"  smaller  than  diameters 
(8),  (•),  and  i"  at  (6),  the 
root  diameCdr  of  thread. 


Machines,  Spbbd8» 
Feeds. 


Engine  lathe,  12'^  to 
16". 

2d  or  3d  speed,  or  50 
F.P.M.  Hand  feed. 


Medium  power  feed 
—  80  to  1". 

Vise,  copper  jaws. 


Engine  lathe,  1st  or 
2d  speed,  or  30 
F.P.M. 


Tools. 


Dog,  holder  and  cut- 
ter 36*  rake,  cali- 
pers, rule. 


Holder  and  cutter 
35*  rake,  calipers, 
rule. 

Copper  sulphate, 
rule,  Boriber. 

i"  cutting  off  tool, 
calipers,  rule,  oil. 


MAKING  A  STUD 
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Roagh  turn  (7).  (8).  (f),  ^j" 
large,  one  or  two  outa  termi- 
nating in  grooves. 

Trae  live  center.  Set  dead 
center  in  acenrate  alinement. 

Finish  tnm  (7)  to  f",  (8)  to 
.751(/'  -f  .003",  (f )  to  .0990" 
+  .003." 

Chamfer  ends  (!•),  45"*;  (11) 
30». 

File  (9)  to  a  ronning  fit  in  work 
or  gage,  or  to  limit,  and  (8), 
to  a  light  forcing  fit  in  work, 
or  to  limit. 

Thread  (7)  to  fit  nut.  Take 
ten  cuts  .005"  each,  three 
cuts  .002"  each.  Then  take 
one  cut  .001".  Clean  thread 
and  test,  and  repeat  outs  of 
.001",  if  necessary.  Depth 
of  thread  .059". 

Rechamfer  to  SO""  (11). 

Drill  and  slightly  countersink 
cotter  pin  hole  (IS). 


Stamp  name  on  large  end. 


2d  or  3d  speed,  or  50 
F.P.M.  Medium 
power  feed  —  80  to 
1". 


3d  or  4th  speed.  Fine 
power  feed  —  140 
tol". 

Hand  feed. 


4th  speed. 


Arrange  for  11 
threads.  Ist  or  2d 
speed,  or  25  F.P.M. 


3d  speed,  or  70  F.P.M. 

Vise,  copper  jaws. 
Speed  lathe,  3d 
speed,  or  600 
R.P.M. 


Vise,  copper  jaws. 


Calipers,  rule. 


Calipers,  1"  microm- 
eter. 

Center  gage. 

8"  or  10"  mm  bas- 
tard file,  file  card, 
1"  micrometer. 

11  pitch  U.  S.  S. 
thread  tool  and 
gage,  center  gage, 
i"xll  U.  S.  S. 
nut,  oil. 


Center  gage. 

Scriber,  rule,  center 
punch,   hammer, 
A"twistdrill,drill 
chuck,      counter- 
sink, V  center,  oil. 

i"  steel  letters,  ham- 
mer. 


Exception.  —  Grooves  at  (4)  and  (5)  may  be  cut  .01"  under  size, 
and  diameters  (8)  and  (9)  rough  turned  .008"  over  size  and  ground 
to  size. 

InformaHon.  —  There  are  two  methods  of  making  a  shoulder  on 
studs,  bolts,  shafts,  etc.  One  is  to  cut  a  groove  and  terminate  all 
cuts  in  this  groove.  The  other  is  to  turn  close  to  a  desired  point, 
then  square  the  shoulder  by  the  ''step  method." 

90.  Fonnulas  of  bolt  heads  and  nuts.  —  While  finished,  heads 
and  nuts  (TJ.  S.  S.)  are  often  made  iV^  smaller  than  the  rough, 
it  is  best  to  make  both  the  same  size  and  to  use  the  same 
wrench. 

The  short  diameter  or  width  across  flats  ="  }  X  (diameter 
of  bolt)  +  i\ 
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The  long  diameter  or  distance  across  comera  of  square 
head  or  nut  =■  short  diameter  X  1.414. 

The  long  diameter  of  hexagonal  head  or  nut  =  short  diam- 
eter X  1.155. 

Thickness  of  nut  •■  diameter  of  bolt. 

Thickness  of  head  -  i  short  diameter  of  head. 

Table  of  United  States  Standard  bolt  heads  and  nuts 
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91.  Internatioiial  and  French  Standard  threads. 

Diameter  and  pitch  in  Metric  Measure. 

p  =  pitch. 

d  =  depth  «  p  X  .6495, 


Formula 


/  -  flat  =  2  . 

^  8 


Fig.  66. 


92.  International  Standard  thread. 


g& 

s 


6 

7 
8 
9 
Id 
II 
12 
14 
16 
18 


S  s 


10 

1.0 

1.25 

1  25 

1.5 

1.5 

1.75 

2.0 

2.0 
2.5 


DiAM. 

AT  Root 

OF 

Thread, 

m/m. 


4.70 

5.70 

6.38 

7.58 

8.05 

9.05 

9.73 

11.40 

13.40 

14.75 


20 
22 
24 
27 
30 
33 
36 
39 
42 
45 


2.5 
2.5 
3.0 
3.0 
3.5 
3.5 
4.0 
4.0 
4.5 
4.5 


DiAM. 

AT  Root 

OF 

Thread, 

M/M. 


16.75 
18.75 
20.10 
23.10 
25.45 
28.45 
30.80 
33.80 
36.15 
39.15 


48 
52 
56 
60 
64 
68 
72 
76 
80 


h 


5.0 
5.0 
5.5 
5.5 
6.0 
6.0 
6.5 
6.5 
7.0 


DiAM. 

AT  Root 

OF 

Thread, 

M/M. 


41.51 
45.51 
48.86 
52.86 
56.21 
60.21 
63.56 
67.56 
70.91 


93.  French  Standard  thread. 
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6.70 
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7.70 
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8.05 
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2.5 
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3  0 
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3.5 
3.5 
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DiAM. 

AT  Root 

OF 

Thread, 

M/M. 


13.40 
14.75 
16.75 
18.75 
20.10 
22.10 
24.10 
25.45 
27.45 
29.45 


36 
38 
40 
42 
44 
46 
48 
50 


3 
J 


4.0 
4.0 
4.0 
4.5 
4.5 
4.5 
5.0 
5.0 


DiAM. 

AT  Root 

OF 

Thread, 

M/M. 


30.80 
32  80 
34.80 
36.15 
38.15 
40.15 
41.51 
43.51 
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INDEXING  IN  ENGINE  LATHE 

M.  To  index  in  engine   lathe,  Fig.  67.  —  To  file  round 

work  square  or  hexagoaal,  or  to  drill  diametrically  through 

a  shaft,  equidistant  lines  may  be  drawn  on  the  work  to 

facilitate  the  operations. 


Fia.  S7.  —  Indexino  in  the  Lathe. 
3CHEDULE  OP  OPERATIONS 


To  divide  tap  shank  or  bolt 
head  circumference  into  four  equal 
parta,  A,B,C,  D,  Fig.  67.  Select 
engine  lathe  with  headstock  gear 
divi^ble  by  4,  as  72  ->-  4  -  18. 
Count  headstock  gear  and  mark  di- 
viaiona  with  chalk.  Mount  blank 
E  on  centers  with  wedge  F  between 
dog  and  face  plate  to  prevent  back- 
lash. Use  pointed  tool  Q  to  mark 
line  H  required  distance  from  end. 

Place  file  /  against  under  side 
of  chalked  tooth;  rotate  lathe 
until  file  touches  headstock  at  J. 


With  the  left  hand  press  the 
handle  downward  until  file  touches 
the  bed  at  K  and  hold  it  ia  this 
position. 

With  the  right  hand  operating 
cross  feed,  move  tool  to  lightly 
touch  work,  then  change  the 
right  hand  to  long,  feed  luuidte 
and  move  the  carri^e  to  make  a 
line  with  the  tool.  For  the  other 
lines  repeat  at  the  other  chalked 
teeth  on  gear.  Two  lines  aw 
also  shown  at  A',  &. 


96.  To  make  14"  engine  lathe  live  center,  Fig.  ( 

j;  MORSE  TAPER  I.   n     »..  I. 

."  NO,  3 


Fio.  68.  —  Schedule  Drawinq. 


MAKING  ENGINE  LATHE  LIVE  CENTER 
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Spedficatioiis:  Material,  machine  steel  ^"  to  i''  large;  weight, 
1  lb.  9  oz.    Hardness,  15  to  18  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Make  center,  53  min.  —  Clean  lathe,  3  min.  —  Total,  1  h.  5 
min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

See  that  live  center  is  nearly 
true  and  dead  center  in  ap- 
proximate alinement. 

Rough  sqoare  to  6}'',  (1),  (»). 


»// 


to  1', 


Recenter. 

Omit  finish  square. 

Tarn  taper  shank  .602' 

Set  over  footstock  to  .1568"  or 
/f',  or  use  taper  attachment. 

Rough  torn  taper  (S),  to  }|"  at 
small  end,  one  or  two  cuts. 
Terminate  cuts  close  to  dog. 

Take  a  light  trial  cut  about 
.004"  or  .005",  (4).  To 
complete  this  taper,  see 
Schedule  of  Operations,  p. 
229. 

Smooth  torn  reduced  part  to 

H"f  (*)»  one  cut.      Round 

comer  (•). 
Reverse  work  and  set  tool  at 

30°,     approximately,     with 

work. 
Rough  turn  point  of  center  (7), 

to  leave  stem  (8),  as  shown, 

seven  or  eight  cuts. 

To  finish  point  (f),  place  center 
in  live  spindle.  See  Truing 
centers,  p.  Il4. 

Stamp  name  on  (1). 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

3d  or  4th  speed,  or  50 
F.P.M.  Hand  or 
power  feed. 


2d  or  3d  speed,  or  40 
F.P.M.  Coarse 
power  feed  —  40  to 
1". 

3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 


2d  or  3d  speed,  or  50 
F.P.M.  Medium 
power  feed  —  80  to 
1",  or  hand  feed. 

2d  or  3d  speed,  or  50 
F.P.M.    Hand  feed. 

Vise,  copper  jaws. 


Tools. 


Dog,  holder  and  cut- 
ter 35*'  rake,  cali- 
pers, rule. 


Rule,  dividers. 

Holder  and  cutter 
35°  rake,  calipers, 
rule. 

Morse  taper-ring 
gage  No.  3,  chalk 
or  Prussian  blue. 


Holder   and   cutter, 
graver. 

Center  gage. 


Center  truing  tool, 
side  or  cutting-off 
tool,  center  gage. 

J"  steel  letters,  ham- 
mer. 


InfomuUion.  —  Live  centers  are  usually  machine  steel.  Dead 
centers  are  carbon  steel  fitted  to  footstock  spindle  and  of  a  length 
that  when  spindle  is  run  back  nearly  as  far  as  it  will  go,  the  center 
will  be  forced  out.  The  conical  point  is  hardened  and  tempered  to 
a  straw  color  and  often  ground.  If  a  center  is  made  of  annealed 
carbon  steel,  the  cutting  speeds  may  have  to  be  reduced. 
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AUTOMOBILE  SCREWS  AND  NUTS 

96.  The  Society  of  Automobile  Engineers'  standard  screws 
and  nuts. 


CASTLE 
NUT 


p  =  pitch. 

d  =  depth  =  p  X  .6496. 

/  =  flat  =  2  . 
Fig.  70. — United  States  o 

Standard  Thread. 

For  sizes  of  tap  drills,  see  Principles  of  Machine  Work. 

Diameter  of  screw  =  nominal  diameter  —  .001'^. 

Thread  =  U.  S.  S.  in  form  but  with  finer  pitches.  Taps  and 
dies  are  marked  U.S.F. 

Heads  and  nuts  are  semi-finished  but  smaller  than  U.  S.  S. 

Screws  soft.  Plain  nuts  soft.  Castle  nuts  case-hardened. 
Nuts  should  be  a  good  fit  on  screw —  without  perceptible  shake. 

The  tap  is  from  .002"  to  .OOS''  larger  than  standard  at  the  top 
of  thread  to  give  the  screw  clearance  in  the  nut.  Material 
for  screws  and  nuts,  machine  steel;  tensile  strength,  100,000  lbs. 
per  square  inch;  elastic  limit,  60,000  lbs.  per  square  inch. 

Threaded  portions  of  screw  should  be  one  and  one-half  times 
the  body  diameter. 

Attention.  —  The  castle  nut  is  used  where  a  positive  lock- 
ing system  is  desired. 

Important,  —  It  is  best  to  use  U.S.S.  threads  on  soft  material 
such  as  aluminum  and  cast  iron;  and  also  on  brass  and  bronze 
if  subjected  to  great  strains. 


AUTOMOBILE  SCREWS  AND  NUTS 
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97.  Lock  washers  are  used  to  hold  plain  automobile  nuts,  as 
in  Fig.  71.  The  washer  is  cut  open  at  A,  and  bent  up  at  B  and 
down  at  B'.  When  nut  is  screwed  down  hard  these  projections 
cut  into  both  nut  and  seat  and  prevent  nut  becoming  loose. 


LOCK 
SHIR 


Fig.  71.  —  Fastening  a  Plain  Nut  with  Lock  Washsb. 

98.  Constants  for  finding  diameter  at  bottom  of  U.  S.  S., 
U.  S.  F.  and  V  threads. 


THBBA.DS 

U.  S.  S.  AKD 

U.  S.  F. 
Constant 

VThbbad 

Thbbaiw 

U.  8.  S.  and 

U.  S.  F. 

Constant 

V  Thkbad 

PKB  IMCB 

Constant 

FEB  Inch 

CoNSTAirr 

3 

.43301 

.57733 

18 

.07217 

.09623 

3} 

.37116 

.49487 

20 

.06495 

.08660 

4 

.32476 

.43301 

22 

.05905 

.07873 

4} 

.28868 

.38490 

24 

.05413 

.07217 

5 

.25981 

.34641 

26 

.04996 

.06662 

5J 

.23619 

.31492 

28 

.04639 

.06186 

6 

.21651 

.28868 

30 

.04330 

.05773 

7 

.18558 

.24744 

32 

.04059 

.05413 

8 

.16238 

.21651 

36 

.03606 

.04811 

9 

.14434 

.19245 

40 

.03248 

.04330 

10 

.12990 

. 17321 

44 

.02952 

.03936 

11 

.11809 

.15746 

48 

.02706 

.03608 

12 

.10825 

.14434 

50 

.02598 

.03464 

13 

.09993 

. 13323 

56 

.02320 

.03093 

14 

.09279 

.12372 

60 

.02165 

.0288 

16 

.08119 

.10825 

64 

.02030 

.02706 

Formula,  — 


C   =  Constant  for  number  of  threads  per  inch. 

D  «  Outside  diameter. 

A  -  Diameter  at  bottom  of  thread. 

ExarrvpU.  —  Given  outside  diameter  of  U.  S.  F.  screw  thread,  \  inch, 
20  threads  per  inch,  find  diameter  at  bottom  of  thread.  Expressed 
in  decimals  D  =  .500"  constant  for  20  threads,  U.  S,  F.,  C  =  .06495; 
diameter  at  bottom  of  thread  A  =  .500'  -  .06495  =  .43605'  or  prac- 
tically iV'. 
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SECTION  4 

BE  WORK 


w 


Chucks.     Face   Plates.  ^Kickmg.     Reaming.     Machining  Alloys, 

etc    Mandrels  or  Arbors.    Turning  Flanges.    Turning  Pulleys. 

Polishing  Lathe  Work.    Curve  Turning  and  Forming.    Making 

Farmed  Machine  Handles.  Polishing,  Buffing  and  Lacquering. 

CHUCKS 

1.  The  tenn  chuck  has  a  double  meaiung.  —  First,  it  is  the 
device  used  for  holding  work,  drills  or  other  tools.  Second,  it 
is  the  act  of  securing  work  in  a  holding  device.     See  Chucking. 

Chucks  are  indispensable  to  a  large  class  of  work. 

2.  Attaching  chucks  to  machine  spindles.  —  Drill  and  other 
small  chucks  are  attached  by  a  double-ended  taper  arbor  or 
shank,  one  end  fitting  the  taper  hole  in  chuck  and  the  other 
the  taper  hole  in  spindle.  Lathe  chucks  are  usually  attached 
by  a  threaded  back  plate.     See  p.  608. 

3.  Chuck  jaws.  —  Four  general  kinds.  Fig.  1 : 


DRILL  LATHE  MILLING  BRASS 

JAWS  JAWS  MACHINE  (SLIF) 

JAWS  JAWS 

FiQ.  1. — Chuck  Jaws.    Four  Kinds. 

Drill  jaws,  for  holding  drills,  rods,  and  similar  pieces,  also  for 
holding  hollow  work  by  the  inside. 
Lathe  jaws,  for  lathe  work  of  large  diameter. 
MUling-machine  jaws,  used  on  milling  machines. 

Brass  {slip)  jaws,  for  brass  work. 

4oi 
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Information-  —  The  jaws  of  some  cbucka  may  be  reversed 
and  used  either  as  drill  or  lathe  jawa. 

4.  Clftsses  of  chucks.  —  Drill,  independetit,  universal  and 
combination,  besides  draw-in  chuclu. 

C.  A  drill  chuck  is  used  to  hold  drills  and  small  work. 

6.  An  independent  chuck,  Fig.  2,  is  one  in  which  each 
jaw  is  moved  independently  witl^krench.  Chuck  A  con- 
sists of  disk  B  screwed  to  spindl^^R'headstock  C.  Lathe 
jaws  D,  stepped  to  suit  different  diameters  of  work,  slide  in 
slots  in  disk  B  and  are  moved  by  screws  E,  £,.oper&ted  by  a 
special  wrench. 


Flo.  2.  —  Tndepbndbkt  Chuck.    Facino  Disk. 

Imporiant.  —  Concentric  circles  are  marked  on  the  face  of 
some  independent  and  combination  chucks  to  facilitate  set- 
ting jaws  and  work.     See  p.  1212. 

Attention.  —  Independent  chucks  are  better  adapted  for 
rough  work  than  universal  chucks. 

7.  To  truB  up  and  hold  work  in  an  independent  chuck.  — 
Grip  work  tightly.  Run  lathe  at  a  moderately  high  speed, 
rest  hand  on  carriage  and  hold  a  piece  of  chalk  to  just 
touch  work.     Stop  lathe,  loosen  jaw  or  jaws  opposite  part 
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marked  by  chalk  and  set  others  in.  Erase  chalk  mark  and 
test  again,  continuing  until  work  runs  true^  then  set  all  jaws 
up  hard.  Fig.  2  shows  also  the  operation  of  facing  work  F 
with  cutting-in  tool  0. 

8.  A  universal  chuck,  Fig.  3,  is  one  whose  jaws  move 
to  and  from  the  center ^multaneously  and  concentrically. 
Chuck  A  is  screwed  to  sp^He  of  headstock  B,  This  is  known 
as  a  geared  scroll  chuck, mro  is  made  with  either  drill  jaws,  as 
shown,  or  lathe  jaws^  It  consists  of  shell  C,  three  bevel 
pinions  E  in  mesh  with  an  annular  bevel  gear,  upon  whose 
face  is  a  scroll  which  engages  jaws  D,  This  chuck  should  be 
used  for  smooth  work. 


UNIVERSAL 
CHUCK 


Fig.  3. — Universal  Chuck.    Turning  Sleeve. 


9.  To  true  up  and  hold  work  in  a  universal  chuck.  — 
Place  work  in  chuck,  "  set  up  "  jaws  by  one  pinion,  run  lathe 
and  use  chalk  as  before.  If  not  true  enough,  loosen  and 
turn  work  about  one-quarter  of  a  revolution;  tighten  pinion 
and  test  again;  when  right,  tighten  pinions  hard. 

Fig.  3  also  shows  how  a  bushing  is  made  from  bar   F. 


C 
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The  bar  is  squared,  then  drilled  and  reamed  by  cbuckiiig 
method  (see  pp.  409,  4i7),  turned  with  tool  G,  and  cut  off  with 
cutting-off  tool. 

10.  A  combination  chuck,  Fig.  4,  b  a  chuck  in  whicb 
the  jaws  may  be  moved  independently  or  simultaneously, 
When  moved  simultaneoualy,  jawa  may  be  set  either  con- 
centrically or  eccentrically.  Cbut^^  consists  of  shell  B  and 
jaws  C  moved  by  screws  D.  ThraKcrews  mesh  with  thread 
on  back  of  jaws,  and  carry  pinions  which  can  be  placed  in 
mesh  with  an  annular  bevel  gear  controlled  by  device  on 
back  of  chuck.  When  in  mesh,  chuck  is  universal;  out  of 
mesh,  each  jaw  can  be  moved  independently.    In  Fig.  4  the 


YiQ.  4.  —  CouBiNATiON  Chuck  Hou>inq  an  Eccbntric. 

jawa  are  set  eccentrically  with  annular  out  of  meab,  then  an- 
nular is  thrown  in  mesh  and  the  jaws  are  controlled  as  in  a 
universal  chuck.  To  make  the  chuck  universally  concentric, 
adjust  each  jaw  to  a  circle  on  face  of  chuck  and  throw  in 
annular. 

11.  Special  chucks  can  be  made  or  ordered  from  a  manu- 
facturer. For  some  classes  of  work,  jawa  of  special  shape 
may  be  home-made  to  ht  a  regular  chuck. 
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12.  Face  plate  jaws  are  obtainable  which  may  be  bolted 
to  a,  face  plat«  and  used  as  a  chuck. 

13.  Draw-in  (spring)  chucks,  or  collets,  Fig.  5,  are  used  on 
loolmakers'  and  watchmakers'  lathes  and  also  on  some  engine 
and  turret  lathes  to  hold  bars  or  rods,  as  BB'.  The  rod  b 
passed  through  the  spindle  and  accurately  held  by  the  chuck, 
and  from  the  rod  small^h-ews,  studs,  bolts,  etc.,  may  be 
conveniently  made  without  preliminary  cutting  off,  centering, 
GquariDg,  etc. 


Fio.  5. — Tdrnino  Rod  Hbld  in  Draw-in  CRttcK. 

The  steep  taper  on  the  chuck  fits  the  conical  hole  in  end 
of  apindle.  The  chuck  is  slitted  a  short  distance  at  three 
equidistant  points,  and  rotating  wheel  C,  which  operates  a 
hollow  shaft  that  passes  through  the  spindle  and  makes  a 
threaded  connection  to  end  of  chuck,  draws  the  chuck  into 
its  seat  to  grip  the  bar  or  rod. 

U.  Care  of  chucks,  —  All  chucks,  and  especially  universal 
chucks,  are  short-lived  for  accurate  work  uoless  used  intelli- 
geatly  and  properly  cared  for;  they  should  be  cleaned  and 
oiled  frequently. 
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16.  Mounting  and  removing  chucks.  —  Clean  and  oil 
thread  of  both  chuck  and  spindle^  remove  live  center  and 
plug  hole  with  clean  waste.  Hold  chuck  square  against  nose 
of  spindle  with  right  hand  or  arm  and  rotate  lathe  with 
left  hand  until  the  chuck  comes  against  shoulder  on  spindle. 
Small  chucks  may  be  loosened  by  grasping  one  jaw  with  a 
monkey  wrench  and  striking  the^pandle  a  sharp  blow  with 
the  hand;  large  chucks,  by  placing  a  block  of  wood  between  a 
jaw  and  the  bed  of  lathe  and  rotating  lathe  backward  (with 
back  gears  in)  by  hand.  Arbor  or  shank  chucks  are  inserted 
and  removed  the  same  as  lathe  centers. 

Attention.  — To  avoid  springing  work  held  in  a  chuck,  the 
jaws  should  be  forced  against  the  solid  parts,  if  convenient, 
as  the  arms  of  a  pulley. 

In  some  classes  of  light  work,  it  is  often  necessary  to 
loosen  the  jaws  slightly  before  taking  a  finishing  cut  either 
when  turning  work  held  in  a  chuck  or  when  boring  or 
reaming. 


FACE  PLATES 

16.  To  hold  work  on  face  plate.  —  Some  work  can  be 
clamped  to  a  large  face 
plate  and  machined  more 
accurately  and  conven- 
iently than  if  held  in  a 
chuck.  The  work  B  is 
clamped  to  face  plate  A, 
Fig-  6,  by  clamps  C 
and  C  and  bolts  D  and 

If  a  finished  surface 
is  to  be  clamped  against 
a  face  plate  or  other  fin- 
ished   surface,    insert    a 

sheet   of   paper   between      p^^  6.  — Clamping  Work  to  Face 
to  prevent  slipping.  Plate. 
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17.  To  clamp  an  eng^e  crank  to  face  plate,  Fig.  7.  — To 
face  plate  A,  crank  B  ia  bolted  by  bolts  C  and  C  and  clamp 


Fia.  7. — TesTiNo  Location  of  Engine  Crank  on  Face  Plate. 

D,  in  order  to  bore  out  hole  E  and  turn  and  face  hub  F. 
Before  clamping  to  face  plate,  plane  the  crank  on  its  face 
and  line  out  the  holes,  as  at   /f  and  /,  Fig.  8.      Describe 


Fig.  8. — Laying  Out  Hot-es  in  Engine  Cbank. 


circles  of  the  required  diameter  around  the  cored  boles  the 
proper  distance  apart  for  the  crank  throw.  To  provide 
centers  for  circles,  drive  pieces  of  wood  into  holes  to  form 
bridges,  as  at  J  and  3'.  Turn  down  the  corners  of  a  piece 
of  tin,  and  drive  it  into  the  center  of  the  bridge,  as  at  i^  and 
K'.  Rotate  lathe  by  hand  and  move  crank  by  rapping  until 
circle  is  true  to  axis  of  rotation  when  tested  with  scriber  h. 
Fig.  7,  then  clamp  crank  hard  to  face  plate. 
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18.  A  counter  weight  to  balance  work  is  betted  to  face 
plate  at  M,  Fig.  7,  in  order  to  balance  the  eccentrically  placed 
work  and  insure  amooth  running  and  accuracy. 

19.  To  hold  woric  with  an  angle  plate.  —  Angle  plate  A, 
Fig.  9,  is  a  useful  fixture  for  various  machine  tools.  It 
is  planed  all  over  with  the  faces  at  right  angles  (90°).  ,It 
ia  bolted  to  face  plate  B,  and  pillow  block  C  is  clamped  to 


Flo.  9. — Uas  or  Anglb  Plate  CiiAJiPED  to  Face  Puti. 

inside  surface  by  bolts  D  and  D'  and  clamps  E  and  E'.  F  ia 
a  counterbalance.  Before  boring,  the  pillow  block  has  had 
its  base  planed  and  the  cap  fitted  and  screwed  on.  A  circle 
of  proper  diameter  is  described  around  the  cored  hole  and 
center  punched.  The  angle  plate  and  work  must  be  adjusted 
until  this  circle  runs  true,  after  which  hole  0  may  be  bored 
and  reamed. 

CHUCKING 
20.  A  method  of  drilling  and  reaming.  —  In  chucking,  tte 
drill  is  stationary,  while  the  work  rotates.  In  drilling,  the  drill 
rotates  and  the  work  is  stationary.  Boring  is  the  enlargins 
of  a  hole  with  a  boring  tool,  or  boring  bar.  Chucking  is  used 
where  it  would  be  impracticable  to  drill. 
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21.  ChacUng  with  twist  drill  in  engine  lathe.  Figs    10,  11. 


Fto.  11. — Chucking  Hole  with  Twist  Drill. 

SCHEDULE   OF  OPERATIONS  AND  TOOLS 
Set  dead  center  in  approximate  alinement. 
P"lli  lia"  to  it"  anialL.     Hand  reamer,  standard  HiEe. 


1.  Mount  work  A  in  indepen- 
dent chuck  B,  Tig.  10. 

2.  True  up  work.  See  pp.  102, 
*03. 

3.  Cut  cavity  of  same  angle 
"id  diameter  as  drill,  In  center 
o(  work  to  start  drill  true,  with 
gfaver,  right  aide  tool  or,  prefer- 
aWy,  centering  tool  C,  Fig.  10. 

4.  Fasten  dog  E  to  abaok  of 
twist  drill  D,  Rg.  11. 

5.  Place  tool  F  in  tool-post  G. 

6.  Hold  tool  F  against  dog  E 
by  long,  feed  handle  with  left  hand, 


to  prevent  drill  feeding  away  from 
center  H  at  end  of  cut. 

7.  Feed  footatock  spindle  with 
right  hand. 

8.  Help  carriage  along  with 
left  hand  by  operating  the  long, 
feed  handle. 

Warning.  —  To  prevent  drill  D, 
Fig.  11,  slipping  oS  dead  center 
H,  hold  tool  P  hard  against  dog  E. 
To  n^lect  this  often  ruins  drill 
and  work.  See  p.  S4i. 
To  ream  hole,  see  pp.  ii4-4i8. 


410  ADVANCED  MACfflNE  WORK 

Attention.  —  Solid  work,  especially  ateel,  is  chucked  with  s 
two-lip  twist  drill.  Three  and  four-groove  driUa  are  used  for 
cored  work  (castings)  or  to  follow  a  two-groove  drill.  Smooth 
holes  may  be  made  with  a  drill  tJif"  to  A"  small  and  a  hand 
reamer;  but  better  results  are  obtained  by  also  using  a  fluted 
chucking  reamer  .005"  small  before  the  hand  reamer.  See 
pp.  417,  418. 

22.  Drill  bolder  and  steady  rest,  A,  Fig.  12,  is  used  witb 
taper  shank  drills.  Rest  B  and  guide  bushing  C  are  used  to 
center,  steady,  and  guide  three-groove  twist  drill  D  in  work 
E  which  is  a  cored  casting  held  in  chuck  F.  Extra  guide 
bushings  are  supplied  to  fit  drills  of  different  diametera. 


Fig.  12. — CHncKiNo  wrrH  Drill  Holder  and  Steadt  Rut. 

23.  Flat  chucking  drills  for  chucking  in  an  en^ne  latbe, 
tor  either  cored  holes  or  solid  work,  Fig.  13.     Large  counter- 


-Q 


Fia.  13.  — Flat  Chcckinq  Drill, 

sink  A,  Fig.   13,  provides  a  firm  bearing  on   dead  center. 
End  B  is  bV*  smaller  in  diameter  than  the  chucking  reamer. 
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Point  CC  is  central  and  either  thinned  or  grooved  on 
both  sides^  as  at  D.  To  give  the  cutting  lips  some  rake, 
grooves  may  be  ground  above  them,  one  of  which  is  shown 


3 


Fig.  14.  —  Grooved-Lip  Flat  Chtjcxino'Dbill. 


at  EE',  Fig.  14.    A  better  way  is  to  twist  the  lips  as  at  F  and 
G,  Fig.  15. 


F-1 
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Fig.  15.  —  Twistbd-Lip  Flat  Chucking  Drill. 

24.  Flat  chucking  reamers,  Fig.  16.  —  The  cutting  edges 
are  AS  and  CD.  Head  E  is  from  .005''  to  .010''  under  size 
to  allow  for  hand  reaming. 


B 


0 


> 
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Fig.  16.  —  Flat  Chucking  Reamer. 


Attention.  —  Reamed  holes  have  a  very  slight  taper  and  the 
end  the  reamers  enter  is  always  the  larger;  therefore  drill  and 
ream  work  from  the  side  into  which  the  shaft  is  to  be  fitted. 

26.  Chucking  with  a  flat  drill  and  chucking  reamer  in  an 
engine  lathe.    Fig.  17. 
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t'ta.  17. — <JHUCKiNo  i'uLLET  WITH  Flat  Dbill. 

SCHEDULE  OF  OPERATIONS  AND  TOOLS 
Set  dead  center  in  approximate  alinement. 
DriU,  B>("  to  j'j"  sm&U.     Chucking  reamer,  yJir"  small. 
Drill  rest.     Monkey  wrench.     Hand  reamer,  standard  «ie. 


1.  Mount  pulley  A  in  inde- 
pendent chuck  B. 

2.  True  up  by  inside  of  rim. 

3.  Clamp  driU  holder  C  in  post 
£  to  tool  block  F. 

4.  Set  holder  mth  dead  center 
H'  exactly  in  middle  of  slot  as 
at  (rand  with  drill  approximately 
central  aa  C,  D". 

5.  Set  bolder  near  work  as  at 
C,  A'. 

6.  Place  point  of  drill  central 
against  hub  A'. 

7.  Place  dead  center  if  in  other 
end. 

8.  Pull  wrench  K  forward  to 
pinch  drill  in  slot. 

9.  Start  lathe  at  speed  for 
twist  drills. 

10.  Feed  spindle  until  drill  cuts 
half  the  deptn  of  its  point. 

11.  Remove  wrench.  Feed 
drill  rapidly. 


12.  Hold  drill  back  on  dead 
center  with  left  hand,  when  point 
breaks  through. 

13.  Stop  lathe  when  through. 

14.  Place  flat  chucking  reamer 
in  slot  as  in  operation  4.- 

15.  Hold  with  wrench  until 
reamer  is  started.  When  through 
atop  lathe.  To  ream  hole,  sm 
pp.  414,  416,  417. 

Attention.  —  If  slot  in  holder  is 
not  at  height  of  dead  center,  the 
drill  or  reamer  wiU  cut  large  and 
may  spoil  work.  If  drill  move* 
sidewise  when  starting,  replace 
wrench  and  repeat.  Drill  must 
cut  true  before  reaching  full  diam- 
eter. For  large  holes  or  cored 
holes,  use  two  or  three  flat  drills 
of  increaring  diameters. 
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26.  Reamers  are  used  for  sizing,  smoothing,  and  standard- 
izing straight  and  taper  boles.  See  Taper  Reamers,  pp.  4l8, 
419,  619,  620. 

There  are  two  general  classes:  chucking  or  roughing  ream- 
ers, used  in  a  machine,  and  finishing  reamers,  used  by  hand  or 
power.  The  usual  amount  for  the  finishing  reamers  to  cut 
is  .005*  to  ifV*'  for  cast  iron,  and  .005*  to  .010*  for  steel  and 
brass. 

27.  Irregularly  spaced  teeth.  —  To  prevent  chattering, 
reamer  teeth  or  blades  are  spaced  progressively  wider  as  in 
Fig.  18,  ii  to  1  to  the  right,  and  from  1  to  A  to  the  left. 

The  clearance  0  is  given  the  teeth  or  lands  to  relieve  the 
cutting  edge.  The  point  of  a  hand  reamer  is  slightly  tapered 
ft  distance  equal  to  its  diameter,  to  enter  the  hole.  The  shank, 
ff,  Fig.  20,  is  ground  .001*  small,  to  prevent  binding  in  hole. 
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Fig.  18.  —  Teeth  of  Hand         Fiq.  19. — Teeth  of  Hand 
Reamer  Irreqularlt  Reamer  with  Negative 

Spaced.  Rake. 

28.  To  ream  brass,  the  face  of  teeth  is  inclined  20''  back 
of  radial  (negative  rake)  to  prevent  chattering,  as  in  Fig.  19. 
See  Broaching,  pp.  646-648. 

Attention.  —  Cast  iron  and  brass  are  reamed  dry;  steel  and 
wrought  iron  with  oil. 

Warning.  —  To  ream  thin  work  in  a  vise  use  a  jig  similarly 
constructed  to  the  tapping  jig.      See  Principles  of  Machine 
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Work.  To  ream  work  in  a  vise  withovi  a  jig  and  also  with- 
out chattering  and  spoiling  the  work,  the  length  of  hole  should 
be  about  twice  the  diameter  of  the  reamer.     See  pp.  4l6,  4l7. 


FiQ.  20.  — ^Reaming  in  Visb. 


29.  Hand  reaming  work  held  in  vise.     Fig.  20. 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 
Hole  in  flange  casting  drilled  or  drilled  and  reamed  .005^  to  ■j^"  small. 


1.  Chuck  work  B  in  engine 
lathe  then  fasten  firmly  in  vise  C 

2.  Place  adjustable  reamer 
wrench  D  on  square  end  of 
reamer  A  and  fasten  with  thumb 
screw  E. 


3.  Rotate  wrench  rapidly  in 
direction  of  arrow  F  and  at  same 
time  press  downward  in  direction 
of  arrow  G,  .continue  rotating  and 
pressing  downward  until  reamer 
passes  clear  through  the  casting. 


Attention, — Hand  reamers  should  never  be  rotated  back- 
ward as  it  quickly  destroys  their  cutting  edges,  and  they  should 
be  used  vertically  when  the  nature  of  the  work  will  permit. 

Note,  —  Before  placing  reamer  in  hole,  see  that  there  are  no 
burrs  on  shank  H,  which  would  be  likely  to  scratch  the  reamed 
surface  as  the  reamer  is  passed  through  the  hole. 
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30.  To  ream  a  hole  by  hand  in  a  vertical  drilling  machine, 

Fig.  21. 


Fio.  21.  —  Hand  Reaming  in  a  Vertical  Drillinq  Machine. 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 
Hole  in  work  drilled  .005''  to  ^V''  small. 


1.  Place  drill  in  socket  and  the 
socket  in  spindle. 

2.  Undamp  table  at  swivel  and 
column. 

3.  Adjust  table  until  drill  will 
pass  down  through  any  con- 
venient hole  and  reclamp. 

4.  Clamp  block  A  to  table  B 
^th  clamps,  bolts,  and  step 
blocks  C,  C\ 


5.  Drill  hole  with  reamer  drill. 
See  Accurate  Drilling,  Principles 
of  Machine  Work, 

6.  Insert  center  D  and  place 
wrench  E  and  reamer  F  in  place. 

7.  Rotate  reamer  in  direction 
of  arrow,  following  with  center  D. 


31.  Adjustable  reamers.  —  A,  Fig.  23,  may  be  adjusted 
to  compensate  for  wear  and  to  ream  special-size  boles. 

32.  Reaming  stand  B,  Fig.  22,  is  more  convenient  than 
&  vise.  It  consists  of  an  independent  chuck  C,  supported 
^7  column  D.  The  work  E  is  firmly  gripped  in  the  jaws  F 
W  operating  the  handle  0. 
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Flo.  22. — Hand  Rkaiiinc]  ih  RcAiiiNa  Btamd. 


33.  To  ream  woA  by  hand  in  the  lathe  with  a  hand  reamer, 
Fig.  23. 


Fia.  23.  —  RcAimra  ik  Lathb  bi  Hand. 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 

Hole  ia  bUnk  drilled  or  bored  .005'  to  gV'  Btn&a. 
Set  dead  center  in  approximate  alinement. 

1.  Place  reamer  A  ia  drilled  I  2.  Place    arm   of   wrench    D 

or  bored  hole  in  work  B  held  in  ag^net  tool  block  B. 

chuck  C.  3.  Full    belt   downward    and 

I  follow  with  dead  center. 

Attention.  —  Carefully  follow  reamer  with  dead  center  to 
prevent  spoiling  reamer  and  work. 

On  thick  work,  start  hand  reamer  in  above  manner  in  lathe, 
and  then  take  both  work  and  reamer  to  reaming  stand  or 
vise  for  finishing.    See  p.  4n. 

34.  Fluted  chuckiiig  reamer,  Fig.  24,  is  obtainable  in 
standard  sizes  or  .005'  small,  to  be  followed  by  standard 
hand  reamer.  This  class  of  reamers  has  its  points  always 
beveled,  and  some  points  are  slightly  tapered  the  same  as  on 
hand  reamers.  Chucking  reamers  are  also  obtainable  with 
taper  shanks  to  fit  drill  sockets. 

36.  To  ream  in  lathe  by  power  with  fluted  chucking  reamer, 
Fig.  24.  —  Fasten  dog  D  to  shank  of  reamer  A  and  insert 
reamers  in  drilled  hole  of  work  B,  held  in  chuck  C,  allowing 
dog  D  to  rest  on  tool  block  E. 


Flo.  24.  —  Reaiuno  Geab  Bunk  in  Lathe  bi  Power. 
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SCHEDULE  OF  OPERATIONS  AND  TOOLS 

Hole  in  casting  drilled  j^jf"  to  ^'  small. 
Set  dead  center  in  approximate  alinement. 


1.  Place  reamer  A  in  drilled 
hole  in  work  B  held  in  chuck  C. 
Fasten  dog  D  to  shank  of  reamer 
and  rest  on  tool  block  E. 

2.  Fasten  tool  F  in  post  G  and 
adjust  to  prevent  reamer  drawing 
off  dead  center. 

3.  Use  power  and  help  carriage 
along  by  hand.    Use  about  two- 


thirds  the  speed  recommended 
for  twist  drills  of  same  diameter. 

Warning. — To  prevent  reamer 
A,  Fig.  24,  slipping  off  dead  cen- 
ter, press  tool  F  hard  against  dog 
D.  Neglect  of  this  often  ruins 
drill  and  work. 

To  hand  ream,  see  pp.  416,  417. 


36.  Rose  chucking  reamer,  Fig.  25,  is  made  with  either 
straight  or  helical  flutes,  with  cutting  teeth  on  end  only.  It 
will  not  produce  as  smooth  a  hole  as  a  hand  or  fluted  chuck- 
ing reamer  and  is  not  used  when  a  smooth  hole  is  required. 
See  pp.  417,  418.  It  is  obtainable  in  standard  sizes  and  abo 
with  taper  shank  to  fit  drill  sockets. 


Fig.  25.  —  Reanonq  Flange  Casting  by  Power  in  Lathb. 


37.  Broach  reamers  for  small  taper  pins.  —  Collars,  A,  and 
similar  work  are  often  fastened  to  shafts  by  drilling,  ream- 
ing, B,  and  pinning,  C,  Fig.  26. 
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Fio.  26.  —  RsAMiNQ  Taper  Pin  Holbs 
WITH  Broach  Reamer  in  Speed  Lathe. 


Broach  reamers  may  be  supplied  with  a  handle,  as  at  E, 
and  used  by  hand  to  enlarge  holes  and  to  remove  burrs.  They 
are  obtainable  in  tapers  of 
i*  and  -ft''  per  foot,  and  in 
sizes  from  No.  1  to  No.  70 
(drill  and  wire  gage  sizes). 
Taper  pin  fluted  reamers 
and  taper  pins  having  a 
taper  of  J''  per  foot  are 
used  for  pinning  or  dowel- 
ing, and  are  obtainable  in 
sizes  from  4*^  to  l^*'.  Each 
reamer  overlaps  the  next 
smaller  size. 

Attention.  —  To  avoid  breaking  taper  reamers,  feed  slowly, 
oil  freely,  and  withdraw  frequently  to  remove  chips. 

MACHINING  ALLOYS,  ETC. 

38.  To  machine  bronze.  —  Phosphor,  Tobin,  and  other 
bronzes  are  tougher  than  ordinary  brass,  and  are  machined 
with  cutting  tools  similar  to  those  used  for  steel  and  wrought 
iron,  and  lubricated  with  lard  oil. 

39.  To  machine  copper.  —  Copper  is  machined  with  tools 
similar  to  those  used  for  steel  but  preferably  with  more  rake 
as  a  keen  edge  is  desirable,  and  with  the  point  slightly 
rounded.  Lubricate  with  milk,  soda  water,  or  soap  mixture. 
Use  speed  nearly  as  fast  as  for  brass. 

40.  To  machine  aluminum.  —  Aluminum,  owing  to  its  light 
and  ductile  nature,  is  machined  with  tools  having  acute  cutting 
angles,  more  rake  than  is  used  for  steel,  and  at  a  moderately 
fast  cutting  speed.  Seel  Lubricants  for  Cutting  Tools,  p.  l48. 
A  very  high  polish  may  be  obtained  on  a  cotton  bulBSng  wheel. 

41.  To  machine  Babbitt  and  lead. —  Babbitt  and  lead  are 
machined  dry  and  with  keen  tools,  the  same  as  aluminum. 

42.  To  machine  vulcanite  or  hard  rubber  or  fiber.  — 
Rubber  and  fiber  are  machined  dry,  at  a  moderately  fast 
speed,  with  cutting  tools  similar  to  those  used  for  steel.    They 
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are  £inished  and  polished  the  same  as  steel,  for  a  very  high 
finish  buff  on  a  cotton  buffing  wheel  charged  with  tripoli  or 
rottenstone. 

43.  To  machine  rawhidei  use  tools  similar  to  those  used 
for  steel,  but  preferably  with  more  rake  and  with  a  cutting 
speed  about  the  same  as  for  brass,  and  machine  dry.  For 
gear  blanks,  the  several  la-yers  are  confined  between  riveted 

^  plates,  and  should  be  shellacked  as  soon  as  machined  to  pre- 
vent swelUng.  Rawhide  is  milled  and  drilled  dry,  and  the 
chips  are  removed  by  compressed  air  or  a  fan. 

MANDRELS  OR  ARBORS 

44.  A  mandrel|  often  called  an  arbor,  is  pressed,  driven,  or 
threaded  into  work  to  provide  centers  so  that  it  may  be 
machined. 

An  arbor  is  a  shaft  used  to  carry  a  cutting  tool,  as  a  mill- 
ing machine  arbor,  a  saw  arbor,  etc. 

Four  classes  of  mandrels  are  used:  solid,  expanding,  built-up 
and  gang.    See  pp.  421, 422,  6l3  and  Nut  Mandrel,  pp.  340, 12os. 

46.  Standard  solid  mandrel,  AB,  Fig.  27,  is  made  of  tool 
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Fio.  27.  —  Mandrel  or  Arbor. 
steel,  hardened  and  ground.  See  Table  of  Mandrels,  p.  1204. 
The  size  is  stamped  at  large  end,  as  at  C  A  portion  of 
each  end  is  reduced  and  flattened  to  receive  the  driving  dog. 
The  ends  are  recessed  as  at  D,  Fig.  27,  around  the  counter- 
sinks to  protect  them  from  injury. 

Important.  —  For  accurate  work,  mandrels  should  be  tested 
to  see  if  they  run  true.    See  12ii. 


MANDRELS 


421 


46.  Expanding  mandrel.  —  Fig.  28  consists  of  shaft  A 
having  uniformly  tapered  slots  as  at  B.  Sleeve  C  guides  ta- 
pered jaws  D  (see  D")  while  they  are  being  adjusted  to  the  work 
by  the  atiding  of  the  shaft  A. 


Fio.  28.  —  ExFAiTDiNQ  Hajtorbl. 


47.  Bridges  in  hollow  castings  A,  Fig.  29,  are  often  cast 
across  the  ends  as  at  B,  to  provide  for  center  holes. 


Fia.  29.  —  BatiKiE  in  Holu>w  CASiiMa  for  CanTiR  Holb. 

48.  Revolving  dead  center  for  pipe  turning.  —  To  square 
or  turn  small  pipe,  mount  upon  ordinary  lathe  centers.  For 
large  pipe  or  cored  work,  a  special  large  dead  center  is  needed, 


Ftg.  30.  —  RivoLViNO  Diad  Center  por  Pifi  Turninq. 


preferably  one  that  will  revolve  aa  at  A,  Fig.  30,  in  which 
cone  B  revolves  upon  shank  C.  A  solid  live  center  or  chuck 
may  be  used  at  other  end. 
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49.  Built-up  mandrels.  —  To  face  the  ends  of  small  engine 
cylinders  or  similar  work,  a  built?-up  mandrel  is  used.  To 
face  the  ends  of  a  piece  of  pipe  or  cored  work,  make  a  mandrel 
by  drilling  and  tapping  three  or  four  holes  around  each  end 
of  a  stiff  shaft  and  inserting  adjusting  screws  to  bear  against 
the  inside  of  work. 

For  large  shells,  tubes,  etc.,  castings  called  "  spiders  "  are 
used  consisting  of  arms  projecting  from  a  hub,  each  arm 
suppUed  with  a  screw  to  bear  against  the  work,  and  the  hub 
supplied  with  set  screws  to  fasten  spider  to  mandrel. 


ttANQ 
MANOflCL 

>• 

■) 

1 

SOFT 

HAMMER 

D  — 

MANDREL 

B 
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Fig.  31.  —  Gang  Mandrel. 

Gang  mandrels  are  used  to  hold  several  gears  or  cutter  blanks 
at  once  and  are  made  with  shoulder  and  reduced  part  to  receive 

blanks  which  are  fastened  by  collar 
and  nut  on  end  of  mandrel,  as  in 
Fig.  31. 

A  special  mandrel  may  be  made  of 
any  suitable  piece  of  stock  by  center- 
ing, turning,  and  filing  to  fit  the  hole. 

60.  Soft  hammers  for  driving 
mandrels  into  work  are  made  of  lead 
or  rawhide.  A  steel  hammer  should 
never  be  used  without  protecting 
work  with  a  block  of  wood,  copper, 
or  lead. 

Attention.  —  Molds  are  obtainable 
for  molding  lead  hammers. 

61.  Mandrel  or  arbor  block.— 
Fig.  32  shows  the  relative  position 

of  block  A,  mandrel  S,  work  C,  and  soft  hammer  D  when 
driving  a  mandrel  into  the  work. 


Fig.  32.  —  Driving  Mandrel 
INTO  Flange. 
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62.  Mandrel  or  arbor  press.  A,  Fig.  33,  is  used  to  press  man- 
drel B  into  work  C  by  forcing  spin- 
dle D  against  the  mandrel  with 
handle  E.  Pointer  F  be  may  set 
to  adjust  mandrel  for  duplicate 
pieces.  The  press  may  be  bolted 
to  a  lathe  as  at  0,  or  mounted  on 
a  stand.  It  may  be  used  also  for 
forcing  fits. 

63.  Center  mandrel  for  bottom 
holes.  —  Mandrels  made  to  fit  the 
hole  in  the  live  spindle  of  a  lathe 
are  used  to  hold  caps,  oil  cups, 
bottom  or  blind  nuts  and  similar 
work  that  must  be  machined. 
The  projecting  end  is  turned  either 
to  a  sUght  taper  to  receive  work  ^^^  33.  Jforcing  Mi^DRBL 
with  a  plain  hole,  or  threaded  to  j^^o  Flanqb  with  Mandrel 
hold  threaded  pieces.  *    Press. 

64.  Studs  for  driving  large  work  instead  of  dog.  —  Work 
of  large  diameter,  as  a  large  pulley,  may  be  driven  by  its  arms 
^th  one  or  more  studs  fastened  to  the  face  plate  of  lathe. 

Attention.  —  Oil  mandrel  before  pressing  or  driving  it  into 
work.  Take  light  cuts  when  using  small  mandrels  to  avoid 
sprin^g  of  mandrel  and  chattering,  producing  irregular  tool 
marks. 

Warning, — To  avoid  breaking  the  spokes  of  a  pulley  or  sim- 
ilar piece  of  work  when  driving  a  mandrel  in  or  out  at  mandrel 
or  arbor  block  or  pressing  a  mandrel  in  or  out  with  mandrel  or 
arbor  press,  place  a  collar  under  hub  of  pulley  so  that  the  pres- 
sure will  come  on  the  hub  and  not  on  the  rim  of  the  pulley. 
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TURNING  FLANGES 

66.  To  clamp  carriage  to  face  large  work  in  engine  lathe.  — 

Feed  tool  to  its  cut  by  hand,  then  clamp  carriage  with  bind- 
ing screw  and  use  power  cross  feed. 

In  the  absence  of  power  cross  feed  and  clamp,  throw  feed 
belt  off  or  feed  gears  out  of  megh.  Run  tool  close  to  work, 
tighten  long,  feed  friction  knob,  revolve  feed  shaft  by  hand 
until  tool  takes  required  cut  and  then  feed  tool  inward  or 
outward  with  hand  cross  feed. 


Fig.  34.  —  Rouqh  Facinq  Flange. 


66.  To  rough  turn  face  of  cast-iron  flange,  Fig.  34.— 
Use  round-nose  tool  A  for  roughing  flange  B  on  mandrel  C. 
Fasten  tool  in  post  D,  and  clamp  carriage.  Feed  in  direction 
of  arrow  E  to  outer  edge  of  fillet. 


TURNING  FLANGES 
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67.    To  finish  and  scrape  face  of  cast-iron  flange  to  pre- 
pare for  polishingi  Fig.  35. — Take  light  finishing  cuts  with 


EXPANOINQ 
MANDREL 


Fig.  35.  —  Finish  Facing  Flangb. 

facing  tool  A  ground  to  60°,  as  at  C  and  D,  at  medium  high 
speed.  Grind  and  oilstone  top  face  of  tool.  Set  it  to  drag  a 
little  as  at  £  and  feed  in  direction  of  arrow  F.    Use  scraper 


Fig.  36.  —  Scraping  Radial  Facs  of  Flangb. 

A  J  Fig.  36,  with  cutting  edge  C  D  ground  straight,  or  slightly 
convex,  at  medium  speed.  Hold  scraper  on  rest  E  and  move 
in  direction  of  F  with  point  dragging  a  little  as  at  0.  A  piece 
of  leather  placed  under  scraper  will  often  prevent  chattering. 
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68.  To  scrape  inside  rounds  or  fillets  to  the  desired  curvft- 
ture.  First  shape  witli  a  round-nose  lathe  tool.  Then  use  a 
round-nose  hand  tool.  A,  Fig. 
37,  to  prepare  filleted  comer  of 
flange  B  for  polishing.  C  and 
D  show  point  and  clearance  of 
tool.  To  avoid  chattering,  cur- 
vature of  end  E  should  be 
greater  than  that  of  fillet  for 
clearance  and  the  tool  should  be 
held  firmly  on  rest.  A  round 
or  half-round  file  is  sometimes 
used  to  smooth  a  fillet. 

Attention.  —  Cylindrical  au^ 
faces  are  more  easily  prepared 
for  polishing  than  radial  and 
curved  surfaces.  On  small  work  a  light  finishing  cut  is  taken 
with  a  fine  feed,  and  on  very  large  work  a  light  finishing  cut  is 
taken  with  a  broad-nose  tool  and  a  coarse  feed,  and  the  surfaces 
filed  to  erase  the  tool  marks. 

Wanting.  —  Do  not  nib  greasy  fingers  oa  cast  iron  before  or  during 
filing  or  scraping  as  the  file  or  scraper  will  slip,  g^ase  and  scratch  a 
greasy  cast  iron  surface. 


Fro.  37.  - 


■  ScBAPiNO  Fillet  at 
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Fto.  38. — BCHBDULD  Dbawiho  or  HAXtsa  a  Cast-ibon  Flanoc 
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69.  To  make  a  cast-iron  flange  finished  all  over,  Fig.  38. 
Specifications:  Material,  iron  casting  |^  large;  weight  4  lb.  4  oz. 
Hardness,  26  to  28  (scleroscope). 
Set  dead  center  in  approximate  alinement. 
HighHspeed  steel  or  stellite  cutting  tools. 

lime:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  ma- 
chines, 7  min.  —  Chuck,  25  min.  —  Rough  turn,  25  min.  —  Finish, 
25  min.  —  Polish,  20  min.  —  Drill,  10  min.  —  Cut  keyway,  8  min. 
—  Clean  machines,  12  min.  —  Total,  2  h.  17  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opebationb. 


Snag  casting.  Mount  in  chuck 
and  adjust  until  hub  runs 
true.  Drill  and  rough  ream 
hole,  (1),  (2). 

Finish  ream  hole  by  starting 
reamer  in  lathe,  pull  belt  by 
hand,  complete  at  reaming 
stand  or  vise,  (3).  See 
pp.  4i5.  4l4. 

Oil  mandrel  and  press  into 
hole  in  direction  hole  was 
reamed.  See  pp.  422.  423. 
and  mount  on  centers. 

True  live  center. 
Rough    turn     A*    oversize, 
(*),  (6). 


Rough  face.  (6);  feed  inward; 
rough  fillet,  (7) ;  rough  face, 
(8);  reverse  work  on  cen- 
ters, then  rough  (O). 

Finish  turn,   (10)    (see  Atten- 
tion), (11). 


^e,  (10),  (11). 

Rniah  face  with  cuts  .002*  to 
:?!5!J?*®P  •"^d  scrape,  (12). 


Machznes,  Fbsdb, 

Speeds 


Engine  lathe,  ITf  to 
16'.  2d  or  3d  speed, 
or  116  RJP.M.  Hand 
feed. 

Reaming  stand  or 
vise. 


Mandrel  press. 


Ehigine  lathe,  4th  speed. 
Back  gears  in,  or 
35  F.  P.  M.  Me- 
dium power  feed. 

4th  speed.  Back  gears 
in,  or  35  F.P.M. 
Hand  or  medium 
power  feed. 

2d  or  3d  speed  (back 
gears  out)  or  125 
F.P.M.  Fine  power 
feed  — 140  to  1". 

3d  speed,  or  175 
F.P.M. 

2d  or  3d  speed,  or 
125  F.P.M. 


Tools. 


File,  independent 
chuck,  chalk,  drill 
rest,  flat  drill,  f  i^ 
flat  reamer,  f^jf*. 

1'     standard      hand 


reamer, 
wrench. 


I''  mandrel. 


reamer 


Holder  and  cutter  or 
diamond-point  tool, 
15**  rake,  calipers, 
rule. 

Holder  and  cutter  15° 
rake  or  round-nose 
tool.  2  rules  to 
measure  length  of 
hub. 

Holder  and  cutter  or 
diamond-point  tool, 
15°  rake,  calipers, 
rule. 

8'  or  lO'  mill  bastard 
file,  file  card. 

Facing  tool,  flat 
scraper. 
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Finish  and  scrape  fillet,  (13). 

2d  or  3d  speed,  or  125 
F.P3i. 

Round  -  nose      tool, 
round*nose   scraper. 

Finish  face  and  scrape,  (14). 

• 

2d  or  3d  qieed,  or  125 
F.P.M. 

Facing  tool,  flat 
scraper. 

Finish  (do  not  scrape  or  pol- 
ish), (15)  (see  AUerUwn). 

1st  or  2d  speed,  or  60 
F.P.M. 

Facing  tool,  calipers, 
rule. 

(Xit  recess  ^'  deep.     Set  side 
tool  at  45%  feed  outward, 
two  or  three  outs,  (16). 

Ist  or  2d  speed,  or  50 
FJP.M.      Hand    or 
medium  power  feed 
—  SOtol*. 

Side  tool,  caliperi, 
rule. 

Polish,  (10),  (11),  (12),  (13). 
(14).     See  pp.  432.  433. 

Speed  lathe,  highest 
speed. 

Polishing  stick,  60, 
90, 120,  emery  cloth, 
oil. 

Jig  drill,  and  ream  holes,  (17). 

2-spindle  drilling  ma- 
chine.       DriU  600 
R.  P.  M.       Power 
reamer,   400R.P.M. 
Hand  feed. 

Box  jig,  ii'  drill,  r 

power  reamer. 

Cut  keyway  central,  (18). 

Planer  and  vise  or  key 
seating  machine. 

Keyway  tool  holder 
and  cutter,  i'  wide. 

Stamp    name    or  initiate  in 
recess,  as  E.R.N. 

Steel  name  stamp, 
hammer. 

Attention.  —  Finishing  cuts  10  and  15  may  be  omitted  until  flange  is 
keyed  to  its  shaft.  The  hole  may  be  chucked  with  a  f  |*  twirt  drill 
or,  if  cored,  with  a  three  or  four-groove  drill,  and  hand  reamed 
(1),  (3).    The  hand  tools  may  be  carbon  steel. 

Note.  —  Bushings,  coUars  and  step  pulleys  or  any  other  work 
mounted  on  a  mandrel,  with  one,  two,  or  more  diameters,  are  machined 
in  the  same  general  manner  as  the  flange  in  Fig.  38. 

TURNING  PULLEYS 

60.  The  taper  or  crowning  on  the  face  of  puUejrs,  ranges 
from  Y  P^r  foot  for  large  pulleys  to  }"  per  foot  for  small  pulleys. 
Tapered-face  pulleys  are  made  commercially  in  a  pulley  lathe 
with  two  cutting  tools  operating  at  same  time,  —  one  on  the 
front,  the  other  on  the  back  of  machine,  or  in  turret  lathes 
with  special  tools. 

The  face  of  the  pulley  is  often  crowned  in  a  forming  lathe 
or  ground  in  special  grinding  machines  from  the  rough  casting. 
The  hubs  of  pulleys  used  in  combination,  as  tight  and  loose 
pulley  mechanism,  are  squared. 
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Pulley  A,  Rg.  39,  is  turned  in  an  engine  lathe.  The  rim 
is  faced  as  at  B.  The  face  ia  tapered  as  at  C.  The  rim  may 
be  chamfered  aa  at  D,  or  rouaded  with  a  right-and-left  form- 
ing tool  as  at  E,  E'. 


Pio.  39.  —  PuLLKT  TnBNmo  in  Enoinb  Lathe. 
The  tet-cver  of/ootstock  for  ordinary  tapers  is  forward,  8 
A,  Fig.  40,  and  for  pulleys  it  is  backward  as  at  B. 


Pio.  40. 

Infomutjon.  —  Omit  straight  turning  on  lai^e  pulleys  and  pulleys 
for  rough  woric.  Rub  chalk  on  face,  find  middle  with  rule,  turn  taper 
fnxn  rough  casting,  then  round  edges  of  rim  with  forming  tool  (see 
E,  E',  Fig.  39)  and  file  faee. 
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61.  To  make  a  pulley  5"^  in  diameter.    Fig.  41. 


STOCK— PULLEY  CASTING  jC  MEANS  FINISH  TAPER  7  IN.  TO  tFT. 

FtG.  41.  —  Schedule  Drawing. 
Specifications:  Material,  pulley  caAting  with  surfaces  to  be  finished 
4t   large;  weight,  2  lb.  5  oz.     Hardness,  24  to  30  (scleroscope). 
Set  dead  center  in  approximate  alinement. 
High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  ma- 
chines, 5  min.  —  Chuck,  20  min.  —  Turn,  square,  and  taper,  40  min. 
—  File  and  polish,  15  min.  —  Drill  and  tap,  10  min.  —  Stamp,  snag 
and  paint,  8  min.  —  Clean  machines,  7  min.  —  Total,  1  h.  50  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Machines,  Speeds, 
Feeds. 


Snag  casting.  Mount  in  chuck 
and  adjust  until  edge  and 
inside  of  rim  run  true. 
Drill  and  rough  ream  hole, 
(1),  («). 

Finish  ream  hole  by  hand 
at  reaming  stand  or  vise, 
pp.  4l5,  4l4,  (3). 

Oil  mandrel  and  press  Into 
hole.     See  pp.  422,  423. 

True  live  center. 


Engine  lathe,  12*  to 
16*.  3d  speed,  or 
400  R.P.M.  Hand 
feed. 

Reaming  stand  or  vise. 


Mandrel  press. 
3d  speed. 


Tools. 


File,  chuck,  chalk, 
lathe  centering  tool. 
II' twist  drill,  dog, 
chucking  reamer, 
.005'  small. 

A'  standard  hand 
reamer,  reamw 
wrench. 

^t"  standard  man- 
drel. 

Center  truing  tool, 
center  gage. 
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Engine  lathe,   3d   or 
4th     speed,     back 
gears     in,    or     35 
F.P.M.  Medium  pow- 
er feed  — 80  to  1". 

3d  or  4th  speed,  back 
gears  in,  or  50 
F.  P.  M.  Hand  or 
medium  power  feed 
—  SOtol*. 


Mount  pulley  on  centers. 
Rough  turn  to  5',  (4),  one  or 
two  cuts.    See  A,  Fig.  39. 


Rough  square  edge  of  rim 
(5),  reverse  pull^  on  cen- 
ters and  rough  square  .  (6) 
to  ir  +  A".*  fiee  B. 
Fig.  39. 

Finish  square  edge  (7),  reverse 
pulley  on  centers  and  finish 
square  (8)  to  If  one  cut 
each.    See  B,  Fig.  39. 

Coat  a  small  portion  of  face 
with  copper  sulphate  or  chalk 
and  make  line  midway  be- 
tween edges,  (9). 

Regrind  tool. 

Set  footstock  back  to  turn 
taper  of  \'  per  foot  {fi'  for 
b\'  between  centers)  and 
set  tool  to  touch  line  (9), 
see  C,  Fig.  39,  and  feed 
toward  headstock.  Re- 
verse pulley,  reset  tool 
ami  repeat.  (10),  (11). 

Chamfer  at  45®  inside  comers 
of  rim,  see  D,  Fig.  39,  or 
round  with  forming  tool, 
(12),  (13). 

File  face,  (14),  (15).  Scrape 
edges,  (16),  (17). 

Polish  face  and  edges,  (18), 
(19),  (20),  (21),  See  pp. 
432,  433. 

Drill  and  tap  hole  for  set 
■crew,  insert  i'  X  i*ro\md- 
point  set  screw. 

Stamp  name  or  initial  on  end 

of  hub. 
Snag    and    paint    unfinished  | 

parts. 


2d  speed,  back  gears 
m,  or  25  F.P.M., 
hand  feed. 

* 

2d     speed,     or     175 

F.P.M. 
Speed   lathe,   highest 

speed. 

Vertical  drilling  ma- 
chine, 3d  speed, 
hand  feed.  Tilting 
vise  or  fixture. 


3d  or  4th  speed,  back 
gears     in,     or     50  < 
F.P.M.   Fine  power 
feed  —  140  to  1*. 


Dog,  holder  and  cut- 
ter or  diamond, 
point  tool,  15®  rake 
calipers,  rule. 

Holder  and  cutter  or 
round-nose  tool^ 
calipers,   rule. 


Copper  sulphate  or 
chalk,  divider  cali- 
pers or  dividers, 
rule. 

Rule,  dividers,  holder 
and  cutter  or  dia- 
mond-point tool. 


Side  tool,  15®  rake. 


8*  or  10"  mill  bastard 

file,  graver. 
60,    90,     120    emery 

cloth,  polishing 

stick,  oil. 
A*     extension    drill, 

r  X  20      U.  S.  S.. 

pulley  tap,  wrench, 

lard  oil. 
Steel     name     stamp, 

hammer. 
Special  black  paint. 


*  Information.  —  Take  an  equal  amount  of  material  from  each  edge 
of  rim  so  that  the  arms  will  be  approximately  central. 

Important.  —  Filing,  scraping  and  polishing  are  omitted  on  large 
pulleys  and  rough  work. 

Attention.  —  Power  chucking  reamer  may  be  omitted,  as  a  good 
hole  may  be  obtained  with  a  drill  and  hand  reamer. 

When  possible,  place  arms  of  pulley  opposite  chuck  jaws.  The  hand 
tools  may  be  carbon  steel. 
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62.  To  locate  set  screws.  Fig.  41. — If  the  boss  is  centra 
as  at  ii,  drill  body  hole  D  in  rim  through  which  to  tap  hole  A 
and  use  a  cup  or  round-pointed  set  screw.  Where  the  boss  i 
flat  as  at  jB  and  placed  at  one  side,  drill  a  body  hole  througl 
rim  E.  If  a  body  hole  through  rim  is  objectionable,  hole 
pulley  in  a  tilting  vise  or  fixture  and  drill  and  tap  hole  al 
angle,  as  at  C    In  large  pulleys  use  two  set  screws  or  key. 

POLISHING  LATHE  WORK 

63.  Use  a  speed  lathe  for  polishing  but  never  an  engine 
lathe  when  it  can  be  avoided,  as  the  gritty  spatterings  injure 
its  bearings.  Make  exception  only  to  work  machined  in  a 
chuck  of  an  engine  lathe  which  must  be  polished  before  it  i^ 
removed. 

An  eflfective  polishing  speed  for  emery,  alundum,  car- 
borundum or  aloxite  cloth  is  between  5000  and  6000  F.P.M.; 
that  is,  surface  speed  of  about  a  mile  a  minute  (5280  feet). 

It  is  not  always  possible  to  obtain  this  high  speed,  as  speed 
lathes  are  usually  belted  for  a  great  variety  of  work,  as  drilling, 
hand  turning,  etc.,  and  their  highest  speed  will  not  give  the 
maximum  polishing  speed  for  small  work. 

On  work  that  is  unbalanced,  it  is  not  desirable,  and  often 
dangerous,  to  polish  at  the  maximum  speed,  as  it  will  shake 
the  lathe  and  the  work  may  fly  off  the  centers.  It  is  best  to 
use  as  high  a  speed  as  the  nature  of  the  work  will  permit,  since 
the  polishing  can  then  be  done  with  less  labor  and  with  less 
tendency  to  destroy  the  truth  of  the  work. 

64.  Order  of  applying  different  numbers  of  emery  cloth.— 
If  the  work  is  carefully  finished,  limited  application  of  60 
and  90  will  produce  an  effective  polish;  and  if  the  work  is 
finished  extra  fine,  90  will  be  suflSicient.  If  a  more  brilliant 
polish  is  desired,  use  120  and  flour.  For  large  work  not  given 
a  fine  finish  it  may  be  necessary  to  begin  with  46  or  54. 

Apply  60  emery  first  with  hard  pressure  until  all   tool 
marks  and  scratches  are  removed  and  the  pores  in  the  metal 
have  nearly  disappeared.    Then  apply  90  emery  with  lighter ' 
pressure  until  all  evidence  of  60  is  removed.     If  on  applying 
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90,  tool  marks,  deep  scratches,  or  large  pores  appear,  return 
at  once  to  60  emery.  Follow  this  method  in  applying  succes- 
ave  grades  of  emery. 

Use  lard  oil  on  the  emery  cloth  or  work,  distribuUng  it  with 
the  fingers. 

65.  To  polish  flange,  Fig.  42.  —  Oil  speed  lathe  and  shift 
belt  to  highest  speed.  Press  mandrel  into  flange  A,  which  has 
been  carefully  finished  by  turning,  filing,  and  scraping.  Fasten 
dog  on  mandrel.  Mount  and  adjust  on  centers.  Wrap  a 
strip  of  No.  60  emery  cloth  B  around  end  of  wedge-shaped  soft- 
pine  stick  C.  Drop  a  little  oil  on  emery  cloth  or  flange  and 
distribute  with  fingers.  Start  lathe  and  pivot  stick  on  rest  D 
which  should  be  clamped  from  2"  to  2^'  from  the  work. 

Keep  emery  moving  back  and  forth  slowly  along  the  work 
so  that  the  marks  will  cross  and  recross  each  other,  to  avoid 
cutting  grooves.  Grades  60  and  90  will  produce  a  good  pol- 
ish on  a  flange. 

To  polish  radial  face  of  flange,  clamp  rest  D  parcel  to  face 
and  from  2"  to  2)*  distant.    Apply  emery  cloth  in  same  ord^ 


Fia.  42.  —  PousRiHO  a.  Fi.ANaB  iit  Speid  Laths. 

as  on  hub.  Keep  emery  moving  slowly,  advance  and  recede  in 
short  strokes  toward  the  center  to  avoid  cutting  grooves,  then 
recede  in  the  same  order.  To  polish  the  fillet,  move  emery 
doth  back  and  forth  in  short  strokes  following  the  curve. 
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66.  To  polish  a  shaft  vith  wood  polishmg  clamp,  AA' 
Fig.  43,  hinged  by  leather  at  end.  —  Oil  speed  lathe  and  shift 
belt  to  highest  speed.  Place  dog  on  shaft  with  copper  under 
set  screw,  and  mount  shaft  on  centers.  Drop  a  httle  oil  on 
emeiy  cloth  or  shaft  and  distribute  with  the  fingers.    Wrap 


Fia.  43.  —  PoLiBHiNa  a  Shaft  in  Bfeed  Lathb. 

emery  cloth  B  around  shaft  C  in  one  fold  only,  and  hold  end 
as  at  D,  to  prevent  it  from  winding  around  shaft.  Apply 
pressure  with  the  left  hand,  and  with  the  right  move  clamp 
back  and  forth  in  short  strokes  along  shaft  so  that  the  marks 
will  cross  and  recross  each  other.  Move  clamp  continuously 
when  in  contact  with  revolving  work,  otherwise  emery  will  cut 
grooves.  Grades  60  and  90  will  produce  a  good  polish  on  a 
shaft. 

67.  To  polish  brass  and  copper,  use  a  £ner  emery  cloth  tbui 
for  steel  or  iron,  as  the  material  is  softer.  Start  with  a  No.  90, 
continue  with  No.  120  flour,  and  crocus  cloth.  If  a  more 
brilliant  luster  is  desired,  the  work  may  be  buffed. 

For  Polishing  and  Buffing  with  Wheels  and  Belts,  mi 
Lacquering,  see  p.  440.  i 
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Attention,  —  Use  oil  sparingly  to  avoid  excessive  spatter- 
ing. Do  not  allow  the  emery  cloth  to  slip  off  the  edge  of 
work  as  it  will  round  the  corners.  Adjust  mandrel,  or  work 
freely  on  centers,  and  occasionally  loosen  and  oil  dead  center, 
as  the  heat  generated  will  expand  the  work  or  mandrel  and 
bum  oflf  the  dead  center. 

To  lay  lines  uniformly  after  work  is  polished,  moisten  a 
piece  of  worn  emery  cloth  of  fine  grade  with  oil  (or  oil  the 
work,  distributing  it  with  the  fingers)  and  move  the  emery 
cloth  slowly  along  the  work. 

Important.  —  If  holes  are  to  be  drilled  in  a  surface  that  is  to 
be  polished,  polish  the  surface  first  and  drill  the  holes  afterward. 

Warning. — To  avoid  excessive  vibration  of  lathe  when  pol- 
ishing which  may  cause  the  work  to  fly  oflf  the  centers,  use  a 
light  malleable  iron  dog. 

CURVE  TURNING  AND  FORMING 

68.  Curve  turning.  —  Small  outside  and  inside  rounds 
(convex  and  concave  surfaces),  ogees  and  other  irregular 
curves  may  be  rough  formed,  as  in  Fig.  44,  with  one  hand 
operating  the  cross  feed  and  the  other  the  long.  feed.    The  tool 
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Fig.  44.  —  Curve  Turning,  Operating  Feeds  by  Hand. 

for  the  inside  round  is  moved,  approximately  to  the  correct 
curve,  repeatedly  from  A  to  B;  for  the  outside  round,  from 
C  to  D  and  from  C  to  E.  By  moving  one  feed  more  rapidly 
than  the  other,  as  the  curve  may  require,  good  results  may  be 
obtained.     If  the  work  is  slender  or  the  curve  large,  it  is 
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usually  finished  with  hand  tools  in  the  speed  lathe  (see  Tem^ 

plet,  p.  437).    If  the  curve  is  small  and  work  stiff,  forming 

tools  may  be  used. 
69.  Forming  tools  for  engine    lathe  work    are  used  for 

forming  duplicate  pieces.  They  may  be 
made  by  milling  or  filing.  If  much  stock 
has  to  be  removed,  rough  form  with  a 
suitable  lathe  tool.  Forming  tool  A^ 
Fig.  45,  is  rounding  the  end  of  shaft, 
after  which  it  may  be  filed  and  polished. 
Forming  tools  are  also  used  in  turret 

Fig.  46.--F0RMING  WITH  lathes,  screw  machines  and  planers. 
Forged  Tool.  70.  Forming  cutters  and  holders.  - 

Forming  cutters,  to  fit  thread  tool  holders,  are  obtainable. 

In  Fig.  46,  forming  cutter  A,  held  in  holder  B,  is  formiDg 

wheel  C. 


HANO 
WHKL 


Fig.  46.  —  Forming  with  Holder  and  Cutter. 


The  manufacturing  method  of  machining  hand  wheel  rims 
is  to  mill  them  with  a  vertical  milling  machine  or  form  them  in 
a  special  machine  which  carries  a  pointed  tool  mounted  on  ft 
turn  table  around  the  curve.     See  pp.  l27,  309. 
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IffAEING  FORMED  MACHINB  HANDLES 

71.  Single  handles  afe  made  as  outlined  in  Figs.  47,  48, 
49.  When  manufactured  in  quantities,  they  are  drop-forged 
to  shape  or  made  from  bar  stock  with  a  forming  tool  in 


oeAo 

CENTER 


FlQ.  47.  —  CURVB  TURNINO  WITH  HaND  ToOLS.      TbSTING 

WITH  TSMPLST. 


Fig.  48.  —  Finishino  Formed  Handijb  with  Hand  Tools. 

OvEBHXAD  Turning. 

a  turret  lathe.    By  either  of  the  latter  methods,  they  require 
but  a  small  amount  of  hand  finishing. 

72«  Templets  of  sheet  brass  or  steel,  E,  Fig.  47,  are  used 
for  duplicate  work,  serving  as  a  pattern  or  guide  to  uniform 
production. 
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They  are  lined  out  from  specifications  on  the  drawing,  aod 
are  rough  cut  by  chipping,  or  with  shears,  and  finished  by 
filing-  Templets  are  used  as  guides  when  rough  turning  or 
planing,  and  for  careful  tests  when  finishing. 

73.  To  make  a  foimed  machine  handle  to  templet,  Fig.  49. 

/j 
...      /I       . 


"T 


Fio.  49.  —  Schedule  Drawing  op  Machine  Handle. 

^eciflcations:  Materia],  machine  Steele's' to  }' large;  wdght,15oi. 
Hardness,  15  to  16  (scleroscope). 

True  live  center.  Set  dead  center  in  approximate  alinement. 
Lard  oil  may  or  may  not  be  used  in  squaring  and  turning  steel  or 
wrought  iron.  Carbon-Bt«el  or  stellite  cutting  tools. 
Time :  Study  drawing  and  schedule  in  advance,  5  mJn.  —  Oil  lithe, 
6  min.  —  Center  and  square,  10  min,  —  Rough  turn,  10  miD.— 
Rough  form,  10  min.  —  Finish  with  hand  tools,  30  min. — Fileud 
polish,  14  min.  —  Clean  lathes,  5  min.  —  Total,  1  h.  30  min, 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


File  ends  flat. 
Ceuter,  (1),  <a). 


Rough  square,  (J),  (i)  to  3}". 
See  Step  Method  or  Rough 
t^quaring,  p.  Soi. 


Centering      macb 
Drill,  1250  It.P.M. 

Countersink,      70 
R.P.M. 
Engine    lathe,    12    t 
IG'.  2d°pee<l,or3 
F.P.M.    Hand  feed. 
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Reoenter.    Omit  finish  square. 

Rough  torn  ^'  (ff),  large. 
One  cut.  Turn  one-half  of 
length,  reverse  and  turn  the 
other  half. 

Rough  turn  (6),  ik'  lai'Se. 
One  cut.  Turn  (eOi  to 
about  1^*  from  end. 

Hold  in  vise  and  mark  lines  1' 
from  each  end  at  (A)  and 
(B). 

Rough  turn  ^'  large,  (7). 
Two  or  three  cuts. 

Rough  turn  convex  parts  (8), 
(0),  and  concave  part  (10), 
several  cuts.  Operate  both 
feeds  in  combination,  by 
hand,  and  test  with  templet, 
as  at  E,  Fig.  47. 

Rough  turn  with  graver,  (11), 
(12).  See  /I  and  A',  Fig. 
47.  Test  often  with  tem- 
plet. 

Rough  turn,  (13).  See  B, 
Fig.  47.  Test  with  templet 
and  calipers  at  diameters 
i*  and  1'. 

Fimsh  turn,  (14),  (10).  See 
C,  Fig.  48. 

Finish  turn,  (16).  See  D, 
Fig.  48. 

Hnish  turn,  (17). 


Rough  and  finish  turn,  (18). 
Copy  the  reverse  curve  (the 
ogee)  as  accurately  as  can 
be  determined  by  the  eye, 
or  make  a  templet  from 
specifications  or  curve  on 
drawing.    See  p.  437. 

File,  (18)  and  (16) 


Speed  lathe,  2d  or  3d 
speed. 

2d  speed,  or  35  F.P.M. 
Medium  power  feed 
—  SOtol*. 


Vise. 


3d  speed,  or  35  F.P.M. 
Medium  power  feed 
—  80tol^ 

3d  speed,  or  50  F  J*.M; 


Speed  Uthe,  8  to  12^, 
2d  speed,  or  150  or 
F.P.M. 


3d  speed,  or  225 
F.P.M. 


Engine  lathe,  12  to 
16',  3d  speed,  or 
50  F.P.M.  Fine 
power  feed  — 140 
tol*. 

Speed  lathe,  3d  speed, 
or  225  F.P.M. 


Polish,  (18). 


Speed   lathe,  highest 
speed. 


Diamond-point  tool , 
or  holder  and  cut- 
ter, 35"*  rake,  cali- 
pers, rule. 


Copper  sulphate, 
scriber,  rule. 

Capers,  rule. 


Copper  under  set 
screw  of  dog,  dia- 
mond-point tool,  or 
holder  and  cutter, 
35®  rake,  templet. 

Graver. 


Round  -  nose  hand 
tool,  templet,  cal- 
ipers, rule. 

Graver,  templet,  cali- 
pers, rule. 

Round-hand  tool 

templet,  calipers, 
rule. 

Diamond-point  tool, 
or  holder  and  cut- 
ter, 35**  rake,  cali- 
pers, rule. 

Graver,      round-nose 
hand  tool. 
Use  two  pieces  of 
copper  under  No.  2 
clamp  dog. 


5"^  to  8'  half-round 
smooth  file. 

60,  00,  120  and  flour 
emery  cloth  and 
stick,  oil. 


440  ADVANCED  MACHINE  WORK 


File,  (14)  and  (15). 

Pollah.  (14)  and  (10). 
Stamp  name  or  initaale,  (19). 

(File  off  burr.) 

3d    speed,    or 
F.PJI. 

Vise. 

175 

S'toKTmill  bastard 
filew 

Steel  name  stamp, 
hammer,  copper 
jaws. 

Attention.  —  Part  17  is  usuaUy  fitted  to  a  hand  wheel,  or  other 
machine  part,  by  a  forcing  or  threaded  fit;  if  so^  operation  17  is  omitted 
to  allow  the  desired  fit  to  be  made  later. 

Note.  —  The  machine  handle  may  be  finished  with  graver  and  round- 
nose  hand  tool  used  horizontally,  as  in  Fig.  47,  or  with  graver  and 
round  hand  tool,  by  overhead  turning,  as  in  Fig.  48. 

POLISHING,  BUFFING,  AND  LACQUERING 

74.  Polishing  and  buflbig  with  wheels  and  belts.  — The 
term  polishing  is  applied  to  the  production  of  surfaces  of  the 
ordinary  degree  of  finish;  and  buffing,  to  the  production  of 
brilliant  lustre.  These  methods  are  employed  upon  castings 
and  forgings  which  require  lustre  rather  than  accuracy;  and 
on  work  of  irregular  outline,  as  automobile  and  bicycle  parts, 
electrical  instruments,  silverware  and  nickel-plated  work. 
The  polishing  is  done  on  felt  wheels  and  canvas  belts  to  which 
emery  is  glued. 

Buffing  is  done  on  cloth  wheels  of  cotton  or  muslin  charged 
with  flour  of  emery,  crocus,  tripoli,  rouge,  etc.,  according  to 
grade  of  lustre  desired.  The  work  is  held  with  the  hands  and 
brought  against  the  revolving  wheel  or  belt,  moved  and 
turned,  changing  from  a  coarse  to  a  finer  wheel  and  so  on, 
and  then  continued  on  the  buffing  wheels. 

76.  Lacquering  is  coating  highly  polished  useful  and  orna- 
mental articles  of  silver,  brass,  bronze,  etc.,  with  a  liquid 
called  lacquer  to  prevent  them  from  tarnishing  or  oxidizing. 
Some  lacquers  are  transparent,  others  are  colored,  according 
to  the  shade  desired  upon  the  work.  To  lacquer,  clean  work 
by  wiping  or,  preferably,  by  dipping  in  a  solution  of  potash 
and  apply  lacquer  with  a  brush.  Some  work  is  dipped  in  a 
tank  of  lacquer. 
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SECTION  6 

LATHE  WORK 

Inside  Calipers  and  Inside  Micrometers.    Boring  and  Inside  Threading. 

Square  Threads.  Acme  Standard  or  29"*  Threads.  Multiple  Threads. 

Brass  Finishing.     Alinement  Drilling  and  Tapping. 

DiiUingy  Tapping  and  Hand  Threading  In 

Speed  Lathe.    Broaching    Holes, 

Keyways  and  Slots. 

INSIDE  CALIPERS  AND  INSIDE  MICROMETERS 

1.  To  set  ixudde  calipers.  Fig.  1.  —  Hold  rule  A  perpen- 
dicularly  against  carriage  B,  Place  calipers  C  with  point  at  Z), 
and  adjust  nut  E  until  other  point  coincides  with  middle  of 
liae  F. 


CARRIAGE   B 


STiEL 
RULE    A  — 


FiQ.  1.  —  Setting  Inside  Califebs. 

Another  method  is  to  set  calipers  to  a  standard  ring  gage, 
or  to  a  hole  of  the  desired  diameter  in  any  piece  of  work. 

2.  To  measure  diameters  of  holes  with  inside  calipers. — 
Work  to  be  measured  may  be  held  in  any  position  on  the  bench, 
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in  vise  or  chuck.  To  measure  work  G,  Fig.  2,  in  chuck  H, 
set  calipers  K  to  size  and  insert  point  M  in  the  lower  side 
of  hole,  and  steady  with  finger  while  a  gentle  effort  is  made  to 


Fia.  2.  —  UEASuiaKQ  with  Inside  Caufebs. 

insert  point  N,  pivoting  calipers  on  point  M  by  r^^ng  and 
lowering  the  outer  end;  also  move  point  N  to  right  and  left  to 
locate  maximum  diameter. 

3.  To  adjust  the  tool  to  bore  a  hole  to  diameter  to  which 
inside  calipers  are  set. — Take  trial  cuts  and  test  frequently  with 
calipers.    See  pp.  604,  Bos. 

4.  Small  inside  micrometer  calipers,  Up.  3,  4  and  5,  are 
obtainable   in   two   ^zes,    one    measuring  from  tno-teotlis 


Fio.  3.  —  MEnBUBtNQ  WITH  1'  Inside  Hicrouetkb. 

of  an  inch  to  one  inch,   and  the  other  from  one  inch  to  tno 
inches. 


INSIDE  CALIPERS  AND  INSIDE  MICROMETERS 
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Except  that  the  barrels  are  figured  from  right  to  left,  they 
are  similar  to  outside  micrometers  having  40  threads  to  the 
inch. 

The  reading  of  the  one-inch  micrometer  in  Fig.  3  equals 
10  X  .025  ■=  .250'  +  .002  =  .252"  or  J'  +  .002". 


In  Fig.  4  a  two-inch  micrometer  is  shown  as  used  to  measure 
the  liole  in  bushing  A. 

Solid  jaw  B  is  placed  against  the  lower  wall  of  hole. 

Sliding  jaw  C  is  moved  against  the  upper  wall  of  hole  by 
turning  thimble  D  to  right.  The  hole  is  bored  out  with  a  bor- 
ing tool  (see  pp.  604,  605)  until  the  two-inch  micrometer  reads 
2  X  .025"  -  .050". 

1'  +  .050"  —  1.050"  diameter  of  bore  of  bushing,  as  in 
Kg.  5. 

6.  Large  inride  micrometer  caliper.  —  Fig.  6  consists  of 
barrel  A  graduated  into  40  divisions  to  the  inch,  thimble  B 
graduated  Into  25  divisions,  attached  to  a  screw  having  40 
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threads  to  the  inch,  passing  through  a  nut  in  end  of  barrel  A. 
The  screw  has  a  movement  of  half  an  inch.  Measuring  point 
C  is  fixed  to  the  thimble,  but  measuring  point  or  rod  D  is 
held  in  chuck  E  and  clamped  by  nut  F  and  is  removable  in 


Fig.  6.  —  Measuring  Bore  of  Cylinder  with  Large  Insidi 

MiCROBfETER. 

order  to  insert  extension  rods,  a  number  being  supplied  vaiy- 
ing  in  length  by  half  an  inch  (^^),  one  being  shown  at  6. 
Adjustment  for  wear  on  rods  is  provided  by  adjusting  nuts 
H,  Fig.  6  shows  how  the  micrometer  is  used  to  measure  the 
bore  of  a  cylinder.  The  net  length  of  micrometer  is  W  and  the 
reading  is  3.200"  +  2  X  .025  =  3.250"- 

BORING  AND  INSIDE  THREADING 

6.  Boring  tools.  —  Fig.  7  shows  a  forged  boring  or  inside 
turning  tool.  Cutting  edges  A  and  B  must  be  shaped  with 
accuracy.    The  point  is  rounded  slightly  in  order  to  make  it 


^ 


TOP  View 


s 


\ 


tlOE  View 


Fig.  7.  —  Forged  Boring  Tool. 


cut  smoothly,  and,  also,  not  dull  quickly;  if  rounded  too  much, 
the  tool  will  spring  away  from  the  cut,  or  chatter. 


BORING  AND  INSIDE  THREADING 
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7.  To  set  and  use  boring  tool  in  lathe.  —  Fig.  8. 


DEAD 
CENTER 


Fig.  8.  —  Boring  in  Engine  Lathb. 


SCHEDULE  OF  OPERATIONS 


1.  True  up  cored  work  C  in 
chuck  D  and  face  front  end. 

2.  Set  tool  E  height  of  dead 
center  /  as  at  H',  reverse  tool 
and  post  F  into  position  parallel 
to  ways  of  lathe  and  clamp 
tightly  on  G. 

3.  Run  tool  in  length  of  hole 


to  see  that  shank  clears  walls, 
also  chalk  top  of  tool  to  show 
length  of  hole. 

4.  Rough  bore  hole  and  caliper 
frequently. 

5.  Tal^  two  or  three  light 
finishing  cuts  to  leave  hole  smooth 
and  true.    See  pp.  501-603. 


Attention, — A  method  sometimes  used  to  bore  a  straight  and 
smooth  hole  is  to  take  a  light  finishing  cut  inward^  then  reverse  the 
feed  and  let  the  tool  cut  outward. 

Note,  —  While  a  boring  tool  will  cut  satisfactorily  if  set  at  height  of 
centers,  as  H',  Fig.  8,  still,  the  tool  will  cut  better  if  set  below  the 
centers,  the  amount  increasing  with  the  diameter  of  the  hole,  as  is 
inversely  true  with  outside  turning  tools.    See  pp.  l33,  l34. 

This,  however,  is  not  always  possible,  especially  in  small  holes  as 
the  size  of  tool  will  not  allow  sufficient  dearanoe  and  will  cause  it  to 
ride  on  the  wall  of  the  hole,  which  must  be  avoided. 

8.  Squaring  of  an  inside  shoulder  with  the  tool  K,  Fig. 
9.  L  is  a  section  taken  at  MN.  The  rounded  point  of 
a  boring  tool  leaves  a  fillet  at  the  termination  of  the  cut  and  if 
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a  square  shoulder  is  desired  an  inside  squaring  tool  is  used  to 
remove  the  fillet  and  square  the  shoulder  by  cutting  to  or  from 
the  center. 


+ 


N 

FiQ.  9.  —  Inside  Squaring  Tool. 

9.  Boring  holders    and    cutters    are    used    in   the    same 
manner  as  a  forged  tool.      A,  Fig.  10,  shows   holder  and 

^SS^^SSSS^      double-end  cutter  rough  boring 

a  cored   hole,    B,   in   work   C. 

For  inside  squaring  a  special  cap 

is  supplied  which  holds  the  cutter 

at  an  angle  of  45^  as  at  D.     See 

No.  20,  Chart,  p.  309.  pia.  11.— 

Boring  and  In-       At  E,  Fig.  11,  a  right-bent  out-  Boring  and 

SIDE  Squaring  side  holder  and  cutter  is  shown      Facing  with 

WITH  Holders  , used    as   a  boring  tool  and  for      BentHoldeb 

AND  CumsRS.    squaring   and  facing  as   at   F.      ^"^  ^^''• 

For  boring  long  holes  it  is  more  practical  to  use  drills,  boring 

bars,  boring  heads,  etc. 

10.  Inside  threading  tools.  United  States  Standard  or  Sharp 
V  threads.  —  Fig.  12  shows  point  of  inside  threading  tool.    It 


Fig.  10.  — 


A 

B 


:?^ 


s 


\ 


Fig.  12.  —  Inside  V-Threading  Tool. 

may  be  ground  as  at  A  and  B  for  United  States  Standard  or 
Sharp  V  threads.  It  is  similar  to  a  boring  tool.  See  No.  34, 
Chart,  p.  127. 


BORING  AND  INSIDE  THREADINO 


The  method  of  setting  an  inside  United  States  Standard  or 
Bbarp  V-threading  tool  at  right  angles  to  the  work  is  shown 


Tvn 


in  ^g.  13.     Work  C  is  held  in  chuck  D  and  is  bored  to  «ze 
nod  end  rough  and  finish  squared.    Tool  E  is  then  set  to 
gage  F. 
11.  To  cut  an  inside  thread  in  lathe.  —  Fig.  14. 


-Pui.  H.  —  Inbidb  THSEADiNa  ik  Enqine  Latbk. 
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SCHEDULE  OF  OPERATIONS 


J 


1.  True  up  work  O  in  chuck 
Hf  square  end  and  bore  hole  about 
^^  larger  than  root  diameter  of 
screw  that  it  is  to  fit.  See  Table 
of  Tap  Drills  and  Screw  Cutting, 
Principles  of  Machine  Work, 

2.  Assemble  holder  J,  cutter 
bar  K,  threading  tool  L,  which 
should  be  ground  to  fit  thread 
gage,  and  clamp  in  tool  post  M 
supported  by  blocks  JV^  and  N^ 
in  tool  block  P. 

Adjust  tool  to  height  of  center, 
set  by  gage  F,  Fig.  13,  and 
clamp  bar  and  cutter  firmly  by 
screw  Q  and  cap  R. 

3.  The  cutter  may  be  removed, 
reground  and  reset  to  resume  its 
cut  by  means  of  cap  R. 

4.  Clamp  thread  stop  ^  to 
slide  T  by  screw  U  and  adjust 
feed  of  tool  by  rotating  nurled 
head  W  which  is  fast  on  screw  V. 

5.  Rough  thread  with  cuts 
from  .003''  to  .004*  nearly  to  size. 
Finish  thread  with  cuts  from  .001* 


to  .002*  until  thread  fits  scre^ 
as  follows:  | 

Set  outside  calipers  to  the  out 
side  of  the  thread,  then  transfe 
setting  to  inside  calipers  or  to  j 
wire  filed  to  fit  outside  caliper^ 
and  pointed  at  each  end  mat\ 
acute  than  the  thread.  Cui 
thread  slightly  smaller  than  insidi 
calipers  or  wire,  then  test  it  witl 
the  screw. 

If  work  is  to  fit  a  lathe  spmdk 
or  other  work  that  cannot  b( 
removed,  take  chuck  and  worl 
from  lathe,  clean,  oil,  and  try  oi 
the  screw.  If  it  does  not  fil 
take  another  light  cut,  and  s( 
on  until  desired  fit  is  obtained. 

AitenHon. — If  work  is  cast  iroii 
thread  dry;  if  steel  or  wrougW 
iron,  use  lard  oil. 

Use  oil  for  all  materials  when 
fitting  to  screw  or  work  ma) 
seize  screw  and  have  to  be  split 
off,  thereby  destroying  work  and 
possibly  the  screw. 


12.  To  finish  tap  the  back  plate  of  a  chuck,  Fig.  15.-^ 
When  cutting  an  accurate  thread  such  as  that  in  a  back 
plate,  A,  of  a  chuck  or  face  plate  of  a  lathe,  it  is  best,  if  a 
suitable  tap  is  available,  to  cut  about  three-quarters  of  a  full 
thread  with  a  threading  tool,  then  finish  tap  as  in  Fig.  15. 
Clean  and  oil  thread  and  tap  and  place  tap  wrench  B  on  tap 
C,  and  mount  on  dead  center  with  tap  in  thread.  Start  tap 
carefully  so  that  it  will  follow  the  thread  already  cut  and  not 
split  and  destroy  it.  Pull  belt  D  by  hand  and  follow  tap  with 
dead  center  with  handle  E.  To  back  out  tap,  unclamp  foot- 
stock  and  run  lathe  backward  by  hand  or  by  power.  Then 
square  up  end  F  and  bore  out  about  two  threads,  as  at  (r,  to 
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permit  screwiag  pUto  to  shoulder  on  nose  of  spindle  or  on 
I  maadrel  to  be  machined. 

13.   Interrupted  thread   tap,   E^g.  15.  —  Instead  of  using 
idjustable  tap  C,  with  regular  thread,  preferably,  use  an 

CNQINE  LATHE— OEM  HCADSTOOK 


Pro.  15.  —  FiNisHiKa  Thrbad  with  a.  Tap. 

interrupted  thread  tap,  aa  at  H,  which  is  otitainable.  This 
tap  requires  less  power  to  drive  it.  Every  other  tooth  is  cut 
away.  The  teeth  of  each  land  follow  in  the  spaces  of  the  land 
preceding  aa  shown  by  arrows  /  and  K. 

U.  Engine  lathe,  gear  headstock,  Fig.  15,  shows  an  en- 
pne  lathe  equipped  with  a  gear  speed  change  located  in  the 
head  in  place  of  the  cone  pulley.  The  different  speeds  and 
positions  of  the  levers  L  and  M  to  obtain  them  are  given 
in  a  table  at  N. 

Attention.  —  Some  all-gear  headstock  engine  lathes  have  a 
variable  speed  countershaft  to  pve  a  still  greater  variety  of 
speeds. 

This  lathe  is  also  equipped  with  a  rapid  change-gear 
mechanism  for  feeds  and  threads.  In  a  table  at  P  are  given 
the  different  threads,  and  positions  of  the  levers  Q,  R,  and 
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S,  to  obtain  them.    The  feed  is  usually  seven  times  threads 
per  inch. 
16.  To  cat  right  inside  thread  to  shoulder.  —  Elg.  16. 


SCHEDULE  OF  OPERATIONS 


1.  Work  A,  held  in  chuck   B, 

depth. 

2.  Cut  groove  C  to  full  diam- 
eter of  thread  with  mside  form- 
ing tool. 

3.  Mark  line  £  vitii  chalk  lo 
uidicate    when    tool    D   reaches 

■groove. 

4.  Cut  thread  to  denred  depth. 

16.  To  cut  a  left  inside  thread  to  a  shoulder,  or  any  portioQ 
of  the  hole  leas  than  its  entire  length,  cut  groove  aa  at  C,  fig' 
16,  from  which  start  tool  outward,  and  make  a  mark  at  £  to 
know  when  to  adjust  the  tool  forward  into  groove  preparatorj' 
to  starting  to  cut  outward. 

SQUARE  THREADS 

17.  Square  threads,  Big.  17,  right  or  left,  are  used  for  screws  to 
transmit  motion,  as  the  cross  feed  and  lead  screws  of  an  engine 
lathe,  valve  stems,  presses,  rock  drill  feed  screws,  etc.  They  can- 
not be  cut  successfully  with  dies,  or  milled  with  a  thread  millmg 
machine.    See  Acme  Standard  or  29"  Threads,  pp.  821-631. 


SQUARE  THREADS  fill 

ihe  tmckness  of  thread  and  width  of  space  are  each  nomi- 
nally one-half  the  pitch.  The  depth  ia  one-half  pitch  plus 
~  clearance.  The  fit  is  on  the  sides  of  the  thread  with 
'■  trance  top  and  bottom.  A  larger  clearance  is  advisable  for 
«i^  (t&aieters  and  coarse  pitches. 


^1. 17,  —  Sectionu.  View  of  Sqdabb  Thrbav  Scmw  amd  Not. 
NAMES  OF  PRINCIPAL  PARTS  OF  SQUARE  THREAD 


C— Pitch. 

^-  —  Diameter  standard. 

^■  — Root  diameter  (which  is 
*l»rootdiameterof  tap). 

^—Diameter  of  bottom  of 
"uC  (which  is  also  diameter  of 


O.  —  Bore  of  nut. 

H  and  H',  clearances;  same  for 
aS  pitches.  H  made  bjr  cutting 
the  thread  ,005'  deeper  than  J  P. 

H'  made  by  making  tap.  01* 
larger  in  diameter  than  Z>. 


18.  To  obtain  parts  of  Square  thread.  — 
Width  of  tool  for  screw  thread  = 


No.  of  threads  per  inch 
Width  of  tool  for  tap  thread  - 

I 

No.  of  threads  per  inch 
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.0005'  for  each  linear  inch  of  nut  for  ehrinksge  of  tap. 
Diameter  of  screw     =  any 

IMameter  of  tap         =  diameter  of  screw  +  .010' 
IMameter  of  screw  or  tap  at  root  of  thread  — 
diameter  of  screw  — 

.010'. 


No.  threads  per  inch 
Diameter  to  bore  nut  -  diameter  of 


No.  of  threads  per  inch 
Clearance  •■  .005',  top  and  bottom  of  thread. 
19.  Table  of  Square  threads.  —  While  any  pitch  may  be 
assumed,  it  is  best,  when  it  will  answer  the  purpose,  to  use 
whole  numbers  of  threads  per  inch  as  near  aa  possible  t« 
three-quarters  of  the  United  States  Standard  thread.  See 
p.  323. 


Diameter. 

TUBBADS 

Per  Inch. 

DlAHBTEB. 

Threadb 
Per  Inch. 

l 

10 
» 

8 

7 

1' 
IK 

e 

6 

4 
3 

20.  Square  threading  tool,  Fig.  IS. 


*no'<^  c 

—  Outside  Square  Threading  Tool. 


A,  top  face,  B,  side  view  partially  rotated,  and  C,  end  view. 
DE  and  FG  inclined  to  line  QR  to  ^ve  clearance. 


TO  FIND  INCLINATION  OF  THREAD 


613 


21.  To  find  inclination  of  thread  and  to  file  tool. 

SCHEDULE  OF  OPERATIONS 


iiiiiiiiiijijiu 


H  M      K 

FiQ.  19.  —  Making   a   Templet  and  SBmNa  Gage  to  Angle  ov 
Inclination  for  Square  Threading  Tool. 


Inclination.    Fig.  19. 


1.  File  line  HK  true. 

2.  Draw  XL  at  90^  to  HK. 

3.  Make  KL  equal  to  circum- 
ference at  root  of  thread. 

4.  Make  MK  equal  to  pitch. 


5.  File  to  LAf  which  gives 
inclination  of  thread  and  use  as 
a  templet  to  test  tool  or  omit 
filing  and  set  angle  gage  U,  Fig. 
19,  to  angle  LM  as  at  F. 


i  1 1 1 1  •  1 1  •  I  {|  1 1  •••' :  •n'i'nTsi 


.1   >    *   »- 


r     \ 

i 


X'       X 

Fig.  20.  —  Testing  Inclination  of  Square  Threading  Tool 

wiFH  Angle  Gage. 


To  File  Tool 

1.  File  bottom  of  tool  flat,  and 
end  square  as  in  Fig.  18.  File 
sides  with  an  8^  or  10*  hand 
smooth  file  and  8^  dead  smooth 
file  to  give  inclination,  clearance, 
and  size. 

2.  Test  tool  with  gage  17  as  at 
X  and  X'f  Fig.  20,  or  with  sheet 


Fig.  20. 

metal  templet  V,  as  in  Fig.  19. 

3.  Measure    with    micrometer 
calipers. 

4.  Harden  and  temper  to  a 
straw  color. 

5.  Grind  on  end  and  a  little  on 
top. 

Do  not  grind  on  Bides. 


Attention,  —  The  amount  of  inclination  varies  with  different  pitches 
And  diameters,  but  with  a  generous  side  clearance  one  tool  will  do 
for  several  diameters.     The  tool  is  parallel  from  0^  to  P,  Fig.  18. 
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For  very  ooarse  pitches  tool  is  narrower  at  P  than  at  O'.  For  fine 
pitches  top  face  A  is  ground  horizontal;  for  coarse  threads  it  is  ground 
on  line  ST  at  right  angles  to  line  QR. 

Note,  — The  tool  may  be  foiiged,  and  ground  to  the  proper  angle 
with  a  universal  tool  grinder,  see  Principles  of  Machine  Work,  then 
hardened  and  tempered,  reground  and  the  filing  omitted. 

22.  An  outside  Square  threading  holder  and  cutter  is  shown 
at  A  and  B,  Fig.  21.  Holder  C  supports  cutter  D.  Clamp  E 
and  bolt  F  fasten  cutter  to  holder  and  hold  different  widths  of 


CUTTER 


HOLDER  C 


A  B 

Fig.  21.  —  Outside  Square  Threading  Holder  and -Cutter. 


cutters.  Cutter  is  ground  upon  end  G  only, 
finishing  cutters  are  used  for  coarse  threads, 
left  threads. 


Roughing  and 
End  H  is  for 


23.  Method  of  setting  outside  Square  threading  tool. — 
Fasten  tool  A,  Fig.  22,  in  tool-post  lightly  and  adjust  to 
height  of  dead  center.     Mount  screw  blank  B  on  centers. 


SCREW    BLANK 


III  MM 
lllllllllllllll 


TTTnrr 

Hihlilililili 


I 

c 

RULE 


^ 


8i«iH'|'i«!M«|MiiMii«i5i'Mj 

liiiiiiliUiiiil 


TOOL 

-A 


V 


RULE 


Fig.  22.  —  Setting  Square  Threading  Tool  wcth 

Steel  Rule. 


Place  steel  rule  C  against  blank  parallel  to  axis  and  rap 
tool  until  parallel  to  end  of  rule,  testing  from  both  sides  as 
at  C  and  C.     Fasten  tool  firmly. 


CUTTING  A  SQUARE  THREAD  SCREW 
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2L  An  inside  Square  threading  tool,  Fig.  23;  ia  used  for  cut- 
ting inside  threads.  The  blade  AB  is  inclined,  shaped  and 
sized  to  suit  thread  to  be  cut  in  the  same  manner  as  the  outside 
Square  threading  tool,  Fig.  20,  p.  6l2.    Inside  Square  threads 


TOP  VIEW 


U= 


e 


\ 


•IDE  VIEW 


FiQ.  23.  —  lNsn>E  Squabs  Thrbadinq  Tool. 

are  cut  also  by  inserting  properly  shaped  cutters  in  boring  tool 
holders.    See  No.  23,  Chart,  p.  309. 

26.  Method  of  setting  inside   Square    threading   tool. — 

Nut  blank  C,  Fig.  24,  is  held  in  chuck  D.  End  E  is  faced 
and  hole  bored  to  size.  Place  tool  0  in  tool-post  and  adjust 
to  height  of  dead  center  (see  No.  2,  p.  505)  and  fasten  lightly 


Fig.  24.  —  Settino  Inside  Square  Threading  Tool. 


in  approximate  position.    Hold  rule  F  against  end  E  and 
rap  tool  until  blade  of  tool  is  parallel  with  rule.    Then  clamp 

firmly. 
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26.  Roughing  tool.  —  For  Square  threads,  five  pitch  or 
coarser,  use  a  roughing  tool  .OW  less  in  width,  0,  Fig.  18, 
than  finishing  tool. 

27.  Square  thread  tap  1^^  diameter,  5  threads  to  V, 
Fig.  25,  is  used  to  tap  both  loose  and  fixed  nuts.  Loose  nuts 
are  usually  rough  threaded  in  the  engine  lathe  with  an  inside 
rough  Square  threading  tool,  Fig.  23,  then  finish  threaded 
with  one  or  more  taps. 


B 


1.04* 

1 


JKJ^^^^nnnnnfyuuviiifviAnnnnMiMMa 


104" 

HHHrniuiHiiuuunHilimmmHUUtiUl 


1/ 


Fio.  25.  —  Square  Thread  Tap,  H  x  5. 

For  fixed  nuts  such  as  parts  of  machine  frames,  one  or  two 
roughing  taps  are  used,  followed  with  the  finishing  tap. 

They  are  made  without  a  leader  as  at  il.  Fig.  25,  or  with 
plain  or  threaded  leaders.  A,  Fig.  33.  See  Alinement  Drill- 
ing and  Tapping,  p.  638. 

The  diameter  is  made  one-hundredth  of  an  inch  larger  than 
the  screw  for  clearance.  The  root  diameter  is  the  same  as  the 
screw.    See  pp.  6ll,  6l2. 

Shank  B  is  made  about  one-hundredth  of  an  inch  smaller 
than  the  bore  of  the  nut. 

These  taps  cannot  be  obtained  commercially,  but  must  be 
specially  made. 

20.  To  cut  a  Square  thread  screw.  Fig.  26. 


STOCK 

[2)  MACHINE  STEEL  (1 


FiQ.  26.  —  Schedule  Drawing  of  Square  Thread  Screw. 


CUTTING  A  SQUARE  THREAD  SCREW 
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Specifications:  Material,  machine  steel  A^  large;  weight,  3  lb.  8  oz. 
Hardness,  14  to  16  (scleroecope). 

True  live  center.     Set  dead  center  in  approximate  alinement. 
Hi^h-speed  steel  or  stellite  cutting  tools. 
Time  :  Study  drawing  and  schedule  in  advance,  5  min.  — 
Oil  li^the,  4  min.  —  Prepare  screw  blank,  1  h.  5  min.  — 
Rough  and  finish  thread  and  fit  to  nut,  1  h.  10  min.  —  (All  tools 
furnished.)  — 
Clean  lathe,  3  min.  —  Total,  2  h.  27  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND   TOOLS 


Opbrationb. 

liAOHiNEB,  Speeds, 
Fbeds. 

TOOLB. 

Center. 

Centering  machine. 

^2"  drill,  W  counter- 
sink, lard  oil. 

Rough  square,  (1),  (2). 

• 

Engine  lathe   12^   to 

Dog,    rule,    calipers. 

\er.   2d  or  3d  speed, 

side  tool,  36^'  rake. 

or60F.P.M.   Hand 

or  power  feed. 

Recenter. 

Speed  lathe,  driU,  4th 
speed;    countersink 
3d  speed. 

Finish  square,  (1),  (2). 

Engine  lathe,  3d  o^4th 
speed  or  80  F.P.M. 
Hand  or  power  feed. 

Rough  turn  A"  l»rge»'(8), 

one 

2d  or  3d  speed,  or  60 

Diamond-point     tool 

cut. 

F.P.M.           Coarse 

or  holder  and  cut- 

power feed  —  40  to 

ter,  35®  rake,  cali- 

1*. 

pers,  rule. 

Set  dead  center  in  accurate 

3d  or  4th  speed  or  80 

Dog,      copper,     dia- 

alinement to  turn  straight 

F.P.M.   Fine  power 

mond-point       tool 

using  this  shaft  or  a 

trial 

feed  —140  to  1'. 

or  holder  and  cut- 

piece    the    same    length. 

ter,  36^  rake,  mi- 

See pp.  Il6.  Il7. 

crometer. 

Fmish  turn  1.26'+  .003^ 

(4). 

3d  or  4ih  speed,  or  80 

Copper      imder      set 

F.P.M,   Fine  power 

screw  of  dog,  dia- 

feed -  140  to  1'. 

mond-point  tool  or 
holder  and  cutter, 
36®  rake,  microm- 
eter. 

PUe  1.26"  +  .001',  (5). 

4th  or  6th  speed,  or 

8'  or  10*  mill  bastard 

176  F.P.M. 

file. 

Polish  1.26^  (5). 

Speed   lathe,   highest 

60     and     90     emery 

speed. 

cloth,  polishing 
damps. 

Or  rough  turn  .01'  large, 

and 

See  Cylindrical  Grind- 

grind, after  threading. 

ing  Machine,  p.7oi. 
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Operations. 

Machines,  Speeds, 
Feeds. 

Toous. 

DrUl  hole,  (6). 

Speed      lathe. 

driU 

Center  punch,  A' 

chuck,    3d   or 

4th 

straight  shank  twist 

speed,      or 

1000 

drill,  V  center,  depth 

R.PJ£. 

gage,  lard  oil. 

Qrind  square  thread  roughing 

- 

tool. 

Set  tool  (see  p.  6 14)  and  thread 

Elngine  lathe. 

1st 

Forged  Square  thread 

stop,   arrange  lathe  for  5 

speed,  or  25  F.P.M. 

roughing  tool ,  width 

threads.     Pull  belt  down- 

.090*.   See  Fig.  18, 

ward  to  take  up  back-lash, 

or  use  holder  and 

loosen    set    screw    of    dog 

cutter,  see  Fig.  21, 

and  adjust  shaft  until  tool 

calipers,  rule,  lubri- 

terminates   in    hole,     (6). 

cate  freely  with  lard 

Tighten  set  screw. 

oil. 

Rough  thread  to  1.04*  -1-  .01^ 

(7),  twenty  cuts  .006''  each. 

Depth  of  thread  .100*. 

Bet  finishing  tool  to  cut  on 

Ist     speed,     or 

25 

Forged  finishing  tool, 

both    sides   of   groove    by 

F.P.M. 

width  .100*  +  .OOr 

loosening     dog,     adjusting 

for  fit,  1'  microme- 

shaft and  testing  cut  at  end 

ter,  file,  harden  and 

thread.    Tighten  set  screw. 

temper    and  grind 

Fuxish   thread   to  1.04',  (8), 

or  use  holder  and 

twenty  cuts  .005*,  two  cuts 

cutter,  calipers, 

.002*,  one  cut  .001*.  Depth 

rule,  lard  oil. 

of  thread  .105*. 

■ 

Turn  off  thick  end  thread,  (9), 

2d  or  3d  speed,  < 

urSO 

Diamond-point     and 

and  smooth  thread  with  file. 

FJ>.M.    Hand  feed. 

side  tools,  or  holder 

and    cutter,   8'  or 

10*  mill  bastard  file. 

File  top  of  threads  to  remove 

4th  or  5th  speed,  or 

8*  or  10*  mill  bastard 

burr. 

175  F.P.M. 

file. 

File  sides  of  thread  slightly  if 

Istspeed,  or  10  F.P.M. 

5*  or  6*  warding  bas- 

needed to  make  the  fit  easier. 

tard  file,  two  safe 

(Preferably    with    file    and 

edges. 

speed  reversed.) 

AtterUion. — Terminate  each  cut  as  follows:  stop  lathe  when  tool 
is  ^  or  ^  revolution  from  hole,  then  carefully  pull  belt  to  continue  cut 
almost  to  hole  and  end  the  cut  by  moving  tail  of  dog  in  slot  of  face  plate. 

Note.  —  Roughing  tool  may  be  removed,  ground,  and  reset  if  neces- 
sary, but  not  the  finishing  tool. 


SQUARE  THREAD  NUT 
,  To  niAke  a  Square  thread  nut,  Fig.  27. 


TAP   lj"  WA.  Q  THDS.  TO  l" 


Fra.  27.  —  ScHBDTnjg  Drawimq  c 


Jqdarb  Thread  Ntrr. 


Spedfications:  Preparing  nut  blank.    Rough  threading.    Tappmg. 

Material,  iron  casting,  cored;  weight,  1  lb.  6  oz. 

Hardness,  29  to  31  (scleroscope,) 

High-speed  steel  or  steUite  cutting  tools. 

Time:  Study  drawii^  and  schedule  in  adveuce,  5  min.  — 

Oil  lathe,  4  min.  —  Bore,  thread,  and  tap  nut,  40  min.— 

Square,  turn,  and  nurl  nut,  28  min.  —  (All  tools  furnished.)  — 

Clean  lathe,  3  min.  — Total,  1  h.  20  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


f^nuh  bore  hole,  (3),  two  or 


Enpne  lathe  12*  t 
la*.  3d  speed,  c 
lis  F.P.M. 

2d  or  3d  speed,  or  4 
F.P.M.  Hand  c 
power  feed. 

Ist  or  2d  speed,  or  4 
F.P.M.  Msdiui 
power  feed  —  80  t 


Hound-Qoee  tool,  or 
holder  Bud  cutter, 
16°  rake. 

Boring  tool,  see  p.  604. 
Inside  oUpen,  rule. 


I  or  i-gtoove  high- 
spaed  ttael  twist 
drill  (1.06'). 

ice  p.  4l0  sad  Prin- 
eipla  of  Machine 
Work. 


520 


ADVANCED  MACHINE  WORK 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Continued 


Opbrations. 


Set  inaide  Square  thread  tool 
(see  Fig.  24),  and  cut  re- 
cefls  for  improvued  gage  ^' 
Xir,  (8).    See  (A). 

Arrange  lathe  for  6  threads 
with  thread  stop  reversed. 

Rough  thread  to  li"  the  di- 
ameter of  gage  Af  (4),  fif- 
teen cuts,  .006'  each,  five 
cuts,  .002*  each.  Depth  of 
thread,  .100*'. 

Start  tap  in  lathe,  pull  belt 
downward  and  follow  with 
dead  center.  Be  sure  that 
tap  follows  thread  or  it  may- 
ream.  Remove  nut  and 
tap  to  reaming  stand  or 
vise,  and  finish  tapping,  (6). 

Mount  nut  on  nut  mandrel 
and  rough  square,  (6),  one 
or  two  cuts. 


Finish  square,  (6),  one  or  two 
cuts. 

Reverse  nut  and  square  to 
length  to  remove  recess, 
(7),  two  or  three  cuts. 

Rough  turn,  (8),  one  or  two 
cuts. 


Finish  turn,  (8),  one  cut. 


File,  (9). 

Nurl,  two  to  four  times,  (10). 
See  Machine  Nurling,  p.  636. 


File   comers   slightly   to   re- 
move burr,  (11),  (18). 


Machines,  Spssdb, 
Feeds. 


2d  speed  or  60  F.P  Ji. 
Hand  feed. 


Ist  speed,  or  30  F  J*  Ji. 


Reaming  stand  or  viae 
and  grooved  wooden 
jaws. 


2d  or  3d  speed,  or  40 
F.P.M. 


3d  or  4th  speed,  or  60 

F.P.M. 
2d  or  3d  speed  or  60 

F.P.M. 


1st  or  2d  speed,  or  36 
F.P.M.  Medium 
power  feed  —  80  to 
I''. 

2d  or  3d  speed,  or  60 
F.P.M. 


4th    speed,    or    175 

F.P.M. 
1st  or  2d  speed,  or  35 

F.P.M.         Medium 

power  feed  —  80  to 

1'. 
4th     speed     or     175 

F.P.M. 


TooiA, 


Forged  Square  thread 
tool,  width  .090*, 
or  holder  and  cut- 
ter, inside 
rule. 


Without  oil. 


li'X  5  Square  thread, 
tap  and  tap  wrench, 
lubricate  tap  freely 
with  lard  oil. 


H'XS  Square  thread 
nut  mandrel,  dog, 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule. 

Facing  tool  or  holder 
and  cutter. 

Round-nose  tool  or 
holder  and  cutter, 
and  facing  tool, 
calipers,  rule. 

Diamond-point  tool 
or  holder  and  cut- 
ter, 15^  rake,  cali- 
pers, rule. 

Diamond-point  or 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule. 

S"  or  10*  mill  bastaitl 
file. 

Machine  nurliixg  tool, 
medium  pitch,  oil. 


8'  or  10*  mill  bastard 
file. 


See  Attention  and  Note,  p.  621. 


ACME  EfTANDARD  OR  29"  THREAD 
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Attention.  —  In  tlie  &beence  of  a  tap  an  inside  tool  may  be  made 
one-half  pitch  X  .001'  to  finish  the  thread,  but  the  thread  will  not 
be  as  smooth  or  the  fit  of  screw  and  nut  aa  good. 

Note.  —  The  nut  in  Fig.  27  is  nurled  for  convenience  in  handling 
as  a  problem.  For  practical  styles  of  nuts  to  transmit  motion,  see 
p.  638. 

30.  To  fit  screw  to  nut.    Figs.  26  and  27. 

SCHEDULE  OF  OPERATIONS 


1.  Ascertain  if  thread  binds  on 
top  or  bottom  by  testing  with 
calipers  and  comparing  witli  tap. 
Fig.  25;  if  so,  file  top  of 
threads  on  screw  or  cut  thread 
deeper. 

2.  Hold  nut  in  grooved  wooden 
iawainviae.     Oil  screw,  grasp  dog 


with    both   hands   and    force    in 
with  hand  pressure. 

3.  If  need  be  file  aide  of  threads 
with  a  warding  file 

4.  After  screw  is  fitted  to  nut, 
polish  top  of  thread  with  90 
emery  cloth,  polishing  damps 
and  lard  oil. 


AUerUian. — To  file  ades  of  a  right  thread,  preferably,  run  lathe 
backward  at  a  slow  speed,  reverse  file  and  file  toward  footstock. 

ACME  STANDARD  OR  29=  THREADS 
31.  Acme  Standard  or  3Q°  threads,  Fig.  28,  right  or  left, 
ate  used  for  scre^^  to  transmit  motion,  as  on  lead  screws,  feed 


screws,  elevating  screws,  valve  stems,  presses,  rock  drills,  etc., 
and  they  are  displacing  Square  threads  for  other  purposes 
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because  they  can  be  more  readily  cut  in  the  lathe,  and  also 
successfully  and  rapidly  cut  with  dies,  with  bolt  cutters  and 
turret  lathes,  and  milled  with  thread  milling  machines. 

The  depth  of  the  thread  is  equal  to  one-half  the  pitch  plus 
.01'^  for  clearance.  The  fit  is  on  the  sides  with  clearance  on 
top  and  bottom. 


NAMES  OF  PRINCIPAL  PARTS  OF  29°  THREAD 


C  —  Pitch. 

D  —  Diameter,  standard. 

E  —  Root  diameter  (which  is 
also  root  diameter  of  tap). 

F  —  Diameter  at  bottom  of 
thread  on  nut  (which  is  also  dia- 
meter of  tap). 

G  —  Bore  of  nut. 


H  and  H^  —  Clearances,  same 
for  all  pitches.  (H  obtained  by 
cutting  thread  .01*  deeper  tiian 
^P]  H',  by  making  tap  .02* 
larger  than  diameter  of  screw.) 

K  —  Included  angle  29°. 

L  — Side  angle  14J°. 


32.  To  obtain  parts  of  thread.  — 

Width  of  point  of  tool  for  screw  or  tap  thread  = 

3707 ^g2 

No.  threads  per  inch 

Width  of  point  of  screw  or  nut  thread  =» 

.3707 


No.  threads  per  inch 

Diameter  of  tap         =  diameter  of  screw  +  .020. 

Diameter  of  screw     «=  any 

Diameter  of  tap  or  screw  at  root  of  thread  =  diameter  of 


screw 


-{ 1 

\No.  thread 


Depth  of  thread  = 


threads  per  inch 
1 


+  .020^ 


■)• 


2  X  No.  threads  per  inch 

Diameter  to  bore  nut  =  diameter  of  screw  — 

1 

No.  threads  per  inch 

Clearance  =  .01"  top  and  bottom  of  thread. 


+  .010. 


ACME  STANDARD  OR  29<*  THREAD 
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33.  Table  of  Thread  Parts  for    Acme  Standard  or  29* 
Thread. 


No.  OF 

Depth  OP 
Thread. 

Width  AT 

Width  at 

Space  at 

Tbicxnebs 

Pitch. 

Threads 

Top  of 

Bottom 

Top  of 

at  Root  of 

• 

PER  Inch. 

Thread. 

OF  Thr'd. 

Thread. 

Thread. 

• 

2 

i 

1.010 

.7414 

.7362 

1.2586 

1.2637 

n 

t 

.0475 

.6950 

.6897 

1.1799 

1.1850 

ij 

.8850 

.6487 

.6435 

1.1012 

1.1064 

ii 

A 

.8225 

.6025 

.5973 

1.0226 

1.0277 

u 

1. 

.7600 

.5560 

.5508 

.9439 

.9491 

'^ 

.7287 

.5329 

.5277 

.9046 

.9097 

H. 

fr 

.6075 

.5097 

.5045 

.8652 

.8704 

A 

H 

.6662 

.4865 

.4813 

.8259 

.8311 

u 

1 

■ 

.635 

.4633 

.4581 

.7866 

.7918 

ift 

[i 

.6037 

.4402 

.4350 

.7472 

.7525 

u 

.5725 

.4170 

.4118 

.7079 

.7131 

»A 

h 

.5412 

.3938 

.3886 

.6686 

.6739 

1 

1 

.510 

.3707 

.3655 

.6293 

.6345 

« 

If" 

.4787 

.3476 

.3424 

.5898 

.5950 

i 

.4475 

.3243 

.3191 

.5506 

.5558 

tt 

lA 

.4162 

.3012 

.2960 

.5112 

.5164 

A 

H  • 

.385 

.2780 

.2728 

.4720 

.4772 

tt 

lA 

.3537 

.2548 

.2496 

.4327 

.4379 

} 

U 

.3433 

.2471 

.2419 

.4194 

.4246 

11 

if 

.3225 

.2316 

.2264 

.3934 

.3986 

H 

.2912 

.2085 

.2033 

.3539 

.3591 

] 

2  • 

.260 

.1853 

.1801 

.3147 

.3199 

* 

2? 

.2287 

.1622 

.1570 

.2752 

.2804 

1 

2i 

.210 

.1482 

.1430 

.2518 

.2570 

f 

2i 

.1975 

.1390 

.1338 

.2359 

.2411 

1 

3 

.1766 

.1235 

.1183 

.2098 

.2150 

3i 

.1662 

.1158 

.1106 

.1966 

.2018 

f 

3| 

.1528 

.1059 

.1007 

.1797 

' .1849 

i 

4 

.1350 

.0927 

.0875 

.1573 

.1625 

t 

4* 

.1211 

.0824 

.0772 

.1398 

.1450 

* 

6 

.110 

.0741 

.0689 

.1259 

.1311 

A 

1 

«i 

.1037 

.0695 

.0643 

.1179 

.1232 

t 

1 

6 

.0933 

.0617 

.0565 

.1049 

.1101 

7 

.0814 

.0530 

.0478 

.0899 

.0951 

8 

.0725 

.0463 

.0411 

.0787 

.0839 

9 

.0655 

.0413 

.0361 

.0699 

.0751 

:io 

.060 

.0371 

.0319 

.0629 

.0681 

A 

36 

.0412 

.0232 

.0180 

.0392 

.0444 
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34.  Table  of  Acme  Standard  or  29^  threads.  —  WhOe  anj 
pitch  may  be  assumed,  it  is  best  to  use  whole  numbers  oi 
threads  per  inch  as  near  as  possible  to  three-quarters  of  thi 
United  States  Standard.     See  p.  323. 


DiAMETEB. 

Threads  Per 
Inch. 

Diameter. 

Threads  Per 
Inch. 

i' 

r 
r 
i' 

10 
9 
8 

7 

6 
5 
4 
3 

36.  To  file  or  grind  Acme  Standard  or  29^  threading  tool.  Fig. 
29. — A  is  top  face,  B  and  C  are  side  and  end  views.  For 
niethod  of  finding  inclination  of  thread,  see  Square  Threading 
Tool,  pp.  613,  514. 


B 


Vrs'U- 


Fig.  29.  —  Acmb  Standard  or  29®  Threading  Tool. 
SCHEDULE  OF  OPERATIONS     ' 


1.  File  bottom  and  end  of  tool. 

2.  File  sides  to  fit  gage  Z>  as  at 
E,  Fig.  30. 

3.  Harden  and   temper  to  a 
straw  color. 


4.  Grind  end  until  point  F, 
Fig.  29,  will  fit  notch  in  gage  as 
at  G,  Fig.  30,  the  desired  pitch. 

5.  Grind  top  face,  A,  Fig.  29, 
slightly. 


Attention.  —  For  fine  pitches,  use  same  tool  for  roughing  and 
finishing.  For  5  pitch  or  coarser,  rough  with  Square  threading  tool 
.01"  narrower  than  point  of  29**  tool.  In  case  of  very  coarse  pitches, 
cut  a  square  groove,  then  with  right  and  left  side  tool  cut  down  sides 
of  thread,  after  which  use  finishing  tool  of  desired  shape.  A  com- 
pound rest  is  often  used  for  coarse  pitches. 

Note. —  The  tool  may  be  forged  and  ground  to  the  proper  angle  with 
a  universal  tool  grinder  (see  Principles  of  Machine  Work),  then  hard- 
ened and  tempered,  reground,  and  the  filing  omitted.  The  thread  is  also 
cut  with  29®  threading  holder  and  cutter.     See  No.  16,  Chart,  p.  309. 


TO  FILE  AND  GRIND  TOOL 
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SCREW    BLANK 

H 

ho  9    8     7      6     6     4     3    27 

r***-i*.^9**  SCREW  THD.  pv 

1        E^""iOT00L  OAOE      ^ 

—>-^ D            tX 

It      It    i4    2 


I  I 


Fio.  30.  —  Setting  Tool  to  Cttt  Acmb 
Standard  or  29^  Thread. 

36.  Method  of  setting  outside  Acme  Standard  or  29°  thread- 
ing tool.  —  Fasten  tool  /f,  Fig.  30,  in  tool  post  lightly  and  ad- 
just to  height  of  dead  center.  Mount  screw  blank  H  on  centers. 
Place  gage  £>  against  screw  blank  U  parallel  to  axis  and  rap 
tool  until  angle  of  tool  fits  angle  of  gage.  Then  fasten  tool 
firmly. 

37.  An  inaide  Acme  Standard  or  29^  threading  tool.  —  Fig. 
31  is  used  for  cutting  inside  threads.  The  blade  ^45  is  in- 
clined, shaped  and  ground  to  suit  thread  to  be  cut  in  the  same 


TOP    VIEW 


fflE 


SIDE  VIEW 


FiQ.  31.  —  Inside  Acme  Standard  or  29^ 
Threading  Tool. 

manner  as  the  outside  Acme  Standard  or  29*^  threading  tool, 
Fig.  29. 

Inside  29®  threads  are  cut  also  by  inserting  properly  shaped 
cutters  in  boring  tool  holders.    See  No.  24,  Chart,  p.  309. 
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38.  Method  of  setting  inside  Acme  Standard  or  29^  thread- 
ing tool.  —  Nut  blank  C,  Fig.  32,  is  held  in  chuck  Z>.  End 
E  is  faced  and  hole  bored  to  size.     Place  tool  F  in  tool  post 


NUT  BLANK 

c 


29*  THREAD 
TOOL  QAQE 

Q 

9  S  t  8 


CHUCK 

D 


Fio.  32.  —  Sbtting  iNsms  Acmx  Standard  29^ 

Threadinq  Toou 

and  adjust  to  height  of  dead  center  (see  No.  2,  p.  605)  and  fasten 
lightly  in  approximate  position.  Hold  gage  G  against  face  of 
chuck  D  and  rap  tool  until  angle  of  tool  fits  angle  of  gag^- 
Then  fasten  tool  securely. 

39.  Acme  Standard  or  29^  thread  tap  l}'^  in  diameter. 
5  threads  to  1,  Fig.  33,  is  used  to  tap  both  loose  and  fixed 
nuts. 

T~;i~***"*****'**V***********'*''^''-l|-innnrM.    _  ■     m 


T 

L04t'' 

1 


Fig.  33. —  Acme  Standard  or  29®  Thread  Tap  1 J  x  5. 

Loose  nuts  are  usually  rough  threaded  in  the  engine  lathe 
with  an  inside  threading  tool,  Fig.  32,  to  about  f  of  a  fuO 
thread,  then  finish  threaded  with  a  tap. 


CUTTING  A  29*^  THREAD  SCREW 
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For  fixed  nuts,  such  as  parts  of  machine  frames,  one  or  two 
roughing  taps  are  used,  followed  by  the  finishing  tap,  prefer- 
ably of  tjrpe  shown  at  ff,  Fig.  16.  These  taps  are  made  with 
leaders  as  at  ^4 ,  Fig.  33,  or  without  leaders,  A,  Fig.  25.  See  Aline- 
nient  Drilling  and  Tapping,  p.  638.  The  diameter  is  made  two- 
fa  undredths  of  an  inch  larger  than  the  screw  for  clearance. 
See  p.  622.    The  root  diameter  of  tap  is  the  same  as  screw. 

Leader  A  and  shank  B  are  two-thousandths  of  an  inch 
smaller  than  bore  of  nut,  and  the  leader  may  be  used  as  a  gage 
to  test  the  bore  of  nut.  These  taps  cannot  be  obtained  com- 
mercially but  must  be  specially  made. 

40.  To  cut  Acme  Standard  or  29^  thread  screw,  Fig.  34. 


Fig.  34.  —  Schedule  Drawing  op  Acme  Standard  or  29® 

Thread  Screw. 

Specifications:  Preparing  screw  blank.  Threading.  Material, 
machioe  steel  ^''  large;  weight,  3  lb.  8  oz. 

Hardness,  14  to  16  (scleroscope). 

True  live  center.     Set  dead  center  in  approximate  alinement. 

High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min. — 

Oil  lathe,  4  min.  —  Prepare  screw  blank,  65  min.  —  Rough  and  finish 
thread,  and  fit  to  nut,  1  h.  10  min.  —  (AH  tools  furnished.)  —  Clean 
lathe,  3  min.  —  Total,  2  h.  27  min. 

SCHEDULE  OF  OPERATIONS,   MACHINES,   AND  TOOLS 


Operations. 


Machines,  Speeds, 
Feeds. 


Center. 


Hough  square,  (1),  (3). 


Centering  machine. 

Engine  lathe  \2f  to 
16*.  2d  or  3d  speed, 
or  50  F.P.M.  Hand 
or  power  feed. 


Tools. 


^2'  drill   60*»' counter- 
sink, lard  oil. 

Dog,     ru  le,     calipers 
side  tool,  35**  rake. 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Continued 


Operations. 


Recenter. 


Finish  square,  (1),  (2), 


Rough  turn  ^'  large,  (3),  one 
cut. 


Set  dead  center  in  accurate 
alinement  to  turn  straight 
using  this  shaft  or  a  trial 
piece  the  same  length.  See 
pp.  lie,  ll7. 

Finish  turn  1.26*  +  .003'.  (4). 


File  1.26'  +  .001^  (6;. 

Polish  1.26'.  (5). 

Cut  groove,  (6),  to  root  diam- 
eter of  thread,  1 .03*. 

Grind     Square     thread    29^ 

roughing  tool. 
Set  tool  (see  p.  5 14)  and  thread 

stop,   arrange   lathe   for   6 

threads. 

Rough  thread  to  1.03*  +  .02*, 
(7),  twenty  cuts  .005*  each. 
Depth  of  thread,  .100*. 

Set  finishing  tool  to  cut  on 
both  sides  of  groove  by  tak- 
ing up  back-lash,  loosening 
dog,  adjusting  shaft  and 
testing  cut  at  end  thread. 

Finish  thread,  (8),  twenty 
cuts  of  .005*  each,  two  cuts 
of  .002*  each.  Then  take  1 
cut  .001*,  clean,  oil,  and 
test  and  repeat  until  screw 
fits  nut.  Depth  of  thread 
.110*.     See     (8). 


Machines,  Speeds, 
Feeds. 


Speed  lathe,  drill,  4th 
speed ;  .countersink, 
3d  speed. 

Engine  lathe,  3d  or 
4th  speed,  or  80 
F.P.M.  Hand  or 
power  feed. 

2d  or  3d  speed,  or  60 
F.P.M.  Coarse 
power  feed  —  40  to 
1*. 

3d  or  4th  speed  or  80 
F.P.M.  Fine  power 
feed  — 140  to  1'. 


3d  or  4th' speed,  or  80 
F.P.M.,  Fine  power 
feed  —  140  to  1*. 


4th  or  5th  speed,  or 

176  F.P.M. 
Speed   lathe,   highest 

speed. 
Engine  lathe,   1st  or 

2d    speed,     or    26 

F.P.M.    Hand  feed. 
Engine      lathe,       1st 

speed,  or  30  F.P.M. 


Tools. 


1st     speed, 
F.P.M. 


or     25 


Diamond-point  tool 
or  holder  and  cut- 
ter, 35**  rake,  cali- 
pers, rule. 

Dog,      copper,     dia- 
mond-point tool  or    ^ 
holder  and  cutt«r, 
35®  rake,  microm- 
eter. 

Copper  under  set  screw 
of  dog,  diamond- 
point  tool  or  holder 
and  cutter,  35*  rake, 
micrometer. 

8*  or  10*  mill  bastard 
file. 

60  and  90  emery  cloth, 
polishing  daxups. 

29°  grooving  tool,  cal- 
ipers, rule,  lard  oil. 

Forged  Pquare  thread 
(29°  roughing  tool) 
—  width  .060*,  see 
Fig.  18.  or  liolder 
and  cutter,  see  Fig. 
21. 

Calipers,  rule;  lubri- 
cate freely  with  lard 
oil. 

Forged  29°  finishing 
tool,  ground  to  fit 
angle  and  notch  5 
on  gage.  Fig.  30. 
or  use  holder  and 
cutter,  calipers, 
rule,  lard  oil. 


29*  THBEAD  NUT 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 
Concluded 


rile  sides  oF  thread  slightly  if 
Deeded  to  make  the  fit 
ftairr.  (PreferaUy  with  file 
and  ipeed  reversed.) 

Polish  tops  of  threads. 


Diamood-point  mnd 
side  tools,  or  holder 
and  cutter,  H'  or 
10*  mill  butard 
file. 

8*  or  KT  mill  ba^ 
tard  file. 

5'  or  6'  warditut  bas- 
tard  file,  two  Afe 


Speed   lathe,   highest 


Auention.  — Terminate  each  cut  as  follows:  stop  lathe  when  tool  is 
}  or  )  of  a  revolutioQ  from  gnwve,  then  carefully  pull  belt  to  continue 
cut  to  groove. 

A  hole  instead  of  a  groove  is  sometimes  used  in  which  to  terminate 
the  ciL    See  K,  Fig.  17. 

For  fine  pitches  a  groove,  or  hole,  is  Bometimes  omitted  and  a  taper- 
ins  termination  used  the  same  aa  United  States  Standard  and  Sharp  V 
threads.    See  p.  330.  331. 

framing.  —  Roughing  tool  may  be  removed,  ground,  and  reset,  if 
necesaary,  but  it  is  beet  not  to  remove  the  finishing  tool  until  thread 
a  completed. 

important.  —  A  29°  thread  nut  must  be  made  firat  in  order  to  fit  the 
screw  to  it. 

41.  To  make  an  Acme  Standard  or  29"  thread  nut,  Fig.  35. 

TAP   1^'  DIA.  STHDS.  TO  l" 
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Spedficatioiis:  Preparing  nut  blank.  Rough  threading.  Tapping. 
Material,  iron  casting,  cored;  weight,  1  lb.  5  oz. 

Hardness,  29  to  31  (scleroscope). 

High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.— 

Oil  lathe,  4  min.  — Bore,  thread,  and  tap  nut,  40  min.  —  Square, 
turn,  and  nurl  nut,  28  min.  —  (All  tools  furnished.)  Clean  lathe,  3 
min.  —  Total,  1  h.  20  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Mount  in  chuck,  true  up,  and 
clamp  hard  in  chuck. 

Rough  square,  (1),  one  or  two 
cuts.     Feed  inward. 

Rough   boro-  hole    to    about 
1.03*,  (2),  two  or  three  cuts. 


Finish  bore  hole  1.05',  (3),  two 
or  three  cuts. 

Or  omit  boring,  bevel  corner 
of  hole  and  drill  to  sise. 


Set  inside  29**  thread  tool,  Fig. 
32,  cut  recess  for  impro- 
vised gage  A'  X  IJ',  (3). 
See  (A), 

Arrange  lathe  for  5  threads 
with  thread  stop  reversed. 

Rough  thread  to  IJ'  the  di- 
ameter of  gage  A,  (4),  fif- 
teen cuts  .006*  each,  five 
cuts  .002''  each.  Depth  of 
thread  .100*. 

Start  tap  in  lathe,  pull  belt 
downward  and  follow  with 
dead  center.  Be  sure  that 
tap  follows  thread  or  it  may 
ream  out  thread.  Remove 
nut  and  tap  to  reaming 
stand  or  vise,  and  finish  tap- 
ping, (6). 


Machines,  Speeds, 
Feeds. 


Engine  lathe   12*  to 

16*.     3d  speed,  or 

116  F.P.M. 
2d  or  3d  speed,  or  40 

F.P.M.       Hand  or 

power  feed. 
1st  or  2d  speed,  or  40 

F.P.M,     medium 

power  feed  —  80  to 

1*. 
3d  speed,  or  60  F.P.M. 

Fine  power  feed  — 

140  to  1'. 
2d  or  3d  speed,  or  60 

F.P.M. 


2d  speed,  or  50  F.P.M. 
Hand  feed. 


1st  speed,  or  30  F.P.M. 


Reaming  stand,  or 
vise  and  grooved 
wooden  jaws. 


Tools. 


Independent  chuck, 
chalk. 

Round-nose  tool  or 
holder  and  cutter, 
15«»  rake. 

Boring  tool,  p.  6(M. 
Inside  calipers,  rule. 


3  or  4-groove  hifd) 
speed  steel  twist 
drill  (1.05'). 

See  p.  4l0  and  Prin- 
ciples of  Mackiw 
Work, 

Forged  29"  tliread 
tool,  or  holder  and 
cutter,  inside  cali- 
pers, rule. 


Without  oU. 


li*  X  5,  29<»  thread 
tap  and  tap  wrrnch, 
lubricate  tap  freely 
with  lard  oil. 


MULTIPLE  THREADS 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Concluded 


Opsbations. 


Mount  nut  on  nut  mandrel 
and  rough  square,  (6),  one 
or  two  cuts. 


Finish  square,  (6),  one  or  two 

cuts. 

Reverse  nut  and  square  to 
len^lth  to  remove  recess, 
(7),  two  or  three  cuts. 

Kouf^h  turn,  (8),  one  or  two 
cuts. 


Finish    turn,    (8),    one    cut. 
FUe,  (9). 


Nurl,  (10),  two  to  four  times. 
See  Machine  Nurling,  p.  636. 


File  comers  slightly  to  remove 
burr,  (11),  (12). 


Machinxs,  Spbbds, 
Fbbds. 


2d  or  3d  speed,  or  40 
F.FM. 


Zd  or  4th  speed,  or  60 
F.P3i. 

2d  or  3d  speed,  or  60 
F.P.M. 

Ist  or  2d  speed,  or  35 
F.P.M.  Medium 
power  feed. 


2d  or  3d  sp)eed,  or  50 
F.P.M.  4th  speed, 
or  175  F.P.M. 


Ist  or  2d  speed,  or  3d 
F.P.M.  Medium 
power  feed  —  80  to 

4th  speed,  or  175 
F.P.M, 


TOOUB. 


li'  X  6,  29»  thread 
nut  mandrel,  dog, 
round-nose  tool  or 
holder  and  cutter, 
calipers,  rule. 

Facing  tool,  or  holder 
and  cutter. 

Round-nose  tool,  or 
holder  and  cutter 
and  facing  tool. 

Diamond-point  tool 
or  holder  and  cut- 
ter, 15^  rake,  call* 
pens,  rule. 

Diamond-point  or 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule.  S'' 
or  10'  mill  bastard 
file. 

Machine  nurling  tool, 
medium  pitch,  lard 
oil. 

S""  or  10*  mill  bastard 
file. 


AUerUion.  —  In  the  absence  of  a  tap  the  inside  29**  thread  tool  may 
be  used  to  finish  the  thread  but  the  thread  will  not  be  as  smooth  or 
the  fit  of  screw  and  nut  as  good. 

Note,  —  The  nut  in  Fig.  35  is  nurled  for  convenience  in  handling  as 
&  problem.    For  practical  styles  of  nuts  to  transmit  motion,  see  p.  638. 


MULTIPLE  THREADS 


42.  Multiple-threaded  screws,  such  as  double  and  triple 
threads,  etc.,  in  Square,  29**,  and  other  forms  of  threads,  are 
used  in  cases  where  a  quick  lead  is  required,  but  a  deep 
thread  is  not  desirable. 
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43.    To  cut  double   Squaiie  thread,  Fig.  36,  8  threads  to 
l^  pitch  i". 


ftlONT 


Fio.  36.  —  Double  Square  Thread  Screw. 
SCHEDULE  OF  OPERATIONS 


1.  Gear  lathe  to  cut  4  threads 
per  inch.  Dog  the  work  and  with 
threading  tool  trace  a  line  for 
groove  1. 

2.  At  end  of  line  center  punch 
and  drill  finishing  hole  A  to  termi- 
nate groove  1.    See  pp.  6l 6-618. 

3.  Cut  groove  1  to  diameter. 

4.  If  ratio  of  stud  spindle 
and  lathe  spindle  is  1  to  1,  and 
stud  gear  has  an  even  number 
of  teeth,  mark  with  chalk  a  tooth 
on  stud  gear  and  the  correspond- 
ing space  in  idler  gear.  Then 
mark  a  tooth  on  stud  gear  diar 


metrically  opposite,  which  is  de- 
termined by  counting  half  the 
teeth  in  the  stud  gear. 

Disengage  idler  gear  from  stud 
gear,  rotate  lathe  spindle  and 
bring  gears  into  mesh  as  indi- 
cated by  chalk  marks  on  the 
teeth  of  the  gears. 

5.  Now,  with  threading  tool 
trace  a  line  for  groove  2  and  on 
this  line  oppoate  A,  center  punch 
and  drill  finishing  hole  A'  (not 
shown)  to  terminate  groove  2. 

6.  Cut  groove  2  to  diameter. 


AUeniian. —  To  cut  a  triple  thread,  the  lathe  spindle  is  rotated  one- 
third  of  a  revolution  to  cut  the  second  thread,  and  another  third  to  cut 
the  third  thread.  If  gear  on  stud  is  not  divisible  by  number  of  threads 
to  be  cut,  select  change  gears  that  have  a  stud  gear  that  is. 

Important. — Special  face  plates  with  multiple  equidistant  slots 
(index  milled)  are  convenient  for  cutting  multiple  threads,  as 
the  tail  of  the  dog  can  be  more  readily  shifted  than  the  gears 
after  each  thread  is  cut. 

44.  Width  and  inclination  of  tool  for  multiple  threads.— 
The  width  or  shape  of  tools  for  multiple  threads  is  governed  by 
pitch  of  the  screw;  and  the  inclination  by^the  lead  of  the  screw. 

45.  Multiple-thread  taps  are  similar  to  those  for  square  and 
29**  thread  nuts.  See  pp.  6l6,  626,  627.  The  Sharp  V  and  29' 
forms  of  this  thread  can  be  cut  with  dies. 
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BRASS  FINISHING 

46.  To  turn  brass  in  the  engine  lathe.  —  Brass,  also  known 
as  composition,  ranging  in  hardness  from  soft  yellow  to  hard 
brass  or  bronze,  is  generally  turned  with  tools  having  little  or 
no  rake.  High  speeds  and  fine  feeds  are  used  and  the  tools 
must  be  kept  sharp  by  frequent  grinding  to  obtain  the  best  re- 
sults. See  To  Machine  Bronze,  p.  4l9.  For  Cutting  Speed,  see 
p.  145. 


BRASS  TURNING 
LARGE   WORK 


ROUND    NOSE   TOOL 
FOR  BRASS 

SIDE  VIEW 


-I       BRASS  TURNING 
SMALL  WORK 


Fio.  37.  —  Brass  Turninq  wrra 
RouND-NosB  Tool. 


FACING  OR  FRONT  TOOL 
FOR  BRASS 


SIDE  VIEW 

Fia.-  38.  —  Brass  TuRmNO  wrra 
Front  Tool. 


47.  The  round-nose  tool,  as  at  A  and  B^  Fig.  37,  is  generally 
used  for  large  brass  work.  It  may  be  used  to  turn  the  diameter 
as  at  C,  the  shoulder,  as  at  D,  and  the  round  comer  or  fillet  as 
at  i',  without  change  of  position  in  the  tool  post. 

48.  Use  front  tool,  Fig.  38,  with  point  A,  B  ground  at 
angle  from  60®  to  60°  for  squaring,  turning,  or  facing,  without 
change,  as  at  C,  D,  and  E.  If  the  work  is  rigid,  cut  inward 
or  outward;  if  slender,  cut  inward  only.  This  tool  may  be 
ground  to  fit  thread  gage,  and  used  as  a  threading  tool  for 
United  States  Standard  or  Sharp  V  threads. 
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Attention.  —  As  bronze  and  brass  will  stretch,  it  is  neces- 
sary, when  fitting  a  steel  screw  to  a  bronze  or  brass  nut,  to 
force  the  screw  in  hard  at  first  to  avoid  a  loose  fit. 

Reamed  and  drilled  holes  in  brass  or  bronze  are  usually  smaller 
than  holes  made  with  the  same  tools  in  cast  iron  on  account  of 
the  resilient  and  adhesive  quality  of  these  materials. 

Taps,  dies,  reamers,  and  files  that  are  used  on  steel  or  iron 
may  be  used  on  brass,  but  it  is  best  to  have  separate  tools, 
for  such  tools  never  work  as  well  on  brass  after  they  are  used 
on  steel  or  iron. 

Brass  in  general  is  machined  dry,  but  to  thread  rolled  brass, 
as  rod  and  tubing,  with  a  die,  it  is  usually  necessary  to  use 
lard  oil  to  prevent  the  chips  from  clinging  to  the  threads  of  the 
die  and  stripping  the  threads  on  the  work. 

Monel  metal  is  a  natural  nickel-copper  alloy  made  directly 
from  the  ore,  67  per  cent  nickel,  28  per  cent  copper  and  5  per 
cent  of  other  metals. 

It  takes  the  same  finish  as  pure  nickel  and  is  used  for  pump 
rods,  valve  stems,  boat  fittings,  dairy  and  tannery  machinery 
and  other  purposes  where  strength  and  non-corrodibility  are 
required.  It  can  be  machined,  forged,  soldered,  brazed  and 
welded  by  the  autogenous  and  electric  processes. 

To  machine,  use  tools  with  25®  to  30®  rake,  dry  or  with  a  lu- 
bricant of  lard  oil,  borax  and  aquadag. 

49.  To  make  brass  binding  post,  Fig.  39. 


\T\ 


Fio.  39.  —  Schedule  Drawing  of  a  Binding  Post. 
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Spedfications:  Material,  composition  or  brass  castings  ^'^  large; 
weight,  10  oz.     Hardness,  10  to  12  (scleroscope). 

True  live  center.    Set  dead  center  in  approximate  alinement. 

Carbon-steel  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  10  min.  —  Oil  lathe, 
3  min.  —  Make  post,  38  min.  —  Chuck  and  true  nuts,  37  min.  — Nurl 
nut  and  thread  post,  40  min.  —  Assemble,  finish,  polish,  and  lacquer, 
34  min.  —  Cldan  lathes,  6  min.  —  Total,  2  h.  48  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operation. 


File  ends  flat  and  center  to 
I'  diameter. 


Rough  equare,  (1),  (2),  (3), 
(4).  Take  as  little  as  poe- 
sible  off  1.  See  pp.  633, 
634. 

Recenter  to  ('  diameter. 


Finiah  square,  (5),  (6),  (7), 
(8). 


Rough  turn  diameter  to  ^' 
large,  (9),  (10),  (11),  (12). 


Finish  turn,  (18),  (14),  to  fit 
i'  S&SC  (easy  fit)  or  use  mi- 
crometer, tool  finish,  filing 
not  necessary.  Finish  turn, 
(15),  (16.) 

Chamfer  ends  30**  to  depth  of 
thread,  (17),  (18). 

Thread  in  engine  lathe  to  fit 
nuto,  (19),  (20),  or 


Machines,  Speeds, 
Feeds. 


Vise,  centering  ma- 
chine, drill,  3500 
R.P.M.,  counter- 
sink, 1700  R.P.M. 

E.-igine  lathe,  12*  to 
16',  4th  or  5th 
speed,  or  90  F.P.M. 
Hand  feed. 

Speed  lathe,  3d  or  4th 
speed. 

Engine  lathe,  4th  or 
5th  speed,  or  150 
F.P.M.   Hand  feed. 

4th  or  5th  speed,  or 
90  F.P.M.  Fine 
power  feed  —  140 
to  1*. 

4th  or  5th  speed,  or 
150  F.P.M.  Fine 
power  feed  — 140 
to  l^ 


Hand  feed. 


2d  or  3d  speed,  or  25 
F.P.M.  Arrange 
change  gears  for  24 
threads. 


Tools. 


File,     A'    drill,    60* 
countersink. 


Round-nose    tool    Y 
wide,      (1),      (4), 
front  tool,  (2),  (3), 
calipers,  rule. 

60^  countersink. 


Round-nose  tool,  (5), 
(8),  front  tool, 
(6),  (7),  calipers, 
rule. 

Copper  under  set 
screw  of  dog,  round- 
nose  tool,  calipers, 
rule. 

Calipers,  rule,  f '  man- 
drel, f*  ring  gage,  or 
micrometer. 


Front  tool. 


U.S.F.-threading  tool. 


536 


ADVANCED  MACHINE  WORK 


Thread  with  f  X  24  U.S.  F.  die, 
(19),  (20).     Start  in  lathe. 
Pull  belt  by  hand,  and  finish 
in  vise.     See  p.  642.     If  de- 
sired, post  and  nuts  may  be 
threaded   f*  X  16,    United 
States  standard  thread. 

Speed   lathe- 
12^.     Viae. 

-8'  to 

3'    universal   chuck, 
r    X  24    V.iy.y. 
thread  die  and  die 
stock,   special  vise 
jaws.   See  Automo- 
bile    Screws,    pp. 
354.  355. 

Rechamfer,  (21). 

Hound  end  with  forming  tool, 

or 
By  hand  tool,  (22). 

Engine  lathe, 
5th  speed, 
F.P.M. 

4th  or 
or    90 

Clam^  nut,  front  tool 

Fomung  tool. 
Planuiher  or  graver 

Speed  lathe, 
5th  speed, 
F.P.M. 

4th  or 
or  500 

60.    To  make  brass  nurled  thumb  nuts.  Fig.  40. 


■•^®\) 


)k. 

FiQ.  40.  —  Schedule  Drawing  op  Nurlkd  Nuts. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Chuck,  drill,  and  tap  nuts,  (A), 
(B),  see  pp.  640-642. 


Screw  on  nut  mandrel,  mount 
on  centers,  rough  square, 
(C).     Finish  square,  (D). 


Machines,  Speeds, 
Feeds. 


Speed  lathe,  4th  or 
5th  speed,  or  1500 
R.P.M.     Vise. 


Engine  lathe,  4th  or 
5th  speed,  or  00  to 
160  F.P.M.  Hand 
feed. 


Tools. 


3*  universal  chuck, 
planisher  or  jcraver. 
P.  or  ii"  drill,  dog. 
f'X2t  U.S.F- 
thread  tap,  tap 
wrench. 

Dog.  rx24U.?^ 
thread,    nut  man- 
drel,  front  tool. 


; 
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Opbrations. 


Reverse  on  mandrel;  rough 
square.  (E).  Finiah  square 
to  thickness,  (F) . 

Rough  turn  to  diameter,  1|', 
(6). 


Rough  and  finiah  turn  to  di- 
ameter, (H).  Rough  and 
finish  square  to  thickness, 
(K). 

Square  and  turn  nut  (B)  in 
same  order  as  (A),  except 
leave  diameters  (L)  (M)  ^' 
lai^. 

Round  nut  (N)  to  fit  concave 
single  nurl.     See  p.  635. 

Nurl  (p),  also  round  and 
nurl  nut  (B).     See  p.  635. 

Hold  nut  mandrel  in  chuck, 
screw  on  nut  (B),  and  recess 
(R)  to  fit  against  4  on  bind- 
ing post,  Fig.  39. 

Screw  nuts  on  binding  post, 
mount  on  centers  and  hand 
turn,  (8).  (T),  to  correct  di- 
ameter of  post  and  nut  (A) . 

File. 


Stamp  name  or  initials  at  end, 

(C). 

Polish  and  lacquer  posts  and 
^^ts  all  over,  except 
^^^f^eads  and  nurling.  See 
PP-  432,  440. 


Machines,  Speeds, 
Feedb. 


Engine  lathe,  4th  or 
5th  speed,  or  90  to 
150  F.P.M.  Fine 
power  feed  —  140 
tol*. 


Tools. 


Speed  lathe,  4th  or 
5th  speed,  or  500 
F.P.M. 

2d  or  3d  speed  or  300 
F.P.M. 

4th  or  5th  speed,  or 
500  F.P.M. 


4th  or  5th  speed,  or 
500  F.P.M. 


3d  or  4th  speed,  or 
250  F.P.M. 

Place  on  metal  block. 


Highest  speed,  or  6000 
F.P.M.  See  Prin- 
dplea  of  Machine 
Work, 


Front   tool,    calipers, 
rule. 


Round-nose  tool,  cali- 
pers, rule. 


Round-nose  tool,  call- 
pers,  rule. 


Planisher. 


Hand  nurling  tool. 


Chuck,  nut  mandrel 
with  thick  collar, 
planisher  or  graver. 


Clamp     nut,    round- 
nose  hand  tool. 


5"  half-round  smooth 
file. 


Steel     name 
hammer. 


stamp. 


120  and  flour  emery 
cloth,  crocus  cloth 
(an  oxide  of  iron), 
rouge  (a  red  iron 
peroxide),  lacquer^ 
brush. 


AiterUian,  —  The  cutting  speeds  in  schedule  are  for  soft  brass  or 
(Composition  castings;  but  if  castings  are  hard,  reduce  the  cutting 
speed. 
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ALINEMENT  DRILLING  AND   TAPPING 

61.  Fixed  nuts.  Fig.  41,  which  receive  screws  to  trans- 
mit motion  are  made  in  various  forms,  as  bushing  nut  A, 
which  is  threaded  and  forced  into  a  bored  hole  and  used  to 


STOCK-  BRONZE 
OR  MACHINE  STEEL 


STOCK— BRONZE 
OR  IRON  CASTINa 


Fig.  41.  —  Bushing  and  Bracket  Nuts. 

receive  vertical  feed  screw  on  a  milling  machine,  or  bracket  nut 
B,  used  to  receive  cross-slide  screw  on  a  lathe,  or  bracket 
nut  C,  Fig.  42,  for  cross-slide  screw  on  a  milling  machine. 

Bracket  nuts  are  drilled  and  tapped  in  alinement  with 
scraped  slide  and  bearing  of  screw,  and  the  work  may  be  done 
with  a  regular  jig,  or  with  a  part  of  the  machine  itself  used  as 
an  improvised  jig,  as  knee  5,  Fig.  42. 


lEADPft     BRONZE  OR 
U  CAST-IRON 

"  NUT 


SADDLE 

A 

1 


L£FT  HAND 

29*  OR  sa  THa 

TAP 


Fig.  42.  —  Alinement  Drilling    and   Tapping,  Milling  MACHErt 
Cross-Feed  Screw  Nut.  Hole  in  Knee  Used  as  a  Jig. 

62.  To  drill  and  tap  cross-feed  screw  nut  in  axial  alinement 
in  milling  machine  saddle  and  knee.  Fig.  42.  Improvised  jig* 
29^  or  Square  thread  tap. 
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SCHEDULE  OF  OPERATIONS 


Place  saddle  A  on  knee  B,  Fit 
and  bolt  nut  C  to  saddle  and 
move  close  to  hole  Z). 

Clamp  saddle  and  knee  to  angle 
plate  at  vertical  drilling  machine 
or  to  table  of  horizontal  drilling 
machine  and  aline  with  spindle. 

In  hole  U  insert  jig  bushing  E, 
and  drill  nut  with  tap  drill  F. 

Move   saddle    and    nut   away 


from  hole  Z),  and  clamp  saddle. 
Remove  budiing,  insert  tap  Q^ 
and  tap  hole  by  hand.  Three  or 
four  taps  of  increasing  diameters 
are  used. 

Attention.  —  Taps  without  lead- 
ers are  used,  but  taps  with  lead- 
ers., either  threaded  or  plain,  as 
at  H,  are  preferred  for  accuracy. 


63.  To  make  bronze  bushing.  Fig.  43. 


,.[ 


T 


—..P 


i 


Fia.  43.  —  Schedule  Drawing. 

Spedflcations:  Material,  bronze  casting  xV  large,  cored;  weight, 
10  oz. 
Hardness,  11  to  14  (scleroscope). 
High-speed  steel,  or  steUite  cutting  tools. 
Time:  1  h.  30  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opkbationb. 


Snag  catting. 

Set  dead  center  in  approximate 

alinement. 
Moant  casting  in  chuck,  true 

up  and  clamp  finnly. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12" 

16". 
3d  speed. 


to 


Tools. 


Independent  chuck, 
chalk. 
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Ran(h  and  finiah  •qiuu*  end 

4th  or  6tb  speed,  or 

Holder  and  cutler  BO 

<i).  two  or  three  cuu. 

150  F.P.M.     Hand 

feed. 

rake,  or  front '.ool. 

Ronih  bote  hole  to  IJi".  ('). 

Medium   power   feed 

Boring  tool  no  rake. 

two  or  three  cuU.   Seep.Bo4. 

—  80  to  1". 

inside   calipers, 
rule. 
2"    inside   micmm- 

Piniih  bore  hole  to   1.1825", 

Fine     power     f eed — 

(»).  one  cut. 

140  to  1". 

.  eter  (or  caUpen 
and  rule). 

Pinith  (Mm  hoi*  by  hand  with 
hand   reamer   in   lathe   (1), 

lA"  hand  ««aer. 
reamer  wrench. 

See  p.  lis. 

Oil  mandrel  and  prew  lightly 

Mandrel  press. 

lA"  mandrel,  oil. 

into  hole  indirection  reamed. 

True  live  center.   Set  dead  cen- 

Engine lathe. 

ter  in  accurate  alincment  (nee 

pp.  llfl,  ll7),  uBing  a  shaft 

same  length  as  mandrel. 

Romtb  turn  to  1.503"  +  .010", 

4th  or  5th  speed,  or 

Holderand  culler  DO 

(»),  (O.oneortwocuts. 

150  F.P.M.       Me- 

rake,    or    round- 

dium  power  feed  — 

nose  tool,  2"  mi- 

80 to  1". 

crometer. 

Finish  t»M  to  1.503" +  .003", 

Fine    power    feed  — 

(»).  (r),  one  cut. 

140  to  1". 

Sough   and   finish   (quare   to 

Engine  lathe,  4th  or 

Calipers,  rule. 

length  (4),  three  or  four  cuts. 

5th  speed,   or   150 
F.P.M.  Hand  teed. 

Ttun  grooTi  in  cent«i  of  bush- 

Fine   power    feed  — 

Tool      holder     and 

ing  (»).  two  cuts. 

140  to  1". 

round-nose  cutler. 

ChanfM  •ndt  (1).  (4),  to  45°. 

Fila  to  limit  ()).  <>'}. 

4th  speed. 

8"  or  10"  inill-bM- 

tard  file.  He  card. 

DriU  ol]  hol«i  («),  (f). 

Vise,     copper     jaws. 

Rule,  scriber,  cfoiw 

Speed  lathe,  4th  or 

punch,      hammer. 

5th  speed,  or  1600 

A"  straight  autrd 

R.P.M. 

drill,  V  center. 

Chip  (or  plane)  oil  grooves  (7). 

Vise,      copper     jaws 

Bent    center  chisel. 

IT). 

(shaper). 

hammer  (or  iiiii<>« 
grooving  tool). 

Remove   burr   from   hole   by 

Hatf-round    smooU 

running  reamer  through  by 

file. 

hand. 

64.  To  cut  a  conical  canty 
axially  true  vith  graver,  Fig.  44. 
—  Hold  nut  A  in  chuck  B. 
Set  Tee  rest  C  to  bring  edge 
of  graver  D  at  height  of  cen(«r> 
Hold  graver  down  hard  on  Tw 


LVEH  TO  Start  Twist  Dbill.     »*  ^^^O  work.     If  graver  b  not 


DRILLING,  ETC.,  IN  SPEED  LATHE  541 

held  firmly,  it  will  not  produce  a  cavity  axially  trae.     If  the 
work  is  brass,  it  b  best  to  use  the  comer  of  the  planisher. 

66.  To  cbtick  Tith  twist  drill  in  speed  lathe,  Fig.  45.  -~  Make 
a  conical  cavity  in  work  E,  true  to  axis  of  rotation  and,  ap- 
proximately, to  the  angle  and  diameter  of  drill.  Fasten  dog 
G  to  drill  F  and  place  in  corneal  hole,  with  dog  on  rest  J  and 
dead  center  H  in  end  of  drill.  Grip  dog  with  left  hand,  start 
lathe  and  feed  drill  toward  beadstock  with  the  right  hand. 


Fia,  46-  —  Chuckinq  with  Twist  Drill  in  Spbid  Lathe. 

Warning.  —  Drillanot  larger  than  fin  diameter  may  be  safely  held 
on  dead  center  by  hand  pressure.  A  larger  drill  may  draw  ofT  dead 
center  when  point  of  drill  breaks  through  the  work.  This  is  liable  to 
injure  the  hajid,  break  the  drill  and  spoil  the  work.  For  lai^cr  drills, 
see  p.  409. 

Infnrmation.  —  Small  drills,  as  at  F',  Fig.  45,  may  be  conveniently 
held  for  chucking  by  fitting  a  chuck  to  the  footstock  spindle  of  a  speed 
lathe  or  engine  lathe. 

68.  To  tap  work  in  speed  lathe,  Fig.  46.  See  Tapping,  Prin- 
cipies  of  Machine  Work.  —  Place  tap  wrench  K  on  tap  L  and 
then  insert  in  hole  in  work  M,  held  in  chuck  N.  Guide  tap 
by  dead  center  0,  allowing  handle  of  wrench  to  bear  on 
rest  P. 
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Rotate  work  by  pulling  belt  Q,  or  rotate  cone  R,  and  feed 
footatock  spindle  to  follow  up  tap  with  dead  center. 

Attention.  —  Carefully  follow  up  tap  with  dead  center,  aa 
the  tap  will  break  if  it  slips  off. 

Important.  —  As  small  taps  break  easily,  it  is  beet  only  to 
start  tap  in  the  lathe  and  then  finish  at  vise. 


Fio.  46.  —  TAPPmo  in  a  Speed  LA.m. 


Fia.  47.  —  Threadmo  Wore  m  Spebp  Lathb  witb  a  Die  bt  Hskb 


67.  To  thread  work  held  in  chuck  with  die  and  stock  bj 
band,  Fig.  47.  —  Chamfer  end  of  work  A,  held  in  chuck  B,  as 
at  C,  to  assist  starting  die  centrally.    Remove  dead  center, 


BROACHING  HOLES  &iZ 

inaert  table  center  D,  place  muzzle  aide  of  die    E   against 

work  (see  E')  and  handle  G  on  Tee  rest  H.     Feed  spindle  E 

in  until   D  presses  against   die  stock.     Kotate 

lathe  by  hand,  following  up  die  with  D  until  — 

thread  is  started.    To  terminate  thread  abruptly 

reverse  die,  | 

AUention.  —  The  work  must  be  adjusted  in  i 
chuck  to  run  true,  otherwise  die  wilt  cut  a  crooked  i 
thread.  5 

Warning.  —  Chamfer  ends  of  work  as  at  C,  Fig. 
47,  before  mounting  in  chuck.  a 

BROACHING  HOLES,  KETWATS  AITD  SLOTS  = 

68.  Machine  broaching  ia  a  process  used  in  pro-      I 
ducing  non-circular  holes,  such  as  square,  hex- 
agonal, rectangular  and  irregularly-fihaped  holes 
that  have  been  drilled,  cored  or  punched;  also  for 
cuttii^  slots,  keyways,  etc.     See  Chart,  Fig.  49. 
For  large  quantitiea  of  work,  the  broaching  pro-      | 
cess  is  more  ecoiomical  than  the  production  of      *" 
such  holes  by  milling,  slotting,  planing,  filing,  etc. 
One  or  more  long  cutters  called  broaches,  as  in 
Fig.  48,  are  drawn  through  a  drilled  or  cored  hole 
in  work  in  a  broaching  machine,  as  in  Fig,  51,  or 
on^  or  more  short  broaches  are  forced  or  pushed 
through  in  a  prass,  as  in  Fig,  53.     The  broach  is      \ 
the  same  shape  as  the  cross  section  of  the  desired       i 
hole.    A  typical  square  machine  broach  is  shown      * 
in  Fig.  4S.     Etkch  tooth  on  the  tapered  part  A  is 
from  .002' to  .005' larger  than  the  preceding  tooth     Fio.  48  — 
and  gradually  chinge?  a  rouni  hole  to  a  square  ■      Square 
hole.     Part  Bia  straight  and  full  size.    Thebroach        bbTc^h' 
is  fastened  in  the  broach  holder  C  by  key  D.    The 
threaded  end  E  is  screwed  into  the  end  of  the  driv- 
ing screw  on  machine.    Guide  bushing  F  centers  the  broach. 
A  sectional  view  of  a  broach  producing  a  square  hole  is  shown 
in  Fig.  50.     The  teeth  are  often  inclined  and  in  opposite  direc- 
tions on  the  sides,  and  may  be  undercut,  as  at  A  to  give  rake  and 
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CHART  OF  BROACHED  HOLES  SLOTS  AND  KEYWAYS 


BROACHING  HOLES 


produce  a  shearing  cut.     Rounded  or  truncated  corners  should 
be  used  whenever  possible  as  sharp  corners  are  liable  to  break. 


FiQ.  50. — Showing  How  a  Bboacb  Cdtb. 


A  broaching  machine  (draw-cut  principle)  is  shown  in  Fig. 
51  broachii^  six  keyways  in  yoke  A  of  an  automobile  universal 


joint  with  one  stroke  of  broach  B.  The  finished  bole  is  shown 
in  Bection  at  C.  The  work  is  held  against  bushing  D  by  the 
pressure  of  the  cut. 
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69.  Preparation  of  holes  for  broaching.  —  Only  a  small 
amount  of  stock  should  remain  in  holes  to  be  broached.  Cored 
castings  and  drop  forgings  may  be  broached  successfully.  The 
amount  of  stock  that  the  broach  has  to  remove  is  reduced  bv 
drilling  hole  C,  Fig.  50,  larger  than  desired  size  of  broached  hole 
B  which  leaves  sufficient  bearing  for  all  mechanical  purposes. 

Where  keyways  are  to  be  broached  in  the  work,  the  hole  is 
prepared  in  the  regular  way  by  reaming. 

60.  Cutting  speeds  for  broaching.  —  Nickel  steel  18  F.P.M., 
machine  steel  and  wrought  iron  40  F.P.M.,  cast  iron,  malleable 
iron,  and  brass,  108  F.P.M. 

61.  Lubricants  for  broaching.  —  For  steel,  wrought  and 
malleable  iron  the  bi'oach  and  work  are  lubricated  with  lard  oil 
or  a  good  lubricating  compound.  For  cast  iron  the  sides  of 
broach  may  be  lubricated  with  lard  oil  or  the  breach  may  be 
flooded  with  a  soap  mixture.  Brass  and  bronze  are  machined 
dry. 

62.  Hand  broaching  or  drifting. — A  plain  broach  or  drift  is 
used  for  bottom  hole,  as  the  socket  or  chuck  screw  wrench  in 

Fig.  52.    The  broach  at  A  and  A,  Fig.  53,  is 
^^^^     made  of  carbon  steel  with  shank  to  fit  the 
spindle  of  mandrel  press.    It  is  hardened, 
tempered  and  ground  a  little  smaller  at  B  than 
Fi    52  —S  CKET  ^^  ^  ^^^  clearance,  and  sharpened  by  grinding 
Wrench.         ®^^  ^-     The  hole  is  prepared   by  drilling 

slightly  larger  than  the  square  and  consider- 
ably deeper,  as  at  E  and  E\  to  receive  the  chips.  The  socket 
wrench  F  is  held  by  holder  G  and  the  square  broach  is  then 
pressed  into  the  drilled  hole  as  shown  i n  Fig.  53.  Small  broach^ 
of  this  type  may  be  driven  in  with  a  hammer. 

63.  Improvised  broach  or  drift.  —  For  small  bottom  holes  a 
broach  or  drift  may  be  made  by  grinding  a  chisel  to  a  desired 
shape  and  driving  it  into  a  drilled  hole  with  a  hammer. 

64.  Broaching  circular  holes.  Fig.  54.  —  Broaching  produces 
better  holes  in  bronze  and  brass  than  reaming  and  is  used  on 
some  classes  of  work. 

Broach  A  is  forced  through  bronze  bushing  B.    Cored  holes 


BAOACHINQ  HOLES 


Fio.  53.  —  BBOACHraa  Wbknch  nt  Mandbbl  Fbbss  With  Plaih  Bboacb. 


Pia,  54. — Bboachino  Hole  in  Bro.vze  Bcamira.    Bblt  Powik  FoBCiNa 
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require  two  or  more  bros^ches.  Holes  bored  nearly  to  size 
require  but  one.  Broaches  are  made  1/100"  oversiae  then 
hardened  and  ground  to  size.  For  finishing,  hole  is  .002'' 
undersize  and  leader  on  broach  must  fit  hole.  Broaches  are 
also  grooved  spirally  with  a  ratchet  thread.  Ratchet  groove 
on  broach  A  is  cut  60°,  making  perpendicular  tooth. 
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SECTION  6 

DRILLING  JIGS    BORING  BARS    ECCENTRIC 

TURNING 

Drilliiig  Jigs  and  Multiple-Spindle  Drilling  Machines.    Radial  Drilling 

Machines.    Boring,  Boring  Bars  and  Boring  Machines.      Vertical 

Boring  and    Reaming.    Taper   Holes,    Taper   Reamers  and 

Spindle     Making.     Magnetic     Chucks.    Steady     and 

Follower  Rests.    Eccentric  Turning.     Nurling. 

DRILLING  JIGS,  AND  MULTIPLE-SPINDLE  DRILLING 

MACHINES 

1.  The  demand  for  machinery  with  interchangeable  parts 

has  compelled  builders  to  design  drilling,  milling  and  planing 
i^gS)  g&ges,  and  templets  to  produce  standard  and  duplicate 
parts  accurately  and  economically.  See  Precision  Methods  of 
Locating  Holes  for  Jigs  and  Accurate  Machine  Parts,  pp.  1248- 
1263. 

2.  Drilling  jigs  are  fixtures  carefully  made  with  hardened 
bushings  to  guide  drills,  reamers,  etc.,  so  that  their  operation 
shall  be  the  same  on  each  piece.  They  may  be  divided  into 
about  five  classes,  and  each  class  is  best  adapted  to  some  par- 
ticular kind  of  work. 

I.  Plate  jigs  are  used  for  flanges,  machine  frames,  etc. 
See  pp.  602,  603. 

II.  Solid  jigs  are  used  for  work  that  can  be  readily  clamped 
to  jig  body.  These  jigs  are  preferred  by  some  for  general 
work.    See  pp.  609,  6l0. 

III.  Box  jigs  are  used  for  general  work.  The  work  is  placed 
in  a  box,  the  hinged  cover  closed  and  fastened  and  the  work 
held  in  place  by  binding  screws.    See  pp.  604,  606. 

IV.  Rotary  jigs  are  for  work  where  the  jig  is  too  heavy  to 
be  easily  turned  over  at  the  drilling  machine.  The  jig  con- 
sists of  a  box  mounted  on  trunnions  to  facilitate  revolution. 

V.  Multiple  jigs  are  for  work  that  is  to  be  index-drilled. 
The  bushings  are  placed  in  a  turret  head. 

3.  An  improvised  jig  or  templet.  —  To  drill  and  ream 
bolt  holes  B,  C,  and  D,  Fig.  1,  equidistant  in  two  or  more 
flanges:  First,  lay  out,  drill,  and  ream  one  flange  carefully. 
Next,  clamp  one  drilled  flange  to  another  in  the  way  they  are 
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Fia.  1.  —  CoxjPLiNa  Flanob. 

to  fit,  and  insert  a  plug  or  mandrel  through  centers  A  to 
aline  them.  Drill  and  ream  holes  in  the  other  flange.  Other 
methods  are  to  drill  both  flanges  then  ream  together,  or  drill 
and  ream  in  pairs. 

4.  Plate  (flange)  drilling  jig,  Fig.  2,  is  a  cast-iron  disk  E 
supplied  with  a  plugFG  to  aline  flange  and  jig,  a  hardened 


Fig.  2.  —  Flanqb  Drilling  Jig.  (Plats  Jig.) 

m 

steel  drill  bushing  H  and  reamer  bushing  J.  Plug  f  is  for 
alining  drill  and  jig  and  plug  W  to  prevent  relative  movement 
of  flange  and  jig. 


DRILLING  JIGS 
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6.  To  use  flange  jig,  Fig.  3.  —  Place  flange  K  on  parallel 
pieces  L  and  Af,  with  jig  N  on  top  of  flange;  clamp  lightly  by 
strap  P,  block  Q,  and  bolt  R  to  table  S,  Aline  jig  and 
drill  spindle  with  plug  T,  Fig.  2,  moving  work  by  rapping 
with  a  soft  hammer  until  the  plug  will  enter  bushing  exactly 
central;  clamp  firmly.     Drill  hole  with  reamer  drill  XJ.    Substi- 


FiG.  3.  —  Drilling  and  Reaming  with  Flange  Jig. 


tute  reamer  bushing  J'  for  drilling  bushing  H',  and  ream  with 
fluted  reamer  V.  Place  plug  W,  Fig.  2,  in  first  hole  to  keep 
jig  and  flange  in  alinement  as  at  W,  Fig.  3,  while  drilling 
and  reaming  second  and  third  holes.  Reverse  jig  to  drill  the 
second  flange. 

6.  Drilling  and  tapping  engine  cylinder  heads.  —  When 
two  pieces  of  work  are  to  be  clamped  together  with  cap  screws 
or  stud  bolts,  as  a  cylinder  and  cylinder  head,  two  removable 
bushings^  are  required  for  the  jig;  the  first  with  body  drill 
holes  for  the  head,  the  second  with  tap  drill  holes  for  the 
cylinder.  To  tap  the  holes  by  hand,  a  tap  bushing  is  some- 
times used  to  guide  the  tap.  See  Automatic  Tapping  Attach- 
ment, Fig.  6. 

7.  Multiple-spindle  drilling  machines  are  used  to  save  time 
in  changing  drills,  reamers,  and  counterbores,  in  moving  work 
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from  one  machine  to  another,  as  Ls  necessary  with  a  one-spin- 
dle drilling  machine.  One  spindle  holds  a  tap  drill,  another  s 
body  drill,  another  a  counterbore,  etc.,  alt  running,  and  the  work 
is  moved  along  the  table  from  one  spindle  to  another  withoot 
stopping  the  machine.     See  Fi^.  4  and  8. 

8.  Box  jigs  are  used  to  further  increase  the  rapidity  luid 
accuracy  of  drilling,  reaming,  tapping,  and  counterboring. 

The  work  is  locked  in  a  box  provided  with  accurately 
machined  bearings  to  rest  on  the  drilling  table.  The  jigs  are 
made  heavy  and  are  held  in  position  by  their  own  weight,  thus 
saving  the  time  that  would  be  consumed  in  clamping  and 
ahning. 

9.  To  drill  and  ream  bolt  holes  in  coupling  flange  with  > 
box  jig  and  a  two-spindle  high-speed  drilling  machine,  Fig.  i- 


Fio.  i.  —  Drilunq  amb  Rbaminq  Holes  in  ConpUNd  Flano* 
WITH  Box  Jia.  ' 


DRILLING  JIGS 
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SCHEDULE  OF  OPERATIONS 


ly  HighHspeed  steel  drill, 
600  R.P.M. 
Time,  6  min. 


l"  High-speed  steel  reamer, 
400  R.P.M. 


1.  Place  box  jig  A  on  table. 
Insert  drill  B  and  reamer  C,  C  in 
spindles. 

Locate  heads  D  and  E  on  col- 
umn and  clamp  stops  F  and  G  on 
spindles  to  limit  travel  of  drill  and 
reamer  as  tested  by  passing  drill 
and  reamier  through  bushing  into 
empty  jig,  or  test  drill  and  reamer 
by  lines  placed  on  outside  of  jig 
which  indicate  position  of  bush- 
ings. 

Place  flange  H  in  jig  with  hub  up, 
andsccure  with  button  /  and  screw 
K.    Start  machine  by  shipper  L. 


2.  With  left  hand  move  jig 
to  aline  drill  bushings  with  drill. 
Use  lever  feed  M  and  drill  three 
holes. 

3.  Turn  jig  over  as  shown, 
dotted,  at  A'. 

4.  Ream  the  holes,  using  lever 
feed  N.  P  shows  position  of 
flange  as  it  is  reamed,  and  Q  shows 
two  flanges  bolted  together. 

Attention.  —  Stop  G  must  check 
reamer  before  it  strikes  drill  bush- 
ing or  reamer  and  bushing  will 
be  spoiled. 


Important.  — A  reamer  tapered  at  the  end  has  a  tendency  to  follow 
the  drilled  hole.  Jig  reamers  are  beveled  at  the  point,  as  at  C\  Fig. 
4,  to  correct  the  error  of  the  hole  when  used  in  a  jig,  see  F,  p.  820. 

Note.  —  Before  placing  jig  on  table,  and  before  turning 
jig  over,  brush  off  table. 

To  prevent  abrasion  of  bushings,  drill,  and  reamer,  apply  a 
little  oil  with  finger  to  upper  part  of  drill  and  reamer. 

10.  Box  jig  for  pieces  to  be  drilledy  reamed,  and  tapped 
in  different  directions^  Fig.  5. 


SCHEDULE  OF  PARTS 


A  —  Box  jig  for  pieces  to  be 
drilled,  reamed,  and  tapped  in 
dififerent  directions. 

B  —  Duplicate  of  work  held  m 
hA. 

C  —  Cover  held  in  place  by 
thumb  nut  D. 

E  and  E'  —  Two  of  the  binding 
screws  for  adjusting  work  in  jig. 


F  —  Table. 

G  —  Hole  in  piece  B  that  is 
being  drilled  in  the  duplicate. 

H  —  Drilling  bushing. 

K  —  Reaming  bushing  put  in 
position  after  drilling. 

L  —  Drill  ij^*  small  to  allow 
for  reaming. 
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VERTICAL  DRILLING  MACHINE 


FiQ.  5.  —  A  Box  JiQ  FOR  Drilung,  Reaming,  and  Tapping  in 

Different  Directions. 


RADIAL  DRILLING  MACHINES 

11.  Radial  drilling  machines,  commonly  called  radial  driUs, 
dififer  from  vertical  drilling  machines  in  that  the  drill  is 
moved  to  aline  with  the  work,  which  is  more  convenient  for 
large  work,  such  as  machine  frames,  that  cannot  be  moved 
easily. 

A  plain  radial  drilling  machine  can  be  used  only  for  vertical 
drilling,  while  a  universal  radial  drilling  machine  may  be  used 
not  only  for  vertical  drilling  but  may  be  adjusted,  also,  to 
drill  at  almost  any  angle  and  used  with  hand  or  power  feed. 


RADIAL  DRILUNO  UACHINES 
12.  Plain  radial  drilling  machine,  Fig.  6. 
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FiQ.  6.  —  DiuLLraa,  AirrouATic  Tafpino,  and  9ruii  SinTiNa. 
SCHEDULE  OF  PARTS 


A  —  Radial    arm ;    may    be 

E  —  Lcvera  for  quick  move- 

'"mng around  column  by  hand, 

ment  of  spindle  D. 

Md  raised  up  or  down  by  power. 

F-Hand    wheel    for    alow 

B — Column. 

movement  of  spindle. 

C  — Spindle    bead;    may    be 

0  —  Knob    operating    clutch 

movEd  back  and  forth  on  arm  A. 

throwing  "  in  "  or  "  out  "  power 

D— Spindle ;  may  be  moved  up 

feed. 

»nd  down  in  head  C  by  hand. 

ff— Dril!in?table  forlight  work. 

X— Base  table  for  heavy  work. 
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13.  Automatic  tapping  attachmenty  friction  drive  is  showil 
at  1,  Fig.  &f  fitted  to  the  spindle  of  a  radial  drilling  machine 
for  drilling,  tapping,  and  setting  studs  in  an  engine  cylinder 
2,  without  stopping  or  reversing  the  drill  spindle.  Socket  3 
holding  tap  drill  4  is  used  to  drill  the  hole,  and  is  followed  b] 
tap  5  in  tap  socket  6,  which  in  turn  is  replaced  by  stud  socket 
7  that  sets  stud  8  in  place.  Shell  9  holds  reversing  mechanisED 
and  is  kept  from  revolving  by  rod  10  resting  against  rod  11 
The  attachment  holds  drill  sockets  and  will  drill  holes  in  the 
regular  way.  To  tap,  press  spindle  D  downward  by  hand  level 
E  until  the  tap  reaches  the  bottom  of  the  hole  as  indicated 
by  the  slip  of  the  friction  drive,  then  raise  handle  £,  which 
throws  in  the  reversing  mechanism  and  backs  out  the  tap. 
After  setting  stud  8,  raise  handle  E  to  back  off  holder  13, 
leaving  stud  8  in  cylinder  2.    See  Principles  of  Machine  Work. 

With  some  stud  holders,  stud  8  is  released  by  rapping  pin  12 
lightly  with  a  hammer  before  reversing  the  holder;  on  others, 
the  release  of  stud  is  obtained  by  a  stud  nut  which  oi>erate3 
on  the  principle  that  the  coarser  threads  of  the  holder,  when 
reversed,  will  release  the  finer  threads  of  the  stud.  The  cyl- 
inder is  clamped  to  base  table  K  at  14. 

Attention.  —  The  studs  may  be  set  to  project  to  any  uniform 
height  by  using  a  gage  block  between  stud  holder  and  cylinder. 

Note.  —  Cap  screws,  nuts,  and  slottecj  screws  may  be  set  in 
like  manner  by  using  special  wrenches  and  screw  drivers. 

14-  Jig  /ise.  —  In  the  absence  of  a  regular  jig,  duplicate 
work  of  certain  classes  may  be  done  with  the  aid  of  a  jig  vise 
as  in  Fig.  7.  To  use  this  vise  lay  out  and  drill  one  piece 
and  use  it  as  a  gage  by  which  to  set  the  stop  and  jig  plate. 
Vise  A  is  heavy  and  rests  without  clamping  on  table  B  of 
drilling  machine  C,  Work  D  is  set  against  adjusting  stop  E 
and  clamped  by  setting  up  sliding  jaw  F  with  lever  G.  Jig 
plate  H  carrying  removable  bushing  K  is  then  adjusted  to 
the  desired  position  for  the  hole  and  clamped  to  fixed  jaw 


RADIAL  DRUXING  MACHINES  $09 

of  vise.  A  radial  drilling  machine  being  used,  spindle  L  and 
drill  M  may  be  moved  to  suit  the  position  of  work.  Cylin- 
drical distance  gage  N,  cut  to  its  center,  is  sometimes  used  to 
set  the  center  of  the  hole  in  the  jig  a  given  distance  from  the 
fixed  jaw. 


FlQ.    7. DOILUNQ    T 


16.  To  drill  and  counterbore  duplicate  parts.  —  In  Fig.  8, 
a  multiple-spindle  drilling  machine  is  arranged  to  drill  and  spot 
face  casting,  as  A,  A'  held  by  jig  B.  Insert  drill  C  in  spindle  D 
and  drill  a  hole  until  arrested  by  stop  E.  A  smaller  drill  in 
epindle  F  finishes  the  hole  as  shown  in  section  at  F'.  The 
jig  is  turned  over  and  drill  G  used  to  drill  the  holes  in  lugs 
H  and  H'  through  bushings  K  and  K',    Counterbore  L  is 
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fitted  to  spindle  M  for  spot  facing  luga  H  and  H'  for  the 
screw  or  bolt  heads.  Fixture  N  of  the  jig  is  used  to  clamp  the 
rod  of  the  other  half  of  the  strap  while  it  ia  being  drilled. 


FlO.   8.  DSILLINQ   AHD  CoTTNTERBORINa  DuPUCATX   Paris 


BORING,  BORING  BARS  AND  BORING  MACfflNES 

16.  To  bore  a  cylinder  or  botes  in  frame  of  machine  where 
it  is  not  practicable  to  use  drill  or  boring  tool,  a  boring  bar 
and  cutter  is  used. 

17.  Three  types  of  boring  bars  are  the  fixed  cutter,  Fig.  9, 
traveling  head,  Figs.  11  and  12,  and  sliding  bar,  Figs.  15,  It 

18.  Fixed  cutter  type  of  boring  bar  boring  cylinder,  Figs. 
9,  10. 


BORING  BARS 
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Fig.  9.  —  Borinq  Ctunder  with  Fixed  Cutter  Boring   Bar  in 

Engine  Lathe. 


SCHEDULE  OF  PARTS 


Boring  bar  A  is  mounted  on 
centers  of  an  engine  lathe  to  bore 


^ 


Fig.  10.  —  Boring  Bar  Cutters. 

cylinder  B.  Double-end  high- 
speed finishing  cutter  C,  detail  C\ 
Fig.  10,  is  used.  Bar  is  filed  at 
i),  D',  Fig.  9,  and  cutter  at  E, 


E\  Fig.  10,  to  set  cutter  true. 
Cutter  is  fastened  by  key  F, 
turned  on  top  and  face,  clear- 
ance filed  as  at  G,  G\  Fig.  10, 
hardened  and  tempered.  The 
bore  is  first  roughed  out  with 
double-end  cutters  to  within  ^" 
or  3^"  of  size  or  with  a  single-end 
roughing  cutter  H^  Fig.  10,  cut- 
ting point  at  /. 

Single-end  cutters  of  high-speed 
steel,  Fig.  13,  of  round  stock,  for 
roughing  and  finishing,  fastened 
by  set  screw  and  adjustable,  are 
often  used.  The  cylinder  is  set 
on  parallels  J,  J'  and  clamped  to 
carriage  K. 

A  suitable  speed  and  feed  are 
used. 


Information.  —  Cylinders  are  set  true  with  bar  by  using 
inside  calipers  to  test  work  and  bar  at  either  end,  or  by 
fastening  piece  of  wire  in  head  in  place  of  one  of  cutters  and 
revolving  bar,  testing  cylinder  at  both  ends  and  adjusting. 
When  set  true,  cylinder  is  securely  fastened.  The  screws  may 
be  slacked  slightly  for  finishing  cut. 
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19.  Continous  ftniahing  cut.  —  The  macIuDe  should  not 
be  stopped  during  finishiiig  cut  as  change  in  size  of  work 
by  expansion  and  contraction 
caused  by  heat  generated  by  cut. 
combined  with  spring  of  bar  wilj 
make  a  ridge  wherever  cutter  is 
stopped  and  a  second  cut  may  be 
'   necessary, 

20.  Boring  heads. — For  hole^ 

too  lai^  for  boring  bar,  boring 

heads    of    different   sises    with 

•="*  adjustable   multiple  cutters   .4, 

Fw.  n.  — BoMNQ  Head  with  g   (-,  Fig.  11,  are  used. 

HioH-sPEZD  Steel  Cdttb«8.  ^    Traveling  head  type  bor- 

ing  bar  boring  cylinder,  Figs.  12,  13. 


TRAVELING-HEAD  BORING  BAB 


Fig.  13.  —  Cuttbbs  for  Teaveuno-Hbad  BorInq  Bar. 


SCHEDULE  OF  PARTS 


Boring  bar  A  is  mounted  on 
centers  to  bore  cylinder  B. 

Traveling  head  C  carriea  cut- 
ters as  at  D.  Head  is  fed  aloi^ 
bar  by  feed  Bcrew  E  operated  by 
gears  F  meshing  with  stationary 
eear  G  fast  to  dead  center. 


Several  cutters  may  be  used, 
held  by  set  screws  H.  Roi^hin^ 
and  finishing  cutters  are  shown 
at  K,  L,  Kg.  13. 

Special  fixtures  M,  M'  for  hold- 
ing cyliDder,  are  bolted  to  lathe 
bed. 


22.  Portable  boring  machines  are  obtainable  for  use  vhen 
it  is  more  convenient  to  take  machine  to  work;  and  for  re- 
boring  large  cylinders,  and  work  of  that  class,  in  place. 


Fio.  14. —  To  Facs  i 
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23.  Radial  facing  or  tumiag  ends  of  cylinders.  —  After  I 
boring,  small  cylinders  arc  sometimes  placed  on  built-up; 
mandrels  mounted  on  lathe  centers,  as  at  A,  Fig.  14,  and  the, 
ends  squared  with  lathe  tooh.  Maadrel  consists  of  shaft  B,  I 
two  large  collars  C  and  C  which  are  fastened  by  screws  D, 
and  D'.  Collars  are  turned  slightly  taper  to  fit  counterbored ' 
portions  E  and  E'  of  cylinder.  , 


Flo!  15.  —  Facing  Larog  Cru.'roER, 


A  facing  arm  may  be  clamped  upon  an  ordinary  boring 
bar  for  facing  cylinders. 

A  compound  rest,  or  any  slide  that  will  cany  a  cutter,  may 
be  clamped  to  lathe  face  plate  and  operated  by  hand  or  star 
feed. 

24.  Radial  facing  arm  with  stai  feed,  Fig.  15. 


FACING  LARGE  CYLINDER 
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SCHEDULE  OF  OPERATIONS 


Radial    facing  arm  A   is  at- 
tached to  nose  of  spindle  of  bor- 
ing machine. 
Cyliuder  B  clamped  to  table  C  is 


bored  with  sliding  bar  Z),  sliding 
in  headstock  spindle  E. 

Tool  block  F  carries  tool  holder 
G  and  cutter  H. 


Feed  is  obtained  by  star  wheel  K  striking  pin  L  on  bracket 
M  at  each  revolution  of  radial  facing  arm.  To  feed  in  oppo- 
site direction,  pin  U  is  used.  To  turn  outside  of  flange,  as 
at  N,  tool  block  is  set  parallel  to  bar,  and  feed  obtained  by 
wheel  P  and  pin  Q.     Cylinder  is  clamped  as  at  i2  and  S. 

As  a  time  saver,  a  similar  radial  facing  arm  is  sometimes 
used  on  opposite  end  and  both  ends  faced  and  cylinder  bored 
simultaneously. 

26.  Drilling,  reaming  and  counterboring  in  horizontal  bor- 
ing machines,  Fig.  16.      Bracket  casting  A,  is  faced  and 


ANGLE 
TWIST  DRILL     PLATE 

C  9 


FLOATING  REAMER 
On 


OOUNTERIORC 


FiQ.  16.  —  Dbillinq,  Reaminq   and  Counterborinq  in   Horizontal 

Boring  Machine. 


bolted  to  angle  plate  B.  If  casting  A  is  solid,  the  hole  is 
drilled  with  two-groove  twist  drill;  if  cored,  with  three-  or 
four-groove  twist  drill  C,  reamed  with  floating  reamer  D,  and 
faced  to  length  with  counterbore  E.  The  floating  reamer  has 
side  or  floating  movement  and  will  produce  a  true  hole. 
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28.  Sliding  bar  ^e  boring  bar,  Fi^.  17. 


SCHEDULE  OF  PARTS 
Parallel  Boring     Alinement  Boring  and  Reaming 


Frame  casting  A  is  bolted  to 
table  of  horizontal  boring  ma- 
chine.  Cored  holes  B,  B'  and 
C,  C,  are  bored  and  reamed  par- 
allel to  each  other. 

Circles  are  described  about 
holes.  Boring  bar  D  held  in 
sliding  spindle  E,  is  supported  in 
bushing  F'  in  yoke  G. 

Holes  are  rough  and  finish 
bored  with  cutter  H,  and  line- 


reamed  with  shell  reamers  sup- 
ported on  bar  K.  Bar  is  held  by 
key  L  and  drawn  in  direction  of 
arrows. 

Holes  C,  C,  are  bored  and 
reamed  exact  distance  from  B 
and  B'  by  raising  bed  required 
number  of  thousandths  as  indi- 
cated by  dial  graduated  to  read 
to  one-thousandth  of  an  inch. 


VERTICAL  BORING  AND  REAMING 
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VERTICAL  BORING  AND  REAMING 

27.  Vertical  drilling  machines^  radial  drilling  machines 
and  vertical  boring  mills  are  used  for  vertical  boring  and  ream- 
ing holes  in  alinement  in 


VERTICAL 
ORILLINQ 


FEED  SCREW 


TAPER  60RINQ 
HEAD 

A 


frames  of  machines,  small 

cylinders,  etc.     Holes  are 

cored  nearly  to  size  then 

bored  with  boring  bars  and 

reamed  with  special  or  shell 

reamers.     The  boring  bar 

has  taper  shank  to  fit  slid-   feed  wheel  0 

ing  spindle  of  machine,  and 

lower  end  is  straight  to  run 

in  guide  bushing  fitted  to 

hole    in    table    or    base. 

Work  may  be  held  in  jigs, 

fixtures,    or    clamped    to 

table  or  base  of  machine. 

28.  Shell  reamers  are 
hollow  reamer  heads  fitted 
to  an  arbor.  One  arbor 
can  be  used  for  a  number 
of  sizes.  They  are  obtain- 
able to  5"  diameter,  fluted, 
rose  and  adjustable,  with 
straight  or  spiral  teeth,  and 
are  much  used  in  chucking       ^'°-  ^^' "  ^^^^«  '^^'^^  ^^^• 

lathes,  horizontal  and  vertical  boring  machines,  boring  mills, 
etc. 

29.  Boring  taper  holes  with  boring  bar,  Fig.  18. 

SCHEDULE  OF  PARTS 


Taper  hole  in  milling  machine 
frame  is  bored  with  taper  boring 
Head  A.  Holes  B  and  C  are  first 
bored  straight.    Hole  B  is  then 


step  bored.  Shde  D  carries  cut- 
ter Ef  which  is  fed  downward  by 
star-feed  mechanism  F,  G,  H. 
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30.  Boring  taper  holes  with  boring  bar  in  lathe.  —  Lai^e 
cored  work  may  be  bored  taper  by  clamping  to  lathe  carriage 
or  in  steady  rest,  and  bored  with  traveling  head  boring  bar. 
A  special  center  is  clamped  to  face  plate  a  calculated  distance 
from  line  of  centers.  Bar  is  mounted  on  special  live  center 
and  dead  center.  One  cutter  is  used.  In  principle  this 
method  is  similar  to  taper  boring  head. 

31.  Hand  alinement  reaming  with  shell  reamer,  Fig.  19. 


Fia.  19.  —  Hand  Alimeuent  Reauino. 


SCHEDULE  OF  OPERATIONS 


1.  — Bore    taper  hole  A  and 

reamer  E  then  remove  both  C 

straight  hole  B  in  alinement. 

and£. 

2.  — Place  bushing  C  in  lower 

4.  — Place  taper  hmbmg  F  in 

hole  to  aline  reamer  bar  D. 

hole  A  and  reamer  G  on  bar,  and 

3— Ream  taper  hole  A  with 

ream  hole  B. 

Power  alinement  reaming  with  jig,  Fig.  20. 
SCHEDULE  OF  OPERATIONS 


1.  — Place  frame  caating  A  in 
jig  B  and  drill  holes  C  and  C. 

2. —  Bring  reamer  bar  D  and 
shell  reamer  E  down  part  way, 

3.  —  Place  shell  reamer  E'  and 


its  driving  collar  F  in  poeition 
and  adjust  bustungs  G  and  (?'  to 
keep  reamer  bar  in  alinement. 
4.  —  Ream  both  holes  at  once. 


POWER  ALINEMENT  REAMING 


Flo.  20.  —  Power  Aunement  Reaming. 

TAPER    HOLES.  TAPER   REAMERS  AND   SPINDLE   MAKING 

33.  Small  taper  holes  are  made  by  drillin);  a  straight  hole 
slightly  smaller  than  diameter  of  small  end,  then  reaming  with 
roughing  aod  finishing  taper  reamers.  Large  taper  holes  are 
made  by  boring  and  reaming,  or  boring  without  reaming. 


Fia.  21.  —  Tapes  Reamers. 
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34.  Taper  reamers  A  and  B,  Fig.  21,  obtainable  in  Morse 
and  Brown  &  Sharpe  tapers  and  also  in  special  tapers  for 
spindles,  sockets  and  collets.  Fig.  22,  is  a  stepped-roughing 
reamer  Tor  large  holes. 


SECTION 


MILLING  MACHINE 
SPINOLE 


Fig.  22.  —  Stepped  Rouohing  Taper  Reameb. 

36.  Stepping  work  for  taper  holes.  —  Above  2''  at  small 
end,  taper  holes  are  stepped  with  drill  or  boring  tools  to  re- 
move stock,  as  in  Fig.  23,  or  bored  with  taper  boring  head. 


Fig.  23. — Step-Boring  for  Taper  Holes. 


36.  Boring  taper  holes.  —  Instead  of  stepping  hole,  it  may 
be  bored  to  required  taper  with  taper  attachment  or  compound 
rest  and  may  or  may  not  be  reamed. 


TAPER  PLUGS  AND  RING  GAGES 
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37.  Taper  plug  and  ring  gages  are  used  for  standardizing 
taper  holes  and  shanks,  diameters  and  lengths.  See  Morse 
tapers,  pp.  233,  234,  Brown  &  Sharpe  tapers,  pp.  233,  235. 
Spindle  A,  Fig.  24,  is  reamed  until  line  B  of  gage  C  is  even 
with  end. 


( 


MILUNO  MACHINE  SPINDLE 
^  D 


Fig.  24.  —  Taper  Pluo  Gaqe. 

Shank  1,  Fig.  25,  of  arbor  2,  is  filed  or  ground  to  fit  gage  3 
until  end  is  even  with  end  of  gage  at  4.  The  flat  portion  at  5 
is  the  gage  for  milled  tang.  Line  6  gives  reamer  depth;  line 
7,  plug  depth.     The  gage  is  adjustable  to  compensate  for  wear. 


MILLING  MACHINE  ARBOR  2 


taper  shank 

Fig.  25.  —  Taper  Ring  Gage. 


38.  Stub  mandrel  A,  Fig.  26,  is  used  for  spindles  and 
drill  sockets  which  have  to  be  turned  after  taper  hole  is  reamed. 
The  body  is  accurately  ground  to  fit  taper  hole  in  spindle  B. 


Fig.  26.  —  Stub  Mandbel  for  Taper  Work  in  Spindle  or  Socket. 
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39.  To  make  small  lathe  spindle,  Fig.  27. 


Fia.  27.  —  CHncKiNG  Spindle. 

Specifications:  Material,  crucible  steel  spindle  forging  J" 
to  1"  lai^e. 

MacWnes  and  tools :  Engine  lathe,  holder  and  cutter,  cali- 
pers, rule,  micrometer,  steady  rest,  drills,  roughing  and  finish- 
ing taper  reamers,  proof  bar,  test  indicator,  center  scraper, 
stub  mandrel,  spring  dog,  threading  tool,  universal  grinding 
machine. 

SCHEDULE  OF  OPERATIONS 


1.  Preparing  blank.  Center, 
square  to  length,  rough  turn  all 
diameters  iV"  large,  turn  and  file 
spot  on  nose-end  of  spindle  for 
steady  rest. 

n.  Mounting  in  steady  rest 
Clamp  steady  rest  A,  Jig.  27,  to 
lathe  bed.  Mount  sphidle  B  on 
centers  and  adjust  jaws  CCC  to 
spot,  fasten  spring  dog  D  to  face 
plate  and  secure  dog  E  (or  tie  dog 
to  face  plate  with  belt  lacing)  to 
hold  spindle  on  Uve  center. 
Move  dead  center  away  from 
work. 

in.  Drilling  and  reaming  hole- 


Drill  hole  in  spiudle  B  proper  siic, 
deeper  than  required  depth  of 
reamer  hole,  power  ream  with 
roughing  taper  reamer  F.  Hand 
ream  taper  hole  carefully  at  \Tse 
with  finishuig  reamer. 

IV.  Testinf;  truth  of  hol«  witb 
proof  bar  and  indicator.  PUre 
tapered  end  of  proof  bar  H  in 
spindle  and  mount  on  centers,  as 
in  Fig.  28.  Adjust  feeler  K  of 
indicator  to  proof  bar,  rotate  spin- 
dle by  hand  and  dctermiDC  error. 

V.  Correcting  error.  RemovD 
spindle  from  lathe  and  scrape 
center  hole  on  wde  where  spindle  is 


SPINDLE  MAKING 
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most  eccentric,  with  center 
scraper.  Teat  again.  Repeat 
process  untjl  error  ia  less  than 
.001". 

VL  Hotint  opposite  end  of  fon- 
dle in  steady  rest.  Insert  stub 
mandrel,  as  in  Fig.  26,  reverse 
spindle  in  lathe,  turn  and  file  spot 
OD  spindle  near  dead  center  for 
steady  rest.  Adjust  steady  rest 
to  Epot  and  secure  work  on  live 
center. 

Vn.  Drill  bole  through  Bpindle. 
Drill  hole  through  spindle  to  meet 


hole  in  opposite  end.  Center  and 
fit  plug  to  hole. 

VnL  Test.  Agtun  use  proof 
bar.  Mount  on  centers,  test  and 
correct  as  in  V. 

IX.  Pinish  bearings.  Place 
stub  mandrel  again  in  taper  hole. 
Mount  on  centers,  turn  and  grind 
all  bearing,  and  thread  nose  of 
spindle. 

Attention.  —  Solid  spindles  are 
slotted  at  end  of  taper  hole  to 
allow  use  of  center  key  to  force 
out  arbor  or  center. 


Fio.  28.  —  Testing  Spinule. 
40.  To  make  Urge  spindles,  first  turn  and  fit  all  bearings, 
then  mount  in  ita  own  bearings  and  drill  straight  hole  through 
it.    Bore  taper  hole  in  end,  either  with  taper  attachment  or 
compound  rest,  finish  with  hand  reamer. 


Fio.  29.  —  FAcrao  Piston  Rinq.    Held  with  Magnetic  Cbdck. 
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MAGNETIC  CHUCKS 

i 

41.  Magnetic  chucks  are  used  to  hold  accurately  by  mag- 
netic contact,  thin  work,  iron  or  steel,  to  be  finished,  as 
disks,  rings  and  parallels.  These  chucks  are  best  adapted 
for  surface  and  cylindrical  grinding  machines^  but  may  be 
applied  to  any  machine  tool.    See  pp.  802-804. 

42.  Lathe  magnetic  chuck.  Fig.  29,  shows  magnetic 
rotary  chuck  A,  applied  to  an  engine  lathe.  Projecting  from 
back  of  chuck  shell  are  two  insulated  brass  rings  (not  shown) 
connected  to  terminals  of  electric  coils,  forming  magnets  within 
chuck.  Bracket  B  is  fastened  to  headstock  of  lathe  and 
carries  at  one  end  fiber  collars  C  and  brushes  £>,  which  bear 
against  contact  rings.  Bracket  B  is  also  fastened  to  switch 
E  and  is  opened  and  closed  by  handle  F.  The  switch  is  con- 
nected at  one  end  to  brushes  and  at  other  end-to  direct  current 
supply  wire  G.  (Not  an  alternating  current.)  The  chuck  is 
supplied  with  detachable  face  plate  H  made  up  of  magnetic- 
ally insulated  segments  JJ  and  JV  which,  when  in  place, 
form  surfaces  of  opposite  polarity.  The  contour  of  thes% 
segments  or  interlocking  surfaces  may  be  varied  to  suit  diflFer- 
ent  kinds  of  work. 

In  Fig.  29,  edge  of  piston  ring  K,  is  being  faced  with  tool 
L,  The  piston  ring  is  turned  inside  and  outside  and  finished 
on  one  side  in  usual  way,  then  cut  off  a  httle  oversize. 

The  finished  side  is  held  against  magnetic  chuck  and  handle 
F  swung  downward  closing  circuit,  as  in  full  lines,  and  the 
rough  side  faced  smooth  to  size  and  perfectly  parallel.  To 
release  ring,  handle  F  is  swung  upward  breaking  circuit  as 
dotted  at  F.  To  avoid  slipping  under  heavy  cut,  stops, 
M,  M,  M,  M,  are  placed  against  ring. 

43.  Magnetic  planer  chuck. — Fig.  30  is  used  to  hold 
work  to  be  finished  in  iron  or  steel  by  magnetic  contact. 
It  is  adapted  to  thin  work  that  cannot  be  accurately  held  by 
other  methods. 

Magnetic  chuck  A  is  clamped  to  planer  table  and  arranged 
to  hold  pieces  B.  The  pieces  are  separated  about  tV"  ^Y 
non-magnetic  material,  as  brass,  wood  or  fiber,  otherwise 
holding  action  will  be  weakened.    The  direct  current  is  sup- 
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plied  by  wire  C,  and  switch  D  is  closed  to  grip  work  and 
opened  to  release  it.  Lamp  E  indicates  whether  current  is  on 
or  off. 


Fia.  30.  —  HoLDiMo  Pi^ahxk  Wobx. 


Fto.  31.  —  DxuAOKETiziN'a  9rBSL  Oft  Cast  Ibon. 
44.  To  demagnetize  work,  Fig.  31. — Hardened  steel  and, 
to  some  extent,  cast  iron,  coming  in  contact  with  magnetic 
chucks,  becomes  penuauently  magnetized.  To  demagnetize 
work,  start  demagnetizer  A  (1200  K.P.M.)  and  place  work  B 
on  plates  C,  C.  Then  vibrate  work  upward  1"  to  2"  from 
plates  as  shown  dotted  at  B',  and  replace  on  plat«3.  Repeat 
operation  several  times.  Each  time  work  is  lifted  out  of 
magnetic  influence,  a  portion  of  the  magnetism  is  left  behind. 
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45.  Electrical  units. — 

Your. — The  unit  of  electro-motive  force,  (E.M.F.)  The 
force  required  to  send  one  ampere  of  current  through  one 
ohm  of  resistance. 

Ampebe.  —  The  unit  of  current.  The  current  which  will 
pass  through  one  ohm  resistance  when  impelled  by  one  volt. 
A  milli-ampere  =»  one-thousandth  of  an  ampere. 

Ohm.  —  The  unit  of  resistance.    The  resistance  offered  to 
the  passage  of  one  ampere  when  impelled  by  one  volt.    The 
megohm  »  one  mUlion  ohms. 
Watt.  —  The  unit  of  power: 

One  ampere  X  one  volt  =»  one  watt. 
Amperes  X  volts  =  watts. 
(Amperes)*  X  ohms  =»  watts. 
(Volts)*  H-  ohms  =  watts. 
746  watts  =  1  horse  power. 
1000  watts  =  1  kilo  watt, 
approximately  1^  horse  power. 
Coulomb.  — The  quantity  of  current  which  impelled  by 
one  volt  would  pass  through  one  ohm  in  one  second. 

Joule.  —  The  unit  of  work.  The  work  done  by  one  watt 
in  one  second. 

Information.  —  In  ordering  electric  motors,  it  is  absolutely  necessary 
to  state  voltage  and  whether  current  is  direct  or  aUematingj  and  if 
alternating,  whether  onCj  two  or  three  phase  and  number  of  cycles. 

STEADY  AND  FOLLOWER  RESTS 

46.  A  steady  rest.  Fig.  32,  is  used  to  support  a  slender 
shaft  to  prevent  vibration. 

SCHEDULE  OF  PARTS 

A  —  Rest ;  two  parts,  —  base 
and  top. 

B  — Base. 

C  —  Top,  hinged  to  base. 

D  —  Clamp  strap. 

E  —  Bolt  to  clamp  rest  at  any 
location,  on  ways  of  lathe. 


F  —  Bolt,  hinges  top  to  base. 

G  —  Clamp,  fastens  top  to  base. 

H  —  Sliding  jaws  adjusted  to 
spot  /  on  shaft. 

Ki  K2  K^  —  Adjusting  screws. 

L  —  Nuts  to  clamp  jaws  in 
position. 


OTEADY  AND  FOLLOWER  RESTS 


47.   To  turn  spot  on  shaft,  then  adjust  jaws  to  that  spot 
and  turn  shaft,  Fig.  32. 


-TDRNiNa  Slzndbr    Bhait    Sitpportbd  I 
Set  to  a  Tdbned  Spot. 


SCHEDULE  OF  OPERATIONS 
True  live  center    Set  dead  center  in  accurate  alinemeDt 


L  Center  and  Btraighten  shaft, 
rough  square,  recenter,  Snish 
square. 

2.  Tum  spot  J  A'  to  A*  large 
and  wider  tban  jaws  H,  central 
or  nearer  live  center,  and  file 
smooth. 

3.  Move  jaws  H  back  to  clear 
shaft  and  swing  top  C  backward. 
Mount  and  clamp  rest  opposite 
spot.  Adjust  jaws  U  by  screws 
Ki  iirst,  then  K^  to  toucli  shaft. 
Swing  top  C  forward  and  clamp, 


and  adjust  thud  jaw  H  by  screw 
i£g.  Clamp  jaws  by  nuts  L  and 
oil  spot  J. 

4.  Turn  one-half  shaft,  re- 
verse shaft,  adjust  jaws  to  turned 
portion  and  tum  rest  of  shaft, 
or  spot  the  shaft  in  center  and 
rough  and  finish  both  halves  to 
spot  by  reversing  shaft,  then 
move  rest  along  toward  live 
center,  readjust  jaws  and  finish 
spot  to  size. 


18.  The  cat  head,  M,  Elg.  33,  is  used  to  hold  slender 
shafts  to  be  spotted  aa  well  as  for  steadying  slender  shafts  to 
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be  turned  without  spotting.  It  is  also  used  to  hold  square, 
hexagonal,  or  work  of  irregular  section  to  be  turned,  as  valve 
stems  that  have  one  part  square  and  the  other  round. 


Fw.  33.  —  TuRMNQ  Slender  Shaft  Sijpportbd  by  a  Steady  Rest 
Set  to  a  Cat  Head, 

49.  To  true  cat  bead  on  shaft.  —  Place  it  on  shaft  and 
true  up  accurately  by  adjusting  screws.  Test  its  truth  by 
chalk,  copper  tool,  or  a  t«st  indicator.  If  the  cat  head  is  used 
in  turning  the  second  end  of  the  shaft,  it  must  be  placed  on  the 
turned  part  and  trued  up  as  before.  Usually  the  jaws  of  the 
steady  rest  are  set  directly  on  the  shaft  for  the  second  half. 

AUenlion.  —  Do  not  adjust  jaws  carelessly  to  cause  the 
shaft  to  spring.  If  piece  springs  when  outside  stdn  is  removed, 
straighten  in  a  press,  or  if. the  shaft  is  slender,  mount  on 
centers  and  straighten.  Use  wooden  jaws  in  steady  rests  for 
finished  work. 

60.  Follower  (Traveling)  rest,  A,  Fig.  34,  is  used  for  turn- 
ing shaft  from  end  to  end,  and  it  is  more  convenient  and  pro- 
duces more  accurate  work  than  a  steady  rest.  The  rest  consists 
of  two  jaws  and  a  frame  bolted  to  carriage  B.  A  spot  of  the 
desired  diameter  is  turned  at  end  C  of  shaft  D,  and  the  jaws 
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E  and  E'  are  adjusted  to  it.    The  tool  must  be  slightly  in 
advance  of  the  jaws,  which  should  be  well  lubricated  where 


FOLLOWER 
REST 

A 


FiQ.  34.  —  Turning  Slender  Shaft  Supported  by  a  Follower  Rest. 

they  bear  on  the  work.  One-half  of  shaft  is  turned,  then 
it  is  reversed  and  the  second  half  turned.  For  more  effective 
support,  use  bushings  to  suit  different  diameters  of  shafts  in 
place  of  jaws.  When  cutting  Square  or  29°  threads  on  slender 
pieces  a  follower  rest  is  necessary  to  support  the  work. 

ECCENTRIC  TURNING 

51.  Eccentric  turning.  —  Besides  ordinary  straight  and  taper 
turning,  in  which  there  is  only  a  single  axis  and  a  single 
pair  of  centers,  there  is  another  class  of  turning,  known  as 
eccentric  or  offset  turning,  in  which  there  is  more  than  one 
axis  and  consequently  more  than  one  pair  of  centers.  See 
Eccentric  Shaft,  Fig.  35,  Engine  Eccentric,  Fig.  38,  and  crank- 
shaft. Fig.  41. 

Crankshafts  are  made  with  one  or  more  cranks  and  may 
have  solid  eccentrics  as  well.  Small  crankshafts,  in  the 
rough,  may  be  obtained  drop-forged  of  machine  steel,  cut 
from  steel  slabs  or  in  steel  castings.  The  larger  sizes  come 
partly  machined  after  being  forged  under  the  steam  hammer. 
Crankshafts  are  also  built  up  by  autogenous  welding. 
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52.  To  make  eccentric  shaft.  Fig.  35. 


0      (D^      ©©0©©   0 


Fig.  35.  —  Schedule  Dra^tng. 

Specifications:  Material,  machine  steel  ^'^  to  V'  large;  weight. 
1  lb.  15  oz.     Hardness,  14  to  16  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  6  min.  —  Oil  lathe, 
4  min.  —  All  squaring,  turning,  and  filing  on  concentric  centers  A,A\ 
40  min.  —  Making  eccentric  centers,  18  min.  —  All  turning,  squaring, 
and  filing  on  concentric  centers  B^B',  39  min.  —  Clean  lathe,  3  min.  — 
Total,  1  h.  50  min. 

SCHEDULE  OF  OPERATIONS,    MACHINES  AND  TOOLS 


Opekations. 


Center  (A),  (A'),  jV- 

See  that  live  center  is  true  and 

dead  center  in  approximate 

alinement. 
Rough  square  (1),  (2). 


// 


Recenter(A),  (A'),  A' 
Finisli  square  to  length,  (1), 

Rough  turn  to  Ij"  +  ^t".  (»). 

(4) ,  one  or  two  cuts.     Turn 

half-way,  reverse  and  turn 

other  half. 
Make  eccentric  centers  B,B\ 

then 
Test  and  correct  throw. 


iV  A  CHINES,  Feeds, 
Speeds 


Engine  lathe,   12"  to 
16". 


3d   or  4th  speed,    or 
50  F.P.M.  Hand  feed. 


2d  or  3d  speed,  or 
60  F.P.M.  Coarse 
power  feed  —  40 
to  1". 


Tools. 


Dog,  holder  and 
cutter  35**  rake, 
calipers,  rule. 


Holder  and  cutter 
35*  rake,  calipere, 
rule. 


Lay  out  eccentric  centers  B,  B\  distance  at  C,  as  follows:  Clamp 
pointed  tool  in  tool  post  at  height  of  centers.  Mount  shaft  on  cen- 
ters without  dog,  and  make  short  lines  at  each  end  in  same  plane  as 
at  (1)  and  (2),  Fig.  36.  Draw  lines  on  each  end  as  at  D,  with 
pointed  tool  or  center  square  and  scriber.  Slant  pointed  tool  to  the 
left  with  point  y\"  (half  the  required  throw  of  eccentric)  from  lathe 
center,  and  draw  lines  at  both  ends  intersecting  radial  lines  as  at  ^■ 
Make  center  pimch  marks  at  these  intersections,  and  drill  and  coun- 
tersink yV"  small. 
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Fig.  36/— Eccentric  Shaft  Blank.    Fiq.  37. — Cbntbb  Houb  Scraper. 

Test  and  correct  throw. — Mount  in  lathe'  on  eccentric 
centers  B,  B',  Fig.  35,  and  measure  throw  between  lathe  tool 
and  work  with  rule  and  inside  calipers.  Correct  throw  to  t\"  at 
both  ends  by  scraping  over  countersinks  with  center  scraper, 
Fig.  37.  Test  also  with  indicator,  p.  12l0,  and  make  throw 
same  at  both  ends.  Countersink  to  ^",  test  and  scrape  again, 
if  necessary.    Limit  of  error  permissible  .001". 


Dtaw  lines  on  concentric  side 
of  ahaft  (S),  (C),  for  length 
of  reduced  parts.    (Fig.  35.) 

Rough  torn  reduced  parts 
(7)f  (8),  five  or  six  cuts  each. 


Rough  square  shoulders  to 
within  ^"  of  lines  (6).  (i). 

Knish  turn  ends  (7),  (8),  one 
cut 

Finish  square  shoulder  to 
lines  (•),  (S).  Change  to 
centers  A,  A\ 

Finish  torn  (S),  (4)  to  \\", 
^ntb  out. 

Draw  lines  (t),  (It). 

Rough  turn  to  X^^',  (U),  one 
cut. 


Kle  (1),   (4).  (7).  (8).  to  re- 
move tool  marks. 


Vise,  copper  jaws. 


2d   or  3d   speed,    or 

50  F.P.M.  Medium 

power    feed  —  80 

tol". 
2d   or    3d  speed,   or 

50  F.P.M.      Hand 

feed. 
3d  speed,  or  70  F.P.M . 

Fine  power  feed  — 

140  to  1". 
Hand  feed. 


Finefeed  — 140tol''. 


Ekigine  lathe,  3d 
speed, or  50 F.P.M. 
Medium  power 
feed— 80  to  1". 

4th  speed,  or  speed 
lathe,  2d  or  3d  speed . 


Copper  sulphate, 
rule,  soriber. 

Holder  and  cutter 
35*  rake,  calipers, 
rule. 

Holder  and  cutter 
35**  rake,  rule. 

Holder  and  cutter 
35"  rake,  calipers, 
rule. 

Holder  and  cutter 
35**  rake. 

Holder  and    cutter 

35°  rake,  calipers, 

rule. 
Copper  sulphate, 

rule,  scriber. 
Holder    and  cutter 

35*"  rake,  calipers, 

rule. 

8"  or  10"  mill-bas- 
tard file,  file  card. 


Injormaiion.  —  K  desired,  parts  (3),  (4),  (7),  (8)  may  be  fitted  to 
standard  holes  the  same  as  a  back  gear  eccentric  shaft  by  filing  or 
grinding. 

Attention.  —  To  save  time  in  making  a  number  of  eccentric  shafts, 
inake  a  jig  to  drill  and  countersink  ends  or  use  eccentric  fixtures. 
See  p.  632. 
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63.  To  turn  engiiie  eccentric,  Fig.  38. 

ENGINE 


Fia.  38.  —  TuRNiNo  am  ENaiNx  EIccenthic. 
SCHEDULE  OF  OPERATIONS 


1.  Make  eccentric  mandrel  Fig. 
38,  of  required  throw  by  method, 
pp.  630,  631. 

2.  Cliuck,  ream,  and  push  ec- 
centric casting  lightly  onto  man- 
drel. Mount  in  lathe  and  rap 
eccentric  until  it  runs  true. 
Take  from  lathe  and  press  man- 
drel hard.  On  large  eccentrics. 
Bet  screws  are  used  to  fasten 
eccen^c  to  mandrel.  Do  all 
facing  operations  and  turning  of 


hubs  on  regular  centers  AA',  and 
all  eccentric  diametera  on  eccen- 
tric centers  BB". 

Attention.  —  When  eccentric 
centers  lie  outside  shaft,  ecoentric 
may  be  turned  on  disk,  carrying 
split  stud  with  expanding  acrev, 
tiie  whole  being  bolted  to  face 
plate  of  lathe  in  position  to  ^^t 
desired  throw.  Some  prefer 
this  fixture  to  an  eccentric  luan- 
drel. 


o 


\;-A 


54.  Crankshaft  turning,  Fig.  41.  —  The  centera  or  axes  lie 
outside  of  the  shaft,  so  that  fixtures,  arms  or  fianges,  carr}'- 
ing  the  centers  must  be  provided. 

>.  C6.    To  lay  out  two-throw 

90°  crankshaft  center  fixtures, 
Fig.  39. 

SCHEDULE  OF  OPERATIONS 

1.    In     two    fixture     castings 

chuck  and  ream  holes  to   next 

regular  diameter  larger  than  re- 

_,      „„       ,  -         ,-.    _  quired  diameter  of  ends  of  crank- 

Fio.  39.  —  Latino  Out  a  Center  \  ,.  .  j    1      j 

FixTtiRB  FOR  A  Two-Throw  90"  8^^'-   '^'^^^    °'*    mandttJ  and 

Enoinb  Cranmhaft.  square   arms   and   hub.       Plane 


7"' 


4^ 


•M" 
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edges  AB,  at  right  angles  &nd  an 
equal  distance  from  faole. 

2.  Set  pointed  tool  3^'  from 
point  of  dead  center  and  describe 
arcs  CD.  If  fixtures  are  not 
planed,  points  CD  are  obtained 
u  follows: 

Center  punch  point  on  C,  in 
middle  casting  on  the  arc.  Set 
dividers  49497'  the  h3fpoth- 
enuse  of  right  triangle  whose 
base  is  3^',  unng  the  one-hun- 
dtedth  graduation  of  the  rule,  and 
with  C  aa  center  intersect  arc 
at  D.  Distance  CD,  may  be 
obtained  by  the  following  rule: 
Find  the  square  root  of  the  sum 
of  the  squares  of  the  two  throws. 

Example:       Vsj'  +  3i' = 


4.9497,  answer.  Lines  EF,  on 
each  fixture  are  used  to  aJine 
cranks  with  fixtures  when  sides 
of  fixtures  are  not  90°. 

Attention.  —  If  only  one  crank- 
shaft is  to  be  turned,  the  fixture 
may  be  drilled  and  countersunk 
in  casting.  For  a  number  of 
crankshafts,  chuck  large  holes 
and  drive  in  hardened  and  ground 
steel  plugs  carrying  lai^  center 

To  make  these  holes  m  correct 
location,  clamp  fixtures  to  face 
plate  of  lathe  with  marks  C  and  D, 
in  axis  of  rotation  aa  tested  with 
axis  indicator  (see  Lathe  Axis 
Indicator,  1S13),  then  drill  and 
bore  to  tdze. 


66.  To  aline  center  fixtures  and  lay  out  cranks,  Fig.  40. 


SCHEDULE  OF  OPERATIONS 
Adjust    fixtures,    center    and         Turn  AB  to  fit  center  fixtures 
square  shaft  in  relation  to  crank    CC. 
webs. Mount  fixtures  and  adjust 
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centers  of  cranks  D  and  £  to 
aline  with  centers  of  fixtures  by 
wedges  F  and  test  with  surface 
gage.  Lay  out  crank  web  by 
Unea  and  center  punch  at  0,  H, 
K,  L,  M,  N,  P,  Q. 


Mount  in  lathe  on  one  pair  of 
crank  centers  and  revolre;  reg- 
ular centers  are  horizontally  oiv 
posite.  Test  top  of  turned  ends 
with  surface  gage. 


67.  To  turn  cnmkahaft,  ^g.  41. 


SCHEDULE  OF  OPERATIONS 


Rough  turn  blank.  Mount  up- 
on regular  centers  AA',  Fig.  41. 
Rough  square  faces  of  webs  1,  2, 
3,  4,  and  rough  turn  shaft  5,  6, 
and  7. 

Change  to  crank  centers  BB". 
Rough  square  and  turn  8,  9,  and 
10. 

Change  to  crank  centers  CC 
and  rough  square  and  turn  11,  12, 
13. 

Counterbalance  crank  fixtures 
by  using  weight  D,  or  preferably 
by  adjustable  weights  EE'. 


Use  driver  FF'  with  piece  of 
leather  to  reduce  jar. 

Season  crankshaft  between 
roughing  and  finishing,  if  time 
will  permit. 

Finish  square  and  turn  in 
reverse  order. 

It  is  best  to  spot  7  and  use 
steady  rest  for  finishing.  For 
slender  crankshafts  use  jack  or 
braces  as  shown  by  dotted  lines. 
European  tool  poet  G  is  preferred 
to  a  single  tool  post.  Hill  or 
plane  edges  of  wete. 


Attention. — Crankshaft  lathes  are  obtunable.  Automobile  and 
raotorboat  crankshafts  may  ba  rough  turned,  then  ground,  or  ground 
direct  from  drop  forgings  or  steel  castings. 

nUKUNG 

68.  Hand  and  machine  nurling  or  milling  tools,  F!^.  42 
and  43,  are  used  to  check  or  mill  suifaces  of  nuts,  screw 
heads,  handles,  knobs,  etc.,  to  increase  the  grip  and  facilitate 
rotation.  These  indentations  are  similar  to  those  on  the  edges 
of  ^ver  and  gold  coins  to  detect  the  removal  of  metal  and 
called  milled  edges. 

69.  Hand  nurling.  f^g.  42. — Thumb  nuts  and  screw 
heads  are  often  nurled  with  single  nurl  wheel  A  and  holder  B, 
Fig.  42.     Oil  work  and  nurl. 


ts 


Fio.  42.  —  Hand  Hurunq  m  Speed  Lathe. 
SCHEDULE  OF  OPERATIONS 


Speed  for  hand  nurling  brass, 
son  F.P.M. 


Speed  for  hand  nurling  steel, 
200  F.P.M. 


Hace  holder  on  rest  C  which 
Bhould  be  firmly  clamped,  and 
place  wheel  under  thumb  nut  D. 
Press  down  firmly  with  right 
Wd,  at  same  time  steadying  tool 
^th  the  left,  until  deured  effect 
g  produced. 


Information.  —  Hand  nurle  are 
obtainable  in  a  variety  of  patterns 
for  thumb  nuts  and  screw  heads, 
as  shown  in  Fig.  42. 

AUenlwn.  —  Use  fine  nurla  on 
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60.  Machine  nurling,  Fig.  43. 


COARSE 
-  Machine  NonUNa  in  Enqinb  Lathb. 


SCHEDULE  OF 
Speed  for  machine  nurling  iron 
and  steel.  AO  F.P.M. 

Nurling  tool,  Hg.  43,  coii- 
sists  of  holder  A  and  two  hard- 
ened steel  nurling  wheeb  B,  B', 
mounted  in  head  C,  connected 
with  holder  by  rocking  joint. 
Nurls  have  opposed  helical  teeth 
as  at  D,  ly.  Holder  is  fastened 
at  right  angles  to  work  E,  and  ad- 
justed to  have  both  wheels  bear 
equally  on  work. 

Use  power  feed.  Oil  work  and 
nurls.  Start  lathe.  Force  nurls 
with  cross  feed  screw  hard  against 
work,  preferably  with  half  width 
of  nurls.  Stop  lathe,  and  if 
piteh  of  checking  on  work  is 
same  as  nurls,  reduce  pressure 
and  throw  in  power  long,  feed  to 
travel  back  and  forth  over  surface 
until  projecljons  come  nearly  to 
a  point. 


OPERATIONS 

Feed  for  nurling,  medium 
power  feed,  80  to  l". 

AUeTtiion.  —  To  prevent  ma- 
chine nurla  from  cutting  double 
set  of  projections  twice  as  One 
as  the  ourts  and  spoiling  tlie 
work,  press  nurls  hard  at  start 
and  move  carriage  slightly  to  Icfl 
and  right  by  hand  until  desired 
effect  is  produced,  then  partially 
relieve  pressure  before  starting 
power  feed,  to  avoid  undue  ft-ear 
on  centers  and  center  holes.  A 
slow  but  sure  process  is  to  press 
nurls  hard  on  work  and  pull  belt 
forward  and  backward  by  band 
until  nurling  is  reproduced  all 
around  work,  then  start  machine 
and  use  power  feed. 

Note.  —  Nurla  formachine  work 
are  obtainable  for  fine,  medium, 
and  coarse  pitehes  as  shown  in 
Fig.  43.     Medium  ia  moat  used. 
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SECTION   7 

CYLINDRICAL  GRINDING   (EXTERNAL) 
INTERNAL  GRINDING 

Cylindrical  Grinding.    Grinding  on  Two  Dead  Centers.    UniTersal 

Grinding  Machines.    Grinding  Wheels.    Problems  in 

Cylindrical  Grinding.    Internal  Grinding. 

CYLINDRICAL  GRINDING 

1.  Machine  grinding  is  a  scientific  method  of  producing 
cylindrical,  conical,  and  plane  surfaces  accurately,  rapidly, 
and  economically,  with  automatic  grinding  machinery;  also 
of  duplicating  parts. 

Almost  any  material,  as  hardened  and  soft  steel,  wrought 
iron,  cast  iron,  brass,  copper,  aluminum,  vulcanite,  and  wood 
fiber,  may  be  ground  accurately.  Grinding  machines  are 
not  designed  to  remove  a  large  amount  of  stock  but  to  produce 
accurate  dimensions  on  work  that  has  been  rough  turned. 

GRINDING  ON  TWO  DEAD  CENTERS 

2.  The  principle  of  grinding  on  two  dead  centers.  —  Ground 
work  is  more  accurate  than  turned  work.  This  accuracy  is 
obtained    by   grinding 

BKLT  r-i H 
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the  work  on  two  dead 
centers  as  in  Fig.  1, 
which  eliminates  the 
error  caused  by  wear 
of  spindle  bearings. 
The  wear  of  dead 
centers  is  readily  cor- 


DEAD 
CENTER 


I 


HEAD 
•TOOK 


DEAD 
CENTER 


FOOT 
STOCK 


FiQ.  1.  —  Accuracy  Obtained  by  Orini>- 
ING  ON  Two  Dead  Centers. 


rected  by  grinding  the  centers,  but  the  wear  of  spindle  bear- 
ings cannot  be  readily  corrected. 

Machine  grinding  is  also  used  for  finishing  as  a  substitute 
for  polishing  as  it  is  more  economical  than  using  files  and 
emery  cloth. 

704 


702 


ADVANCED  MACHINE  WORK 


UNIVERSAL  GRINDING  MACHINES 

3.  Grinding  machines  may  be  divided  into  four  general 
classes:  Universal  grinding  machines  for  general  work;  plain 
grinding  machines  for  outside  work  only;  cutter  grinding 
machines  for  grinding  cutters  and  similar  work;  and  surface 
grinding  machines  for  surface  grinding  only. 

Special  grinding  machines  are  designed  for  special  purposes, 
as  internal  grinding  machines,  piston  grinding  machines,  and 
crank  grinding  machines  to  rough  as  well  as  to  finish  auto- 
mobile crank  shafts  without  rough  turning. 

4.  Universal  grinding  machine.  Fig.  2,  like  the  engine  lathe, 
is  designed  for  general  work,  as  straight  and  taper  grinding, 
both  external  and  internal,  facing  sides  of  disks,  grinding 
clearances  on  cutters,  reamers,  etc. 

SCHEDULE  OF  PARTS 
Countershaft  Drive.  Belt  Feed. 


6.  MacJiine  Parts. 

A  —  Base,  contains  locker  for 
small  parts. 

B  —  Bed,  contains  feed  and 
reversmg,  mechanism. 

C  —  Table. 

C  —  Swivel  table. 

D  — Swivel  headstock  (90°), 
position  adjustable. 

E  and  E'  —  Dead  centers. 

F  and  F' — ^Dead  center  pulleys ; 
large  or  small  may  be  used. 

G  —  Live  spindle  puUey. 

H  —  Stop  for  live  spindle 
pulley. 

J  —  Footstock,  position  ad- 
justable. 

K  —  Lever  to  spring  dead 
center  "  in  "  or  "  out." 

L  —  Grinding  wheel,  head 
mounted  on  swivel  slide  and 
adjustable  "  forward  "  or  "  back- 
ward;" it  can  also  be  fed  by 
hand  to  grind  steep  tapers. 

M  —  Grinding  wheel. 


N- 
P- 

wheel. 


■  Water  supply  pipe. 
Belt  to  drive  work. 
Belt    to    drive    grinding 

Belt  to  drive  feed  cone. 
Belt  to  drive  pump. 


6.  CourUershaft  Paris, 

I.  Line  shaft. 

II.  Tight    and    loose    pulley 
mechanism  controlled  by  shipper. 

III.  Belt  to  drive  sleeve  carry- 
ing feed  cone. 

IV.  Belt  to  drive  work  drum. 

V.  Work  drum. 

VI.  Clutch  operated  by  ship- 
per brake. 

VII.  Belt   to   drive   grinding 
wheel  drum. 

VIII.  Grinding  wheel  drum. 

IX.  Belt  to  drive  dead  center 
pulley  F  to  give  higher  speed. 

X.  Belt  to  drive  live  spindle 
pulley  G. 
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GRINDING  WHEEI^ 

7.  Grinding  wheels.  Chart,  Fig.  3,  are  made  from  various 
abrasives,  —  emery,  corundum,  alundum,  aloxite,  carborun- 
dum, crystolon,  carbolite.  The  abrasive  is  mixed  with  a  bond, 
the  amount  and  composition  of  which  makes  a  wheel  bard 
or  soft  and  determines  its  grade  or  degree  of  hardness. 

They  are  molded,  baked,  turned,  balanced,  and  tested  for 
hardness  and  speed. 

The  number  of  a  wheel  is  determined  by  the  number  of 
meshes  per  linear  inch  of  the  sieve  through  which  the  abrasive 
has  passed,  and  for  giinding  wheels  runs  from  No.  12  to 
No.  120.  Lower  numbers  indicate  coarser  wheels  and  higher 
numbers  finer  wheels.    See  Principles  of  Machine  Work, 

8.  Coarseness.  Grade  of  Hardness. 

Coarseness  determined  by     Hardness  determined  by  bond 
No.  of  abrasive.  binding  grains  of  abrasive 

together. 

Processes. 

Vitrified.  Tanite. 

Silicate.  Vulcanite. 

Elastic.  Celluloid. 

Each  process  is  best  adapted  to  certain  classes  of  grinding, 
yet  each  may  be  used  for  general  grinding. 

9.  Vitrified  wheels,  reddish  brown  in  appearance,  are  made 
by  mixing  the  abrasive  with  a  bond  of  clay,  sand,  spar,  etc., 
they  are  then  molded  into  shape,  placed  in  ovens  similar  to 
pottery  kilns  and  subjected  to  a  prolonged  and  intense  heat 
(3000°  F.).  These  wheels  are  even  in  texture,  open  and  po- 
rous. They  are  especially  adapted  to  grinding  hardened  steel, 
as  they  will  not  glaze  easily  and  are  thus  cool-cutting.  Wheels 
made  by  this  process  are  used  for  general  work  and  for  cylindri- 
cal and  cutter  grinding.     See  Table  of  Grades,  p.  707. 
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10.  Silicate  wheels,  light  gray  in  appearance,  are  made  by 
mixing  the  abrasive  with  a  bond  of  silicate  of  soda,  and  then 
subjecting  to  a  low  heat  (300°  to  400*^  F.).  These  wheels  are 
made  porous  or  dense,  as  desired,  are  even  in  hardness  and 
have  unusual  strength.  They  are  adapted  for  wet  tool  grind- 
ing and  general  purposes.  All  wheels  above  30^  in  diameter 
are  made  by  this  process.     See  Table  of  Grades,  p.  707. 

11.  Elastic  wheels,  black  in  appearance,  are  made  by  mix- 
ing the  abrasive  with  a  bond  of  shellac,  etc.;  and  then  sub- 
jecting to  a  low  heat  (300°  to  400°  F.).  These  wheels  are  not 
brittle,  and  can  be  made  as  thin  as  A''-  They  are  used  for 
grinding  arbors,  cutters,  reamers  for  saw  gumming,  and  for 
cutting  off  small  stock,  such  as  thin  steel  tubing,  wire,  etc., 
also  for  grinding  in  narrow  openings.  See  Table  of  Grades, 
p.  707. 

12.  Tanite  wheels  are  made  by  mixing  the  abrasive  with 
tanite  (a  chemical  and  mechanical  transformation  of  leather) 
and  then  subjecting  to  heat  under  hydraulic  pressure.  They 
are  used  for  general  grinding  in  a  similar  manner  to  silicate 
wheels. 

13.  Vulcanite  wheels  are  made  by  mixing  the  abrasive 
with  a  bond  of  rubber  and  sulphur,  and  subjecting  to  a  low 
heat  (225°  F.).  These  wheels  are  not  brittle  and  have  a  high 
factor  of  safety.    They  are  used  for  special  work. 

14.  Celluloid  wheels,  brown  in  appearance,  are  made  by 
mixing  the  abrasive  with  celluloid;  both  are  subjected  to  a 
low  heat  (250''  F.). 

16.  Combination  wheels  are  made  by  mixing  several 
numbers  of  the  abrasive  together  in  the  formation  of  the 
wheel.  Three  numbers  are  generally  used  for  th^s  purpose, 
as  24,  36,  46, —  the  coarsest  grade  is  used  for  fast  cutting 
and  the  finest  grade  is  used  for  a  smooth  finish.  The  addi- 
tion of  a  small  amount  of  fine  abrasive  to  a  coarse  wheel  will 
produce  wheel  of  great  durability. 
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16. 


Table  of  Grade*  of  Wheels  Made  by  Different 

Processes 


Vitrified 
Pbocess. 


Very  soft. . 


Soft. 


Medium . . . 


Hard. 


Very  hard . . 


E 

F 

G 

H 

I 

J 

K 

L 

M 

N 

O 

P 

Q 

R 

S 

T 

U 


Silicate 
Process. 


U 

H 

1* 
2 

2i 
2* 
3 

3* 
4 

5 

6 

6* 

7 


Elastic 
Process. 


}E 

1  E 
UE 
HE 
1|E 

2  E 
2iE 
2iE 

3  E 
3iE 

4  E 
4iE 
6  E 
5iE 

6  E 

e^E 

7  E 


Attention.  —  The  grade  of  a  grinding  wheel  is  more  important  than 
the  number  of  the  abrasive.  The  number  influences  the  grade  to  a 
slight  extent,  a  fine  wheel,  as  No.  90,  grade  M,  is  slightly  harder 
than  a  coarse  wheel  same  grade  as  No.  60,  grade  M. 

17.  Shapes  of  wheels.  —  Plain  disk  wheels  are  used  for 
straight  and  taper  work,  and  plain  and  cup  wheels  for  surface 
grinding. 

Cup,  bevel,  and  disk  wheels  are  used  for  grinding  drills, 
cutters,  and  for  grinding  to  shoulder.  Small  wheels  are  used 
for  internal  grinding.    See  Chart  of  Grinding  Wheels,  Fig.  3. 

18.  Selection  of  wheel  depends  on  hardness  of  material 

and  nature  of  work.     In  general,  use  a  hard  wheel  for  rough 

grinding  and  a  medium  or  soft  wheel  for  accurate  grinding 

and  fine  finish.    If  a  wheel  is  too  hard,  it  will  glaze  quickly 

and  heat  the  work;  if  too  soft,  it  will  wear  rapidly  and  prevent 

accurate  grinding.     A  coarse  wheel  is  less  liable  to  heat  than  a 

fine  wheel,  as  the  latter  is  apt  to  glaze.     A  perfect  wheel  is 

one  with  a  bond  that  will  release  the  grains  before  glazing 

takes  place,  and  hard  enough  to  take  a  series  of  cuts  without 
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changing  its  shape  or  diameter,  as  accurate  grin^ng  depends 
upon  the  sizing  power  of  wheel. 

19.  To  motint  wheels.  —  Place  rubber  or  blotting-paper 
washers  between  wheels  and  flanges,  and  clamp.  Wheels 
should  fit  easily  on  arbors.  Some  are  bushed  with  soft  metal 
to  fit  standard  shafting  and  will  run  fairly  true.  Wheels  to 
be  interchangeable  without  truing  are  provided  with  indi- 
vidual taper  bushings.  Small  wheels  for  internal  grinding 
have  counterbore  depressions  for  fillister  head  screws. 

20.  The  periphery  speed  for  wheels  should  be  approximately 
from  5000  to  6500  feet  per  minute  (F.P.M.).  A  higher  speed 
may  cause  the  wheel  to  break.  Should  a  whe^l  heat  or  glaze, 
run  it  slower.  If  it  is  too  soft,  it  can  often  be  made  to  hold 
its  size  by  using  a  higher  speed. 

Table  of  Speeds  for  GREKDiNa  Wheels 

The  table  given  below  designates  number  of  revolutions  per 
minute  for  specified  diameters  of  wheels,  to  cause  them  to  run 
at  the  respective  periphery  rates  of  4000,  5000,  and  6000  feet 
per  minute. 


Revolutions  per 

1 
Revolutions  per 

Revolutions  peb 

DiAM.  Wheel. 

Minute  for  Sur- 

Minute for  Sur- 

Minute for  Sub- 

face  Speed  of 

face  Speed  of 

FACB  Speed  of 

4000  Ft. 

5000  Ft. 

6000  Ft. 

1  inch. 

15,279 

19,099 

22,918 

2     " 

7,639 

9,549 

11,459 

3     " 

5,093 

6,366 

7,639 

4     " 

3,820 

4,776 

6,730 

6     * 

3,056 

3,820 

4,584 

6     " 

2,546 

3,183 

3,820 

7     " 

2,183 

2,728 

3,274 

8    " 

1,910 

2,387 

2,865 

10     " 

1,528 

1,910 

2,292 

12     " 

1,273 

1,592 

1,910 

14     " 

•      1,091 

1,364 

1,637 

16     " 

955 

1,194 

1,432 

18    " 

849 

1,061 

1,273 

20     " 

764 

955 

1,146 

22     " 

694 

868 

1,042 

24     " 

637 

796 

955 

30     " 

509 

637 

764 

36     " 

424 

531 

637 
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21.  The  periphery  speed  of  work  (F.P.M.)  should  be  pro- 
portional to  the  grade  and  speed  of  wheel,  also  to  the  diameter 
of  work.  The  speed  varies  from  15  to  60  feet  per  minute  for 
different  classes  of  work.  The  higher  speed  is  best  for  cast 
iron  and  the  lower  for  duplicate  work. 

22.  Direction  of  rotation  of  wheel  and  work  must  be  op- 
posite at  cutting  point  as  in  Fig.  4. 


Fig.  4.  —  Direction  or  Rotation  of  Wheel 
AND  Work  for  External  Grinding. 

23.  Feed  of  table  or  traverse  speed  is  in  proportion  to  the 
width  of  wheel  face  and  finish  required.  Use  coarse  feed  for 
roughing.  For  large  work  with  a  heavy  machine,  use  one-half 
to  three-fourths  width  of  wheel  to  each  revolution  of  work;  on 
light  machines  use  one-third  to  one-half  width  of  wheel.  For 
a  very  fine  and  accurate  finish,  use  one-fourth  to  one-third 
width  of  wheel. 

24.  Depth  of  cut.  —  For  roughing  take  deep  cuts,  —  .001'' 
to  .004''  at  each  stroke;  for  finishing,  light  cuts,  —  .00025"  to 
.0005''  at  each  stroke.  The  sparks  thrown  off  by  the  grinding 
wheel  indicate  the  depth  of  cut:  a  large  volume  of  sparks  indi- 
cates a  heavy  cut,  and  a  small  volume  a  light  cut. 

26.  Width  of  face  of  wheel. —  A  wide  wheel  with  a  coarse 
feed,  removes  stock  rapidly,  and  is  used  where  it  can  pass 
from  one-fourth  to  one-half  its  width  beyond  the  end  of  work 
or  recess. 

A  narrow  wheel  is  used  to  grind  to  a  shoulder  not  recessed 
to  produce  an  accurate  diameter  next  to  shoulder  or  with 
narrow  recess.  The  face  of  a  wheel  may  be  narrowed  by 
beveling  a  comer  with  a  diamond  tool. 

26.  To  true  grinding  wheel. — Grinding  wheels  wear  smooth 
or  become  glazed  by  use,  so  that  they  will  not  cut  freely.  A 
new  wheel  will  not  run  true  and  must  be  trued  before  using. 
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To  true  face  of  wheel,  mount  diamond  tool  A,  Fig.  5,  in 
fixture  B.  Feed  tool  to  touch  revolving  wheel  with  cross 
feed,  then  traverse  tool  by  power  or  hand  long.  feed.     To  true 


Bide  of  wheel,  clamp  diamond  tool  A,  Fig.  6,  in  slide  of  fixture 
B  at  right  angles  to  wheel.  Feed  tool  to  wheel  by  hand  long, 
feed  until  it  touches  revolving  wheel,  then  operate  tool  I'v 
hand  with  cross  feed. 

If  a  wheel  is  soft,  but  little  attention  may  be  ^ven  it  while 
roughing,  as  it  will  wear  away  fast  enough  to  keep  sharp,  but 
it  must  be  sharp  and  also  true,  to  produce  a  fine  finish. 

Attention.  —  Grinding  wheels  may  be  trued  dry,  but  the 
wear  on  the  diamond  tool  is  much  less  if  plenty  of  water  is 
used. 

27.  To  true  centers,  Fig.  7.  — Remove  centers,  clean  hole? 
with  waste.  Clean  dead  center  and  insert  it  in  live  center 
spindle.  Belt  machine  to  revolve  live  spindle,  pull  out  pin  A, 
swivel  headstock  to  30°  and  clamp.  Set  reversing  do^  and 
grind  center  by  trial  and  correction  to  fit  center  gage  (60"). 
See  p.  Il3.  Replace  dead  center,  clean  and  insert  live 
center  in  its  spindle  and  grind.  Both  centers  are  hardened 
and  tempered.  In  a  plain  grinding  machine,  use  a  special 
attachment.  Some  small  grinding  machines  permit  swin^ng 
of  table  to  grind  centers. 
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Fia.  7.  —  Gbindins  thb  Center  or  Univerbal  Grindinq 
Machinb. 

28.  Methods  of  Atvving  work,  —  (Two  dead  centers.)  Cen- 
tered work  is  ground  on  two  dead  centers  and  driven  l>y 
dead   center  pulley  and  balanced  dog,  as  in  fig.  1.     To 


Fia.  8.  —  End  DRtviNa  Doo  for  Work  of  Onii  Diameter. 

grind  work  of  one  diameter,  use  end  driving  dog,  as  in  Fig.  8. 
(With  revolving  spindle.)  For  work  held  in  chuck,  as  face 
and  internal  grinding,  the  spindle  revolves. 

Some  classes  of  centered  work  may  be  rapidly  handled  and 
ground  by  using  spindle  and  triangular  live  center  drive,  as 
in  Fig.  9. 


712  ADVANCED  MACHINE  WORK 

A  triangular  center  punch  is  driven  lightly  into  one  center 
hole  to  make  it  fit  center.  The  work  is  then  mounted  on 
centers  and  not  moved  until  finished. 


EMCRV 
WHEEL 


Fig.  9.  —  Triangular  Center  Drive  for  Rapid  Production. 

29.  To  set  swivel  table  to  grind  straight  work.  —  Set  both 
sero  lines  on  headstock  swivel  (graduated  in  degrees)  to  coin- 
cide, then  set  both  zero  lines  on  swivel  table  (graduated  scale 
in  inches  per  foot  and  degrees)  to  coincide.  To  obtain  accu- 
rate setting,  take  a  few  light  cuts  and  caliper  both  ends  with 
micrometer.  If  they  differ,  release  clamp  bolts  and  swing 
swivel  table  a  little  with  adjusting  screw  at  end,  clamp  bolts 
and  repeat  above  process  until  desired  accuracy  is  obtained. 

Attention.  —  The  graduations  on  headstock  swivel  and 
swivel  table  are  helpful,  but  the  coincidence  of  lines,  even  if 
located  with  a  magnifying  glass,  give  only  approximate  accu- 
racy, and  it  is  only  by  the  process  of  trial  and  correction  that 
accuracy  is  obtained. 

30.  Slight  tapers  are  obtained  by  setting  swivel  table  to 
approximate  taper  by  scale  and  using  a  standard  taper  ring 
gage  to  determine  exact  taper,  which  is  obtained  by  trial  and 
correction  in  the  same  manner  as  a  straight  setting. 

31.  Steep  tapers  on  work  held  in  chuck  or  on  headstock 
spindle  are  obtained  by  swiveling  the  headstock.  For  work 
mounted  on  centers,  tapers  are  obtained  by  setting  wheel  slide, 
and  for  two  abrupt  tapers,  outside  or  inside,  by  setting  both 
headstock  and  wheel  slide  at  proper  angles. 

32.  Wet  and  dry  grinding.  —  Wet  grinding  is  rapid  and 
accurate.     An  insufficient  or  fluctuating  supply  of  water  will 
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cause  a  change  of  temperature  and  produce  inaccurate  work. 
If  the  nature  of  the  work  will  not  permit,  or  the  machine  is  not 
arranged  for  wet  grinding,  good  results  may  be  obtained  by 
grinding  dry  with  very  light  cuts.  Water  guards  for  wet 
grinding  are  supplied.    See  A,  Fig.  10. 

33.  Lubricants  for  grinding.  —  Use  water,  and  to  prevent 
rusting  of  machine,  add  enough  sal  soda  to  the  water  to  show 
a  deposit  on  machine.  Machine  oil  is  sometimes  added  to 
mixture. 

Aluminum  is  ground  with  a  lubricant  of  kerosene,  or  a 
mixture  of  kerosene  and  machine  oil. 

As  most  cutter  grinders  are  not  arranged  for  wet  grinding, 
cutters  and  reamers  are  ground  dry. 

34.  To  prepare  work  to  be  ground.  Allowance  for  grind- 
ing. —  Short  work  that  is  not  to  be  hardened  is  rough  turned 
from  .006''  to  .OlO''  large.  For  large  work  and  long,  slender 
work  that  will  spring  and  run  out  of  true  after  turning,  and  for 
hardened  steel  that  is  liable  to  spring  in  hardening,  it  is  good 
practice  to  allow  from  .020''  to  .030"  to  grind  off.  A  large 
allowance  means  but  one  cut  in  the  lathe,  and  it  is  more  eco- 
nomical to  grind  with  the  modern  grinding  machine  than  to 
take  a  second  cut  in  the  lathe  to  reduce  the  allowance. 

36.  Rough  and  finish  grinding.  —  In  manufacturing  ma- 
chine parts  in  lots,  it  is  good  practice  to  rough  grind  all 
pieces  to  within  .002"  or  .003"  before  finishing  any.  The 
wheel  then  need  be  trued  only  twice,  —  once  in  roughing 
and  once  for  finishing. 

36.  The  finish  of  work.  —  An  ordinary  shaft  should  be 
given  a  "  commercial "  finish;  that  is,  it  should  be  ground 
to  a  good  smooth  surface.  A  forcing  fit  need  not  be  ground  to 
such  a  fine  finish,  but  close  to  size.  Gages  and  fine  work  of 
this  class  must  be  ground  both  to  a  fine  finish  and  to  an  exact 
size.  A  fine  accurate  finish  is  generally  obtained  with  light 
cuts,  slow  feed,  a  true  wheel,  and  a  liberal  supply  of  water. 

37.  Expansion  of  work  while  grinding.  —  Expansion  is 
caused  by  the  friction  of  the  wheel.  In  grinding  work  dry, 
particularly  long  shafts,  it  sometimes  is  made  to  run  out  of 
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true  and  this  is  due  to  its  own  internal  strains  or  unequal 
expansion.  A  grinding  operation  shows  error  or  truth;  an  un- 
even  volume  of  sparks  indicates  error,  and  an  even  volume  of 
sparks  truth  of  work.  To  remedy  this,  flood  work  with  water, 
reduce  speed  of  work  and  feed  one-fourth  thousandth  at  each 
end  of  stroke  until  work  is  cylindrically  true.  When  the  work 
becomes  round  again,  increase  its  speed  and  the  depth  of  cuts. 
Spring  back  rests  B,  B,  B,  Fig.  17,  are  often  used  to  remedy 
this  error. 

Attention,  —  A  distinct  difference  in  the  sparks,  however, 
may  indicate  an  error  as  small  as  one-tenth  to  one-fourth 
thousandth  of  an  inch  or  less,  which  may  be  ignored  for  some 
classes  of  work. 

38.  Seasoning  work.  —  Long  slender  work  is  often  laid 
away  for  a  period  of  time  between  roughing  and  finishing,  to 
relieve  internal  strains,  when  great  accuracy  is  required.  This 
is  usually  unnecessary  for  short  or  heavy  work. 

39.  Care  of  machine  and  work.  —  All  bearings  should  be 
kept  well  oiled.  The  cross  slide  should  be  cleaned,  oiled,  and  if 
need  be,  adjusted  to  move  smoothly.  The  centers  and  center 
holes  in  work  must  be  kept  absolutely  true  and  clean  and  well 
oiled  to  produce  accurate  work.  While  most  of  the  bearings 
on  modern  grinding  machines  are  dust-proof,  nevertheless  the 
machines  should  be  kept  clean. 

40.  Measuring  tools  for  grinding.  —  Use  micrometer  calipers 
and  limit  gages  for  general  work.  For  very  accurate  work 
use  a  ten-thousandth  micrometer  or  measuring  machine. 

Warning,  —  Push  the  shipper  slowly  and  watch  the  grind- 
ing wheel  as  it  slowly  starts.  Never  stand  in  front  of  a  wheel 
when  it  is  starting,  to  avoid  injury  if  the  wheel  should  happen 
to  break.  Modem  grinding  wheels  have  a  high  factor  of  safety 
and  seldom  burst  at  the  speed  recommended,  but  any  wheel 
may  be  broken  by  careless  usage;  accidentally  moving  the 
headstock,  or  footstock,  or  work,  against  the  side  of  the  wheel, 
especially  a  thin,  vitrified  wheel,  revolving  or  stationary,  may 
break  it. 


PROBLEMS  IN  CYLINDRICAL  ORINDINQ 


715 


ntoBLEHS  m  CTLnmsicAL  GRiimmo 

41.    Adjustments    and   movements    to    operate  universal 
grinding  macbinet  Fig.  10. 


Fio.  10-  —  Grindiho  a  Runhimci  Fit. 
SCHEDULE  OF  PARTS 


1.  Shipper  to  start  and  stop 
grinding  wheel. 

2.  Shipper  brake  to  etart  and 
stop  work. 

3.  Knob  to  start  or  stop  long, 
power  feed  work  (table  feed). 

4.  Long,  feed  hand  wheel. 

5.  Lever  to  reverse  long,  feed 
by  hand. 

6  and  7.  Dogs  to  reverse  long, 
feed  autonrntinally. 

8.  Cross  feed  hand  wheel. 

Automatic  Cross  Feed. 

9.  Pawl. 

10.  Ratchet  wheel  (each  tooth 
reduces  work  1/4/1000*  in  diam- 
eter and  each  graduation  1/1000^ . 


11  and  12.  Adjusting  screws 
which  control  movements  of  pawl 
9  and  depth  of  cut  at  each  end  of 
stroke, 

13.   Perpendicular  latch. 

1*.  Latch  head. 

15.  Shield. 

16.  Horizontal  latch. 

Swivel  Table. 

17  and  18.  Bolts  to  clamp 
swivel  table. 

19.  Screw  to  adjust  swivel 
table.  To  grind  straight  or  taper, 
see  Graduated  Sc^le  at  end  of 
swivel  table. 
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42.  To  grind  running  fit  on  two  dead  centers,  Fig.  11. 


1^  RUNItlNO    FIT 

ROUQM  ORINO 

TURNCO  L06S0" 

i.9Te"  loeii* 

■■■^■■■■■■■. 


SHAFT  BLANK— MACHINE  STEEL      @ 

Fig.  11.  —  Schedule  Drawing. 

Speciftcations:  Shaft  blank,  machine  steel  rough  turned  1.078" 
diameter. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  1",  No.  54,  Grade  Af ,  vitrified,  grinding  dog. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedule  in  advance,  10  min.— Oil 
machine  and  true  wheel,  7  min.  —  Grind  fit  with  machine  "  set  up," 
20  min.  —  Clean  grinder,  3  min.  —  Total,  40  min.  ("  Set  up  machine 
to  grind  straight,  20  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


L  Preparatory  Adjustments. 
True  wheel  and  centers,  p.  709. 
Set  zero  lines  on  head  stock 
and  swivel  table  to  grind 
approximately  straight,  p.  7l2. 
Arrange  water  guards.  See 
Fig.  10.  Unlock  horizontal 
latch  16  from  latch  head  14, 
throw  out  pawl  9  and  move 
grinding  wheel  back  with  hand 
cross-feed  wheel  8,  to  allow  space 
to  mount  work.  Mount  shaft  B 
on  centers  with  copper  under  set 
screw  of  grinding  dog  C.  Start 
grinding  wheel,  work  and  feed, 
1,  2,  3,  and  adjust  table  dogs  6, 
7,  to  obtain  length  of  stroke  and 
avoid  wheel  striking  dog  or  foot- 
stock. 


Set  automatic  cross  feed  11, 
12,  Fig.  10,  to  feed  .001"  (4 
teeth  on  ratchet),  at  each  end  of 
stroke. 

n.  Grind  Trial  Diameter  (11), 
Fig.  11.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
hand  cross-feed  wheel  8.  Turn 
on  water  and  throw  in  feed 
pawl  9  to  mesh  with  ratchet 
wheel  10,  and  allow  automatic 
cross  feed  to  take  three  or  four 
trial  cuts  whole  length  of  work 
to  grind  out  tool  marks.  Then 
throw  out  pawl  9  and,  without 
moving  cross  feed,  allow  wheel 
to  pass  over  work  several  times 
xmtil    cutting    nearly    dies   out. 
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Stop  wheel,  work  and  feed  1,  2, 
3,  with  wheel  at  footstock  end. 

in.  Correct  Straightness.  Meas- 
ure work  at  both  ends  with  1'* 
micrometer,  and  if  not  straight, 
move  swivel  table  (see  p.  7l2). 
Take  one  or  two  cuts  with  auto- 
matic cross  feed.  Measiu'e,  and 
repeat  until  machine  grinds 
straight.  If  there  is  danger 
thereby  of  grinding  shaft  too 
small,  use  trial  piece  same  length. 

IV.  Find  Amount  Oversize. 

Measure  work  with  2"  microm- 
eter. Subtract  1.0640"  (1.0620" 
-h  .002"  for  finishing)  from  read- 
ing of  micrometer.  For  example, 
reading  of  micrometer  may  be 
1.0740",  then  1.0740"  -  1.0640" 
=  .0100"  for  rough  grinding. 
As  each  tooth  in  ratchet  wheel 
12  =  i/1000"  in  diameter  of 
work  and  work  is  .010"  large, 
work  is  40  teeth  large. 

V.  Set  Automatic   Cross  Peed. 

Raise  perpendicular  latch  13  in 
head  14,  throw  in  pawl  9  and, 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  until 
end  of  shield  and  pawl  are  40 
teeth  apart,  then  drop  latch  13 
in  ratchet  wheel  10. 

VL  Rough  Grind  (11),  .0020" 
Large,  as  follows:  Start  wheel, 
work  and  feed,  1,  2,  3,  and  rough 
grind  automatically  until  shield 
15  lifts  pawl  9.  Then  lock  latch 
head  14,  with  horizontal  latch  16 
(this   locks    coarse    cross    feed). 


Throw  out  pawl  9  and  allow  wheel 
to  pass  over  work  several  times 
until  cutting  nearly  dies  out. 
Stop  work  with  wheel  at  foot- 
stock  end  with  shipper  brake  2, 
shut  off  water  and  measure,  and 
from  reading  subtract  1.0620". 
(1.0640"  -  1.0620"  =  .0020".) 

Vn.  FinishGrind(ll),  Fig.  11, 
with  pinch  feed  (fine  cross  feed) 
J/1000"  in  diameter  of  work,  as 
follows:  Start  work.  Take  two 
cuts  1/1000"  each  (two  pinches 
at  each  end  of  work).  Stop  work 
and  measure  (1.0630").  Take 
one  cut  }/1000"  (one  pinch  at 
footstock  end  of  work)  and  meas- 
ure and  repeat  until  work  meas- 
ures 1.0620". 

limit  1,0620"  to  1.0615". 

AVi/eniion,  —  This  shaft  is  for 
running  fit  in  l-jV"  ^ole.  Hole 
lunit  1.0625"  +  or  -.00025". 
See  Running  Fits,  pp.  2l4,  2l5. 

• 

Information.  —  The  equipment 
for  wet  grinding  consists  of  water 
tank,  pump,  piping  and  valve  to 
supply  water  to  work  and  water 
guards,  channels  in  table  and 
frame  to  carry  water  back  to 
filter  and  tank. 

Note.  —  When  through  grind- 
ing, unlock  horizontal  latch  16 
from  latch  head  14,  move  grind- 
ing wheel  back  to  allow  space  to 
mount  next  piece  of  work.  Clean 
machine  with  waste. 

Warning.  —  To  avoid  accident, 
start  grinding  wheel  slowly. 
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43.  To  grind  a  phosphor  bronze  taper  busbii^,  A,  Fig.  12. 

Bushing  blank,  phosphor  bronze.  Rough  turned  to  eQl«r 
taper  hole  within  f  of  small  end. 

Corundum  grinding  wheel  (pitdn),  12*  X  i',  No.  54,  Grade  M, 
vitrified. 

Speed  of  wheel,  6500  F.P.M.    Speed  of  work,  75  F.P.M. 

Feed,  i  width  of  wheel. 

True  wheel  and  centers. 


Fio.  12.  —  Grindino  a  Bronzb  Taper  BtrsBiNo. 


Set  automatic  feed  to  feed  .001"  at  both  ends  of  stroke  and 
to  grind  .002"  large,  then  use  pinch  feed  to  finish. 

Place  bushing  A  on  a  built-up  taper  mandrel  B  and  mount 
on  dead  centers. 

Set  swivel  table  to  grind  taper.  To  obtain  correct  taper, 
take  light  cuts  aud  test  taper  in  taper  hole  in  headstock  or 
frame  of  machine,  and  adjust  table  until  taper  fits. 

41.  Adjustments  and  movements  to  operate  universal  and 
tool  grinding  machine,  Fig.  13. 
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Fio.  13.  —  GRuniiHa  a.  Forcing  Fit. 


SCHEDULE  OF  PARTS 


1.  Shipper  to  start  and  atop 
grinding  wheel. 

2.  Shipper  brake  to  start  and 
slop  woric. 

3.  Lever  to  start  or  stop  long, 
power  feed  (table  feed). 

4.  Long,  feed  hand  wheel. 

5.  Lever  to  reverse  long,  feed 
by  hand. 

6  and  7.  Dogs  to  reverse  long, 
feed  RutomaticaUy. 

8.  Cross  feed  hand  wheel. 
Each  graduation  reduces  work 
I/IOOO*  in  diameter. 

Fine  Crom  Feed. 

9.  Thumb  nut  for  controlling 


10.  Thumb  screw  for  operate 
ing  fine  cross  feed. 

Swivel  Table. 

17.  Bolt  for  clamping  swivel 
table. 

18.  Spring  knob  for  quick 
adjustment  of  swivel  table. 

19.  Thumb  screw  for  fine  ad- 
justment of  swivel  table.  To 
grind  straight  or  taper,  see  Grad- 
uated Scale  at  end. 

Grinding   Wheels. 

20.  Hand  wheel  to  elevate 
grinding  wheel. 
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46.  To 


forcing  fit  on  two  dead  centers,  Fig.  14. 


l"  FORCING   FIT 
■—,■■■ 

ROUaH 
TURNED  c< 
LOIS" 


GRIND 
l.003»* 

loom' 


shaft  blank— machine  steel 
Fig.  14.  —  Schedule  Drawing. 


t 


SpedflcationB:    Shaft  blank,  machine  sted  rough  tumedi  1.015" 
diameter. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  7"  X  i",  No.  80,  K,  vitrified,  grinding  dog. 

Speed  of  wheel,  6000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil.    Grind  dry. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  fit  with  machine  "  set  up/' 
15  min.  -^  Clean  grinder,  3  min.  —  Total,  30  min.  ("  Set  up  "  machine 
to  grind  straight,  10  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


I.  Preparatory  Adjustments 
True  wheel  and  centers,  p.  709. 
Set  zero  lines  on  swivel  table 
to  grind  approximately  straight. 
See  p.  7l2.  Loosen  nut  9, 
Fig.  13,  and  move  grinding 
wheel  back  with  hand  cross- 
feed  wheel  8  to  allow  space 
to  mount  work.  Mount  shaft  B 
on  centers  with  copper  under  set 
screw  of  grinding  dog  C.  Start 
grinding  wheel,  work  and  feed, 
1,  2,  3,  and  adjust  dogs  6,  7  to 
obtain  length  of  stroke  of  part  D 
and  avoid  wheel  touching  shoul- 
der of'  work  or  footstock. 

XL  Grind  Trial  Diameter  (12), 
Fig.  14.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
coarse  hand  cross-feed  wheel  8. 
Tighten  nut  9  (this  locks  coarse 
cross  feed),  and  use  fine  cross-feed 


thumb  screw  10.  Graduations  on 
cross  feed  reduce  work  1/1000"  in 
diameter.  Take  two,  three,  or 
four  trial  cuts  (i/1000"  each),  to 
grind  out  tck)l  marks,  feeding  at 
footstock  end  only,  and  allow 
wheel  to  pass  over  work  several 
times  until  cutting  nearly  dies 
out,  then  stop  table  and  work 
with  grinding  wheel  at  footstock 
end  with  shippers  3,  2. 

in.  Correct  Strai^tness.  Meas- 
ure work  at  both  ends  with  2" 
micrometer  and,  if  not  straight, 
move  swivel  table  (see  p.  7l2). 
Take  one  or  two  cuts  with  fine 
cross  feed.  Measure  and  rei)eat 
imtU  machine  grinds  straight. 
If  there  is  danger  thereby  of 
grinding  shaft  too  small,  use  trial 
piece  same  length. 

IV.  Find  Amount  Oversize. 
Measure  work  with  2"  microm- 
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eter.  Subtract  rough  diameter  of 
work  1.0025"  +  .002"  for  finish- 
ing trom  reading  of  micrometer. 
For  example,  reading  of  microm- 
eter may  be  1.012",  then  1.012"- 
1.0045"  -  .0076"  for  rough  grind- 
ing. 

V.  Rough  Grind  (U),  .OOS" 
Large,  as  follows:  Use  i/IOOO" 
cuta  with  thumb  screw  10  at  foot- 
BtcM^  end  only,  as  follows:  Take 
12  cutB  and  measure  (1.0060"); 
take  3  cuts  and  measure  (1.0045"). 


VL  Finish  Grind  (12),  F^g.  14. 
Use  1/1000"  ealB  and  feed  at 
footstock  end  only,  as  follows: 
Take  5  cuts  and  measure 
(1.00325");  take  one  cut  and 
measure,  and  repeat  until  work 
measures  1.0025".  Limit  1.0025" 
to  1.0020.". 

Attenlum.  — -  This  shaft  is  to  be 
forced  into  1"  hole.  Hole  limit 
1.000"  + or -.00025".  SeeForc- 
ing  fits,  p.  2l7.  Clean  machine 
with  bru^  and  waste. 


46.  To  grind  a  Bhotdder,  Elg.  15.  —  Spindle,  crucible  steel. 
Grinding  wheel  (plain)  12'  X  i",  No.  60,  Grade  K,  vitrified. 
Speed    of    wheel, 


5000  F.P.M.    Speed 
of  work,  SO  F.P.M. 

Feed,  }  width  of 
vheel. 

True  wheel  end 
centers.  Set  machine 
to  grind  straight. 

Mount  spindle 
blank  A,  reces»ed  as 
at  B  for  side  clear- 
ance, on  centers. 
Control  depth  of  cut 
by  long,  feed,  and  feed  by  cross  feed.  If  shoulder  in  large 
use  special  wheel  mounted  on  end  of  wheel  spindle  C  and 
set  swivel  J°  from  90°  to  give  clearance. 

47.  Plain  grinding  machine  for  commerdal  grinding, 
Fig.  16.  —  The  essential  parts  of  this  machine  are  similar  to 
those  of  a  universal  grinding  machine  except  that  the  bead- 
atock  and  wheel  slide  do  not  swivel,  and  the  swivel  table  forma 
a  water  guard.  It  is  designed  for  str^ght  and  taper  outside 
work  only.     It  is  made  strong  and  rigid  to  grind  work  rapidly. 


Fig.  is.  —  Grinding  a  Shoulder. 
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Some  plun  grinding  machines  have  a  traveling  grindiag 
wheel  instead  of  a  traveling  table. 

48.  To  grind  cast-iron  roll,  A,  Fig.  16. 

KoU  blank,  cast  iron.     Rough  turned  .010'  to  .020'  large. 

Alundum  grindii^  wheel  (plain)  20'  X  2',  No.  24  Combi- 
nation, Grade  K,  vitriSed. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  f  indth  of  wheel . 

True  wheel  and  centers.    Set  machine  to  grind  straight. 

PLAIN  GRINDING  MACHINE 


Fio.  16.  —  Grindino  a  Caot-iron  Roll. 

Set  automatic  feed  to  feed  at  both  ends  of  stroke  and  to 
grind  .002'  large,  then  use  pinch  feed  to  finish. 

Mount  roll  A  on  dead  centers. 

Place  universal  back  resta  6  to  10  diameters  apart  and  grind 
to  required  diameter  with  water. 

49.  To  grind  slender  shaft,  A,  Fig.  17. 

Shaft  blank,  machine  steel  smooth  turned  .012'  large. 

Alundum  grinding  wheel  (plain)  12'  X  I',  No.  60,  Grade  L, 
vitrified. 
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■Speed  of  wheel,  6500  F.P.M.    Speed  of  work,  90  P.P.M. 

Feed,  J  width  of  wheel. 

True  wheel  and  centers.     Set  machine  to  grind  straight. 

Set  automatic  feed  to  feed  at  both  enda  of  stroke  and  to 
grind  .002*  large,  then  use  pinch  feed  to  finish. 

Mount  shaft  A  on  dead  centers.  Place  three  universal 
back  rests  B  against  shaft,  6  to  10  diameters  apart,  see  Fig.  17, 
and  grind  to  required  diameter. 


Fia.  17.  —  QimniiNa  a  Slknseb  Shait, 

60.  Back  rests,  plain  and  universal,  are  fixtures  used  to 
reduce  vibration  and  permit  a  greater  depth  of  cut  on  strught 
and  taper  work  both  large  and  small. 

The  plain  rest  has  a  single  shoe  of  wood  or  soft  metal  and  la 
uaed  tor  small,  short  work. 

The  universal  rests  B,  B,  B  can  be  delicately  adjusted. 
Select  bronze  shoes  -1,  1,  1,  (see  detul)  the  size  of  finished 
Work,  move  screws  2  to  maintain  contact  of  shoe  upon  work 
while  grinding  trial  piece,  and  adjust  stop  screw  3  to  preserve 
diameter  when  finished. 

Adjust  screws  4  and  5  to  regulate  pressure  of  springs  upon 
aboes  and  work. 
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Duplicate  pieces  are  ground  without  disturbing  adjustmentj 
except  slightly  for  wear  of  shoe  2  and  diameter  3. 

Follower  rest  C  is  used  on  slender  work  that  has  been  rougb 
ground  .001'  large.  It  cannot  be  used  on  taper  work.  Adjust 
with  wheel  and  work  in  motion. 

61.  Automatic  magnetic  sizing  grinder,  Fig.  18. 

The  mechanical  automatic  feei^ng  mechanism  is  electrically 
controlled  and  duplicates  strugbt  and  taper  work  regardless 
of  wear  of  grinding  wheel. 

A  coarse  feed  for  roughing  automatically  switches  to  a  fine 
feed  for  finishing,  and  when  work  is  finished  to  size  the  feed 
automatically  stops. 

62.  To  rough  and  finish  grind  spindles  in  an  automatic 
magnetic  sizing  grinder,  Fig.  IS.     Duplicate  work. 

Spindle  blank,  machine  steel,  rough  turned  0.020"  large. 
Corundum  grinding  wheel  (plain)  18*  X  li'.  No.  40,  Grade 
M,  vitrified. 
Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 
Feed,  J  width  of  wheel. 
True  wheel  and  centers.     Set  machine  to  grind  straight. 


Fio.  18.  —  AuTouATic  StEDta  Dbticb  por  Grindino  Dupucatb  Won 
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To  set  automatic  sizing  device,  rough  and  finish  grind  one 
piece  to  required  size  with  automatic  mechanical  feed,  and  use 
this  as  a  master  piece  to  set  sizing  device.  Place  diamond- 
point  bearer  A,  on  master  piece  B  and  adjust  arm  C  by  screw 
D  to  make  an  electrical  contact.  Then  mount  blank  for  next 
piece  on  centers.  Adjust  coarse  feed  for  roughing  by  screw  E 
to  feed  .001"  at  each  end  of  stroke,  and  adjust  screw  F  to 
have  magnet  0  throw  out  the  coarse  and  throw  in  the  line 
feed  one  tooth  (one-eighth  thousandth)  when  piece  is  within 
.002'  of  size. 

Magnet  H  throws  out  latch  /  and  stops  feed  when  piece  is 
gound  to  correct  diameter. 

Attention.  —  The  coaree  and  fine  feeds  and  the  amount 
allowed  for  finishing  may  be  varied  for  different  classes  ^of 
vork.  Dry  batteries  or  a  plug  in  a  lamp  socket  of  a  direct- 
current  circuit  will  operate  device. 

63.  To  grind  a  straight  and  taper  bearing  on  a  spindle, 
Fig.  19. 

Spindle  blank,  crucible  steel  unannealed.  Rough  turned 
.010*  to  .020*  large. 

Corundum  grinding  wheel  (plain)  12*  X  1',  No.  54,  Grade  M, 
vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  i  width  of  wheel. 

True  wheel  and  centers. 


Fra.  19.  —  QaniDDfa  a  Tafbb  Spoidub. 
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Set  automatic  feed  to  feed  .001*  at  both  ends  of  stroke  and 
to  grind  .002''  large,  then  uae  pinch  teed  to  finish. 

Mount  spindle  A  on  dead  centers. 

Place  two  universal  back  rests  B  and  B'  against  strdgbt 
portions  of  work:"- After  straight  portions  are  ground,  se( 
swivel  table  to  grind  taper  bearing  C.  To  obtain  correct 
taper,  take  light  cuts,  try  taper  in  box  and  adjust  table  until 
taper  fits.     Use  Prussian  blue  for  marking  in  taper  hole. 

51.  To  grind  taper  collet,  A,  ¥i%.  20. 

Collet  blank,  machine  steel.  Rough  turned  .010'  to  .020' 
large  and  recess  at  B. 

Corundum  grinding  wheel  (plain)  12"  X  \',  No.  54  Combi- 
nation, Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  50  F.P.M. 
-   Feed,  J  width  of  wheel. 

True  wheel  and  centers. 


FiQ.  20.  —  Grinding  a  Taper  Collet. 

Set  automatic  feed  to  feed  at  both  ends  of  stroke  and  to 
grind  to  .002*  large,  then  use  pinch  feed  to  finish. 

Place  stub  mandrel  C,  C  in  taper  hole  of  collet  A,  mount  on 
centers. 

Set  swivel  table  to  grind  taper.  To  obtain  correct  taper, 
take  light  cuts,  try  taper  in  gage  or  spindle  hole  and  adjust 
table  until  taper  fits.  Use  Pruasian  blue  for  marking  in 
bole. 
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UTTERNAL  ORHtDIKG 
SB.  Internal  grinding  is  the  process  of  griodlDg  straight  or 
taper  holes  smooth  and  true,  in  gears,  milling  cutters,  g 
spindles,  cylinders,  machine  parts,  etc., 
hardened,  case-hardened  or  unhardened. 
Special  internal  grinding  machines,  and 
internal  grinding  attachments  are  used 
for  universal  and  cutter  grinding  ma- 
chines.    Softer  wheels  are  used  than  for 
external    grinding   as   the    contact   is  F«i-  21.  —  Dihection  of 
greater.    Fig.  21  shows  relation  of  work     Rotation  of  Work  and 
J      ,       ,  Wheel   fob   Internai. 

and  wheel.  Gbinding. 

Vitrified  grinding  wheels  for  internal 
grinding  range  from  i"  to  2J"  in  diameter,  and  from  I"  to 
I"  face.     They  are  made  from  Nos.  120,  90,  80,  70  and  60 
of  the  different  abrasives  in  grades  J,  K,  \,  J  and  1.     Elastic 
wheels  are  used  for  brass. 

Allowances  for  internal  grinding  should  be  much  less  than 
for  external  grinding  as  the  operation  is  much  slower  on 
account  of  the  small  wheel  and  lack  of  rigidity. 


Flo.  22.  —  Grindinq  Hole  in  Automobile  Gear. 

B6.  To  Bet  machine  to  grind  straight  hole,  select  shaft 
about  ly  diameter  and  longer  than  hole  to  be  ground  and 
mount  in  chuck.  Grind  shaft  and  adjust  swivel  head  until 
machine  grinds  perfectly  straight,  then  arrange  machine  for 
internal  grinding. 

67.  To  grind  hole  in  case-hardened  automobile  bevel  gear, 
Fig.  22. 
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Specifications :  Gear,  case-hardened.     Hole  0.010"  small. 

Machine  and  tools:  Universal  grinding  machine,  grinding 
wheel  (plain)  2"  X  |",  No.  46,  Grade  K,  vitrified.  Plug 
gage. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  50  F.P.M. 

Feed;  Set  automatic  cross  feed  to  feed  .001"  at'One  end  trf 
stroke  only  and  to  grind  .002"  small;  then  use  pinch  feed  to 
finish  or,  after  first  cut,  lock  cross  feed  and  use  pinch  feed  for 
both  roughing  and  finishing. 

True  wheel.    Set  machine  to  grind  str^ght. 

Arrange  machine  for  internal  grinding,  clamp  fixture  A  to 
wheel  stand.  Fasten  gear  B  to  face  plate  by  clamps  C  and 
true  up  gear  by  indicator  and  soft  hammer.  Rough  and 
finish  grind  hole  D  and  face  E  before  removing  work  from 
face  plate.     Test  hole  with  plug  gage  or  inside  micrometer. 

68.  To  grind  hole  in  milling  cutter,  Fig.  23. 


L  00  L   viTinriED 


FiQ.  23.  —  Gbikdimo  Hole  in  Miluno  CcnsB. 

Specifications :  Gutter  hardened.    Hole  .008"  small. 

Machine  and  tools :  Universal  and  tool  grinding  machine, 
grinding  wheel  (plain)  }"  X  J",  No.  60,  Grade  L,  vitrified. 
Plug  gage. 
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Speed  of  wheel,  5000  F.P.M,    Speed  of  work,  50  F.P.M, 

Feed,  power  long.,  automatic  or  hand  cross  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Arrange  cutter-grinding  machine  for  internal  grinding. 
Set  grinding  wheel  head  height  of  centers  by  gage,  and  clamp 
fixture  A  to  wheel  head.  Insert  special  chuck  with  expand- 
ing bushing  B  in  spindle. 

To  set  cutter  true,  clamp  cutter  C  lightly  to  face  plate, 
expand  bushing  with  screw  D,  then  clamp  cutter  firmly, 
loosen  and  remove  bushing. 


INTBIINAL  OftlNDINO  MAOHINB 

FORROlMHINOyALUNOUM    WHEEL     70  J    VITftlFlEO 

FOR  FtNISHINQj  ALUNOUM    WHEEL    120  J    VITRIFIED 

CHUCK ....... 

•cerioN  or  OAOf 


Fig.  24.  —  Geundino  Standard  Ring  Gaob. 

69.  Special  internal  grinder.  Fig.  24,  is  used  for  grinding 
holes  as  small  as  jijf"  in  diameter  with  a  range  of  speed  from 
10,000  to  100,000  R.P.M. 

Small  holes  are  ground  with  a  steel  plug  charged  with 
diamond  dust  or  powdered  bortz. 

To  prevent  the  grinding  wheel  from  following  the  curve  of 
the  hole  caused  by  the  hole  being  smaller  at  the  middle  than  at 
the  ends  due  to  shrinkage  in  hardening,  the  table  feed  is  con- 
trolled by  a  mechanism  which  retards  and  accelerates.  It  is 
progressively  slower  from  near  end  to  middle  of  gage  and 
progressively  faster  from  middle  to  far  end,  and  inversely. 
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60.  To  grind  1"  standard  ring  gage,  Fig.  24. 
Specifications :  Carbon  steel  gage  blank,  hardened.    Hole 

.005"  to  .008"  email. 

Machine  and  tools:  Internal  grinding  machine,  grinding 
wheel  I"  X  1",  No.  70,  Grade  /,  vitrified.  For  very  fine 
finiahing,  use  No.  120,  Grade  /,  vitrified. 

Speed  of  wheel,  5000  F.P.M.  (30,000  rev.).  Speed  of  work, 
65  F.P.M.  (250  rev.). 

Feed,  automatic. 

True  wheel.    Set  machine  to  grind  straight. 

Mount  gage  A  in  special  draw  in  chuck  B.  Adjust  to  re- 
tard feed  in  center  of  gage.  Grind  and  test  with  limit  gages 
C,  D.     Allow  .0004"  for  lapping. 

AlienH(m.  —  Adjust  stroke  to  reverse  wheel,  as  at  £  and 
F  to  avoid  grinding  enda  of  bole  tapering. 

61.  To  grind  taper  hole  in  spindle,  Fig.  25. 


Flo.  2fi.  —  GuNDiNa  Tapes  Holx  in  Spindlx. 

Specifications:  Crucible  steel  spindle  blank.  Taper  bole 
.010"  small. 

Machine  and  tools :  Universal  grinding  machine,  grinding 
wheel  (plain)  J"  X  j"  No.  80,  Grade  J,  vitrified. 

Speed  of  the  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  automatic. 

True  wheel.    Set  machine  to  grind  straight. 
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Depth  of  cut  is  obtained  by  hand  cross  feed. 

Mount  one  end  of  spindle  A  on  dead  center  with  dt^  fas- 
tened to  face  plate  by  belt  lacing  BB'  and  the  other  end  in 
steady  rest  C  with  a  strip  of  cloth  under  jaws.  Set  swivel 
table  to  grind  taper.  To  obtain  correct  taper  take  light 
cuts  with  grinding  wheel  D,  try  gage  E  in  taper,  and  adjust 
table  until  taper  fits.    Use  Prussian  blue  for  markii^. 

AUex\tian.  —  Set  swivel  table  for  sUght  tapers,  and  grinding 
wheel  slide  for  steep  tapers  and  large  angles.  Hold  short 
work  in  a  chuck. 


Fia.  26.  —  Grindiko  Autouobilb  Enoinb  CrLirrDEH. 

62.  To  grind  automobile  cylinder,  Fig.  26. 

Use  cylinder  grinding  machine  to  grind  round,  straight 
and  amooth  bores  in  gas-engine  cylinders  and  other  wort 
held  stationary,  wet  or  dry. 

Eccentric  head  A,  is  an  eccentric  within  an  eccentric  and 
gives  spindle  B,  which  runs  in  eccentric  extension  sleeve  G 
and  wheel  £>,  a  planetary  motion  and  also  provides  a  feed  by 
worm  screw  E  for  feeding  wheel  to  its  cut  and  to  grind  to 
correct  diameter. 
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Specifications :  Engine  casting.    Bore  0.010^'  small. 

Machine  and  tools:  Cylinder  grinding  machine,  grinding 
wheel  (plain),  3i"  X  i"  (offset),  No.  46,  Grade  J,  vitrified. 
Inside  micrometer  gage. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

True  wheel. 

Set  and  clamp  rough-bored  automobile  cylinder  F  to  angle 
plate  0.  Aline  bore  of  cylinder  H  with  spindle  and  grind, 
then  move  cross  slide  J  and  aline  bore  of  cylinder  H*  and 
grind.    Measure  with  inside  micrometer  or  gage. 
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SECTION  8 


SURFACE  GRINDING    CUTTER  GRINDING 

Surface  Grinding.    Surface  Grinding  Machines.    Problems  in  Surface 

Grinding.    Cutter  Grinding.    Adjusting  Tooth  Rest  and  Wheel 

for  Obtaining  Clearance.    Problems  in  Cutter  Grinding. 

SURFACE  GRINDING 

1.  Suiface  grinding  machines  are  used  to  grind  accurately 
flat  surfaces  of  rough-planed  or  milled  work  hardened,  case- 
hardened  or  unhardened.     See  Grinding  Wheels,  pp.  704-7l0. 

High-power  vertical  manufacturing  surface  grinders  are 
used  to  grind  castings  and  drop  forgings  from  the  rough, 
rapidly  and  accurately.  Surface  grinding  is  also  used  where 
accuracy  is  not  required  and  takes  the  place  of  filing  and 
polishing,  saves  time,  files  and  emery  cloth.  The  work  is 
either  clamped  to  table,  held  in  chuck  or  fixture,  or  held  by 
magnetic  chuck. 

SURFACE  GRINDING  MACHINES 

2.  Surface  grinding  machine  described,  Fig.  1. 

SCHEDULE  OF  PARTS 


A  —  Base  fitted  with  locker. 

G  —  Grinding  wheel  head. 

B  —  Table. 

R  —  Handle  to  elevate  wheel 

C  —  Hand  long-feed  handle. 

headC?. 

D  —  Hand  cross-feed  handle. 

/  —  Exhaust    pipe    to    carry 

E  —  Automatic    feed    adjust- 

away dust. 

ment. 

K  —  Magnetic  chuck,  L,  switch 

F   and   F'  — Reversing   table 

for  turning  electric  current  on  or 

dogs. 

oflF. 

8oi 
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PROBLEMS  IN  SURFACE  GRINDING 

3.  To  grind  thin  machine  partSt  Multiple  grinding.  Fig.  1. 

SURFACE  ORiNDiNQ  MACHiNK  Specifications :  Ma- 

terial, carbon  steel 
rough  planed  0.020" 
large  and  hardened. 

Machine  and  tools : 
Surface  grinding  ma- 
chine, grinding  wheel 
(plain)  9"  X  4",  No. 
46,  Grade  J  W,  sili- 
cate. 

Speed  of  wheel,  5O00 
F.P.M.  Speedofwork, 
20  F.P.M. 

Feed,  hand  or  auto- 
matic. 

True  wheel. 

Mount  work  M  (six 
pieces  at  once),  on 
magnetic  chuck. 

Finish    grind    one 
aide,  reverse  and  ligbt 
grind.    Remove  work 
and  measure  with  mi- 
crometer, replace  and 
Fw.  1.  — Gmndino  Thin  Work  Held  bt  grind  to  Size, 
Maonetic  Chuck  on  Subfacb  Geikdinq       Attention.  —  Some 
Machine.  work  is  rough  ground 

on  both  sides,  to  relieve  strains  before  finishing. 

4.  Magnetized  master  blocks.  —  Steel  blocks  hardened, 
ground  and  lapped  square  or  at  any  desired  angle  and  ma^el- 
ized,  are  used  to  hold  work  on  magnetic  chucks  to  reprodui^ 
different  angles  accurately.  Work  may  be  held  directly  oa 
block,  or  more  firmly  by  placing  the  work  between  two  blocks, 
Fig.  2,  so  that  the  magnetic  current  will  pass  through  all  three 
and  form  a  complete  circuit.    See  Magnetic  Chucks,  pp.  623-635. 
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6.  To  grind  work  square  held  with  magnetized  master 
)>locks,  Figs.  2,  3. 


Flo.  2. — SoDABiNa  SiDH  OF  Work  Fia.  3. — Squarino  End  of  Work 
ON  Magnetic  Chuck,  Usino  on  Maqnetic  Chuck,  Using 
Magnxtizep  Mabtkr  Bu)cks.  Maqnetized  Mabtbr  Blocks. 

Specifications :  Material,  carbon  steel  planed  0,010"  large 
and  hardened. 

Machine  and  tools:  Surface  grinding  machine,  grinding 
wheel  (plain)  9"  X  f ,  No.  46,  Grade  J  W,  silicate. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

Troe  wheel. 

SCHEDULE  OF  OPERATIONS 

I.  Place  maater  Mocks  A,  A',  III.  Place  surface  D  t^tunst  A 
OIL  magnetic  chuck,  Fig.  2,  with    and  grind  F. 

brasB  wire  B  (non-magnetie)  be-  IV.  Place  surface  E  against  A 

tween  as  packing  block.    Place  and  grind  G. 

work  C  between  blocks,  turn  cur-  V,   To  square  ends  place  maeter 

rent  on  chuck  to  hold  work  and  blocks  U,  H',  on  magnetic  chuck, 

Erind  surface  D.  Fig.  3,  with  work  C  on  end  sep- 

II.  Place  surface  D  against  A  arated  from  table  by  piece  of 
uid  pind  E.  brass  J,  and  grind  end  K,  reverse 

block  and  grind  oppodte  end. 
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6.  To  grind  flnpiiar  work,  Fig.  4. 


Fio.  4.  —  Grikdinq  Amoular  Work  on  Magnetic  Cbvck,  Ubino 
Maoketized  Master  Blocks. 

SpedflcAtionB :  Material,  carbon  steel  rough  planed  0.010" 
large  and  hardened. 

Machine  and  tools :  Surfacf 
grinding  machine,  grinding 
wheel  (plain)  9"  X  i",  Nc 
60,  Grade  1  W,  silicate. 

Speed  of  wheel,  5000  F.P.M. 
Speed  of  work,  20  F.P.M. 
Feed,  band  or  automatic. 
1  True  wheel. 

Place  square  master  block 

B  and  angular  master  block  C 

on  magnetic  chuck  with  braa 

wire  D  between.     Place  work 

no.  5.  -  Surface  Grindino  witb   ^  on  angular  block  and  grind 

CuTTM  Gbindino  Machine.        top  surface.  I 
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7.    To  grind  surface  ci  castin;,  Fig.  5. 

Specifications :   Iron  casting  rough  planed. 

Machine  and  tools ;  Cutter  grinder,  clamps,  crystolon  or  car- 
bortindvuu  wheel  (disk)  6"  X  |",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  band  or  automatic. 

True  wheel. 

Clamp  castii^  A  to  table  plate  B,  adjust  revolving  wheel 
to  touch  work  lightly  and  grind. 

8.  Surface  grindbig  with  planet  ^e  surface  grinding 
machine,  Fig.  6. 

CARBOftUHDUM  WHEEL   36  M  VITRIFIED 


Fio.  6.  —  ScRTACB  Gbindino  Macbins.    Planer  Type. 

Specifications :  Material,  iron  casting  planed  0.010"  large, 
to  be  ground  on  both  sides  to  produce  a  good  Soish. 

Machine  and  tools :  Surface  grinding  machine,  planer  type, 
grinding  wheel  (plain)  9"  X  I",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  6000  F.P.M.     Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

This  machine  is  similar  to  planer  with  the  addition  of  hand 
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long,  feed  wheel  A.    Grinding  wheel  B  is  driven  from  drum  C. 
Work  D  18  clamped  to  table, 

9.  Suiface  grinding  with  veriical  spindle  suiface  grind- 
ing machine,  Fig.  7. 


Fio.  7.  —  Vertical  Spindle  Sdbtack  GuiNDma  Machini;. 

Specifications :  Iron  casting  in  the  rough  ^"  to  Vf "  ^^^' 
Machine  and  tools:    Suriace  grinding  machine,  grindii^ 
wheel  (cup)  12"  X  3J",  No.  36,  Grade  }  W,  ailicate. 
Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  20  F.P.M. 
Feed,  hand  or  automatic. 
True  wheel. 
Thia  is  a  type  of  high-power  vertical  grindii^  machine  usw 
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for  grindii^  castiugs  and  forcings  from  the  rough,  as  iron- 
casting  ring  A,  with  cup  wheel  B.  The  grinding  wheel  has 
large  contact,  it  is  used  with  a  coarse  feed  and  stream  of  water 
to  grind  work  rapidly.  Work  may  be  held  on  regular  table  C 
by  clamps  or  magnetic  chuck.  Circular  work  is  held  by 
frictional  contact  only;  on  revolving  table  D,  a  plug  keeps 
ring  from  sliding  from  place.  For  large  work,  revolving 
table  or  chuck  D  revolves  and  the  table  travels  also. 


Fig.  8.  —  Grinding  Pibton  Ring. 


10.  To  grind  piston  ring,  Fig.  8. 

SpecificationB :  Material,  cast-iron  piston  ring,  turned  and 
squared  0.010"  large. 

Machine  and  tools:  Special  grinding  machine,  grinding 
wheel  (plain)  9"  X  S",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  100  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel.     Set  machine  to  grind  straight. 

Mount  ring  A  on  magnetic  rotary  chuck  and  grind.  Re- 
move work  and  measure  with  micrometer.  With  a  fine  feed 
a  smooth  finish  may  be  obtained. 
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CUTTEE  GRINDING 


11.  Cutter  grinding  machines  are  used  to  grind  clearancef 
on  cutters,  reamers  and  similar  work.  They  are  also  used 
for  light  cylindrical  and  surface  grinding  and  are  a  necessary- 
supplement  to  milling  machines. 

12.  Cutter  grinding  machine  described,  Fig.  9. 

SCHEDULE  OF  PARTS 

A  —  Column. 

B  —  Knee,  can  be  swiveled 
completely  around  column  and 
adjusted  up  or  down. 

C  —  Swivel  table. 

D  —  Universal  headstock,  has 
vertical  and  horizontal  adjust- 
ment   on    head    graduated    in 


-Footstock  has  a  compen- 
sating center  to  allow  for  expan- 
sion of  work  during  grinding. 

F  —  Grinding  wheel  bead. 

G  —  Long,  feed  handle. 

H  —  Long,  feed  lever. 

J  —  Cross-feed  handle. 

K  —  Table-eleration  handle. 

Countershaft. 

1.  Tight  and  loose  pulley  for 
driving  grinding  wheel  mecha- 
nism. 

2.  Belt  to  drive  grinding  wheel. 

3.  Shipper  to  start  and  stop 
grinding  wheel. 

4.  Tight  and  loose  pulley  mech- 
anism for  work. 

5.  Work  drum. 

6.  Belt  to  drive  work. 
-Universal   Cotter  and      ?■  Shipper  to  start  and  stop 

Tool  Grindkb.  work. 
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13.  To  grind  centers,  Fig.  10.  —  Adjust  vertically  to  bring 
work  ceaters  same  lieigbt  as  wheel  spindle.  Belt  machine  to 
revolve  center.  Remove  live  center,  clean  hole  with  waate, 
insert  center.  Swivel  table  to  30".  Use  power  feed  and 
grind.     Test  with  60°  center  gage. 


swivel  table  set  30* 
-  Grindino  Centeh  with  Cditbe  Grinding  Machine. 


14.  To  grind  straight.  —  Setting  to  zero  lines  at  scale  end 
is  sufficiently  accurate  for  ordinary  cutter  grinding,  but  for 
reamer  grinding  and  to  obtain  accuracy,  grind  trial  piece  on 
centers  and  adjust  until  desired  accuracy  is  obtained.  See 
Setting  Swivel  Table  for  Strught  Grinding,  p.  7i2. 

16.  Grinding  wheels  for  cutters  should  not  be  finer  than 
90  or  coarser  than  46,  and  of  soft  or  medium  grades  I,  J  or  K. 
Periphery  speed  of  wheel  should  be  about  5000  feet  per 
minute. 

16.  Depth  of  cut  and  feed.  —  Take  light  cuts  from  .002" 
to  .004"  and  move  cutter  rapidly  across  face  of  wheel,  if 
necessary  go  around  cutter  two  or  three  times  rather  than 
take  a  heavy  cut  which  would  draw  the  temper. 
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ADJUSTING  TOOTH  REST  AND  WHEEL  FOR  OBTAINING 
CLEARANCE 

17.  Center  height  gage.  —  To  set  center  of  wheel  spindle  at 


Fio.  II.  —  SETTiNa  GRiNDiNa  Wheel  HsiaBT  op  Centerh. 

height  of  work  centers,  raise  wheel  head  or  lower  table  until 

centering  lug  ^,  Fig.  11,  is  same  height  as  cent«r  heightgage  B. 

Tooth  rest  A,  Figs.  12,  13,  supports  tooth  when  grinding 


clearances  on  cutters  and  reamers,  and  is  set  at  height  of 
work  centers  by  center  height  gage  B,  Figs.  12,  13. 


ADJUSTING  TOOTH  REST  AND  WHEEL 


FiQ.    13.  —  Settino  Tooth    Rest  Height  or   Centsrs.    Rest   Fab- 
TKNED  TO  Wheel  Head. 

IS.  Cutter  and  reamer  clearances.  —  Milling  cutters  under 
3"  in  diameter  are  given  a  tooth  clearance  of  from  6°  to  7°; 
those  3"  and  over,  4°  to  5°,  see  Figs.  14,  15. 


WIOTM  or  LMD     A 


Flo.  14.  —  Angle  or  Teeth  and  Fio.  15.  —  Mbaburino  Clearance 
WiDTB  OF  Land  of  Milling  of  Teeth  of  Miliinq  Cutter. 
Cutter. 


Fio.  16.  —  Reamer  Clearance. 
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Reamers  are  given  4°  clearancej  as  at  A,  Fig.  16. 

Reamera  with  thick  teeth  are  given  a  double  clearance; 
the  first  about  3°  and  the  second  6°,  as  at  £,  to  remove  stock 
and  leave  a  narrow  laud  back  of  cutting  edge.  Some  makers 
give  reamere,  C,  a  convex  clearance,  as  at  D. 

19.  Disk  and  Cup  wheels.  —  Cutters  and  reamers  are 
ground  by  two  methods  either  the  periphery  of  disk  wheeb 
or  the  side  faces  of  cup  wheels. 

Disk  Wheels  give  a  slightly  concave  clearance,  while  cop 
wheels  give  a  straight  Une  clearance.  The  tendency  seems 
to  favor  the  latter  method  for  wide  lands. 

20.  Direction  to  revolve  wheel.  —  Fig.  17,  shows  two 
methods  (down  and  up)   of  grinding  cutters  and  reamers. 


Fig.  17,  —  Disk  Wheel.    Relation  op  Tooth  Rest,  Milumq 
CuTTEB  AND  Wheel  TO  Grind  Tooth  Clearance. 

There  is  a  difference  of  opinion  as  to  which  method  produces 
the  keener  cutting  edge.  The  "down"  method  is  safer  as 
the  tooth  cannot  be  lifted  by  action  of  wheel. 

21.  To  obtain  clearances  on  cutter  and  reamer  teeth  irtieo 
grinding  with  disk  wheels,  Fig.  17.  —  Set  tooth  rest  at  height 
of  work  centers  with  center  height  gage  and  center  of  wheel 
spindle  (dial  at  zero)  in  same  plane.  Then  raise  wheel  (or 
lower  table  on  some  grinders)  amount  for  clearance,  as  at 
A,  A'  which  varies  with  angle  of  clearance  and  diameter  of 
wheel  and  is  calculated  by  the  following  formula: 

22.  To  calculate  elevation  for  Disk  Wheels: 

Formula  =  Constant  for  1°  clearance  (.0088")  X  clearance 
angle  X  diameter  of  grinding  wheel. 
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Example.  —  To  find  elevation  of  wheel  center  for  7°  clear- 
ance  angle,  diameter  of  griadin^c  wheel  6". 

SoluUon.  —  .0088"  X  7  X  6  =  .3696"  or  j";  amount  to  ele- 
vate wheel  or  to  lower  table. 

Example.  —  To  find  elevation  of  emery  wheel  center  for 
4°  clearance  angle,  diameter  of  grinding  wheel  7". 

Solution.  —  .0088"  X  4  X  7  =  .2464"  or  i";  amount  to  ele- 
vate wheel  or  to  lower  table. 

Attention.  —  The  tooth  rest  may  be  lowered  to  obtain  clear- 
ance instead  of  raising  wheel  or  lowering  table.  Use  formula 
as  trial  setting  only.  Test  with  bevel  protractor.  Fig.  15, 
and  change  elevation  if  necessary. 

23.  To  obtain  clearances  on  cutter  and  reamer  teeth  when 
grinding  with  Cup  Wheels, 
Fig.  18.  —  Set  wheel  (or  table) 
dial  at  zero.  Fasten  tooth  rest 
to  wheel  head  (stationary), 
Fig.  13,  and  adjust  to  center 
height  gage.  Then  lower  wheel 
bead  (or  raise  table)  amount 
tor  clearance,  as  at  A  or  A'  pia.  18.  — Cup  Whbbl.  Rbi.ation 
which  varies  with  angle  of  of  Tooth  Rest,  Milunq  Ccttbb 
clearance  and  diameter  of 
cutter  or  reamer. 

24.  To  calculate  distance  to  lower  tooth  rest  for  Cup 
Wheels. 

Formula  =  Constant  for  1°  clearance  (.0088")  X  clearance 
^Qgle  X  diameter  of  cutter  or  reamer. 

Example.  —  1"  hand  reamer  has  angle  clearance  of  4°. 
Find  amount  to  lower  tooth  rest. 

S(^ution.  —  .0088"  X  4  X  1  =  .0352"  or  ^"  +. 

Example.  —  1"  hand  reamer  has  two  clearance  angles  on 
each  land,  see  p.  8ll  1st  of  3°,  2d  of  6°.  Find  amount  to  lower 
tooth  rest. 

SohiHon  for  3".  —  .0088"  X  3  X  1  -  .0264"  or  ^"  - . 

SduHonfor  &°.  —  .0088"  X  6  X  1  =  .0528"  or  i^"  +. 
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26.  Indexing  cutters  and  reamers.  —  To  grind  tbe  te«th 
BO  that  each  tooth  will  be  a  counterpart  of  the  others,  the 
cutter  or  reamer  is  indexed  from  the  teeth  with  the  tooth 
rest.  After  the  tooth  rest  and  cutter  are  properly  adjusted, 
a  tooth  is  pressed  lightly  on  tooth  rest  by  hand  and  ground. 
To  grind  next  tooth,  first  index  by  revolving  cutter  backward 
against  spring  tooth  rest,  then  press  the  tooth  to  be  ground 
lightly  on  the  tooth  rest  and  grind.  Repeat  process  until 
all  the  teeth  are  ground. 

PROBLEMS  IN  CUTTER  GRINDING 

26.  To  grind  clearance  on  tee&  of  plain  nuUing  cutter, 
Fig.  19. 


Fia.  19.  —  GRiNsiKa  Plain  Milling  CnrrKa, 

Specificfttions :  Plain  milling  cutter  2i"  X  J". 

Machine  and  tools :  Universal  tool  and  cutter  grinder,  head 
and  footstock,  tooth  rest  and  holder,  grindii^  wheel  (disl>) 
7"  X  i",  No.  60,  Grade  /  or  J,  vitrified.     Bevel  protractor. 

Speed  of  wheel,  5000  F.  P.M.    Hand  feed  (lever),  1"  mandrel. 

Grind  dry. 

Time:  3  min.  (once  around)  with  machine  "  set  up." 


GRINDING  A  MILLING  CUTTER 


SCHEDULE  OF  OPERATIONS 


Oil  machine. 

True  wheel.  Set  machine  to 
grind  Btr&ight. 

L  Htrid  cutter.  Place  cutter  A 
on  plain  mandrel  B,  or  K&ng  man- 
drel. 

n.  Set  tooth  rest  Clamp  tooth- 
rest  holder  to  table  and  eet  tooth 
rest  C  at  height  of  centers,  as 
in  Figs.  11, 12,  with  center  height 
gage  or  surface  gage,  and  elevate 
ceoter  of  wheel  D  \"  above  centers 
for  a  7"  wheel  and  a  7°  clear- 

in.  Grind  clearance.  Mount 
work  on  centers.  Start  grinding 
wheel.  Press  cutter  lightly  on 
tooth  rest.  Move  cutter  to  touch 
revolving  grinding  wheel  by  hand 
cross-feed  wheel  and  take  a  cut 


of  from  .002"  to  .004".  With 
hand  long,  feed  E,  move  cutter 
forward  and  backward  quickly,  to 
grind  clearance, 

rv.  Test  angle  of  clearance. 
With  bevel  protractor,  test  angle 
of  clearance,  as  in  Fig.    15;    if 
necessary,  change  height  of  wheel 
to  get  desired  clearance. 

V.  Index.  Index  cutter  to  next 
tooth  by  revolving  it  backward 
against  spring  tooth  rest,  then 
press  the  tooth  to  be  ground 
lightly  on  the  tooth  rest  and 
grind. 

Repeat  until  all  teeth  are 
ground.  Take  cuts  of  from  .002" 
to  .004"  each,  and  go  around  at 
least  twice.  Clean  machine  with 
brush  and  waste. 


Warning.  —  Take  several  light  cuts  in  preference  to  one 
heavy  cut  that  may  draw  the  temper. 

Information.  —  There  is  no  standard  width  of  land  for  the 
teeth  of  milling  cutters,  "but  cutters  not  over  3"  in  diameter 
are  usually  milled  to  give  a  land  of  about  ^"  in  width,  and 
ground  to  give  a  land  of  about  A"- 

AUenHon.  —  Plain  cutters  that  are  made  in  large  lots,  or 


COMUHDUH  SOI  mlRinED 


Flo.  20.  —  GiuNiiiNa  Insebted  Tooth  Milunc  Cottek. 
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when  used  in  gaug  milling,  are  mounted  on  a  mandrel  and 
rotary-grouad  to  diameter  before  grinding  clearance. 

27.  To  grind  inserted  tooth  milling  cutter,  Fig.  20. 
Specifications :  8"  inserted  tooth  milling  cutter. 
Machine  and  tools :  Cutter  grinder,  universal  head,  tooth 

rest  and  holder,  grinding  wheel  (cup)  5",  No.  60,  Grade  I, 
vitrified. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

For  method  of  grinding  clearance,  see  p.  8l4. 

28.  To  grind  radial  teeth  of  side  nulling  cutter,  Fig.  21. 


FMWHHL  BOK      yiTKIlEO 


Fia.  21.  —  Grinding  Radial  Tieth  op  Side  Milling  CotoK' 

Specifications :  3  V  side  milling  cutter. 

Machine  and  tools:  Universal  tool  and  cutter  grindtDg 
machine,  universal  head,  tooth  rest  and  holder,  grinding 
wheel  (bevel  cup)  6"  X  J",  No.  60,  Grade  K,  vitrified.  Bevel 
protractor. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  wheel. 
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Place  cutter  A  on  arbor  B  and  mount  in  holder  in  universal 
head  C  which  has  both  vertical  ajid  horizontal  adjustments. 
Adjust  tooth  reBt  D  at  same  height  as  center  of  cutter.  Set 
horizontal  swivel  E  about  ^°  away  from  90°,  knee  F  at  90° 
and  vertical  swivel  G  i°  from  90°  to  give  required  clearance. 
Raise  wheel  by  hand  wheel  H  to  clear  tooth  below  one  being 
ground  and  move  knee  i"  from  90°  to  give  wheel  clearance. 
Arrange  table  dogs  and  grind  teeth. 

AtterUion.  —  Grind  from  2°  to  4°  clearance  on  teeth  of  side 
and  end  mills,  and  from  .001"  to  .002"  concave  by  setting 
swivel  head  J"  away  from  90°. 

Information.  —  When  the  "  lands  "  of  radial  teeth  become 


FiQ.  22.  —  Obindino  End  Mill. 

very  wide  from  frequent  grinding,  the  teeth  may  be  "  stocked  " 
or  ground  by  raising  the  swivel  head  about  30°  and  grinding 
the  teeth  to  a  larger  angle  leaving  narrow  "  lands "  to  be 
ground  to  a  smaller  angle  for  clearance. 

29.  To  grind  end  mill,  Fig.  22. 

Spedflcations :  1"  end  mill. 

Machine  and  tools :  Universal  and  tool-grinding  machine, 
universal  head,  taper  shank  holder,  tooth  rest  and  holder, 
grinding  wheel  (bevel  cup)  4"  X  J''>  No.  60,  Grade  /  or  /, 
vitrified. 
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Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 

Place  shank  of  mill  A  in  taper  shank  holder  B  and  mount 
in  universal  head.  Set  horizontal  swivel  C  about  \^  away 
from  90°.  Set  vertical  swivel  D  at  3°  for  clearance.  Adjust 
tooth  rest  E  to  height  of  mill  center,  raise  wheel  to  clear  tooth 
below  one  being  ground  and  set  it  ^°  from  90°  for  wheel  clear- 
ance.   Arrange  table  dogs  and  grind  teeth  with  lever  feed. 

30.  To  grind  angular  cutter^  Fig.  23. 


OUTTSR  QRINDCR 
CORUNDUM!  WHEEL    60   J    VITRIFIED 


Fig.  23.  —  Grinding  Angular  Milling  Cutter. 


Specifications :  70°  angular  milling  cutter. 

Machine  and  tools:  Cutter  grinder,  swivel  head,  tooth 
rest  and  holder,  grinding  wheel  (disk)  6"  X  h",  No.  60, 
Grade  J,  vitrified. 

Speed  of  wheel,  6000  F.P.M.     Hand  feed. 

True  wheel. 

Place  cutter  A  on  arbor  B  and  mount  in  universal  head. 
Set  vertical  swivel  C  at  90°  and  horizontal  swivel  Z)  at  70 . 
Bolt  tooth  rest  E  to  universal  head  and  set  at  height  of  center 
of  cutter.  Set  cutter  below  center  of  wheel  spindle  for  6 
clearance.  Set  reversing  stops  and  operate  machine  by  lever 
feed. 

Warning.  —  In  grinding  angular  cutters  and  taper  reamers, 
care  should  be  taken  to  set  the  tooth  rest  the  proper  height, 
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for  any  variation  above  or  below  center  line  of  tooth  wiU 
change  ai^e  of  cutter  or  taper  of  reamer. 

Attention.  —  The  radial 
teeth  of  angular  cutters  are 
ground  by  the  same  process 
as  the  radial  teeth  of  aide  and 
end  mills,  see  pp.  8ie-8i8. 

31.  To  grind  clearance  on 
teetii  of  spiral  nulling  cut- 
ter, Fig.  24. 

Specifications :  2J"  x  3" 
spiral  milling  cutter. 

Machine  and  tools :  Cut- 
ter grinder,  head  and  foot- 
stock,  split  tooth  rest  and 
holder,  grinding  wheel  (disk) 
7"  X  i".  No.  60,  Grade  /, 
vitrified.     Bevel  protractor. 

Speed    of     wheel,     5000  Fio.  24.  - 
F.P.M.    Grind  dry. 
Time :  4  min.  (once  around),  with  machine  "  set  up." 

SCHEDULE  OF  OPERATIONS 


Oil  machine. 

True  wheel.  Set  machine  to 
ETind  straight.  Set  center  of 
wheel  at  height  of  centers. 

L  Hold  cutt«r.  Place  cutter  A 
on  cutter  bar  B  which  is  mounted 
in  holdcrCshownin  detail  at ^',S'. 

n.  Set  tooth  rest  Clamp  tooth- 
net  holder  to  wheel  head  and  set 
tooth  rest  D  at  the  same  angle  as 
spiral  of  mill  and  at  height  of 
centers,  with  center  height  gage 
E  directly  opposite  the  middle  of 
^eel,  so  that  flexible  part  F  will 
clear  the  wheel  when  indexing 
cutter,  then  lower  center  of  wheel 


Vff"  below  centers  for  6"  wheel 
and  6°  clearance. 

in.  Grind  clearance.  Start 
grinding  wheel  and  press  mill  A 
firmly  against  tooth  rest  F.  Move 
cutter  to  touch  revolvii^  wheel 
lightly,  by  hand  cross-feed  wheel 
and  with  other  hand,  move  cutter 
across  face  of  wheel  with  a  spiral 
motion,  taking  care  to  keep  cutter 
teeth  always  gainst  tooth  rest. 
Move  cutter  back  still  pressing  on 
tooth  rest,  and  index  to  grind 
next  tooth. 

Clean  machine  with  brush  and 
waste. 
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32.  To  grind  hand  reamer  A  with  Cup  Wheel  B,  Fig.  2i. 

Speciflcations :  I"  solid  hand  reamer. 

Machine  and  tools:  Universal  cutter  grinder,  head  and 
footstock,  tooth  rest  and  holder,  grinding  wheel  (cup)  4" 
diameter,  No.  60,  Grade  K,  vitrified.     Bevel  protractor. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed  (lever). 

True  wheel.    Set  machine  to  grind  straight. 


Fio.  25.  —  Grindino  Hand  Rbamsr  with  Cop  Whbei. 

Set  knee  J°  away  from  center  to  give  wheel  B  clearance,  as 
at  B'.  Set  tooth  rest  C  at  height  of  centers.  Lower  tooth 
rest  to  give  4°  tooth  clearance,  see  p.  8l3.  Mount  reamer  on 
centers,  adjust  and  clamp  tooth  rest. 

Grind  teeth  straight  and  to  required  diameter  l.OOIH". 
Swivel  table  to  1°  and  grind  taper  D  on  end,  a  distance 
equal  to  diameter  of  reamer  or  less.  Bevel  ends  of  teetb  si 
E.  For  jig  reamers,  omit  taper  but  grind  bevel  on  end  of 
teeth,  as  at  F. 

Attention.  —  To  grind  the  teeth  of  a  spiral  band  reamer,  n 
at  G,  holder  for  spUt  tooth  rest  H  is  bolted  to  wheel  h«ii' 
See  Fig.  13. 
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33.  To  grind  hand  reamer  A  with  Disk  Wheel  B,  Fig.  26. 

Specifications :   1"  adjustable  hand  reamer. 

Machine  and  tools :  Universal  grinding  machine,  head  and 
footstock,  tooth  rest  and  holder,  grinding  wheel  (disk)  7" 
X  i",  No.  60,  Grade  7,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Set  tooth  rest  C  at  height  of  centers.  Mount  reamer  on 
centers,  adjust  and  clamp  tooth  rest. 

UNIVanSAL  ORINDINO  MACHINE 


Fi<3.  26.  —  Grinding  Hand  Rbaubr. 

To  obtain  clearance,  lower  centers  of  wheel  spindle  below 
reamer  center.  Grind  teeth  straight  and  to  standard  diam- 
eter by  trial  cuts,  then  swivel  table  1°  and  grind  end  of  teeth 
taper,  see  D,  Fig.  25,  a  distance  from  end  equal  to  diameter  of 
reamer  or  less. 

34.  To  oilstone  reamer  for  clearance  and  size,  Fig.  27.  — 
Hand  reamers  are  often  ground  cylindrically  true  .0001"  to 
.0004"  oversize,  then  ground  for  clearance  almost  to  edge 
and  stoned  to  size,  as  follows:  Hold  reamer  A  in  vise  between 
copper  jsws  and  stone  each  blade  with  oilstone  B,  used  as  in 
draw  filing.    Stone  heel  of  tooth  first  then  gradually  approach 
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to  cutting  edge.    Ream  hole  and  test  with  stiuidanl  plug 
gage.     Repeat  process  until  hole  fits  gage. 


Fia.  27,  —  Stonxno  Reameb  to  Sieb. 


3S.  To  grind  taper  reamer  A,  Fig.  28. 
Spedflcations :  No.  3  Morae  standard  taper  reamer. 
Machine  and  tools :    Cutter  grinding  machine,  head  ana 
footatock,  tooth  reat  and  holder,  grinding  wheel  (disk)  6 


Flo.  28.  —  GuNomo  Tapkb  Reakeb. 

X  i",  No.  60,  Grade  J,  vitrified.    No.  3  Moree  iW^ 
taper  ring  gage. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 
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Set  center  of  wheel  B  at  height  of  centers  and  machine  to 
grind  taper.  Clamp  tooth-rest  holder  to  wheel  head  and  set 
tooth  rest  C  at  height  of  centers.  Mount  reamer  on  centers, 
lower  wheel  head  for  clearance.  Set  dogs  to  limit  stroke, 
press  reamer  on  tooth  rest  and  grind. 


Fio.  29.  —  Grinding  Gear  Ccttee. 

36.  To  grind  gear  cutter  (formed  cutter),  Fig.  29. 

SpecificAtioilB :   No.  4,  10  pitch  gear  cutter. 

Machine  and  tools:  Cutter  grinder,  gear  cutter  grinding 
attachment,  grinding  wheel  (dish)  6",  No.  46,  Grade  li, 
elastic. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 

Grind  gear  cutter  A,  A'  with  wheel  B.  Fasten  gear  cutter 
grinding  attachment  C  to  table  and  mount  cutter  upon  it. 
Set  knee  at  slight  angle  to  axis  of  wheel  spindle  to  bring 
edge  of  wheel  in  contact  only,  as  at  B'.  Set  cutting  edge 
of  wheel  in  same  plane  with  center  of  cutter  with  special 
gage  or  straight  edge,  grind  teeth  radially.  Set  pawl  tooth 
rest  D  and  D'  against  back  of  tooth  and  adjust  until  tooth  is 
radial,  then  clamp.  Adjust  stop  E  to  limit  travel  bo  that 
wheel  will  just  touch  bottom  of  groove.    To  grind,  press 
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cutter  lightly  against  tooth  rest  D  and  operate  lever  feed  F. 
To  index  to  next  tooth,  move  cutter  back  with  lever  F,  re- 
volve cutter  away  from  tooth  rest  D,  then  again  press  lightly 
against  tooth  rest  D  and  grind.  Take  light  cuts  and  go 
around  twice,  if  necessary,  rather  than  one  heavy  cut  that 
may  draw  the  temper. 

Attention.  —  The  teeth  of  formed  cutters  should  be  ground 
radially  and  equidistantly  or  they  will  not  cut,  correct  form. 


Fio.  30.  —  Grinding  Forued  Cutter. 

37.  To  grind  formed  cutter,  Fig.  30. 

Specifications:  J"  formed  concave  cutter. 

Machine  and  tools :  Cutter  grinder,  universal  bead,  tooth 
rest  and  holder,  griading  wheel  (dish)  6",  No,  46,  Grade  IJ, 
elastic. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Mount  cutter  A  on  centers  and  wheel  B  on  spindle,  or 
mount  work  on  bar  C  and  hold  in  universal  head.  Clamp 
tooth  rest  D,  D'  to  table  and  adjust  to  grind  teeth  radially. 
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38.   To  sharpen  tap,  Fig.  31. 

Specifications :  J"  X  10  U.  S.  S.  tap. 

Machine  and  tools:  Universal  cutter  grinder,  universal 
head,  tooth  rest  and  holder,  grinding  wheel  (round  face), 
6"  X  i".  No.  80,  Grade  J,  vitrified. 


Fia  31.  —  Shabfxnino  Tap. 


M  WHtIL      4e    t    VI 


Fia.  32.  —  GfUNDiNQ  Flat  Cuttkr. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Mount  tap  A  in  universal  head  or  on  centers.  Use  thin 
rounded-face  wheel  B.  Clamp  tooth  rest  C  to  table  and 
adjust  so  that  teeth  will  be  ground  radially.    Use  band  feed. 


826  ADVANCED  MACHINE  WORK 

39.  To  grind  flat  cutter,  Fig.  32. 

Spedflcations :   IV'  radiua  Sat  cutter. 

Machine  and  tools :  Cutter  grinder,  clamps,  grinding  wheel 
(disk)  6"  X  Y',  No.  46,  Grade  I,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 

Fasten  cutter  firmly  to  table  by  clamps  C  Set  whee! 
head  D  at  right  angles  to  table,  lower  wheel  until  it  just 
touches  work  and  grind  with  lever  feed  E  and  cross  feed  F. 


—  Gbindinq  Conthx  Cutter. 


40.  To  grind  convex  cutter,  Fig.  33. 

Specifications:  Convex  cutter. 

Machine  and  tools:  Cutter  grinder,  circular  attachment, 
tooth  rest  and  holder,  grinding  wheel  (concave)  7"  X  J  > 
No.  60,  Grade  K,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  and  shape  wheel. 

Convex  cutter  A  is  ground  with  wheel  B  and  circular 
attachment  C  which  is  for  grinding  convex  and  concave 
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cutters.     First  true  wheel  to  radius  to  be  ground  with  carbon 
point  D  and  holder  E  clamped  in  position  at  E'. 

Mount  cutter  in  position  and  set  tooth  rest  F  height  of 
center  of  work.  Locate  wheel  and  cutter  for  clearance  and 
bring  center  of  radius  to  be  ground  directly  over  center  of 
pivoting  point  of  attachment.  Grind  teeth  with  light  cuts, 
feed  at  G,  and  swing  handle  H. 


Fia.  M.  —  Grinding  &iie  or  Suttino  Saw. 

41.   To  grind  sides  of  slitting  saw,  Fig.  34. 

Specifications :  6"  X  i"  slitting  saw. 

Machine  and  tools :  Cutter  grinder,  headstock,  expansion 
bushing,  grinding  wheel  (bevel  disk)  8"  X  J",  No.  46,  Grade 
}  W,  silicate.     Micrometer. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Automatic  feed. 

True  wheel. 

Mount  slitting  saw  A  on  face  chuck  B  and  hold  in  place 
by  expansion  bushing  C  which  is  expanded  by  screw  D,  or 
use  a  magnetic  rotary  chuck.  Swivel  wheel  head  i"  to  grind 
concave  to  give  saw  clearance.    Set  stops  and  grind. 

Attention.  —  The  sides  of  plain  milUng  cutters  are  ground 
by  the  same  process. 
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42.  To  grind  caliper  gage,  Fig.  S 
Spedficatioiis :  6"  caliper  gage. 


Fia.  35.  —  GiuNDiNa  CALiRsa  Gaqi. 


Tia.  36.  —  Gmnbing  Straight  I 


Machines  and  tools :  Cutter  grinder,  vise  and  fix^x^' 
grinding  wheel  (double  cup)  7"  X  I",  No.  120,  Grade  G  or  5, 
vitrified.    Inside  micrometer  gage. 
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Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.     Set  machine  to  grind  straight. 

Grind  gage  A,  with  double-cup  wheel  B.  Set  wheel-center 
height  of  center  of  work  and  grind  both  ends  without  moving 
in  vise.  A  email  hole  is  drilled  in  comers  of  gage  for  wheel 
clearance. 

43.  To  grind  straight  edge,  Fig.  36. 

Specifications :  12"  X  1|"  beveled  straight  edge. 

Machine  and  tools :  Cutter  grinder,  clamps,  grinding  wheel 
(cup)  6"  X  J",  No.  46,  Grade  IJ,  elastic. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Hand  feed. 

True  wheel.     Set  machine  to  grind  straight. 

Mount  straight  edge  A  on  table  B  and  hold  by  clamps  C, 
swivel  knee  \''  so  that  only  edge  of  wheel  will  come  in  contact 
with  work.    Grind  to  finish  without  removing  work. 

UHIVIRBAL  aniNDIR 


Fia.  37.  —  Ghindino  Jio  Bubbinq. 

44.  To  grind  jig  bushing,  Fig.  37. 

Spedfications :  f"  jig  bushing. 

Machine  and  tools:  Universal  grinder,  grinding  wheel 
(disk)  10"  X  i".  No.  54  Comb.,  Grade  M,  vitrified.  Mi- 
crometer. 
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Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M, 
Automatic  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Bushing  A  is  ground  with  wheel  B.  Press  mandrel  C  into 
bushing,  mount  on  centers  and  grind  as  in  plain  cylindrical 
grinding.  A  groove  ia  cut  in  bushing  at  D  for  wheel  clear- 
ance. 

UNIVIRSAL  SRINDINa  MAOHINK 


Fia.  38.  —  GuNDiNa  Tafeb  Shank  or  End  Miu.. 

46.  To  grind  taper  shank  of  end  mill,  Fig.  38. 

Specifications :  1"  end  mill,  Morse  taper  No.  2. 

Machine  and  tools :  Universal  grinding  machine,  aloxite  ot 
alundum  wheel  (disk)  12"  X  i",  No.  60,  Grade  K,  vitrified. 
Taper  gage.    Prussian  blue. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M- 
Automatic  feed. 

True  wheel. 

Shank  of  end  mill  A  is  ground  with  wheel  B.    Mount  on 
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centers  with  dog  C.    Set  table  to  required  taper  and  adjust 
table  dogs. 


Fia.  38.  —  ComNa  off  Tubiho. 

46.  To  cut  off  tubing,  Fig.  39. 

Specifications;  1"  tubing. 

Machine  and  tools :  Cutter  grinder,  special  holder,  grind' 
ing  wheel  (thin  i")  7"  X  A".  No.  80,  Grade  5,  elastio. 

Speed  of  wheel,  5000  F.P.M. 

True  wheel  A.    Set  machine  to  grind  straight. 

Mount  tubing  S  in  holder  C.  Start  machine  and  feed  by 
hand. 


Flo.  40,  —  Gbinsino  Habdbhi!D  Lathe  Centkb. 

47.  To  grind  hardened  laOie  center,  Fig.  40. 
Specifications :  Hardened  engine  lathe  center,  Morse  taper 
No.  2.    Center  gage. 
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Machines  and  tools:  Cutfer  grinding  machine,  universal 
chuck,  steady  rest,  grinding  wheel  (disk)  10"  X  i",  No.  60, 
Grade  Kj  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

True  wheel. 

Set  sivivel  table  at  30°,  mount  center  in  universal  chuck  and 
steady  rest,  as  shown,  and  use  automatic  or  hand  feed.  Test 
with  center  gage. 
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SECTION  9 

PLANING 

Planers.     Catting  Speeds  and  Feeds.    Cutting  Tools.    Horizontaly 

Vertical  and  Angular  Planing.     Measuring  Work.    Holding 

Work,  and  Problems  in  Planing.    Fixtures,  Vises 

and  Jigs.    Shapers. 

PLANERS 

1.  The  planer  bears  the  same  relation  to  plane  or  flat 
surfaces  that  the  lathe  does  to  cylindrical  surfaces.  —  The 
larger  part  of  planer  information  and  skill  consists  of  setting 
up  the  work.  The  tools  and  cutting  angles  are  similar  to 
those  of  lathe  tools. 

2.  The  three  general  methods  of  holding  work  are  the 
mechanical,  magnetic  and  physical. 

The  mechanical  method  is  holding  work  by  clamps  and  bolts, 
fixtures,  jigs  or  shoes,  vises  or  chucks,  and  applies  to  the  larger 
part  of  planer  work.    See  pp.  9l3-9l7,  921-933. 

The  magnetic  method  is  holding  work  by  magnetic  chucks. 
See  pp.  624,  625. 

The  physical  method  is- holding  work  by  cementing  with 
cement,  shellac  or  resin.    See  p.  920. 

3.  Types  of  planers.  —  There  are  two  leading  designs  of 
planers,  which  are  distinguished  by  their  driving  mecha- 
nisms: The  spur-gear  type  and  the  spiral-gear  type.  The 
size  of  planers  is  designated  by  the  size  of  the  work  that  it 
will  plane. 

4.  The  spur-gear  type  planer  table  is  driven  by  a  spur 
gear  which  meshes  with  a  rack  on  bottom  of  table,  and  with 
a  pinion  on  the  driving  shaft  on  the  outer  end  of  which  are 
tight  and  loose  pulleys  drivep  by  open  and  crossed  belts 
from  countershaft. 

9oi 
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B.  The  spiral-gear  type  planer  table  is  driven  by  a 
spiral  gear  wbich  meshes  with  a  rack  on  bottom  of  table. 
The  spiral^ear  shaft  is  coanected  to  driving  shaft  by  bevel 
gears.  .  The  rest  of  the  mechanism  is  similar  to  the  spur-gear 
planer. 

6.  Planer,  ^ur-gear  drive,  described.  Fig.  1. 


Fio.  1.  —  PiANER,  Spur-Giar  Mecbanism. 


SCHEDULE 

OF  PARTS 

4— Bed. 

£  —  Saddle  moved  along  mm 

B  — Table  operated  by  rack, 

rail  by  hand  or  power. 

gears,  belts,  slides  in  scraped  V 

F  —  Planer  head. 

ways  of  bed,  liolds  work  and  per- 

G — Handle  to  operate  hori- 

forms cutting  movement. 

zontal  feed  screw,  gives  hand,  hM- 

CC  —  Housings  or  posts. 

izontal  or  cross  feed. 

D  ~  Cross  rail  may  be  raised 

HH'  —  Power-feed  mechanism- 

or  lowered  and  clamped  to  hous- 

Friction   feed    disk,    pswi  m 

ings. 

ratchet. 

PLANER 
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7  —  Driving  belt  (one  speed), 
tight  and  loose  pulley  counter- 
shaft. 

/  —  Quick  return  belt  (return 
speed  3  to  1). 

KK' — Table  dogs,  revferse  mo- 
tion of  table  and  are  located  to 
g^ve  desired  length  of  stroke. 

LM  —  Belt  shifters. 

N  —  Reversing  lever  to  reverse 
motion  of  table;  operated  by 
hand  or  dogs  KK\ 

P  —  Vertical  and  angular  feed 
shaft  turned  with  handle  (j, 
placed  on  end. 

Q  —  Feed  rod  pin. 

R  —  Feed  adjusting  handle. 
To  obtain  power  horizontal  feed. 


move  pin  Q  off  center  to  right  or 
left,  depending  on  whether  cut  is 
right  or  left,  and  drop  pawl  H 
in  ratchet.  The  amount  of  cut 
depends  on  distance  Q  is  removed 
off  center. 

S  —  Hand  vertical  feed.  Some 
provided  with  dial  to  read  to 
thousandths.' 

T  —  Feed  gear.  To  obtain 
power  vertical  and  angular  feed 
place  gear  T  on  shaft  P,  adjust 
pin  Q  for  desired  nmnber  of  teeth 
fed  and  drop  in  pawl  H.  May 
feed  tool  downward  or  upward. 

U  —  Handle  for  raising  and 
lowering  cross  rail. 

W  —  Shipper. 


7.  Planer  head  and  mechanism  for  cutting  tool.  Fig.  2. 


SCHEDULE  OF  PARTS 

A  —  Cross  rail. 

B  —  Saddle. 

C  —  Swivel  plate. 

D  —  Vertical  feed  slide. 

E  —  Apron  swivel  or  clapper 
box. 

F  —  Apron  or  tool  block,  hinged 
to  relieve  tool  on  return  stroke. 

GG'  —  Tool  clamps.  (Used  on 
large  planers.  Tool  post  used  on 
small  planers.) 

H  —  Tool. 


FiQ.  2.  —  Plakbr  Head. 
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8.  Large  planers  are  often  equipped  with  two  heads  mounted 
upon  the  cross  rail.  Two  other  heads  are  mounted  upon  the 
housings  so  that  work  may  be  planed  upon  the  top  and  both 
sides  at  the  same  time.  Special  designs  are  made  for  wide  and 
extra-heavy  work.  Open  side  planers  are  obtainable  for  planing 
the  ends  of  beams,  frames  and  edges  of  steel  or  iron  plates,  and 
for  other  work  that  will  not  pass  between  the  double  housings 
or  posts  of  an  ordinary  planer.  The  outer  end  may  be  sup- 
ported upon  an  eye-beam  which  is  mounted  upon  rollers  running 
upon  an  improvised  track. 

CUTTING  SPEEDS  AND  FEEDS 

9.  Cutting  speed  (F.P.M.).  —  Ordinary  planers  are  belted 
to  give  one  cutting  speed  only.  Cast  iron  may  be  planed 
with  carbon-steel  tools  at  about  25  feet  per  minute,  steel, 
wrought  iron  and  bronze,  at  17  feet  per  minute.  When 
both  iron  and  steel  have  to  be  planed  on  the  same  planer, 
as  is  usually  the  case,  a  cutting  speed  of  about  20  feet  is 
used.  With  high-speed  tools,  these  speeds  may  be  increased 
from  50  per  cent  to  100  per  cent.  For  brass,  composition 
and  softer  metals  it  is  customary  to  use  a  planer  speeded  for 
cast  iron.  Variable-speed  planers  are  obtainable  which  give 
changes  of  speed  from  15  feet  to  70  feet  per  minute.  Variable- 
speed  countershafts  for  a  single-speed  planer  are  obtainable. 

10.  Feed  is  obtained  by  a  feed  ratchet  and  pawl.  The 
amount  of  feed  1  tooth  on  ratchet  gives  varies  with  the 
planer. 

Cast  iron  may  be  rough  planed  with  as  deep  a  cut  as  the 
machine  will  carry.  The  finishing  cut  with  a  broad-nose 
tool  should  be  light,  from  .005"  to  .010"  in  depth,  with  a  feed 
nearly  equal  to  the  width  of  tool.  Steel,  wrought  iron  and 
aluminum  are  rough  planed  with  a  diamond-point  or  roughing 
tool  in  about  the  same  manner  as  cast  iron  except  that  a  little 
less  depth  of  cut  and  a  finer  feed  are  used.  For  finish  plan- 
ing, use  tools  with  narrow  cutting  edges,  fine  feed,  1  or  2 
teeth,  cut  .005"  to  .010"  in  depth,  with  or  without  lubricant. 
See  Table  of  Lubricants,  p.  l49. 


CUTTING  TOOia 
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11.  Planer  cutting  tools.  —  Chart  of  planer  tools  (forged  and 

tool  holders  and 
cutters)  is  shown 
in  Fig.  3.  They 
have  the  same 
rake  for  cutting 
different  metals 
as  lathe  tools  but 
less  clearance 
(3^  to  6^),  Fig. 
4,  and  are  made 
heavier  and 
stiffer. 


Fig.   4.  —  Left   DiAMOND-Pomr   Planer  Tool. 


Fig.  5.  —  Rough  Planing  Cast  Iron  with  Left 
Diamond-Point  Tool. 


Fig.  6. — Finishing  Steel  or  Wrought  Iron  with 
Left  Diamond-Point  Tool. 


HORIZONTAL, 
VERTICAL  AND 
ANGULAR 
PLANING 

12.  Left  dia- 
mond-point tool 
set  to  rough 
plane  a  horizon- 
tal surface  on 
cast  iron.  Fig.  5. 
—  Set  tool  per- 
pendicular to 
table.  Feed 
from  2  to  4  teeth. 

13.  Diamond- 
point  tgol  to  fin- 
ish plane  steel  or 
wrought  iron, 
Fig.  6.  — Feed  1 
or  2  teeth.  Cut 
.005"  to  .015"  in 
depth.  Wither 
without  lubri- 
cant. 


—  RouoH    Planino  Cast   Isow  with 
Rouin>-NoBE  Tool. 


HORIZONTAL  PLANING  9o7 

14.  Roattd-noBe  tool  set  to  rough  plane  a  horizontal  snr- 
face  on  cast  iron  or 
brass.  Fig.  7.— Set 
tool  perpendicular 
to  table.  Feed  from 
2  to  4  teeth. 

16.  Small  square- 
nose  tool  to  finish 
plane  cast  iron  or 
brass,  Fig.  8. — 
Feed  from  4  to  8 
teeth.     Cut  .005" 

to  .015"  in  depth. 
For  a  coarse  feed, 

set  cutting  edge 

parallel  to  table,  or 

line  of  feed. 

For  a  fine  feed, 

round  bottom  face 

slightly  by  grinding 

and  oilstoniug,  aud 

set  comer  .d  shghtly 

lower  than  comer  B 

to    drag   and   give 

smoother  cut.  The 

feed  must  be  less 

than  the  width  of 

the  cut. 
16.   Spring    tool 

to  finish  plane  cast 

iron,  Fig.  9.  — Set 

tool  the  same  aa  in 

Fig.  8.     Feed  from 

8  to  12  teeth  (I"  to 

i"    wide).     Cwt 

about    .003"  'in      F,a.  a.  —  Finwhino  Cabt  Ibon  with  Spring 

depth.  Tool. 


—  FiNieHiNa  Cast  Ibon  with  Square- 
Nose  Tool. 
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17.  Fine  versus  coarse  feed  for  finishing  cut.  —  If  a  sur- 
face is  to  b«  Sled, 
scraped  or  fitted,  fin- 
ish nearly  to  size  with 
a  light  cut  and  fine 
feed.  When  true  sur- 
faces only  are  re- 
quired, use  light  cut 
and  coarse  feed. 

18.  Roughing  tool 
to  rough  plane  sted 
or  wrought  iron,  Fig. 
10,  —  Dry  or  with  oil. 
Feed  1  to  3  teeth. 

19.  Shear  tool  to 
finish  plane  steel  or 
wrought  iron,  Fig.  II. 
—  It  is  forced  with  a 
twisted  blade.  The 
edge  is  ground  and 
oilstoned  to  an  arc  of 
a  3"  circle  with  clear- 
ance. Used  with  lard 
oil  or  soda  water. 
Feed  1  tooth.  Cut 
.003"  in  depth.  See 
Hehcal  Milling  Cut- 
ter, pp.  1047,  1048. 

20.  Side  tool  to  fin- 
ish plane  vertical  or 
angular  surfaces,  Fig. 
12. —  Bevel  pomt  .4 
to  produce  a  smooth 
surface.    Feed  down- 

-  FiNiaHWG    Vertical   Surface      ''a^d   by  power  or 
WITH  Side  Tool.  hand. 


—  Sheak  Tool.  FiNisHiNO  Steel 
OB  Wbooght  Iron. 


HOLDERS  AND  CUTTERS 
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21.    Holders  and  cutters  (high-speed  steel),  Figs.  13,  14, 
15.  —  Used  for  horizontal,  vertical  and  angular  planing. 


^ 


I      WORK    I 


Fig.  13.  —  Horizon- 
tax.  Planing.  Tool 
HoiJ>ER  AND  High- 
Speed  Steel  Cutteb. 


Fig.  14.  —  Vertical 
Planing. 


Fig.  15.  —  Angular 
Planing. 


Fig.  16.  —  Horizon- 
tal Planing.  Special 
Tool  Holder. 


Fig.  17.  —  Vertical 
Planing. 


Fig.  18.  —  Under-Cut 
Planing. 


TOOL— 


22.  Special  holder  and  cutter 
(high-speed  steel),  Figs.  16,  17, 
18.  —  Used  for  horizontal,  vertical, 
angular  and  undercut  planing. 

23.  To  set  planer  in  alinement.  — 
Approximate  method.     Un clamp 

bolts  back  of  rail.  Lower  rail  nearly 
to  work,  then  raise  it  about  1"  above 
work  to  take  out  back  lash,  leave 
handle  up,  and  clamp. 

Accurate  method.  Test  table  at  both 
sides  with  micrometer,  as  in  Fig.  19. 
If  the  two  readings  show  a  differ- 
ence, loosen  bolts  at  back  of  rail, 
adjust  one  of  the  bevel  gears  on 
horizontal  shaft  at  top  of  posts  and  repeat  the  whole  operation. 


PLANER 
•    TABLE 


Fig.  19.  —  Setting  Planer 
Cross  Rail  in  Alinement. 
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Other  methods  of  testii^  are:  To  lower  cross  rail  on  parallel, 
or  test  with  surface  gage  and  paper,  or  test  with  tool  held 
in  tool  post  and  paper. 


Fio.  20.  —  Redbebbing  Pi.Ajn;B  Table  with  Spsinq  FiNisBnTa  Tool. 

24.  Redress  planer  or  shaper  table  witb  a  quing  tool, 
Fig.  20,  with  a  light  cut,  .003"  to  .005"  in  depth,  and  a  very 
coarse  feed,  when  it  has  become  bruised  and  uneven  from  care- 
less handling  of  wor|£,  fixtures,  hammering  or  wear. 


SETTINO  OF  HEAD  0 

Fig.  21.  —  Head  and  Apron  Swutsl  Set  ros  Vebtical  Plamko. 

26.  To  set  planer  head  and  apron  swivel  to  plane  Tertial 
surface,  Fig.  21.  —  Release  bolts  A,  A'  and  adjust  head  until 
zero  lines  coincide,  as  at  B,  then  clamp.  Release  bolts  C,  C 
and  swing  apron  swivel  away  from  surface  to  be  planed  in 


ANGULAR  PLANING 
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order  that  tool,  aa  it  lifts  on  the  backward  stroke,  will  move 
away  from  the  vertical  face  of  work.  Work  should  never  be 
planed  vertically  if  it  can  be  held  and  planed  horizontally. 

26.  To  Bet  planer   head   and  apron  swivel  for  angular 
planing,  Figs.  22,  23.  —  Release  bolts  and  swing  head  to 


Flo.  23. — Head  and  Apbon  Swivil 
Set  roR  iNstDB  Bevisl  Planino. 


Uf/  ORAWIHO  REAM  M° 

>  FROM  HORIZONTAL 

SCTTPNQ  OF  HEAD  M' 

Fio.  22.  —  Head  amd  Apkon 
Swivel  &t  loa  Anoulab 
PLAKnra. 


required  angle  and  clamp;  then  swing  apron  swivel  away 
from  surface  to  be  planed  and  clamp. 

37.  Planer  head  graduated  to  read  from  vertical.  —  On 
most  Americsn  planers  and  shapers  if  drawing  reads  an  angle 
of  60°  from  horizontal,  the  head  is  set  to  read  30°,  as  in  Fig. 
22.  If  drawing  reads  30°  from  vertical,  the  head  is  set  to 
read  30°,  as  in  Fig.  23. 

28.  Planer  bead  graduated  to  read  from  horizontal.  — 
On  planers  and  shapers  where  the  zero  line  and  90°  graduation 
coincide,  when  the  slide  is  vertical,  reverse  above  rule. 
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MEASURING  WORK 


Fio.  24.  —  Stxel  Rule  to  Set  Planke  Tool. 

29.  Use  steel  rule  to  set  pUner  tool,  Fig.  24,  to  give 
reaults  that  will  compare  with  those  obtained  with  spring 
calipers  Id  lathe  work. 


Fia.  25.  —  Gaok  Block  to  Set  Flameh  Tool. 

30.  Use  gage  block  to  set  planer  tool,  Fig.  25,  to  give 
results  that  will  compare  with  those  obtained  with  microm- 
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eter  in  lathe  work.  To  set  tool,  feed  it  down  until  the  block 
will  slide  between  the  table  and  tool 
point,  touching  tool  lightly.  To 
plane  a  piece  .001"  thicker  than  the 
gage,  .001"  tissue  paper  is  placed  be- 
tween gage  and  tool.  Tissue  paper  of 
suitable  thickness  is  often  used  with 
gage  when  there  is  danger  of  tool 
pulling  into  the  work  by  springing  or 
by  looseness  in  head.  See  pp.  928, 92ft. 
Set  of  gage  blocks  for  use  on  planer 
work  is  shown  in  Fig.  26.  f,^.  26.  -  Gaob  Block. 

HOlioiNa  WORK,  AND  PROBLEMS  IN  PLANING 

31.  Planer  parallels  are  often  necessary  to  level  work. 
They  are  made  of  cast  iron  in 

pairs  of  equal  width,  thickness  ~ 

and  length,  Fig.  27. 

32.  Iron  clanqts  for  planers  and 
shapers  are  used  in  a  great  variety 
of  shapes  also  with  bolts,  blocking 
and  leveling  jacks  for  clampii^ 
work  to  fixture  or  to  table.    See 

Fip,  28,  33.  FiQ_  27.  —  Planer  Paballkls. 

33.  Step  blocking  and  leveling 

jacks  are  convenient  for  blocking  up  the  end  of  a  clamp  or  to 
level  work.    See  Fig.  28,  also  Figs.  39,  41. 


-LivzLDio  WoBX  WITH  Pi.AmK  Jacki. 
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34.  Planer  bolts  of  different  lengths  with  square  and  Tee- 
shaped  heads,  long  threads  and  a  variety  of  washers,  are 
necessary.  Studs  and  Tee  nuts  are  a  good  substitute  for 
bolts. 

36.  Screw  pins  and  screw  hunters,  Fig.  29,  are  used  in 
various  ways  to  fasten  planer  work  to  table.  The  circular 
portion  of  the  screw  pin  fits  the  hole  in  the  table  and  the 


u  u 

SCREW  BUNTER 

01? 


[ 


1 


Ct:^ 


T 


3 


Fig.  29.  —  Screw  Pin  and  Scbibw 

BUNTBR. 


Fig.  30. — Fingers  or  Toe  Dogs. 


squared  portion  is  drilled  and  tapped,  preferably  at  an  angle 
of  from  5°  to  10**,  to  receive  a  set  screw.  The  screw  hunter 
fits  the  Tee  slot. 

36.  Fingers  or  toe  dogs.  Fig.  30,  are  used  with  screw  pins 
or  hunters  to  fasten  thin  work  to  planer  table. 


oooD^cn 


BAD 


iOL 


Fig.  31.  —  Methods  of  Clamping  Work.    Good  and  Bad. 
Different  Kinds  of  Planer  Bolts. 

37.  Good  and  bad  methods  of  clamping  or  strapping  work 
to  table,  Fig.  31.  —  Always  place  blocking  A  farther  away 
from  bolt  B  than  work  C,'  so  that  the  most  pressure  will 
come  on  work. 

38.  Holding  rectangular  or  oblong  work  by  bedding  on 
table  with  a  tongue  or  rib  fixturei  A,  hunters  B,  fingers  C  and 


HOLDING  RECTANGULAR  WORK  9l5 

Ihnist  pin  D,  Fig,  32.  —  The  tongue  fixture  is  clamped  in  the 
long  Tee  alot  in  table.     To  be  sure  that  work  is  properly 


bedded  to  table  gently  pound  it  to  seat  with  lead  hammer 
during  and  after  tightening  screws.  Tightening  screws  too 
hard  will  lift  the  work.    When  taking  heavy  roughing  cuts, 


Flo.  34.  —  Screw  Pin  fos  Cumpinq  Work  AoAirrsT  Anole  Plate. 

apron  swivel  should  be  swung  a  little  away  from  the  direction 
of  feed  so  that  tool  will  not  bear  excessively  on  return  stroke. 

39.  An^o  plate  (angle  iron),  A,  Fig.  33,  has  planed  sur- 
faces at  right  angles  (90°).  To  plane  edges,  hold  work  B  by 
clamps  C,  C,  or  by  block  and  screw  pins,  Fig.  34. 

40.  Tee  fixture  for  holding  work  at  right  angle,  A,  Fig. 
35,  clamped  to  table  by  bolts  B,  B".    Its  front  face  is  at  right 
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ai^le  to  edge  of  table.  The  work  C  is  held  by  clamps  D 
and  E.  The  vertical  face  F  is  planed  with  cutting-down  tool 
G.     Use  fine  feed. 


Fia.  36. — Planinq  Work  at  a.  Riqht  Anolb  Held  bt  Tee  Pixtitbe 


41.  Adjustable  tongue  fixture.  —  In  Fig.  36  is  a  toi^e 
fixture  in  two  parts,  A  and  A',  for  holding  thin  work  of  any 
length.  Work  is  held  against  stop  B  and  fastened  by  screw 
stops  C,  C  and  wedges  D,  D'. 


Fig.  36.  —  To  Hold  Thin  Work  of  Any  Lbhqth. 

42.  Beveling  thin  work.  —  Any  thin  work,  as  gib  A,  may 
be  beveled  with  a  bent  side  tool  S,  as  in  Fig.  37. 


BEVEUNG  WORK 


Fia.  37.  —  PunnnQ  Bbvbl  with  Bknt  Sidb  Tool. 

43.  To  plane  taper  parallels  or  wedges,  a  taper  shoe  is 
supplied  which  is  adjusted  to  give  any  desired  taper  in  inches 
per  foot. 

Feed  at  beginniiig  or  end  of  cut. — The  feed  movement  of 
the  tool  should  be  arranged  to  take  place  at  the  beginning  or 
at  the  end  of  the  cut,  but  not  during  the  cut.  For  general  work 
either  end  will  do.  For  accurately  finishing  broad  surfaces  it  is 
best  to  feed  just  before  beginning  the  cut  (although  the  cutting 
stroke  is  longer)  aa  the  drag  of  the  tool  on  the  return  stroke 
wears  the  tool  less. 

Direction  of  feed  or  cut. —In  horizontal  planing  the  tool 
may  be  fed  either  away  from  the  operator  by  using  a  left  tool, 
or  toward  the  operator  by  using  a  right  tool.  The  general  prac- 
tice is  to  feed  away  from  the  operator,  as  in  Figs.  5,  6,  32,  33, 
In  vertical  and  angular  planing,  the  tool  is  fed  downward  aa  in 
Figs.  21,  22,  23. 

Beveling  end  of  castings.  —  At  end  of  cut  on  iron  castings, 
steel  castings  or  brittle  alloy  castings,  the  pressure  of  the  tool 
will  break  off  the  metal  deeper  than  the  planed  surface.  To 
avoid  this,  hie  or  chip  a  bevel  to  depth  of  cut,  as  in  Figs.  32, 
33.  Small  work  may  be  held  and  beveled  at  the  vise,  and  large 
work,  after  it  is  clamped  to  the  planer. 
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44.    To  plane  rectangular  work  clamped  to  planer  table, 

Fig.  38. 


®>^)i3 


Fig.  38.  —  Sghbdule  Drawing. 

Specification:  Material,  iron  casting  y  large,  free  from  visible 
defects;  weight,  7  lbs.  14  oz.  Hardness,  23  to  35  (scleroscope). 
Highnspeed  steel  cutting  tools.  Speed,  22  to  30  F.P.M. 
Time:  Study  drawing  and  schedule  in  advance,  10  min.  —  Oil 
planer,  8  min.  —  "  Set  up  "  tongue  and  angle  plate  fixtures,  12  min. 
—  Rough  plane  surfaces  (1),  (2),  (8),  (4),  30  min.  —  Finish  plane 
surfaces  (*),  (•),  (7),  (8),  22  min.  —  Set  Tee  fixture,  apron  swivel 
and  stroke  for  vertical  planing,  8  min.  —  Rough  and  finish  plane  ends 
(•),  (10),  (11),  (13),  22  min.  — Clean  planer,  8  min.  — Total,  2  h. 

SCHEDULE  OF  OPERATIONS,  MACHINES,  FIXTURES 

AND  T(X)LS 


OPERA.TIONB. 

Machinxs,  Fixtures, 
Spbedb,  Feeds. 

Tools. 

Snag  casting.     Clean  planer 

Machinist's    viae. 

Hammer,  oold  chisel. 

table.    Set  planer  in  aline- 

Planer,  16"  to  24" 

10"  or  12"    worn 

ment.    See  p.  900. 

cutting  speed  25 

bastard  file. 

F.P.M.      With  a 

Bnish,  waste. 

high-speed     planer 

this    may    be    in- 

creased from  25% 

to  100%. 

Oil  bearings.    See  p.  920. 
Horizontal  planing. 

Machine  oil. 

To  table  and  fixture,  damp 

Tongue  fixture,   hun- 

Lead    hammer, 

work.    See  p.  9 14. 

ters  or  screw  pins, 

planer  wrench. 

fingers. 

Adjust  table  dogs  to  length  of 

.....■«.«•■..«....... 

Planer  wrench. 

Stroke. 

^^V       ^V^^^P^P^V  ^V^V                            ^     ^^^H^B  ^^^^V^.  ^ 

Rough  plane  (Bev^l  end.)    (1), 

Feed  3  teeth  or  Vk"- 

10"  or  12"  bastaitl 

one  cut -j^^"  deep.  Seep.9l7. 

file,diamond-poiiit 
tool,  or  holder  and 
cutter    15"    rake. 

• 

rule. 

PLANING  CAST  IRON 
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Rough  idane  (Bevd  end.) 
(2),  one  cut.  Set  tool  l^" 
+  A"  ^rom  table. 

To  ui^e  plate  and  table, 
damp  work.    See  p.  0l6. 

Roiiffa  plane  (Bevel  end.) 
(t),  with  (1)  against  angle 
plate,  one  cut  i^"  deep. 

Roogh  plane  (Bevel  end.) 
(4),  with  (1)  against  angle 
plate,  one  cut.  Set  tool 
If"  +  A"  from  toble. 

To  table  and  fixture,  damp 
work. 

Finish  plane  (File  burr  ofiF 
edges.)  (»),  one  cut  xH" 
deep,  estimated. 

Finish   plane    (t),    one    cut. 

Set  tool  liV"  from  table. 
To  angle  plate  and  table,  clamp 

work. 

Finish   plane    (7),   with    (g) 

against  angle  plate,  one  cut 

T^T^'  deep,  estimated. 
Finish  plane    (8),    with    (S) 

against  angle  plate,  one  cut. 

Set  tool  1}"  from  table. 

(File  burr  off  edges.) 

Vertical  planing. 
To  Tee  fixture  and  table,  damp 

work. 
Adjnst  table  dogs  to  length  of 

stroke. 
Rough    plane    (Bevel    end.) 

(9),  with   (8)   against  Tee 

fixture,  one  cut  ^"  deep. 
Fuish  plane    (10),   one   cut 

tIt  deep.    Reverse  work. 
Rou^   plane     (Bevel    end.) 

(11),  with  (S)  against  Tee 

fixture,  one  cut.    Set  tool 

121"  +  ih"  from  (!•). 
Fmidi  plane    (IX),  one  cut. 

Set  tool    12i"   from    (It). 

(File  burr  off  edges.) 


Ani^e  plate,  screw 
pins  and  blocking 
or  damps. 


Tongue  fixture,  hun- 
ters or  screw  pins, 
fingers. 

Feed  6  teeth  or  ^". 


Angle  plate,  screw 
pins  and  blocking  or 
clamps. 

Feed  6  teeth  or  ^'\ 


Tee  fixture,  clamps, 
bolts,  blocks,  swing 
apron  swivel.  See 
Fig.  35. 

Feed  2  teeth,  or  ^j". 


Feed  1  tooth  or  ^". 


8"  or  10"  hand- 
smooth  file, 
square-nose  finish- 
ing tool,  oil-stone. 

Rule  or  gage  Mock. 


Rule  or  gage  block. 


Holder  and  cutter 
15^  rake,  or  cut- 
ting down  tool. 

Side  tool  with  point 
beveled.' 

Long  rule. 


Attenlum.  —  It  is  good  practice  to  file  the  burr  off  the  edges  slightly 
with  a  handnsmooth  file  after  planing  each  surface. 
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46.  Oiling.  —  Oil  every  bearing  of  a  planer  once  a  day, 
and  the  V  ways,  loose  pulleys,  friction  disk  and  sliding  parts 
more  often.  The  V  ways  are  the  most  important  and  must  be 
kept  clean  and  well  oiled. 

46.  Cleaning.  —  The  chips  should  always  be  brushed 
toward  side  of  table  to  avoid  brushing  them  into  the  V  ways 
which  would  be  disastrous. 

Warning.  —  Before  starting  a  planer,  see  that  the  table  dogs 
are  fastened  firmly  and  nothing  is  clamped  to  the  table  that  will 
strike  the  housings  or  cross  rail.  Also  that  all  wrenches,  bolts, 
clamps  and  other  pieces  that  are  not  fastened  to  the  table  are 
removed. 

47.  Holding  very  thin  work  by  gluing  or  cementing. — 

Work  too  thin  to  be  held  by  any  mechanical  means  may  be 
secured  to  resist  the  pressure  of  a  light  cut  by  gluing  or  ce- 
menting it  to  the  planer  table.  Clean  edges  of  work  and 
table  around  work  with  gasoline  or  benzine  and  emery  cloth. 
Apply  melted  shellac  or  rosin  around  the  edges. 

48.  Spring  of  planer  work  is  caused  by  severe  and  uneven 
clamping,  also  poor  or  unsuitable  fixtures,  bad  blocking  and 
shimming  or  wedging. 

Another  cause  of  springing  is  the  removal  of  the  outer  sur- 
face of  castings  and  forgings  which  relieves  the  internal 
strains.  This  is  largely  overcome  by  rough  planing  all  sur- 
faces to  be  finished  before  finishing  any  surface,  then  slightly 
relieving  the  pressure  of  the  clamps  and  other  holding  devices 
for  the  finishing  cuts. 

Cold-rolled  stock  is  liable  to  spring  badly  unless  an  equal 
amount  of  stock  is  planed  off  each  surface.  A  casting  or  a 
piece  that  has  been  rough  planed  may  be  nominally  flat,  but 
to  obtain  very  accurate  results,  select  the  straightest  side. 
Rest  this  side  on  the  table  and,  if  necessary,  place  under  comers 
or  middle,  strips  of  tissue  paper  to  compensate  for  spring  or 
distortion.  Finish  surface,  then  turn  work  over  and  finish  side 
first  selected.  The  edges  of  the  work  should  be  finished  in 
same  order.    Take  a  light  finishing  cut  about  .003'^ 


ALINING  WORK  921 

49.  To  aline  work  on  table  with  suifoce  gage,  use  pieces 
of  tin,  brass  or  paper  as  shims  and  place  under  work  directly 
under  clamps.  A  triangular  casting  should  have  at  least 
three  bearing  points  and  an  oblong  or  square  casting,  four. 

At  A,  Fig.  39,  surface  g^e  B  is  used  to  test  the  work  as 
at  C,  D,  E  and  F.    Pinch  bar  G  is  used  to  lift  casting  to  in- 


Fia.  39.  —  Lbvbuno  asd  Alinino  Work  with  Sdrtacb  Gaoe. 

sert  shims.  To  aline  the  work  with  the  edges  of  the  table, 
move  guide  H  along  edge  and  use  straight  point  of  scriber  to 
test  work.  Screw  pins  and  blocks  clamp  casting,  and  assist 
in  alining. 

60.  To  aline  work  in  absence  of  Boifoce  gage,  feed  tool 
down  at  one  end,  insert  paper  between  tool  and  work  and 
adjust  until  tool  pinches  paper.  Repeat  on  opposite  end  of 
work  and  at  various  points  on  top  and  sides. 

FIXTURES,  VISES  AND  JIGS 

51.  Planer  jacks  for  leveling  work  are  used  to  hold  work 
that  has  ribs  on  its  lower  side,  as  casting  A,  Fig.  28. 

52.  To  set  tools  for  duplicate  work  with  special  gage  or 
pattern.  Fig.  40.  —  Bed  work  A  to  table  and  clamp  to  angle 
plate  B  by  clamps  C  and  D.  To  plane  wide  groove  E  accur- 
ately, use  special  gage  F  bolted  to  table  and  angle  plate. 
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The  top  of  gage  is  exact  pattern  of  work,  minus  .001".  For 
roughing,  set  tool  G  to  cut  .005"  large  by  a  thickness  gage;  and 
for  finiehing,  to  cut  .001"  large  by  tissue  paper.  See  pp.  9i2, 
913. 


Pio.  41.  —  HoLDiNQ  Work  with  Finqkr  Claufs. 


63.  To  hold  work  with  finger  clamps,  Fig.  41,  drill  holes  in 
ends  of  work  A  to  receive  finger  ends  of  clamps  B,  B".  To 
finish  work,  which  is  cast  iron,  use  finishing  tool  C  with  a 
coarse  feed. 


64.  Special  pUner 

clamping  work  Btott 


PLANING  DDPLICATE  WORK  9^ 

A,  A',  Fig.  42,  are  used  for 


Fes.  42.  —  FiANiiB  Clahps  fob  Eoldino  Wobe.    Special. 

66.  Planer  jig  or  shoe  to  hold  a  number  <rf  pieces  to  be 
planed  at  once,  A,  Fig.  43.  —  The  work  consists  of  6  castings, 
BB,  etc.,  held  with  pinch  pieces  C  and  D  and  packing  block  E, 
adjusted  by  screws  FF,  etc. 


Fia.  43.  —  Planer  Jio  ob  Shoe  roR  Hou>ino  Wobk. 

66.  To  plane  Tee  slot,  Fig.  44.  —  First  plane  slot  A,  then 
bottom  portion  B,  C  with  bent  tools,  one  to  a  right  angle, 
and  other  to  a  left.  Any  tool  taking  an  under  cut  cannot  be 
allowed  to  remain  in  slot  during  backward  stroke. 

67.  Tool  lifter  D,  Fig.  44,  consists  of  metal  plate  with 
two  lugs  that  receive  pointed  screws  which  engage  large  center 
punch  marks  or  countersinks  in  the  tool.  During  the  cutting 
stroke,  the  lifter  will  drag,  as  at  E,  and  lift  on  return,  as  at  E'. 
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Some  use  a  piece  of  leather  in  place  of  the  tool  lifter,  to  fisf« 
apron  so  it  cannot  awing  by  wedge  or  brace  between  l«^ 
and  apron  swivel ;  and  to  lift  tool  by  hand  at  end  of  each  cut 


Fia.  44.  —  Tkb  Slot  Pi-ANiNa. 


Special  planer  tools  and  side  heads  for  uodercutting  are 
obtainable. 

68.  To  plane  keyway  in  shaft  A,  Fig.  45,  drill  hole  B  in 
which  to  terminate  cut  as  the  tool  must  pass  out  of  cut  eacb 


Use  Sue  band 


PLANING  KEYWAY  925 

59.  To  damp  diaft  to  cut  keyway  its  whole  length,  bold 
as  in  Fig.  46.  A  special  planer  tool  holder  fitted  with  a  key- 
way  cutter  13  used  as  a  spring  tool. 


Plan*  Kbtwat  Wholb 


60.  To  plane  keyway  hi  huh.  —  Use  a  tool  holder  and  cut- 
ter or  forged  tool.  Keywaya  may  be  out  by  keyseating  ma- 
chine or  by  hand  with  chisel  and  file. 


I''io.  47.  —  Stkinq  FixnmiiB  fob  Holding  Vibe  Babe  Plates. 

61.  String  fixtures  to  hold  several  pieces  A,  A,  etc.,  Fig.  47, 
to  be  planed  at  once,  are  economical  and  mechanical.  Fixture 
o  18  clamped  to  table  by  screws.  Work  is  clamped  by  rails 
C  and  D  and  screw  pins  E  and  F. 
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62.  Planer  vises  (chucks)  are  obtainable  with  circular 
graduated  bases  or  with 
square  bases,  as  Vise,  Fig, 
48,  and  fasleued  to  table  by 
clamps.  The  hiding  jaw  is 
moved  against  work  and 
nuts  A,  A',  tightened,  then 
is  forced  hard  against  work 
by  screws  B,  B,  Bin  block  C 
which  is  kept  from  slipping 

Fig.  48.  —  Plankb  Vim  fob  Holding   by  thrust  strip  D.     Finally, 

"*''■  pound  work  to  its  seat  and 

tighteo  nuts  A,  A'.    See  Milling  Machine  Vises,  pp.  IO11-IO16. 

63.  To  plane  keyway  in  flange,  Fig.  49. 


Fio,  49.  —  FiAtOHG  Ketwat  m  Flanok. 

Specificatioiu:  Material,  cast-iron  flao^,  turned,  polished  uid 
drilled.  Plange  has  1"  hole.  Plane  keyway  J"  wide,  ^'j"  deep- 
Machine  and  tools:  Planer  vise,  hub  keyway  tool  holder  snd  i" 
cutter,  rule,  planer  parallel.  Plane  dry. 
Time:  Study  drawing  and  schedule  in  advance,  3  min.  —  Oil  plsnw, 
5  min.  ^"  Set  up"  machine,  4  min.  —  Cut  keyway,  8  min.— Cle»D 
machine,  2  min.  —  Total,  22  min. 


PLANING  KEYWAY 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


I.  Clean  planer  and  vise  and 
oil  bearings. 

n.  Set  vise.  Fasten  pUner 
vise  to  table  with  jaws  at  right 
an^e  to  line  of  travel  and  fixed 
jaw  in  front,  as  in  Fig  49. 

in.  Clamp  work.  Clamp  fl&i^ 
A  %htly  in  center  of  vise  as 
shown,  with  parallel  underneath. 
Adjust  flange  until  two  holes  are 
approximately  parallel  to  fixed 
]aw  by  measurement,  then  clamp 
firmly  with  vise  screws. 

IV.  Adjust  cross  raiL  Raise  or 
lower  cross  rail  until  work  will  pass 
under. 

V.  Set  tooL  Fasten  hub  key- 
way  tool  holder  B  in  tool  poet  so 
that  tool  poet  will  not  strike  fiange, 
and  with  face  of  cutter  parallel  to 
table  or  vise. 


VL  Adjust  length  of  stroke. 
Move  saddle  on  croae  rail  to  one 
side  of  flange,  and  adjust  table 
dogs  for  length  of  stroke.  Set 
feed  rod  clamp  at  dead  center. 

Vn.  Set  cutter  to  plane  key- 
way  central  Move  saddle  back 
and  set  cutter  central  by  placing  a 
block  gainst  the  side  of  hub  and 
measuring  to  side  of  cutter  with 
rule.  Adjust  until  measurement 
is  the  same  on  both  sides  from 
block  to  cutter. 

Vm.  Plane  keyway.  Pull  belt 
by  hand  to  see  if  adjustments  are 
right.  Start  machine,  feed  cutter 
down  by  fine  hand  vertical  feed 
(.003"  to  .004"  cuts)  until  key- 
way  D  is  ^"  deep,  measuring 
at  side  of  keyway. 


64.  To  plane  taper  keyway  in  hub,  Fig.  50.  —  Use  taper 
parallels  and  clamp  gear  to  these  parallela. 


Fio.  50,  —  PL4N1NO  Tapeb  Kbywat  in  Hub  of  Gbak. 

66.  To  plane  lathe  bed.  —  To  obtain  the  most  accurate 
results  from  large  castings,  the  parts,  to  be  finished  by  plan- 
ing should  be  rough  planed  and  laid  aside  for  a  number  of 
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weeks  to  season  to  relieve  internal  strains.  (Lathe  beds  are 
sometimes  roughed  out  by  gang  mills,  then  finished  by  plan- 
ing.) First  finish  bottom  of  the  lathe  bed  A ,  then  clamp, 
as  in  Fig.  51,  and  plane  the  top  and  V  w^a.  Use  templeta 
of  sheet  steel,  B  and  C,  and  test  the  inner  and  outer  V's,  as 
follows: 

Plane  one  face  on  the  same  side  of  both  imier  V's  to  temp- 
let B.    Tissue  paper  should  be  inserted  between  templet  and 


Fio.  51.  —  Planinq  Lathb  Bed. 

face  of  V  at  top  and  bottom  to  test  the  angle,  so  that  angle 
of  head  may  be  corrected,  if  need  be.  Then  plane  second 
faces  of  the  inner  V's  and  test  with  the  same  templet.  When 
finished  both  V's  are  tested  with  templet  C. 

Plane  off  apex  of  each  V  }".  The  same  method  and  tyve 
of  templete  are  used  for  the  outer  V's.  For  the  final  test, 
use  gage  D.  A  toot  setting  gage,  E,  may  be  used  to  set  tool 
For  each  of  the  finishing  cuts,  the  tool  is  adjusted  until  it 
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pinches  s  piece  of  paper  placed  between  the  gage  aad  tool, 
as  at  E'.  The  paper  should  be  of  sufBcieat  thickness  to  allow 
for  scraping  and  fitting.  The  horizontal  parts  and  edges  of 
the  bed  may  also  be  planed  to  gage. 

66.  To  plane  bead  and  footstock  fA  lathe  (two  methods), 
Fig.  52.  —  For  large  lathes,  the  V  grooves  are  planed  and 
fitted  to  the  V  ways  on  the  bed  before  the  holes  in  headstock 
and  footstock  are  bored.  The  headstock  and  footstock  are 
then  clamped  to  bed  and  bored  with  a  special  boring  bar. 
For  small  lathes,  use  the  reverse  method.  First  bore  holes 
in  headstock  A  and  footstock  B  and  fit  boxes  in  headstock. 
Next  momit  on  a  double  arbor  or  mandrel  C  to  hold  them  in 
alinement,  clamp  in  three  accurately  V-grooved  blocks  D,  D,  D, 
which  fit  Tee  slot  and  are  bolted  to  table.  Use  braces  E  to 
steady  the  whole. 


Flo.  62.  —  VLisnta  Lathi  Head  and  Footstock. 

To  finish,  clamp  both  lightly  to  avoid  springii^.  First 
cut  groove  to  the  desired  depth  with  a  cutting-ofT  tool  in  the 
center  of  each  V  groove,  then  plane  the  faces  in  the  same  order 
as  the  V's  on  the  lathe  bed,  and  test  with  the  internal  templets 
or  gages. 
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SHAPERS 

67.  Shapers  are  particularly  suitable  for  short  work  that 
can  be  held  in  a  vise.  The  size  is  designated  by  size  of  work 
it  will  plane.    A  14''  shaper  wiU  plane  work  14"  X  14"  X  14". 

Two  types  of  shapers  of  leading  designs  are  Geared  Shapers 
and  Crank  Shapers. 

68.  The  geared-shaper  ram  is  driven  by  a  spur  gear 
meshing  with  a  rack  fastened  to  bottom  of  ram  similar  to  a 
spur-geared  planer.  Suitable  gearing,  shafts,  pulleys,  belts, 
and  countershaft,  complete  the  driving  mechanism  for  moving 
ram  forward  and  backward. 

69.  The  crank-shaper  ram  is  driven  by  a  direct  or  in- 
direct crank  movement  which  gives  a  quick  return.  Suitable 
gears,  shafts,  a  stepped  cone  pulley  and  belt  from  counter- 
shaft, complete  the  driving  mechanism  for  moving  the  ram 
forward  and  backward. 

70.  Feed  mechanisms  of  various  shapers  consist  of  a  feed 
disk  and  connections  for  obtaining  one  or  more  teeth  of 
feed,  measured  with  a  pawl  and  ratchet  in  advance  of  each 
cutting  stroke.    See  902. 

71.  Length  of  stroke  of  shaper  is  positive  and  can  be  more 
readily  set  to  terminate  cuts  close  to  a  shoulder  than  that  of 
a  planer. 

72.  Shaper  geared,  described,  Fig.  53. 


SCHEDULE  OF  PARTS 


A  —  Pillar  or  column. 

B  —  Ram,  slides  in  plane 
scraped  bearings. 

C  —  Shaper  head  bolted  to  ram. 
Mechanism  similar  to  planer  head. 
See  p.  9oa. 

D  —  Cross  rail  which  may  be 
raised  and  lowered  on  pillar  by 
handle  on  opposite  side. 


E  —  Saddle. 

F  —  Table  which  supports  work 
and  vise. 

0  —  Handle  to  operate  hori- 
zontal feed  screw  and  give  cross 
feed. 

HW  —  Feed  mechanism:  Feed 
disk,  pawl  and  ratchet.  For 
power  feed. 


Fig.  63.  —  Bhafer,  Gear  Mechanisu. 


I  —  Driving  belt  for  cutting 
stroke  of  ram  (two  speeds)  from 
tight  and  loose  pulley  counter- 
Bbaft. 

J  —  Belt  from  large  pulley  on 
countershaft  gives  a  return  speed 
about  3  to  1. 

KK'  —  Movable  dogs  reverse 
motion  of  ram  and  may  be  lo- 
cated to  give  desired  length  of 
stroke. 


L  —  Revering  lever  operating 
friction    clutch    which   reverses 
ram  and  may  be  operated  by 
hand  or  dogs  KK', 
■    M  —  Viae. 

N  —  Lever  to  clamp  vise   to 
table. 

P  —  Handle  to  clamp  work  to 


73.  Traveling  head  shaper  or  traverse  shaper  has  a  box- 
shaped  bed  supported  by  pillars  at  the  ends  and  two  tables 
OQ  its  side.  The  ram  is  mounted  in  a  saddle  which  travels 
along  the  bed  at  a  right  angle  to  stroke  of  ram  by  hand  or 
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power  feed.  It  is  designed  for  long  work  beyond  the  work 
of  a  pillar  ehaper.  Small  work  may  be  clamped  to  table  oi 
held  in  vise,  and  large  work  on  both  tables,  and  further  sup- 
ported, if  need  be,  by  jacks  and  blocking  r^tii^  on  the 
fioor. 

74.  Draw-cut  shaper  used  for  heavy  work.    The  aproD 
and  tool  are  reversed.     The  tool  cute  on  the  return  stroke. 

75.  Smvel  shaper  vise  (or  chuck),  Fig.  54.  —  To  set  vise 
jaws  at  right  angle  to  cutting  stroke,  remove  taper  pin,  un- 


FiQ.  64.  —  Planing  Wobk  Heu>  in  Shapkb  Vibb. 

clamp,  swing  vise  and  insert  pin.  As  the  base  is  graduated 
into  degrees  of  a  circle,  the  jaws  may  be  located  and  clamped 
at  any  desired  angle. 

Aiteniion.  —  To  obtain  very  accurate  results,  a  thin  back- 
ing strip  or  a  rod  of  small  diameter  is  inserted  between  the  slid- 
ing jaw  of  vise  and  work  to  insure  even  pressure  on  the  fixed 
jaw,  so  that  the  second  cut  will  be  exactly  at  right  angles  to 
the  first. 

The  pressure  of  the  viae  jaws  has  a  tendency  to  lift  the 
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worky  and  for  finishing  fine  work  strips  of  tissue  paper  may  be 
inserted  at  each  end  between  the  planer  parallel  and  work 
and  the  work  lightly  pounded  to  its  seat  with  lead  hammer 
imtil  it  pinches  the  paper. 


CUTTINO  OFF  TOOL     -  = 


•■=— • 


Fig.  55.  — To  Cur  Off  Work  Held  in  Vmb. 

76.  Cutting-ofif  work  held  in  a  vise,  Fig.  55.  —  Use  cutting- 
oflf  tool,  the  head  as  at  A  and  apron  swivel  vertical.  For 
deep  cuts  the  apron  must  be  clamped  or  the  tool  lifted  out 
of  groove  on  return  stroke. 


I     IBI      I 

Fio.  56.  —  Taper  Kbt  Held  in  Vise  with  SwrnsL  Fixture. 

77.  To  plane  taper  work  in  a  vise.  —  Use  swivel  fixture  A, 
Fig.  56.  Place  it  between  the  sliding  jaw  and  taper  key  B. 
By  matching  the  tapers,  two  taper  keys  may  be  held  and 
planed  without  the  fixture. 


934 


ADVANCED  MACHINE  WORK 


78.  To  plane  rectangular  work  held  in  shaper  Tise,  Fig.  57 


Fio.  67.  —  Schedule  Drawing. 

Specifications:  Material,  iron  casting  V  large,  free  from  visible 
defects;  weight,  7  lbs.  14  oz.  Hardness,  23  to  35  (scleroscope). 
High-speed  steel  cutting  tools.  Speed,  30  to  60  F.P.M. 
Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  shaper, 
3  min.  —  *'Set  up"  machine,  13  min.  —  Plane  rough  surfaces  (1), 
(«),  (3),  (4),  21  min.  —  Finish  plane  surfaces  (5),  (•),  (7),  (8),  11  min. 
—  Set  vise,  apron  swivel  and  stroke  for  vertical  planing,  7  min.— 
Rough  and  finish  plane  ends  (9),  (10),  (11),  (12),  13  min.  — Geaa 
shaper,  5  min.  —  Total,  1  h.  18  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES,  FIXTURES 

AND  TOOLS 


Opebatxons. 

Machines,  Fixtures, 

Tools. 

• 

Speeds,  Feeds. 

Snag  cattinK. 

Machinist's  vise. 

Hammer,  cold  chisel, 
10"  or  12"  worn- 
bastard  file. 

Clean  shaper  and  vise. 

14"  shaper  and  shaper 
vise,  cutting  speed 

Brush,  waste. 

50  F.P.M. 

Oil  bearings. 

Machine  oil. 

Horizontal  planing. 

In  visei  clamp  work,  see  Fig.  64, 

Shaper    vise,    planer 

Lead     hammer, 

with  planer  parallel  under- 

parallel. 

shaper  wrench. 

neath.    Adjust  dogs  on  ram 

to  length  of  stroke. 

Rough  plane  (Bevel  end.) 

(1). 

Feed  2  teeth  or  A"- 

10"  or  12"  bastard 

one  cut  tV"  deep.   Seep. 

9l7. 

file,  holder  and 
cutter  or  diamond- 
point  tool  15' 
rake,  3"  rule. 

PLANING  CAST  mON 


935 


In  ▼!••  clmmp  work  with  planer 
parallel  underneath. 

Roiicli  plane  (Bevel  end.)  (3), 
with  (1)  against  fixed  jaw, 
one  out  ^"  deep. 

In  ▼!••  clamp  work  with  planer 
parallel  underneath. 

Rough  plane  (Bevel  end.)  (S), 
with  (1)  against  fixed  jaw, 
one  cut.  Settoolll"-!-^" 
from  parallel  underneath. 

In  Tlae  clamp  work  with  planer 
parallel  underneath. 

Rongh  plane  (Bevel  end.)  (4), 
with  (9)  against  fixed  jaw, 
one  cut.  Set  tool  1tV'+  A" 
from  parallel  underneath. 

In  Tise  clamp  work  with  planer 
parallel  underneath. 

Finish  plane  («).  (f).  (7).  (8), 
in  given  order.  For  (A),  (•), 
set  tool  to  take  cut  xW't  es- 
timated; for  (7),  (8),  set  tool 
to  dimensions  by  rule  or  gage 
block.  (File  burr  off  edges). 
Set  vise  at  right  angles  to 
present  position,  reclamp. 
See  Fig.  55. 
Vertical  planing. 

In  Tiae  clamp  work  with  planer 
parallel  underneath.  Adjust 
dogs  on  ram  to  length  of 
stroke. 

Rough  plane  (Bevel  end.)  (f), 
with  (9)  against  fixed  jaw, 
one  cut  A"  deep. 


// 


Finish  plans  (!•),  one  cut  j\i 
deep. 


Reverse  work. 

Rough   pUne    (11),   with    (9) 

against  fixed  jaw,  one  cut.  Set 

tool  12i"  4-  xi?"  from  (li). 
Finish    plans    (IS),    one   cut. 

Set    tool    12}'*    from    (IS). 

(File  burr  off  edges.) 
Stamp  name  on  broad  surface. 


Feed  4  teeth  or  ^ 


tt 


Swing  apron   swivel. 
See  Fig.  21. 


Hand  feed,  or  if 
equipped  with 
power  feed,  use  2 
teeth  or  /i". 

Hand  feed  or  power 
feed,  1  tooth  or  A 


// 


8"  or  10"  hand- 
smooth  file, 
square-nose  fin- 
ishing tool,  rule  or 
gage  block. 


Holder  and  cutter 
15**  rake,  or  out- 
ting    down    tool. 

Holder  and  cutter 
15°  rake,  or  side 
tool  with  point 
beveled. 

Long  rule  and  short 
rule. 


i"  steel  letters,  ham- 
mer. 
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79.  Slide  rule  for  timing  planer  work. 


CVTTMS  SP«CO    •«•••  « 


wcTOwwIrjlE  5  j  f  J :  J : : :  5 : ! : 


RULE 
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Fig.  58. — Slide  Rule  Set  for  Cutting  Speed  of  30  F.P.M.,  Return 

Speed  90  F.P.M.,  Feed  A". 

The  slide  rule,  Fig.  58,  is  used  for  calculating  the  time  re- 
quired to  plane  work  at  different  cutting  speeds,  return  speeds 
and  feeds.  It  consists  of  a  rule  and  slide  with  five  scales. 
Scale  A  is  the  cutting  speed,  scale  B  is  the  return  speed,  scale 
C  is  the  feed,  scale  D  the  area  to  be  planed,  and  scale  E  the 
time  required  to  do  the  planing. 

To  use  the  slide,  first  find  the  number  of  square  inches  to  be 
planed;  second,  find  the  cutting  and  return  speeds  of  the  planer; 
third,  decide  on  the  feed  to  be  used;  fourth,  locate  the  point  of 
intersection  of  the  cutting  speed  curve  on  scale  A  with  the 
horizontal  return  speed  line  on  scale >£;  fifth,  move  the  slide 
until  the  feed  figure  on  scale  C  is  directly  under  this  intersec- 
tion; sixth,  locate  on  scale  D  the  number  corresponding  to  the 
area  of  work  to  be  planed  and  directly  below  on  scale  E  will  be 
found  the  time  it  will  take  to  do  the  planing. 

Example, — To  plane  a  bench  leveling  plate  20  inches  by  30  inches 
long. 

Width  X  Length    20"  X  30"  «  600  square  inches 
Cutting  speed  30  feet  per  minute 

Return  speed  90  feet  per  minute 

Amount  of  feed  tV" 

Move  the  slide  until  the  ^"  on  scale  C  comes  directly  under  ihe 
intersection  of  30  foot  cutting  speed  on  curve  from  scale  A,  and  the 
90  foot  return  speed  line  from  scale  B.  Directly  below  the  600  on 
scale  D  will  be  found  on  scale  E,  the  time  required  36  minutes. 

AUenlion.  —  In  calculating  the  area  to  be  planed,  the  over-travel  of 
tool  at  front  end  of  work,  and  tool  clearance  at  back  end,  should  be 
added  to  the  length. 
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>  SECTION  10 

MILLING 

Introductioii.    BftiUing  Machines.    Milling  Cutters.    Speeds  and  Feeds. 

Measoiing  Work.    Plain  Milling.    Jigs  and  Fixtures.    Index  Milling. 

Calculating  Diameter  of  Blank  to  Mill  Square  or  HexagonaL 

MDling  on  Centers.    Grooving  Taps.    Fluting  Reamers. 

Milling  Teeth  of  Milling  Cutters.    Circular  Milling. 

Vertical  Milling.    Profiling.    Rake  Tooth 

Milling  Cutters. 

INTRODUCTION 

1.  Milling  is  a  process  of  machining  parts  to  dimensions,  to 
regular  and  irregular  shapes,  to  cut  gears,  to  groove  taps, 
reamers,  drills,  etc.,  with  rotary  cutters.  Its  greatest  value 
is  its  power  of  duplication  to  produce  interchangeable  machine 
parts. 

MILLING  MACHINES 

2.  Milling  machines  may  be  classed  as  follows : 

I.  The  column  and  knee  type,  Fig.  1,  made  both  plain  and 
universal,  and  used  for  general  work. 

n.  The  planer  type.  Fig.  26,  for  the  heaviest  gang  and  slab 
milling. ' 

m.  The  manufacturing  type.  Fig.  29,  for  light  plain  milling. 

IV.  Vertical  milling  machines  make  use  of  the  rapid  end 
mill  principle  of  cutting  and  are  used  for  face  milling,  die  sink- 
ing, routing,  etc.,  see  Fig.  64. 

V.  Profiling  machines  make  use  of  the  templet  principle  of 
milling  irregular  shapes,  see  Fig.  69. 

VI.  Special  milling  machines:  Gear-cutting  machines,  bolt 
heading  machines,  thread  milling  machines,  etc. 

Speed  changes  are  obtained  by  cone  headstock  (cone  drive) 
or  gear  headstock  (constant  speed  drive). 

3.  A  plain  milling  machinei  Fig.  27  (coliunn  and  knee  type), 

is  used  for  various  kinds  of  plain  miUing,  as  surface  or  face 

looi 
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milling,  keywaye,  slotting,  etc.,  and  with  the  addition  of  index 
centers,  is  used  for  index  millii^.    See  also.  Fig.  28. 

The  table  is  provided  with  two  movements — longitudinal, 
controlled  by  hand  and  power  feeds;  and  transverse,  'by  hemd. 


Fia.  1.  —  Universai.  Millino  Macbikt:. 

feed  and  on  some  machines  by  power  long  feed.  The  knee  iaad- 
justable  on  the  column  and  may  be  set  at  different  heights  to 
suit  the  work,  and  may  be  fed  upward  to  take  vertical  cuts  by 
band  and  on  some  machines  by  power. 
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4.  /T  universal  milling  machine,  Fig.  1  (column  and  knee 
^yp6)>  ^i^h  swivel  table  for  spiral  operations,  is  adapted  to  a 
great  variety  of  work.  It  is  used  for  all  kinds  of  index,  spiral 
and  light  plain  milling  and  within  its  capacity  can  do  the  work 
of  all  the  other  classes  of  milling  machines,  planers  and  shapers, 
both  regular  and  special. 

6.   Universal  milling  machine  described,  Fig.  1. 


SCHEDULE  OF  PARTS 

Motor  Drive    Constant  Belt  Speed    Gear  Headstock 

Gear  Feed 


i.  Frame. 

2.  Knee  gibbed  to  frame. 

3.  Clamp  bed. 

4.  Saddle  pivots  in  clamp  bed, 
is  graduated  in  degrees. 

5.  Table  gibbed  to  saddle,  can 
be  swiveled  to  any  desired  angle 
for  milliilg  spirals. 

6.  Index,  spiral  or  dividing 
head  (detachable) .  with  mecha- 
nism for  rapid,  plain  and  differen- 
tial indexing.  Also  connected  by 
gears  to  feed  screw  to  give  rotary 
motion  to  mill  work  spirally. 

7.  Footstock  (detachable). 

8.  Driving  pulley  driven  by 
motor  or  belt  from  countershaft. 

9.  Rheostat,  starting  device  for 
motor. 

10.  Gear  headstock  consists  of 
spindle,  back  gears  and  mounted 
system  of  gearing,  giving  16 
spindle  speeds,  ranging  in  geo- 
metric progression  from  15  to 
376  re\^>lution8  per  min. 

11.  Speed  table  gives  spindle 
speeds,  and  position  of  the  three 
levers  A,  B,  C,  to  obtain  them. 
To  obtain  a  ^ven  speed,  unlatch 
lever  A  and  lower  it.  Move  in- 
dex lever  B  to  required  column 


under  speed  table,  then  raise  lever 
A  to  engage  proper  gears  and 
latch  it.  Lever  C  gives  fast  or 
slow  motion.  Throw  back  gears 
in  and  out  as  in  lathe. 

12.  Mounted  system  of  feed 
gears  similar  to  the  headstock, 
driven  by  a  chain. 

13.  Feed  table  gives  position 
of  three  levers  D,  E,  F,  to  obtain 
12  feeds.  To  obtain  a  given  feed, 
imlatch  lever  D  and  raise  it. 
Move  lever  E  to  required  colimm 
under  feed  table  13,  then  lower 
lever  D  to  engage  gears  and  latch. 
Lever  F  gives  fast  and  slow  mo- 
tion. 

14.  Power  long,  feed  lever. 

15.  15'.  Table  dogs  to  stop 
power  long.  feed. 

16.  Power  cross  feed  lever. 

17.  Power  vertical  feed  lever. 

18.  18'.  Vertical  feed  dogs. 

19.  Lever  to  start,  stop  or  re- 
verse all  feeds. 

20.  Knob  to  release  spindle 
when  desired  to  rotate  it  by  hand. 
Dials  on  long,  or  horizontal,  cross 
and  vertical  feeds  are  graduated 
in  thousandths. 
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6.  Milling-machine  arbor  A ,  Fig.  2,  wliich  is  used  for  light 
work,  is  held  in  place  by  a  tang  and  is  removed  with  a  rod. 
The  cutter  may  be  secured  on  arbor  by  wire  key,  collars  and 
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Fig.  2.  —  Milling- Machine  Arbor  por  Cutters  with  Plain 

Holes  —  Light  Work. 


FOR  HEAVY  WORK 
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•  Ik  t  TAPER 
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BEARING 

FOR  EXTRA 

ARM  SUPf^noT 


BACKING  OUT  NUT 


Fig.  3.  —  Milling-Machine  Arbor  por  Cutters  with  Plain 

Holes— ^ Heavy  Work. 


nut,  or  the  key  may  be  omitted  for  light  work.  Arbor  5, 
Fig.  3,  is  used  for  heavy  work.  It  is  held  by  drawing-in  bolt, 
and  backed  out  by  nut. 


« 


BAS 

TAPER 


Fig.  4.  —  ShelltMill  Arbor. 


(D) 

•■AOKlNQOUTmiT 


Fig.  5.  —  Milling-Machine  Col- 
lets FOR  Mills  with  Taper 
Shanks. 


7.  Shell-mill  arbori  Fig.  4,  is  used  to  hold  shell  mills. 

8.  MiUing-machine  collets  (C),  (D),  Fig.  5,  are  used  to  hold 
taper  arbors  and  shanks,  such  as  end  mills. 
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9.  Milling  cutters  (classified  in  four  types,  see  Chart,  Fig.  10,) 
are  made  of  carbon  and  high-speed  steel, 

hardened,  tempered  and  ground.     Large  . 

mills  are  made  with  cast-iron  or  machine-  ] 

steel  body  and  high-speed  steel  inserted  t 

teeth.     Large  mills  are  often  nicked  to 
break  chips  and  reduce  friction. 

10.  Face  or  plain  milliiig  cutter,  Fig. 
6,  cuts  surface  paraUel  to  its  axis.    Cut- 
ters over  f"  in  width  have  helical  teeth;  Fia,  6,  —  Face  Milunq 
less  than  I",  have  straight  teeth.     They  Cuitbb. 

are  used  for  keyways,  slots,  cutting-off  stock  and  similar  work. 

Grind  clearance  on  teeth  6°  to  7°  for  cutters  under  3"  in 

diameter,  and  4°  to  5°  for  those  over  4". 

Excessive  clearance  will  cause  vibration. 

See  Coarse  Tooth,  Rake  Tooth,  and  Heh- 

cal  Tooth  Milling  Cutters,  pp.  1047, 1048.    \\ 

11.  Side  or  radial  mills    (shell-end  •         ' 
mill),  Fig.  7,  cut  surfaces  perpendicular 
to  axis.     Grind  clearance  2°  to  4°  and 
.001"  to   .002"   hollow,   or   lower  near  Fig.  7.  — 8hbli,Eni>ob 
center.     Excessive  clearance  will  cause  Side  Mill. 
vibration, 

12.  Angular  cutters,  Fig.  8,  cut  surfaces  inclined  to  axis,  as 

45°.  50°,  60°,  70° 
and  80°.  Double- 
angle  cutters  have 
angles,  as  40°  and 
12°,  48°  and  12°, 
etc.  Grind  clear- 
ance same  as  face 
and  side  cutters, 

13.    Formed         Pio-  9.  —  Formed 
milling   cutter,  Miluno  Cutter. 

Fig.  9,  cuts  surfaces  of  curved  or  irregular  outline.     It  is  so 
relieved  that  clearance  does  not  have  to  be  considered.    The 


lOoa 


ADVANCED  MACHINE  WORK 


CHART  OF  MILLING  CUTTERS 

HIGH  SPEED  OR  CARBON  STEEL 
FOUR  CLASSES 


PLAIN 
MILL 


FACE  OR  PLAIN 

inserted 
(nicked)  teeth 

2 


metal 
slitting  saw 


HEAOINO  OR 
STRADDLE 

5 


SIDE  OR  RADIAL 

END  MILL 

6 


CENTER  CUT  END  MILL 

7 


INSERTED  TOOTH 
SURFACE  MILL 

9 


SINGLE 
ANOLE 

10 


DOUBLE 
ANGLE 

11 


ANGULAR 

CUTTER  FOR 
SPIRAL  MILLS 

12 


THREAD 
MILLING 


SPUR,  SPIRAL  AND 
WORM  GEAR  HOB 

14 


REAMER 
FLUTING 

16 


FORMED 

TWIST  DRILL 
GROOVING 

17 


INVOLUTE 
GEAR  CUTTER 

18 


EPtCVCLOIDAL 
OCAR  CUTTER 

19 


SPROCKET 
WHEEL 

20 


FORMING 
CONVEX 

21 


FORMING 
CONCAVE 

22 


FORMING 
IRREGULAR 

23 


FLV 
CUTTER 


Fia.  10. 
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teeth  must  be  ground  radially  and  equidistantly  or  it  will  not 
mill  its  correct  form. 

14.  Fonn  milling  cutters  are  made  and  sharpened  by  grind- 
ing the  top  of  the  teeth  the  same  as  ordinary  cutters,  but  are 
largely  superseded  by  formed  cutters. 

16.  Fly  cutter,  as  shown  in  Chart,  Fig.  10,  No.  24,  is  an 
improvised  cutter  that  can  be  made  to  any  desired  form  for 
any    experimental   operation,   as   plain,   angular,   or  formed 

milling,  also  to  cut  the  teeth  of  

gears,  as  in  Fig.  11.  It  is  filed 
to  shape  with  clearance  back 
of  cutting  edge,  then  hardened, 
tempered  and  the  face  ground. 
It  is  securely  held  in  the  fly 
cutter  arbor.  As  there  is  only 
one  cutting  edge,  the  feed  must 
be  very  fine. 

16.  A  cotter  mill  is  often  used 

to  mill  slots.     See  C,  Fig.  42.         ^o-  n.— Cutpimo  Gbab  Ttoth 

17.  Right  and  left  cutters.  —  with  Flt  Cdttbb. 
Ordinary  milling  cutters  can  be  operated  both  right  and  left, 
according  to  which  side  is  placed  on  arbor  first.  Irregularly 
formed  cutters  are  obtainable,  right  or  left,  to  suit  different 
milling  machines.  The  cutting  movement  of  a  right  cutter 
is  the  same  as  that  of  a  regular  twist  drill. 

18.  The  correct  and  incorrect  direction  of  rotation  for 
horizontal  feed  is  shown  in  Figs.  12,  13.  —  To  mill  work  by 
raising  knee,  that  is  vertical  feed,  work  should  be  on  side  of 
mill  moving  downward  to  avoid  tendency  of  mill  to  lift  work. 
For  a  very  thin  cutter,  set  gib  screws  hard,  or  use  a  counter- 
weight to  hold  table  back  because  back  lash  will  cause  teeth 
to  catch  and  break, 

19.  Opposite  cutting  movements  i^  different  macliines. — 
Before  placing  a  cutter  on  a  milhng-machine  arbor,  ascertain 
the  position  of  headstock  on  the  table,  whether  right  or  left, 
which  differs  on  different  makes  of  milling  machines.  See  Figs. 
40,  57.  Also  the  direction  of  cutting  movement  and  direction 
of  rotation  of  cutter  teeth. 
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20.  Selection  and  mounting  of  cutters  depends  on  nature 

of  work,  construc- 
tion of  machine  and 
available  cutters. 
Use  cutters  as  small 
as  work  will  permit 
as  they  have  a  short- 
er cut  and  require 
less  power.  End 
mills  or  side  mills  are 
the  fastest  cutters 
as  they  have  more  ^®-  13.  —  Incorrect 
teeth  in  contact  at  Ctttt^g  Movement. 
_  For  Horizontal 

once.      For  some 


rCBDINO  WORK 
AttAINrr  OUTTSII 


Fig.  12.  —  Correct 
Cutting  Movement. 
For  Horizontal 
Feed. 


Feed. 


operations,    as   cut- 
ting gears,  a  certain  type  of  formed  cutter  must  be  used. 
Before  mounting  a  cutter,  start  machine  and  note  direction 
of  rotation. 

Attention,  —  When  setting  up  machine,  all  parts  that  are 
fitted  or  clamped  together  must  be  wiped  clean.  Vise,  fix- 
tures and  work  must  be  held  securely. 

SPEEDS  AND  FEEDS 

21.  Cutting  speeds  for  milling  cutters  depend  on  the 
hardness  of  the  material,  depth  of  cut  and  stability  of  the 
machine,  therefore  only  approximate  speeds  are  suggested. 

Carbon  steel  cutters:  Cast  iron,  40  F.P.M.;  machine  steel, 
40  F.P.M.;  annealed  carbon  steel,  30  F.P.M.;  brass  or  com- 
position, 80  F.P.M. 

High-speed  steel  cutters:  Cast  iron,  80  F.P.M. ;  machine 
steel,  80  F.P.M.;  annealed  carbon  steel,  60  F.P.M.;  brass 
or  composition,  160  F.P.M. 

For  great  accuracy,  rough  oversize  and  finish  with  a  light 
cut,  high  speed  and  fine  feed.  A  cutter  may  be  safely  rotated 
the  same  number  of  revolutions  as  lathe  work  equal  in  diam- 
eter to  cutter.  A  slitting  saw  will  stand  twice  the  cutting 
speed  of  a  large  plane  mill. 
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m.  Feed  for  miUing  cutters  is  from  .002''  to  .250"  per 
cutter  revolution  and  depends  on  diameter  of  cutter,  kind  of 
material,  width  and  depth  of  cut,  size  of  work,  and  whether 
light  or  heavy  machine  is  used.  Plain  mills  will  stand  a 
coarse  feed;  angular  mills  will  not.  A  3"  plain  cutter  at 
40  F.P.M.,  feed  .040"  per  cutter  revolution,  will  produce  a 
finished  surface. 

As  a  large  part  of  milling  is  done  with  one  cut,  the  feed 
should  be  fine  enough  to  produce  a  smooth  surface.  When 
two  cuts  are  used,  it  is  best  to  try  a  low  speed  and  coarse  feed 
for  roughing,  and  a  faster  speed  and  finer  feed  for  finishing. 

Warning.  —  High  speeds,  not  coarse  feeds,  ruin  cutters. 
Watch  action  of  cutter,  belt  and  feed.  Too  fast  a  speed,  or 
a  dull  cutter  will  make  a  squeaking,  scraping  noise.  A  dull 
cutter  wears  rapidly  and  produces  a  rough  surface.  As  soon 
as  a  cutter  shows  dullness,  grind  it. 

23.  Lubricant  for  milling  cutters.  See  Table,  p.  l49. — 
Cast  iron  and  brass  or  composition  are  milled  dry.  A  jet 
of  air  to  remove  chips  will  admit  faster  feed  and  prolong  life 
of  cutter.  Lard  oil  is  used  on  tenacious  metals,  such  as  steel 
and  wrought  iron.  A  stream  of  oil  under  pressure,  will 
wash  away  chips,  prevent  clogging  and  recutting  of  chips. 
For  ordinary  work,  drop  oil  on  cutter,  as  in  Fig.  50.  While 
lard  oil  is  best,  milling  compounds  are  obtainable  which  are 
less  expensive,  or  a  soda-water  mixture  may  be  made,  as 
follows:  \  lb.  sal  soda,  \  pt.  lard  oil,  ^  pt.  soft  soap  and 
water  to  make  10  qts.    Boil  one-half  hour. 

24.  To  mill  aluminum.  —  Speed  for  high-speed  steel  mill- 
ing cutters  110  F.P.M.  Feed  from  .007"  to  .250"  per  cutter 
revolution.  The  speed  and  feed  for  milling  aluminum  may 
be  from  25  per  cent  to  50  per  cent  higher  than  for  brass. 

Lubricant:  equal  parts  of  lard  oil  and  kerosene,  or  soap, 
water  and  kerosene;  or  lard  oil,  25  per  cent,  benzine,  75  per 
cent.  Some  prefer  a  compound  made  as  follows:  3  gals, 
mineral  lard  oil,  5  lbs.  sal  soda,  and  47  gals,  of  water. 

End  mills  or,  preferably,  high-speed  steel  inserted-tooth 
face  milling  cutters,  give  better  results  than  plain  milling 
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cutters  as  there  is  more  chip  room,  and  with  a  proper  lubri- 
cant, clogging  and  recutting  of  the  chips,  which  is  the  real 
trouble  in  milling  aluminum,  is  avoided. 

Example  in  milling  aluminum.  —  3i"  high-speed  steel  in- 
serted-tooth  face  milling  cutter,  as  in  Fig.  64:  speed,  320 
R.P.M.;  feed,  4.8"  P.M.,  lubricated  abundantly  with  a  mix- 
ture, one  part  aqualene,  20  parts  water,  will  produce  a  finely 
finished  surface. 

Information.  —  All  machining  operations,  as  turning,  drill- 
ing, planing,  milling,  etc.,  on  other  metals,  may  be  applied 
to  aluminum  by  using  a  good  lubricant.  Pure  aluminum 
does  not  machine  as  readily  as  some  of  the  standard  aluminum 
alloys.  In  general,  the  cutting  speed  should  be  higher  and 
the  feed  lower  than  for  brass. 

25.  1*0  mill  copper.  —  Speed  80  F.P.M.  or  a  little  lower 
than  for  brass.  Feed  .002"  to  .125"  per  cutter  revolution. 
Lubricant  same  as  for  aluminum,  or  milk  may  be  used. 

26.  Pickling  and  tumbling  castings  and  forgings.  —  The 
hard  scale  and  sand  should  be  removed  from  castings  before 
milling  by  tumbling  in  barrel  or  by  pickling.  Forgings 
should  be  pickled  as  the  scale  is  destructive  to  cutters.  See 
Pickling,  Principles  of  Machine  Work, 

MEASURING  WORK 

27.  To  set  cutter  by  trial  to  cut  required  depth.  —  Take 
short  cuts  and  test  depth  with  a  rule,  or  line  out  work  and 
take  short  cuts  to  line. 

28.  To  set  cutter  by  measurement,  start  machine  and 
move  work  under  cutter  by  hand  long,  feed;  then  raise  knee 
by  vertical  feed  shaft  until  work  just  touches  revolving  cutter 
(or  take  a  short  trial  cut  less  than  required  depth  and  measure 
work  with  micrometer).  Set  dial  on  vertical  feed  at  zero  and 
move  work  away  from  cutter,  then  raise  knee  number  of 
thousandths  of  an  inch  required.  Move  table  slowly  to  cut 
by  hand  feed  to  avoid  breaking  cutter,  then  throw  in  power 
feed.  At  end  of  cut,  trip  feed  by  hand  or  automatically  by 
table  dog. 
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FiQ.  14-  —  Setting    Vise    Jaws 
Parallel  to  Arbor. 


29.  The  limit  in  milling.  —  For  plain  milling,  as  bolt  heads, 
nuts  and  similar  work,  a  limit  of  from  .002"  to  .004"  is  allow- 
able.    On  fine  machine  parts, 

such  as  gun  work,  sewing 
machines,  typewriters,  electri- 
cal and  scientific  instruments, 
limits  from  .0005"  to  .002" 
are  allowable.  For  close  fitg, 
mill  as  accurately  as  possible 
to  save  filing. 

PLAIN  MILLING 

30.  Methods  of  holding 
work  in  plain  milling  are  sim- 
ilar to  those  for  planing  or  dril- 
ling. There  are  three  general 
methods:  Holding  in  vise, 
clamping  to  table,  or  holding 
by  jig  or  fixture. 

31.  To  set  milling  machine 
vise  on  table  with  jaws  par- 
allel to  arbor,  see  Fig.  14,  and  at  right  angle  to  arbor,  see 
Fig.  15.     To  set  jaws  at  any  other  angle,  use  bevel  protractor, 
or  graduated  circle  at  bascf  of  swivel  vise.  Fig.  17. 


Fig.  15.  —  Setting  Vise  Jaws  at 
Right  Angle  to  Arbor. 


Fig.  16.  —  Face  Milling. 
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32.  To  face  mill  woA,  Fig.  16.  —  Drive  arbor  ligh%  into 
spindle.  Place  cutter  od  arbor,  clamp  hard  and  adjust  to 
arm.  Bolt  viae  to  table  with  jaws  at  right  angle  to  arbor. 
Place  work  on  planer  parallel  A,  and  clamp  bard.  As  pressure 
of  jaws  will  lift  work,  pound  with  soft  hammer  during  and 
after  clamping. 


Fio.  17,  —  Milling  Work  in  Swivel  Vise  Sax  at  45*. 


Fig.  18.  —  Universal  Vise  Set  at  45°  Vehticallt  to  Spindix. 

33.  Graduated  swivel  vise,  Fig.  17,  is  used  for  milling  at 
an  angle  as  shown.  The  width  of  the  slot  in  work  is  ad- 
justed by  inserting  thin  metal  or  paper  washers  between  the 
interlocking  side-milling  cutters, 


ANGULAR  MILLING 
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34.  A  imiTersai  vise  caD  be  Eiwung  to  almost  any  position, 
at  a  right  angle  to  plane  of  axis  of  spindle  and  45°  vertically, 
as  in  Fig.  18,  or  at  an  angle  of  45°  vertically  and  horizontally, 
as  in  Fig.  19. 


Fia.  19.  —  Setting  Univerbai.  Vmb  at  46°  Horizontallt  and 
Vertically  to  Spihdlx. 


Fig.  20.— Miluno  Slot  in  Work 
Held  in  Shell  Fixture. 


Fig.  21. — Beginnino  and  End- 
ing Cots  in  Gbooves,  Flotbs, 
Ketways  and  Slotb. 


36.  Shell  fixture,  Fig.  20,  made  square  or  hexagonal,  and 
used  to  hold  two,  four  or  six-sided  work  without  an  index 
head.  For  shafts,  spindles  and  screws,  the  hole  is  straight. 
For  shanks  of  mills,  drills  and  arbors,  the  hole  is  taper.     A 
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screw  secures  work  in  fixture,  and  a  slot  permits  vise  to  clamp 
work. 

36.  In  taking  short  .trial  cuts  to  obtain  width  of  land  in  groov- 
ing taps,  fluting  reamers,  milling  teeth  of  cutters,  etc.,  it  is  well 
to  know  that  the  milling  cutter  does  not  cut  its  full  depth 
until  the  axis  of  the  cutter  has  passed  the  end  of  the  work  as 
shown  at  A  A',  Fig.  21.  To  avoid  a  curved  tooth  or  land, 
at  end  of  cut,  the  feed  must  be  continued  by  power  or  hand 
until  the  axis  of  the  cutter  has  passed  the  end  of  the  work  as 
shown  at  BB'  and  CC,  Fig.  21.  To  mill  the  bottom  of  a 
keyway  or  slot  straight  to  a  shoulder,  do  not  stop  the  feed 
until  the  axis  of  cutter  has  passed  the  shoulder  as  shown  at 
DD\  Fig.  21. 


(shaft) 


Fig.  22.  —  Millinq  Kbywat  in  Shaft. 


Information.  —  To  terminate  a  cut  automatically  at  end 
of  tooth  or  land,  mount  work  on  centers,  raise  table  until 
work  just  clears  cutter.  Start  machine  and  power  feed. 
Sight  axis  of  cutter  and  end  of  tooth  or  blank  and  when  axis 
of  cutter  is  nearing  end  of  tooth  or  blank,  clamp  table  dog. 
Begin  cut  as  in  AA\  Fig.  21,  and  mill  one  groove  and  termi- 
nate cut  with  table  dog.  Then  adjust  dog  to  correct  length 
of  groove. 


MILLING  KEYWAY  IN  SHAFT 
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37.   To  mill  keyway  or  slot  in  shaft    Fig.  22. 

Specifications:  Material,  machine  steel  shaft  cold  roDed,  turned  or 
ground,  l^V"  diameter.    Mill  keyway  }"  wide,  /y"  deep. 

Machines  and  tools:  Milling  macMne,  milling  machine  vise,  arbor, 
\"  cutter,  rule,  planer  parallel,  lead  hammer. 

Speed,  1st  or  2d  speed  or  60  F.P.M. 

Feed,  medium  power  feed,  or  .010"  per  cutter  revolution. 

Lubricant,  lard  oil. 

^me:  10  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Clean  and  oil  machine  and 
vise. 

XL  Preparatory  adjustments.  Fas- 
ten milling  machine  vise  to  table 
with  jaws  at  right  angle  to  arbor. 
See  Y\%.  15. 

Insert  clean  arbor  in  clean 
spindle  and  drive  lightly  with 
lead  hammer.  Place  cutter  on 
arbor  without  key,  to  cut  in  direc- 
tion of  rotation  as  shown,  and 
clamp  hard.  Oil  end  of  arbor 
and  adjust  arm  to  it. 

nL  Set  cutter  central.  Raise 
table  and  move  cross  feed  imtil 
distance  A,  from  cutter  to  fixed 
jaw  B,  equals  one-half  diameter  of 
shaft  less  one-half  width  of  cutter. 

Example:  shaft  «  liV"i  cut- 
ter =  I".  One-half  diameter  of 
shaft  «  iJ",  one-half  width  of 
cutter  «  J".    Thus  distance  A  = 

w  -  r  =  jr. 


Clamp  cross  feed. 

IV.  Clamp  shaft  in  vise.  Lower 
table.  Place  shaft  C  on  pa^- 
lel  between  vise  jaws.  Clamp 
hard  and  drive  to  seat  with  lead 
hammer.  Draw  line  for  length 
of  keyway. 

V.  Take  trial  cuts.  Start  ma- 
chine and  take  a  few  short  trial 
cuts  with  hand  feed  until  cutter 
mills  its  width. 

VI.  Raise  table  for  depth  of 
keyway.  Move  work  away  from 
cutter.  Set  vertical  dial  at  zero 
and  raise  table  required  number  of 
thousandths  for  depth  D  (.094"). 

Feed  work  to  cutter  by  hand 
feed  then  throw  in  power  feed 
and  mill  keyway  with  one  cut. 
When  nearing  line,  trip  power 
feed  by  hand,  and  feed  to  line  by 
hand  feed. 


Attention.  —  When  milling  two  or  more  keyways,  slots,  grooves, 
etc.,  it  is  best  to  set  and  adjust  table  dog  to  trip  feed  automatically 
at  desired  length  of  cut. 

Warning.  —  To  avoid  injury,  keep  clothing  and  fingers  away  from 
revolving  cutters. 
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38.  Hetsl  slitting  saw  A,  Fig.  23,  is  used  to  flit  lathe  foot- 
stock  B,  held  by  fixture  C  Also  to  cut  off  pieces  of  work  as  in 
Fig.  2i. 


Tin.  23. — .SuTTiNO  Lathe 

FOOTSTOCK. 


Fia.24. — CoTTiNa  Off  I 


Fio.  25.  —  MiLUMO  Dov£TAiu    Plain  Miixinq  Macbini. 


39.  To  mill  dovetail,  Fig.  25,  use  angular  shell  mill  A, 
mounted  on  end  of  short  arbor  with  band  vertical  feed.  If 
necessary,  raising  block  C  may  be  used  to  elevate  work  B. 

40.  Planer-type  milling  machine,  Fig.  26,  with  elevating 
spindle,  is  designed  for  heavy,  wide  and  long  cuts.  They  arc 
made  with  one  or  two  horizontal  heads  and  in  addition  one 
or  two  vertical  heads.     The  work  is  held  by  bolts,  clamps  and 
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screw  pins,  and  should  butt  against  pins  or  sng^e  plate  to 
prevent  slipping. 


-  Planbb-Ttpe  MujjtNa  Machinb. 


41.  Gang  mills  are  made  by  combining  a  number  of  mills 
of  desired  shape,  as  in  Fig.  27,  and  enables  work  to  be  fin- 
ished in  one  operation. 


Fro.  27.  —  Ganq  MiLta.    Milunq  a  Cap. 

JIGS  AND  FIXTURES 

42.   Milling  jigs  and  fixtures  are  used  where  a  number  of 
duplicate  parts  have  to  be  milled.    See  Figs.  28,  29,  30. 
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43.  Multiple  milling. —  Use  milling  fixture,  Fig.  28,  for 
rapid  production  of  keyways.    It  is  bolted  to  table  and  has 


-  Multiple  Millinq.    Millino  Kettatb  in  Tbbkb 
Shafts  at  One  Tiub. 


Fig.  29. — Commercial  Miluno.  MANUPACTuniNa  Millinq  MACHim- 

three  V-grooves  into  which  three  ahafts  are  clamped,  and  three 
keyways  nulled  at  a  time. 
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44.  Meaufacturing  type  of  milling  machine,  Fig.  29,  adapted 
to  accurate  duplicate  work  wliicli  can  be  held  in  a  vise  or  jig, 
and  is  largely  used  in  gun,  aewing  machine,  typewriter,  and 
shoe  machinery  work. 

46.  A  jig  for  milling  duplicate  machine  partsi  Fig.  30. — 
The  mill  has  inserted  high-speed  steel  cutters,  held  in  place 
by  taper  pins. 


Pia.  30.  —  MiLUNQ  DupuoATB  WoBX.    IiraEBTiD  Tooth  Mill. 


INDEX  MILLING 

46.  Indexing  is  to  divide  work  into  any  number  of  parts. 
There  are  three  methods:  Rapid,  plain  and  differential. 

47.  Rapid  indexing  is  done  by  an  index  plate  or  disk 
fastened  to  the  index  head  spindle  which  may  have  24,  30  or 
36  notches  or  holes  to  index  work  into  any  number  of  divi- 
sions that  will  divide  these  numbers  evenly.  It  is  preferred 
for  work  that  requires  only  a  small  number  of  divisions,  as 
bolt  heads,  nuts,  grooving  taps,  etc. 

48.  Holding  work  for  index  milling  is  similar  to  holding 
work  in  an  engine  lathe.  There  are  three  general  methods: 
Mounting  on  centers,  on  mandrel,  or  by  securing  in  a  chuck. 


1020'  ADVANCXID  MACHINE  WORE 

49.  To  mill  bolt  head  and  nut  hexagonal  mth  heading 
mills,  bolt  head  miilitig  nuchine.    F^.  31. 


FiQ.  31,  —  Milling  Bolt  Head  and  Nut  Hexagonal. 

Spedflcatloiis:  J"  bolt  turned  and  threaded,  with  }"  hexagonal  head 
and  nut  to  be  nulled  to  |J". 

Htdibim  and  toola:  Bolt  head  milling  machine,  arbor,  index  head 
and  universal  chuck,  two  high-epeed  steel  heading  mills,  \i"  spacing 
collar,  miUing-machine  nut  mandrel,  1"  micrometer. 

Speed,  60  F.P.M.,  or  1st  or  2d  speed. 

Feed,  medium  power  feed,  or  .007"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  for  nut  4  min.,  bolt  6  min.  with  machine  "set  up." 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  T00I5 


I.  Clean  and  oil  machine  and 
index  head. 

n.  FreparatOTf  adjuBtments. 
Place  mills  A,  on  arbor  without 
key,  to  cut  in  direction  of  rota- 
tion as  shown,  with  |J"  spacing 
collar  between  them  and  clamp 


hard.    Move   index    head    until     space  between  mills)  held  in  cbuck. 


chuck  jawB  ore  1"  from  mills 
and  clamp  with  thumb  screws  od 
slide.  Place  latch  G'  in  notch  in 
index  plate  G. 

m.  Aline  mOla  with  dinek.  Aline 
mills  A  with  chuck  B,  by  a  nut 
mandrel   (equal  in   diameter  to 
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Move  8pmdle  C  endways  by 
adjuHtiog  nuts  on  front  box  with 
spumer  D,  until  mandrel  moved 
by   wheel  E,  will  pass   between 

IV.  Test  spacing  of  mills.  Test 
spacing  of  mills  by  milling  a  trial 
piece,  BB  a  piece  of  shaft  cl&mped 
in  chuck.  Mill  two  sides  and 
measure  with  micrometer,  read- 
ing should  be  .8125"  to  .8155". 
If  measurement  is  not  within  the 
limit,  adjustments  may  be  made, 
as  follows:  To  mill  larger,  place 
wafibers  of  thin  metal  or  paper 
of  the  demred  thickness  between 
mills  and  spacing  collar.  To  mill 
sDudler,  square  off  sides  of  spacing 
collar. 

V.  UU  nut  hongoiud.     Screw 


nut  hard  on  a  miUing'maohine 
nut  mandrel  held  between  copper 
jaws  in  a  viae.  Place  mandrel  in 
chuck  B,  with  nut  |"  from  the 
jaws  and  two  sides  ol  nut  parallel 
to  mills,  and  clamp  hard.  Start 
machine  and  feed  nut  downward 
slowly  between  mills  by  hand 
wheel  E.  Mill  two  sides,  one  cut. 
Move  work  upward  until  clear  of 
mills.  Withdraw  latch  0',  index 
work  four  notches  on  index  plate 
0  by  revolving  with  pilot  wheel 
H.  Mill  remaining  sides  by  the 
same  method. 

VL  Mill  bolt  head  hezagonaL 
Clamp  bolt  by  its  body  very  hard 
in  chuck  in  the  same  portion  as 
the  nut,  and  mill  with  the  same 
settjng  and  by  same  process. 


FiQ.  33.  —  Indkxinq  Mbchanisu. 


60.  Index  head  and  footstoek,  Xoa.  6,  7,  Fig.  1,  are  used 
on  plain  or  universal  milling  machines  to  do  all  kinds  of  index 
milling  (see  Spiral  Milling).  The  index  head  spindle,  Fig.  1, 
can  be  clamped  at  any  angle  with  table,  from  5°  below  hori- 
zontal to  10°  beyond  vertical.  The  footstoek  center,  Fig.  1, 
can  be  adjusted  at  any  angle  in  vertical  plane. 
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61.  Index  mechanism,  plain  indexing.  —  To  determine  num- 
ber of  turns  or  any  part  of  a  turn  to  revolve  crank  for  each 
division,  divide  40  by  number  of  divisions  of  work.  Worm 
gear  A,  Fig.  32,  has  40  teeth,  and  40  turns  of  crank  B  will 
rotate  spindle  C  one  revolution.  Where  40  divides  without 
a  remainder,  adjust  index  crank  pin  to  fit  an^  hole  in  circle, 
and  turn  crank  twice  for  twenty  divisions,  four  times  for  ten 
divisions,  five  times  for  eight  divisions,  etc. 

62.  Use  of  index  plate  for  obtaining  fractional  part  of  revo- 
lution of*crank.  The  index  plate  contains  concentric  rows  of 
equidistant  holes,  as  in  Fig.  33.  The  three  index  plates  sup- 
plied with  head  have  (Jifferent  numbers  of  holes. 


Fig.  33,  —  Index  Plate. 


63.  The  sector,  Fig.  33,  consists  of  two  radial  arms  A,  S, 
that  span  required  number  of  holes,  and  are  clamped  by 
screw  C.  This  saves  counting  the  holes  after  first  time,  and 
eliminates  liability  of  error. 

Example  1.  —  To  divide  work  into  15  divisions. 

Solution,  —  t  J  =  2|,  number  of  turns  to  move  handle. 

Select  index  plate  with  hole  circle  divisible  by  3,  as  in 
Fig.  33  (18-hole  circle),  adjust  crank  to  allow  pin  D  to 
drop  into  a  hole  in  this  circle,  move  arm  A  against  it.   R^ 
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lease  screw  C  and  move  arm  B  until  it  spans  12  spaces, 
13  holes  ^  \  oi  18.  Clamp  screw  C.  Take  first  cut,  with- 
draw index  pin  and  secure  with  slight  turn.  Rotate  crank 
2  turns  and  12  spaces,  and  drop  crank  pin  in  hole  E.  Then 
with  finger,  draw  arm  A  around  until  it  is  against  index  pin, 
when  sector  arms  will  be  in  position  shown  by  dotted  arms 
A',  B'.    Take  second  cut. 

Example  2.  —  To  divide  work  into  48  divisions. 

Sdtition.  —  Jl  =  ii- 

Select  plate  with  a  24-hole  circle,  set  sector  arms  to  span 
21  holes,  or  20  spaces,  and  move  index  pin'  that  amount  for 
each  division,  or  use  an  18-hole  circle  and  16  holes. 

64.  Graduated  sector  permits  arm  to  be  set  to  span  any 
number  of  holes  without  counting  by  data  given  in  table. 

66.  Adjustable  crank  allows  index  pin  to  drop  into  near- 
est hole  to  start  cut  readily  at  a  desired  point  on  work. 

Warning.  —  There  must  be  one  more  hole  between  sector 
arms  than  number  obtained  by  calculation,  or  given  on  index 
table  for  holes  in  indexing  mean  spaces. 

66.  The  index  table  supplied  with  machine  gives  data  for 
plain  and  differential  indexing. 

67.  Differential  indexing  is  used  to  index  prime,  fractional 
and  other  numbers  not  obtainable  by  plain  indexing. 

68.  Differential  principlei  Figs.  34,  35.  —  The  index  spindle 
is  geared  to  index  plate  with  gears  supplied  for  spiral  mill- 
ing. Indexing  is  done  on  rotating  index  plate  with  mecha- 
nism arranged  for  plain  indexing.  .  With  gears  at  a  ratio  of  1 
to  1  and  one  idler  to  rotate  index  plate  in  direction  of  index 
crank,  one  division  will  be  subtracted  from  regular  indexing. 
With  two  idlers  to  rotate  index  plate  opposite  to  index  crank, 
one  division  will  be  added. 

69.  To  obtain  ratio  of  gearing,  select  a  number  near  desired 
number  of  divisions,  which  can  be  indexed  by  plain  method. 
The  difference  between  these  two  nimibers  will  represent  gear 
f(5r  spindle.  Divide  selected  number  by  40  and  quotient  will 
represent  gear  for  worm.  Multiply  each  by  a  constant  to  give 
available  gears.    If  selected  number  is  larger  than  desired 
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number,  gearing  must  rotate  plate  with  crank;  if  amaller, 
opposite  to  crank. 


Fio.  34.  —  DiFnERENTiAi.  Indezinq  wttb  Siufix  Qeammo. 

Example  1.  —  Simple  gearing,  Fig.  34.    Desired  number 
of  divisions  233,  selected  number  240. 
SohiHm.  —  240- 233  =  7.    7X8  =  56  gear  on  spindle. 
240-5-    40  =  6.    6X8  =  48  gear  on  worn. 
One  idler  about  44.  See  To  Calculate  Simple  Gearing,  p.  327. 


Fia.  35.  —  DirPEHKKTiAL  Inveunq  wcra  CtntroiniD  Gkahiho. 
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Example  2.  —  Compound  gearing,  Fig.  35.    Desired  num- 
ber of  divisions  257,  selected  number  245. 
Solttfion.  —  257  -  245  =  12.        12X8  ^  96 

245  4-    40  =  6i.        6i  X  8      49 ' 

„    ,     .  96      16X6      64X48 

f  actonnff.  -  ^  =  y^^  =  ^^3^ . 

Gear  on  spindle^  64.    First  gear  on  stud,  48. 
Second  gear  on  stud;  28.    Gear  on  worm,  56. 
One  idler  of  about  24.    See  To  Calculate  Compound  Gear- 
ing, p.  333. 


CALCULATINQ  DIAMETER  OF  BLANK  TO  MILL  SQUARE  OR 

HEXAGONAL 

60.  Diameter  to  turn  work  to  mill  or  file  square  is  the 

product  of  diameter  across  the  flats  multiplied  by  1.414. 

Example.  —  Fig.  36.  What  diameter  must  a  piece  be  to 
mill  square  1^^  across  the  flats? 

Solution,  —  1.25(r  X  1.414  -  1.767^  or  IW  diameter  of 
blank. 


Fio.  36.  —  Diagram  to  Turn 
Ctlindbr  to  Mnx  Square. 


Fio.   37.  —  Diagram  to  Turn 
Ctlindbr  to  Mill  Hbxagonal 


61.  Diameter  to  turn  work  to  mill  or  file  hexagonal  is 

the  product  of  the  diameter  across  the  flats  multiplied  by 
1.156. 
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Example.  —  Fig.  37.  What  diameter  must  a  piece  be  to 
mill  hexagonal  !{'  across  the  flats? 

Solution.  ~  1.250'  X  1.155  -  1.444*  or  1||'  diameter  of 
blank. 

62.  To  mill  bolt  head  hexagonal  with  heading  miQs,  oni- 
versal  or  plain  milling  machine.    Fig.  38. 


Spedfications:  |"  bolt  turned  and  threaded,  with  }"  hexagonal  hc&d 
and  nut  to  be  nulled  to  \i". 

Hachines  and  tools:  Universal  or  pl^  milling  macliiiie,  arbor,  in- 
dex head  and  universal  chuok,  two  high-speed  steel  heading  millB,  and 
{i"  spacing-coUar,  milling-machine  nut  mandreL 

Speed,  60  F.P.M.,  or  Ist  or  2d  speed. 

Feed,  medium  power  feed,  or  ,010"  per  cutter  revdution. 

Lubricant,  lard  oil. 

Time:  for  nut  4  miu.,  bolt  5  min.  with  machine  "set  up." 


MILLING  HEXAGONAL  BOLT  HEAD 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


I.   Clean   and   oil   machine   in- 
cluding index  head. 

TL  Preparatory  adjustments. 
Place  clean  arbor  in  clean  hole 
in  spindle  and  drive  lightly  with 
lead  hammer.  Place  mills  B  on 
arbor  without  key,  to  cut  in 
direction  of  rotation  as  shown, 
with  4-t"  spacing  collar  C  between 
them,  and  clamp  hard.  Oil  end 
of  arbor,  adjust  and  clamp  arm. 
Fasten  index  head  on  clean  table. 
Set  index  spindle  and  chuck 
vertical,  as  shown.  Raise  table 
to  bring  chuck  jaws  about  i'' 
below  mills. 

m.  Arrange  index  mechanism. 
For  rapid  indexing,  place  latch 
in  notch  in  index  plate  with  index 
pin  out.  For  plain  indexing, 
place  index  pin  in  hole  in  39-hole 
circle  in  index  plate  with  latch  out. 
IV.  Aline  mills  with  chuck  by 
nut  mandrel,  as  in  p.  1020. 


V.  Mill  nut  hexagonal.  Screw 
nut  hard  on  milling-machine  nut 
mandrel  held  between  copper  jaws 
in  vise,  place  mandrel  in  chuck 
with  nut  i"  above  jaws  and  two 
sides  of  nut  parallel  to  mills,  and 
clamp  hard.  Start  machine,  feed 
by  hand  and  mill  only  enough  to 
take  measurement.  Move  table 
back  imtil  nut  clears  mill.  Meas- 
ure across  flats  with  1"  microm- 
eter. Reading  should  be  from 
.8125"  to  .8155".  If  reading  is 
not  within  limit,  make  corrections. 
See  p.  1021,  IV.  Index  a  sixth  of 
a  revolution  each  time  and  mill 
remaining  sides.  Use  power  feed 
and  adjust  table  dog  to  trip  feed 
automatically;  or  trip  feed  by 
hand  at  end  of  cut. 

VI.  Iftill  bolt  head  hexagonal. 
Clamp  bolt  by  body  in  chuck 
very  hard,  in  same  position  as  nut 
and  mill  same  as  nut. 


Attention, — To  use  rapid  indexing,  see  p.  10l9,  revolve  index  head 
spindle  four  notches  in  24-notch  plate  after  each  cut. 

To  use  plain  indexing,  see  pp.  1021-1023,  adjust  index  crank  pin  to 
fit  a  39-hole  circle;  adjust  sector  to  span  26  spaces  or  27  holes  in  39- 
hole  circle.    After  each  cut,  revolve  crank  six  turns  and  26  spaces. 

InformcAion, — To  center  chuck  accurately  with  heading  mills, 
move  cross  feed  "out"  then  "in"  to  remove  back  lash.  Mill  one  side 
of  trial  piece  held  in  chuck  with  inside  of  outer  miU,  index  twenty 
turns  and  mill  opposite  side.  Measure  with  micrometer,  then  set 
dial  at  zero  and  move  cross  feed  inward  one-half  the  difference  be- 
tween size  of  trial  piece  and  space  between  cutters.  Example.  Size 
of  trial  piece  f",  space  between  cutters  |f";  i|"  —  t"  =  f\"; 
^y"  ■?-  2  =  ^y"  or  .094"  distance  to  move  cross  feed  inward. 
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63.  To  mill  square  head  wifh  end  miU.    Fig.  39. 


COLLET 
CNO  MILL      I 


INDEX 
HEAD 


Fig.  39.  —  Miluno  Square  Head  with  End  Mill. 

Speciflcattons:  1"  reamer  blank,  mill  head  on  shank  {''  square  and 
ii"  long. 

Machines  and  tools:  Universal  or  plain  milling  machine,  bolt-head- 
ing machine,  collet,  index  head  and  miiversal  chuck,  1|"  high-speed 
steel  end  mill,  1"  micrometer,  lead  hammer. 

Speed,  60  F.P.M.,  or  3d  speed. 

Feed,  medium  power,  or  .010''  jper  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  15  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOI^ 


I.  Clean  and  oil  machine  in- 
cluding index  head. 

n.  Preparatory  adjustments. 
Clean  shank  of  end  mill  and  place 
in  clean  hole  in  collet,  and  place 
clean  collet  in  clean  hole  in  spindle 
and  drive  lightly  with  lead  ham- 
mer. 

Fasten  index  head  on  clean 
table.  Set  index  spindle  and 
chuck  vertical  as  shown.  Raise 
table  to  bring  chuck  jaws  about 
i"  below  end  mill. 

ni.  Arrange  for  indexing,  n^id 
or  plain. 

IV.  To  mill  square  head.  Place 
1"  reamer  or  tap  blank  in  chuck 


with  end  of  shank  }"  above  jaws 
and  clamp  hard. 

Start  machine,  move  work  in- 
ward to  take  cut  about  }"  deep 
and  down  to  line  for  lengUi 
of  square  head.  Feed  by  hand 
against  up-cutting  side  of  end 
mill  as  shown  by  arrows,  and  mill 
one  side. 

Move  table  back  until  work 
clears  mill,  revolve  work  one-half 
revolution  and  mill  opposite  side. 

Stop  machine,  move  table  back 
and  measure  work  with  microm- 
eter, and  from  reading  of  microm- 
eter subtract  the  finish  size  and 
divide    the    remainder    by  two, 
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which  will  pve  the  amount  to 
move  work  inward  to  obtain  cor- 
rect measurement.  Example: 
Trial  cut  may  measure  .750", 
finish  measurement  is  .625"  (.750" 
-  .625"  =  .125,"  .125"  -h  2  - 
.0625",  the  amomit  to  move  work 
inward). 

Set  cross-feed  dial  at  zero  and 


move  work  inward  .0625."  Mill 
ade,  index  and  mill  oppoate  nde, 
measure  and  make  correction,  if 
necessary.  Mill  remaining  ades 
with  one  cut  each. 

Attentum.  —  File  eUght  bevels 
on  edges  of  squared  end  to  re- 
move burr. 


MILLING  ON  CENTEHS 


Fio.  40.  —  Milling  End  of  Shaft  Square  Lbattng  Curved  Shodlder. 

64.  To  mill  end  of  shaft  square  with  curved  shoulder, 
Fig.  40.  —  Set  index  head  at  zero,  clamp  and  set  footstock 
spiudle  in  alinement.  Mount  work  A  on  centers,  clamp 
dog  B  to  face  plate  C  with  screw  D.  Arrange  for  indexing, 
mount  end  mill  E  in  collet  and  set  dog  to  trip  feed  at  F. 
Take  trial  cuts  on  opposite  sides  and  measure  with  micrometer. 
Set  vertical  feed  dial  at  zero,  move  work  away  from  mill 
and  elevate  work  by  vertical  feed  shaft  one-half  its  oversize. 
Mill  sides  in  order  with  one  cut  each. 

66.  Steady  rest  to  support  slender  work,  A,  Fig.  41.  —  To 
mill  the  grooves  in  rose  reamer,  use  convex  cutter  B  and  a 
special  angular  cutter  for  teeth  at  end, 

66.  To  flute  or  groove  small  reamers,  taps,  drills,  etc., 
hold  work  in  chuck  and  support  outer  end  by  steady  rest  with 
a  V-grooved  head  elevating  screw. 
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Fig.  41.  —  SrpFORTiNO  Slender  Work,  Flutinq  Robe  Rxahxb, 
WITH  Steabt  Rest. 

67.  To  mill  a  number  of  nuts  at  once,  string  on  a  gang 
mandrel  and  clamp  between  shoulder  and  nut.  Mount 
mandrel  on  centers  and  mill  nuts  similarly  to  milling  square 
end  of  a  shaft  as  in  Fig.  40.    Use  end,  picun,  or  heading  mills. 


Fio.  42.  —  MiLUNQ  Kkywat  in  Shaft  with  Centee-Cut  End 
Mill  ob  Cottes  Mill. 

66.  To  mill  keyway  or  slot  in  shaft  with  center-cut  end 
mill,  Fig.  42.  —  Aline  index  centers  and  cone  spindle  by  lero 
lines  on  knee  and  column.     Mount  one  end  of  shaft  A  in 
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chuck  and  the  other  end  on  footstock  center.  Mill  keyway 
with  center-cut  end  mill  B.  If  cotter  mill  C  is  used,  drill  a 
hole  in  shaft  in  which  to  start  mill. 


GROOVING  TAPS 

69.  To  groove  or  flute  taps,  reamers,  cutters,  etc.  —  Taps, 
reamers,  cutters,  etc.,  are  grooved  or  fluted  by  milling,  to 
provide  cutting  edges  and  places  to  receive  and  discharge 
chips.  There  are  no  standards  for  depth  of  groove,  width 
of  land,  or  number  of  grooves. 

70.  Taps,  number  of  grooves,  rake  of  teeth.  Figs.  43,  44. 
—  Four  grooves  are  given  taps  up  to  3"  in  diameter,  and  five 
or  more  for  larger  diameters.  Hobs  for  tapping  threading 
dies  are  usually  given  from  six  to  eight  grooves. 


Fig.  43.  —  Tap  Gkoovbd  with  Fig.    44.  —  Commercial    Tap 

Special  Double-Angle  Tap  Grooved  with  Convex  Cxjt- 

CuTTER,  Radial  Teeth.  ter. 


For  tapping  all  kinds  of  metal,  the  two  forms  of  grooves 
in  Figs.  43,  44  are  largely  used,  and  each  cutter  is  suitable 
for  several  diameters  of  taps.  The  teeth  of  special  taps  for 
brass  are  often  given  a  negative  rake  (to  prevent  chattering) 
by  the  shape  of  the  grooves,  or  by  grinding  the  face  of  the 
teeth. 

To  give  parallel  lands  on  plug  or  bottoming  taps,  set  index 
centers  in  alinement;  but  on  taper  taps,  lower  index  head 
slightly  to  give  parallel  or  slightly  taper  lands. 
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71.  To  groove 
formed  tap  cutter.  - 


tap.     Direct   mefiiod. 

Figs.  45,  46. 


Double-4Ji£ 


Fig.  W.  —  Geoovinq  Tap. 


Sp«cUcations:  )"  X  10  U.S.S.  taper  tap  bl&nk  threaded,  &nd  witi 
end  of  shank  milled  square.     Four  grooves. 

HkchiDH  and  tools:  UniverBal  or  plain  milling  machine,  arbor,  in 
dex  head  and  centers.  No.  5  high-speed  steel  double-an^e  txp  cutter 
clamp  dog  or  special  driver. 

Speed,  60  F.P.M.,  or  Ist  or  2d  speed. 

Feed,  medium  power  feed,  or  .007"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Timo:  32  min.  with  machine  "aet  up." 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  CI«an  and  oil  machine  and 
index  bead. 

n.  PrepantoiT  adjustroenta. 
Insert  clean  arbor  in  clean  hole 
in  spindle.  Drive  arbor  lightly 
with  lead  hammer.  Place  cutter 
on  arbor  without  key  and  damp 
hard.  (Ml  end  of  arbor  and  adjust 
arm  to  bearing.  Fasten  index 
head  and  footstock  on  clean  table. 
Set  centers  in  horizontal  aline- 


ment,  then  low^  indei  head  one- 
tiiird  d^ree  to  pve  slightly  taper 
lands. 

m.  Arrange  for  indesine,  npi'' 
or  plain. 

IV.  Hmint  Up  blank  on  ccn- 
tera.  Fasten  clamp  dog  or  ef^ 
cial  driver  on  tap,  oil  dead  ceuM^ 
and  mount  on  centers.  Clainp 
t(u]  of  dog  in  face  plate  to  svoiJ 
backlash.    With    index  latcb  in 
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Qotch  OT  index  pin  in  hole,  lightly 
irive  face  plate  or  diiver  with  lead 
bammer  until  side  of  square  end 
of  tap  is  perpendicular  to  table, 
testing  with  square  resting  on 
table.  Start  machine  and  power 
feed  and  adjust  table  dog  to  stop 
feed  automatically  when  centn" 
of  cutter  has  passed  last  thread 
on  tap,  see  p.  10l4. 

V.  To  obtain  d«ptti  of  setting. 
Raise  knee  until  highest  part  of 
tap  blank  touches  largest  diameter 
of  revolving  cutter. 

A  piece  of  white  paper  held  be- 
tween revolving  cutter  and  tap 
blank  will  indicate  touch.  Then 
set  vertical  feed  dial  at  zero. 

VI.  To  obtiin  side  setting.  Move 
croes  feed  imtil  outside  of  tap 
and  outside  of  cutter  are  in  same 
vertical  plane,  testii^  by  square 
resting  on  table.  Then  set  croes- 
feed  dial  at  zero. 

Vn.  Move  botlt  feeds  required 
amonnt.  With  long-feed  handle, 
move  tap  away  from  cutter  and 
with  crces-feed  handle  move  tap 


outward  .150,"  see  A,  Fig.  46. 
Then  with  vertical  feed  raise  t^> 
see  B,  f^.  46.  Use  raiud 
of  indexing  and  mill 
four  grooves,  one  cut  for  each 
groove. 


Fig.  46. — Diaorau  for  Skttino 
Double-Anqle  Tap  Cuttkr. 

AUerUion.  —7  Data  may  be  ob- 
tained for  grooving  taps  of  all 
diameters  by  the  direct  method 
by  taking  experimental  cut«  oa 
trial  blanks. 


72.  To  groove  tap,  trial  method.  —  Set 

cutter  approximately  central  to  footstock 
center.  Use  trial  blank  and  take  Bhort  light 
cut.  Then  index  quarter  turn  and  take 
similar  cut  and  measure  land.  Kaise  knee 
a  small  amount  and  repeat  until  land  is 
proper  width.  Remove  trial  blank.  Move 
cross  feed  and  with  rule  set  small  angle  of 
cutter  in  alinement  with  center,  as  in  Fig. 
47,  that  is  radial  or  slightly  ahead  of  radial, 
if  deured. 


Fio.  47, — SxiTiNa 

DonBLK-ANdLI 

CnrTKRBToMiu. 
Radial  Tbkth. 
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FLUTING  REAMERS 

73.  FlutLog  reamers.  —  For  reaming  all  kinds  of  metal, 
use  the  form  of  flute  in  Fig.  48,  which  gives  radial  cutting 
edges.    Each  cutter  may  be  used  for  several  diameters. 

The  cutting  ei^es  of  brass  reamers  are  often  made  to  recede 
from  a  radial  line  giving  a  negative  rake  from  5°  to  10", 
Fig.  49. 


Fio.    48.  —  Form    or   Fltjtb    in  Fia.    49.  —  Fobh   or  Flotb  in 

Reamer  for   Generai.  Work.  Rsauer    for    Brass.     Tectb 

Teeth    Radial.      Ibbeqularlt  with  Nbqativr    Rake,  Irbeg- 

Spaced.  olarlt  Spaced. 


Space  the  reamer  irregularly  to  avoid  chattering,  with  an 
even  number  of  teeth  and  with  opposite  cutting  edges  in  the 
same  diameter  so  that  it  can  be  measured  with  micrometer. 
The  irregularity,  1°  to  4°  from  equal  spacing,  is  obtained  by 
subtracting  or  adding  a  predetenniued  number  of  holes  to  or 
from  the  regular  indexing  for  each  pair  of  flutes  diametrically 
opposite. 

74.  Principle  of  indexing  and  fluting  a  1"  hand  reamer  to 
avoid  chattering.  —  The  teeth  are  spaced  two  holes  in  the 
20-hole  circle  progressively  wider,  and  to  obtain  lands  of  uni- 
form width  the  flutes  are  milled  ,007"  progreasively  deeper 
from  1  to  5  and  from  1'  to  5'. 


FLUTING  REAMERS 

76.   To  flute  hand  reamer,  Fig.  50. 

Spscjflcatioiu:  1"  band 
reamer  blank  with  end  of 
shank  milled  square.  Ten 
Hubea.     See  Fig.  48. 

Hacbines  and  tools: 
Universal  or  plain  milling 
machine,  arbor,  index 
head  and  centers,  high- 
speed steel  special  formed 
reamer  cutter,  clamp  d(% 
or  special  driver. 

Speed,  60  F.P.M.,  1st 
or  2d  speed. 

Feed,  medium  power 
feed,  or  .007"  per  Cutter 
revolution. 

Lubricant,  lard  oil. 
Time:  50  min.  with 
machine  "set  up". 


Fig.  50.  —  Flutinq  Hand 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Owk  and  oa  madtino  and 
lad«x  head. 

n.  PreparstoiT  adjnBtmentB. 
Insert  clean  arbor  in  clean  spindle. 
Drive  arbor  lightly  with  lead  ham- 
mer. Place  cutter  on  arbor  with- 
out key  and  clamp  hard. 

Oil  end  of  arbor  and  adjust 
arm  to  bearing.  Fasten  index 
head  and  f  ootstock  on  clean  table. 
8et  centers  in  horizontal  aline- 

nL  Anange  for  plain  indexing 
lo  t«eth  with  a  ao  hole  circle. 

IV.  Uoimt  reunor  blank  or 
trial  blank  on  centere.  Fasten 
clamp  dog  or  special  driver  on 
square  end  of  reamer  blank,  oil 
dead  center  and  mount  reamer 
blank  (or  trial  blank)  on  centers, 


see  Rg.  50.  To  avoid  back- 
lash, clamp  tail  of  dog  in  face 
plate  with  set  acrew. 

Start  machine  and  power  feed 
and  adjust  table  dog  to  stop  the 
feed  automaticaUy  when  the  cen- 
ter of  the  cutter  has  reached  the 
comer  of  the  blank.    See  p.  10l4. 


Fio.  61.  —  DiAORAM  OP  Reamer 
Showing  Princiflb  or  Irbeoo- 
LAB  Spacing. 
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V.  To  obtdn  width  of  Und  wiOi 
trial  blank.  It  is  safer  to  ob- 
tain width  of  land  and  setting 
of  cutter  with  a  trial  blank  the 
some  diameter  aa  reamer  blank. 
Set  cutter  approximately  central 
with  footstock  center,  and  mill 
two  flutes  to  give  desired  width  of 
land  as  follows: 

Raise  table  and  take  a  light 
abort  cut  in  1,  ]F1g.  51.  Move 
work  clear  of  cutter,  then  index 
three  turns  and  eighteen  holes. 
Riuae  .007"  and  take  a  cut  in  2. 
Repeat  cuts  in  1  and  2  until  land 
is  Vb"  wide,  keeping  flute  2,  .007" 
deeper  than  1. 

VI.  Set  cattei  radiaL  Remove 
trial  blank.  Move  cross  feed  and 
with  rule,  set  anf^e  of  cutter  in 
alinement  with  center  (that  is 
radial),  see  Fig.  47,  or  set  cutter 
ahead  of  radial,  if  it  is  desired  to 
have  face  of  teeth  ahead  of  radial. 


Pia.  62.  —  MiLUNQ  Tketh  or 
Plain  Milunq  Cutter. 


Or  set  cutter  to  give  a  negative 
tooth  if  it  is  de^red  U>  have  t«eth 
with  negative  rake  for  brass. 

vn.  HOI  flutes.  Mount  reamer 
blank  on  centers,  and  mill  flutes 
t  follows:  B^n  at  1  with  cutter 
A  at  depth  of  1,  witb  ver- 
tical dial  set  at  zero  and  mill 
flute  1.  Index  twenty  turns  and 
mill  flute  I'.  R^se  te  .007", 
index  three  turns  and  ei^teen 
holes  and  mill  flute  2.' 

Index  twenty  turns  and  mill 
flute  2.  Raise  to  .014,"  index  four 
turcB  and  mill  flute  3.  Index 
twenty  turns  and  mill  flute  3.' 
Rfuee  to  .021,"  index  four  turns 
and  two  holes  and  mill  flute  4.' 
Index  twenty  turns  and  mill 
flute  4.  Raise  to  .028,"  index 
four  turns  and  four  holes  asd 
mill  flute  5. 

Index  twenty  turns  and  miU 
flute  5'. 

76.  Electric  alaim  to  call 
operator  when  feed  stops  and 
terminates  cut,  may  be  ar- 
ranged, as  at  A,  B,  Fig.  50. 
Metal  cap  A,  insulated  with 
fiber  or  vulcanite,  is  placed  on 
feed  trip  B.  One  wire  is  atr 
tacbed  to  cap  and  nms  to 
battery  in  column.  The  other 
wire  connects  machine,  bell 
and  battery.  When  table  dog 
C,  Btrikes  cap  A,   the  bell 


MILLING  TEETH  OF  MILUNG  CUTTER 
77.  To  mill  teeth  of  plain  milling  cutter,  Fig.  52. 
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Specifications:  2i"  X  i"  plain  milling  cutter  blank,  carbon  or  high- 
speed steel  turned  and  squared,  18  teeth,  width  of  land  ^".  See 
pp.  1224,  1225. 

Machines  and  tools:  Universal  or  plain  milling  machine,  arbor,  70^ 
angiiUr  highnspeed  steel  cutter,  index  head  and  centers,  mandrel, 
dog  or  special  driver. 

Speed,  60  F.P.M.,  or  1st  or  2d  speed. 

Feed,  medium  power  feed,  or  .007^'  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  30  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Clean  and  oil  machine  and 
index  head. 

XL  Preparatoiy  adjustments. 
Insert  clean  arbor  in  clean  hole 
in  spindle.'  Drive  arbor  lightly 
with  lead  hammer.  Place  cutter 
on  arbor  without  key  and  clamp 
hard.  Oil  end  of  arbor  and  adjust 
arm  to  bearing. 

Fasten  index  head  and  foot- 
stock  on  dean  table.  Set  ceqters 
in  horizontal  alinement. 

in.  Arrange  plain  mA^n^nf^  for 
18  teeth. 


ANSON 


-nV 

FOOT 
•TOOK 
OtNTtN 

Fig.  53.  —  Auning  Center  to 
Angular  Cutter  to  Obtain 
Radial  Teeth. 


IV.  Aline  cutter  and  center.  Set 
cutter  radiali  as  shown  in  Fig.  53. 

V.  Mount  work  on  centers. 
Force  mandrel  into  cutter  blank 
(or  use  gang  mandrel),  fasten 
dog  on  mandrel,  oil  dead  center 
and  moimt  on  centers.  To  avoid 
backlash,  clamp  tail  of  dog  in 
face  plate  with  set  screw.  Start 
machine  and  power  feed,  and 
adjust  table  dog  to  stop  feed  auto- 
matically when  center  of  cut* 
ter  has  passed  the  comer  of 
blank. 

VI.  Obtain  widtii  of  land  by  trial 
cuts  in  two  grooves.  Raise  table 
and  take  a  light  trial  cut  less 
than  required  depth  with  power 
feed.  Index  cutter  blank  forward 
for  the  next  tooth  and  take  simi- 
lar cut.  Then  raise  table  and 
take  trial  cuts  in  second  g^roove 
until  desired  width  of  land  (^") 
is  obtained. 

Vn.  Mill  teeth.  Index  and  mill 
ail  teeth  with  one  cut  each. 


78.  To  mill  teeth  of  angular  cutter.  Fig.  54.  —  Mount 
angular  cutter  A,  on  milling  machine  arbor  B.  Mount 
angular  cutter  blank  C,  on  stub  arbor  D,  which  fits  the  index 
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head  spindle.  Raise  index  head  spindle  to  approximate 
angle  and  take  trial  cuts  and  adjust  angle  to  obtain  parallel 
lands.    Then  raise  table  to  obtain  desired  width  of  land. 


Fio.  64.  —  MiLLiNQ  Teiib  in  an  Angulab  Cutter. 

I  PLAIN 


Fig.  55.  —  Milunq  Radial  Teeth  of  Side  Miluho  Cdttb*- 
Indekino  prow  Teeth. 

79.  To  mill  radial  teetti  in  side  milling  cutter,  Fig.  5^- " 
Mill  face  teeth  of  the  side  milhng  cutter  A,  in  the  aame  manner 
as  a  plain  mill,  with  small  angular  cutter  B,  ou  arbor  C. 
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Set  special  index  head  Z>  vertically,  then  adjust  to  give  teeth 
with  parallel  lands.  Index  the  cutter  by  the  face  teeth  with 
latch  at  E. 

80.  To  level  or  set  taper  work  with  surface  gage,  as  the 
taper  tap  or  reamer 
blank  A,  Fig.  56, 
mount  on  centers  and 
test  with  surface  gage 
B.  Cut  deeper  at  one 
end,  as  shown  by  dot- 
ted line  CD,  so  that 
lands  will  be  parallel 
or  nearly  so.  Adjust 
scriber  to  touch  work 
at  E,  and  insert  metal 
piece  equal  in  thick- 
ness to  difference  in  depth  of  cut  at  F.  Adjust  work  by 
raising  dead  center  or  lowering  index  head. 


81.  Special  milling  machine  dogs  for  taper  work.  —  A  regu- 
lar dc^  will  spring  taper  work  unless  the  screw  confining  the 
tail  is  released  before  rotating  work. 

Figs.  66,  57,  show  two  types  of  special  milling  machine 
dogs  which  give  desired  motion  and  avoid  springing  work. 
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To  divide  taper  work  exactly,  the  ama  of  index  bead, 
apindle  and  axia  of  dead  center  must  be  in  alinement.  The 
footstock  center  on  some  machines  can  be  adjusted  to  obtain 
this  alinement.  Taper  attachments  are  obtainable  provided 
with  index  centers  arranged  so  that  axes  of  centers  are  always 
in  alinement. 

82.  To  graduate  with  a  milling  machine.  —  In  the  absence 
of  a  dividing  engine  and  diamond  cutter,  or  a  sharp-edge 
wheel  which  will  make  a  smooth  line  by  pressure,  use  an  index 
head  and  cutter  as  in  Fig.  58  to  graduate  dials,  disks  and  simi- 
lar work.  Block  the  spindle  and  feed  work  to  cutter  by  hand. 
Rules  and  scales  may  be  clamped  to  table  and  graduated  in 
this  a 


Pig.  58.  —  Graouahnq  a  Dial. 


CIRCULAR  MILLING 


83.  Circular  nulling.  —  To  mill  end  of  rectangular  [Hece 
with  end  mill,  Fig.  59,  secure  work  on  nut  mandrel  aad 
hold  in  chuck.  Feed  work  to  cut  by  rotating  crank.  To 
mill  a  portion  of  the  circumference  of  a  piece,  as  in  Fig.  60, 
use  raising  block,  set  index  head  at  right  angles  to  table  and 
feed  work  to  cut  by  crank.  In  Fig.  61  is  shown  how  a  cam 
cutting  attachment  may  be  used  to  mill  a  bevel  gear  blank. 


CIRCULAR  MILLING 


Flo.  5d.  —  MiLUNQ  Ems  of  Work  CncOLAR. 


Fig.  90.  —  Milunq  Cibcuufebsncb  op  Work. 


FlQ.    61. ClBCULAB   MlLLINQ. 
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84.  Tee  slots  are  milled  more  rapidly  than  planed.  To 
mill  Tee  slots,  in  circular  table,  Fig.  62,  first  mill  portion  A 
with  an  end  mill  and  then  portion  BB'  with  a  Tee-slot  cutter. 


FiQ.  62.  —  MuxiNQ  Teb  Slots  in  a  CtacvLAn  Tablk. 


PUIH  MIUJMa  MAOHINC 


To  mill  Tee  slots  in  heavy  work  such  as  milling-machine  tsbl^^ 
Fig.  63,  first  mill  portion  A  with  a  side-milling  cutter,  then 
mill  portion  BB'  with  a  Tee-slot  cutter.  Use  a  vertical  s'- 
tachment,  or  clamp  work  flat  on  table  and  mill. 
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VERTICAL  MILUNQ 

88.  A  Tcrtical  milling  machine  hoe  advantages  over  the 

horizontal  particularly  on  work  that  can  be  milled  with  end 

millB.     Fig.  64,  shows  an  inserted  rake-tooth  face  mill  A, 


FiQ.  64.  —  Vertical  Milling  Macbinz.    Face  Millino. 

milling  a  plain  surface  on  work  £  in  a  vertical  milling  mar 
chine.    The  work  is  held  in  a  vise. 

86.  Vertical  and  drculai  milling  attachments.  —  Circles, 
circular  slots  and  segments  of  circles  may  be  milled  by  con- 
verting A  horizontal  milling  machine  into  a  vertical  milling 
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machine  by  vertical  attachment  as  in  Fig.  65.  The  work  is 
held  and  operated  by  fixture  and  circular  milling  attachment. 
Vertical  spindle  A  operates  end  mill  B  to  mill  a  s^ment  of  a 


Fio.  66.  —  Bevel  Cibcular  Miluno  with  Vestic&l.  Milusq 
Machdh!. 

circle  on  work  C,  held  by  fixture  D  bolted  to  circular  attwh- 
ment.  The  feed  is  obtained  by  rotating  circular  table  b)' 
hand  or  power. 
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87.  Bevel  circular  milling.  —  To  mill  work  A,  Fig.  66, 
(rotaiy  cone  of  a  circular  attachment)  bolt  to  table  of  circular 
attachment  B  and  mill  bevel  with  angular  mill  C 

88.  Milling  an  inside  boss,  Fig.  67.  —  Hold  awii^png  arm  A 
(casting)  in  vise.     Mill  edge  B,  set  stop  C  and  feed  mill  down 


-  MiLUNG  AK  lNsn>E  BoBB.    Vbktical  Milunq  Machink. 


Fio.  68.  —  MnxiNO  Ends  or  Sudinq  Hxasb  t 
MU.IJNO  Machins. 

until  stop  strikes,  then  mill  inside  boss  DD',  operating  both 
cross  and  long,  table  feed  by  hand. 

89.  Milling  ends  of  sliding  beads,  Fig.  6S.  —  Two  sUding 
head  castii^  A,  A  are  bolted  to  fixture  clamped  to  table  and 
the  ends  of  boxes  are  milled  with  ^de  of  end  mill  B  with 
power  feed. 
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PROFILING 


90.  Profiling  machines,  Fig.  69.  —  Mill  work  to  irregular 
shapes  by  means  of  profiling  forms. 

In  Fig.  69  work  A  is  clamped  to  fixture  B  and  face  C  is 
milled  with  cutter  D  while  form  pin  E  is  kept  in  contact  with 
profiUng  form  F  by  moving  tablet?  with  long.-  and  croas-feed 
handles  together  by  hand.    See  plan  at  A',  C,  D',  E'  and  P'. 


Pio.  69.  —  PKoniiNa.    Miluno  Irregular 

91.  To  make  profiling  form,  Fig.  69.  —Templet  H  is  made 
and  c)ami>ed  in  position  of  work  A,  and  the  form  blank  in 
its  position  F  on  fixture.  Straight  form  pin  E  is  fastened 
in  block  J  and  held  in  contact  with  templet,  and  a  tap^'' 
cutter  in  spindle  generates  form  F.  The  taper  form  and  taper 
pin  allow  for  reduction  in  diameter  of  cutter  by  grinding,  by 
raising  pin  to  allow  cutter  to  resume  its  previous  relation  to 
work. 
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Rake  Tooth  Milling  Cutters 

92.  Coarse  tooth  milling  cutters  give  wide  space  between 
the  teeth  for  chipa,  and  are  adapted  to  the  heavier  classes  of 
milling. 

93.  Rake  tooth  spiral  milling  cutter  with  coarse  teeth. — 
Fig.  70  shows  an  improved  spiral  milling  cutter  A.  The  teeth 
are  under-cut  giving  about  10°  rake,  as  at  B,  and  also  spiral 


giving  an  effective  shearing  angle.  Each  tooth  has  a  true  cut- 
ting action  like  a  lathe  tool. 

94.  Helical  tooth  mlllii^  cutter  A,  Fig.  71,  is  a  shear  type 
of  cutter  made  with  two  or  three  teeth  in  the  form  of  a  screw 
thread,  either  singly  or  interlocking  right  and  left  cutters,  as 
at  8. 

The  teeth  are  ground  on  the  front  and  on  the  top  and  have 
a  rake  of  8°  to  15"  and  a  clearance  of  5°  to  7°,  When  mill- 
ing steel  it  removes  a  gimlet-shaped  chip  in  the  direction  of 
the  axis  of  the  cutter,  consumes  less  power  than  the  ordinary 
eutter,  does  not  spring  the  arbor  and  largely  eliminates  chat- 
tering. 
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It  18  adapted  to  mill  broad  steel  surfaces  accurately,  mooothlf , 


and  rapidly,  and  is  particularly  useful  for  milling  thin  castings 
that  are  likely  to  chatter.    See  Shear  Planer  Tool,  p.  908. 
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SECTION  11 
GEAR  CUTTING 


Spur  Gearing.    Preparing  Spur  Gear  Blanks.    Cutting  Spur  Gear.    Bevel 

Gearing.    Cutting  Bevel  Gear.    Worm  Gearing.    Bfaking  Wonn. 

Preparing  Worm  Gear  Blanks.    Gashing  Wonn  Gear.   Hobbing 

Worm  Gear.    Spiral  Gearing.    Cutting  Spiral  Gear. 

Bevel  Protractor.    Compound  Rest 

SPUR  GEARING 

1.  Spur  gears  are  used  for  transmitting  positive  and  uniform 
rotary  motion  from  one  shaft  to  another  shaft  that  is  parallel 
to  the  first. 


Fia.  1.  —  Pair  op  Involute  Spur  Gears.    Gear  and  Pinion. 

Ratio  1^  to  1. 

2.  Systems  of  gearing.  —  There  are  two  general  systems 
of  gearing  in  use:  The  involute  or  single-curve  system  which  is 
most  commonly  used,  and  the  cycloidal  (epicycloidal)  or  double- 
curve  system. 

In  Fig.  1  a  pair  of  involute  spur  gears  is  shown  —  gear  and 
pinion. 

Fig.  2  is  a  chart  of  full-size  standard,  involute  gear  teeth,  2  to 

48  diametral  pitch. 

lloi 
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SPUR  GEARING 


1103 


f%.  3  is  a  diagram  of  gear  teeth  and  parts. 

Spur  gears  are  cut  with  formed  cutters  in  a  milling  machine 
or  automatic  gear-cutting  machine,  by  hobbing  in  a  gear-hob- 
bing  machine  or  by  planing  in  a  gear-shaping  machine. 

3.  Formed  gear  cutters  in  standard  diametral  pitches  are 
obtainable.  Cutters  made  to  circular  pitch  are  furnished  to 
order  only.  One  cutter  will  answer  for  several  numbers  of 
teeth  of  same  pitch  without  producing  any  material  error. 

Any  gear  will  mesh  into  and  run  properly  with  any  other  gear 
or  rack  of  the  same  pitch. 

4.  Cutters  for  both  systems  of  gearing. — In  the  involute  system 
8  cutters  are  required  to  cut  all  gears  of  any  given  pitch  from  a 
pinion  gear  of  12  teeth  to  a  rack,  and  numbered  from  1  to  8. 

The  cydoidal  system  requires  24  cutters  lettered  from  A  to  X. 


InYOI«UTB  CrTTBBS. 

Ctcloidal  Cuttbbs. 

No. 

Lbt- 

NUM- 

Lbt- 

% 

Lbt— 

ON 

NUMBBB  OF 

TBB 

BBB 

TEB 

NUMBBB 

TBB 

NUMBEB 

CtJT- 
TEB. 

Tbbth. 

ON 
CUT- 

or 
Tbbth 

ON 

Cut- 

OF  Tbbth. 

ON 
CUT- 

OF  Tbbth. 

TBB. 

TEB. 

TBB. 

1 

135  to  rack 

A 

12 

I 

20 

Q 

43  to    49 

2 

55  to  134 

B 

13 

J 

21  to  22 

R 

50  to    59 

3 

35  to   54 

C 

14 

K 

23  to  24 

S 

60  to    74 

4 

26  to    34 

D 

15 

L 

25  to  26 

T 

75  to    99 

6 

21  to    25 

E 

16 

M 

27  to  29 

U 

100  to  149 

6 

17  to    20 

F 

17 

N 

30  to  33 

V 

150  to  249 

7 

14  to    16 

G 

18 

O 

34  to  37 

w 

250  or  more 

8 

12  to    13 

i 

H 

19 

P 

38  to  42 

X 

Rack 

AiterUion.  —  Cutters  are  obtainable  for  Metric  involute  gears. 

Information.  —  Cycloidal  gears  must  be  cut  accurately  to 
depth  so  that  pitch  lines  will  coincide.  Cycloidal  cutters  are 
made  with  a  shoulder  which  limits  depth  of  tooth. 

6.  Gear  stocking  cutters  are  obtainable  for  8  pitch  and 
coarser,  and  are  used  to  rough  out  the  teeth  of  gears  leaving  but 
a  small  amount  for  the  finishing  cutter.  This  double  process 
gives  greater  accuracy  and  produces  a  smoother  running  gear. 
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6.  Limit  in  sizing  gear  blanks.  —  In  conunercial  vrni. 
spur  gear  blanks,  l^o  3",  may  vary  .003"  from  calculated  oul- 
side  diameter;  3"  tfr^ft^^  .004" ;  and  larger  than  6",  M". 
The  pitch  diameter  must  be^tcurate. 

7.  Allow  for  error  of  blank  in  d^^th  of  teeth.  —  Meaarc 
blank  with  micrometer  and  if  under  size,  tii»Juct  one-hidl  il* 
error  from  settii^  for  depth  of  tooth. 


I 

t  GEAR  1 

Fro.  3.  —  DiAQRAH  OF  Gear  Teeth  and  Parts.  \ 

Exctmple.  —  If  gear  blank,  Fig.  6,  is  .002"  undersize,  de* 
.001"  from  setting  of  0.216". 

SohUion.  —  .216"  -  .001"  =  .215",  depth  of  space  or  u'^. 

8.  Diametral  pitch  is  the  number  of  teeth  to  each  inc'' 

pitch  diameter. 

c        ,        n-       .    1    -i  L  number  of  teeth 

Formtda.  —  Diametral  pitch  =    .^  ,    .. ~ — 7^— j — ^r■ 

pitch  diameter  (inches) 

Example.  —  To  find  diametral  pitch,  given  number  of  j"'" 

28,  pitch  diameter  2.8". 
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28 
SoltUion.  — iTo  =  10  diametral  pitch. 

Attention.  —  The  word  "diameter"  applied  to  gears  means 
the  pitdi  diameter.    See  Fig.  3. 

„         ,        T^.       X    1    -x  u       number  of  teeth  +  2. 

ForrmUa.  —  Diametral  pitch  =  r- ^^ — ^^ r 

outside  diameter 

^     Example.  —  To  find  diametral  pitch,  given  outside  diameter 
5",  number  of  teeth  48. 

Solution. = —  =  10,  diametral  pitch. 

o 

Formula.  —  Diametral  pitch  =  — 


circular  pitch 

p  Example.  —  To  find  diametral  pitch,  given  circular  pitch  and 
onstant  3.1416. 


Solviion.  —  n^A^o  =  10  diametral  pitch. 

I  0.141D 

9.  Circular  pitch  is  the  distance  from  the  center  of  one  tooth 
0  the  center  of  the  next  tooth  measured  along  the  pitch  circle. 

Formula.  —  Circular  pitch  =  jr 2 — -. — rr-r  • 

diametral  pitch 

J    Example.  —  To  find  circular  pitch,  given  constant  3.1416  and 
liametral  pitch  10. 

Solution. T^r-  =  .31416  circular  pitch. 

•    .b  1" 

10.  The  pitch  diameter,  Fig.  3,  is  the  diameter  of  pitch 


e-'' 


sircle. 


,'ii  IB'- 

„        ,         Ti.x  i_  j»       J.         number  of  teeth 

Formula.  —  Pitch  diameter  »  -p r — , — rr-rr ' 

diametral  pitch 

Jr     Example.  —  To  find  pitch  diameter,  given  number  of  teeth 


48,  diametral  pitch  10. 
Solution.  —  f  i  =  4.8,  pitch  diameter. 
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48  +  2 
Solution. jt: —  «  5",  outside  duLmeter  of  gear  blank. 

11.  Number  of  teeth  on  gear. 

Formula.  —  Number  of  teeth  =  (outside  diameter  X  diame- 
tral pitch)  —  2. 

Example.  —  To  find  number  of  teeth,  given  outside  diameter 
5'',  diametral  pitch  10. 

Solution.  —  (5  X  10)  —  2  =  48,  number  of  teeth. 

Formula. — Pitch  diameter  X  diametral  pitch. 

Example.  —  To  find  number  of  teeth  given  pitch  diameter 
2.8",  diametral  pitch  10. 

Solution.  —  2.8  X  10  =  28,  number  of  teeth. 

12.  To  find  distance  between  centers  of  two  gears. 

Formula.  —  Distance  between  centers  = 

number  of  teeth  one  gear  +  number  of  teeth  other  gear 

2  X  diametral  pitch 

Example.  —  To  find  the  distance  between  centers  of  two  gears, 
given  the  number  of  teeth  in  both  gears,  48  and  28,  and  the 
diametral  pitch  10. 

Solution.  —  os/^o   "^  3.8000"  center  distance. 

Formula.  —  Distance  between  centers  = 

diameter  of  pitch  circle  of  gear  +  diameter  of  pitch  circle  of  pimon 

2 

Example. — To  find  the  distance  between  centers  of  two  gears, 
given  the  diameter  of  the  pitch  circles  of  both  gear  and  pinion. 

Solution. — s — ^  =  3.8000"  center  distance. 

13.  To  find  whole  depth  of  milled  gear  tooth  using  constant 
2.167.— 

Formula.  —  Whole  depth  of  milled  gear  tooth  = 

2.157 

_____ _^-__^— — — ^.— . 

diametral  pitch 
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Example.  —  Find  whole  depth  of  tooth  in  gear  of  10  pitch. 

2  157 
Sohdion. ^^r-  =  .2157"  or  .216",  depth  of  space  or  tooth. 

14.  To  find  thickness  of  tooth  at  pitch  line.  Fig.  3,  given 
circular  pitch  .314". 

Formida.  —  Thickness  of  tooth  at  pitch  line  «= ^^ 

1.57 

or  =*  • 

diametral  pitch 

Example. — To  find  thickness  of   tooth,  given  diametral 

pitch  10. 

Solution. ^  =  .157",  thickness  of  tooth. 

16.  Clearance,  see  Fig.  3,  at  bottom  of  tooth  is  made  equal 
to  iV  thickness  of  tooth  at  pitch  line. 

The  clearance  of  10  pitch  gear  (gear  used  in  Schedule,  p. 
1108)  =  .0157". 

16.  Working  depth  of  tooth,  see  Fig.  3,  is  equal  to  the  whole 
depth  minus  the  clearance. 

For  10  pitch  .2157"  -  .0157"  «  .2000". 

17.  Addendum,  see  Fig.  3,  is  the  distance  from  the  pitch 
circle  to  outside  circle. 

Formula.  — Addendum  =  j^ r — i — rr-ir' 

diametral  pitch 

Example.  —  To  find  addendum,  given  diametral  pitch  8. 

Solution.  —  J  =»  .125"  addendimi. 

18.  To  find  whole  depth  of  gear-shaper  gear  tooth.  Con- 
stant 2.260".— 

Formula.  —  Whole   depth   of   gear-shaper   gear   tooth    = 
2.250 
diametral  pitch 

Example.  —  Find  depth  of  tooth  for  10  pitch  gear. 

O  OR  A 

SoltUion. 'j^  =  .225",  depth  of  sx>ace  or  tooth. 
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I 
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78  TEETH     12  PITCH 

PITCH  o'lAMCTKR    6^ 


OUTSIDE  OIAMETCII 

Fig.  4.  —  Gear  Rule. 

19.  Gear  rule.  —  Fig.  4  shows  a  gear  rule  with  graduations 
for  sizing  gear  blanks  of  a  large  variety  of  pitches. 

Example.  —  To  set  the  calipers  for  a  gear  blank,  78  teeth,  12 
pitch.  Divide  the  number  of  teeth  by  the  pitch,  as  78  -^  12  = 
6^7^'  which  is  the  pitch  diameter;  then  take  6  of  the  blank 
inches  and  6  of  the  12th  graduations  which  gives  6^'',  as  at 
A.  To  this  add  2  of  the  12th8  which  gives  6 A",  as  at  B,  the 
setting  of  calipers  for  outside  diameter  of  blank. 

PREPARING  SPUR^EAR  BLANK 

20.  To  prepare  spur-pinion  blank,  10  pitchi  28  teetii,  in- 
volute.   Fig.  5.    Also  see  Specifications,  p.  lllO. 


Fig.  6.  —  Scheduu}  Drawing. 

Spedficatioiis:  Material,  iron  casting  i"  large;  weight  2  lbs.  8  oz. 

Hardness,  29  to  31  (scleroscope). 

High-speed  steel  or  stellite  cutting  tools. 

Time  to  prepare  3''  gear  blank:  Study  drawing  and  schedule  in 

advance,  6  min.  —  Oil  lathe,  6  min.  —  Chuck,  20  min.  —  Rough 

turn,  19  min.  —  Finish  turn,  11  min.  —  File  and  scrape,  7  min.— 

Polish,  11  min.  —Clean  lathe,  6  min.  —  Total,  1  h.  24  min. 


PREPARING  SPUR  GEAR  BLANKS 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS. 


Opssationb. 

Machimbs,  Spbbdb, 
Fbbds. 

Tools. 

Snas  casting. 

Set  dead  center  in  approximate 

Engine  lathe,  12"  to 

alinement. 

16". 

Mount   casting  in  chuck  and 

3d  or  4th  speed. 

Independent  chuck. 

true  up. 

chalk. 

Drill  and  rough  ream  hole  (l), 

2d  or  3d  speed,  or  115 

Drill    rest,  fi"   flat 

(«). 

R.P.M.  Hand  feed. 

drill.  tWj"  flat 
reamer  or  f}" 
twist  drill. 

Hand  ream  hole.    Start  reamer 

Reaming  stand. 

1"  hand  reamer, 

in  lathe,  pull  belt  by  hand, 

reamer  wrench. 

finish  at  reaming  stand  (S). 

Oil  mandrel  and  press  into  hole. 

Mandrel  press. 

1"  mandrel. 

True    live    center.     Set    dead 

3d  speed,  or  60  F.P.M. 

Center  truing    tool, 

center  in  accurate  alinement. 

center  gage. 

Rough  turn  3"  +  A".  (*)• 

Engine  lathe,  12"  to 

Holder  and  cutter  15° 

16",  3d  or  4th  speed. 

rake,  calipers. 

back  gears  in  or  40 

F.P.M.       Medium 

power  feed  —  80  to 
1". 
4th  speed,  back  gears 
in,    or    40    F.P.M. 

Rough  faces  to  1tV"H- A"»  feed 
inward.  (5).  (s). 

Holder  and  cutter 
15**  rake,  calipers. 

Medium  power  feed 

rule. 

—  80  to  1". 

Finish  to  size,feed  outward,  (7), 

3d  speed  or  60  F.P.M. 

Holder    and    cutter 

(8). 

Hand  or  fine  power 

15*^  rake,  or  facing 

feed  —  140  to  1". 

tool,  calipers,  rule. 

Finish  turn  to  3"  +  .004",  (t). 

2d  or  3d  speed  or  60 

Holder    and    cutter 

F.P.M.  Fine  power 

15°  rake,  3"  mi- 

feed —  140  to  1". 

crometer  or  3"  cal- 
iper gage. 

FUe  to  3"  +  .0016",  (If). 

3d  speed,  or   175 

8"  or  10"  miU-bas- 

F.P.M. 

tard  file,  file  card. 

PoUsh  (7),  (8).     Polish  (li)  to 

Speed  lathe,  highest 

Polishing   stick,   60, 

limit. 

speed. 

90  emery  doth, 
lard  oil. 

Stamp  name. 

Anvil,  piece  of  sheet 

i"  steel  letters,  ham- 

copper. 

mer. 

Cat  teeth  (11).     See  p.  lllO. 

Exception.  —  Filing,  scraping  and  polishing  are  usually  omitted  on 
large  gears  and  on  gears  that  are  not  to  be  exposed. 

To  prepare  s'^  gear  blank  (see  Specifications,  p.  lllO  and  Fig. 
1)  use  same  schedule  as  3''  gear  blank,  pp.  Il08,  1109,  but  use  low- 
est speeds  given. 

Time  to  prepare  a  5''  gear  blank:  Study  schedule  in  advance,  5 
min.  —  Oil  lathe,  6  min.  —  Chuck,  20  min.  —  Rough  turn,  21  min.  — 
Finish  turn,  21  min.  —  File  and  scrape,  7  min.  — Polish,  12  min. — 
Paint,  3  min.  —  Clean  lathe,  5  min.  —  Total,  1  h.  40  min. 
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CCTTING  SPUR  GEAR 
21.  To  cut  spur  pinion  and  gear.    Plain  or  unlvenal  mill- 
ing machine,  Fig.  6. 


Fia.  6.  —  CoTTiuo  Tkith  Ttt  Spdb  PnnoN. 


SPBCIFICATIOHS 


NAiia. 

Obak. 

PtMIDN. 

N^. 

Gbar. 

PlMlON. 

Materiia  . . . 

CiroD 

Ciron 

Depth  of  qHue 

.216" 

.2ir 

W  — Web.. 

Web 

Thiokaeas  of 

tooth  at  P.  L. 

.157" 

.IST' 

Style 

Spur 

Spur 

Depth  ot  tooth 

atP.  L 

Hole 

1" 

1" 

Cutter  marked. 

3-10  P. 
36  to  64 
involute. 

4-10  p. 
26  to  34  T, 
invduta. 

0.  dim. 

6" 

3" 

Center  distaDOe 

3  8" 

3-8" 

Face 

lA" 

lA" 

i"  X  1" 

1"  X  i" 

nuah 

Flush 

Hub  pioj'n. 

Speed 

2d  or   3d   ipeed,  or  80 

P.P.M. 

48 

2S 

Medium   powCT  fwd  - 
-OU"  per  cutter  revo- 

10 

10 

Lubricant 

lution 

Pitch 

Dry              Dry 

P.  di» 

l.ff' 

2.8" 

Urns  to  out  gear  and  pinion:  Study  drawing  and  schedule  m  ti- 
vanoe,  5  min.  —  Oil  machine,  5  min.  —  "  Set  up"  machine,  25  min. 
—  Cut  5"  gear  with  machine  "  set  up,"  48  min.  —  Cut  3"  pinin  with 
machine  "  aet  up,"  28  min. — Clean  machine,  5  min. 


CUTTING  SPUR  GEAR 


Ull 


SCHEDULE  OF  OPERATIONS  FOR  PINION 


I.  Clean  and  oil  machine  and 
index  head. 

n.  Prepanitoiy  adjustments. 
Insert  clean  arbor  in  clean  spindle. 
Drive  arbor  lightly  with  lead 
hammer. 

Place  cutter  A  on  arbor  B  to 
cut  in  direction  of  rotation  and 
clamp  hard.  Oil  end  of  arbor  and 
adjust  arm  to  bearing.  Fasten 
index  head  and  footstock  on  clean 
table. 

Set  centers  in  horizontal  aline- 
ment.  On  universal  milling  ma- 
chine, set  swivel  table  at  zero. 

in.  Airange  for  ]ilain  indexing, 
28  teeth. 

IV.  Set  gear  cutter  central  (Ap- 
proximate Method).      Raise  knee 


FOOT   \.     A I 

•TOOK      ^\,Xf^^^     OEAW  . 

CENTER  ^^"^"^^^S.  CUTTER  j^^ 


Fio.  7. — Setting  Gsab  Cxtttbb 
Central. 

and  move  cross  slide  until  foot- 
stock  center  coincides  with  cen- 
ter line  on  cutter  A'  and  clamp 
cross  slide,  then  lower  knee  to 


leave  room  enough  to  mount  work. 

V.  Mount  gear  blank  on  centers. 
Press  mandrel  C  firmly  into  blank 
D,  oil  footstock  center  and  mount 
mandrel  on  centers  securing  dog 
E  in  driver  by  screw  F. 

VL  Set  machine  for  depth  of 
teetii.  Start  machine.  Move  table 
by  hand  long,  feed  until  blank  D  is 
under  revolving  cutter  A.  Hold 
.001'^  tissue  paper  on  top  of  blank 
and  raise  knee  xmtil  revolving  cut- 
ter cuts  paper.  Then  set  vertical 
dial  at  zero  and  move  blank  back 
until  dear  of  cutter.  Raise  knee 
.216",  required  depth  of  space  or 
tooth. 

Vn.  Bftill  trial  tooth.  Move 
table  by  hand  long,  feed  until 
cutter  nearly  touches  blank,  then 
throw  in  power  feed  and  mill 
first  space,  one  cut.  Set  table 
dog  to  trip  feed  when  center  of 
cutter  has  passed  far  comer  of 
gear  blank.  At  end  of  cut,  move 
table  back  until  blank  is  clear  of 
cutter;  index  and  cut  second 
space  to  form  first  tooth.  Meas- 
ure tooth  and  make  corrections, 
if  necessary.    See  Fig.  14. 

Vm.  Mill  28  teeth.  With 
setting  correct,  mill  teeth  all- 
around  blank,  one  cut  each. 


Warning,  —  When  raising  knee  to  obtain  touch,  cutter  should 
be  revolving,  otherwise  it  may  cut  too  deeply,  as  cutters  do  not 
always  run  true.  It  is  best  to  stop  the  machine  before  moving 
the  table  back,  as  the  revolving  cutter  may  scrape  the  teeth 
more  or  less.  . 

Attention.  —  Gang  mandrels  are  used  to  cut  several  gears  or 
pinions  at  once,  see  p.  422. 
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22.  To  set  gear  cutter  central  (Accurate  Method).  —  Fast- 
running  gears  are  noisy  unless  teeth  are  exactly  central.  Set 
cutter  central,  as  at  A',  Fig.  7,  (this  method  will  do  for  slow- 
running  gears)  and  cut  space  in  trial  blank.  Take  dog  oS  man- 
drel, remount  mandrel  reversed  and  free  on  centers.  Move 
blank  toward  back  of  teeth  until  cutter  is  in  the  space.  Pull 
belt  to  revolve  cutter  and  if  it  cuts  at  top  on  one  side  of  space 
and  at  bottom  on  the  other,  it  is  not  central  and  blank  should  be 


RACK  AND 

SPIRAL  MILLING 

ATTACHMENT 

A 

RACK  BLANK 

B 


Fig.  8.  —  Cutting  Tbbth  in  Rack.    Plain  Milling  Machlnb. 


moved  slightly  away  with  cross  feed  from  side  of  cutter  that  cuts 
side  of  space  at  top.  Repeat  process  at  other  places  on  trial 
blank  until  cutter  passes  through  a  reversed  space  without  cut- 
ting and  is  central. 

23.  To  cut  spur  gears  in  an  automatic  gear-cutting  machine. 
—  The  information  given  in  Schedule  for  cutting  spur  gear  in  a 
milUng  machine  is  needed  when  cutting  a  similar  spur  gear  in  an 
automatic  gear-cutting  machine  and  is,  practically,  used  in  the 
same  maimer. 

24.  To  mill  racks.  —  Use  rack-cutting  attachment  A,  Fig. 
8,  plain  milling  machine.    Clamp  rack  B  in  shoe  C  parallel  to 


BEVEL  GEABING  lll3 

cutter  arbor  D.  Set  lon^.  feed  dial  at  zero,  move  table  1  pitch 
for  each  cut.  Short  racks  may  be  held  in  a  vise  with  jaws  set 
parallel  to  arbor. 

BEVEL  GEAfiING 
26.  Bevel  gears  are  used  to  transmit  rotary  motion  from 
one  shaft  to  another  not  parallel  and  usually  at  i^ht  angles, 
as  in  Fig.  9.  All  parts  of  a  bevel-gear  tooth  are  assumed 
to  converge  at  the  apex  where  center  lines  of  the  shafts 
intersect,  except  the  bottom  of  the  tooth  which  is  parallel  to 


Fia.  9.  —  Bevbl  Gearing.   Ratio  2  to  1. 

the  face  of  the  mating  gear.  See  drawing  of  bevel  gears. 
Fig.  10.  The  tooth  curves  and  other  specifications  at  the  large 
end  of  bevel-gear  teeth  are  the  same  as  those  used  in  spur 
gearing  of  the  same  pitch.  As  the  dimensions  of  the  teeth  are 
proportionally  smaller  toward  the  inner  end,  the  cutting  of  an 
sccurate  tooth  ia  difficult.  To  make  bevel  gears  theoretically 
exact  which  is  a  requirement  in  high-speed  gears,  they  are  first 
gashed,  then  finished  on  a  templet  planing  or  molding  generating 
machine. 

26.  Slow-running  bevel  gears  are  generally  cut  with  a 
formed  milling  cutter  in  a  milling  machine  as  in  Fig.  11,  or  in  an 
automatic  spur  and  bevel-gear  cutting  machine.  These  cutters 
may  be  used  to  cut  a  tooth  in  two  cuts,  but  this  leaves  the  top 
at  small  end  too  thick,  which  is  corrected  by  filing.     See  p.  1119. 

27.  Bevel-  and  miter-gear  cutters  are  obtainable  for  3,  4, 5, 
6,  7,  8,  10,  12,  14,  16,  20  and  24  pitch,  8  cutters  to  each  pitch. 
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They  are  thin  enough  to  cut  bevel  gears  whose  faces  are  not 
over  ODe-third  the  apex  distance.  The  tooth  at  the  inner  end 
is  not  less  than  two-thirds  the  standard  thickness  and  height. 


V-.-^ 


Flo.  10.  —  Drawino  op  Bevel  Gears.    Ratio  2  to  1. 

Attention.  —  A  pair  of  bevel  gears  having  the  same  number  oi 
teeth,  are  called  miter  gears  and  both  may  be  cut  with  tbeWpe 
cutter. 


CUTTING  BEVEL  GEAR  lll5 

Information.  —  When  ordering  cutters  for  bevel  gears,  give 
exact  specifications,  as  pitch,  number  of  teeth  in  bevel  gear  and 
pinion,  length  of  face,  and  angle  of  shafts. 

28.  Cuttmg  angle  for  bevel  gears.  —  By  referring  to  the 
drawing,  Fig.  10,  it  may  be  noted  that  the  cutting  angle  of  the 
gear,  60°  14',  measured  from  the  horizontal  or  axis  of  gear,  is 
the  same  as  the  face  angle  of  pinion;  and,  inversely,  the  cutting 
angle  of  pinion,  23°  22',  is  the  same  as  the  face  angle  of  gear. 
This  gives  a  parallel  clearance. 

Attention.  —  If  the  face  is  ^^  of  the  apex  distance,  all  dimen- 
sions at  the  small  ends  of  teeth  will  be  i^  of  the  laige  end. 

CUTTINQ  BEVEL  GEAK 

29.  To  cut  bevel  gear  and  pinion  ^th  milling  machine,  Fig.  11. 


FiQ.  II.  —  CtrniNa  Bbvkl  Geab. 
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SPECIFICATIONS 


Name. 


Material . . . 


W  —  Web. . 


Style. 


Hole. 


O.  dia. 


Face. 


Hub  dia. . . . 


Hub  proj*n. 


Teeth 

Diametral 
pitch 

P.  dia 

Depth  of 
tooth  at 
large  end . 

Depth        of 
tooth  at 
small  end 


Approx.  Bet- 
over  

Approx.  in- 
dex setting 


Gear. 

Pinion. 

0.  iron 

C.  iron 

Web 

Plain 

Bevel 

Bevel 

1" 

i" 

4.111" 

2.224" 

ir 

W 

H" 

li" 

J" 

H" 

32 

16 

8 

8 

4" 

2" 

.  2696" 

.2696" 

. 1867" 

.1867" 

.037" 

.037" 

4  holes 

4  holes 

in20- 

in20- 

hol  e 

hole 

circle 

circle 

Name. 


Thickness  of 
tooth  at  P.  L. 
large  end 

Thickness  of 
tooth  at  P.  L. 
small  end. . . . 

Depth  of  tooth 
at  P.  L.  large 
end 

Depth  of  tooth 
at  P.  L.  small 
euu. ........ 

Chordal  thick- 
ness at  large 
end 

Chordal    thick- 
ness at  small 
end 

Corrected  adden- 
dum at  large 
end 

Corrected  adden- 
dum at  small 
end 

Center  angle. . . 

Face  angle 

Cutting  angle . . 
Apex  distance  at 

P.  L 

Cutter    marked 

Speed 

Feed 

Kejrway 

Lubricant 


Gear. 


.196" 
.  137" 
.125" 
.0866" 
. 1961" 
. 1358" 
.  1261" 


.0873" 
63^26' 

23°  22' 
60°  14' 

2 .  2363" 
#3-8  P. 


Pinion. 


.196" 

.137" 

.125" 

.0866" 

. 1961" 

. 1358" 

.1293" 


.0895" 
26°  34' 

60°  14' 
23°  22' 

2.2363" 

#5-8  P. 


Ist  or  2d  speed  or  6<1 
F.P.M. 

Medium  power  feed  — 
.007"  per  cutter  revo- 
lution 


J"XJ 
Dry 


// 


Dry 


Attention.  —  It  is  best  to  leave  bevel-gear  hubs  long  to 
allow  for  squaring  to  place. 


y 


CUTTING  BEVEL  GEAR 


SCHEDULE  OF  OPERATIONS  FOR  GEAR 


L  PnpantoiT  adjuatments. 
Place  outter  A  on  arbor  £  to  cut 
in  direction  of  arrow  to  aa  to  cut 
fri/m  rnuM  end  to  large  end  <^  tooth, 
then  damp  hard.  Fasten  index 
head  in  table.  Set  swivel  table 
at  sero. 

n.  Set  cutter  centraL  Place 
pointed  center  in  index  head  and 
aet  initter  central,  as  at  A',  Fig. 
11,  and  croea-feed  dial  at  zero. 

pT  Mount  trial  blank  on  arbor. 
Remove  center  and  mount  trial 
blank  C  on  stub  arbor  D  and  drive 
arbor  hghtly  into  index-head 
spindle. 

IV.  Arrange  Index.  Arrai^  in- 
dex for  32  teeth  and  set  index 
head  at  angle  60°  14'. 


Fia.  12.  —  Maskino  Depth  on 
Bevbl-Gbab  Bl&mx. 

V.  Obtain  depth  of  teeth.  Mark 
depth  line  A  with  gage  B,  f^g.  12, 
for  large  end  of  teeth.  Start 
machine,  elevate  knee  and  with 
power  feed  cut  first  space  to 
depth,  two  or  three  cuta.  Adjust 
table  dog  to  trip  feed  at  end  of  cut. 
Move  blank  back  until  clear  of 
cutter,    index    and    cut    second 


space.  Cutting  two  spaces  cen- 
tral produces  a  tooth  that  is  a 
little  too  thick. 


Flo.  13,  —  DorrcD  Linib  Show- 
INO  Whsbe  n>  Triii  Bevel- 
Obar  Tooth. 

VL  Trimming  beYSl-gear  tooth. 
Move  table  back  until  blank  is 
dear  of  cutter.  Move  cross  slide 
inward  .037",  revolve  blank  out- 
ward toward  cutter,  4  holes  in  20- 
hole  circle  and  trim  first  side  of 
tooth.  Move  blank  back  clear 
of  cutter  and  croes-alide  back  to 
zero;  index  to  fimt  space,  then 
move  outward  .037"  and  revolve 
blank  inward  toward  cutter,  4 
holes;  then  4  holes  more  and  cut 
throuf^,  trimming  Becond  dde  of 
tooth. 


Fig.  14.  —  MBASuaiNO  Tbicknesb 
OF  Bbvxl-Geas  Tooth  with 
VBBwiEa  Caupbr. 
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Vn.  Test  fhickness  of  tooIlL 
Caliper  tooth  at  both  ends  with 
gear-tooth  vernier,  Hg.  14,  or 
gage,  Fig.  15.  To  measure  thick- 
ness of  gear  tooth  with  vernier, 
Fig.  14,  adjust  until  vertical  scale 
is  the  addendum  distance  from 
ends  of  jaws,  then  adjust  sliding 
jaw  to  tooth  and  the  horizontal 
scale  will  show  thickness  of  tooth 
at  pitch  line.  See  Vernier  Prin- 
ciple, pp.  2ll,  2l2. 

Make  corrections  if  necessary 
by  changing  setover  or  index  set- 
ting, or  both,  and  take  trial  cuts 
until  tooth  is  correct  at  both  ends. 


OAOE 

A 


BCVEL 
GEAR 
BLANK 


Fla.  15. — Testing  Thickness  of 
Bbvel-Gbab  Tooth. 

Vm.    Cut  88  teefh.      Remove 
trial  blank  from  arbor  and  mount 


gear  blank.  Move  croas  slide 
inward  .037''  off  center,  or  the 
amount  found  to  be  correct,  and 
cut  all  around  blank.  Move 
table  back  imtil  blank  is  dear  of 
cutter.  Move  cross  slide  out- 
ward the  same  amount  on  other 
side  of  center,  revolve  blank  in- 
ward toward  cutter  8  holes  and 
cut  all  around  second  time,  which 
completes  gear. 

Warning.  —  To  avoid  error, 
move  cross  slide  back  and  forth 
and  note  amount  of  back-lash  in 
screw  and  allow  for  it  when  mak- 
ing setover. 

Information.  —  For  coarse 
pitches  or  very  accurate  gears, 
allowance  should  be  made  for  the 
curve  of  the  pitch  circle  when 
measuring  thickness  of  tooth  by 
obtaining  the  "corrected  adden- 
dum" and  "chordal  thickness." 

AUentian. — The  data  for  set- 
over  and  rotation  of  blank  given 
in  schedule  for  trimming  the  teeth 
are  for  Nos.  3  and  5  cutters  only. 
If  other  cutters  are  used  to  cut 
these  gears,  as  Nos.  2  and  6,  new 
data  will  be  needed. 


30.  To  obtain  data  for  cutting  bevel  gears.  —  As  the  set 
over  is  not  readily  calculated  and  the  first  tooth  is  experimental, 
it  is  best  for  a  student  to  use  a  trial  blank  and  make  a  record  of 
data  obtained.  Cut  two  spaces,  then  take  as  a  trial  distance 
for  set  over  from  one-sixth  to  one-eighth  thickness  of  tooth  on 
pitch  line  at  large  end.  Rotate  blank  and  move  table  until 
stationary  cutter  enters  space  and  touches  side  of  tooth  at  small 
end  and  cuts  through,  then  return  and  index. 

Move  cutter  same  amount  out  of  center  on  other  side  and  ro- 
tate blank  until  cutter  touches  other  side  of  tooth  at  small  end. 
Cut  through  and  measure  tooth  at  both  ends.    If  tooth  is  too 
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thick  but  proportional,  rotate  blank  and  make  trial  cuts  until 
tooth  is  of  correct  thickness  at  both  ends.  If  too  thick  at  large 
end  and  right  at  small  end,  increase  set  over;  if  too  thick  at 
small  end  and  right  at  large  end,  decreaae  set  over. 

Warning.  —  Movements  made  on  one  side  of  tooth  must  be 
made  on  other  side,  otherwise  tooth  will  not  be  central. 

Attention.  —  On  large  gears,  5  pitch  and  coarser,  it  is  necessary 
to  take  three  cuts,  —  a  central  cut  all  lame 

around,  then  two  trimming  cuts,  one  a"*"*' 

on  each  side  of  teeth.  On  small  gears 
after  amount  of  set  over  and  blank 
rotation  is  obtained,  take  two  cuts  only. 
First  cut  all  around  with  blank  set  over 
to  right  of  central  line,  then  take  second 
cut  all  around  with  blank  set  to  left  of 
central  line  with  proper  crank  rotation. 

31.  To  file  bevel-gear  teeth.  ~  Use 
5"  or  6",  number  0  or  1,  Barrette 
(smooth-back),  or  half -round  2d  cut  or 
bastard  file.     Assume  that  the  tooth 

curve,  AB,  Fig.  16,  at  the  large  end  is  end 

correct,  and  the  small  end,  CD,  is  correct  Fio- 18.  —  Dotted  Lines 
up  to  pitch  line.     File  both  sides  of  each    Showing  Whbbe  to  F^lb 
tooth  circular  and  tapering,  as  at  AE    "evei^bab  Tooth. 
and  A'E',  from  top  at  lai^e  end  down  to,  or  nearly  to,  pitch 
line  at  small  end. 

Mount  gears  in  testing  machine  or  fit  two  shafts  to  an  angle 
plate.  Place  gears  on  shafts  and  run  by  hand.  Use  a  little  of 
mixture  of  red  lead  and  oil  on  teeth  and  make  further  correc- 
tions by  filing  high  places  as  indicated  by  bearing.  Repeat 
process  until  bearing  is  along  pitch  line,  then  fit  the  gears  to  place 
in  machine  by  squaring  off  hubs. 

32.  Tocutbevelgearsinanautomaticgear-cuttingmadiine. 
—  The  information  ^ven  in  the  Schedule  for  cutting  bevel  gear 
in  a  milling  machine  is  needed  when  cutting  a  similar  bevel  gear 
in  an  automatic  gear-cutting  machine,  and  is,  practically, 
used  in  the  same  manner. 
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WORM  GEARING 


Fig.  17.  —  Worm  Gearinq.    Ratio  35  to  1. 

33.  Worm  gears  are  used  to  transmit  rotary  motion  from 
one  shaft  to  another  not  parallel  and  usually  at  right  angles, 
Fig.  17.  They  are  used  where  the  load  is  heavy  and  the  ratio 
of  the  speed  is  low.  The  thread  on  the  worm,  Fig.  18,  is  similar 
to  the  29®  thread.  The  tooth  curves  on  the  worm  gear  are  the 
s&me  as  those  on  spur  gears  of  the  same  pitch.  The  teeth  are 
cut  at  an  angle  with  the  center  line  of  the  shaft  which  is  depend- 
ent on  the  lead  of  the  worm.  For  index  heads  and  dividing 
engines,  the  teeth  are  drop-<;ut  with  straight  faces  by  gashing 
with  a  single  cutter.  The  most  useful  forms  are  gashed  and 
hobbed  or  hobbed  only. 

Gears  which  are  gashed  only,  have  a  rather  uncertain  path  of 
contact;  but  hobbed  gears  bear  on  the  worm  thread  the  full 
length  of  the  teeth. 

Worm  gears  may  be  found  in  the  power  feed  driving  mechan- 
isms of  many  machine  tools  including  engine  lathes,  drill  presses, 
and  boring  mills.  They  are  also  used  for  worm  wheel  drives  for 
automobiles  and  trucks,  steering  mechanisms,  and  for  other  pur- 
poses where  a  large  reduction  in  speed  is  desired.  By  increas- 
ing the  pitch  and  number  of  threads,  this  mechanism  becomos 
one  of  spiral  gears. 
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34.   Specifications  for  wonn  and  wonn  gear 


Namb. 

WOBH. 

PunoM. 

Naub. 

WOBM. 

PnnoN. 

Material .  . . 
Hole 

lihchine 
■ted 
(C.H.) 

a" 

3  R.  H. 

■ingle 

.1033" 
1.3243" 

.2289" 

.1061" 

.1867" 
.1663" 

Phos- 
phor 
bronM 

1" 
4.1035" 

"is" 

.2289" 
.1061" 

.1667" 
.1663" 

Pitohdia 

Throat  dia 

Lead 

Axial  pitoh.... 
Ancle  of  pitch 
with  «ud«. . . . 
Gashing  angle.. 
Center  distance 

Cutter  marked. 

Hob  marked... 

Keyway 

Lubricant 

1.S378" 

!3333"' ■ 
.3333" 

86-3-10" 

2  Zeiss''' 

.3333" P. 
siDBle  R.H. 

3.7137" 
3.9269" 

Face 

Thread*  per 

No.  of  teeth 

Width  of  fin- 

uhinstool 

at  point.. 

Rootdia.... 

3°  66'  60" 
2.6268" 

Addeadum.. 

Thickaess  of 
tooth      at 
P.  L 

J"  Xi" 
Dry  or  lard 
oil 

Pio.  18.  —  WoEM  AND  WoBM  Gkab. 
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MAKING  WORM 

35.  To  make  worm  If'  X  2'\  3  threads  to  1";  material, 
machine  steel  (to  be  case-hardened),  Fig.  18.  —  True  blank 
in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on  centers, 
square  and  turn  to  size.  Arrange  gears  for  3  threads  to  T'. 
As  worm  is  same  angle  as  29°  thread,  rough  thread  with  29" 
rough-threading  tool  similar  to  square  thread  tool.  To  finish 
thread,  use  29®  finish-threading  tool,  with  point  .1033"  wide. 
Cut  keyway. 

Attention.  —  Worm  threads  are  also  milled  in  milling  machines 
or  thread  millers  with  formed  cutters. 

PREPARING  WORM  GEAR  BLANKS 

36.  To  prepare  worm-gear  blank  1"  X  4.1036''  diameter, 
36  teeth;  materiali  phosphor  bronze.  Fig.  18.  —  True  cast- 
ing in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on 
centers,  square  and  turn  to  size.  Turn  concave  surface,  or 
throat,  with  forming  tool,  or  rough  out  and  finish  with  hand 
tools  to  templet.    Bevel  comers  and  cut  keyway. 

GASHING  WORM  GEAR 

37.  To  gash  worm  gear,  universal  milling  machine.    Fig.  19. 


Fig.  19.  —  GASHma  Worm  Gsab. 


GASHINQ  WORM  GEAR 
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Spcdfications:  Material  phosphor-bronze  worm-gear  blank,  finished 
1"  X  4.1035"  diameter  for  36  teeth. 

Machines  and  tools:  Universal  milling  machine,  index  head  and  cen- 
ters, gashing  cutter. 

Sp^ :  2d  or  3d  speed,  or  60  F.P.M.    Hand  vertical  feed. 

Lubricant:  Dry  or  lard  oil. 

SCHEDULE  OF  OPERATIONS 


L  Preparatory  adjustments. 
Place  gashing  cutter  A  on  arbor 
B  to  cut  in  direction  of  rotation 
and  damp  hard.  Fasten  index 
head  and  footstock  in  horizontal 
alinement  on  table.. 

IL  Set  cotter  centraL  Set  swivel 
table  at  zero  and  cutter  central, 
as  A',  Fig.  19. 

nL  Arrange  Index.  Arrange  in- 
dex for  35  teeth. 


OASHINQ 
CUTTER 


WORM 

OCAR 

BLANK 


Fig.  20. — Sbttino  Swivbl  Tabui 

TO  Gashinq  Anqlb  for  Wobm 

Gear. 


IV.  Mount  gear  blank  on  centers. 
Press  mandrel  C  into  blank  D 
and  mount  on  centers,  securing 
dog  ^  in  driver  by  screw  F.  Raise 
knee  and  move  table  until  cutter 
fits  concave  part  of  blank.  Lower 
knee  and  set  swivel  table  at 
4^,  the  angle  of  teeth.  Clamp 
table. 

V.  Gash  blank.  Start  machine 
and  raise  knee  until  gear  blank 
touches  revolving  cutter.  Set 
vertical  dial  at  zero,  raise  knee 
slowly,  sinking  cutt^  to  depth 
of  roughing  cut  .220''.  Set  ver- 
tical stop.  Lower  knee,  index 
and  raise  knee  to  stop  and  cut 
next  gash.  Continue  process  un- 
til all  teeth  are  gashed. 

Attention.  —  If  the  machine  has 
a  vertical  stop,  set  it  for  depth  of 
gash  after  the  first  cut  and  feed 
up  against  it  for  each  gash;  other- 
wise, use  the  vertical  dial  to  obtain 
the  depth. 


HOBBING  WORM  GEAR 

38.  To  hob  worm  gear,  universal  or  plain  milling  machine. 
Fig.  21. 

Spedflcations:  Material,  phosphor-bronze  worm-gear  blank,  finished 
1"  X  4.1035",  with  35  teeth  gashed. 

Machfaies  and  tools:  Universal  or  plain  milling  machine,  index  head 
and  centers.    11"  X  2"  right-hand  hob,  3  threads  per  1". 

Speed:  1st  or  2d  speed,  or  40  F.P.M. 

Lubricant:  Dry  or  lard  oil. 
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Fig.  21.  —  Hobbino  Wobm  Gear. 


SCHEDULE  OF  OPERATIONS 


I.  Preparatory  adjustments. 
Place  hob  A  on  arbor  B  to  cut  in 
direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
f ootstock  in  horizontal  alinement 
on  table.  Set  swivel  table  at  zero. 
Set  top  of  knee  to  center  line  on 
vertical  slide  which  alines  the 
index  centers  with  machine  spin- 
dle, then  set  vertical  dial  at  zero. 

H.  Mount  gear  blank  on  two 
dead  centers. 

Press  mandrel  C  into  blank  D,oil 
both  center  holes,  lower  knee  and 
mount  on  two  dead  centers  with- 
out dog  so  that  hob  will  drive  gear. 

in.  Set  hob  central.  Raise  knee 
and  adjust  table  by  long,  and 


cross  feeds  imtU  hob  is  central 
by  measiirement  with  gashed 
gear,  then  clamp  long,  and  cross 
feeds. 

IV.  Obtain  depth  of  teeth.  Start 
machine  and  raise  knee  slowly 
until  hob  be^ns  to  cut  and 
after  each  revolution  of  gear  raise 
knee  a  little.  Repeat  until  dis- 
tance between  top  of  knee  snd 
center  on  vertical  slide  equals  cen- 
ter distance  of  worm  and  gear. 
This  distance  may  be  measiffed 
with  a  rule  from  top  of  knee  to 
center  line  on  vertical  slide  or, 
more  accurately,  with  rule  for  the 
2"  and  vertical  dial  for  the  deci- 
mal .6258". 


Information.  —  Hobs  are  obtainable  to  order  only,  with  re- 
lieved teeth  same  as  formed  milling  cutters.  Depth  of  teeth 
equals  working  depth  of  worm  plus  twice  clearance,  which  al- 
lows for  grinding. 
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Attention.  — In  Fig,  21,  gear  is  driven  by  hob  making  it  neces- 
sary to  gasb  gear,  but  on  gear-hobbii^  machines  or  attachments 
where  gear  is  driven  by  hobbing-machine  spindle,  gashing  may 
be  omitted. 

SPIRAL  GEARING 


Fio.  22.  —  Spiral  Gears.    Ratio  IJ  to  1. 


39.  Spiral  gears  are  used  to  transnut  rotary  motioo  from 
one  shaft  to  another  not  parallel,  and  have  teeth  like  a  screw. 
Fig.  22.  They  are  desirable  for  high  speeds  where  the  toad  is 
light  and  smooth  and  noiseless  action  is  a  factor;  for  this  reason, 
spiral  gears  are  often  used  instead  of  bevel  gears.  The  absence 
of  noise  is  due  to  the  slidii^  action  between  the  teeth.  The 
tooth  curves  are  the  same  as  those  used  in  spur  gearing,  but  the 
teeth  are  so  placed  that  their  center  lines  are  sections  of  helices. 
The  lead  or  pitch  of  these  helices  is  dependent  on  the  angle  be- 
tween the  shafts.  They  should  be  designed  so  that  they  may 
be  cut  with  standard  spur-gear  cutters.  Spiral  gears  may  be 
cut  with  a  nulling  machine,  Fig.  23,  spiral  gear-cutting  machine, 
gear-hobbing  machine  or  spiral-^ear  generator. 

Examples  of  spiral  gears  may  be  foimd  in  automobile  and 
stationary  gas  engine  timing  gears,  and  in  centrifugal  machinery 
including  extractors,  separators,  and  dryers. 

i^piral  bevel  gears  are  used  in  the  drive  of  automobiles. 
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CUTTING  SPIRAL  GEAR 
40.  To  cut  qtiial  gear  and  pinion,  tmiveraal  milling  machine, 
Fig.  23. 


Fia.  23,  —  CtJTTiNa  Spiral  Gkab. 


SPECmCATIOKS 


NAM). 

Obar. 

Pinion. 

NA«rt. 

Gun. 

PraiOH. 

Material 

Hole 

O.dia. 

Pace 

Teeth 

Pitch  dia.  . . . 

Cir.  pitch 

Angle  of  teeth 

with  aiie. . 

Normal  P-... 

Normals.... 

Phoe- 

phor 

bronie 

1" 

3.M2" 

21R.H. 
3-71" 

.555"+ 

45" 
.393" 
.125" 

.196" 

.2698" 

Bteel 

1" 

2.902" 

li" 

15R.H. 

2.66" 

.656"+ 

45- 
.393" 
.125" 

.196" 

.2698" 

Exact  lead  of 
"Piral 

Approi.  lead  of 

apir^ 

CeaterdistaDoe. 

Keyway 

Onn  for  ipiral 
Gear  on  worm, 
litgearonrtnd. 
2dBearonrtud. 

Gearonaorew.. 

Cutter  marked 
Hisb-Bpeed 
steel 

Speed 

Feed 

Lubrioant 

11,662" 

11.667" 
3.182" 
i"X*" 

66 
33 
48 

72 
#2^  P. 

8,330" 

8.333" 
3.182" 

i"XV 

48 
33 
40 

72 

#3-8  P. 

Normal  T... 
Depth    of 

let  or  2d  speed,  or  60 

F.P.M. 
Medium  power  («d- 

.007"  par  cutter  revo- 

lution 
iMdoU 

CUTTING  SPIRAL  GEAR 
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SCHEDULE  OF  OPERATIONS  FOR  GEAR 


L  Preparatory  adjustments. 
Place  cutter  A  on  arbor  B  in  di- 
rection of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  alinement 
on  table. 

XL  Set  cutter  centraL  Set  swivel 
table  at  zero  and  cutter  central,  as 
at  A\  Fig.  23,  and  clamp  cross 
slide. 

HL  Arrange  gears  and  index. 
Arrange  gears  for  spiral,  set  index 
for  21  teeth,  withdraw  stop  so 
that  index  plate  can  revolve. 

IV.  Mount  gear  blank  on  centers. 
Press  mandrel  C  hard  into  blank 
D  and  mount  on  centers  securing 
dog  E  in  driver  by  screw  F. 

V.  Set  machine  for  depth  of 
teeth.  Start  machine;  move  table 
by  hand  long,  feed  until  blank  Z), 
19  under  revolving  cutter  A .  Hold 
.001''  tissue  ptiper  on  top  of  blank 
and  raise  knee  until  revolving  cut- 
ter cuts  paper.  Then  set  vertical 
dial  at  zero  and  move  blank  back 
until  clear  of  cutter.  Stop  ma- 
chine. Set  swivel  table  at  45^ 
and  clamp.  Raise  knee  .2696", 
depth  of  space,  and  again  set  ver- 
tical dial  at  zero. 

VL  Mill  trial  tooth.     Start  ma- 


chine; move  table  by  hand  long, 
feed  until  cutter  nearly  touches 
blank,  then  throw  in  power  feed, 
and  mill  tooth,  one  cut.  Set 
table  dog  to  trip  feed  when  cen- 
ter of  cutter  has  passed  far  comer 
of  gear  blank.  At  end  of  cut, 
lower  knee  and  move  table  back 
until  blank  is  clear  of  cutter. 
Raise  knee  to  zero,  index  and  cut 
next  tooth.  Measure  tooth  and 
make  correction,  if  necessary. 
Vn.  Mill  all  teeth  by  same  proc- 


Information.  —  Before  first  cut, 
raise  knee  until  revolving  cutter 
touches  blank,  then  move  table 
by  hand  to  trace  spiral  line  on 
work  which  will  show  if  lead  and 
angle  are  correct. 

Warning.  —  Press  mandrel 
hardier  into  blank  for  spiral  milling 
as  the  tendency  to  slip  by  pressure 
of  cut  is  greater. 

AUenLum.  —  Gilt  pinion  by 
same  process  as  gear. 

Note.  —  To  obtain  information 
for  designing  spur,  bevel,  worm 
and  spbal  gearing,  consult  stand- 
ard hand  books  and  treatises  on 
gearing. 


BEVEL  PROTRACTOR 

41.  Bevel  protractor.  —  A,  Fig.  24,  is  used  to  establish 
and  test  angles.  It  is  graduated  into  360  divisions  called 
degrees.  The  degree  is  the  unit  of  angular  measurement, 
7^^  part  of  a  circle.  For  calculation  a  degree  is  divided  into 
60  parts  called  minutes  and  a  minute  is  sub-divided  into  60 
parts  called  seconds. 
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Fig.  24.  —  Measuring  Angle  of  Lathe  Center.    Bevel  Protractob. 


Fig.  25.  —  Measuring  Angle  of  Twist  Drill.    Bevel  Protractor. 


The  protractor  consists  of  beam  fi,  graduated  dial  C  and 
blade  D  which  is  connected  to  rotating  disk  E  by  thumb-nut 
F  and  clamp  G.  Disk  E  carries  zero  point  (0).  Blade  D  is 
adjustable  and  reversible  and  may  be  clamped  at  G.  Dial 
C  is  divided  into  four  quadrants  of  90°.     When  zero  lines 


BEVEL  PROTRACTOR 


1129 


on  dial  C  and  disk  E  coincide,  the  beam  and  blade  are  parallel 
and  the  angle  is  180°. 

42.  To  measure  angle  with  bevel  protractor.  —  For  included 
angles  less  than  180°  and  greater  than  90°,  loosen  thumb-nut 
F  slightly  and  bring  beam  B  and  blade  D  in  contact  with 
work,  as  twist  drill  L,  Fig.  25,  and  subtract  reading  from  180°, 
as  at  3f .  For 
angles  less  than 
90°,  as  lathe 
center  H,  Fig. 
24,  read  di- 
rectly as  at  K. 

Supplemen- 
tary beam  B', 
Fig.  24,  is  con- 
venient  for 
measuring 
small  angles, 
the  angle  being 
obtained  by 
subtracting 
reading  from 
90°,  as  90°- 
60°  =  30°,asat 
N,  Fig.  29. 

43.  Vernier 
bevel  protrac- 
tor. Fig.  26,  is  Fig.  26.  —  Mbasukinq  Angle  op  Bevel  Gear  Blank 
used  to  meas-  with  Vebnier  Bevel  Protractor.  Reads  to  5 
ure  parts  of  a        Minutes  or  ^  of  Degree. 

degree,  il,  A'  is  a  double  vernier  divided  into  12  equal  parts 
each  side  of  zero.  When  reading  angles  less  than  180°  and 
greater  than  90°,  vernier  A  is  used;  for  angles  less  than  90°, 
vernier  A'  is  used. 

The  12  divisions  on  vernier  occupy  same  space  as  23°  on 
dial  B.  This  divides  a  degree  into  12  parts,  each  part  equals 
60  4-  12  =  6  minutes.    See  Vernier  Principle,  pp.  211,  212. 
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44.  Table  of  tapers  per  foot  with  corresponding  angles  and 
tapers  per  inch. 


Tapeb  pbr 
Foot. 

Ingludbd  Anolb. 

Anqlb  with 
Cbmtbr  Line. 

■ 

Taper  per 
Inch. 

Taper  per  Inch 
PROif  Centeb 

Line. 

Dbg. 

MiN. 

Deo. 

MiN. 

i 

0 

36 

0 

18 

.0104 

.0052 

t 

0 

64 

0 

27 

.0156 

.0078 

1 

12 

0 

36 

.0208 

.0104 

t 

1 

30 

0 

45 

.0260 

.0130 

1 

48 

0 

54 

.0312 

.0156 

t 

2 

6 

3 

.0365 

.0182 

2 

24 

12 

.0417 

.0208 

t 

2 

42 

21 

.0469 

.0234 

3 

0 

30 

.0521 

.0260 

3 

16 

38 

.0573 

.0286 

3 

34 

47 

.0625 

.0312 

3 

52 

56 

.0677 

.0338 

4 

10 

2 

5 

.0729 

.0365 

H 

4 

28 

2 

14 

.0781 

.0391 

1 

4 

46 

2 

23 

.0830 

.0417 

1} 

5 

58 

2 

59 

.1042 

.0521 

li 

7 

10 

3 

35 

.1250 

.0625 

U 

8 

20 

4 

10 

.1458 

.0729 

2 

9 

32 

4 

46 

.1666 

.0833 

2i 

11 

52 

5   1   56 

.2083 

.1042 

3 

14 

16 

7 

8 

.2500 

.1250 

3i 

16 

36 

8 

18 

.2916 

.1458 

4 

18 

56 

9 

28 

.3333 

.1667 

4i 

21 

14  ' 

10 

37 

.3750 

.1875 

5 

23 

32 

11 

46 

1 

.4166 

.2083 

46.  To  find  angles  for  given  taper  per  foot.  — 

Rvle:  Divide  one-half  the  taper  in  inches  per  foot  by  12  for 
the  tangent  of  the  angle  with  the  center  line.  The  included 
angle  is  twice  the  angle  with  the  center  line. 

Example.  —  Given  6"  taper  per  foot.    To  find  angle. 

Solution.  — ^      ..^^  =  .25000  tangent  of  angle  with  center  line. 

The  angle  whose  tangent  is  .25000  (see  Table  of  Tangente 
in  any  Engineers^  Handbook)  equals  14**  2'.  Included  angle  = 
14°  2'  X  2  =  28°  4'. 

46.  To  find  taper  per  inch.  —  Divide  taper  per  foot  by  12 
for  included  angle  and  by  24  for  angle  with  center  line. 


COMPOUND  REST 
COMPOUND  REST 


FlO.    27. TUKKINO   AN   Ai 

47.  Compound  rest,  Fig. 
27,  is  ueed  to  turn  or  bore 
steep  tapers  or  large  angles. 
It  may  be  a  permanent  part 
of  cross  slide,  as  in  Fig.  27, 
or  an  attachment  to  in- 
terchange with  tool  block. 
When  the  zero  lines  co- 
incide, as  at  F,  Fig.  28,  it 
is  in  the  same  plane  as  regu- 
lar cross  shde.  To  set  at 
other  angles,  find  whether 
angle  is  measured  from  per- 


COUFODND   SUDB   RxST. 


Fio.  28.  —  CoMMUND  Slidb  Rbbt 

GfiACDATION. 


pendicular  to  axis,  as  line 
OH,  Fig.  29,  or  parallel  to 
axis,  as  Une  JK.  If  from 
perpendicular,  as  angle  L, 
set  rest  at  60°.  If  parallel, 
as  angle  M,  set  at  90"— 
30"  -  60°.  If  30",  as  at 
JV,  set  direct.  If  60°,  as 
at  P,  set  at  complimen- 
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tary  angle  30^.  If  angle  or  bevel  on  drawing  is  not  given  in 
degrees,  measure  with  protractor  or  transfer  angle  with  uni- 
versal bevel.  Hold  head  of  bevel  against  face  plate  of  lathe  and 
adjust  slide  of  compound  rest  to  coincide  with  blade  of  bevel 

48.  To  set  compound  rest  to  turn  taper  or  bore  taper  hole 
when  taper  is  given  in  inches  per  foot.  — 

First  Meihod,  —  Consult  table  of  tapers  and  angles  and  find 
angle  corresponding  with  desired  taper. 

Example.  —  To  bore  short  taper  hole  f "  taper  per  foot. 

Solution.  —  Angle  with  center  line  for  taper  f "  per  foot  = 
V  30'.  Complement  of  angle  is  90°  -  1°  30'  =  88°  30'  which 
is  setting  for  this  taper. 

Second  Method,  —  In  absence  of  table  set  rest  approximately, 
and  take  trial  cuts  until  exact  taper  is  obtained. 

49.  To  make  bevel  gear  blank  8  pitch,  32  teeth.— For 
specifications,  see  Figs.  10  and  27,  and  pp.  Ill3-lll9.  True 
casting  in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on 
centers,  square  and  turn  to  size.  Set  compound  rest  A,  Fig- 
27,  for  angle  of  face  B  which  is  23®  22'  from  line  perpendicular 
to  axis,  therefore,  set  compound  rest  A  at  23°  22'  directly. 
Move  carriage  under  blank  and  with  handle  C  move  cross  slide 
D  to  approximate  depth  of  cut  and  clamp  carriage.  Take  one 
or  two  cuts  operating  compound  rest  by  handle  E,  then  test 
bevel  with  bevel  protractor,  as  in  Fig.  26,  and  if  necessan*, 
adjust  compound  rest  and  repeat  cuts.  Set  compound  rest  to 
63®  26'  and  turn  outside  bevel  on  back  of  gear  and  with  same 
setting  turn  inside  bevel  to  make  face  B  \\"  wide.  Set  com- 
pound rest  at  zero.    Filing  and  polishing  may  be  omitted. 

60.  Fine  tool  adjustments  with  compound  rest.  —  WbOe 
a  finer  tool  adjustment  is  obtained  with  the  compound  rest  than 
with  the  cross  slide  due  to  its  finer  actuating  screw,  a  still  finer 
adjustment  may  be  obtained  by  setting  the  compound  rest  at  an 
angle.  For  example,  we  assume  that  the  compound  rest  is  set 
at  30°.  If  the  tool  is  moved  .001",  according  to  the  micrometer 
dial,  the  actual  distance  the  tool  moves  into  the  work  is  in  pro- 
portion to  the  cosine  of  the  angle  or  .001  X  cos  30®  =  .001 X 
.87  =  .00087".  At  45°  the  depth  is  .00071",  and  at  60°  the 
depth  is  .0005". 
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SECTION  12 

TOOL  MAKING 

Introdnctioii.    Making  Mandrel.    Testing  Lathe  Work  With  Ihdicatore. 

Thread  Micrometer  Calipers.    Making  Taps.    Making  Plain  Milling 

Cutter.    Making  Hand  Reamer.    Lapping.    Making  Plug  Gage. 

Measuring  Machine.    Spiral  Milling.    Cutting  Teeth  In  Spiial 

MQL     Grooving    Twist    Drill.     Making    Twist    I>rill. 

Precision  Methods  of  Locating  Holes  For  Jigs  and 

Accurate  Machine  Parts  —  Plug  Method,  Button 

Method.    Sine  Bar. 

INTRODUCTION 

!•  Tool  making  is  the  fine  art  of  machine  building  and 
manufacturing.  It  consists  of  designing,  making  and  repair- 
ing small  tools,  such  as  taps,  dies,  reamers,  twist  drills,  man- 
drels, arbors,  counterbores,  miUing  cutters  and  gages. 

Standard  small  tools  are  obtainable,  but  many  others,  special 
in  diameter,  length  or  shape  including  punches  and  dies,  jigs 
and  fixtures,  needed  in  machine  building,  manufacturing  and 
experimental  work,  are  not  obtainable  and  must  be  made  to 
meet  the  requirements. 

The  processes  of  making  tools  and  making  machine  parts  are 
similar,  but  greater  knowledge  and  accuracy  are  generally  re- 
quired in  making  tools  than  in  making  machine  parts. 

While  schedules  of  making  a  number  of  different  types  of  tools 
are  given  in  this  section,  a  large  number  of  tool-making  proc- 
esses may  be  found  in  other  sections  of  both  books  (Principles 
of  Machine  Work  and  Advanced  Machine  Work),  such  as  Hard- 
ening and  Tempering,  Accurate  Filing  and  Scraping,  Drilling, 
Internal,  Surface,  and  Cutter  Grinding,  Planing,  Grooving  and 
Fluting  Taps  and  Reamers,  and  Cutting  Teeth  In  Milling 
Cutters. 

2.  Selecting  sizes  of  steel  for  tools. — As  the  surface  of  car- 
bon-steel bar  stock  is  decarbonized  to  some  extent,  and  will  not 
harden  properly,  select  annealed  carbon  steel  ^s"  to  i"  large  for 

tools  that  are  to  be  hardened,  and  high-speed  steel  ^''  to  i''  large. 
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liAEINO  BIANDREL 
3.  To  prepare  ^^^  standard  mandrel  blank  for  haidening, 
tempering^  and  grinding,  Fig.  1. 


FlQ.   1.  —  SCHBDULB   DraWINO. 

Speciflcations:  Material,  annealed  carbon  steel  ^'  largie;  waght, 
8  oz.    Hardness^  22  to  23  (scleroscope). 

True  live  center.    Set  dead  center  in  approximate  alinement. 

Machine  dry  or  use  lard  oU. 

High-speed  steel  or  stelUte  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  — Oil 
lathes,  6  min.  —  Prepare  blank,  55  min.  —  Harden,  10  min.  —  Polish 
and  color  temper,  25  min.  (or  oil  temper,  5  min.)  —  Lap  center  holes, 
8  min.  —  Clean  lathes,  5  min.  —  Total,  1  h.  54  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


• 

Opbrations. 

Machines,  Speeds, 
Feeds. 

Tools. 

Center  to  A*.  ^i)»  W-    See 
(A).  Fig.  1. 

Centering      machine. 
DriU    1000    R.P.  M., 

countersink        400 

R.P.M. 

ff'  drill,  or  combina- 
tion drill  and  coun- 
tersink, 60*».  Urd 
oil. 

Rough  square  to  5i'-f  A'» 
(3),  C4). 

Engine   lathe,  12^  to 
16",  2d  or  3d  speed, 
or36F.P.M.   Hand 
feed. 

Dog,  side  tool,  or 
bolder  and  cutter, 
3(r  rake,  calipers, 
rule. 

Recenter  to  A',  (D,  (2)- 

Speed  lathe,  2d  or  3d 
speed. 

Drill.  oouQtersiok 
lard  oil. 

Finish  square  to  length,  (3), 
(4). 

Engine   lathe,   3d  or 
4th    speed,    or    GO 
F.  P.  M. 

Dog,  side  tool  or 
holder  and  cutt<>r, 
30"  rake,  calipers, 
rule. 
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Itoug;h  turn  reduced  portions 

to  ir  +  ^'  (5),  (6), 
one  or  two  duts.  Do  not 
square  shoulders  but  leave 
fillets  as  shown  to  avoid 
cracking  in  hardening. 

Recess  countersinks  to  -fi^". 
Angle  20^  (7),  (8).  See 
(B).  Fig.  1. 

Recenter  to  A'»  W*  («)• 

Finish  turn  reduced  portions, 
(5),  (6),  one  out. 


Smooth  turn  body  to  .580'. 
Turn  half  way,  reverse,  and 
turn  other  half.  (  0) ,  one  or 
two  cuts. 


Round  comers,  (10),  (11). 

File  reduced  portions. 

Polish  reduced  portion,  also 
ends  and  recesses  except 
countersinks,  (6),  (6).  See 
pp.  432-434. 

Mill  or  file  and  polish  flats, 
(12),  (18). 


RtampsizeA'  (14). 


Stamp  name  or  initials  (15). 
(File  off  burr.) 


2d  or  3d  speed,  or  30 
E.  P.  M.  Medium 
power  feed  —  80  to 

v. 


3d  or  4th  speed,  or  50 

F.  P.  M. 
Speed  lathe,  2d  or  3d 

speed. 


Engine  lathe,  3d  or 
4th  speed,  or  50 
F.P.M.  Fine  power 
feed— 140  to  l^ 


2d  or  3d  speed,  or  30 
F.  P.  M.  Fine 

power    feed  — 140 
to  1'. 


Speed  lathe,  3d  or  4th 
speed,  or  200  F.P.M. 

3d  or  4th  speed,   or 
175  F.P.M. 

Speed  lathe,   highest 
speed. 


Milling  machine,  3d 
speed,  mediimi  pow- 
er feed. 


Vise. 


Copper  under  set 
screw  of  dog,  dia- 
mond-point tool, 
or  holder  and  cut- 
ter, 30®  rake,  cali- 
pers, rule. 

Side  tool  or  drill  and 
special  coimtersink. 


Drill,  countersink. 

Copper  under  set 
screw  of  dog,  dia- 
mond-point tool,  or 
holder  and  cutteri 
30^  rake,  calipers, 
rule. 

Micrometer,  copper 
under  set  screw  of 
dog,  diamond-point 
tool,  or  holder  and 
cutter,  30^  rake, 
calipers,  rule. 

Qraver  or  file. 


6'  or  8'  mill  bastard 
file. 

Lard  oil,  90  and  120 
emery  cloth,  .pol- 
ishing stick. 

To  miU,  use  milling 
'    machine  vise,  par- 
allel piece,  I'  end 
mill,  rule,  lead  ham- 
mer, oil. 
To  jUe,  use  8'  or  10* 
hand  smooth  and  5'^ 
half-round,  2d   cut 
files. 
To  polisht  use  oil,   90 
and      120      emery 
cloth. 

-i^"  steel  figures,  i' 
chisel,  hammer, 
copper  jaws. 

Steel  name  stamp. 
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Harden  in  water  (test  with  file) . 

Oas  furnace  or  forge. 

Tongs,  water. 

dead- 

See  p.  12l7  and  Principles 

1325'  5.  to  1350'  F. 

smooth  file. 

0/  Machine  Work, 

• 

Temper  in  oU,  or 

Oil,  tempering  furnace, 

Polish   reduced  portions  and 

425*'  F.  to  435**  F. 

ends  and  temper  to  dark 

straw. 

Gas  furnace  or  forge. 

Red-hot    iron 

rings, 

To  lap  center  holes,  see  p.  1228. 

tongs. 

To  grind,  see  p.  1206. 

Important.  —  The  hardness  of  both  hardened  and  tempered  work 
should  be  tested  with  a  fine  file;  or  preferably  given  a  scleroscope  or 
Brinell  hardness  test.     See  Principles  of  Machine  Work. 

Attention.  —  The  hand  tools  may  be  carbon  steel. 

Note.  —  If  not  equipped  with  cylindrical  grinding  machine, 
harden  and  temper  ends  only,  turn  body  slightly  taper  and  file 
to  fit  standard  hole. 

4.  Table  of  standard  mandrel  dimensions. 


LARGE  END 


A 
D 


SMALL  END  | 


TAKR,  J09tF  «»  «)0T 
~l\    MANDItU.*  ^  TO  I*.  UMOS*  ULOW  STiMVOAIIO  AT  SMALL  tNO 
Ij^  TO  3".  dOOl-  "  .  -        -  - 


Fig.  2. 
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6.  To  grind  ^^"  standard  mandrel,  taper  .006'^  to  r»  on 
two  dead  centers,  Figs.  3,  4. 


Fig.  4.  —  Schedule  Drawing. 

Specifications:  Mandrel  blank,  carbon  steel  smooth  turned  .580'' 
diameter.  Stamped,  hardened  and  tempered.  Center  holes  (I€). 
(17),  lapped. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  i",  No.  60,  Grade  K  or  L,  vitrified,  grinding 
dog.    Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedide  in  advance,  5  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  mandrel  with  machine 
"  set  up,"  20  min.  —  Clean  grinder,  3  min.  —  Total,  35  min.  ("  Set 
up  "  machine  to  grind  correct  taper,  20  min.  extra.) 


SCHEDULE  OF  OPERATIONS 


L  Preparatory  Adjustments. 
True  wheel  (see  p.  709)  and  cen- 
ters (see  p.  710).  Set  zero  lines 
on  headstock  and  swivel  table  to 
grind  desired  taper  approximately. 
See  p.  712.  Arrange  water 
guards.  See  Fig.  10,  p.  715. 
Move  grinding  wheel  back  with 
hand  cross-feed  wheel  8,  to  allow 
space  to  mount  work.  Mount 
mandrel  on  centers  with  grinding 
dog  on  stamped  end  and  with- 
out copper  under  screw.      Start 


grinding  wheel,  work  and  feed, 

I,  2,  3,  and  adjust  table  dogs  6, 7, 
to  obtain  length  of  stroke  and 
avoid  wheel  striking  dog  or  foof- 
stock.    Set  automatic  cross  feed 

II,  12,  to  feed  .001"  (4  teeth 
on  ratchet)  at  each  end  of 
stroke. 

IL  Grind  Trial  Diameter  (19), 
Fig.  4.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
ciit  revolving  work  lightly  with 
hand   cross-feed  wheel  8.    Turn 
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on  Water  and  throw  in  feed  pawl 
9  to  mesh  with  ratchet  wheel  10, 
and  allow  autdmatic  cross  feed 
to  take  three  or  four  trial  cuts 
whole  length  of  work  to  grind 
out  tool  marks.  Then  throw  out 
pawl  9  and,  without  moving  cross 
feed  allow  wheel  to  pass  over 
work  several  times  until  cutting 
nearly  dies  out. 

Stop  wheel,  work  and  feed  1, 
2,  3,  with  wheel  at  footstock 
end. 


m.  Correct  Taper  (18),  Fig. 
4.  Measure  work  at  two  places 
4"  apart  with  1"  micrometer,  and 
if  taper  is  not  .002"  in  4",  move 
swivel  table  (see  p.  712).  Take 
one  or  two  cuts  with  auto- 
matic cross  feed.  Measure,  and 
repeat  until  taper  is  correct.  If 
there  is  danger  thereby  of  grinding 
mandrel  too  small,  use  trial  piece 
same  length. 


IV.  Find  Amount  Oversize. 
Measure  small  end,  subtract  .562" 
4-  .002"  for  finishing  from  reading 
of  micrometer. 

For  example,  reading  of  mi- 
crometer may  be  .574",  then 
.574"-  .564"  =  .010",  or  40 
teeth  for  rough  grinding. 


V.  Set  Automatic  Cross  Feed. 
Raise  perpendicular  latch  13,  in 
head  14,  throw  in  pawl  9  and 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  until  end 
of  shield  and  pawl  are  40  teeth 
apart,  then  drop  latch  13  in 
ratchet  wheel  10. 

VL  Rough  Grind  (19),  .002" 
Large,  as  follows:  Start  wheel, 
work  and  feed  1,  2,  3,  and  rough 
grind  automatically  until  shield 
15  lifts  pawl  9.  Then  lock  latch 
head  14  with  horizontal  latch  16. 
Throw  out  pawl  9  and  allow 
wheel  to  pass  over  work  several 
times  imtil  cutting  nearly  dies 
out.  St<^  work  with  wheel  at 
footstock  end  and  measure. 
From  reading  subtract  .562". 
(.564"  -  .562"  =  .002".) 

Vn.  Finish  Grind  (19),  Fig.  4, 
with  pinch  feed  (J/IOOO"  m  di- 
ameter of  work),  as  follows: 

Start  work.  Take  two  cuts 
i/1000"  each  (two  pinches  at 
each  end  of  work).  Stop  work 
and  measure  (.5635").  Take  one 
cut  i/1000"  (one  pinch  at  foot- 
stock end  of  work)  and  meas- 
ure, and  repeat  until  work  meas- 
ures .562". 

Limit  .56200"  to  .56175". 

Clean  machine  with  waste. 


Attention,  —  Machine  steel  is  often  used  for  making  mandrels. 
To  prevent  the  center  holes  wearing  excessively,  the  ends  are  case- 
hardened  after  which  the  mandrel  may  be  ground  or  turned  and  filed 
to  size.  Large  mandrels  are  frequently  made  without  hardening.  To 
avoid  excessive  wear  at  the  center  holes,  the  ends  of  the  mandrel 
may  be  drilled  to  receive  hardened  plugs  which  contain  the  center 
holes. 


1308  ADVANCED  MACHINE  WORK 

6.  To  nuke  V'  X  13  U.  S.  S.  nut  maodrel.    Sm  Fig.  6. 


Fia.  6.  —  ScHMuut  I>aA.wiNa. 


Spodficatigns:  Material,  machine  sted  ^"  to  i"  iaisa;  wei^t, 
12  oz. 

Hardness,  15  to  IS  (scleroscope). 

High-^peed  steel,  or  stellite  cutting  toola. 

Time:  Study  drawing  and  Bchedule  in  advance,  5  min.  —  (HI 
lathe,  4  min.  —  Make  mandrel  blank,  I  h.  13  min.  —  Case-harden  aitd 
polish,  10  min.  —  Clean  machine,  3  min.  —  Total,  1  b.  35  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOI£ 


Ofebations. 

Macbjkh,  Speeds. 

Toow. 

CantM. 

Sae  that  live  center  is  nearly 

Engine  lathe,  12"  to 

truB  and  dead  center  io  ap- 

16". 

Hough  iqii«r<i,V' long,  (1),  (»). 

3d  or  4th  epeed,  or  50 

Dog,  holder  and  cut- 

F.P.M. Hand  reed. 

ter  35-  raks,  c»li- 
peTS,rule. 

HBcenter. 

Tinlih  ■qtura  {«).  (1). 

Ronili  tnro  A"  large.  (I),  one 

2d  or  3d  speed,  or  50 

Holder    and   cuttu 

out.    Turn  half  way,  reverse 

F.P.M.       Medium 

35»  take,  oopper. 

uid  tun  other  luOf . 

power  feed  — 80  to 
1". 

oalipere,  rule. 
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Finish  turn  (t),  one  cut.  Turn 
half  way,  reverse  and  turn 
other  half. 

Draw  lines  (4),  ($),  for  length 
of  reduced  parts  (•),  (7). 

Rough  and  finish  turn  (f),  one 
or  two  cuts.  Do  not  square 
shoulder,  leave  fillet. 

Cat  groove  (8),  to  |"  diameter 
and  within  ^"  of  line  (ft). 

Rough  and  finish  turn  (7)» 
terminating  in  groove  (8), 
three  cuts. 

Chamfer  end  to  30'',  (t). 

File  (S),  (8),  and  round  corner 

Thread 


(7).   to 
U.  S.  S.  nut. 


fit    §"  X  18 


Rechamfer  end  (8). 
Finish  square  shoulder  (11). 

MiU  flat  (18),  or 
FUe  flat,  (18). 


Stamp  size  i"  X  13  U.  S.  S. 
and  on  opposite  side  stamp 
name. 

File  (8),  to  remove  burr  from 
stamping. 

Case-harden  (8),  (7)  and  dean. 
(Polish  (8)  optional.) 


3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Vise,  copper  jaws. 


Engine  lathe,  3d  or 
4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

1st  or  2d  speed,  or  30 
F.P.M.  Hand  feed. 

3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

3d  speed,  or  70  F.P.M. 

4th  speed,  or  175 
F.P.M. 

Arrange  for  13 
threads.  Ist  or  2d 
speed,  or  20  F.P.M. 


3d  speed,  or  70  F.P.M. 
Hand  feed. 

Milling  machine.  3d 
speed.  Medium 
power  feed. 

Vise,  copper  jaws. 


Vise,  copper  jaws. 


Hold  mandrel  in  hand 
or  vise. 

Gas  furnace  or  forge, 
1326«  F.  to  1350*  F. 


Copper  sulphato, 
rule,  scriber. 

Copper,  holder  and 
cutter  36°  rake, 
calipers,  rule. 

^"  round  end  groov- 
ing-tool,  calipers, 
rule,  oil. 


Center  gage. 

8"  or  10"  mill-has- 
tard  file,  file  card.  • 

13  pitoh  U.  S.  S. 
thread  tool,  cen- 
ter gage,  thread 
calipers,  rule,  oil. 


Holder  and  cuttor 
35°  rake. 

I"  end  mill,  milling 
machine  centers  or 
vise,  oil. 

8"  or  lO''  hand- 
smooth  and  5" 
half-round  2d-out 
files,  file  card. 

^"  and  i"  steel  fig- 
ures and  lettors, 
hammer. 

8"  or  10"  hand- 
smooth  file,  file 
card. 

Tongs,  cyanide  of 
I>otas8ium  or  prus- 
siate  of  potash, 
water,  hand- 
smooth  file,  waste. 


Exception,  —  Plnkh  turn  and  file  (S)  may  be  omitted  and  ground 
after  case-hardening. 
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TESTING  LATHE  WORK  WITH  INDICATORS 

7.  Test  Indicators,  as  in  Figs.  6,  7,  are  used  to  determine 
the  degree  of  accuracy  of  machine  parts  by  enlarging  the  error 
by  a  multiplying  mechanism  so  that  tcVij'  will  register  about 
T^y'  on  scale  or  dial  which  is  easily  read  and  fractions  thereof 
readily  estimated. 

They  are  used  to  test  the  truth  and  alinement  of  machine 
parts  on  either  interior  or  exterior  work;  as,  the  truth  of  live 
centers,  the  alinement  .of  dead  centers  to  turn  straight  or 
taper,  the  truth  of  mandrels  and  arbors,  to  set  finished  work 
in  chuck  by  hole  or  side,  to  set  jig  work  on  face  plate  of  lathe, 
to  test  eccentricity  of  shaft  in  straightening,  to  set  cathead 
on  shaft  to  turn  spot  for  steady  rest,  to  test  taper  hole  in 
lathe  or  other  spindles,  to  aline  lathe  heads  in  machine  build- 
ing, to  aline  cross  rail  of  planer,  to  aline  work  on  planer  table, 
to  test  the  accuracy  of  table  with  drill  spindle,  to  test  the 
truth  of  milling  machine  arbor,  to  aline  angle  plates  and 
vises  on  milling  and  planing  machines,  to  set  center  punch 
mark  on  work  true  to  axis  of  rotation  on  face  plate  of  lathe. 

Attention,  —  In  alining  and  setting  machine  tool  fixtures  for  very 
accurate  work,  such  as  fine  tool  and  jig  making,  the  vernier  height  gage 
and  the  universal  sine  bar  are  used.    See  pp.  12  49,  1263-1255. 

8-  Lathe  test  indicators. — Fig.  6  shows  an  indicator  testing 
the  truth  of  a  mandrel  mounted  on  lathe  centers.  Holder  A 
is  held  in  tool  post  -B,  the  cross  slide  is  moved  inward  until 
feeler  or  contact  point  C  touches  mandrel  D  as  it  is  being 
revolved  by  hand  and  the  pointer  indicates  on  the  scale  E  the 
amount,  if  any,  in  thousandths  of  an  inch  or  fraction  thereof, 
that  the  mandrel  is  out  of  true.  Feeler  C  is  for  testing  man- 
drels, centers,  etc.,  and  is  removable. 

Feeler  F  is  for  testing  interior  or  exterior  work  and  registers 
either  a  horizontal  or  perpendicular  movement.  Feeler  G  is 
broad  faced  and  is  used  for  testing  the  accuracy  of  a  shaft 
when  filing.  Feeler  H  is  for  small  work,  either  internal  or 
external,  and  for  narrow  spaces. 
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Important, — When  setting  the  indicator,  it  is  best  to  move 
feeler  C  against  the  work  until  the  pointer  on  the  scale  is  at 
zero  (0). 


—  PACE  PLATE 


SPRINO 
PLUNGER 


rn^ 


Fig.  6.  —  Testing  the  Truth  of  a  Mandrel  With  a  Lathe  Test 

Indicator. 

Fig.  7  shows  the  method  of  setting  a  center  punch  mark  on 
work  true  to  the  axis  of  rotation. 
The  work  is  clamped  lightly  to  the 
face  plate  in  an  approximate  posi- 
tion. Spring  plunger  A  is  in- 
serted in  center  punch  mark  B  and 
mounted  on  dead  center  C.  The 
work  D  is  revolved  by  hand  and 
the  truth  of  the  plunger  is  tested 
with  the  indicator.  The  work  is 
adjusted  by  rapping  until  plunger 
A  is  motionless  when  the  work  is  ^o-  7.  —  Setting  a 
revolved. 

9.  Dial  test  indicator.— Fig.  8     il^^^^^Z 
shows  a  dial  test  indicator.     To 
enlarge  the  hole  in  gear  A  which  is  mounted  in  chuck  Bj 


LATHE   TEST 
INDICATOR 


Center 
Punch  Mark  True  to  Axis 
OP   Rotation   with    Lathe 
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the  indicator  is  used  to  test  the  truth  of  bole  preparatory  to 
boring  and  reaming.  Holder  C  is  held  in  tool  post  Z>.  The 
long,  feed  is  moved  and  the 
rise  and  fall  rest  adjusted 
until  feeler  of  hole  attach- 
ment E  touches  wall  of  hole 
in  gear  A.  The  gear  is  re- 
volved by  hand  and  the 
pointer  on  dial  F  indicates 
the  axial  truth  of  gear. 
The  gear  is  adjusted  in 
chuck  and  wall  of  hole 
tested  until  pointer  on  dial 
F  ia  motionless  or  within  a  i 
reasonable  limit,  as  ^jfae 
of  an  inch  or  a  fraction 
thereof.  The  face  of  the 
gear  is  also  tested  by  using 

indicator  without   attach-     

ment  E.  The  dial  is  divided 

into  125  spaces  of  one-half     ^"^  8.-TBiTn«,  Up  a  Grab  in  a 

tnousandtn  of  aninch  each. 

Different  feelers,  as  at  (7  and  H,  are  for  various  classes  of 
work.     Clamp  J  is  to  fasten  indicator  to  lathe  and  planer  tools 
and  milling  machine  arbors. 

Fig.  9  shows  a  dial  test  indicator  com- 
paring the  throw  of  an  eccentric  shaft. 
The  diameter  of  shaft  must  be  the  same 
at  both  ends.     One  end  is  tested,  then 
'  shaft  is  reversed  and  secoiid  end  tested. 
Slight  corrections  are  made  by  scraping 
eccentric  center  holes,  one  of  which  is 
-CoMPAEiKG  ^^'*^™  *'  ^>  ^^^  center  scraper.     Seep. 
THE  Throw  OF  Both  631. 

Ends  of  an  Eccbn-       Attention.  —  To  test  side  of  gear,  n- 
TMc  SauT-  Blank  j^  j    attachment  E,  Fig.  8,  set  dial 

wrrH  A  DiAi.  Test  .  .  ' 

iNDicATOB.  vertical  and  use  mdicator  direct. 


Ail 
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10.  The  lathe  axis  indicator,  shown  at  A  in  Fig.  10,  is 
used  to  test  the  axial  truth  of  a  center  punch  mark  on  work 
held  in  a  chuck  or  bolted  to  a  face  plate  such  as  the  en^ne  . 
crank  shaft  center  fixture  B,  which  is  laid  out  and  marked  at 
C  and  D  to  be  drilled,  bored,  and  reamed  exactly  at  these 
points. 

The  fixture  is  bolted  to  the  face  plate  with  mark  C  approxi- 
mately central  and  counterbalance  E  opposite.  The  point  of 
indicating  needle  F,  which  is  pivoted  in  the  universal  joint  O,  is 
placed  in  center  mark  C. 


Fio.  10. — Testinq  Axul  Troth  or  Cim«B  Punch  Hark  with 
Indicatob. 

As  the  lathe  ia  rotated  by  hand,  the  needle  point  at  H  will 
revolve  in  a  circle,  exaggerating  the  error  at  C.  The  fixture  is 
moved  by  tapping  until  needle  point  H  remains  stationary, 
when  the  lathe  is  rotated. 

This  indicator  may  be  used  to  locate  holes  as  well  as  center 
marks  by  first  tightening  nut  K,  which  converts  the  universal 
into  a  single  joint  with  a  vertical  movement,  and  then  placing 
spherical  head  L  upon  point  C,  and  using  it  agunst  the  upper 
wall  of  the  bole.  In  this  way  the  fixture  may  be  used  also 
to  test  the  truth  of  a  live  center  or  a  shaft  turning  on  centers. 

A  Uention.  —  Paper  is  sometimes  placed  between  the  face 
plate  and  smooth  work  to  prevent  the  work  slipping. 
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THREAD  MICROMETER  CALIPERS 


Fia.  II.  —  MsASURiNa  with  Thread  Michoueter. 

11.  Thread  micrometer  caliper,  Fig.  II,  is  used  to  meas- 
ure U.  S.  S.  and  V  thread  screws,  taps,  thread  gages,  etc.,  as 
tap  B,  Spindle  C  and  anvil  D  are  reheved  at  points  so  that 
contact  is  only  on  sides  of  thread  and  measures  diameter  of 
screw  thread  independently  of  outside  diameter  of  thread. 

12.  Principle  of  thread  micrometer.  —  When  spindle  is  in 
contact  with  anvil,  reading  is  zero;  when  opened  and  applied 
to  screw,  it  measures  pitch  diameter  of  screw  thread  E  as 
shown  by  lines  FF'  and  GG'.  For  a  standard  screw,  reading 
for  E  is  nominal  diameter  of  screw  minus  single  depth  of 
thread. 

13.  To  find  depth  of  thread  and  reading  for  micrometer. 
—  Divide  constant  by  number  of  threads  to  1"  and  subtract 
quotient  from  nominal  diameter  of  tap.  Remainder  is  read- 
ing for  micrometer. 
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Constant  for  single  depth  of  U.  S.  S.  thread,  .6495;  V  thread, 
.866.  See  Example  and  Solution,  Fig.  11.  Spindle  C  is 
suited  to  a  wide  range  of  pitches  but  anvil  D  is  limited,  differ- 
ent anvils  being  substituted  for  each  range  of  pitches. 

14.  Tables  of  thread  micrometer  readings  for  IT.  S.  S.  and 
V  threads. 


U.  S.  STANDARD  THI 

iRADS. 

V  THREADS. 

Caliper 

Caliper 

DiAM. 

Pitch. 

Reading 
OR  Pitch 

DiAM. 

Thread, 
Depth. 

DiAM. 

Pitch. 

Reading 
OR  Pitch 

DiAM. 

Thread, 
Depth. 

D 

P 

.,*»> 

.6495 

D 

P 

D     •"• 

.896 

p 

P 

p 

P 

A 

24 

.1604 

.0270 

24 

.1514 

.0360 

i 

20 

.2176 

.0324 

24 

.2139 

.0361 

t 

18 

.2765 

.0360 

■  1 

20 

.2067 

.0433 

16 

.3344 

.0406 

A 

20 

.2692 

.0433 

f- 

14 

.3911 

.0464 

t 

18 

.2644 

.0481 

13 

.4501 

.0499 

18 

.3269 

.0481 

12 

.5084 

.0541 

i 

16 

.3209 

.0541 

11 

.566 

.0590 

A 

16 

.3834 

.0541 

' 

10 

.6851 

.0649 

t 

14 

.3756 

.0619 

i 

9 

.8029 

.0721 

14 

.4381 

.0619 

1 

8 

.9188 

.0812 

i 

13 

.4334 

.0666 

H 

7 

1.0322 

.0928 

i 

12 

.4278 

.0722 

U 

7 

1 . 1572 

.0928 

A 

14 

.5006 

.0619 

i| 

6 

1.2668 

.1082 

t 

12 

.4903 

.0722 

li 

6 

1.3918 

.1082 

11 

.5463 

.0787 

11 

6i 

1.607 

.1180 

i 

10 

.5384 

.0866 

1} 

5 
5 

1.6201 
1.7451 

.1299 
.1299 

i 

10 
10 

.6009 
.6634 

.0866 
.0866 

2 

4§ 

1.8557 

.1443 

If 

i: 

9 

.7788 

.0962 

2J 

4 

2.3376 

.1624 

1 

8 

.8918 

.1082 

3 

3J 

2.8145 

.1855 

H 

8 

1.0168 

.1082 

3i 

3i 

3.3002 

.1998 

li 

7 

1 . 1263 

.1237 

4 

3 

3.7835 

.2165 

ij 

6 

1.3557 

.1443 

MAKING  TAPS 


16.  The  thread  on  taps  must  be  smooth.  —  A  forged  or, 
preferably,  a  spring  threading  tool  holder  and  cutter  may  be 
used  as  in  Fig.  12. 
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The  top  face  of  cutter  E  must  not  be  set  above  top  of  shank 

The  cutter  can  be  removed,  ground  and  replaced  without  dis 

turbing  holder  and  it  will  resume  ita  cut. 

Taps  contract  b 
length  in  hardenini 
For  accurate  pitch 
United  States  stand 
ard,  V,  and  29°  threa- 
tapB  are  threaded  o  V€ 
sise  and  lapped  to  siz 
with  a  disk  charges 
with  emery  and  oi 
driven  from  a  drun 
1       countershaft. 

Atienium.  —  Avoi< 
deep  center  holes 
large  counterunks  ant 
square  comers,  whici 

Fig.  12.— Ccttino  Threao  on  Tap  Blank      "^^'^^  ^^^^  »  tap  oi 
WITH  Sprino  Tbrbadinq  Tool.  other  tool  to  crack  ii 

hardening. 
16.  Outside  and  inside  U.  S.  S.  thread  gages,  Fig.  13 

for  standardizing  tops 

and   dies.     They   are 

hardened,  then  thread 

is  ground  by  a  method 

which    leaves    pitch, 

angle,   and    size   cor- 
rect.    Plug  A   is  the 

standard     to     which 

the    outside    gage    is 

adjusted.    The  top  of 

the   thread    is    trun-         outwde 

cated.accordingtothe  p^g  13.  —  Standard  Tkbbad  Gagk.   : 

IT.  S.  standard;    the 

bottom  is  left  sharp  to  give  clearance.    Part  B  is  the  stand: 

ard  root  diameter  of  thread.  I 
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17.    To  itnighten  hardened  and  tempered  toob.     Fig.  14. 


Fia.  H. STKAiaHTXNlNa   Haiuibk>ii  a 


SCHEDULE  OF  OPERATIONS 


Tsps,  re&mere,  drills,  mandrels, 
gf^es,  and  work  of  that  class, 
often  spring  in  hardening  and 
tempering  and  have  tobestr^ght- 
eoed. 

Example.  —  Mount  hardened 
and  tempered  reamer  A  on  cen- 
ters B,  B'of  BtraightenJng  press  C. 
Rotate  with  fingers,  test  vith 
chalk,  and  note  eccentricity. 

Place  reamer  on  supports  D,  ly 
with  eccentric  ade  up,  and  heat 
at  moot  eccentric  part  E  with 
blowpipe  F. 

Apply  preaeure  with  screw  G 
operated  by  handle  M  to  force 


reamer  straight  or  slightly  beyond 
straight  as  it  may  sprii^  back 
some,  then  cool  under  tenaon 
with  water  from  cup  J  at  wet 
waste.  Again  test  on  centers,  and 
repeat  process  if  needed  until 
reamer  is  true  witlun  grinding 
limit. 

Caution.  —  To  avoid  dramng 
the  temper  while  heating,  test 
temperature  occatdonally  by  touch- 
ing  reamer  with  soft  solder  K. 
(Soft  BoHer  melts  at  370"  F.)  If 
the  solder  melts  readily,  cool  with 
water,  for  the  temperature  must 
not  exceed  430°  F. 


jlttenJum. — Large  lots  of  tools  of  the  above  classes  may  be  stnught- 
ened  rapidly  by  beating  in  an  oil-tempering  gas  furnace  to  a  tempera- 
ture from  350°  to  400°  F.  This  temperature  is  not  hi^  enough  to 
draw  the  temper,  but  is  h!^  enough  to  permit  the  work  to  be  easily 
and  safely  straightened  in  a  press. 
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18.  To  make  i"  X  10  United  States  Standard  tap.  Fig.  15. 


;// 


large; 


Fio.  15.  —  Schedule  Drawing. 

Specifications:    Material,  annealed  carbon  steel  -^"  to  i* 
weight,  12  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
machines,  10  min.  —  Prepare  blank,  1  h.  12  min.  —  Thread  and  turn 
taper,  38  min.  —  Mill  grooves  (with  machine  "  set  up"),  file  clearance, 
stamp  and  polish,  48  min.  —  Harden,  10  min.  —  Polish  and  color 
temper,  27  min.  (or  oil  temper  and  polish,  15  min.)  —  Clean  machines, 
10  min.  —  Total,  3  h.  40  min. 

SCHEDULE  OF  OPERATIONS,   MACHINES  AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

Center. 

See  that  live  center  is  nearly 

Engine  lathe,  12"  to 

true  and  dead  center  in  ap- 

16". 

proximate  alinement. 

Rough  square  (1),  (3). 

3d  or  4th  speed,  or  40 

Dog,  holder  and  cut- 

F.P.M. Hand  feed. 

ter  30°  rake,  cali- 
pers, rule. 

Recenter. 

Finish  square,  (18),  (1). 

Rough  turn  to  .755"  +  .015", 

2d  or  3d  speed,  or  40 

Holder    and    cutter 

(5),  one  or  two  cuts.     Turn 

F.P.M.       Medium 

30°  rake,  1"  mi- 

half way,  reverse  and  turn 

power  feed  —  80  to 

crometer. 

other  half. 

1". 

Rough  turn  to  .576"  +  .015", 

(4),  two  cuts. 

True   live   center.     Set   dead 

center  in  accurate  alinement. 

Finish  turn  to  .576"  -|-  .003", 

3d  speed,  or  60  F.P.M. 

(6),  one  cut. 

Fine  power  feed  — 
140  to  1". 

File  and  poUsh  (6)  to  limit. 

Speed  lathe,   highest 

8"  or  10"  mili-bas- 

speed. 

tard  file,  60  and  90 
emery  cloth,  pol- 
ishing clamps,  V 
micrometer,  oil. 
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Mill  square  (7),  hold  in  chuck 
by  shank  or  body,  aee  p.  1028, 
or  index  in  lathe  and 

File  square  (7).     See  p.  352. 

Finish  turn  to  .756"  +  .003", 
file  to  limit  (8). 


Thread  (9).  To  thread  microm- 
eter size  .686"  to  685",  eight 
cuts  .005"  each,  four  cuts 
.004"  each,  three  cuts,  .002" 
each,  two  cuts,  .001"  each, 
one  cut  .0005",  clean,  oil,  test 
and  repeat  cuts  of  .0005" 
until  thread  fits  gage,  or 
measures  within  limit.  Depth 
of  thread  .067". 

Turn  taper  on  tap  If  j"  to  1' 

Set  over  footstock  ^",  or  use 

taper  attachment. 
Turn  taper  to  bottom  of  thread 

at  end  (!•),  four  cuts. 

Mill  grooyes  (11).  See  pp. 
103 1-1033.  Mill  grooves  be- 
yond thread  |". 

Pile  off  burr  produced  by  mill- 
ing. 

Heat  tap  to  blue,  or  coat  with 
copper  sulphate. 

File  clearance  of  6°  to  7**  on  top 
of  taper  threads  only,  (12). 


Stamp  size  and  name  on  shank. 


Harden  in  water.  See  Princi' 
plea  of  Machine  Work. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hardness  with  soleroscope, 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering,  or  before  color 

tempering. 


Vise,  copper  jaws. 

Engine  lathe,  3d  or 
4th  speed,  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 


Arrange  for  10  threads. 
1st    speed,    or    25 
F.P.M. 


3d  speed,  or  60  F.P.M. 
Fine  power  feed  — 
140  to  1". 


Vise,  copper  jaws. 

Blow  pipe  or  gas  fur- 
nace. 
Vise,  copper  jaws. 


Gas  furnace  or  forge 
1325°  F;  to  1350**  F. 

Oil-tempering  fur- 
nace, 425**  F.  to 
435°  F. 


Speed  lathe,  highest 
speed.  Vise,  cop- 
per jaws. 


8"  or  10"  hand- 
smooth  file. 

Clamp  dog,  holder 
and  cutter  30° 
rake,  8"  or  10" 
mill-bastard  file, 
1"  micrometer. 

10  pitch  U.  S.  S. 
spring-thread  tool 
and  gage,  center 
gage,  thread  mi- 
crometer (see  pp. 
12l4-12l6).  oil. 


Rule,  dividers. 

Holder  and  cutter 
30°  rake. 

No.  5  double  angle 
tap-grooving  cut- 
ter, oil. 

2d  cut  three-sqtiare 
file. 

Tongs. 

6"  to  8"  pillar  file 

No.  3,  or  smooth 

cut. 
Hammer,  t^"  and  \" 

steel  figures,   and 

letters. 
Tongs,  water. 

(Red-hot  ring  or  col- 
lar). 


90  emery  cloth,  pol- 
ishing clamps,  oil, 
5"  half-round  file. 


Informatum.  —  Threads  of  taps  are  often  given  "  body  clearance  " 
by  setting  the  lathe  to  thread  about  .001"  to  1"  smaller  at  the  shank. 

Attention.  —  Grooves  of  taps  may  be  gromid  after  hardening  and 
tempering,  to  remove  scale  and  shaipen  teeth.    See  p.  825. 
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19.  To  make  1^''  X  6  Square  thread  tap,  Fig.  16. 

n"    VAIIIAM.E 7^ —        j^     <  ^*    % 

f2eo^iiiiiiihTuimiiiiui»i»ii»\iiiiiHm 


g",o.     --r— 


e"  VARIABLE 


i.  _r^  ^uinnnnfmAAJUuinnnn#wM^»w^'^*~-J  ^ 


Fig.  16.  —  Schedule  Dbawinq. 

Specifications:    Material,  annealed  carbon  steel  ^"  to  i"  large; 
weight,  4  lbs.  8  oz.    Hardness,  20  to  25  (scleroscope). 
High-speed  steel,  or  stellite  cutting  tools. 
Time:  10  h. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

Machinbb,  Speeds, 
Feeds. 

Tools. 

Center. 

See  that  live  center  is  nearly 

Engine  lathe,  12"  to 

true  and  dead  center  in  ap- 

16". 

proximate  alinement. 

- 

Rough  square  (1),  (t). 

2d  or  3d  speed,  or  40 

Dog.  holder  and  cut- 

F.P.M. Hand  feed. 

ter  30^  rake,  cali- 
pers, rule. 

Recenter. 

Finish  square  to  length  (t) ,  ( 1) . 

Rough  turn  to  1.260"  -f  .015". 

1st  or  2d  speed,  or  40 

Holder    and    cutter 

(»). 

F.P.M.       Medium 

30°  rake,  2"  mi- 

power feed  —  80  to 
1". 

crometer. 

Rough  turn  to  1.040"  +  .015", 

(i),  one  or  two  cuts. 

True   live   center.    Set   dead 

center  in  accurate  alinement. 

Finish  turn  to  1.040"  -f  .003", 

3d  speed,  or  60  F.P.M. 

(S),  one  cut. 

Fine  power  feed  — 
140  to  1". 

File  and  poUsh  (•),  1.040"  to 

Speed  lathe,  highest 

8"  or  10"  miU  ba*- 

1.038". 

speed. 

tard  file,  60  and  90 
emery  cloth,  pol- 

Mill square  (7).    See  p.  1028. 

ishing  clamps,  oU. 

Finish  turn  to  1.260"  +  .004", 

Engine      lathe,      3d 

Clamp   dog.    holder 

(8). 

speed  or  60  F.P.M. 

and     cutter     dO° 

Fine  power  feed  — 

rake,  2"  microm- 

140 to  1". 

eter. 

File  (8),  1.260"  to  1.262". 

4th  speed. 

8"  or  10"  miU  ba». 
tard  file. 

MAKING  SQUARE  THREAD  TAP 
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Rough  thread  to  1.040"  + 
.010",  (•),  twenty-one  cuts 
.005"  each.  Depth  of 
thread  .105". 

Set  flniahfwg  tool  to  cut  on  both 
aides  of  groove,  (t). 


Finish  thread  to  1.040",  (It), 
twenty  cuts  .005"  each,  two 
cuts  .002"  each,  six  cuts 
.0005"  each.  Depth  of 
thread  .110". 

Turn  taper  on  tap  1^"  to  V, 

(11). 
Set  OTer  footstock  }",  or  use 

taper  attachment. 

Turn  taper  to  bottom  of  thread 
at  end  (11),  three  or  four 
cuts. 

Mill  grooTSS  (It).  Lower  in- 
dex head  spindle  one-third 
degree  below  horisontal  to 
produce  taper  lands.  See 
pp.  1031-1033. 


?ile  off  horr. 


Heat  tap  to  a  bine. 

File  clearance  on  top  of  taper 

threads  only,  (13). 
File    clearance    on    sides    of 

threads. 


Stamp  size  and  name  on  shank. 


Harden  in  water. 

Temper  in  oil  (or  polish  and 

temper  to  straw  color.) 
Test  hardness  with  scleroacope, 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering,  or  before  color 

tempering. 


Arrange  for  5  threads. 
1st  speed,  or  25 
F.P.M. 


1st     speed,     or     25 
F.P.M. 


2d  or  3d  speed,  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Universal  or  plain 
milling  machine. 
Ist  speed  or  50 
F.P.M.  Medium 
power  feed  —  .007" 
per  cutter  revolu- 
tion. . 

Vise,  copper  jaws. 


Blow  pipe  or  gas  fur- 
nace. 
Vise,  copper  jaws. 


Vise,  copper  jaws. 


Gas  fiurnace  or  forge, 
1325**  F.  to  1350'' F. 

Oil-tempering  furnace , 
425«  F.  to  435**  F. 


Speed  lathe,  highest 
speed.  Vise,  copper 
jaws. 


Square  thread  rough- 
ing tool,  width 
.090",  or  holder 
and  cutter,  thin 
calipers,  rule,  oil. 

Square  thread  fin- 
ishing tool,  width 
.099",  or  holder 
and  cutter. 

Thin  calipers,  rule, 
oil. 


Rule,  dividers. 

Holder  and  cutter 
30°  rake. 

No.  0  tap  grooving 
cutter,  index  cen- 
ters, rule,  oil. 


8"  or  10"  hand- 
smooth  file,  6" 
warding  file. 

Tongs. 

8"     or     10"     hand 

smooth  file. 
6"  warding  file  with 

teeth    ground   off 

one  side  and  one 

edge. 
Hammer,    ^"    and 

1"     steel    figures 

and  letters. 
Tongs,  water. 

(Red-hot  ring  or  ooU 
lar.) 


90  emery  cloth,  pol- 
ishing clamps,  oil* 
5"  half-round  file* 


AUenHan.  —  The  set  over  for  taper  is  correct  for  this  length  of  tap 
only. 
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ADVANCED  MACHINE  WORK 


20.  To  make  11"  X  6  29°  thread  tap,  Fig.  17. 


ij  DIA.  5  THOS.TO  l" 


^    H 6"VARIABLE 


Fig.  17.  —  Sc?HBDULE  Drawing. 

Spedfications:   Material,  annealed  carbon  steel  ^"  to  i"  large; 
weight,  5  lbs.    Hardness,  20  to  25  (scleroscope). 
High-^eed  steel,  or  stellit«  cutting  tools. 
Time:  10  h. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Machines.  Speeds. 

Operations. 

Feeds. 

Tools. 

Center. 

See  that  live  center  is  nearly 

Engine  lathe,  12"  to 

p 

true  and  dead  center  in  ap- 

16". 

proximate  alinement. 

Rough  square,  (1),  (2). 

2d  or  3d  speed,  or  40 

Dog,  holder  and  cut- 

F.P.M.  Hand  feed. 

1 

ter  30°  rake,  cali- 
pers, rule. 

RecenttBr. 

Finish  square  to  length,  (2),  (1). 

Rough  turn  to  1.270"  -|-  .015", 

1st  or  2d  speed,  or  40 

Holder    and    cutter 

(»). 

F.P.M.     Medium 

30®  rake.  2"  mi- 

power feed  —  80  to 
1". 

crometer. 

Rough  turn  to  1.048"  +  .015", 

(4),  one  or  two  cuts. 

True   live   center.     Set   dead 

center    in    accurate    aline- 

ment. 

Finish  turn  to  1.048"  +  .003", 

3d  speed,  or  60  F.P.M. 

(6),  one  cut. 

Fine  power  feed  — 
140  to  1". 

File  and  poUsh,  (6),  1.048"  to 

Speed   lathe,   highest 

8"  or  10"  miU-bas- 

1.046". 

speed. 

tardfile,60an(i90 

• 

emery  cloth,  pol- 

MUl square,  (7).     See  p.  1028. 

ishing  damps,  oil. 

Finish  turn  to  1.270"  +  .004", 

Engine      lathe.      3d 

Clamp   dog,   holder 

(8). 

speed,  or  60  F.P.M. 

and      cutter    30° 

Fine  power  feed  — 

rake,  2"  microm- 

140 to  1". 

eter. 

File,  (8).  1.270"  to  1.272". 

4th  speed. 

8"  or  10"  mill-bas- 
tard file. 

MAKING  29°  THREAD  TAP 
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Rough  and  finish  turn  and  file 
leader  1.048"  to  1.046".  (»). 


Rough  thread  to  1.030"  + 
.010",  (10),  twenty-three 
cuts  .005"  each.  Depth  of 
thread  .116." 

Set  flniflhlng  tool  to  cut  on  both 
oidea  of  groove,  (It). 

^niah  thread  to  size,  (11), 
twenty-one  cute  .005"  each, 
two  cuts  .002"  each,  two  cuts 
.001"  each,  one  cut  ,0005", 
clean,  oil,  and  measure  and 
repeat  cuts  of  .0005"  until 
thread  fits  gage.  Depth  of 
thread  .120". 

Turn  taper  1/,"  to  1',  (1»). 

Set  over  footstock  |}",  or  use 
taper  attachment. 

Turn  -  taper  to  diameter  of 
leader  (12) ,  three  or  four  cuts. 

Mill  grooves,  (IS).  Lower  in- 
dex head  spindle  one-third  of 
of  a  degree  below  horizontal 
to  produce  taper  lands.  See 
pp.  1031-1033. 


File  off  burr. 


Heat  tap  to  a  blue. 

POe  clearance  on  top  of  taper 

threads  only,  (14). 
File    clearance    on    sides    of 

threads. 


Stamp  size  and  name  on  shank. 


Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color.) 

Test  hardness  with  scleroscope 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering  or  before  color 

tempering. 


2d,  3d  and  4th  speeds. 
Medium  and  fine 
power  feeds. 

Arrange  for  5  threads. 
Ist  speed,  or  25 
F.P.M. 


1st     speed,     or     20 
F.P.M. 


2d  or  3d  speed,  or  60 
F.P.M.  Pine  power 
feed  —  140  to  1". 

Universal  or  plain 
milling  machine. 
1st  speed,  or  50 
F.P.M.  Medium 
powei  feed  —  .007" 
per  cutter  revolu- 
tion. 

Vise,  copper  jaws. 


Blow  pipe  or  gas  forge. 
Vise,  copper  jaws. 


Vise,  copper  jaws. 


Gas  furnace  or  forge, 
1325®  F.  to  1350**  F. 

Oil-tempering  fur- 
nace, 425°  F.  to 
435°  F. 


Speed  lathe,  highest 
speed.  Vise,  cop- 
per jaws. 


Holder  and  cutter 
30°  rake,  8"  or  10" 
mill-bastard  file, 
2"  micrometer. 

Square  thread  rough- 
ing tool  width 
.060",  or  holder 
and  cutter,  thin 
calipers,  rule,  oil. 

29°  thread  tool,  29° 
thread  tool  gage. 

29°  thread  microm- 
eter or  gage,  oil.  ■ 


Rule,  dividers. 

Holder  and  cutter 
30°  rake. 

No.  6  tap  grooving 
cutter,  oil,  index 
centers,  rule. 


8"    or     10"     hand- 


ft 


tt 


smooth     file,     6 

warding  file. 
Tongs. 
8"     or     10"     hand 

smooth  file. 
6"  warding  file  with 

teeth    ground    off 

one  side  and  one 

edge. 
Hammer,  -j^"  and  J 

steel    figures    and 

letters. 
Tongs,  water. 

(Ked-hot  ring  or  col- 
lar.) 


90  emery  cloth,  pol- 
ishing clamps,  oil. 


AiJi£:nXi(m.  —  The  set  over  for  the  taper  is  correct  for  this  length  of 
tap  only. 
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MAKING  PLAIN  MILLING  CUTTER 
31.  To  nuke  3^"  X  i"  plain  milling  cutter,  Fig.  18. 


Flo.  18.  —  ScHXDOui'DRAWiNa. 
:   Material,  annealed  carbon  or  high-epeed  sted  diak 
tV"  Ifirge;  weight,  14  oz.    Hardness,  20  to  25  (Bcleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  nun.  —  Oil 
machines,  12  min,  —  Chuck  and  jig  ream,  26  min.  —  Turn,  face,  and 
cut  grooves,  51  min.  —  Mill  teeth  with  machine  "  set  up  "  and  stamp, 
52  min.  —  Harden,  10  min.  —  Lap,  25  min.  —  Polish  and  color  temper, 
15  min.  (or  oil  temper  and  polish,  7  min.)  —  Grind  teeth  twice  armind 
with  machine  "set  up,"  6  min.  —  Clean  machines,  11  min.  —  Total, 
3  b.  33  min. 


SCHEDULE  OF  OPERATIONS,  MACHINE 

S   AND   TOOI^ 

Opbrationh. 

MaCHIHH,   SrEBDB, 

Toou. 

Chip  or  file  stem  oCF  side  of  disk. 

Bngiiie  lathe.  12"  to 

MooBt  dltk  In  cbock,  imooth 

2dBpe«d,OT40F.P.M. 

■id.  wt:  tni>  up.  and  cback 

Hand  feed. 

renul    chuck.   |" 

hola  (1). 

OT  H"  t"""  <•"" 
or    flat   chuckini 
drill,   boring   tool 
30°    rake,    fluted 
chucUn.    i«u»« 
.OCMS"  under  tin, 

on. 

MAKING  PLAIN  MILLING  CUTTER 
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Cot    crooTe  (S).      See  AUen- 

Hon. 
Mount  blank  on  mandrel. 

Rough  torn  diameter  to  2i"  + 
.015'',  (9),  two  or  more  cuts. 

Roogh  aqoara  sidee  to  i"  + 
.Oliy,  (4),  (ft).  Square  an 
equal  amount  from  each  Bide. 

Cot  groove  .02^'  deep  to  al- 
low for  grinding  sides  (f ) ,  (7) . 

Cut  keyway  (8). 

Hill  teeth  (f).    See  pp.  1036, 

1037. 
Remove  burr  from  sides. 

Stamp  size  at  (!•) ,  and  name  in 
same  groove  diametrically 
opposite. 

Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hardness  with  sderoscope, 
or  dead-smooth  file. 

hole  (1)  to  sise  +  .OQV/ 
.0015". 


Grind  sides  to  limit  (4),  (S). 
Grind  equal  amount  from 
each  side,  concave  cutter 
.002"  on  each  side. 

Grind  teeth  for  clearance  7®, 
(14),  diameter  of  cutter  not 
important.    See  pp.  8l4, 815. 


Ist  speed,  or  40 
F.P.M.  Medium 
power  feed— 80  to  1". 


2d  speed,  or  40  F.P.M. 
Hand  feed. 

Keyway  cutter,  planer 
or  shaper,  vise. 


Engine  lathe,  2d 
speeQ. 

Lead  block,  sheet  cop- 
per or  thick  paper 
on  anvil. 

Gas  furnace  or  forge 
1325«  F.  to  1350*  F. 

Oil-temi>ering  furnace 
426°  F.  to  435°  F. 


Grinding  machine,  in- 
ternal grinding  at- 
tachment, univer- 
sal, special  or  mag- 
netic chuck. 

Grinding  machine, 
special  or  magnetic 
chuck,  or  draw-in 
chuck. 


i 


// 


tool. 


grooving 
rule,  oil. 

Special  mandrel,  ma- 
chine oil. 

Holder  and  cuttep 
30°  rake,  3"  mi- 
crometer,  oil. 

Holder  and  cutter 
30°  rake,  1"  mi- 
crometer, oil. 

Forming  tool,  mi- 
crometer depth 
gage,  rule,  oil. 

Hub  keyway  tool, 
rule,  oil. 


8"  or  10"  miU-bas- 
tard  file. 

T^"  and  i"  steel  fig- 
ures and  letters, 
hammer. 

Tongs,  water. 

(Red-hot  shaft.) 


Grinding  wheiel  No. 
90  L,  vitrified,  1" 
standard  plug 
gage. 

Grinding  wheel  No. 
90  /,  vitrified,  1" 
micrometer. 


Informatian.  —  If  not  convenient  to  use  a  grinding  machine  to  grind 
hole  and  sides,  the  cutter  blank  may  be  prepared  as  follows: 

After  power  reaming,  jig  ream  with  a  standard  reamer  and  reaming 
jig.  After  rough  squaring  sides  (4) ,  (5) ,  finish  square  dry  with  light  cuts 
to  dimensions  (4),  (5).  See  p.  1226.  Then  groove  .020"  deep  (6),  (7). 
After  hardening  and  tempering,  lap  hole  to  size  (11),  and  polish  sides. 

AUentian, — ^me- prefer  to  defer  grooving  {t)  until  the  sides  are 
squared,  when  the  blank  may  be  placed  in  a  universal  chuck  and  the 
groove  cut  central. 

Nate.  —  Diameter  of  cutter  is  important  only  when  used  in  gangs. 
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ADVANCED  MACHINE  WORK 


22.  To  rough  face  large  work  in  steel,  as  milling  cutter 
disk  B,  Fig.  19.  —  Use  holder  and  high-speed  steel  cutter  A. 
Grind  point  of  cutter  as  at  C  for  clearance  and  rake.  Use 
oil  and  feed  by  power  or  hand  in  direction  of  arrow  D. 

To  finish  face,  use  high-speed  steel  cutter  A  or  side  tool, 
Fig.  20.  Grind  point  of  tool  about  gV  flat  as  at  C  with  clear- 
ance as  at  C,  and  set  parallel  to  cut  or  to  drag  slightly.  Take 
light  cuts  (.0005''  to  .0020"),  without  oil,  in  direction  of 
arrow  D.  Use  very  fine  power  or  hand  feed,  and  same  speed 
as  for  filing, — 3d  or  4th  speed  for  2 J"  disk. 


HIOH  SPEED 
OR  CARBON 
STEEL  DISK 

B 

MANDREL 

V 

E 

( 

D 

c- 

^  ROUQHIN 

0  CUT 

HIGH  SPEED 
OR  CARBON 
STEEL  0<SK 

B 


I 


PINISM1N0  CUT  NOT 
TO  Excno  0.002* 


HIOH  SPEED  STEEL 
CUTTER 


Fi€.  19  — Rough  Facing 

MlLUNQ-CUTTER  DiSK. 


Fig.  20.  —  Finish  Facing 

MlLLINO-CUTrER  DiSK. 


MAKING  HAND  REAMER 

23.  To  make  hand  reameti  Fig.  21. 

^ - 1* 

M 7^  


•N 
I 


'"A/ 


5)    (10)      n 

Fig.  21.  —  Schedule  Drawing. 


MAKING  HAND  REAMER 
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Spedflcations:  Material,  annealed  carbon  steel  ^''  to  i"  large; 
weight,  1  lb.  14  oz.    Hardness,  20  to  25  (scleroecope). 

Highnspeed  steel,  or  stellite  cutting  tools. 

Time:  3  h.  40  min.  which  includes  15  min.  for  milling  head  square 
and  50  min.  for  milling  flutes. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

True  live  center.  Set  dead 
center  in  approximate  aline- 
ment. 

Rough  square  (1),  {%), 


Recenter. 

Finish  square  (t),  (1). 

Rough  turn  to  1.010''  (S).  (S0> 

one  or  two  cuts.     Turn  half 

way   (S),  reverse  and  turn 

other  half  (SO- 
Draw  lines  for  length  of  flutes 

(4),    square    end    (S),    and 

shank  (6). 
Rough  and  finish  turn  reduced 

part  ( 7) .     Leave  fillets  at  be- 

iB^inning  and  end  of  cut. 

Pile  reduced  part  (7). 

MiU  square  to  t*\  (8).  See 
p.  1028.  File  slight  bevel  on 
edges  of  squared  end  to  re- 
move burr.     ' 

Stamp  size  and  name  on  shank 

MOl  flutes  (t).     See  pp.  1034- 

1036. 
Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hardness  with  scleroscopcp 

or  dead-smooth  file. 
Lap  center  holes  (i),  (2).    See 
p.  1228. 

Grind  shank  to  sise  (!•). 
Grind  fluted  part,  cylindri- 
caUy,  to  1.0004".  (11). 


Machines.  Speeds, 
Feeds. 


Engine  lathe.  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 


1st  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Engine  lathe,  Ist  or 
2d  speed,  or  40 
F.P.M.  Fine  power 
feed  —  140  to  1". 
4th  speed,  or  175 
F.P.M. 


Vise,  copper  jaws. 


Gas  furnace  or  forge, 
1325°  F.  to  1350^  F. 

Oil-tempering  fur- 
nace, 425°  F.  to 
435°  F. 


Speed  lathe,   highest 

speed. 
Universal       grinding 

machine. 


Tools. 


Holder  and  cutter 
30°  rake,  calipers, 
rule. 


Holder  and  cutter 
30°  rake.  1"  mi- 
croipeter. 

Copper  sulphate, 
rule,  scriber. 

Calipers,  rule. 


5"  half-round  2d-cut 

me. 


i"  steel  figures  and 
letters,  hammer. 


Tongs,  water. 

(Red-hot  ring  or  col- 
lar.) 


Copper  lap,  flour 
emery,  oil. 

Dog.  grinding  wheel 
No.  60  ii:  or  L, 
vitrified.  1"  mi- 
crometer. 


ADVANCED  MACHINE  WORK 


Orind  elMnnea  4°  on  teeth  to 

Cutter  Brinder,  tooth 

8"    grinding    whee" 

a  cutting  edge   (11).    El»- 

No.eOJ.  viUifitd. 

VKte  center  of  wheel  apiDdlo 

bevel  prottaetot. 

A"     above     oentew.      Bm 

pp.  811.812. 

atend.9B8"to.986."    Grind 

bevel  on  end  of  teeth  to  45° 

with  7-  clearance  and  A" 

wide. 

Oil   aton*   rMuner   (IS).     See 

Vise,  copper  jaws. 

Fine  oil  stone.  oiL 

pp.  821. 823. 

Injormalum.  —  If  the  reamer  springB  in  bardeninfc  and  tempering, 
an  amount  in  excess  of  that  allowed  for  grinding,  it  should  be  care- 
fully straightened  before  grinding.    See  p.  12l7. 

AUenium.  —  As  grooving  the  first  reamer  is  largely  experimental,  tbe 
student  should  prepare  a  maehine-ateel  trial  blank  and  use  it  to  obtain 
Betting  of  cutter  for  milling  flutes,  and  also  to  become  fanuliar  with 
the  process  of  irregular  spacing. 

LAPPING 
24.  Lapping  may  be  called  refined  grinding  as  it  is  used 
for  the   final   finishing   of  hardened   and   unbaJ^lened  work 
where  smooth  and  accurate  work  is  required. 

A  lap  of  lead,  cast  iron,  copper  or  brass  is  made  the  desired 

shape  and  charged  with  emery  and  oil,  the  lathe  revolved  at  a 

high  speed  and  the  work  passed  back  and  forth  over  lap,  or 

inside  of  lap. 

26.  To  make  lap  for  center  holes.  —Place  short  piece  of 

round  copperrod 

in  drill  chuck  of 

I   speed    or   hand 

lathe,  and  turn 

with  graver  to 

60°.     Test  with 

center  g^e,  and 

file  smooth. 

26.  Tolapcen- 

HAWHiMM  terholesinJuni- 

Fia.  22.  —  Lapping  Center  Holes.  .  . 

enea    gage    A, 

Fig.  22.  —  Shift  belt  to  highest  speed.    Wipe  center  holes  clean. 


LAPPING  STANDARD    PLUG  GAGK 
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Start  lathe.  With  the  finger,  spread  on  lap  B  a  little  of  mixture 
of  120  gradn  emery  and  machine  oil  from  box  C.  Mount  work 
on  dead  center,  with  left  hand  slowly  revolve  work  in  oppo- 
Bite  direction  to  revolution  of  lathe,  and  with  right  hand 
operating  footstock  handle,  advance  and  recede  work  slightly 
to  avoid  cutting  grooves  in  work.  Wipe  center  hole  and 
examine.  Continue  until  center  hole  is  clean  and  smooth. 
Repeat  in  opposite  center  hole. 

S7.  To  tap  standard  plug  gage,  Fig.  23. 


Fio.  23.  —  Lapping  Standard  Ploq  Gaoe. 

SpeciflcationB :  Standard  plug  gage  ground  to  1.0004". 
Machines  and  tools;    Speed  or  hand  lathe,   1"  cast-iron 
outside  lap,  flour  of  emery,  measuring  machine  or  standard 
gage  and  tea-thousandth  micrometer.     Lubricant,  machine  oil- 
Time:    Study  Fig,  23  and  schedule,  5  min.  —  Oil  lathe,  2  min.  — 
Lap  and  measure  gage,  50  min.  —  Clean  lathe,  3  min.  —  Total,  1  h. 

SCHEDULE  OF  OPERATIONS 


Oil  hand  lathe  and  shift  belt 
to  highest  speed. 

Place  d(«  on  gage  A  mth  cop- 
per under  set  screw. 

With  the  fingers  spread  a  Uttle 
machine  oil  and  floui  of  emery  on 
gagfiil. 

Adjust  cast-iron  lap  B  to  run- 
ning fit  on  gage  with  screws  CC. 

Mount  freely  on  centers.  Start 
lathe,  and  move  lap  back  and 
forth  as  shown  by  arrows. 

F^rst  lap  gage  straight,  then 
lap   to  size.    Wipe   clean   with 


waste,  cool  in  water  and  measure. 

To  meatwe  gage,  use  measuring 
machinej  Fig.  29,  or  ten-thous- 
andth micrometer!)  and  1"  stand- 
ard reference  gage  E. 

When  within  1/10,000"  of  di- 
ameter wipe  lap  and  gage  clean, 
oil  gage  and  lap  with  machine 
oil;  adjust  lap  closely  and  finish 
lapping  without  adding  more 
emery,  and  a  good  finish  will  be 
obtained. 

Limit  1.0000"-!- or-1/50,000". 

Clean  lathe  with  waste. 
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Attention.  —  Gages  are  standardized  at  62°  F.,  therefore, 
heat  produced  by  lappmg,  and  heat  of  hands,  will  interfere 
with  true  size  of  gage.  This  is  overcome  by  cooling  in  water 
or  by  leaving  near  measuring  machine  over  night  before  taking 
final  measurement. 

Note.  —  For  fine  finish  and  for  detecting  soft  spots  on  gage, 
(defective  hardening)  use  lead-Uned  lap. 

28.  To  make  lead  lap  for  ring  gages,  Fig.  24.— Make 
lead  lap  A  by  turning  a  taper  of  i"  to  1'  on  piece  of  steel  or 

cast  iron,  as  mandrel  B.  Then 
mill  groove  C  entire  length.  Set 
mandrel  central  in  iron  or  wood 
mold  and  pour  in  molten  lead. 
Turn  to  size.  When  lap  wears, 
force  mandrel  into  lead  and  turn 
to  size. 

29.  To  lap  1"  standard  ring  gage 
(hole  .9996") .  —  Fasten  dog.   Place 
ring  gage  D  on  lap  and  mount  freely 
on  centers.    Spread  a  little  of  mix- 
ture of  flour  emery  and  machine  oil 
on  lap  and  nm  lathe  at  high  speed. 
Move  gage  slowly  back  and  forth  on  lap  and  rotate  slowly 
backward  as  indicated  by  arrows.    To  test,  wipe  hole  clean 
and  test  with  two  plug  gages  —  one  small  and  the  other 
standard. 

When  within  I/IOOW  of  diameter,  wipe  lap  and  gage 
clean,  apply  machine  oil  to  both  and  continue  lapping  to  size 
and  to  obtain  fine  finish.    Limit  1.0000"  +  or  -1/50000". 

Information.  —  As  lapping  has  a  tendency  to  make  a  hole 
larger  at  ends,  a  projection  or  lip  is  sometimes  left  on  each 
end  of  gage  which  is  ground  off  after  lapping. 

30.  To  lap  hole  in  milling  cutter  A,  Fig.  25.  —  Make  lap 
B  by  turning  and  filing  piece  of  cast  iron  to  fit  hole  in  cutter. 
Fasten  dog  and  place  cutter  on  lap,  then  mount  loosely  on 
centers.  Spread  mixture  of  120  grain  emery  and  machine 
oil  from  box  C  on  lap. 


Fig.  24.  —  Lapping  Hole  in 
1"  Stand ABD  Ring  Gage. 
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Rotate  cutter  slowly  in  opposite  direction  of  revolution  of 
lathe  and  at  same  time  press  hard  with  thumbs  and  move 
cutter  slowly 
back  and  forth 
a£  indicated  by 
arrows.  Wipe 
hole  in  cutter, 
clean  and  test 
with  plug  gage 
D  or  with  inside 
micrometer  E. 
Repeat  until 
gage  fits  hole 

freely.  p^^   25.  — Lappwo  Hole  in  Milunq  Cutter. 

AUention. — 
Holes  in  milling  cutters  shrink  in  hardening.     In  manufac- 
turing cutters  in  large  lots,  the  holes  are  usually  ground. 

Warning.— Qy  plac- 
ing cutter  on  lap  with 
teeth  toward  back  of 
lathe,  injury  to  hands 
may  be  avoided. 

31.  Lapping   holes 

in  machine  parts. 

Commercial    lapping, 

A,     A,'  Fig.    26.— 

Holes  in  machine 

parts  are  often  lapped 

to   correct   errors   of 

under  size,  roughness, 

'  roundness,  taper,  etc. 

Make    lap    B    as  in 

detail.  Turn  and  bore 

C  and  striker  D.   Saw 

three  slots  in  C  also  copper  tube  E.     Grip  C  in  chuck  and 

run  lathe  at  high  speed.     Charge  lap  with  120  grain  emery 

and  machine  oil  from  box  F  and  lap  hole  to  size  by  passing 
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work  back  and  forth  on  lap.  Test  work  with  Umit  gages 
Cr,  H.  When  lap  wears,  expand  by  striking  D'  light  blow 
with  Babbitt  block  K. 


MAKING  PLUG  GAGE 

32.  To  prepare  standard  plug-gage  blank  for  grinding, 
Fig.  27. 


Fig.  27.  —  Schedule  Drawing. 

Speciflcations:  Material,  annealed  carbon  sted  \"  large;  weight. 
1  lb.  8  oz.    Hardness,  20  to  25  (scleroscope). 

Highnspeed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
lathe,  4  min.  —  Prepare  gage  blank,  1  h.  10  min.  —  Harden,  20  min. 

—  Lap  center  holes  and  polish,  10  min.  —  Clean  machines,  6  miD. 

—  Total,  1  h.  65  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opbbations. 


Center  to  ^f "(!),(«). 

See  that  live  center  is  nearly 
tnie  and  dead  center  in  ap- 
proximate alinement. 

Rough  iquare  ^"  long  (1),  (9). 


// 


Recenter  to  -f^' 

Rough  turn  whole  length  to 

^it'^t  (')i  one  cut.       Turn 

half  way,  reverse  and  turn 

other  half. 
Draw  line  (4),  If  from  gage 

end. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M. 


Ist  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Tools. 


Dog,  holder  and  cut- 
ter 30**  rake,  cJi* 
pers,  rule. 

Holder  and  cuUtr 
30*  rake,  copper- 
calipers,  rule. 

Copper   sulphite, 
.rule,  Jicribtf. 


MAKING  PLUG  GAGE 


1233 


Roaeh  ftnd  finish  torn  handle 
(S)v  two  cuts. 


Nnrl  (6).     See  p.  036. 


Tme  live  center. 
Recenter  i^'\  (7),  (8). 

Finish  square  to  length  5'',  (1), 

Roo^  and  finish  tnm  reduced 
part  (t),  two  or  three  cuts. 

FUe  (t). 

Round  (If). 

Turn  gage  part  (11),  1.020'', 
one  or  two  cuts. 

Polish  ends  (1),  (3),  and  re- 
duced part  (0). 

File  flats  on  opposite  sides  (12), 

(l»).  or 
Mill  flats  (IS),  (IS). 


Stamp  size  and  name  (IS),  (IS). 
Harden  gage.  See  Information. 


To  lap  center  holes,  see  p.  1228. 

Clean  and  polish  ends  (1),  (S), 

reduced  part  (•),  and  flats 

(IS),  (IS). 
To  grind,  see  p.  1234. 


2d  or  3d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

2d  speed,  or  40  F.P.M. 
Medium  power  feed 
-—  80  to  1". 

Speed  lathe,  3d  speed, 
or  400  R.P.M. 

Engine  lathe,  3d  or 
4th  speed,  or  60 
F.P.M.   Hand  feed. 

3d  speed,  or  40  F.P.  M. 
Fine  power  feed  — 
140  to  1". 

4th  speed,  or  175 
F.P.M. 


3d  speed,  or  60  F.P.M. 

Medium  power  feed 

—  80  to  1". 
Speed  lathe,  highest 

speed. 

Vise,  copper  jaws. 

Milling  machine,  3d 
speed.  Medium 
power  feed. 


Vise,  copper  jaws. 

Gas  furnace,  or  forge, 
1325**  F.  to  1350**  F. 


Medium   nurling 
tool,  oil. 


Drill  chuck,  combi- 
nation drill  and 
countersink. 


7"  or  8"  pUlar- 
smooth  file. 

8"  or  10"  mill-bas- 
tard file. 

2"  micrometer. 


90  and  120  emery 
cloth,  thin  polish- 
ing stick,  oil. 

T*  or  8''  piUar-smooth 
file. 

f"  milling  cutter, 
milling  machine 
vise  or  f"  end 
mill,  index  head 
with  centers,  rule. 

I"  steel  figures  and 
letters,  hammer. 

Tongs,  water,  sperm 
oil,    hand-smooth' 
file. 


Information,  —  To  make  a  plug  gage  glass  hard  and  the  handle 
jet  black,  heat  gage  to  a  bright  red  and  dip  endwise  (gage  part  only) 
in  water  and  move  about  for  eight  seconds.  Time  may  be  estimated 
by  counting  as  follows:  one-thou-zan-onc,  one-thou-zan-tioo,  one-thou- 
zan-^ree,  one-thou-zan-/(nir,  one-thou-zan-jE{;e,  one-thou-zan-^,  one- 
thou-zan-set^en,  one-thou-zan-€i{^^.  Then  plunge  whole  gage  into  oil 
and  move  about  until  co}d. 
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33.  To  grind  standard  plug  gage  on  two  dead  centers, 
Fig.  28. 
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Fig.  28.  —  Schedulb  Drawing. 

Specifications:  Plug  gage  blank,  carbon  steel  tiimed  1.020"  diam- 
eter, stamped,  hardened  and  handle  black. 

Center  holes,  (14),  (15),  lapped. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  i",  No.  80  K,  vitrified,  grinding  dog. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  i  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  gage,  25  min.  with  machine 
"  set  up."  —  Clean  machine,  3  min.  —  Total,  40  min.  ("  Set  up  " 
machine  to  grind  straight,  25  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


L  Preparatory  Adjustments. 
True  wheel  (see  p.  709)  and  cen- 
ters (see  p.  710).  Set  zero  lines 
on  headstock  and  swivel  table  to 
grind  approxhnately  straight.  See 
p.  712.  Arrange  water  guards. 
See  p.  715.  Move  grinding 
wheel  back  with  hand  cross-feed 
wheel  8  to  allow  space  to  mount 
work.  Use  grinding  dog  with 
copper  under  set  screw.  Mount 
work  on  centers.  Start  grinding 
wheel,  work  and  feed,  1,  2,  3,  and 
adjust  dogs  6,  7,  to  length  of 
stroke.  Set  automatic  feed  11, 
12,  to  feed  .001"  (four  teeth)  at 
each  end  of  stroke. 

n.   Grind  Trial  Diameter  (16), 


Fig.  28.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
hand  cross-feed  wheel  8.  Turn 
on  water  and  throw  in  feed  pawl 
9  to  mesh  with  ratchet  wheel  10 
and  allow  automatic  cross  feed 
to  take  four  or  five  trial  cuts 
whole  length  of  work  to  grind 
out  tool  marks.  Then  throw 
out  pawl  9  and  without  momg 
cross  feed,  allow  wheel  to  pass 
over  work  several  times  until 
cutting  nearly  dies  out. 

Stop  wheel,  work  and  feed,  1, 2, 
3,  with  wheel  at  footstock  end. 

nL  Correct  Straightness.  Meas- 
ure work  at  both  ends  with  2" 
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micrometer  and  if  not  straight, 
move  swivel  table  (see  p.  712). 
Take  one  or  two  cuts  with  auto- 
matic cross  feed.  Measure  and 
repeat  until  machine  grinds 
straight.  If  there  is  danger  there- 
by of  grinding  gage  too  small,  use 
trial  piece  same  length. 

IV.  Find  Amount  Oversize. 
Measure  work  with  2"  microm- 
eter. Subtract  rough  diameter  of 
work  1.0040''  from  reading  of  mi- 
crometer. For  example,  reading 
of  micrometer  may  be  1.0140", 
then  1.0140"  -  1.0040"  =  .0100" 
or  40  teeth  for  rough  grinding. 

V.  Set  Automatic  Cross  Feed. 
Raise  perx>endicular  latch  13  in 
head  14,  throw  in  pawl  9  and 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  until  end 
of  shield  and  pawl  are  40  teeth 
apart,  then  drop  latch  13  in 
ratchet  wheel  10. 

VL  Rough  Grind  (16),  .0040" 
Large,  Fig.  28,  as  follows:  Start 
wheel,  work  and  feed  1,  2,  3,  and 
rough  grind  automatically  imtil 
shield  15  lifts  pawl  9.  Then 
lock  latch  head  14  with  horizontal 
latch  16,  throw  out  pawl  9  and 
allow  wheel  to  pass  over  work 
several  times  until  cutting  nearly 
dies  out.    Stop  work  with  wheel 


at  footstock  end  and  measure. 
For  example,  work  may  measure 
1.004". 

Vn.  Finish  Grind  (17),  Fig. 
28,  with  pinch  feed  (i/1000"  in 
diameter  of  work),  as  follows: 
Start  work.  Take  two  cuts 
i/1000"  each  (two  pinches  at 
each  end  of  work).  Stop  wheel, 
work  and  feed  1,  2,  3,  and 
measure  gage.  It  may  measure 
1.0030".  Also  measure  gage  at 
both  ends  for  straightness  with 
micrometer,  or  take  gage  out  of 
machine  and  measure  with  special 
measuringmachine,  pp.  1236, 1237. 
Start  wheel  work  and  feed  and 
pinch  twice  at  footstock  end. 
Measure  =  1.0025".  Pinch  twice 
and  let  wheel  pass  over  work  sev- 
eral times.  Measure  =  1.0015". 
Pinch  twice  and  let  wheel  pass 
over  work  several  times  and  meas- 
ure (1.0010").  As  there  is  some 
vibration  in  machine,  it  is  best 
to  grind  to  size  as  follows:  Take 
one  cut  and  measure  1.0007". 
Then  let  wheel  pass  over  work 
without  moving  cross  feed  and  it 
may  measure  1.0004".  If  still 
large,  again  let  wheel  pass  over 
work  without  moving  cross  feed. 
Limit  1.0004"  to  1.0003".  Clean 
machine  with  waste. 


Attention.  —  A  gage  hardened,  ground  and  lapped  without  season- 
ing may  shrink  about  one-twenty-thousandth  of  an  inch  in  six  months. 
To  season  properly  a  gage  should  be  hardened,  then  laid  away  from 
six  months  to  a  year  to  relieve  internal  stresses,  and  allowed  to  shrink; 
but  if  gage  must  be  finished  at  once,  heat  to  about  400°  F.  after  hard- 
ening and  cool  in  water.    Do  this  three  times. 

Note.  — Gages  are  often  made  as  follows:  Rough  ground  to  1.004", 
seasoned,  then  finished  ground  to  1.0004"  and  lapped  to  size. 
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MEASURING  MACHINE 

34.  Twenty-four-inch  standard  measuring  machine,  Fig.  29. 
This  instrument  is  for  originating  standard  gages  and  for  other 
measurements  of  precision. 

The  bed  is  supported  on  three  points,  with  V  ways  for  the 
shding  and  fixed  heads;  the  spindles  are  provided  with 
measuring  faces. 

36.  The  sUding  head  carries  the  spindle  Precision  Screw, 
linear  scale  and  graduated  index  wheel.  The  Precision  Screw 
on  some  machines  has  50  threads  per  inch,  on  others  25  threads. 

36.  For  Precision  Screw  with  60  threads  the  turns  of  index 
wheel  are  indicated  on  Unear  scale  graduated  into  50  divisions 
to  the  inch;  each  20/1000"  =  .020".  The  fractional  part 
of  a  turn  is  indicated  by  graduations  on  index  wheel  which 
has  400  divisions,  each  1/20,000". 

37.  For  Precision  Screw  with  26  threads  the  turns  of  index 
wheel  are  indicated  on  linear  scale  graduated  into  25  divisions 
to  the  inch;  each  40/1000"  =  .040".  The  fractional  part  of  a 
turn  is  indicated  by  graduations  on  index  wheel  which  has  400 
divisions,  each  1/10,000". 

By  estimation,  a  division  may  be  subdivided  to  indicate 
one-half,  one-quarter  or  one-fifth  of  a  division.  Variation 
within  a  limit  of  1/100,000"  may  be  determined. 

Fixed  head.  —  In  the  fixed  head  is  a  sliding  spindle  kept  in 
place  by  a  helical  spring.  This  spindle  carries  one  of  the 
auxiliary  jaws  while  the  other  jaw  is  fastened  to  the  head. 

Contact  indicators.  —  To  indicate  when  contact  is  made  be- 
tween measuring  faces  and  work,  a  small  cylindrical  gage  is 
placed  between  the  auxiliary  jaws  in  a  horizontal  position. 
When  measurement  is  obtained,  gage  drops  to  a  vertical 
position. 

In  Fig.  29  the  auxiliary  jaws  are  connected  with  an  elec- 
trical buzzer  which  announces  contact  of  work  and  measuring 
faces. 

To  clean  machine,  —  With  a  soft  woolen  cloth  wipe  oil  and 
dirt  from  finished  parts,  and  other  parts  with  waste.  Ben- 
zine may  be  used  to  clean  plugs  in  reference  bar,  followed  by 


MEASURING  MACHINE 


1237 


kerosene  to  prevent  rusting.  To  remove  dust  frOm  polished 
surfaces  of  graduated  plugs  use  a  camers-hair  brush.  The 
lenses  are  cleaned  with  alcohol  and  chamois  skin.  When 
setting  and  measuring  clean  measuring  faces  with  paper. 

38.  To  measure  standard  plug  gage  with  24''  standard 
measuring  machine.  Precision  Screw,  50  threads  to  V\  Fig. 
29. 


STANDARD 
BAR 


LINEAR  SOALC  A 
PLUG  QAQC  N 


Fia.  29.  —  Measurinq  }"  Standard  Plug  Gage. 
SCHEDULE  OF  OPERATIONS 


Oil  slides  and  bearings  with 
machine  oil  and  Precision  Screw 
with  porpoise  oil. 

To  set  at  zero. 

Clean  measuring  faces  with 
paper. 

Run  screw  to  zero  of  linear 
scale  A,  Fig.  29. 


Adjust  pointer  B,  graduated  in- 
dex wheel  C,  nearly  to  zero  and 
slide  head  D  until  measuring 
faces  E,  F,  are  nearly  in  contact. 
Clamp  fine  adjustment  G,  throw 
in  switch  H  which  operates  buzzer 
K,  and  adjust  sliding  head  with 
screw  L  (not  shown),  until  buzzer 
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shows  tendency  to  stop,  damp 
sliding  head  with  lever  M  and 
adjust  index  wheel  until  buzzer 
stops,  then  set  pointer  at  zero  on 
graduated  index  wheel. 

Clean  gage  N  and  place  it  be- 
tween cleaned  measuring  faces  of 
machine. 

Throw  in  switch  and  adjust 
index  wheel  imtil  buzzer  stops. 
Count  whole  number  of  divisions 
on  linear  scale  and  multiply  by 
.020"  then  add  divisions  on  in- 
dex wheel  multiplied  by  1/20000" 
or  .00006"  and  the  result  will  be 
the  size. 


For  example:  There  are  37  di- 
visions on  the  scale  which  gives 
37  X  .020"  =  .740".  Then  we 
read  201  divisions  on  index  wheel 
wWch  give  201  X  1/20000".  201 
X  .00006"  =  .01005",  adding  we 
have  .740"  +  .01006"  «  .75005", 
or  .760"  + 1/20000". 

Aitenbion,  —  A  variation  of  iem- 
perature  of  1*'  in  a  1"  gage  will 
change  its  size  about  1/100000". 

For  example:  Holding  a  1" 
gage  a  few  minutes  in  the  hand 
may  increase  its  temperature  l(f 
and  its  size  1/10000". 


39.  To  test  6^"  end-measuring  rod  with  2i"  standard 
measuring  machine.    Precision  Screw,  26  threads  to  1", 

Fig.  29. 

SCHEDULE  OF  OPERATIONS 


Adjust  machine  as  for  one  inch. 
Raise  cover  from  standard  bar  P 
attached  to  back  of  machine  and 
clean  plug  T  with  benzine. 

To  focus,  lower  microscope  Q 
to  stop  collar,  and  clamp. 

Adjust  hair  line  in  eyepiece  R 
to  coincide  with  hau-  line  on  hard- 
ened steel  plug  S, 

Unclamp  sliding  head  and  move 
to  fifth  plug  T  without  disturbing 
eyepiece.  Clamp  fine  adjust- 
ment G  and  adjust  sliding  head 
with  screw  L  until  hair  line  in  eye- 
piece coincides  with  hair  line  on 
bar.    Clamp  head  with  lever  Af . 

Place  end-measuring  rod  be- 
tween measuring  faces  and  read, 
as  follows:  To  the  reading  on 
standard  bar  (5")  add  the  follow- 
ing:    Count   number    of    whole 


divisions  on  linear  scale  (12  dixi- 
sions)  and  multiply  by  .040". 
Count  divisions  on  index  wheel 
(200  divisions)  and  multiply  bv 
1/10000"  or  .0001"  and  result 
will  be  the  length. 

Example,  —  5"  +  (12  X  .040") 
=  .480"-K200  X  .0001")  =  .0200". 
Adding  we  have  6"  +  .480" -f 
.0200"  =  5.600". 

Attention,  —  Two  supports  are 
provided  for  long  work,  as  at  U. 

Information.  —  English  ma- 
chines are  standard  at  62^  F.  and 
metric  machines  at  0**C.  For 
practical  work,  it  is  not  necessary 
to  use  these  machines  at  these 
temperatures  as  variations  caused 
by  heat  or  cold  afifect  machine 
and  work  alike. 


SPIRAL  MILLING 
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SPIRAL  MILLING 

40.  Spirals  are  used  on  twist  drills,  milling  cutters  and 
connterboreSy  and  in  machine  construction  for  spiral  gears, 
cams,  etc.  To  cut  a  spiral,  the  work  requires  rotative  and  longi- 
tudinal motion  at  the  same  time  and  also  to  be  set  at  an  angle 
to  cutter. 

41.  To  find  angle  to  set  saddle  for  cutting  spirals  either 
graphically,    by    simple 
calculation,    or    approx- 
imately from  spiral  line 
drawn  upon  work: 

Graphically.  —  Draw 
a  right  triangle,  ABC,  to 
scale.  Fig.  30.  Draw  AB 
equal  to  the  lead,  AC  B,t 
right  angle  to  AB,  equal 
to  circumference;  connect 
CB.  The  angle  ABC  or  X  is  the  required  angle.  Measure 
angle  with  protractor. 

Example. — Twist  drill  1"  in  diameter,  6"  lead,  to  find  angle. 

Solviion.  — AB  =  lead  =  6",  AC  =  circumference  =3.1416; 
connect  CB  and  measure;  required  angle  X  =  27^**. 

By  calculation.  —  Divide  the  circumference  by  the  lead  for 
the  tangent.  In  table  of  tangents  find  the  angle  that  corre- 
sponds to  tangent. 

Example.  —  Twist  drill  1"  in  diameter,  6"  lead,  to  find  angle. 


LEAD 


Fig.  30.  —  Angle  Diagram  fob  Twist 

Drill. 


Solution.  —  Tan  X  =  1  X 


3.1416 


=  .5236.    In  table  of  tan- 


gents .5236  corresponds  to  27^38'  or  27i®,  the  required  angle. 

Approximately.  —  Raise  the  knee  until  cutter  touches  work 
and  with  hand  feed  trace  a  light  hue  upon  the  work,  with  the 
table  set  straight,  and  the  machine  geared  for  the  spiral.  Then 
swing  table  until  spiral  line  is  parallel  to  cutter. 

Important.  —  As  cutting  the  first  tooth  in  a  spiral  mill  or  grooving 
the  first  drill  is  largely  experimental,  the  student  should  prepare  a 
machinensteel  trial  blank  and  use  it  to  obtain  correct  setting  of 
cutter. 
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AUention.  —  For  right  spirals,  swivel  the  table  to  the  right; 
and  for  left  spirals,  swivel  to  the  left,  and  use  an  extra  inter- 
mediate gear. 

42.  To  calculate  compound  gears  used  in  cutting  spiral. 
Example.  —  1''  twist  drill;   6"  lead,  worm  gear  in  dividing 

head  40  teeth,  lead  screw  4  P.,  lead  of  machine  equals  V"  =  l^"* 

Q  1  4-^  6        3X2 

Solution.  -  ^  =  2x1' 

?  V  —  —    —    —  g^ft^^  ^^  worm  G 
2  ^  24  "^    48    "  1st  gear  on  stud  H' 

?  X  —  =  —  =  2d  gear  on  stud  J 
5       20        100       gear  on  screw  K    ^ 

When  there  is  a  fraction  in  the  lead  as  in  the  case  of  spiral 
gears,  as  8.333'': 

oi  or  e 

Solution.  —  8.333"  =  t^  ==  ;^  =  ^  and  proceed  as  above. 

lU         oU         0 

Information.  —  If  the  fraction  will  not  simplify  easily,  ap- 
proximate the  lead  as  follows:  Elxact  lead  2.517";  approximate, 
2.514."  This  is  allowable  for  leads  of  cutters,  drills  and  counter- 
bores.  For  mechanical  motions,  as  spiral  gears,  change  the 
diameter  rather  than  lead. 

43.  To  obtain  lead  for  spiral  milling  cutter,  giv^i  diameter 
and  angle.  — 

-,         ,  diameter  X  3.1416  ,     , 

r  ormiUa. r n 1 — > r-  =»  lead. 

natural  tangent  of  angle 

From  lead  calculate  compound  gears. 

Attention.  —  Use  above  formula  when  changing  pitch  diam- 
eter of  spiral  gears  to  bring  approximate  lead  within  .005"  of 
exact  lead. 

44.  Cutters  for  spiral  mills  are  obtainable  with  either 
40°,  48°,  or  53°  angle  on  one  side  and  12°  on  the  other. 

46.  Cutters  for  two-groove  twist  drills  are  obtainable  for 
drills  tV"  to  2i"  in  diameter. 
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CUTTmO  TEETH  IN  SPIRAL  HILL 

46.  To  cut  teeth  in  spiral  iiiill>  univerBal  milling  madiine. 
Fig.  31. 

UNIVERSAL  MILLING  MACHINE 


Fia.  31.  —  CoTTiNG  Tbbth  in  Spiral  Mill, 


SPECIFICATIONS 


MatorUI 

Hole 

DUmeter  of  mill 

cutter  blank 
1" 

IS  R.  H. 

A" 

36" 

121- 

Gearifotapiral 

Oearonworm.. 

lat  ge&ronstud 
2d  gear  on  stud 
Gear  on  screw.. 
Speed 

Feed 

Lubrioant 

72 
32 

mor  2d  speed 
or60F.P.M. 

Double-aQEle  high-speed 

power     feed 

Amount  ot  set  over 

eutter  revo- 
lution 
Lard  oil 
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SCHEDULE  OF  OPERATIONS 


L  Preparatory  adjustments. 
Place  cutter  A  on  arbor  B  to  cut 
in  direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  alinement 
on  table. 


FPOTSTOCK 
CENTER 


Fig.  32.  —  Setting  Dottble-angle 
Cutter  Radial. 

IL  Set  cutter  radial.  Set  swivel 
table  at  zero,  cutter  central,  and 
cross-feed  dial  at  zero.  Move 
cross  slide  inward  ^  diameter  of 
blank  (.208")  to  give  radial  teeth, 
as  at  A',  Fig.  32,  then  clamp  cross 
sUde. 

m.  Arrange  gears,  index  and 
table.  Arrange  gears  for  spiral,  set 
index  for  18  teeth,  withdraw  stop 


so  that  index  plate  can  revolve, 
set  swivel  table  at  12i**,  Fig.  31, 
and  clamp. 

IV.  Mount  gear  blank  on  centers. 
Press  mandrel  C  firmly  into  blank 
D  and  mount  on  centers,  securing 
dog  E  in  driver  by  screw  F. 

V.  Obtain  width  of  land  by  tnal 
cuts.  Start  machine,  raise  knee 
and  with  power  feed,  take  short 
trial  cut  less  than  required  depth, 
then  throw  out  power  feed  and 
stop  machine.  Set  vertical  dial  at 
zero,  lower  knee,  move  table  back 
until  bJank  is  clear  of  cutter  and 
index  for  next  tooth.  Raise  knee 
to  zero  and  take  another  short 
cut. 

Lower  knee,  move  table  back 
until  blimk  is  clear  of  cutter  and 
measure  width  of  land  with  rule. 

If  land  is  too  wide,  raise  knee 
a  little  higher  than  before;  repeat 
process  until  land  is  correct  {3V" 
wide) .  Reset  vertical  dial  at  zero 
after  each  correction. 

VI.  MiU  18  teeth.  With  set- 
ting correct  and  table  dog  set  to 
trip  feed  at  end  of  cut,  mill  teeth 
all  around  blank,  one  cut  each. 

Warning.  —  To  avoid  cutter 
scraping  work  by  back-lash  in 
screw  and  gears,  after  obtaining 
depth  of  cut  in  spiral  milling,  set 
vertical  dial  at  zero  and  at  the 
end  of  esLch  cut,  lower  knee  and 
move  table  back  to  starting  point, 
then  raise  knee  to  zero  for  next 
cut. 
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GROOVIITG  TWIST  DRILL 
47.  To  groove  twist  drill,  spiral  milling,  universal  milling 


machine.     Fig.  33. 


UMVERML  MILLIira  HI 


-  GRooviNa  TwiBT  Drill. 


SPECIFICATIONS 


Diameter  of  drill . 
LeDKthot  drill.  . . 
Length  of  grooves 
No.  of  ETooveB. . . 
Thickneasof  point 

Lead 

Angle  of  spiral. . 
Cutter 


bed  (or  clearance 

of  lands 

Depth  of  clcarniice 

Omu'i  tor  ipird 
Gear  on  worm  O  .  . 
Ist  gear  on  stud  H. 
2d  gear  on  stud  J  . 
Gear  od  screw  K . , 
Speed 

Feed 

Lubricant 


,007"   per  cut- 
tor  revolution 
Lard  oil 


1244 


ADVANCED  MACHINE  WORK 


SCHEDULE  OF  OPERATIONS 


I.  Preparatory  adjustments. 
Place  cutter  A  on  arbor  B  to  cut 
in  direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  alinement 
on  table.  Lower  index  head  cen- 
ter 2°  and  clamp;  this  is  to 
thicken  web  and  strengthen  drill 
which  has  a  tendency  to  twist 
when  in  use. 

n.  Set  cutter  radiaL    Set  swivel 


CUTTER 


CENTER 


Fig.  34.  —  Sbtting  Cutter  off 

Center  for  Grooyxxg 

Twist  Drill. 

table  at  zero,  cutter  central,  and 
cross-feed  dial  at  zero.  Move 
cross  slide  inward  ^  diameter  of 
blank  (.100"),  as  at  A,  Fig.  34,  and 
clamp. 

m.  Arrange  gears,  index  and 
table.  Arrange  gears  for  spiral, 
place  index  pin  in  any  hole,  then 
withdraw  stop  L  so  that  index 
plate  M  can  revolve;  set  swivel 
table  at  27  J°,  and  clamp.  See 
Fig.  35. 


IV.  Mount  gear  blank  on  centers. 

Mount  blank  C  on  centers  and 
secure  dog  D  in  driver  by  screw 

E.  Adjust  V  rest  under  middle 
of  blank  to  prevent  springing. 
Set  table  dog  to  trip  feed  at  de- 
sired length  of  groove. 

V.  Obtain  thickness  of  point 
Start  machine,  raise  knee  and  take 
short  trial  cut  less  than  required 
depth.  Set  vertical  dial  at  zero, 
lower  knee,  move  table  back  until 
blank  is  clear  of  cutter,  index  one- 
half  revolution,  raise  knee  to  zero 
and  take  another  short  cut.  Re- 
peat until  point  is  i"  thick. 

VI.  Mill  grooves.  Reset  verti- 
cal dial  at  zero  and  mill  grooves, 
one  cut  each. 

Vn.  Mill  land  clearance.  Mount 
driU  A,  Fig.  36,  on  centers  to  mill 
lands  B,  with  end  mill  C.  Set 
swivel  table  1^  (angle  shown  by 
line   D,   E)   to   cut   deepest  at 

F,  F',  and  mill  clearance  j^"  ^^P 
leaving  /y"  lands,  one  or  more 
cuts. 

Information.  —  Take  trial  cuts 
and  if  lands  are  wider  at  shank 
end  of  drill,  raise  index-head  cen- 
ter 1°  or  2**  to  make  lands  even 
width.  Oxidize  small  drills  to 
enable  cut  and  land  to  be  readily 
seen. 

Note.  —  Manufacturers  of  trat 
drills  use  a  special  cutter  for  mill- 
ing land  clearances. 
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Fia.  36.  —  MiLUN<3  Land  Clearance  on  Twibt  Drill. 


MAKING  TWIST  DRILL 
48.  To  make  taper  shank  twist  drill,  Fig.  37. 


Fia.  37.  —  ScHSDULx  Drawinq. 
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Specifications:  Material,  annealed  high-speed  or  carbon  steel  ^jg" 
to  i"  large;  weight,  2  lb.  3  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  4  h.  45  min.  which  includes  15  min.  for  milling  tang,  1  h. 
for  milling  spiral  grooves  and  30  min.  for  milling  clearances. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOUS 


Operations. 


Center. 

True  live  center.  Set  dead 
center  in  approximate  aline- 
ment. 

Rough  square  to  11^'',  (1),  (2). 


Recenter. 

Omit  finish  square. 

Rough  turn  to  1.012'\  (S),  one 
or  two  cuts.  Turn  half  way, 
reverse  and  turn  other  half. 

Draw  lines  for  length  of  shank 
and  body  (4),  (6). 

Turn  taper  shank  .%9t'  to  1', 

Set  oyer  footstock  ^^'\  or  use 
taper  attachment. 

Rough  turn  taper  (6)  to  |i"  at 
small  end,  one  or  two  cuts. 


Take  a  light  trial  cut  about 
.004"  to  .005".  To  correct 
this  taper,  see  Schedule  of 
Operations,  p.  229. 

Rough  turn  to  .763"  +  .020" 
for  grinding  (6),  one  cut. 

Rough  and  finish  turn  reduced 
part  (7),  one  or  two  cuts. 

Finish  turn  tang  (8),  one  cut. 

Round  end  and  corner  {%). 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 


1st  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Engine  lathe. 

1st  or  2d  speed  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

3d  speed  or  60  F.P.M. 
Fine,  power  feed  — 
140  to  1". 


Medium   power   feed 
—  80  to  1". 

Fine     power     feed  — 
140  to  1". 

Hand  feed. 


Tools. 


Dog,  holder  and  cut- 
ter 30^  rake,  cali- 
pers, rule. 


Holder  and  cutter 
30"  rake,  1"  mi- 
crometer. 

Copper  suiphatei 
rule,  scriber. 


Rule,  dividers. 

Holder  and  cutter 
30"  rake,  caliper, 
rule. 

Holder  and  cutter 
30"  rake,  Morse 
taper-ring  K&ge 
No.  3,  chalk  or 
Prussian  blue. 

1"  micrometer. 
Calipers,  rule. 


Forming  tool. 


MAKING  TWIST  DRILL 
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SCHEDULE  OF   OPERATIONS,   MACHINES  AND 

TOOLS,  Concluded 


Opbbationb. 

Machines,  Spxbd, 
Feeds. 

Tools. 

Rough  turn  stem  i"  long  (•), 

Ist  or  2d  speed,  or  40 

Calipers,    rule,    and 

four  or  five  cuts.    Set  tool  at 

F.P.M.       Medium 

bevel  protractor. 

69®  and  form  point. 

power  feed  —  80  to 
1". 
Vise  copper,  jaws. 

Stamp  size  and  name  on  re- 

i" stoel  figures  and 

duced  part  (7). 

letters,  hammer. 

MiU  tang  (10). 

Universal  milling  ma- 

Index   centers,     1" 

chine,    2d    or    3d 

end  mill,  calipers, 

speed,  or  60  F.P.M. 

rule,  oil. 

Medium  power  feed 

MUl  grooTei  (11),  (11').    See 

—  .007"  per  cutter 

pp.  1243-1246. 

revolution. 

MiU  land  clearance  ^",  (IS). 

Universal  milling  ma- 

1" end  mill  or  special 

(ir).     See  pp.  1244, 1245. 

chine. 

cutter,  rule,  oil. 

Harden  in  water. 

Gas  furnace  or  forge 
1325°  F.  to  1360*'  F. 

Tongs,  water. 

Temper  in  oU  (or  polish  and 

Oil-tempering  furnace 

(Red-hot  ring  or  cdl- 

temper  to  straw  color). 

426°  F.  to  435'*  F. 

lar). 

Test  hardness  with  scleroscope, 

or  dead-smooth  file. 

Grind  taper  (•)   to  .753''  at 

Universal       grinding 

Grinding  wheel  No. 

end,  or  to  fit  Morse  taper- 

machine. 

60,    /t,    vitrified. 

ring  gage.     See  pp.  7 12,  726, 

Morse    taper-ring 

830. 

gage.  No.  3,  chalk 
or  Prussian  blue, 
1"  micrometer. 

Set  grinding  machine  to  grind 

the  taper  for  body  clearance. 

Grind  body  to  1.000"  at  point 

• 

of  drill.     See  pp.  12oo,  7l2. 

Nick  stem  (f),  with  grinding 

Twist  drill  grinder. 

Cup  grinding  wheel 

wheel;    break  off  and  grind 

No.     46 /T,   vitri- 

point to  1 1 8°.   See  PrxnetpUs 

fied,     bevel     pro- 

of Machine  Work, 

tractor. 

Attention,  —  If  the  drill  springs  in  hardening  and  tempering  an 
amount  in  excess  of  that  allowed  for  grinding,  it  should  be  carefully 
straightened  before  grinding.    See  p.  1217. 

Information,  —  If  not  convenient  to  use  a  cylindrical  grinding 
machine,  the  taper  shank  may  be  turned  and  filed  to  fit  a  Morse 
taper-ring  gage,  No.  3.  The  body  may  also  be  turned  and  filed  to 
size. 
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PRECISION  METHODS  OF  LOCATING  HOLES  FOR  JIGS 
AND  ACCURATE  MACHINE  PARTS 

49.  The  precise  location  of  holes  in  jigs,  fixtures^  mast^i 
plates  and  accurate  machine  parts  is  obtained  by  the  plug 
method  for  large  work  and  by  the  button  method  for  smal] 
work.  For  ordinary  machine  work  where  an  error  of  yi/Vv"  to 
tHv"  ^  permissible,  the  usual  method  of  locating  holes  w^ith 
surface  gage,  dividers,  rule,  and  center  punch,  and  then  draw- 
ing the  drill,  is  sufficiently  accurate.  See  Accurate  Drilling, 
Principles  of  Machine  Work.  To  locate  holes  of  precision 
in  jigs  and  fixtures  where  errors  greater  than  y^W''  are  not 
permissible  and  an  accuracy  of  ^jshW  ^  often  required,  the 
plug  or  button  method  is  used. 

60.  Jigs  and  fixtures  are  usually  designed  by  the  draftsman 
and  made  by  the  toolmaker.    Many  toolmakers,  however, 
are  well-qualified  to  both  design  and  make  jigs  and  fixtures. 
The  shape  and  other  requirements  of  the  work  determine 
whether  a  plate,  solid,  box,  or  rotary  type  of  jig  is  required. 
See    Drilling   Jigs,    pp.   601-610.     The   jig    is    designed   by 
making  a  drawing  having  two  or  three  views  and  the  details. 
As  an  element  of  safety,  it  is  best  to  make  the  design  of  such 
shape  that  it  would  be  impossible  to  place  the  jig  on  the  work 
or  the  work  in  the  jig  the  wrong  way. 

After  the  position  of  the  work  in  the  jig  is  arranged,  the 
locations  of  the  holes  and  the  clamping  devices  are  deter- 
mined. Wooden  patterns  are  then  made  for  the  jig  body  and 
other  parts  that  are  to  be  made  of  cast  iron  and  iron  castings 
obtained. 

61.  Plane,  mill  or  grind  jig  castings  accurately.  —  The 
working  surfaces  of  jigs  and  fixtures  that  are  to  be  bored  by 
precision  methods  must  be  planed,  milled,  or  ground  accu- 
rately and  smoothly,  and  all  sharp  edges  slightly  beveled 
with  a  file.  Box  jigs  and  similar  fixtures  must  have  two  or 
more  surfaces  or  spots,  exactly  at  right  angles,  from  which  all 
measurements  are  taken. 


PLUG  METHOD  OP  LOCATING  HOLES  1249 

52.  The  yemier  height  gage,  as  shown  in  Figs.  40,  42,  43, 
50  and  54,  is  a  combination  tooL    As  a  height  gage  it  is  used 

'-  for  accurately  measuring  heights  and  spaces.  As  a  caliper, 
it  may  be  used  in  the  same  manner  as  the  vernier  cahper, 
see  pp.  2il,  2l2.  It  is  an  indispensable  instrument  for  locat- 
ing holes  in  jigs  and  fixtures  by  the  plug  or  button  method. 

While  the  vernier  height  gage  may  be  set  to  a  ten-thousandth 
of  an  inch,  accurate  measurements  and  the  comparison  of 

'  distances  and  sizes  also  depend  on  the  sense  of  touch  or 
"feel"  which  is  obtained  by  pressing  the  gage  or  caUper 

"  over  or  between  the  points  being  measured  with  a  uniform 
pressure. 

PLUG  MBTHOD  OF  LOCATING  HOLES 

63.  The  plug  method  is  a  process  of  precisely  locating  the 
axis  of  the  hole  to  be  made  with  the  axis  of  a  standard  plug 
held  in  the  spindle  of  a  universal 


B 
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or  precision  boring  mill,  or  milling  tciiAPED 

machine.     With   either   machine  plate - 

the  process  is  the  same  except  for 
the  variation  in  movements  pecul- 
iar to  the  diflFerent  makes  of  ma- 
chines. The  principle  of  the  plug 
method  of  alining  work  in  a  bor-  ^'«-  ^8.  -  The  Principle  of 
ing    miU    is    shown    m    Fig.    38.      ™b  Plug  Method  of  Locat- 

°  ING  Holes. 

Measurements  are  taken  from  the 

hardened  and  accurately  ground  plug  A,  held  in  the  spindle  to 
the  accurately  scraped  angle  plate  B  which  is  clamped  to  the 
table  parallel  to  the  spindle,  and  from  plug  A  to  the  table  C 
64.  To  locate  angle  plate  accurately  on  boring  mill  table.  — 
To  set  angle  plate  A^  Fig.  39,  parallel  to  axis  of  spindle  (as- 
suming that  the  table  is  true)  first  place  it  in  approximate 
position  on  table,  test  it  with  square,  and  clamp  hghtly. 
Then  place  drill  chuck  in  spindle  and  fasten  test  indicator  B 
in  chuck.  Test  angle  plate  vertically  with  indicator  by 
moving  spindle  up  and  down,  and  longitudinally  by  moving 
spindle  in  and  out  and  adjusting  angle  plate  by  rapping  it 
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Jightly  with  lead  hammer.  When  angle  plate  is  true,  clamp 
hard  and  test  again,  as  hard  clamping  has  a  tendency  to 
change  the  location  of  angle  plate. 


H0III20NTAL 

BORiNQ 

MILL- 


Fig.  39.  —  Locating  Angle  Plate  Accurately  on  Boring  Mill 

Table. 

Attention,  —  Vertical  adjustments  are  made  on  some  types  of  boring 
mills  by  raising  or  lowering  spindle,  see  Fig.  39;  and  on  others,  by 
raising  or  lowering  table,  see  p.  6l6. 

65.  To  aline  jig  to  angle  plate.  —  Place  drilling  jig  A, 
Fig.  40,  against  the  tongue  blocks  B  and  C,  clamp  lightly 
and  set  parallel  to  the  angle  plate  D  by  taking  measurements 
at  E  and  F  with  vernier  height  gage  G.  Make  corrections 
by  rapping  jig  lightly  with  soft  hammer,  then  clamping  it  hard. 

66.  To  true  plug  in  spindle.  —  Taper  shank  plug  A,  Fig.  41, 
is  placed  in  spindle  B  and  tested  with  indicator  C  to  see  if  it 
runs  true.     If  the  plug  is  hardened  and  ground  accurately, 
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Fig.  40.  —  Alining  Jig  to  Angle  Plate. 

and  care  is  used  in  placing  it  in  the  same  position  in  the 
socket  each  time,  it  should  run  true;  but,  if  it  runs  out  a 
slight  amount,  the  error  is  often  corrected  by  removing  and 
replacing  the  plug.  When  the  plug  runs  true,  the  jig  is  lined 
up  to  it. 

57.  To  set  axis  of  the  hole  to  be  bored  true  to  axis  of  the 
plug,  two  measurements  are  necessary.  First  set  vernier 
height  gage  Ay  Fig.  42,  the  distance  called  for  on  the  drawing 
from  center  of  hole  in  boss  B  to  bottom  of  jig  C  or  to  table  D, 
minus  one-half  the  diameter  of  plug  E,  then  adjust  spindle  F, 
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Fig.  41.  —  Truing  Plug  in  Spindle. 

up  or  down,  until  distance  is  correct  as  determined  by  the 
vernier  height  gage  A,  Fig.  42. 

Second,  set  vernier  height  gage  A,  Fig.  43,  the  distance 
called  for  on  drawing  from  center  of  hole  in  boss  B  to  side  of 
jig  C  plus  distance  from  jig  C  to  angle  plate  D  minus  one-half 
diameter  of  plug  E,  then  adjust  table  F  imtil  this  distance 
is  correct  as  determined  by  vernier  height  gage  A,  Fig.  43. 

68.  To  bore  hole  in  jig.  —  Place  short  drill  A,  Fig.  44,  in 
the  spindle  and  spot  the  work  to  make  a  true  cavity,  as  at  A', 
see  also  p.  409.  Then  use  two  or  three  drills,  as  at  B  and  (7, 
the  largest  being  about  ^V"  smaller  than  the  finished  hole. 
Each  drill  removes  but  a  small  amount  of  stock,  thus  elimi- 
nating the  danger  of  drilling  the  hole  out  of  alinement. 

After  drilling,  special  boring  tool  D  is  used  with  a  fine  power 
feed.  Several  boring  tools  may  be  used  with  the  cutter 
set  in  each  to  remove  but  a  small  amount  of  stock.    The 
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cutter  in  the  last  boring  tool  is  set  to  bore  the  bole  to  the 
required  size.    See  also  Adjustable  Boring  Tool,  Fig.  47. 


Fia.  42.  —  Stmsa  Pluo  GoKBiKTr  Distance 


Flo.  43.  —  SBTTiKa  Anolb  Plate  Correct  Distance  from  Plug, 

Test  hole  with  plug  gage  or  measure  with  inside  micrometer. 

Reamers  are  rarely  used  on  this  class  of  work  as  they  have 

a  tendency  to  throw  the  hole  out  of  alinement.    If  the  plug 
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gage  fits  rather  tight  after  entering  about  halfway,  a  reamer 
is  used  to  relieve  the  back  end  of  hole.     In  this  operation 


Fia.  44.  —  BoRiNO  Hole  in  Jiq  with  Special  Bobinq  Tool. 


Fia.  45.  —  BuSHiNfls  fob  DiULUNa  Jios. 

the  hole  is  not  changed  as  the  reamer  removes  so  small  an 
amount  of  metal  that  it  burnishes  but  does  not  cut. 
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Warning. — After  boring  the  hole  and  before  removing  the  jig, 
place  a  plug  in  the  hole  and  test  the  measurements  from  gage  to  angle 
plate  and  table. 

Information,  —  Additional  holes  in  jig  may  be  located  by  the  same 
method. 

Attention,  —  In  locating  and  boring  holes  which  pass  through  two 
opposite  faces  of  a  box  jig,  the  boring  is  carried  through  the  first  face. 
The  work  is  then  reversed,  relocated,  and  the  second  face  bored.  This 
avoids  the  error  that  may  be  caused  by  the  spring  of  a  long  boring  tool. 

69.  Bushings  for  drilling  jigs.  —  As  holes  in  cast  iron  or 
machine  steel  would  soon  wear  out  of  true  by  the  action  of 
the  tools  which  pass  through  them,  holes  in  jigs  are  Uned  with 
hardened  and  ground  steel  bushings.  The  fixed  driUing 
bushing,  as  shown  at  A,  Fig.  45^  is  made  of  carbon  steel  hard- 
ened and  tempered.  The  hole  is  ground  and  lapped  to  the 
required  size,  and  the  outside  diameter  ground  to  about  .002'' 
larger  than  the  bored  hole  and  forced  in  with  a  press.  Where 
more  than  one  size  of  bushing  must  be  used,  they  are  called 
slip  or  removable  bushings.  A  slip  bushing  for  the  drill  is 
shown  at  B,  for  the  reamer  at  C,  and  for  the  tap  at  D.  The 
hole  is  also  Uned  with  a  hardened  and  ground  steel  bushing 
as  at  E,  forced  in  to  receive  the  sUp  bushing.  The  tops  of 
slip  bushings  are  usually  nurled  so  that  they  may  be  readily 
removed  with  the  fingers,  and  they  are  often  held  in  place 
with  a  bindiilg  screw,  as  at  F, 

60.  To  locate  one  hole  accurately  from  another  hole  by 
the  use  of  two  plugs.  7—  This  method  is  used  on  jigs,  fixtures, 
and  accurate  machine  parts  in  the  boring  mill  or  milling 
machine.  To  bore  holes  1  and  2  in  lugs  A  and  B,  in  a  machine 
part.  Fig.  46,  as  shown  in  detail  at  A'  and  B\  clamp  work  to 
milling  machine  table,  drill  and  bore  hole  1  in  lug  A.  Move 
table  and  place  plug  C  in  spindle,  and  plug  D  in  hole  1,  then 
adjust  table  and  measure  over  plugs  C  and  D  with  vernier 
caliper  E  or  micrometer.  This  measurement  should  be 
the  distance  between  centers  of  holes  1  and  2  plus  half  the 
diameter  of  each  of  the  plugs  C  and  Z>. 

As  holes  1  and  2  are  not  in  horizontal  alinement,  measure 
distance  F  from  plug  C  to  the  table  with  vernier  height  gage, 
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then  raise  table  the  difference  in  aliaement  of  holes  1  and  2, 
a9  shown  in  detail  at  G,  and  again  measure  with  vernier 


Fio.  47,  —  BoRiNO  WITH  Adjustable  Tool. 


height  gage  from  plug  C  to  table.  This  measurement  should 
be  distance  F  minus  the  difference  in  alinement.  Hole  2  is 
then  drilled  and  bored. 
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61.  Adjustable  boring  tool  shown  at  A,  Fig.  47,  ia  used  for 
boring  in  milling  machines,  boring  mills,  drill  presses  and 
engine  lathes. 

Tbe  cutter  B  is  adjusted  by  micrometer  screw  C,  making 
it  very  useful  for  precision  boring. 

AUenlion.  —  If  a  milling  machine  is  used,  care  must  be  taken  to 
see  that  it  is  in  good  condition.  If  there  ia  on  appreciable  sag  of  the 
knee,  an  allowance  should  be  made  in  setting  the  work.  In  any 
machine  used  for  accurate  boring,  the  slides  should  be  cleaned  and 
oiled  and  the  gib  screws  adjusted  so  that  all  movable  parts  fit  closely 
but  not  too  firmly, 

BUTTON  UETHOD  OF  LOCATING  HOLES 

62.  The  button  method  is  a  process  of  precisely  locating 
holes  with  hardened  and  ground  buttons  or  collars  often  called 
tootmakers'  buttons.     It 

is  a  slower  process  than 
the  plug  method  but  it  is 
used  for  small  accurate 
work.    It  consists  of  three 

operations:    First,  locate     

the  button  precisely  and    F^"- «. -The  Bmrov,  anb  Method  or 
,  ■ .   .     li      1.  ,         Fastening  the  Button  to  Pi.*te  or  Jio. 

clamp  it  to  the  face  plate 

or  jig.  Second,  clamp  the  plate  or  jig  to  the  face  plate  of 
the  lathe,  test  the  button  with  a  sensitive  test  indicator  and 
adjust  plate  or  jig  until  the  button  is  perfectly  true  to  the 
axis  of  rotation.     Third,  drill  and  bore  the  hole. 

The  button  used  is  shown  at  A,  Fig.  48;  it  ia  about  J"  long, 
and  ground  to  some  exact  diameter,  as  .300",  .400"  or  .500", 
with  perfectly  square  ends.  Where  only  one  hole  ia  to  be 
located,  a  button  of  an  exact  diameter  is  not  important;  but 
if  two  or  more  holes  are  to  be  located,  they  should  all  be  of  the 
atone  diameter.  A  sectional  view  of  the  button  is  shown  at  B, 
and  the  method  of  clamping  to  plate  or  jig  C  by  special  cap 
screw  D  and  washer  E. 

The  screw  may  be  about  J"  X  40,  and,  to  permit  adjust- 
ment, hole  F  in  the  button  is  about  ^"  larger  than  the  screw. 


-& 
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63.  To  locate  the  button  on  a  plate.  —  For  hole  ^,.Fig.  49, 
locate  the  button  B  on  plate  C  the  distances  D  and  E  from 
side  and  end  of  the  plate  by  finding  its  approximate  center 
with  surface  gage,  rule,  and  square,  and  making  a  center 
punch  mark.  The  center  punch  mark  is  usually  within  .010" 
of  being  correct.  Next  drill  and  tap  for  the  screw,  file  off 
burr  and  fasten  button  lightly  to  the  plate  with  the  screw. 


Fig.  49.  —  Locating  the  BtrrroN  Accurately  on  a  Plate. 

Then  hold  parallel  F  against  side  of  plate,  measure  with  mi- 
crometer caliper  6,  and  adjust  the  button  by  rapping  it  lightly 
with  a  lead  hammer  until  this  measurement  equals  the  dis- 
tance D  plus  thickness  of  parallel,  plus  half  the  diameter  of 
the  button.  Repeat  the  process  for  distance  E  with  microm- 
eter as  shown  dotted  at  H.  Measure  the  distances  D  and  E 
alternately,  until  button  is  precisely  located,  then  fasten  button 
down  hard.  Clamp  the  plate  lightly  to  an  accurate  face  plate 
of  an  engine  lathe,  and  test  the  button  with  a  sensitive  test 
indicator  held  in  the  tool  post,  and  adjust  the  plate  until  the 
button  is  perfectly  true  to  the  axis  of  rotation,  see  Art.  65, 
pp.  1259,  1260.    To  bore  the  hole,  see  Art.  66,  pp.  1260,  1261. 
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64.  To  locate  the  button  on  a  drilling  jig.  —  Hole  X,  Fig.  50, 
is  to  be  located  halfway  between  the  legs  of  drilling  jig  B  and 
at  a  given  distance  from  the  face.  Locate  center  of  hole 
with  surface  gage,  rule,  square, ,  and  center  punch.  Drill 
and  tap  hole,  file  ofT  burr,  wipe  clean  and  fasten  button  C  to 
the  jig.  Clamp  jig  to  the  accurately  scraped  angle  plate  D 
to  give  larger  working  distances.    Set  vernier  height  g^e  E 


N 


Fia.  50.  —  LocATiNO  the  Bctton  on  a  Drillinq  Jio. 
to  equal  the  distance  from  the  edge  of  jig  to  the  center  of  hole 
plus  one-half  the  diameter  of  button  plus  thickness  of  the 
angle  plate.  Transfer  this  setting  to  sensitive  test  indicator 
F,  with  needle  at  center  of  scale.  Adjust  button  until  there 
is  no  change  of  needle-reading.  Turn  the  jig  down  and  repeat 
this  process  to  locate  button  the  correct  distance  from  face 
of  jig.  Then  fasten  button  on  hard  and  test  again,  aa  hard 
clamping  may  change  the  position  of  button. 

65.  To  set  button  true  to  axis  of  rotation.  —  Clamp  drilling 
jig  A,  Fig.  51,  lightly  to  a  perfectly  true  face  plate  with  button 
B  approximately  true  to  axis  of  rotation,  then  balance  with 
counterweight  C.  See  also  pp.  407,  408.  Rotate  spindle  by 
hand  and  test  the  location  of  button  B  by  indicator  D.    Ad- 
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just  jig  by  rapping  it  lightly  with  a  lead  hammer  until  the 
needle  of  indicator  ceases  to  move,  then  tighten  the  clamping 
bolts.  Test  button  again,  as  final  clamping  may  change 
location  of  button. 


FiQ.  61.  —  Settinq  Button  True  to  Axis  of  Rotation. 

66.  To  bore  the  hole  in  jig.  —  Remove  button  and  with 
flat  drill  A,  Fig,  52  (or  centering  tool),  held  in  a  drill  chuck 
fitted  into  footstock  spindle,  cut  true  cavity  B  to  start  drill. 
See  also  p.  409.  Then  use  increasing  sizes  of  drills  until 
hole  is  within  ^"  of  size.  Bore  hole  C  exactly  to  siae  with 
boring  tool  D  taking  two  or  more  cuts  and  using  a  fine  power 
feed.  Test  hole  with  plug  gage  or  measure  with  inside  microm- 
eter.   See  Bushings  for  Drilling  Jigs,  p.  1255. 

irarainfl.  —  Care  should  be  taken  to  aee  that  the  lathe  spindlf 
bearinga  are  tight  for  any  looseness  will  affect  the  truth  of  the  bored 
hole.  Also,  see  that  the  jig  is  accurately  coimteibalanced  as  the  bored 
hole  will  be  out  of  true  if  the  jig  has  any  springing  or  vibrating  action. 
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'If  the  shape  c^  the  work  is  such  that  the  rotative  speeds  for  drilling 
and  boring  will  cause  the  spindle  to  spring  and  the  work  to  vibrate, 
use  the  plug  method  and  a  boring  mill,  or  milling  machine,  where  the 
work  will  be  stationary  and  the  drills  and  boring  tool  will  revolve. 

AUerttion.  —  The  true  cavity  starts  the  drill  true  and  eliminates  the 
eccentricity  of  the  tapped  hole. 

Information.  —  The  button  method  may  be  used  in  boring  mill  or 
milling  machine  by  alining  the  button  to  a  slip  bushing  on  plug  in 
the  spindle. 


Fig.  52.  —  Borino  thb  Holb  in  Jia  in  the  Enoine  Lathe. 

67.  To  locate  two  holes  by  the  button  method 
requires  that  measurements  be  referred  to  the  buttons  them- 
selves aa  well  as  to  the  edges  of  the  work.  In  Fig.  53  button  .4 
for  hole  I  is  to  be  located  with  reference  to  edges  CD  and  DE 
on  plate  F,  and  button  B  for  hole  2,  with  reference  to  button  A 
and  edge  DE.  First  locate  both  buttons  approximately  with 
reference  to  edges,  by  the  method  given  on  p.  125S. 

The  precise  locations  of  buttons  A  and  B  are  determined 
with  micrometers,  as  shown  in  Fig.  53. 
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Fig.  53.  —  Locating  Two  Holes  by  the  Button  Method. 


68.  To  locate  and  bore  holes  an  approximate  distance 
apart  with  boring  mill  or  milling  machine.  —  On  jigs  and 
fixtures  where  the  extreme  accuracy  of  the  plug  or  button 
method  is  not  required,  the  holes  may  be  located  and  bored 
approximately  accurate  a  given  distance  apart  by  using  the 
graduated  dials,  reading  in  thousandths  of  an  inch,  on  the 
actuating  screws  of  a  boring  mill  or  milling  machine.  See 
p.  6l6. 

69.  To  locate  and  bore  two  or  more  holes. an  exact  distance 
apart  with  boring  mill  or  milling  machine.  —  First,  clamp  the 
work  to  the  table  and  adjust  the  table  to  move  the  work  to 
the  proper  position,  then  drill  and  bore  the  first  hole  to  the 
required  size.  Second,  move  the  table  by  the  actuating 
screw  the  required  distance  for  the  second  hole  as  indicated 
on  the  micrometer  dial.  Third,  drill  and  bore  the  hole  j\" 
small  and  place  a  plug  or  proof  bar  in  each  hole.  Fourth, 
test  the  distance  between  the  bored  holes  by  measuring  over 
both  plugs  with  a  micrometer.  If  after  subtracting  half  the 
diameter  of  each  plug  from  this  reading,  the  result  is  not 
the  required  distance,  correct  by  moving  the  actuating  screw 
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the  required  niunber  of  thousandths  of  aa  iach  or  fraction  of  a 
thousandth,  as  indicated  by  the  micrometer  dial,  then  bore  the 
hole  to  the  required  size. 

SINE  BAR 

70.  The  sine  bar  is  used  for  the  precision  measurement  of 
angles,  and  for  locating  work  at  precise  angles.  It  consists 
of  a  hardened  and  ground  bar  with  hardened  and  ground 
plugs  placed  at  a  precise  and  known  distance  (usually  lO'O 
apart,  which  by  means  of  a  vernier  height  gage  and  a  table 
of  sines  and  cosines  may  be  set  to  any  angle  or  used  to  measure 
any  angle  precisely.  Some  sine  bars,  as  Aj  Fig.  54,  are  made 
with  hardened  bushings  to  which  accurately  ground  removable 
plugs,  B  and  C,  are  fitted;  other  sine  bars,  as  B,  Fig.  55,  have 
fixed  plugs,  C  and  D. 

Information,  —  The  holes  in  the  sine  bar  are  located  by  either  the 
plug  method  or  the  button  method. 

71.  To  set  adjustable  angle  plate  with  the  sine  bar. — 

In  Fig.  54  the  sine  bar  A  is  used  to  set  adjustable  angle  plate 
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FiQ.  54.  —  Setting  Adjustable  Angle  Plate  wpth  the  Sine  Bar. 

£>  at  a  precise  angle:  First,  place  angle  plate  on  the  scraped 
surface  plate  and  set  it  approximately  by  bevel  protractor  E, 
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then  with  square  F  set  sine  bar  parallel  to  edge  of  angle  plate, 
and  clamp  in  position.  Find  difference  in  height  of  plugs  B 
and  C  with  vernier  height  gage  G  and  obtain  the  precise 
angle.  Adjust  plate  with  wrench  H  and  lead  hammer  / 
until  difference  in  height  of  plugs  is  correct  for  the  desired 
angle.  For  example,  the  angle  plate  is  to  be  set  at  30°.  The 
sine  of  30®  is  J.  Therefore,  with  a  10"  sine  bar  the  difference 
in  height  of  the  plugs  should  be  V  or  5''. 

AUention.  —  As  each  adjustment  of  angle  plate  changes  the  height 
of  both  plugs  making  the  vernier  readings  difficult  to  remember,  it  is 
customary  to  make  a  record  of  the  readings  as  suggested  by  the  pencil 
and  block  of  paper  at  K,  The  magnifying  glass  at  L  may  be  used 
to  read  the  vernier. 

72.  To  measure  and  originate  tapers  with  the  sine  bar.  — 

The  sine  bar  may  also  be  used  for  measuring  and  originating 
tapers. 

In  Fig.  55  plug  gage  ^1  is  to  have  a  taper  of  .5161''  per  foot. 
While  this  is  a  standard  taper  (Brown  &  Sharpe,  No.  10)  it 
may  be  assumed  that  there  is  no  ring  gage  or  templet 
available  and  the  sine  bar  is  used  instead  of  a  gage. 
The  plug  is  placed  in  the  fixture  on  the  scraped  sur- 
face plate  and  the  sine  bar  B  adjusted  to  the  taper 
gage  and  clamped  in  position.  The  difference  in 
height  of  the  plugs  C  and  D  is  found  by  vernier 


Fig.  55.  —  Mbasurinq  a  Taper  Gage  with  tbb  Sine  Bab. 

height  gage  E.  If  the  difference  is  not  correct  for  the  re- 
quired taper,  the  gage  is  corrected  by  grinding  or  lapping 
and  the  process  repeated.  For  example,  gage  A  is  to  have 
a  taper  of  .5161"  per  foot  or  .5161"  -5-  12  =  .04301"  per  inch. 
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Assuming  a  10'^  sine  bar  is  used  the  difference  in  height  of  the 
plugs  C  and  D  should  be  .04301  X  10  or  .4301". 

73.  Other  uses  for  the  sine  bar.  —  Besides  being  useful 
for  the  above  processes,  the  sine  bar  is  used  for  setting  milling 
machine  heads  and  tables,  testing  angle  settings  of  vises, 
chucks,  and  other  machine  tools  where  precision  is  desired. 
It  is  also  very  useful  in  toolmaking  for  inspection  purposes. 
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A  Page 

Accurate  location  of  holes  in  jigs  and 

machine  parts 1348-1263 

Acme  standard  or  Twenty-nine  degree 

thread K21-nS31 

Addendum  of  gear  teeth 1107 

Adjustable  bonng  tool 1256, 1257 

planer  tools t05 

reamers 415,  416 

taps S09 

tonffue  fixture f  16 

Alinement   and  parallel    boring,    and 
reanung  in  horisontal  bor- 
ing machine 616 

drilling  and  tapping. .  .538, 539 
reaming  with  shell  reamer, 

hand €18 

reaming  with  jig,  power  6 1 8, 619 
Alining  crankshaft  center  fixtures.  .633,  634 
leaner  work  with  surface  gage. 621 
without     surface 

gage 621 

Allowances  for  driving  fits 216 

forcing  fits 217 

grinding 713 

reamed,     ground     and 

bored  holes 221,222 

reaming 413 

running  fits 214,  215 

shrinking  fits 221 

sliding  fits 216 

Aloxite 432,  704 

Aluminum,  feed  for  planing 604 

machining 419 

milling 1609,1610 

Alundum  grinding  wheels 704 

Ampere « 626 

Angle  iron  or  angle  plate,  boring  wiUi. .  .408 
plate  or  angle  iron,  milling  with .  1642 

planing  with 

615,  627 
Angle  plate  accurately  on  boring  mill 

table,  locating 1249, 1250 

Angles  of  lathe  tools, 

125. 126. 128-130, 132 

planer  tools 606 

milling  cutters 1606 

Angles  for  given  taper  per  foot,  find- 
ing  1130 

Angular  milling  cutters 1605. 1606 

planing 609-611 

Angular  cutter,  milling  teeth  of.  .1637, 1638 
Angular  work,  grinding 804 
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Apron  swivel 610, 611. 616. 628,  629 

Apron,  lathe 107-109 

Arbor  block  or  mandrel  press. 220,  422,  423 

Arbor,  chuck 401 

Arbor,  milling  machine 1604 

Arbors  or  mandrels 420-426 

Attachment,  automatic  tapping. .  .607,  608 

taper 230,231 

Attachments  for  lathes, 

110, 115.  230.  231,  62^-629 

Automatic  sising  grinder 724,  725 

Automobile  bolts,  nuts,  and  screws  .654-856 
Automobile    engine    cylinder,    grind- 
ing  731,732 

Automobile  gear,  grinding  hole  in. 7 27.  728 

B 

Babbitt,  machining 419 

Back  gears,  lathe 106, 107 

Back  lash 632 

rests  for  grinding  machines. . .  723-726 

rests  for  lathes 628,  629 

Back  plate  with  tap,  to  finish 608-610 

Bearing  cap,  milling  a 1617 

Bearings,  care  and  use  of 151 

Belts,  pushing  on  and  pulling  off. .  .151, 152 
Bevel  and  miter  gear  cutters. ..  .1113, 1114 

circular  miUing 1644, 1645 

gears 1113-1119 

Bevel  gear  and  pinion,  cutting. .  .1115-1118 

Bevel  gear  teeth,  filing 1119 

Bevel  gears,  cutting  single  for 1115 

protractor 1127-1129 

protractor,  vernier 1129 

Beveling  thin  planer  work 616,  617 

Beveling  end  of  castings  for  planing ....  61 7 

Binding  post,  making 634-637 

Bits.     See  Holders  and  cutters. 

Blanks,  gear.  1104,  1105,  1107-1109.  1122 

Blocking,  step 613,  621,  622 

Blocks,  magnetised  master 803,  804 

Blue-print  holder 102 

Bolt  and  nut  making.  .  .  jt 639-645 

Bolt  and  nut,  making  finished 642,  643 

Bolts  and  nuts,  table  of  United  States 

standard 650 

Bolts,  drilling  for 601-610 

making  pair  of  spring 644,  645 

planer 614 

stud 607,608 

Book  holder 102 


*  See  Special  Index  at  beginning  of  book  for  Schedules  of  Problems  and  Processes. 
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Bore  to  setting  of  inside  calipers,  ad- 

justinc  tool  to S02 

Boring  bars C10-fl8 

Boring  in  the  engine  lathe  with  boring 

tool...<04-C06 
with  boring 
bar....eil-ei3 

tool  holders  and  cutters S06,  507 

tools 
127.  S04-^7. 1252-13M.  1«56. 1X57 
with  an^le  iron  or  angle  plate. .  .408 
with  adjustable  boring  tool, 

U56. 1357 

special  boring  tool ..  1352-1X54 

Boring,  squaring  to  shoulders  in. .  S05,  i06 

vertical 917 

Boring  machines,  drilling,  reaming  and 

counterboring  in  hori- 

sontal CIS 

portable CI3 

Boring  and   reammg,   alinement  and 

parallel C16 

Boring  tool,  grinding 141 

Bosses,  milling  inside 1045 

Box  jigs  for  drilling,  reaming  and  tap> 

ping •04-f06 

Box  for  lathe  tools 102. 100 

Brass  polishing 434,  435 

Brass  turning  m  engine  lathe 533-537 

Brass,  cutting  roeed  for f04 

reamers  for 534,  413 

squaring 533,  534 

tapping 534 

tools  for  turning 533 

Bridges  in  hollow  castings 421 

British  Association  standisLrd  threads. .  .S18 

Broach  reamers 418,  419 

Broached  holes,  chart  of 544 

Broaches 543-^48 

Broaching  holes 543-548 

Broaching,  lubricants  for 546 

machine 543-546 

Broaching  or  drifting,  hand 546,  547 

Bronse.  planer  cutting  speed  for §04 

grinding  phosphor 718 

machining 410.  530.  540 

Brown  A  Sharpe  Upers.  ..333.  335.  337-330 

Buffing 440 

Bunters  for  planers,  screw §14 

Burnt  or  hot  centers 302 

Burr  when  squaring,  to  remove 131. 132 

Bushing,  grinding  jig 829.  830 

Bushings,  making 403.  404.  539.  540 

Button  method  of  accurately  locating 

holes 1348. 1358-1363 

Buttons   for   precision    drilling,    tool- 
makers'  1357-1363 

on  jig,  locating 1350 

C 

Caliper  gage,  grinding 828,  820 

Caliper  gages 323 

squares 312,  313 

Calipers,  adjusting  tool  to  bore  to  set- 
ting ofinside 502 

adjusting  tool  to  turn  to  set- 
ting of  outside 144 

Calii)er8,  divider 121 

inside 501,  502 

micrometer 502-504 

micrometer 307-310 

spring 143-145 

ten-thousandth  micrometer..  .313 
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Calipers,  thread 920 

micrometer 1314, 1315 

vernier 311-313.  U17.  U18 

Calipers  to  another,  to  transfer  setting 

from  one  pair  of 145 

Carbolite 704 

Carborundum  grinding  wheels. 704.  705 

Carriage,  lathe 103-105 

Castings,  pickling  and  tumMing 1010 

Castings  with  jigs,  drilling COl-610 

Cast  iron,  diamond-point  tool  for  finish 

turning 134, 135 

diamond-point  tool  for  rough 

turning 134 

feed  for  planing f04 

finish  facing 425 

planing t07 

squaring 131.132,312 

lane    square-nose    tool    for 

finish  turning 135 

lathe  tools  for 125-135 

planer  cutting  speed  for i04 

rough  facing 424 

planing 106,  907 

squaring 129 

round-noee    tool    for    finish 

turning 134, 135 

small    square-noae    tool    for 

finish  turning 135 

Cast-iron  roll,  grinding 723 

Cat  head 527.  €28 

Catching  the  thread  in  screw  cutting.  .336 

Celluloid  grinding  wheels 704,  706 

Center-cut  end  mill 1930, 1931, 194 1 

Center  distance  of  gears 1106 

Center  drill 122 

ga^e 113 

grinding  machine 115 

height  gage  for  cutter  grind- 
ing  810.811 

hole  scraper 931 

holes  in  lathe  work 117-124 

mandrels 423 

punch 121,122 

reamers 120, 122 

Center,  alinement  of  dead 116, 1 1 7 

dead 113-115 

drilling  machine 415 

live llS-115 

Center  drill,  to  remove  broken 122 

fixtures,  crankshaft 932,  933 

Center-hole  dimensions,  table  of 119 

Center  holes,  lapping 1328, 1329 

Center  for  pipe  turning,  revolving  dead. 421 
Center  for  squaring,  grooved  dead . .  13 1, 132 

Center  truing  tooK  lathe 114 

Centering  machine 123, 124 

tool  for  chucking 409 

Centering,  squaring,  and  straight  turn- 
ing  303-305 

Centering  work,  hand  method  of.  .121, 122 
machine  method  of  123, 124 

Centers,  burnt  or  hot 302 

grinding, 

115.710.711.800,831.833 

engine  lathe 115 

lathe 113-117 

makinf  engine  lathe 952-^54 

mounting  work  on  lathe, 

118.119,301-203 

testing  angle  of 113 

engine  lathe  liv« 13U 
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Ceatera,  truing  en^pne  lathe. ... . .  .114, 115 

gnndins  maohine, 

710,711.809 
Centers  in  alinement,  setting  grinding 

machine 712 

Chamfering    bolt    heads,    nuts    and 

screws S41 

Change  gear  mechanism  for  screw  cut- 
ting and  feeds,  rapid 110,  111 

Change  gears 

104,  lOS.  S26,  S27.  S30,  S33. 1924 

Chart  of  gear  teeth 1102 

milling  cutters It06 

Chattering  of  tools S05,  lt06 

Chuck  jaws 401.  402 

Chuck,  magnetic 623.  €26 

Chucking 408-412 

an  eccentric 404 

a  pulley 411,412 

in  speed  lathe  with  a  twist 

.  drill »40.«41 

with  drill  holder  and  steady 

rest 410 

Chucking,  centering  tool  for 409 

Chucking  drills,  flat 410-412 

reamers,  flat 411 

fluted 417,418 

Chucking  with  a  fiat  drill  and  chucking 

reamer  in  an  engine  lathe 411-412 

Chucks 401-406 

Chucks,  care  of 405.  408 

classes  of 402 

combination 404 

draw-in 405 

drill 122,402 

face-plate 405 

independent 402.  403 

magnetic 623-025 

mounting  and  removing 408 

special 404 

spring 405 

tapping  back  plates  of ft08-S10 

universal 403,  404 

Chucks  to  machine  spindles,  attach- 
ing   401.  507-510 

Circular  nulling 1640-1645 

pitch  for  gearing 1105 

Clamp  dog S39 

Clamp  nut,  making  a S41 

Clamps 406-408.  f  13-tl5.  §23 

Clamps,  holding  planer  work  with  fin- 

Sr 622 
hing 434 

Cleaning  planers 620 

Clearance  of  teeth 1107 

lathe  tools 125. 126 

milling  cutters 81 1-815 

reamers.  413, 811-813,  820-822 
Clearance  on  twist  drill,  milling  land . .  If  45 

Coarse  tooth  milling  cutters 1647 

Collet,  to  grind  taper 726 

Collets,  milling  machine 1604 

Combination  chucks 404 

grinding  wheels 706 

Comparator.    Ste  Measuring  machine. 

Composition,  turning 533-538 

Composition,  planer  cutting  speed  for.  .f04 
Compound  gearing  for  threads,  calcu- 
lating  S33-535 

Compound  rest 1131, 1132 

Compound  rest,  fine  tool  adjustments 
with 1132 
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Concave  cutter 1605 

Convex  cutter 1605 

grinding 826,827 

Copper,  machining 419 

Copper,  milling 1610 

polishing 434,  435 

turning 419 

Corundum  grinding  wheels 704 

Cotter  miU 1607. 1630, 1631 

Coulomb 626 

Coimterboring 610,  615 

Countershaft,  engine  lathe 104-106 

Countersinks 120, 122, 123 

Countersunk  holes 117-124 

Counterweights  for  lathe  work, 

407.  408,  684 

Counting  threads 620.  821.  S31 

Crank  shaper 630 

Crank.  laying  out  holes  in  engine.  .407.  408 

Crankshaft  turning 632-635 

center  fixtures,  laying  out 

two-throw  90* 632-634 

Crocus  cloth,  uses  of 434,  537 

Cross  feed  of  lathe 107-109 

Crowning  or  tapering  pulleys 428-431 

Crystolon 704 

Cup  grinding  wheels 707,  806,  813,  816 

Curve  turning 435-437 

Cut  meter 146 

Cut.  finishing 126 

roughing 126 

Cutter  clearances,  milling. 

811-815,1606.1924 

Cutter  grinding  machine 719.  808 

Cutter,  face  or  plain  milling 1606 

fly..... 1607 

formed  milling 1606. 1103 

grinding  angular 818,  819 

^convex 826,827 

flat 825,826 

formed 824 

Eear 823,824 
ole   in   milling.  .728.  729 
inserted    tooth    mill- 
ing  81 5,  816 

plain  milling 814,  815 

radial    teeth    of   side 

milling 816,  817 

.  spiral  milUng 819 

Cutter  by  measurement,  setting 1610 

trial,  setting 1610 

Cutter  central,  setting  gear: 

(Accurate  Method) 1112 

(Approximate  Method)  11 11 

Cutters  for  spiral  mills 1S40 

two-groove  twist  drills 1240 

Cutters,  angular  milling 1605, 1606 

coarse  tooth  milling 1647 

opicycloidal  gear 1103. 1111 

feed  for  milling 1609 

form  milling 1607 

formed  miUing.  .  .1605-1607. 1103 
gear  stocking 1103 

K rinding  mUling 808-827 
elical  tooth  nulling. . .  .1647. 1648 

involute  gear 1103 

milling 1605-1608 

rake  tooth  milling 1643.  1647 

right  and  left  milling 1607 

selection  and  mounting  of. .  .1608 
spiral  milling. 

1606.1611.1647.1648 
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Cutting  angle  for  bevel  gears 1115 

bevel  gear  and  pinion..  .1115-1118 

off  stock  (material) 313,  S14 

work  held  in  milling  machine 

viae f33 

screws S18-838 

speed  for  carbon  steel  milling 

cutters 1608 

high-epeed       steel 

milling  cutters It08 

speeds  for  carbon  steel  lathe 

tools 147 

speeds    for    high-speed    steel 

lathe  tools 147 

lathe  tools 145-148 

spiral  ^ear  and  pinion.  .1126, 1127 
spur  pmion  and  gear. .  .1110, 1111 

teeth  in  spiral  mUl tXil,  1242 

Cutting  feedfl,  lathe 148 

movements    of    milling    ma- 
chines   Ii07 

Cutting  speeds,  measuring  lathe. .  .146, 147 
Cutting  speed  for  cast  iron,  composi- 
tion, brass,  bronse,  steel,  wrought 

iron,  planer t04 

Cutting-off  tool  holders  and  cutters, 

S08.  S09,  S14 

Cutting-off  tool,  breaking  a S14 

grinding 138.139 

tools,  lathe. .  .S08,  S09,  813,  S14 
Cutting  tools,  lathe, 

125-135.  S01-S14.  S06-C08.  514 

lubricants  for 148-150 

theory  of 125. 126 

rake,  clearance  and  cut- 
ting angles  of  lathe, 

125. 126 
Cylinder    heads,     drilling    and     tap- 
ping  603,  607.  608 

Cylinders,  boring  and  facing 610-615 

CyUndrical  grinding 701-726 

D 

Dead  center,  alinement  of 116, 117 

lathe 103.113-115 

Decimal    equivalents,    table    of    com- 
mon fractions  and SIO 

Demagnetizing  steel  or  cast  iron 625 

Depth  of  cuts  for  grinding.^ 709 

Dial  test  indicator IXI 1.  U12 

Dial,  graduating 1040 

Diameter  to  turn  blank  to  mill  or  file 

square  or  hexagonal 1625, 1626 

Diametral  pitch 1104 

Diamond  tool  for  truing  emery  wheels, 

710 
Diamond-ix>int  tools  for  cast  iron.  .132-135 

steel    or   wrought 
iron  302,  304,  305 
Diamond-point  tools,  grinding 

138,139,141 

half 127,306 

left 127  306 

Dies,  threading 642,  643 

Differential  indexing 1623-1625 

Dimension-Limit  system 213,  214 

Disk  grinding  wheels 707,  812,  813 

Disk  grinding  wheels,  calculating  ele- 
vation for 812,  813 

Disks,  reference 224 

Divider  calipers 121 

Dog,  clamp 339 


Pagb 

Dog,  spring 622 

square 339 

Dogs  for  grinding  machine 711 

work  of  one  diameter, 
end-driving..  .711,712 
taper  work,   special    milling 

machine 1639. 164U 

Dogs  or  drivers,  lathe IIS 

Double-square    threads,    schedule    for 

making 632 

Double  threads 631. 632 

tool  holders 312 

Dovetail  milling 1616 

Draw-cut  shaper 632 

Draw-in  chucks 405 

Drifting,  hand  broaching  or 646.  647 

Drill  chucks 122,  402 

holder 410.  412 

Drill,  combination 120 

grooving  twist 1243-1245 

making  taper  shank  twist. .  1246-1247 
Drilling  and  oounterboring  duplicate 

parts 609.610 

and   tapping   engine   cylinder 

heads 603,  607, 608 

castings  with  jigs 601-610 

eccentrics 404 

flanges 601-605 

for  bolts 601-610 

screws  and  studs 607-608 

set  screws 430-432 

glass 150 

m  speed  lathe 640,  641 

jigs 601-610. 124^1259 

machine  frames 601.  615-617 

reaming  and  counterboring  in 
horiaontal  boring  machines.  .615 

with  flange  jig 602-604 

Drilling  jigs,  locatinig  boles  in. . .  .1248-1263 
jigs  for  boring,  alining 

1250.  U54, 1259-1261 
Drilling  machines,  multiple-spindle. 

603.  604.  610 

radial 606-409 

Drilling  and  tapping,  alinement . .  .638.  639 

Drills,  flat  chucking 410-412 

Drivers     See  Dogs. 

Driving  fits 216, 316.  317 

fit,  making 314-317 

Driving  lathe  work 1 16.  1 19 

Duplicate  parts,  drilling 601-610 

Duplicate  pieces,  making 20 1 

Duplicate  work,  milling. .  .1618. 1619. 1630 
Duplicating  sises,  lathe  stops  for ..  1 10, 1 1 1 

E 

Eccentric  turning 629-635 

Eccentric,  drilling  an 404 

Eccentric  centers,  laying  out 630 

Eccentric  shaft.  maJcing 629-63 1 

Elastic  grinding  wheels 704.  707 

Electrical  units 626 

Electrically-driven  engine  lathe.. .  .112.  113 

machine  tools.  .111-113 
Emery   cloth   for  polishing,   order  of 

applying 432,  433 

Emery  grindirtg  wheels 704,  705 

Emery  wheels,  diamond  tool  for  truing  ..710 

End-measuring  rods 224, 1238 

End  mill.  centeiMSut 1630. 1631,  1641 

grinding 817,818 

taper  shank 830.  831 
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Engine  lathe 101-109 

Ensine  lathe   with   rapid   system  of 

change  gears. 110,  111 

Igwigiiah  standard  (Whitworth)  threads, 

S3 7  S38 

Emoyeloidal  outters 1103,  111  1 

geara 1101,  U03, 1111 

Expanding  mandrels 42 1,  425 

Ezpaosion  of  wock  while  grinding.  .713.  714 

turning 302 

Expansion   reamers.    Sm   Adjustable 


Face  milUng. .  .If  11, 1«13.  It43.  It47. 1»48 

Faoe-plate  ohuoks 405 

Faoeplates 40&-408, 1259-1961 

Facing  disk  held  in  a  chuck 402 

large  cylinder §14 

mifl W12 

work  in  steel 1326 

or  front  tool S33 

Feed,  star fU,  §17 

Feed  or  cut  for  planer  work,  direction 

of §17 

Feed  of  planer  work,  time  of 917 

Feeds  and  speeds  for  grinding 708,  709 

lathe  work, 

145-148,  S40.  241 

milling lt08-l«10 

planing.  .204,  •06-t08 
Fiber,  machining  hard  rubber  or.  .419,  420 

FUes.  mill 205.  206 

Filing  bevel-gear  teeth 1119 

lathe  work 205.  206 

Fillets  of  cast  iron,  scraping 426-428 

Finishing  cut 126 

Finishing  cut  for  boring,  continuous. . .  .f  12 

FingersTor  holding  planer  work f  14 

Fits  in  machine  construction -. .  .214 

Fits,  classes  of 214 

driving 216,  216,  217 

forcing 216-221 

grinding  forcing 720,  721 

running 716,  717 

grinding 711^721 

holes  for 221,  222 

press  for  forcing 218,  220 

running 216,  231,  232 

shrinking 219,  221 

taUe  of  allowances  for  standard.  .222 
turning  and  filing  driving. . .  .214-217 
turning  and  filing  running.. .  .214-317 

sliding 216 

table  of  driving 216 

forcinj: 217 

tables  of  running 215 

shrinlung 221 

sliding 216 

taper  forcing 217-219 

running 214 

Fits  with  caliper  and  gage,  producing 

standard 222 

Fits  with  micrometer,  producing  stand- 
ard  222 

Fitting,  straight  turning  and 231,  232 

Fixture,  adjustable  tongue 216 

angle  plate.  408, 215, 814, 215, 1042 

internal  grinding 727,  728 

shell  milling 1213, 1214 

xture  for  planer,  Tee 216 

tongue  (or  rib). 215, 216 
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Fixtures,  crankshaft  center §32,  §33 

Uthe 406-408.  §12.  §15 

milling  jigs  and 1217-1219 

string 225 

Flange  drilling §01-§06 

jigs §0»-§04 

Flange,  finishing  faoe  and  scraping  cast- 

iron  (lathe  work) 425-428 

making  oast  iron 426-428 

rough  facing  cast  iron 424 

Flat  chucking  drills 410-412 

Fluted  chuckmg  reamers 417,  418 

Fluting  reamers 1§29. 1280, 1§34-1236 

Fly  cutter 1§07 

Follower  rests §28,  §29 

Footstock,  engine  lathe 116, 104 

Footstock,  index  head  and 1§31, 1§23 

slitting  lathe 1§16 

Forcing  fits 216-221 

press 218-220 

Forgings,  pickling  and  tumbling 1210 

Form  millmg  cutters 1§07 

Formed  milling  cutters 1§05-1§07. 1103 

Forming  tools 436,  205 

Formulas  for  gears 1104-1107 

screw  threads, 

221-223,  251,  211,  212,  523 

Fractional  threads 232-235 

Front  or  facing  tool 533 


Ga^  for  grinding  and  setting  Twenty- 

mne  degree  thread  tools 525, 526 

Qage,  center 113 

lapping  standard  plug. . .  .1229, 1230 

making  standard  plug 123^1235 

square  threading  toofangle. . . .  .513 
Gsge  for  cutter  grinder,  center  height, 

810,811 

Gage  blocks  for  planers 213 

or  pattern  for  setting  planer  tool, 

special 221,222 

Gages,  caliper 228 

end-measuring  rod 224, 1238 

gear  tooth 1117, 1118 

grinding  plug .1234, 1235 

hole 223,225 

lapping  ring 1230 

Umit 225 

2I3,  1228-1230,  1332-1235,  1237 

reference  disk 224 

special 225 

standard   cylindrical-i^ug   and 

ring 223 

taper 228,221 

thread. .113. 224. 225. 507, 526. 1316 
vernier  height, 

1349-1354, 1359, 1383, 1364 

Gang  mandrels 423 

mUls 1217 

planer  tools 205 

Gashing  worm  gear 1122, 1123 

Gear  blanks. .  .1104,  U05,  U07,  U09-1123 

rule 1108 

stocking  cutters 1103 

tooth  vernier  caliper 1117, 1118 

Gear  blanks,  mUling 1240, 1241 

limits  used  in  sising 1104 

Gear  teeth,  chart  of 1108 

Gear  cutter  central,  setting  (Accurate 
Method) U12 
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Gear  cutter  central.  eetUng  (Approxi- 
mate Method) tin 

cutter,  formed 1103 

cutters,  bevel  and  miter. .  .1113, 1114 

•    headstook,  engine-lathe 909 

Gears,  bevel 1113-1119 

change.  .104. 105.  S26.  S27.  S30.  S33 

epicycloidal UOl.  U08. 1111 

formulas  for U04-1107 

involute 1101,  U03 

spiral U25-1127 

spur 1101-U13 

worm 1120 

Gibs,  planer 903 

Glass,  drilling 150 

GraduatinglQal 1040 

Graver 437 

Grinder,  automatic  siiing 724,  725 

universal  tool 141. 142 

wet-tool 140-142 

Grinding  angular  cutter 818.  819 

work 804 

automobile  engine  cylinder. 

731.  732 

boring  tool 14 1 

caliper  gage 828,  829 

cast-iron  roll 722,  723 

centers. ..  .116,  711,  809.  831-832 

convex  cutter 826.  827 

cutting-off  tool 138. 139 

diamond-point  tooL 138, 141 

end  mill 817.  818 

fits 715-721 

flat  cutter 826, 826 

forcing  fits 720,  721 

formed  cutter 824 

gear  cutter 823,  824 
and  reamer  with  Cup  Wheel  .820 
hand  reamer  with  Diw  Wheel  .821 

high-speed  steel  cutter 140 

hole  in  automobile  gear.  .727,  728 

milling  cutter 728,  729 

inserted  tooth  milling  cutter, 

815,816 

as  bushing 829, 830 
the  tools 135-142 

mandrel 1X05-U07 

milling  cutters 808-827 

piston  rin^ 807 

plain  millmg  cutter. 814,  815 

plain  surfaces 805-807 

plug  gages It34, 1235 

phosphor-bronse  taper  bushing  718 
radiu   teeth   of   side   milling 

cutter 816.  817 

round-nose  tools 135. 136 

running  fits 716, 717 

side  tool 136.137 

sides  of  slitting  saw 827 

slender  shaft 723,  724 

spiral  milling  cutter 819 

square  threading  tools. .  .138, 139 

standard  mandrel 1205-1907 

standard  ring  gage 729,  730 

straight  edge 828.  829 

taper  reamers 822,  823 

shank  of  end  mill .  .830,  831 
tapers,  718,  721,  725, 726,  730, 731 

thin  machine  parts 802 

to  shoulder 721 

Twenty-nine  degree  thread- 
ing tools ff24,  ff26 
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Grinding  United   States  standard  or 

sharp  V  threading  tools 140 

with  back  rests 723-726 

work  square  with  nuignetised 

master  blocks 803 

Grinding,  allowances  for 713 

cutter 806-827 

csdindrioal 701-726 

depth  of  cuts  for 709 

'  direction  of  rotation  of  weak 

and  wheel  for 709, 727 

expansion  of  work  while .  71 8, 7 1 4 

internal 727-732 

lubricants  for 713 

machine 701-726 

measuring  tools  for 714 

methods    of    driving    woik 

for 711,712 

rou^h  and  finish 713 

settmg     swivel     table     for 

stnught 712,  727. 809 

setting  swivel  table  for  taper. 7 13 
speeds  and  feeds  for. . .  .708. 709 

surface 801-«07 

the  finish  of  woik  by. 713 

wet  and  dry 712-714 

width  of  face  of  whed  for 709 

Grinding  on  two  dead  centers,  principle 

of 701 

Grinding  machine,  universal 702,  703 

Grinding  machine  centers,  truing.  .719-721 
Grinding  machines,  care  of, 

710,711,714,809 

classes  of 702 

cutter 719.808 

operating    univer^ 

sal 715 

plain 721-736 

truing  centers  of, 

710.711,809 

Grinding  wheels 704-710, 809 

Grinding  wheels,  alundum 704,  705 

carborundum 704,  705 

celluloid 704,  706 

chart  of 705 

combination 706 

corundum 704,  705 

Cup 707,806,813.816 

Disk 707.806.813.816 

elastic 704-707 

emery 704,  705 

grades  of 704.  707 

mounting  of 708 

selection  of 707 

shapes  of 705,  707 

siUcate 704-707 

table  of  speeds  for 708 

tanite 704,706 

truing 709,710 

vitrified 704-707 

vulcanite 704,  706 

Grinding  work,  measuring 7 14 

Grinding  work  of   one   diameter,  end 

driving  dog  for 711,  712 

Ground  work,  seasoning  of 714 

Grooving  taps 1931-1933 

twist  drill U43-1945 

H 

Half  diamond-point  tools. ........ .127,  306 

Hammer,  lead 423 
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Hammer,  machiniat's 121, 122 

rawhide 422 

Hammers  for  finished  woric,  soft. 422 

Hand  broaching  or  drifting  reamers, 

413-417.1226 

reaming  in  engine  lathe 416,  417 

reaming  stand . .  .415.  416 
▼ertical  drilling  ma- 
chine  415 

reaming  in  viae 414 

tummg 437-440 

machine  handle 438 

Hand  wheels,  turning 436 

Handles,  making;  formed  machine.  .437-440 

Headetock.  engme  lathe 104-107 

Heicfat  of  lathe  cutting  tools.  .128, 131-134 

Helical  tooth  milling  cutters 1047,  M48 

Hexaconal,    calculating    diameter    to 
turn  blank  for  milhng  or  filing. 

If  26, 1«26 
Hi^-speed  steel  milling  cutters,  cut- 
ting speeds  for If08 

High-Bpeed  steel  lathe  tools 304-110 

cutting  sxMeds 

for 147 

Kobe,  gear 1124, 1125 

Hobbing  worm  gear 1123-1125 

Holders  and  cutters,  lathe, 

S06-<12,S06-n508.S14 

planer f05,  tOO 

Holding  planer  work  by  cementing  or 

gluing §20 

planer     work     with     finger 

clampe §22 

Hole  gages 223-225 

Holes,  allowances  for  reamed,  ground 

and  bored 221.222 

broaching S43-ft48 

button    method    of    accurately 

locating 1248, 1257-1263 

chart  of  broached 644 

countersunk 117-124 

plug  method  of  accurately  lo- 
cating  1248-1257 

reamed 413-419 

stepping  work  for  taper §20 

table  of  allowances  and  limits 

for  standard 222 

taper §19-§23 

Holee  in  jigs  and  accurate  machine 

parts,  location  of 1248-1263 

Holes  in  lathe  work,  center 1 17-123 

Holes  with  a  boring  mill,  accurate  bor- 
ing of 1252-1258. 1262 

Holes  with  a  lathe,  accurate  boring 

of 1257-1261 

Holes  with  a  milling  machine,  accurate 

boring  of 1249-1255 

Horisontal  planing §06-§10 

Hot  centers,  burnt  or 202 

I 

Independent  chucks 402 

Index  grinding  for  milling  cutters.  .814-827 

Index  head  and  footstock 1§21, 1§22 

milling 1§19-1§40 

Indexing  in  the  engine  lathe §52 

Indexing.  differenUal 1§23-1§25 

plain 1§21-1§23 

rapid 1§1»-1§21 

Indexing  plate,  use  of 1§22.  lj§23 

Indexing  nand  reamers,  principle  of.  .lj§34 
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Indicator,  axis 1213 

surface    speed    attachment 

for  speed 146, 147 

thread §36 

Indicators,  dial-test 1211, 1212 

test..  1210-1213,    1240,      1250, 
1251.1252.1259.1260 
Inserted  tooth  milling  cutter. 

1§05,  1§06. 1§19. 1§43 
Inserted   tooth  milling  cutter,  grind- 
ing  815,816 

Inside  calipers §01,  §02 

Inside  micrometer  calipers §02,  §04 

Inside  square  threading  tools §15,  §16 

squaring §05,  §06 

Inside  threading  tools,  United  States 

standard  or  Sharp  V §06,  §07 

Inside  Twenty-nine  degree  threading 

tools §25,  §26 

Inside  United  States  standard  or  Sharp 
V  threading  in  the  engine  lathe.  .§06-§10 

Interchangeable  machine  parts §01 

Internal  grinding 727-732 

fixture 727,728 

International    and    French    standard 

threads §51 

Interrupted  thread  tap §09 

Involute  gears 1101, 1103 

J 

Jacks,  leveling §13,  §21 

Jamo  tapers 236,  237 

Jig  for  duplicate  milling  machine  parts.  1§  19 

Jig  reamers 604,  605,  619.  820 

Jig  vise 608.  609 

Jig  bushing,  grinding 829, 830 

Jig,  solid 601 

Jigs  for  tapping 606 

Jigs,  box 604-606 

drilling 601-610, 1248-1259 

example  of  improvised 601,  602 

locating  holes  in  drilling. . . .  1248-1263 

multiple 601 

planer §23 

planing  drilling 1248 

plate  (flange) 602 

rotary 601 

Jigs  and  fixtures,  milling 1617-1619 

Joule 626 

Journals.    Sm  Bearings. 

K 

Keyway  in  hub,  planing  straight §25 

Keyway   in   pulley   or   gear,   planing 

taper §27 

Kejrway  in  shaft,  planing §24 

Keyways,  milling.. .  .1614. 1615, 1630, 1631 
Knurling.     See  Nurling. 

L 

Lacquering 440 

Lands  of  reamers 413,  820-822. 1636 

Laps 1228-1231 

Lapping 1228-1231 

center  holes 1228, 1229 

Lapping  standard  plug  gage 1229. 1230 

Laid  oU 148. 149 

Lathe  apron 107-109 

centers 113-117 

dogs  or  drivers 118 

holders  and  cutters. 

§05-612.  §0»-§08,  §14 
tools  for  cast  iron 125-133 
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Lathe  tools  for  steel  or  wrousht  iron, 

101-S14 
Lathe  with  rapid  ohanse-gear  meeha- 

niam 110.111 

Lathe,  dectricaUy-driven  engioe. .  .112, 113 

en^^ 101-109 

swing  of 101 

Lathe  bed.  miUing 1017 

planing t27-t29 

oenten,  grinding, 

115.711.800.831,832 
mounting  work  on, 

118, 119, 301-903 

truing  engine 114, 116 

Lathe  spindle,  making  small 622,  623 

Lathe  tools,  angles  for.  125, 12ft,  128-130, 132 

box  for 102.109 

chart  of  forged 126. 127 

clearance  of 125, 126 

cutting  angles  of 125, 126 

speeds  of 145-148 

grinding 135-142 

height  of 128, 131-134 

high-roeed  steel 804-810 

nkeof 125,126 

Lathe  work,  axis  indicator  for 1213 

center  ^oles  in 117-124 

driving 118 

filing 805-W)7 

speeds  and  feeds  for, 

145-148,  840, 841 
measuring, 

143-145, 807-809,  811.  812, 
820.  Ml.  802 

Lathe  head  and  footstock.  planing 829 

Lathes,  attachments  for, 

110, 115,  830.  831,  €26-829 

classes  of 103 

requirements  for  successful  use 

of  engine 113 

Lasnng  out  holes  in  engine  crank. .  .407,  408 
two-throw   90*   crankshaft 

center  fixtures 833,  834 

Lead  hammer 422 

Lead  of  screw  threads 820,  835 

screws 108, 109,  819 

Lead,  machining 419 

Left  diamond-point  planer  tool 806 

tools 806 

side  tool 806 

threads 819,  832,  510 

Leveling  jacks 813, 821 

taper   work   in   milling   ma- 
chine  1839 

work  on  drilling  table  with 

surface  gage 821 

Limits  used  in  sising  gear  blanks 1104 

Limit  in  milling 181 1 

gages 825 

Line  tapping.     See  Alinement  drilling 

and  tapping. 
Line  reaming.     See  Alinement  reaming. 

Lining  lathe  centers 116, 117 

Live  center 114, 115 

Lock  washers 856 

Long  feed,  lathe 107-109 

Long  screws,  threading 836,  837 

Lubricant  for  broaching 846 

milling  cutters 1809 

Lubricants  for  cutting  tools 148-150 

grinding 713 

Lubricating  or  oiling  bearings 151 
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Machine  tools,  origin  of 101 

Machinists'  hammer 121, 122 

Magnetic  chucks 823-835 

Magnetised  master  blocks 802-804 

Mandrel  or  arbor  block 423 

making 1802-1809 

or  arbor  press 820, 422, 423 

Mandrd,  eocentric 832 

making  standard 1802-1807 

making  U.  S.  S.  nut..  .1808. 1809 
soft  hammers  for  driving.. . .  .422 

stub 821 

Mandrel  dimensions,  standard...  1804, 1805 

MandreU 420-426. 1802-1809 

Mandrels,  built-up 422 

bridges  in  hollow  castings  to 

take  place  of 421 

center 423 

expanding 421, 425 

gang 422 

nut S40, 1808, 1809 

standard  solid. .  .420, 1804-1805 

special 422 

Manufacturing   ^pe   of  milling   ma- 
chine  1818, 1819 

Master  blocks,  magnetised 802-804 

Material  (stock),  inspection  and  meas- 
urement of 150 

Measuring  angles  with  sine  bar.  .1863-1865 

grinding  work 714 

Measuring  lathe  work, 
148-145.  807-809.  811,  812, 820.  iOl,  i03 

mUling  work 1810. 1811 

planer  work 812 

tapers  with  sine  bar 1864 

Measuring  machine,  twenty-four  in(^ 

standaM 1836-1838 

Meter,  cut 146 

Metric  threads .818. 835 

Micrometer,  alining  planer  table  with .  .809 

Micrometer  calipers 807-810 

caUpers,  inside 802-504 

ten-thousandth. .  .813 

thread 1814.1815 

vernier 811,  812 

MUl  files 805-«07 

Mill,  center-cut  end 1830, 1831 

cotter 1807, 1830. 1831 

facing 1812 

Milling  cutters 1885-1808 

bolt  head  and  nut  hexagonal 
in  milling  machine....  .1826, 1827 
in    bolt   head    milling   ma- 
chine  1820.  It2l 

dovetail 1916 

duplicate  work. . .  .1810. 1819. 1«30 
end  of  shaft  square. . , .  .1828.  It29 

inside  bosses 1#4S 

irregular  shapes 1946 

iigs  and  fixtures. 18I7-Mi9 

keyways  or  slots  in  shaft. 

1814, 1815,  M18 

madiine  arbor 1#04 

collets 1804 

Milling  machines IMl 

racks 1118 

radial    teeth    in   side    milling 

cutter 1838,  M39 

square  head  with  end  mill.  1828,  M29 

teeth  of  anipilar  cutter. .  1837, 1838 

pUon  milling  cutter, 

1836, 1837 
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MilllDs.  circuJar U40-lt45 

face 1«11. 1912, 1948 

index If  1»-M40 

limits  in Itl  1 

methods  of  holding  work  in 

plain ItU 

multiple 1018 

speeds  and  feeds  for lf08-1010 

spiral VtZ9-lU7 

vertical 1043-1045 

Milling  cutter,  making  plain 1224, 1325 

MiUinc  cutters,  angles  of 1006 

chart  of 1006 

coarse  tooth 1047 

cutting  speed  for 1008 

feed  for 1009 

grinding 808-827 

heUcal  tooth. . .  .1047, 1048 

lapping  holes  in 1230 

lubricant  for 1009 

milling  teeth  of, 

1036-1039, 1«24, 1225, 
1241.1242 

_  ,.„,  rake  tooth 1043, 1047 

Mulins  machine  vise 101 1 

Milting  machine,  planer  type 1016-1017 

manufacturers'    type 

T^.,,.  ^.  Of.., 1018.1019 

in  mine  macbines,  cutting  movements 

^  o{. 1007, 1008 

Millms  machines,  vertical 1043 

Millins  machine  dogs  for  taper  work, 

special 1039, 1040 

Milline  work,  measuring 1010, 1011 

MiJla,  gang 1017 

dde  or  radial  (shell-end) 1006 

Monel  metal 634 

Morse  tapers. . . 228-23 L  233-235.  237-239 
Motor-dnven  machine  tools,  examples 

of 112, 1002 

Mounting  work  on  lathe  centers, 

118,119,201-203 

MuIUple  ji^ 001 

miUing 1018 

Multiple-spindle  drilling  machines, 

003.004,010 

Multiple  threads S19,  631.  ft32 

Multiple-threaded  taps 032 

N 

Nurling  tools 035,  036 

Nurling,  hand 035 

machine 036 

Nut  and  bolt  making 239-345 

mandrel,  making  U.  S.  S...  .1208, 1209 

Nut  mandrels S40 

Nut  in  alinemetat,  drilUng  and  tapping 

a  cross  feed 038,  539 

Nuts,  clamp S41 

fixed 538 

nurled-head 536,  537 

threading S19,  243,  506,  507.  538 


Ohm 026 

Oil,  kerosene 149 

lard 148,149 

q;)erm 148 

Oiling  grinding  machines 714 

planers 020 

Oil  stones,  Arkansas 143. 148 

Carborundum 148 
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Oil  stones,  India 143. 148 

Oilstoning  tools 143,  822 

Outside  (uameter  of  gear  blank 1105 

P 

Parallels,  or  wedges,  planing  taper 017 

planer 013 

Pickling  and   tumbling  castings  and 

forgings 1010 

Pins,  screw 014 

taper 418, 419 

Pix>e  tap,  threading 224 

turning,    revolving   dead    center 

for 421 

Piston  rings,  turning 023 

grinding 807 

Pitch  diameter  for  gearing 1105 

of  threads 220 

Pitch,  circular 1105 

diametral 1104 

Pitch  line,  finding  thickness  of  tooth 

at 1107 

Plain  grinding  machines 721-726 

indexing 1021-1023 

milling ;  .101 1. 1012 

Planer 001-004 

Planer  bolts 014 

clamps 013-015,  023 

formmg  tools 005 

head  mechanism 003-004 

holders  and  cutters 005,  009 

jacks 013,021 

Jigs 023 

parallels 013 

shoe  for  holding  work 023 

templets 028,  029 

tools  and  side  heads,  special. 

004.  021.  022.  024 
'type  milling  machine. . . .  1016, 1017 

vises 026 

Planer  table,  redreoing 010 

tool,  left  diamond  point 006 

special  gage  or  pattern  for 

setUng 021,022 

Planer  tools,  adjustable 005,  025 

angles  of 006 

forged 005 

gang; 005 

special 024. 

work,  measuring 012 

spring  of 020 

woriL  with  surface  gage,  alining. 021 
without  surface  gage,  alin- 
ing  021 

Planer  work,  beveling  end  of  castings 

for 017 

direction  of  feed  or  cut  for  0 1 7 

slide  rule  for  timing 036 

time  of  feed  for 017 

Planer  rail  in  alinement,  setting 009 

Planers,  classes  of 001 

cleaning 020 

oiling 020 

Plamng  driUing  jigs 1248 

keyway  in  flange 026,  027 

hub 025 

shaft 024,025 

lathe  bed 027-029 

lathe  head  and  footstock 029 

rectangular  work  clamped  to 

table 018,019 

rectangular  woik  held  in  diaper 
▼ioe 034,035 
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Planing  taper  keywBy   in    pulley   or 

gear §27 

parallels  or  wedges f  17 

work  in  a  vise §33 

Planing,  angular §09-§ll 

beveling  end  of  castings  for ...  §  1 7 

faorisontal §06-§10 

speeds  and  feeds  for.  .§04.  §06-§08 

Tee  slot §23.  §24 

vertical §09-§ll 

Plate  jigs §02 

Plug  gages, 

§23, 1§2^1§30, 1«32-1§35. 1§37 

Plug  gagee,  grinding 1234. 1235 

Hug   method   of   accurately   locating 

holes 1«4»-1§57 

Polishing  and  buffing 440 

brass 434, 435 

cast-iron  flange 433 

damps 434 

copper 434,  435 

steel  shaft 434 

stick 433 

Polishing,  abrasives,  speeds,  and  ma- 
chines to  use  for 432.  433 

order  of  applying  emery  cloth 

for 432,  433 

Power  reaming  in  engine  lathe. . .  .417-419 

tapping §07,  €08 

Precise  location  of  holes  in  jigs  and 

accurate  machine  parts It48-1§63 

Precision  Screws 193&-1§38 

Press  fits.     See  Forcing  fits. 

Press,  forcing §18,  §20 

mandrel  or  arbor §20,  422,  423 

straightening 1§17 

Profiling  (Duplicating  irregular  forms)  .1§46 

Protractor,  bevel 1127-1129 

vernier  bevel 1129 

Pulley,  chucking 411,  412 

schedule  of  operations  for  mak- 
ing  430-432 

Pulleys,  locating  set  screws  for 432 

tapering  or  crowning 428-431 

Punch,  center 121, 122 

Punching ft46,  647 

R 

Racks,  milling 1112 

Radial  drilling  machines •0<^^9 

facing  cylinder  ends 614,  615 

Rake  of  lathe  tools 125, 126 

tooth  milling  cutters 1643. 1647 

Rapid  indexing 1619-1621 

Rawhide  hammer 422 

Rawhide,  machining 420 

Reamed  holes 413-419 

Reamer  wrench    414 

Reamer,  grinding  taper 822,  823 

making  hand 1§26-1§28 

Reamer  to  aise,  stoning 821.  822 

Reamer    with    Cup    Wheel,    grinding 

hand 820 

Disk      Wheel,      grinding 

hand 821 

Reamers  for  brass 413 

Reamers,  adjustable 415,  416 

broach 418.419 

center 120, 122 

clearance  of ,  4 13, 8 1 1-8 1 3, 820, 822 

expanding 415,  416 

flat  chucking 411 
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Reamers,  fluted  chucking 417. 418 

flutinfc 1629, 1630, 1634-1636 

grinding  taper 822,  823 

hand 413-417 

irregulariy  spaced  teeth  on. .  .413 

Jig 604,  605, 619,  82^ 

lands  of 413,  820-822,  1636 

principle  of  indexing  hand.  .1634 

rose  chucking ilH 

shell 617 

taper 618-623 

Reaming  stand 415,  416 

Reaming  ta^jer  holes  in  a  speed  lathe 
by  power 418,  419 

Reaming,  allowances  for 413 

finish 413 

rough 413 

Reaming  in  engine  lathe,  hand 416.  417 

Sower.. .  .417-419 
,  hand... 415.  416 

vertical  drilling  machine, 

hand 415 

Reaming  in  vise,  hand 414 

Reaming  with  jig,  power  alinement. . .  .619 
Reaming  with  shell  reamer,  hand  aline- 
ment   61S 

Reference  disks 224 

Rest,  oompoimd 1131, 1132 

Rests,  follower  or  back 628. 639 

steady  or  center 626-628 

Revolutions  of  lathe 146, 147 

Rib  (or  tongue)  fixture 915 

Right  and  left  milling  cutter 1607 

Ring  gage,  standard 223,  729.  730. 1230 

Ring  gages,  taper 228, 6SI 

Rol^d  threads 219 

Rose  chucking  reamers. .418 

Rotation  for  milling,  correct  direction 

of 1607,1608 

incorrect  direction 

of 1607,1608 

RoUry  jigs 601 

Rouge 440 

Roughing  cut 126 

tools 127, 130.  §03.  §04 

Round-noee  tools ....  129, 130, 134, 133, 534 

hand  tools 437 

Round-nose  tools,  grinding 135. 136 

Rubber  or  fiber,  machining  hard..  .419,  430 

Rule,  gear 1108 

Rules,  standard  steel 143, 101. 514 

Running  fits §15, 231. 232 

Running  fits,  turning  and  filing.  ..314-SI7 
Rust  or  corrosion,  prevention  of 151 

8 

Saw,  grinding  sides  of  slitting 837 

metal  sliCting 1616 

Schedule   of  operations.     See  Spedsl 
Index  of  Proolems. 

Scraper,  center  hole 631 

flat 425 

round-nose 426 

Scraping  cast  iron  in  an  engine  lathe. 

425,426 

Scraping  fillets  of  cast  iron 426-428 

Screw  hunters  for  planers 914 

pins  for  planers §14, 913 

Screw  cutting.     See  Threading. 
Screw  threads.     See  Threads. 
Screw  Uireaded  woric,  root  diameter 
of 120 


INDEX 


11 


Paob 

Screws,  lead 108. 109.  S19 

PiccisioD 1236-U38 

^Bt.  432 

Screws  and' stud  boltai  drilHiuE  for. tO?.  108 

Seaaonins  of  ground  work 714 

Shaft,  gnndins  a  slender 723,  724 

making  eccentric €29,  931 

milling  keyway  in 1014,  If  16 

poliahing 434 

turning  a  slender §27-629 

^af  t  blanks  for  grinding  fits,  prepar- 
ing  »14,tl6 

Shaft  blanks  for  turning  and  filing  fits, 

preparing S16,  S17 

Shafting,  rods  and  bolts,  straightening, 

124. 125 

Shank,  chuck 401 

Shaper,  crank §30 

draw-cut §32 

geared §30 

stroke  of §30 

traveling-head §31,  §32 

Shaper  vise,  swivel §32 

Shapers §30 

Sharpening  tap 825 

Shear  planer  tool §08 

Shell  reamers.  .* tl^-fig 

Shoe,  planer §23 

Shoulders,  squaring 132,  §39,  §05.  506 

Shrinking  fits 219,  221 

Side  tools 130-132.  SOI.  §02.  30(V-S09 

tools,  grinding 136-137 

Silicate  grinding  wheels 704-707 

Sine  bar 1263-1265 

Sine  bar,  measuring  angles  with.  .1263-1265 

tapers  with 1264 

Slender  shaft,  grinding 722.  723 

turning 627-629 

Slide  rule  for  timing  planer  work §36 

Sliding  fits 216 

fiU,table  of 216 

Soap  mixture  for  cutting  tools 150 

Soda  water  for  cutting  tools 150 

Soft  hammers  for  drivmg  mandrel 422 

Solid  jig 601 

Special  planer  clamps §23 

tools    and    side    heads, 

§04,  §21.  §22,  §24 

Speed  for  lathe  filing 205,  206 

Speed  indicator,  surface  speed  attach- 
ment for 146.  147 

Speed,  measuring  cutting 146 

Speed  of  belts,  changing 152 

Speed  lathe,  chucking  in §40,  §41 

tapping  m §40-642 

threadmg  in §42,  §43 

Speeds  and  feeds  for  grinding 708,  709 

lathe  work. 

145-148.241.242 

milling 1§08-1§10 

planing... §04.  §06-§08 

Sperm  oil 148 

Spiders  for  mandrels 422 

Spindle,  making  lathe §22,  §23 

Spiral  gears 1125-1127 

Spiral  milUng 1239-1247 

cutters.  1§06. 1§11. 1647, 1648 

Spring  calipers 143-145 

chuck 405 

of  planer  work §20 

tools §05,  §07,  §10, 1216 

Spur-gear  pinion,  preparing  blank  for, 

U08. 1109 
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Spur  gears 1101-1113 

Spur  pinion  and  gear,  cutting. . .  1110,  111  1 

Square  dog §39 

Square-nose  lathe  tools 185 

Square-nose  planer  tools §07 

Square,  calculating  diameter  to  turn 

blank  for  milling  or  filing 1626. 1626 

Square,  milling  end  of  shaft 1628, 1629 

Square  thread  nut,  making; §19-621 

Square  thread  screw,  makmg §16-618 

Square  thread  screw  and  nut,  sectional 

view  of §11 

Square  thread  tap,  making 1220, 1221 

Square  thread  taps §16, 1220, 1221 

Square  threading  tool  angle  gage §13 

holders  and  cut- 
ters  §14 

Square  threading  tool,  setting §14,  §15 

Square  threading  tools §12-616 

Square  threading  tools,  grinding. .  .138, 139 

Square  threads §10-621 

Squares,  caliper 212,  213 

Squaring  brass 633,  634 

cast  iron 129-132,  §12 

Squaring  steel  or  wrought  iron, 

§01,  §02,  §06-609,  §12 

Squaring  to  shoulder 132,  §39,  605,  606 

with  inside  squaring  tool, 

606,  606 
Squaring,  grooved  dead  center  for.  .131, 132 

step  method  of §01,  §02 

Standard  and  limit  gages 223-225 

holes 221,  222 

solid  mandrels.. .  .420. 1204, 1205 
Standard  measuring  machine,  testing 

end  measuring  rod  with  24" 1238 

Star  feed 614,  617 

Steady  rests 626.  628. 1629, 1630 

Steel  rules,  standard 143,  601,  614 

Steel  for  tools,  sixes  of 1201 

Steel  or  wrought  iron,  cutting  speed  for 

planing 604 

diamond-point 
tool  for  finish 

turning §04-606 

diamond-point 
tool  for  rough 

turning §02 

facing  large  work 

in §04 

feed  for  planing.. §04 

finish  planing  §06.  §08 

finish  turning .  .§04,  §06 

lathe  tools  for. SO  1-6 14 

planing §07,  §08 

rough  planing .  §07,  §08 

turning  S02-S04, 

S07-S09 

squaring. 601, 602, 606- 

609.  612 

Stellite 610 

Step  blocking 415,  613 

method  of  squaring 601,  602 

Step-boring  for  taper  holes 620 

Stock  (material),  cutting  off 613,  614 

inspection  and  meas- 
urement of 150 

Stoning  reamer  to  sise 821,  822 

Straight  ed^e,  grinding 828,  829 

Straight  grinding,  setting  swivel  table 

for 712,  727.  809 

Straight  turning  and  fitting 231,  282 

Straightening  press 124, 125, 1217 
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StraighteniDg  hardened  and  tempered 

toSa M17 

Straightening  shafting,  rods  and  bolts, 

124, 125 

Strapping  work  to  planer  table 014 

String  fixtures  for  planers §25 

Stub  mandrel 621 

Stud  bolts e07,  608 

Stud,  making 648,  649 

Stud  bolts  and  screws,  drilling  for..607.  608 

Studs  for  driving  lar^e  work 423 

Studs  by  iM>wer.  settmg 607,  608 

Surface  grinding 801-807 

machines 801 

Surface  gage,  alining  planer  work  with.  .921 

without....  921 
Surface  speed  attachment  for  speed 

indicator 146. 147 

Surface  speed,  table  of  number  of  revo- 
lutions required  to  obtain 240,  241 

Surface  grinding  (plane) 801-807 

Swing  of  lathe 101 

Swivel  shaper  vise 932,  933 

Swivel  vise,  graduated 1912 

T 

Tanite  grinding  wheel 704,  706 

Tap,  interrupted  thread 600 

sharpening 825 

Taper  forcing  fits 217-219 

gages 228,  621 
oles 619-623 

pins 418,  419 

reamers 618-623 

running  fits 214 

turning, 

226-231,  622,  623, 1131, 1132 
turning  with  taper  attachment, 

230,231 
Taper,  setting  compound  rest  to  turn.  .1132 

turning  and  fitting  a 228,  229 

Taper  bushing,  grinding 718 

collet,  grinding 726 

Taper  grinding,   setting  swivel   table 

for 712 

Taper  reamers,  finding 822,  823 

Taper  hole  in  spmdle,  grinding. . .  .730,  731 
Taper  holes  in  a  speealathe  by  power, 

reaming 418,  419 

Taper  parallels  or  wedges,  planing 917 

Taper  pin  reamers 418,  419 

Taper  shank  of  end  mill,  grinding.  .880,  831 
Taper  shank  twist  drill,  making..  1245-1247 

Taper  work,  setting  tool  to  thread 824 

Taper  work  in  vise,  planing 933 

Tapering  or  crowning  pulleys 428-431 

Tapers.  Brown  <fc  Sharpe.233,  235,  237-239 
calculating  distance  to  set  over 

footstodc  for 227,  228 

grinding.718.721,725,726.730.731 

Jamo 236,  237 

methods  of  grinding 712 

Morse.  .228-231,  233-235,  237-239 

standard  and  special 226 

tables  of  footstock  set  overs  for 

turning 237-239 

use  of  patterns  to  obtain 228 

Tapping  attachment 607,  608 

in  engine  lathe 608,  609 

speed  lathe 540,  641 

Tapping,  alinement  drilling  and. .  .638,  639 

jigs  for 606 

power 607.  608 


Page 

Taps,  adjustable SOO 

grooving U31-1933 

0  makinc S24.  S25, 1215-1223 

multiple-threaded 532 

Square  thread 516. 1220.  1221 

threading  pipe 624.  325 

Twenty-nine  degree  thread, 

526, 1222.  1223 
United  States  standard. .  .1218.  1219 

Tee  fixture  for  planers 915.  916 

slot  planer  tool  lifter 923.  924 

Tee  slots,  milling 1042 

planing 923.  924 

Templets 437.  438 

Test  indicators 1210-1213. 1249. 1250. 

1251, 1252, 1259,  1260 

Tensile  test  specimen,  making 346,  347 

Thread  calipers 320 

gages, 

113, 324, 325,  507.  526, 1216 

indicator 336 

micrometer  caliper 1214, 1215 

Thread  to  a  shoulder  in  an  engine  lathe. 

cutting 332,  510 

Threading  dies 542.  543 

Threading  in  engine  lathe, 

318-338.  342-349.  506-532 

in  speed  lathe 542,  543 

long  screws 336,  337 

nuts 319.  343,  506.  507,  53S 

taper  work 342,  325 

tool  holders  and  euttere.308,  514 
with  rapid  change-gear  mech- 
anism   1 10. 1 1 1 

Threading,  calculating  compound  gear- 
ing for 333.325 

calculating  simple  gearing 

for 326,327 

calculating  gearing  for  frac- 
tional  333 

calculating  gearing  for  met- 
ric  335 

description   of   mechanism 

for 329-331 

formulas  for. 

321-323.351.511.512.522 

operating  lathe  for 303. 331 

theory  of 326. 527 

Threading  in  the  engine  lathe,  inside, 

506-510 

Threading  tool,  spring 1216 

Threading  tools, 

308,  323-326,  338,  506-516.  521 
522.  524-^26, 1216 
tools,  grinding. 
138-140,  324-326. 515,  524-526 

Threads  per  inch 320. 321 

Threads.    British    Association    stand- 
aid 818 

Threads,  counting 320,  321. 331. 332 

double 531.532 

fractional 332-335 

French  standard 651 

International  standard 351 

lead  of 320.335 

left 332.610 

metric 318, 635 

multiple 319. 531. 532 

pitch  of 520 

right  and  left SI9 

rolled 819 

Sharp  V. .  .318-343,  356.  506^10 
Square 510-521. 1220, 1221 
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Threads,  Twenty-nine  degree, 

ft21-§31. 1222. 1923 
United  States  standard, 

S18,  S22.  S33,  S25,  S26.  S31. 
S66,  «)(Hf  10. 1X18. 1X19 

usee  of  different SIO 

Whitworth   (English)   stand- 
ard  S37.S38 

Thumb  nuts,  making  brass  nurled,  636,  €37 

Time  element SOI 

Toe  dogs  for  planers tU 

Tongue  (or  rib)  fixture  for  planers.  .015, 1 10 
Tool   holders  and  cutters.    See  Hol- 
ders and  cutters. 

Tool  making 1901 

Tooth  rest  for  cuttv  grinding, 

810-814,824 

Tooth  clearance,  gear 1107 

Tooth,  working  depth  of  gear. » 1107 

Tooth  at  pitch  line,  thickness  of  gear.  .1107 
Traveling    head    ahaper    or    traverse 

ahaper 931,  932 

Triple  threads ft32 

Tripoli 440 

Truing  enpne-lathe  centers 114, 115 

grinding  machine  centers, 

710.711.800 

wheels 709,710 

Tubing,  cutting  off 831 

Tumbung  castings,  pickling,  etc 1010 

Turning  aluminum 419 

Babbitt 419 

brass 533^38 

bronse 419 

cast  iron, 

12»-135.  144,  201-206,   312, 

226-232 

composition €33-338 

copper 419 

lead. 419 

monel  metal €34 

steel  or  wrought  iron, 

201-817.  230-149,  252.  253 

Turpentine  for  machining  glass 150 

Twenty-nine  degree  thread  taps, 

€26. 1222. 1223 
Twenty-nine  degree  thread  tap.  mak- 
ing  1222, 1223 

Twenty-nine  degree  thread  nut.  mak- 
ing  €29^31 

Twenty-nine  degree  thread  screw  and 

nut.  sectional  view  of €21 

Twenty-nine  degree  thread  screw,  mak- 
ing  €27-€29 

Twenty-nine    degree    thwMM<ing    tool 

gage €25,  €26 

Twenty-nine  degree  threading   tools, 

€22-€25 
Twenty-nine  degree  threading  tools, 

grinding €24-^26 

Twenty-mne  degree  threads €21-€31 

Twenty-nine  degree  threads,  formulas 

for €22 

Twist  drills,  chucking  with 409 

making 1243-1247 

Twist  drill,  three-groove 410 

four-groove 410 

U 

United  States  standard  tap,  making 

1218, 1219 
United  States  standard  threading  tools, 
grinding 225, 226 
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United  States  standard  threads, 
218,  222.  226,  226,  231.   256.  €06-€10, 

1218, 1219 
United  States  standard  thread  gage. .  .226 
United  States  standard  and  Sharp  V 

threading  tools. . .  .208,  223-228,  €06,  €07 
United  States  standard  screw,  sectional 

view  of 218.  223 

Units,  electrical 826 

Universal  chucks 403 

grinding  machine 702,  703 

milling  machine 1202, 1803 

vise 1813 

tool  grinder 141, 143 

Universal   grinding   machine,   operat- 
ing  715 

V 

Vernier  bevel  protractor 1129 

calipers 211-213. 1117,  U18 

height  gage, 

lfl9-1254, 1259, 1263, 1264 
Vertical  and  circular  milling  attach- 
ments  1843, 1844 

Vertical  boring  and  reaming 817-819 

millii^  machines 1843-1846 

planing 809-811 

spindle  siurface  grinding  ma- 
chine   806 

Vise,  graduated  swivel 1812 

?« 808.809 

on  table,  setting  milling  machine .  181 1 

swivel  shaper 832,  833 

universal 1813 

Vises,  planer 826 

Vitrified  grinding  wheels 704-707 

Volt 826 

Vulcanite  grinding  wheels 704,  706 

Vulcanite,  machimng 419,  420 

V  threads,  sharp 818^43,  256,  €Ofr^lO 

W 

Washers,  lock 256 

Water  for  grinding 712,  713 

guards  for  grinding  machines, 

713,715,716 

Water  for  cutting  tools,  soda 150 

Watt 826 

Wet  tool  grinder 140-142 

WheeU,  cup 812,  813,  820 

disk 812,813 

grinding 704-710,  809 

Wheels  and  belts,  polishing  with 440 

Whitworth  (English)  standard  thread- 
ing tools 838 

threads 837,238 

Whitworth  thread  screw,  sectional  view 

of 237 

Wrench,  socket  or  chuck  screw.  .€46,  €47 

Wrought  iron,  cutting  speed  for 804 

feed  for 804 

planing 807,  808 

squaring  steel  or, 

201.  202.  206-209,  212 

turning 801-210 

Working  depth  of  gear  tooth 1107 

Worm  gear,  gashing 1122, 1123 

Worm  gear,  making 1121-1125 

Worm  gear  blank,  preparing 1122 

Worm,  making 1121-1122 

Worm  gears 1120 

Z 

Zero  lines 116 


SMITH  BLUE-PRINT  HOLDERS 
AND  TEXT-BOOK  HOLDERS 

FOR  SHOP  AND  SCHOOL 

—  PATENTED  — 

AN  IMPORTANT  ADVANCeMBNT  IN  THB 

SCIENTIFIC  MANAQEMBNT  OP  TRADES,  1NDU5TRIES  AND  SCHOOLS 


Saves  Time 

Convenient 
location  for 
rapid  read- 
ing. 

Increases 
e  f  f  iciency  . 
Unobstructed 
view. 


Saves  Blue  Prints 


Saves  Eyesight 

Reduces     the 

motions    of 

wor  km  en. 

A  Law  of  Op- 

tics  obeyed; 

perpendicular 

line    of   vision. 

Saves  eyesight. 


RIGHT  WAY. 

IMPROVED  METHOD  OP  HOLDING  BLUB  PRINTS  flOUNTED  ON 

SHEET  METAL  OR  CARDBOARD. 


Blue   print    cov- 
ered with  tools. 
Soiled  and 
damaged 
print. 
Slow    reading. 
Obstructed  view. 


Slanting  line 
of      vision 
causes    eye- 
strain. 
A    Law    of 
Optics    vio- 
lated. 
Ruins  eyesight. 


WRONG  WAY. 
OLD  METHOD  OP  HOLDING  BLUE  PRINTS. 


INDUSTRIAL  EDUCATION  BOOK  CO.,  Boston,  U.S.Jt. 


Holds    mounted 
or  unmounted 
prints,     draw- 
ings, tracings, 
sketches, 
or  notes.    Re- 
volved to  suit 
position  of  work- 
man. 


Can   be  quickly 
changed  from 
mounted    to 
unmounted 
prints.       ' 
May  be  swiv- 
elled,     raised, 
or  lowered. 


RIGHT  WAY. 


IMPROVED  METHOD  OF  HOLDING  UNilOUNTBD  BLUE  PRINTS. 


Workman     must 


turn    around 


1 

to  read  draw- 


ing. 

Loss   of   time. 


Often    stops 


machine 

when  turn- 

ing    around. 

Loss    of    ef- 


ficiency. 


WRONG  WAY. 


CRUDE  WAY  OP  HOLDING  UNMOUNTED  BLUE  PRINTS. 


Workman    turns 


round,  picks 
up     print, 
reads   it, 
lays  it  down, 
turns  back   to 


lathe. 


Unhandy,  incon- 


venient    loca- 


tion. 


Destructive 
to   prints . 


Waste  of  time. 
Inefficient. 


WRONG  WAY. 


ANOTHER  OLD  WAY  OF  USING  MOUNTED  BLUE  PRINTS. 


Print    covered 


with  chips. 


and 


often    torn. 


Obstructed  view. 


Print    soon    be- 


comes so  soiled 


that     it     is 


difficult   to 


read  figures. 


WRONG  WAY. 


ANOTHER  OLD  WAY  OF  USING  XJNMOUNTED  BLUE  PRINTS. 


How  to  Operate  Blue -print  Holder  to 
Hold  Mounted  and  Unmounted  Prints. 


Upl 


Down! 


Presto  I 


Lift    the   "Lilt," 
insert  print; 
lower  ••LifV 
which     se- 
cures    print, 
as    at     *'A." 
Simple   fixture 


Quickly  oper- 
ated. 
Efficient. 

Neat. 
Print    not 
soiled      or 
damaged. 


INSERTING  nOUNTED  PRINT  IN  BLUE-PRINT  HOLDER. 


Lift      the    "Lift," 
insert     top     of 
print,    lower 
"Lift." 
Gravity  of 
"Lift"      arid 
force  of  the  "  In- 
clined   Plane"    grips 
print   as   at   **B." 


Simplicity  . 
Rapidity  . 
Print  not  soiled 
or  torn. 
No   clips,   no 
springs,    no 
hooks,  no  repairs. 
Nothing  to  get  out 
of  order. 


INSERTING  UNMOUNTED  PRINT  IN  BLUE-PRINT  HOLDER. 


Blue-print  and  Book  Holder  Combined. 


Book   held    open 


at  proper  angle 
for     reading. 
Keeps    book 


c 1 ean . 


May    be    swiv- 


elled,  raised, 


and     lowered 


independently 
r  together. 


A  TEXT-BOOK  HOLDER  WITH  TRANSPARENT  CELLULOID  COVER 
TO  PROTECT  OPEN  BOOK,   AND  BLUE-PRINT  HOLDER 

HOLDING  MOUNTED  PRINT. 

Blue-prirU  Holders  and  Book  Holders  may  he  used  together  or  separately. 


Good  at  bench 


or     machine. 


Will  fit  any. 


where. 


Brings    the    in- 


form at  ion 


convenient  to 


the  operation. 


TEXT-BOOK  HOLDER  FASTENED  TO  BENCH  AND  HOLDING  BOOK 
OPEN,  AND  BLUE-PRINT  HOLDER  HOLDING  MOUNTED  PRINT. 


How  the  Pages  of  a  Book  are  Turned 

in  the  Book  Holder. 


Simple! 


Effective! 


Rapid! 


No    closing 


of  leaves 


just  when 


you  want 
i  n  forma- 


tion . 


OPERATING  BOOK  HOLDER. 


SWING  HINGED,  TRANSPARENT  CELLULOID  COVER  BACK  BY  HANDLE 
AT  EITHER  END  OF  HINGE  AND  TURN  LEAVES  OF  TEXT- 
BOOK, THEN  SWING  COVER  ON  TO  BOOK. 


A    convenient 


fixture    for 


drawings 
when    laying 


out      work. 


Out  of  tlie  way 
and  not  lying 


on    bench 


covered  with 


stock  and  tools. 


BLUE-PRINT    HOLDER    ATTACHED    TO    PATTERN-MAKER'S   OR 
WOOD-WORKER'S  BENCH,  HOLDING  MOUNTED  BLUE  PRINT. 


AT   LAST. 

Large  Unmounted  Blue  Prints  Taken  Care  of 

in  tlie  Sliop. 


Rods     quickly 
adjusted     for 


di  f f erent 


sizes       of 


prints. 


For  small  prints, 


rods  unneces- 
sary; may  be 
removed 

and    kept    in 


tool-room. 


EXTENSION    RODS   ATTACHED   TO   CENTRAL    DEVICE    HOLDING 

LARGE  UNMOUNTED  BLUE  PRINT  WITH  GRAVITY  CLIPS 

A,  A.     B  IS  AN  END  VIEW  OF  THE  DEVICE* 

C  THE  LIFT,  AND  D  THE  ROD. 


METHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXT-BOOK 

HOLDER  TO  BED  OF  LATHE. 

or  any  machine,   by   a   fixed   arm   bolted   to   bed   by    two 
hexagonal-head  cap  screws,  fx  i6x  ij'. 


riETHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXT-BOOK 

HOLDER  TO  BED  OF  LATHE. 

or   any   machine,   by   swivel   arm   bolted    to    bed    by    two 
hexagonal-head  cap  screws,  f  X  i6  x  i J*. 
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METHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXr-BOOK 

HOLDER  TO  THE  TOP  OF  BENCH. 

by    flange   screwed    to  bench    with    four    J^'xia    flat-head 
bright  wood  screws. 


METHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXT-BOOK 

HOLDER  TO  BACK  OF  BENCH. 

by  flange  with  three  |'xi2  flat-head  bright  wood  screws. 


riETHOD  OF  FASTENING  TWO  BLUE-PRINT  HOLDERS  AND  TEXT- 
BOOK  HOLDERS  TO  TOP  OF  DOUBLE  BENCH. 

by  double  flange  screwed  to  top  of  bench  with  eight  J'^X  12 
flat-head  bright  wood  screws. 


Smith's  Text-books  on  Machine  Work  are  Standard 

FIRST  BOOKS  ON  MODERN  INDUSTRIU  EDUCATION 
TEXT-BOOKS  ON  MACHINE  WORK 

By  ROBERT   H.    SMITH 


For  Apprentice,  Student,  Specialist,  Machinist* 
Shop,  School,  College 

"  They  Cover  a  Field  Heretofore  Unoccupied  " 

AN  EXPERT  HACHINIST 
says:  "It  has  taken  me  a  lifetime. 
in  the  shop  to  learn  what  is  in 
these  books." 

A    nANUPACTURER   says: 
"  Every  apprentice,  young  ma- 
Price  $2.oo      chinist  and  machine  specialist       _.     ,     ^^ 
should  have  these  books."  ~ 

AN  INSTRUCTOR  OF  riACHINE  WORK  says:  "For  con- 
densed and  classified  information  and  fine  illustrations, 
they  are  the  most  perfect  books  ever  written  on  machine 
construction." 


The  Finest  Illustrated  Text-books. 


Read  What  Educators  and  Manufacturers  Say 

About  These  Text'books: 


EXTRACTS  FROn  LETTERS 

DR.    RICHARD  C.  MACIiAURUT,  President  MaBBachuBetts  InBtitute 
of  Technology,  Boston,  Mass. : 

"You  are  dealing  with  matters  that  lie  at  the  very  basis  of  a  great  deal  of  the  work 
for  which  the  Institute  stands.  The  labor  involved  in  putting  these  book^  together 
must  have  been  enonnous." 

PROFRSSOR  EDWARD  F.  MILLER,  Head  of  Department  of  Mechani- 
cal Engineering,  MaBsaohusetts  Listitute  of  Technology,  Boston, 


"  Since  the  introduction  of  the  Text-Books  on  Machine  Work,  the  students  ask 
fewer  questions  and  less  time  is  required  by  the  instructor  in  the  lecture  room,  thus 
making  more  time  available  for  work  at  each  exercise." 

PROFESSOR  CHARLES  F.  PARK,  Director  of  Mechanical  Labora- 
tories, Massachusetts  Institute  of  Technology,  Boston,  Mass. : 

''  These  books  have  proved  to  be  a  valuable  aid  to  the  instruction  in  our  Mechani- 
cal Laboratories.  Much  time  has  been  saved  by  their  introduction.  The  students 
follow  the  work  understandingly  and  require  less  attention  and  a  smaller  amount  of 
demonstrating.  The  value  of  the  schedules  of  operations  cannot  be  appreciated  by 
one  who  has  not  used  them." 

PROFESSOR  PETER  SCHWAMB,  MassachuBetts  Institute  of  Tech- 
nology, Boston,  Mass. : 

''These  are  the  first  books  that  I  have  seen  that  embody  the  systematic  teaching 
of  the  educational' principles  which  should  imderlie  industrial  education." 

FROM     -BRQiWTX     &     SHARPE     MANUFACTURINa     COMPAmr, 
Providence,  R.  I. : 

Mr.  Viall:  '^The  books  are  so  practical  and  helpful  that  we  shall  lurge  upon  our 
apprentices  the  purchase  of  them  as  a  standard  work." 

Mr.  Burlingame:  ''I  felt  as  soon  as  I  looked  these  books  over  that  they  covered 
a  field  which  up  to  the  present  time  had  been  unoccupied." 

PROFESSOR   FRANK    R    SANBORN,  The  Ohio  State  University, 
Columbus,  Ohio: 

"The  books  have  been  used  in  our  classes  in  filing  and  machine  tool  practice  and 
have  been  much  liked.  The  many  neat  illustrations,  well  notated,  the  concise  state- 
ments and  instructions,  and  the  tabulated  matter  give  clearly  and  quickly  the  desired 
information.    The  arrangement  of  the  books  is  logical  and  pleasing  to  me." 
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STONE  &  TTTEBSTBR,  Boston,  Mass. : 

Mr.  Henry  G.  Bradlee:  "These  books  cover  a  field  on  which  it  is  at  present 
almost  impossible  to  obtain  any  information  in  a  written  form.  I  believe  they  vsHi 
be  very  helpful,  not  only  to  the  young  men  who  are  studying  machine  work  at  Tech- 
nology but  also  to  all  maniifacturing  concerns  doing  this  character  of  work.  I  do 
not  believe  that  a  machine  shop  could  do  better  for  itself  than  to  put  copies  of  your 
books  in  the  hands  of  each  of  its  machinists." 

PROFESSOR    ARTHUR    M.   OREENE,  Jr.,  Rensselaer  Polytechnic 
Institute  (Russell  Sage  Foundation),  Troy,  N.  7.: 

"I  believe  the  books  are  going  to  be  very  extensively  used  as  I  do  not  know  of  any 
books  that  quite  cover  the  ground  so  well  as  these." 

MR.   LESTER    O.  FRENCH,    Editor    Journal    American    Society    of 
Mechanical  Engineers,  New  York,  N.  7. : 

"One  not  familiar  with  publication  work  can  scarcely  imagine  how  much  labor 
is  involved  in  the  preparation  of  these  volumes,  but  I  know  personally  that  the  draw- 
ings alone  represent  literally  years  of  work  and  a  large  expenditure  of  money  from 
having  kept  in  touch  with  your  work.' 
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PROFESSOR  ARTHUR  C.  JEWETT,  University  of  Maine : 

"We  have  adopted  your  books  as  a  required  text  for  our  classes  in  machine  tool 
practice." 

UNITED  SHOE  MACHINERY  COMP ANT,  Beverly,  Mass.: 

Mr.  Vose:  "They  will  be  of  great  service  to  us  in  our  Industrial  School. 

PROFESSOR  CHARLES  H.  CHASE,  Tufts  College,  Medford,  Mass. : 

"The  large  number  of  concisely  numbered  paragraphs,  the  tabulated  arrangement 
of  the  order  of  the  work  and  the  clear  illustrations  make  the  books  unusually  wdU 
fitted  as  text-books." 

MR.     F.     J.    SCHULTE,    Managing    Editor    Shop    Notes    Quarterly, 
Chicago,  XT.  S.  A. : 

"I  wish  to  compliment  you  on  the  evident  thoroughness  with  which  these  books 
have  been  prepared  and  to  congratulate  you  especially  on  the  excellence  of  the  illus- 
trations, which  are  the  clearest  and  most  helpful  I  have  ever  seen  in  books  of  this 
kind." 

MR.  JOHN  C.  BRODHEAD,  Assistant  Director  of  Drawing  and  Man- 
ual Training,  Boston,  Mass. : 

"I  am  delighted  with  the  multitude  of  pertinent  illustrations,  with  the  tables  and 
with  the  simply  worded  text.  I  shall  have  the  boo)^j  put  on  the  Boston  Autbos* 
rzED  List." 
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MtR.   HAROLD  P.   RICHMOND,  PreBident  American  Emery  "Wheel 
'^T^orka,  Providence,  R.  I. : 

"We  have  placed  these  books  in  the  hands  of  the  younger  machinists  in  our  factory. 
Ve  notice  an  inmiediate  improvement  in  the  efficiency  of  the  men  who  use  them. 
Svery  apprentice  should  have  copies  of  these  books,  and  there  are  but  few  machin- 
sts  of  any  age  who  would  not  profit  greatly  by  their  use." 

PROI^SSOR   HERBERT   S.   PHILBRICK,   University  of  Missouri, 
Columbia,  Mo.: 

"  They  are  just  what  I  have  been  looking  for  and  they  will  save  the  instructor  and 
lis  assistants  much  trouble  in  giving  notes  to  the  students." 

BhCR.  'WILLIAM  H.  DOOLET,  Lawrence  Industrial  School,  Lawrence, 
Blass.: 

"Your  books  are  the  first  books  that  I  have  seen  that  embody  the  educational 
principles  that  must  govern  vocational  education." 

PROFESSOR    FRANK    M.   LEAVITT,  The    University    of    Chicago 
(Founded  by  John  D.  Rockefeller) : 

''I  have  examined  these  books  with  much  interest  and  I  am  astonished  at  the 
thoroughness  and  amount  of  material  which  they  contain.  I  can  appreciate  the 
experience  which  they  represent.  Our  machine  shop  instructor  says  they  are  the 
best  books  he  has  seen." 

MR.  ALLAN  K.  SWEET,  Mechanic  Arts  High  School,  Boston,  Mass.: 

"You  have  put  into  clear,  concise  and  usable  form  a  vast  amount  of  information 
indispensable  to  the  student  and  apprentice  which  only  one  who  knows  at  first  hand 
both  the  business  of  machine  construction  and  the  business  of  teaching  could  have 
selected.  The  illustrations  are  particularly  satisfactory  in  character  and  execution. 
They  tell  many  things  far  better  than  could  be  done  by  words." 

MR.  "W.  H.  MURRAT,  Director  Industrial  Training,  Newton,  Mass. : 

"  We  are  using  the  text-books  on  machine  work  in  the  Newton  Independent  In- 
dustrial School  and  in  the  Newton  Technical  High  School." 

MR.   S.  S.  JX7DD,  Director  of  Manual  Training  and  Trade  Schools, 
Saginaw,  Michigan : 

"These  books  fill  a  long-felt  want,  —  Text-books  for  the  machine  shop.  I  will 
most  certainly  have  each  of  our  shop  boys  provided  with  the  two  volumes." . 

MR.  LEO  AMMAN,  Instructor  Machine  Shop  Practice,  Stout  Insti- 
tute, Menomonie,  Wis. : 

"We  have  decided  to  use  these  as  text  books  in  our  classes  and  I  have  no  doubt 
that  we  shall  find  them  more  than  satisfactory.' 
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MR.  F.  8.  HITCHCOCK,  Manual  Training  and  Indnatrlal  School,  Hew 
London,  Conn. : 

"  For  deamess,  accuracy  and  scope,  they  are  the  most  perfect  boc^  on  marhin^ 
work  ever  published.    We  are  using  them  in  our  classes  in  machine  tool  work." 

BfR.  FRANK  CUSHMAN,   Jr.,  Kanaaa  City  Manual  Training  Higfa 
School : 

''They  are  sploidid.    There  ought  to  be  a  great  demand  for  such  books." 

MR.  GRIN  A.  RINQWALT,  North  High  School,  Minneapolia,  Iffinn. : 

''These  are  the  best  books  I  have  ever  seen  along  the  line  of  making  machine  work 
a  teachable  subject. 


Read  What  the  Technical  Press  Says  About 

These  Text-books: 


EXTRACTS  FROn   REVIEWS 

',  New  York,  N.  Y.,  May,  iqii. 

"At  the  present  time  when  many  so-called  'practical'  books  are  making  their 
appearance,  it  is  seldom  that  one  is  published  which  is  as  thoroughly  practical. 
These  books  represent  a  gro^t  deal  of  painstaking  work  on  the  part  of  the  author, 
and  his  endeavors  should  be  crowned  with  success,  for  they  meet  the  requirements 
of  the  class  noted  thoroughly,  being  expressed  in  a  dear,  intelligible  manner." 

ABffERICAN  MACHINIST.  New  York,  N.  Y.,  May,  1911. 

"There  are  years  of  experience  in  teaching  shop  work  behind  these  books  besides 
the  time  previously  spent  in  manufacturing,  and  we  believe  that  many  will  find  them 
a  decided  he^  either  in  learning  or  in  teaching." 

SHOP  NOTES  QUARTRRLT,  Third  Quarter,  191  i,  Chicaco,  U.  S.  A- 

"  Every  technical  student  and  apprentice  should  possess  copies  of  these  books 
which  are  quite  the  best  of  their  kind  that  has  yet  appeared.  The  illustrations  arc 
a  revelation,  every  one  having  been  drawn  especially  for  the  volumes  and  so  clearly 
lettered  and  captioned  that  they  are  practically  self-explanatory  of  the  processes  or 
operations  they  represent.    The  very  complete  index  is  also  a  praiseworthy  feature." 
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CT'CZaB  AND  AUTOMOBIZiE  TRADE  JOURNAL,  Philadelphia,  Pa., 
May,  191X. 

"These  two  books  show  an  intimate  acquaintance  with  all  branches  of  machine 
tool  work,  combined  with  the  knowledge  .of  the  teacher,  and  are  undoubtedly  the 
first  books  embodying  the  educational  principles  underlying  machine  work.  The 
information  contained  in  them  is  greater  than  that  usually  acquired  during  the  life 
of  even  an  expert  machinist.  The  subject  matter  is  arranged  in  such  a  logical  order 
and  so  profusely  and  clearly  illustrated,  that  even  such  a  complex  subject  as  that 
treated  cannot  help  but  be  clear  to  any  one  who  consistently  follows  the  course  of 
study  as  outlined.  The  books  have  already  been  adopted  as  text-books  by  many 
of  the  leading  industrial  schools  and  should  be  invaluable  to  ambitious  yoimg  men 
engaged  in  machine  work." 

THB  SCIENTIFIC  AMERICAN,  New  York,  N.  Y.,  Aug.  12,  1911.    ^ 

"  Not  technical  students  alone,  but  every  youth  who  runs  a  lathe  or  uses  tools  as  a 
hobby,  may  benefit  by  adding  these  text-books  to  his  woiiting  library.' 
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THB   JOURNAL  OF  THE   WORCESTER    POLYTECHNIC    INSTI- 
TITTE,  WoRCESTES,  Mass.: 

"The  books  cannot  fail  to  assist  in  any  shop  instruction,  and  they  should  prove 
valuable  as  text-books  in  shop  courses  given  in  most  of  the  schools  and  colleges  of 
this  country.  There  are  no  old  cuts,  copied  from  catalogues  or  previously  printed 
shop  books,  used  in  either  volume.  All  cuts  are  from  original  drawings,  many  of 
which  are  very  dramatic  in  their  execution  and  are  iUustrations  in  the  true  sense  of 
the  word." 

THB  IRON  AOE,  New  York,  N.  Y.,  April,  191  i. 

"These  two  books  have  been  brought  out  in  an  effort  to  supply  text-books  covering 
the  field  of  machine  work,  and  the  aim  has  been  to  give  the  b^jnner  in  these  subjects 
the  advantages  of  text-books  similar  to  those  used  in  studying  the  older  subjects,  so 
that  the  fundamental  as  well  as  the  advanced  principles  may  be  quickly  acquired  in 
a  logical,  systematic  and  progressive  manner.  In  both  books  the  student  is  told 
how  to  do  things  and  the  theory  connects  principles  and  practice.  Machines,  mech- 
anisms and  tools  are  graphically  illustrated  by  original  mechanical  and  perspective 
drawings  and  condensed  tables  describe  them  briefly  and  systematically.  Con- 
densed schedules  which  name  the  materials,  the  operations,  the  machines,  the  jigs, 
the  fixtures  and  the  tools  give  operations  in  machining  and  standard  and  typical 
problems  in  machine  construction." 

TECHNOLOOT     REVIEW     MASSACHUSETTS    INSTITUTE    OF 
TECHNOLOOT,  Boston,  Mass.,  April,  1911. 

"These  two  eminentiy  practical  treatises  upon  the  operation  of  hand  and  machine 
tools,  constitute  a  substantial  advance  in  the  literature  of  the  machine  shop.  This 
series  of  books  well  illustrates  the  systematic  teaching  of  the  educational  principle  which 
underlies  industrial  education.  They  are  the  outcome  of  many  years  of  faithful 
study  and  practice  upon  the  part  of  the  author.  It  is  believed  that  they  will  be 
found  equally  useful  in  the  school  and  in  the  shop." 
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RAIL'WAT*  AQB  GAZBTTB,  New  York,  N.  T.,  Apsil,  iqiz. 

"These  volumes  have  been  written  in  a  series  of  two  on  machine  work  with  the 
desire  of  placing  text-books  at  the  service  of  the  student  taking  up  this  subject,  either 
in  the  trade  schools  or  colleges.  They  are,  however,  of  value  to  both  the  student  and 
apprentice.  The  former  will  find  them  more  of  a  necessity,  as  his  study  of  the  work  b 
usually  limited  to  a  comparatively  short  time." 

CANADIAN  ENaiNBER,  Toronto,  Can.,  April,  191  i. 

''The  aim  of  these  books  b  to  give  the  beginner  in  machine  work  a  text-book,  that 
he  may  acquire  the  fundamental  principles  in  a  logical,  systematic  and  progressive 
manner.  Machines,  mechanisms  and  tools  are  illustrated  graphically  by  means  of 
perspective  and  mechanical  drawings,  and  are  briefly  and  systematically  described 
by  tables.  Operations  in  machinery,  standard  and  typical  problems  in  machine  con- 
struction are  given  in  condensed  schedules,  which  name  the  material,  operations, 
machines,  speeds,  feeds,  jigs,  fixtures  and  toob.  These  books  tell  how  to  do  things 
with  that  theory  which  connects  principles  and  practice,  and  no  person  can  build 
or  superintend  the  construction  of  machinery  without  coosdously  or  unconsciously 
understanding  these  problems  and  applying  these  principles." 
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